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NAME 

intro — introduction to system calls and error numbers 

SYNOPSIS 

#include <errno.h> 

DESCRIPTION 

This section describes all of the system calls. Most of these calls have one or more error 
returns. An error condition is indicated by an otherwise impossible return value. This is 
almost always ~1; the individual descriptions specify the details. 

As with normal arguments, all return codes and values from functions are of type integer 
unless otherwise noted. An error number is also made available in the external variable errno, 
which is not cleared on successful calls. Thus errno should be tested only after an error has 
occurred. 

The following is a complete list of the errors and their names as given in <errno.h>. 

0 Error 0 
Unused. 

1 EPERM Not owner 

Typically this error indicates an attempt to modify a file in some way forbidden except 
to its owner or super-user. It is also returned for attempts by ordinary users to do 
things allowed only to the super-user. 

2 ENOENT No such file or directory 

This error occurs when a file name is specified and the file should exist but doesn't, or 
when one of the directories in a path name does not exist. 

3 ESRCH No such process 

The process whose number was given to kill and ptrace does not exist, or is already 
dead. 

4 EINTR Interrupted system call 

An asynchronous signal (such as interrupt or quit), which the user has elected to catch, 
occurred during a system call. If execution is resumed after processing the signal, it 
will appear as if the interrupted system call returned this error condition. 

5 EIO I/O error 

Some physical I/O error occurred during a read or write. This error may in some cases 
occur on a call following the one to which it actually applies. 

6 ENXIO No such device or address 

I/O on a special file refers to a subdevice which does not exist, or beyond the limits of 
the device. It may also occur when, for example, an illegal tape drive unit number is 
selected or a disk pack is not loaded on a drive. 

7 E2BIG Arg list too long 

An argument list longer than 10240 bytes is presented to execve. 

8 ENOEXEC Exec format error 

A request is made to execute a file which, although it has the appropriate permissions, 
does not start with a valid magic number, see a.outiS). 

9 EBADF Bad file number 

Either a file descriptor refers to no open file, or a read (resp. write) request is made to 
a file which is open only for writing (resp. reading). 

10 ECHILD No children 

Waitandi the process has no living or unwaited-for children. 



4th Berkeley Distribution 



12 February 1983 



1 



INTRO (2) 



UNIX Programmer's Manual 



iNTR0(2) 



11 E AGAIN No more processes 

In a fork, the system's process table is full or the user is not aliowed to create any more 
processes. 

12 ENOMEM Not enough core 

During an execve or break, a program asks for more core or swap space than the system 
is able to supply. A lack of swap space is normally a temporary condition, however a 
lack of core is not a temporary condition; the maximum size of the text, data, and stack 
segments is a system parameter. 

13 EACGES Permission denied 

An attempt was made to access a file in a way forbidden by the protection system. 

14 EFAULT Bad address 

The system encountered a hardware fault in attempting to access the arguments of a 
system call. 

15 ENOTBLK Block device required 

A plain file was mentioned where a block device was required, e.g. in mount, 

16 EBUSY Mount device busy 

An attempt to mount a device that was already mounted or an attempt was made to 
dismount a device on which there is an active file directory, (open file, current direc- 
tory, mounted-on file, active text segment). 

17 EEXIST File exists 

An existing file was mentioned in an inappropriate context, e.g. link. 

18 EXDEV Cross-device link 

A hard link to a file on another device was attempted. 

19 ENODEV No such device 

An attempt was made to apply an inappropriate system call to a device; e.g. read a 
write-only device. 

20 ENOTDIR Not a directory 

A non-directory was specified where a directory is required, for example in a path name 
or as an argument to cMr. 

21 EISDIR Is a directory 

An attempt to write on a directory. 

22 EINVAL Invalid argument 

Some invalid argument: dismounting a non-mounted device, mentioning an unknown 
signal in signal, reading or writing a file for which seek has generated a negative pointer. 
Also set by math functions, see /«f«>(3). 

23 ENFILE File table overflow 

The system's table of open files is full, and temporarily no more opens can be accepted. 

24 EMFILE Too many open files 

Customary configuration limit is 20 per process. 

25 ENOTTY Not a typewriter 

The file mentioned in an /oc// is not a terminal or one of the other devices to which 
these calls apply. 

26 ETXTBSY Text file busy 

An attempt to execute a pure-procedure program which is currently open for writing 
(or reading!). Also an attempt to open for writing a pure-procedure program that is 
being executed. 
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27 EFBIG File too large 

The size of a file exceeded the maximum (about 10 bytes). 

28 ENOSPC No space left on device 

During a write to an ordinary file, there is no free space left on the device. 

29 ESPIPE Illegal seek 

An Iseek was issued to a pipe. This error may also be issued for other non-seekable 
devices. 

30 EROFS Read-only file system 

An attempt to modify a file or directory was made on a device mounted read-only. 

31 EMLINK Too many links 

An attempt to make more than 32767 hard links to a file. 

32 EPIPE Broken pipe 

A write on a pipe or socket for which there is no process to read the data. This condi- 
tion normally generates a signal; the error is returned if the signal is ignored. 

33 EDOM Math argument 

The argument of a function in the math package (3M) is out of the domain of the 
function. 

34 ERANGE Result too large 

The value of a function in the math package (3M) is unrepresentable within machine 
precision. 

35 EWOULDBLOCK Operation would block 

An operation which would cause a process to block was attempted on a object in non- 
blocking mode (see ioctl (2)). 

36 EINPROGRESS Operation now in progress 

An operation which takes a long time to complete (such as a connect (2)) was 
attempted on a non-blocking object (see ioctl (2)). 

37 E ALREADY Operation already in progress 

An operation was attempted on a non-blocking object which already had an operation in 
progress. 

38 ENOTSOCK Socket operation on non-socket 

Self-explanatory. 

39 EDESTADDRREQ Destination address required 

A required address was omitted from an operation on a socket. 

40 EMSGSIZE Message too long 

A message sent on a socket was larger than the internal message buffer. 

41 EPROTOTYPE Protocol wrong type for socket 

A protocol was specified which does not support the semantics of the socket type 
requested. For example you cannot use the ARPA Internet UDP protocol with type 
SOCK_STREAM. 

42 ENOPROTOOPT Bad protocol option 

A bad option was specified in a getsockoptil) or setsockoptil) call. 

43 EPROTONOSUPPORT Protocol not supported 

The protocol has not been configured into the system or no implementation for it 
exists. 
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44 ESOCKTNOSUPPORT Socket type not supported 

The support for the socket type has not been coniigured into the system or no imple- 
mentation for it exists. 

45 EOPNOTSUPP Operation not supported on socket 

For example, trying to accept a connection on a datagram socket. 

46 EPFNOSUPPORT Protocol family not supported 

The protocol family has not been configured into the system or no implementation for 
it exists. 

47 EAFNOSUPPORT Address family not supported by protocol family 

An address incompatible with the requested protocol was used. For example, you 
shouldn't necessarily expect to be able to use PUP Internet addresses with ARPA Inter- 
net protocols. 

48 EADDRINUSE Address already in use 

Only one usage of each address is normally permitted. 

49 EADDRNOT AVAIL Can't assign requested address 

Normally results from an attempt to create a socket with an address not on this 
machine. 

50 ENETDOWN Network is down 

A socket Operation encountered a dead network. 

51 ENETUNREACH Network is unreachable 

A socket operation was attempted to an unreachable network. 

52 ENETRESET Network dropped connection on reset 

The host you were connected to crashed and rebooted. 

53 ECONNABORTED Software caused connection abort 

A connection abort was caused internal to your host machine. 

54 ECONNRESET Connection reset by peer 

A connection was forcibly closed by a peer. This normally results from the peer exe- 
cuting a s/ii/r^/otv/i (2) call. 

55 ENOBUFS No buffer space available 

An operation on a socket or pipe was not performed because the system lacked 
sufficient buffer space. 

56 EISCONN Socket is already connected 

A connect request was made on an already connected socket; or, & sendto or sendmsg 
request on a connected socket specified a destination other than the connected party. 

57 ENOTCONN Socket is not connected 

An request to send or receive data was disallowed because the socket is not connected. 

58 ESHUTDOWN Can't send after socket shutdown 

A request to send data was disallowed because the socket had already been shut down 
with a previous s/jMft/ow/t (2) call. 

59 unused 

60 ETIMEDOUT Connection timed out 

A connect request failed because the connected party did not properly respond after a 
period of time. (The timeout period is dependeiit on the communication protocol.) 

61 ECONNREFUSED Connection refused 

No connection could be made because the target machine actively refused it. This usu- 
ally results from trying to connect to a service which is inactive on the foreign host. 
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62 ELOOP Too many levels of symbolic links 

A path name lookup involved more than 8 symbolic links. 

63 ENAMETOOLONG File name too long 

A component of a path name exceeded 255 characters, or an entire path name 
exceeded 1023 characters. 

64 ENOTEMPTY Directory not empty 

A directory with entries other than and was supplied to a remove directory or 
rename call. 

DEFINITIONS 

Process ID 

Each active process in the system is uniquely identified by a positive integer called a pro- 
cess ID. The range of this ID is from 0 to {PROC_MAX}. 

Parent process ID 

A new process is created by a currently active process; see forkil). The parent process ID 
of a process is the process ID of its creator. 

Process Group ID 

Each active process is a member of a process group that is identified by a positive integer 
called the process group ID. This is the process ID of the group leader. This grouping 
permits the signalling of related processes (see killpgiD) and the job control mechanisms 
of cs//(l). 

Tty Group ID 

Each active process can be a member of a terminal group that is identified by a positive 
integer called the tty group ID. This grouping is used to arbitrate between multiple jobs 
contending for the same terminal; see cshiX), and ttyiA). 

Real User ID and Real Group ID 

Each user on the system is identified by a positive integer termed the real user ID. 

Each user is also a member of one or more groups. One of these groups is distinguished 
from others and used in implementing accounting facilities. The positive integer 
corresponding to this distinguished group is termed the real group ID. 

All processes have a real user ID and real group ID. These are initialized from the 
equivalent attributes of the process which created it. 

Effective User Id, Effective Group Id, and Access Groups 

Access to system resources is governed by three values: the effective user ID, the 
effective group ID, and the group access list. 

The effective user ID and effective group ID are initially the process's real user ID and 
real group ID respectively. Either may be modified through execution of a set-user-ID or 
set-group-ID file (possibly by one its ancestors); see execveil). 

The group access list is an additional set of group ID's used only in determining resource 
accessibility. Access checks are performed as described below in "File Access Permis- 
sions". 

Super-user 

A process is recognized as a super-user process and is granted special privileges if its 
effective user ID is 0. 

Special Processes 

The processes with a process ID's of 0, 1, and 2 are special. Process 0 is the scheduler. 
Process 1 is the initialization process m/r, and is the ancestor of every other process in the 
system. It is used to control the process structure. Process 2 is the paging daemon. 
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Descriptor 

An integer assigned by the system when a file is referenced by open(2), dupil)^ or pipeil) 
or a socket is referenced by socket(2) or socketpairil) which uniquely identifies an access 
path to that file or socket from a given process or any of its children. 

File Name 

Names consisting of up to {FILENAME_MAX| characters may be used to name an ordi- 
nary file, special file, or directory. 

These characters may be selected from the set of all ASCII character excluding 0 (null) 
and the ASCII code for / (slash). (The parity bit, bit 8, must be 0.) 

Note that it is generally unwise to use *, ?, [ or ] as part of file names because of the spe- 
cial meaning attached to these characters by the shell. 

Path Name 

A path name is a null-terminated character string starting with an optional slash (/), fol- 
lowed by zero or more directory names separated by slashes, optionally followed by a file 
name. The total length of a path name must be less than {PATHNAME__MAX} charac- 
ters. 

If a path name begins with a slash, the path search begins at the root directory. Other- 
wise, the search begins from the current working directory. A slash by itself names the 
root directory. A null pathname refers to the current directory. 

Directory 

A directory is a special type of file which contains entries which are references to other 
files. Directory entries are called links. By convention, a directory contains at least two 
links, . and .., referred to as dot and dot-dot respectively. Dot refers to the directory itself 
and dot-dot refers to its parent directory. 

Root Directory and Current Working Directory 

Each process has associated with it a concept of a root directory and a current working 
directory for the purpose of resolving path name searches. A process's root directory 
need not be the root directory of the root file system. 

File Access Permissions 

Every file in the file system has a set of access permissions. These permissions are used 
in determining whether a process may perform a requested operation on the file (such as 
opening a file for writing). Access permissions are established at the time a file is created. 
They may be changed at some later time through the chmodil) call. 

File access is broken down according to whether a file may be: read, written, or executed. 
Directory files use the execute permission to control if the directory may be searched. 

File acdess permissions are interpreted by the system as they apply to three different 
classes of users: the owner of the file, those users in the file's group, anyone else. Every 
file has an independent set of access permissions for each of these classes. When an 
access check is made, the system decides if permission should be granted by checking the 
access information applicable to the caller. 

Read, write, and execute/search permissions on a file are granted to a process if: 
The process's effective user ID is that of the super-user. 

The process's effective user ID matches the user ID of the owner of the file and the 
owner permissions allow the access. 

The process's effective user ID does not match the user ID of the owner of the file, and 
either the process's effective group ID matches the group ID of the file, or the group ID 
of the file is in the process's group access list, and the group permissions allow the access. 
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Neither the effective user ID nor effective group ID and group access list of the process 
match the corresponding user ID and group ID of the file, but the permissions for '*other 
users'' allow access. 

Otherwise, permission is denied. 

Sockets and Address Families 

A socket is an endpoint for communication between processes. Each socket has queues 
for sending and receiving data. 

Sockets are typed according to their communications properties. These properties include 
whether messages sent and received at a socket require the name of the partner, whether 
communication is reliable, the format used in naming message recipients, etc. 

Each instance of the system supports some collection of socket types; consult socketil) 
for more information about the types available and their properties. 

Each instance of the system supports some number of sets of communications protocols. 
Each protocol set supports addresses of a certain format. An Address Family is the set of 
addresses for a specific group of protocols. Each socket has an address chosen from the 
address family in which the socket was created. 

SEE ALSO 

introO), perrorO) 
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NAME 



accept — accept a connection on a socket 



SYNOPSIS 



#include <sys/types.h> 
#include <sys/socket.h> 

ns ^ accept (s, addr, addrlen) 
int ns, s; 

struct sockaddr 'addr; 
int ^addrlen; 

DESCRIPTION 

The argument 5 is a socket which has been created with socketil), bound to an address with 
bindil), and is listening for connections after a listenil). Accept extrdiCts the first connection on 
the queue of pending connections, creates a new socket with the same properties of sand allo- 
cates a new file descriptor, ns, for the socket. If no pending connections are present on the 
queue, and the socket is not marked as non-blocking, accept blocks the caller until a connection 
is present. If the socket is marked non-blocking and no pending connections are present on the 
queue, accept returns an error as described below. The accepted socket, ns, may not be used to 
accept more connections. The original socket 5 remains open. 

The argument addr is a result parameter which is filled in with the address of the connecting 
entity, as known to the communications layer. The exact format of the addr parameter is deter- 
mined by the domain in which the communication is occurring. The addrlen is a value-result 
parameter; it should initially contain the amount of space pointed to by addr, on return it will 
contain the actual length (in bytes) of the address returned. This call is used with connection- 
based socket types, currently with SOCK_STREAM. 

It is possible to selectil) a socket for the purposes of doing an accept by selecting it for read. 
RETURN VALUE 

The call returns — 1 on error. If it succeeds it returns a non-negative integer which is a descrip- 
tor for the accepted socket. 

ERRORS 

The accept m\\ fail if: 

lEBADF] The descriptor is invalid. 

lENOTSOCKl The descriptor references a file, not a socket. 



[EWQULDBLOCK] The socket is marked non-biocking and no connections are present to be 



[EOPNOTSUPPl 
[EFAULT] 



The referenced socket is not of type SOCK_STREAM. 

The addr parameter is not in a writable part of the user address space. 



accepted. 



SEE ALSO 



bind(2), connect(2), Iisten(2), select(2), socket(2) 
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NAME 

access — determine accessibility of file 

SYNOPSIS 

#include <sys/file.h> 

#define R_OK 4 /* test for read permission •/ 

#define W_OK 2 /• test for write permission •/ 

#define X_OK 1 /• test for execute (search) permission •/ 

#define F_OK 0 /• test for presence of file •/ 

accessible access (patli, mode) 
int accessible; 
char 'path; 
int mode; 

DESCRIPTION 

Access chQcks the given file path (or accessibility according to mode, which is an inclusive or of 
the bits R_OK, W_OK and X_OK. Specifying mode as F_OK (i.e. 0) tests whether the direc- 
tories leading to the file can be searched and the file exists. 

The real user ID and the group access list (including the real group ID) are used in verifying 
permission, so this call is useful to set-UID programs. 

Notice that only access bits are checked. A directory may be indicated as writable by access, 
but an attempt to open it for writing will fail (although files may be created there); a file may 
look executable, but execvemW fail unless it is in proper format. 

RETURN VALUE 

If path cannot be found or if any of the desired access modes would not be granted, then a — 1 
value is returned; otherwise a 0 value is returned. 

ERRORS 

Access to the file is denied if one or more of the following are true: 
[ENOTDIR] A component of the path prefix is not a directory. 
lENOENT] The argument path name was too long. 

[ENOENTl Read, write, or execute (search) permission is requested for a null path name 
or the named file does not exist. 

lEPERMl The argument contains a byte with the high-order bit set. 

[ELOOP] Too many symbolic links were encountered in translating the pathname. 

[EROFS] Write access is requested for a file on a read-only file system. 

lETXTBSYl Write access is requested for a pure procedure (shared text) file that is being 
executed. 

[EACCESl Permission bits of the file mode do not permit the requested access; or search 
permission is denied on a component of the path prefix. The owner of a file 
has permission checked with respect to the ''owner" read, write, and execute 
mode bits, members of the file's group other than the owner have permission 
checked with respect to the ''group" mode bits, and all others have permis- 
sions checked with respect to the "other" mode bits. 

lEFAULT] Path points outside the process's allocated address space. 

SEE ALSO 

chmod(2), stat(2) 
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NAME 

acct — turn accounting on or off 

SYNOPSIS 

acct (file) 
char "file; 

DESCRIPTION 

The system is prepared to write a record in an accounting file for each process as it terminates. 
This call, with a null-terminated string naming an existing file as argument, turns on account- 
ing; records for each terminating process are appended to file. An argument of 0 causes 
accounting to be turned off. 

The accounting file format is given in acctiS). 

This call is permitted only to the super-user. 

NOTES 

Accounting is automatically disabled when the file system the accounting file resides on runs 
out of space; it is enabled when space once again becomes available. 

RETURN VALUE 

On error — 1 is returned. The file must exist and the call may be exercised only by the super- 
user. It is erroneous to try to turn on accounting when it is already on. 

ERRORS 

^cc/ will fail if one of the following is true: 

[EPERM] The caller is not the super-user. 

lEPERM] The pathname contains a character with the high-order bit set. 

(ENOTDIR] A component of the path prefix is not a directory. 

lENOENT] The named file does not exist. 

[EISDIR] The named file is a directory. 

[EROFS] The named file resides on a read-only file system. 

[EFAULT] File points outside the process's allocated address space. 

[ELOOPl Too many symbolic links were encountered in translating the pathname. 

[EACCESl The file is a character or block special file. 

SEE ALSO 

acct(5), sa(8) 

BUGS 

No accounting is produced for programs running when a crash occurs. In particular nonter- 
minating programs are never accounted for. 
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NAME 

bind — bind a name to a socket 

SYNOPSIS 

#include <sys/types.h> 
#include <sys/socket.h> 

bind(s, name, namelen) 
int s; 

struct sockaddr 'name; 
int namelen; 

DESCRIPTION 

Bind assigns a name to an unnamed socket. When a socket is created with socketil) it exists in 
a name space (address family) but has no name assigned. Bind requests the name^ be assigned 
to the socket. 

NOTES 

Binding a name in the UNIX domain creates a socket in the file system which must be deleted 
by the caller when it is no longer needed (using unlink (2)). The file created is a side-effect of 
the current implementation, and will not be created in future versions of the UNIX ipc domain. 

The rules used in name binding vary between communication domains. Consult the manual 
entries in section 4 for detailed information. 

RETURN VALUE 

If the bind is successful, a 0 value is returned. A return value of —1 indicates an error, which 
is further specified in the global errno. 

ERRORS 

The bindcaW will fail if: 

[EBADF] S is not a valid descriptor. 

[ENOTSOCKl S is not a socket. 

[EADDRNOTAVAIL] 

The specified address is not available from the local machine. 

[EADDRINUSE] The specified address is already in use. 

[EINVAL] The socket is already bound to an address. 

[EACCESS] The requested address is protected, and the current user has inadequate 

permission to access it. 

[EFAULT] The name parameter is not in a valid part of the user address space. 

SEE ALSO 

connect(2), listen(2), socket(2), getsockname(2) 
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NAME 

brk, sbrk ^ change data segmem size 

SYNOPSIS 

caddr^t brk(addr) 
caddr,t addr; 

caddr_t sbrk(incr) 
int incr; 

DESCRIPTION 

Brk sets the system's idea of the lowest data segment location not used by the program (called 
the break) to addr (rounded up to the next multiple of the system's page size). Locations 
greater than addr and below the stack pointer are not in the address space and will thus cause a 
memory violation if accessed. 

In the alternate function sbrk, incr more bytes are added to the program's data space and a 
pointer to the start of the new area is returned. 

When a program begins execution via execveihQ break is set at the highest location defined by 
the program and data storage areas. Ordinarily, therefore, only programs with growing data 
areas need to use sbrk. 

The getrlimitil) system call may be used to determine the maximum permissible size of the 
f/flW segment; it will not be possible to set the break beyond the r//m_ wax value returned from 
a call to gerrlimit, e.g. "etext + rip— rlim_max." (See endi3) for the definition of etext.) 

RETURN VALUE 

Zero is returned if the ^rA: could be set; —1 if the program requests more memory than the sys- 
tem limit. 5'/>r/:returns — 1 if the break could not be set. 

ERRORS 

Sbrkv/'\\\ fail and no additional memory will be allocated if one of the following are true: 
[ENOMEM] The limit, as set by s£'rr//>M//(2), was exceeded. 

[ENOMEMJ The maximum possible size of a data segment (compiled into the system) was 
exceeded. 

[ENOMEM] Insufficient space existed in the swap area to support the expansion. 

SEE ALSO 

execve(2), getrlimit(2), mallocO), end(3) 

BUGS 

Setting the break may fail due to a temporary lack of swap space. It is not possible to distin- 
guish this from a failure caused by exceeding the maximum size of the data segment without 
consulting getrlimit. 
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NAME 

chdir — change current working directory 

SYNOPSIS 

chdir(path) 
char *path; 

DESCRIPTION 

Path is the pathname of a directory. Chdir causes this directory to become the current working 
directory, the starting point for path names not beginning with "/". 

In order for a directory to become the current directory, a process must have execute (search) 
access to the directory. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of —1 is returned and 
errno is set to indicate the error. 

ERRORS 

Chdir wiW fail and the current working directory will be unchanged if one or more of the follow- 
ing are true: 

lENOTDIR] A component of the pathname is not a directory. 

[ENOENT] The named directory does not exist. 

[ENOENT] The argument path name was too long. 

[EPERM] The argument contains a byte with the high-order bit set. 

[EACCES] Search permission is denied for any component of the path name. 

[EFAULT] Path po'inls outside the process's allocated address space. 

lELOOP] Too many symbolic links were encountered in translating the pathname. 

SEE ALSO 

chroot(2) 
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NAME 

chmod — change mode of file 

SYNOPSIS 

chmod (path, mode) 

char*path; 

int mode; 

fchmod(fd, mode) 
int fd, mode; 

DESCRIPTION 

The file whose name is given by pathox referenced by the descriptor yi/has its mode changed to 
mode. Modes are constructed by or'ing together some combination of the following: 

04000 set user ID on execution 
02000 set group ID on execution 
01000 save text image after execution 
00400 read by owner 
00200 write by owner 

00100 execute (search on directory) by owner 
00070 read, write, execute (search) by group 
00007 read, write, execute (search) by others 

If an executable file is set up for sharing (this is the default) then mode 1000 prevents the sys- 
tem from abandoning the swap-space image of the program-text portion of the file when its last 
user terminates. Ability to set this bit is restricted to the super-user. 

Only the owner of a file (or the super-user) may change the mode. 

Writing or changing the owner of a file turns off the set-user-id and set-group-id bits. This 
makes the system somewhat more secure by protecting set-user-id (set-group-id) files from 
remaining set-user-id (set-group-id) if they are modified, at the expense of a degree of compati- 
bility. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of --1 is returned and 
errno is set to indicate the error. 

ERRORS 

Chmod vi'xW fail and the file mode will be unchanged if: 

[EPERM] The argument contains a byte with the high-order bit set. 

[ENOTDIR] A component of the path prefix is not a directory. 

[ENOENT] The pathname was too long. 

lENOENT] The named file does not exist. 

[EACCES] Search permission is denied on a component of the path prefix. 

[EPERM] The effective user ID does not match the owner of the file and the effective 
user ID is not the super-user. 

[EROFS] The named file resides on a read-only file system. 

lEFAULT] Path points outside the process's allocated address space. 

[ELOOP] Too many symbolic links were encountered in translating the pathname. 

FchmodmW fail if: 

lEBADFl The descriptor is not valid. 
[EINVALl F(c/ refers to a socket, not to a file. 
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lEROFS] The file resides on a read-only file system. 

SEE ALSO 

open (2), chown(2) 
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NAME 

chown — change owner and group of a file 

SYNOPSIS 

chown (path, owner, group) 

char 'path; 

int owner, group; 

fchown(fd, owner, group) 
int fd, owner, group; 

DESCRIPTION 

The file which is named by path or referenced by /c/ has its oK-ner and ^roi//? changed as 
specified. Only the super-user may execute this call, because if users were able to give files 
away, they could defeat the file-space accounting procedures. 

On some systems, c/zoht? clears the set-user-id and set-group-id bits on the file to prevent 
accidental creation of set-user-id and set-group-id programs owned by the super-user. 

Fchown is particularly useful when used in conjunction with the file locking primitives (see 
ftockil)). 

Only one of the owner and group id's may be set by specifying the other as — 1. 
RETURN VALUE 

Zero is returned if the operation was successful; —1 is returned if an error occurs, with a more 
specific error code being placed in the global variable trrno. 

ERRORS 

Oaw/; will fail and the file will be unchanged if: 

[EINVALl The argument path does not refer to a file. 

lENOTDIR] A component of the path prefix is not a directory. 

[ENOENTJ The argument pathname is too long. 

[EPERMI The argument contains a byte with the high-order bit set. 

[ENOENTl The named file does not exist. 

[EACCESl Search permission is denied on a component of the path prefix. 

[EPERM] The effective user ID does not match the owner of the file and the effective 
user ID is not the super-user. 

[EROFS] The named file resides on a read-only file system. 

[EFAULT] points outside the process's allocated address space. 

[ELOOPl Too many symbolic links were encountered in translating the pathname. 

/cAoww will fail if: 

lEBADFl /</ does not refer to a valid descriptor. 

[EINVAL] fi/ refers to a socket, not a file. 

SEE ALSO 

chmod(2), nock(2) 
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NAME 

chroot — change root directory 

SYNOPSIS 

chroot (dirname) 
char *dirname; 

DESCRIPTION 

Dirname is the address of the pathname of a directory, terminated by a null byte. C/;roo/ causes 
this directory to become the root directory, the starting point for path names beginning with 

In order for a directory to become the root directory a process must have execute (search) 
access to the directory. 

This call is restricted to the super-user. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of —1 is returned and 
errno is set to indicate an error. 

ERRORS 

Chroot will fail and the root directory will be unchanged if one or more of the following are 
true: 

[ENOTDIR] A component of the path name is not a directory. 

[ENOENT] The pathname was too long. 

[EPERM] The argument contains a byte with the high-order bit set. 

[ENOENT] The named directory does not exist. 

lEACCES] Search permission is denied for any component of the path name. 

[EFAULTl Path points outside the process's allocated address space. 

lELOOP] Too many symbolic links were encountered in translating the pathname. 

SEE ALSO 

chdir(2) 
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NAME 

close — delete a descriptor 

SYNOPSIS 

close(d) 
int d; 

DESCRIPTION 

The dose call deletes a descriptor from the per-process object reference table. If this is the last 
reference to the underlying object, then it will be deactivated. For example, on the last close of 
a file the current seek pointer associated with the file is lost; on the last close of a socket(2) 
associated naming information and queued data are discarded; on the last close of a file holding 
an advisory lock the lock is released; see further Jiockil). 

A close of all of a process's descriptors is automatic on exit, but since there is a limit on the 
number of active descriptors per process, c/ose is necessary for programs which deal with many 
descriptors. 

When a process forks (see forkil)), all descriptors for the new child process reference the same 
objects as they did in the parent before the fork. If a new process is then to be run using 
execveil), the process would normally inherit these descriptors. Most of the descriptors can be 
rearranged with dup2{l) or deleted with close before the execve is attempted, but if some of 
these descriptors will still be needed if the execve fails, it is necessary to arrange for them to be 
closed if the execve succeeds. For this reason, the call "fcntKd, F SETFD, 1)" is provided 
which arranges that a descriptor will be closed after a successful execve; the call "fcntKd, 
F SETFD, 0)" restores the default, which is to not close the descriptor. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of —1 is returned and 
the global integer variable errno is set to indicate the error. 

ERRORS 

Close m\\ fail if: 

lEBADF] D is not an active descriptor. 
SEE ALSO 

accept(2), flock(2), open(2), pipe(2), socket(2), socketpair(2), execve(2), fcntl(2) 
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NAME 

connect — initiate a connection on a socket 

SYNOPSIS 

#include <sys/types.h> 
#include <sys/ socket. h> 

connect (s, name, namelen) 
int s; 

struct sockaddr 'name; 
int namelen; 

DESCRIPTION 

The parameter s is a socket. If it is of type SOCK_DGRAM, then this call permanently 
specifies the peer to which datagrams are to be sent; if it is of type SOCK_STREAM, then this 
call attempts to make a connection to another socket. The other socket is specified by name 
which is an address in the communications space of the socket. Each communications space 
interprets the name parameter in its own way. 

RETURN VALUE 

If the connection or binding succeeds, then 0 is returned. Otherwise a — 1 is returned, and a 
more specific error code is stored in errno. 

ERRORS 

The call fails if: 

[EBADF] Sis not a valid descriptor. 

[ENOTSOCK] Sis a descriptor for a file, not a socket. 

[EADDRNOTAV.AIL] 

The specified address is not available on this machine. 

[EAFNOSUPPORT] Addresses in the specified address family cannot be used with this socket. 

[EISCONN] The socket is already connected. 

[ETIMEDOUT] Connection establishment timed out without establishing a connection. 

[ECONNREFUSED] The attempt to connect was forcefully rejected. 

lENETUNREACHl The network isn't reachable from this host. 

[EADDRINUSE] The address is already in use. 

[EFAULTl The name parameter specifies an area outside the process address space. 

[EWOULDBLOCK] The socket is non-blocking and the and the connection cannot be com- 
pleted immediately. It is possible to seleail) the socket while it is con- 
necting by selecting it for writing. 

SEE ALSO 

accept (2), select (2), socket (2), getsockname(2) 



4th Berkeley Distribution 



7 July 1983 



1 



GREAT ( 2 ) 



UNIX Programmer's Manual 



GREAT ( 2 ) 



NAME 

creat — createi a new file 

SYNOPSIS 

creat (name, mode) 
char *name; 

DESCRIPTION 

This interface is obsoleted by open (2). 

Creor creates a new file or prepares to rewrite an existing file called name, given as the address 
of a null-terminated string. If the file did not exist, it is given mode mode, as modified by the 
process's mode mask (see umaskiD). Also see chmodil) for the construction of the mode 
argument. 

If the file did exist, its mode and owner remain unchanged but it is truncated to 0 length. 
The file is also opened for writing, and its file descriptor is returned. 

NOTES 

The mode given is arbitrary; it need not allow writing. This feature has been used in the past 
by programs to construct a simple exclusive locking mechanism. It is replaced by the 0_EXCL 
open mode, or flockd) facilitity. 

RETURN VALUE 

The value —I is returned if an error occurs. Otherwise, the call returns a non-negative descrip- 
tor which only permits writing. 

ERRORS 

Creat fail and the file will not be created or truncated if one of the following occur: 



[EPERM] 


The argument contains a byte with the high-order bit set. 


[ENOTDIR] 


A component of the path prefix is not a directory. 


[EACGES] 


A needed directory does not have search permission. 


lEAGGES] 


The file does not exist and the directory in which it is to be created is not writ- 




able. 


lEAGGES] 


The file exists, but it is unwritable. 


[EISDIRl 


The file is a directory. 


[EMFILE] 


There are already too many files open. 


(EROFSl 


The named file resides on a read-only file system. 


lENXIOl 


The file is a character special or block special file, and the associated device 




does not exist. 


[ETXTBSY] 


The file is a pure procedure (shared text) file that is being executed. 


lEFAULTl 


Name points outside the process's allocated address space. 


lELOOPl 


Too many symbolic links were encountered in translating the pathname. 


lEOPNOTSUPP] 




The file was a socket (not currently implemented). 



SEE ALSO 

open (2), write (2), close (2), chmod(2), umask(2) 
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NAME 

dup, dup2 — duplicate a descriptor 

SYNOPSIS 

newd diipCoIdd) 
int newd, oldd; 

dup2(oldd, newd) 
int oldd, newd; 

DESCRIPTION 

Dup duplicates an existing object descriptor. The argument pldd is a small non-negative integer 
index in the per-process descriptor table. The value must be less than the size of the table, 
which is returned by getdtablesizeO.) . The new descriptor newd returned by the call is the 
lowest numbered descriptor which is not currently in use by the process. 

The object referenced by the descriptor does not distinguish between references using oldd and 
newd in any way. Thus if newd and oldd are duplicate references to an open file, read(2)y 
write (2) and Iseekil) calls all move a single pointer into the file. If a separate pointer into the 
file is desired, a different object reference to the file must be obtained by issuing an additional 
openO) call. 

In the second form of the call, the value of newd desired is specified. If this descriptor is 
already in use, the descriptor is first deallocated as if a closeil) call had been done first. 

RETURN VALUE 

The value — 1 is returned if an error occurs in either call. The external variable errno indicates 
the cause of the error. 

ERRORS 

Dup and dup2 fail if: 

lEBADF] Oldd or newd is not a valid active descriptor 
[EMFILE] Too many descriptors are active. 
SEE ALSO 

accept(2), open(2), close(2), pipe(2), socket(2), socketpair(2), getdtablesize(2) 
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NAME 

execve — execute a file 

SYNOPSIS 

execve(name, argv, envp) 
char •name, vargvIK •envpil; 

DESCRIPTION 

Txe'cve transforms the calling process into a new process. The new process is constructed from 
an ordinary file called the new process file. This file is either an executable object file, or a file 
of data for an interpreter. An executable object file consists of an identifying header, followed 
by pages of data representing the initial program (text) and initialized data pages. Additional 
pages may be specified by the header to be initialize with zero data. See a.outiS). 

An interpreter file begins with a line of the form "#! interpreter'^; When an interpreter file is 
execve'd, the system execve's the specified interpreter, giving it the name of the originally 
exec'd file as an argument, shifting over the rest of the original arguments. 

There can be no return from a successful execve becdusQ the calling core image is lost. This is 
the mechanism whereby different process images become active. 

The argument argv is an array of character pointers to null-terminated character strings. These 
strings constitute the argument list to be made available to the new process. By convention, at 
least one argument must be present in this array, and the first element of this array should be 
the name of the executed program (i.e. the last component of name). 

The argument envp is also an array of character pointers to null-terminated strings. These 
strings pass information to the new process which are not directly arguments to the command, 

see environ(l). 

Descriptors open in the calling process remain open in the new process, except for those for 
which the close-on-exec flag is set; see closed). Descriptors which remain open are unaffected 

by execve. 

Ignored signals remain ignored across an execve, but signals that are caught are reset to their 
default values. The signal stack is reset to be undefined; see sigvecil) for more information. 

Each process has real user and group IDs and a effective user and group IDs. The real ID 
identifies the person using the system; the effectiveXD determines his access privileges. Execve 
changes the effective user and group ID to the owner of the executed file if the file has the 
"set-user-ID" or "set-group-ID" modes. The realuser ID is not affected. 

The new process also inherits the following attributes from the calling process: 



process ID see getpidil) 

parent process ID see getppidil) 

process group ID see getpgrpO.) 

access groups see getgroupsil) 

working directory see chdiril) 

root directory see chrooti2) 

control terminal see ttyU) 

resource usages see getrusageil) 

interval timers see getitimeril) 

resource limits see getrlimitil) 

file mode mask see umaskil) 

signal mask see sigvecil) 



When the executed program begins, it is called as follows: 
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main(argc, argv, envp) 
int argc; 

char ••argv, **envp; 

where argc 'is the number of elements in argv (the "arg count'') and argv 'is the array of charac- 
ter pointers to the arguments themselves. 

Envp is a pointer to an array of strings that constitute the environment of the process. A pointer 
to this array is also stored in the global variable "environ". Each string consists of a name, an 
and a null-terminated value. The array of pointers is terminated by a null pointer. The 
shell shil) passes an environment entry for each global shell variable defined when the pro- 
gram is called. See environO) for some conventionally used names. 

RETURN VALUE 

If execve returns to the calling process an error has occurred; the return value will be — 1 and 
the global variable errnomW contain an error code. 

ERRORS 

Execve m\\ fail and return to the calling process if one or more of the following are true: 
[ENOENT] One or more components of the new process file's path name do not exist. 
lENOTDIR] A component of the new process file is not a directory. 

[EACCES] Search permission is denied for a directory listed in the new process file's path 
prefix. 

[EACCES] The new process file is not an ordinary file. 
[EACCES] The new process file mode denies execute permission. 

[ENOEXEC] The new process file has the appropriate access permission, but has an invalid 
magic number in its header. 

[ETXTBSY] The new process file is a pure procedure (shared text) file that is currently 
open for writing or reading by some process. 

[ENOMEM] The new process requires more virtual memory than is allowed by the imposed 
maximum igetrlimitil)). 

[E2BIG] The number of bytes in the new process's argument list is larger than the 

system-imposed limit of {ARG_MAX) bytes. 

[EFAULT] The new process file is not as long as indicated by the size values in its header. 

[EFAULT] Path, argv, or envp point to an illegal address. 

CAVEATS 

If a program is setuid to a non-super-user, but is executed when the real uid is "root", then the 
program has the powers of a super-user as well. 

SEE ALSO 

exit(2), fork(2), execiO), environ(7) 
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NAME 

_exit — terminate a process 

SYNOPSIS 

_exit(status) 
int status; 

DESCRIPTION 

_ejr/Y terminates a process with the following consequences: 

All of the descriptors open in the calling process are closed. 

If the parent process of the calling process is executing a waitoT is interested in the SIGCHLD 
signal, then it is notified of the calling process's termination and the low-order eight bits of 
status Are made available to it; see waitil). 

The parent process ID of all of the calling process's existing child processes are also set to 1. 
This means that the initialization process (see introil)) inherits each of these processes as well. 

Most C programs call the library routine exit{3) which performs cleanup actions in the standard 
i/o library before calling _exit. 

RETURN VALUE 

This call never returns. 

SEE ALSO 

fork(2), wait(2), exitO) 
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NAME 

fcntl — file control 

SYNOPSIS 

#include <fcntl.h> 

res « fcntl (fd, cmd, arg) 
int res; 

int fd, cmd, arg; 
DESCRIPTION 

Fcntl provides for control over descriptors. The argument fd is a descriptor to be operated on 
by cmd as follows: 

F_DUPFD Return a new descriptor as follows: 

Lowest numbered available descriptor greater than or equal to arg. 
Same object references as the original descriptor. 
New descriptor shares the same file pointer if the object was a file. 
Same access mode (read, write or read/write). 

Same file status flags (i.e., both file descriptors share the same file status flags). 

The close-on-exec flag associated with the new file descriptor is set to remain 
open across execv(2) system calls. 

F_GETFD Get the close-on-exec flag associated with the file descriptor fd. If the low- 
order bit is 0, the file will remain open across exec^ otherwise the file will be 
closed upon execution of exec. 

F_SETFD Set the close-on-exec flag associated with fd to the low order bit of arg (0 or 1 
as above). 

F_G£TFL Get descriptor status flags, as described below. 
F_SETFL Set descriptor status flags. 

F_GETOWN Get the process ID or process group currently receiving SIGIO and SIGURG 
signals; process groups are returned as negative values. 

F_SETOWN Set the process or process group to receive SIGIO and SIGURG signals; pro- 
cess groups are specified by supplying arg as negative, otherwise arg is inter- 
preted as a process ID. 

The flags for the F_GETFL and F^SETFL flags are as follows: 

FNDELAY Non-blocking I/O; if no data is available to a read call, or if a write operation 
would block, the call returns -1 with the error EWOULDBLOCK. 



FAPPEND Force each write to append at the end of file; corresponds to the 0_APP£ND 
flag of open (2). 

FASYNC Enable the SIGIO signal to be sent to the process group when I/O is possible, 
e.g. upon availability of data to be read. 

RETURN VALUE 

Upon successful completion, the value returned depends on cmd as follows: 
F_DUPFD A new file descriptor. 

F GETFD Value of flag (only the low-order bit is defined). 

fIgETFL Value of flags. 

F^GETOWN Value of file descriptor owner. 
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other Value other than —1. 

Otherwise, a value of ~ 1 is returned and errno is set to indicate the error. 
ERRORS 

/cm/ will fail if one or more of the following are true: 
[EBADF] Fildes is not a valid open file descriptor. 

[EMFILE] Cmd is F.DUPFD and the maximum allowed number of file descriptors are 
currently open. 

[EINVAL] Cmd is F_DUPFD and arg is negative or greater the maximum allowable 
number (see getdtablesizeiD). 

SEE ALSO 

close(2), execve(2), getdtablesize(2), open(2), sigvec(2) 

BUGS 

The asynchronous I/O facilities of FNDELAY and FASYNC are currently available only for tty 
operations. No SIGIO signal is sent upon draining of output sufficiently for non-blocking writes 
to occur. 
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NAME 

flock — apply or remove an advisory lock on an open file 

SYNOPSIS 

#include <sys/file.h> 

#defineLOCK_SH 1 

#defineLOCK EX 2 

#defineLOCK_NB 4 

#defineLOCK_UN 8 

flock (fd, operation) 
int fd, operation; 

DESCRIPTION 

Flock applies or removes an advisory lock on the file associated with the file descriptor fd. A 
lock is applied by specifying an operation parameter which is the inclusive or of LOCK_SH or 
LOCK_EX and, possibly, LOCK_NB. To unlock an existing lock operation should be 
LOCK_UN. 

Advisory locks allow cooperating processes to perform consistent operations on files, but do not 
guarantee consistency (i.e. processes may still access files without using advisory locks possibly 
resulting in inconsistencies). 

The locking mechanism allows two types of locks: shared locks and exclusive locks. At any time 
multiple shared locks may be applied to a file, but at no time are multiple exclusive, or both 
shared and exclusive, locks allowed simultaneously on a file. 

A shared lock may be upgraded to an exclusive lock, and vice versa, simply by specifying the 
appropriate lock type; this results in the previous lock being released and the new lock applied 
(possibly after other processes have gained and released the lock). 

Requesting a lock on an object which is already locked normally causes the caller to blocked 
until the lock may be acquired. If LOCK_NB is included in operation, then this will not hap- 
pen; instead the call will fail and the error EWOULDBLOCK will be returned. 

NOTES 

Locks are on files, not file descriptors. That is, file descriptors duplicated through dupil) or 
forkil) do not result in multiple instances of a lock, but rather multiple references to a single 
lock. If a process holding a lock on a file forks and the child explicitly unlocks the file, the 
parent will lose its lock. 

Processes blocked awaiting a lock may be awakened by signals. 
RETURN VALUE 

Zero is returned if the operation was successful; on an error a —1 is returned and an error code 
is left in the global location errno. 

ERRORS 

The ^ocA: call fails if: 

[EWOULDBLOCK] The file is locked and the LOCK_NB option was specified. 
[EBADF] The argument fd is an invalid descriptor. 

lEINVAL] The argument fd refers to an object other than a file. 

SEE ALSO 

open (2), close (2), dup(2), execve(2), fork (2) 



/* sliared lock •/ 

/• exclusive lock */ 

/• don't block when locking */ 

/• unlock •/ 
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NAME 

fork — create a new process 

SYNOPSIS 

pid « forkO 
int pid; 

DESCRIPTION 

Fork causes creation of a new process. The new process (child process) is an exact copy of the 
calling process except for the following: 

The child process has a unique process ID. 

The child process has a different parent process ID (i.e., the process ID of the parent pro- 
cess). 

The child process has its own copy of the parent's descriptors. These descriptors refer- 
ence the same underlying objects, so that, for instance, file pointers in file objects are 
shared between the child and the parent, so that a lseek{2) on a descriptor in the child 
process can affect a subsequent read or write by the parent. This descriptor copying is also 
used by the shell to establish standard input and output for newly created processes as 
well as to set up pipes. 

The child processes resource utilizations are set to 0; see setrlimitil). 
RETURN VALUE 

Upon successful completion, fork returns a value of 0 to the child process and returns the pro- 
cess ID of the child process to the parent process. Otherwise, a value of — 1 is returned to the 
parent process, no child process is created, and the global variable errno is set to indicate the 
error. 

ERRORS 

Fork will fail and no child process will be created if one or more of the following are true: 

lEAGAINl The system-imposed limit {PROC_MAX} on the total number of processes 
under execution would be exceeded. 

[EAGAINl The system-imposed limit {KID_MAX} on the total number of processes 
under execution by a single user would be exceeded. 

SEE ALSO 

execve(2), wait (2) 
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NAME 

fsync — synchronize a file's in-core state with that on disk 

SYNOPSIS 

fsync(fd) 
int fd; 

DESCRIPTION 

Fsync causes all modified data and attributes of fd to be moved to a permanent storage device. 
This normally results in all in-core modified copies of buffers for the associated file to be writ- 
ten to a disk. 

Fsync should be used by programs which require a file to be in a known state; for example in 
building a simple transaction facility. 

RETURN VALUE 

A 0 value is returned on success. A — 1 value indicates an error. 

ERRORS 

The TSryw fails if: 

[EBADF] Fd is not a valid descriptor. 

lEINVALl Fd refers to a socket, not to a file. 

SEE ALSO 

sync(2), sync(8), update(8) 

BUGS 

The current implementation of this call is expensive for large files. 
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NAME 

getdtablesize — get descriptor table size 

SYNOPSIS 

nds « getdtablesize 0 
int nds; 

DESCRIPTION 

Each process has a fixed size descriptor table which is guaranteed to have at least 20 slots. The 
entries in the descriptor table are numbered with small integers starting at 0. The call getdta- 
blesize returns the size of this table. 

SEE ALSO 

close (2) , dup (2) , open (2) 
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NAME 

getgid, getegid — get group identity 

SYNOPSIS 

gid - getgidO 
int gid; 

egid *■ getegid 0 
int egid; 

DESCRIPTION 

Getgid returns the real group ID of the current process, getegid the effective group ID. 
The real group ID is specified at login time. 

The effective group ID is more transient, and determines additional access permission during 
execution of a **set-group-ID*' process, and it is for such processes that getgid is most useful. 

SEE ALSO 

getuid(2), setregid(2), setgidO) 
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iNAMK 

gctgroiips - get group access list 
SYNOPSIS 

ineiiide <s)s/|)ariun.h> 

iiil ij;;io»i|)s, *j;i(Iscl; 
i>i>;t uirifON 

(n'ti^roiips i',cts the cunviu iV'<Hip access list of ihe user process and stores il in llic arn-.y Kuf.scf. The 
parameter in^ivups indicates the number of entries which may l)c placed in yJdscL iNo more than 
NCjKOUPS, as delined in <sys/pdnmi.li>, will ever be relmiied. 

Ui rUUiN VAl.UK 

(irlyjvups returns the number of groups put in yjdsvf. A value of 0 or more indicates that the call 
succeeded. A value of - 1 imlicales ih it an error occiureil, and the erior code is stored in the glo- 
bal variable cmio. 11" an error occurs, nothing valid is returned in yUiscl. 

MKIiOUS 

I'he possible errors for ycly/oup are: 

[IdvMH .'I'j The ar^uiuieiu yidsci specifies an invalid address. 

[IMN VAI.| The anunuent uyjoups is le>.s than the number ofgroujis thai could be returned. 

si:k also 

selgroups(,^.), initgroups(l) 
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NAME 

gethostid, sethostid — get/set unique identifier of current host 

SYNOPSIS 

hostid « gethostidO 
int hostid; 

sethostid (hostid) 
Int hostid; 

DESCRIPTION 

Sethostid establishes a 32-bit identifier for the current processor which is intended to be unique 
among all UNIX systems in existence. This is normally a DARPA Internet address for the 
local machine. This call is allowed only to the super-user and is normally performed at boot 
time. 

Gethostid returns the 32-bit identifier for the current processor. 

SEE ALSO 

hostid (1 ) , gethostname (2) 

BUGS 

32 bits for the identifier is too small. 
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NAME 

gethostname, sethostname — get/set name of current host 

SYNOPSIS 

gethostname(name, namelen) 
char •name; 
int namelen; 

sethostname (name, namelen) 
char *name; 
int namelen; 

DESCRIPTION 

Gethostname returns the standard host name for the current processor, as previously set by 
sethostname. The parameter namelen specifies the size of the name array. The returned name is 
null-terminated unless insufficient space is provided. 

Sethostname sets the name of the host machine to be name, which has length namelen. This 
call is restricted to the super-user and is normally used only when the system is bootstrapped. 

RETURN VALUE 

If the call succeeds a value of 0 is returned. If the call fails, then a value of — 1 is returned and 
an error code is placed int the global location errno. 

ERRORS 

The following errors may be returned by these calls: 

[EFAULTl The name or namelen parameter gave an invalid address. 

(EPERMl The caller was not the super-user. 

SEE ALSO 

gethostid(2) 

BUGS 

Host names are limited to 255 characters. 



4th Berkeley Distribution 



12 February 1983 



I 



GETITIMER ( 2 ) UNIX Programmer's Manual GETITIMER ( 2 ) 



NAME 

getitimer, setitimer — get/set value of interval timer 

SYNOPSIS 

#include <sys/time.h> 

#deane ITIMER_REAL 0 
#define ITIMER VIRTUAL 1 
#define ITIMERIpROF 2 

getitimer (which, value) 
int which; 

struct itimerval 'value; 

setitimer (which, value, ovalue) 
int which; 

struct itimerval *value, *ovalue; 
DESCRIPTION 

The system provides each process with three interval timers, defined in <sysltime.h> . The 
getitimer call returns the current value for the timer specified in which ^ while the setitimer call 
sets the value of a timer (optionally returning the previous value of the timer). 

A timer value is defined by the itimerval structure: 

struct itimerval { 

struct timeval it_interval; /* timer interval */ 
struct timeval it_value; /* current value */ 

}; 

If it_value is non-zero, it indicates the time to the next timer expiration. If itjnterval is non- 
zero, it specifies a value to be used in reloading it_value when the timer expires. Setting 
itjfalue to 0 disables a timer. Setting itjnterval to 0 causes a timer to be disabled after its next 
expiration (assuming it^value is non-zero). 

Time values smaller than the resolution of the system clock are rounded up to this resolution 
(on the VAX, 10 microseconds). 

The ITIMER_REAL timer decrements in real time. A SIGALRM signal is delivered when this 
timer expires. 

The ITIMER_VIRTUAL timer decrements in process virtual time. It runs only when the pro- 
cess is executing. A SIGVTALRM signal is delivered when it expires. 

The ITIMER_PROF timer decrements both in process virtual time and when the system is run- 
ning on behalf of the process. It is designed to be used by interpreters in statistically profiling 
the execution of interpreted programs. Each time the ITIMER_PROF timer expires, the SIG- 
PROF signal is delivered. Because this signal may interrupt in-progress system calls, programs 
using this timer must be prepared to restart interrupted system calls. 

NOTES 

Three macros for manipulating time values are defined in <sysltime.h>. Timerclear sets a time 
value to zero, timerisset tests if a time value is non-zero, and timercmp compares two time 
values (beware that >— and < — do not work with this macro). 

RETURN VALUE 

If the calls succeed, a value of 0 is returned. If an error occurs, the value — 1 is returned, and 
a more precise error code is placed in the global variable errno. 



/* real time intervals */ 

/* virtual time intervals •/ 

/• user and system virtual time •/ 
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ERRORS 

The possible errors are: 

lEFAULT] The value structure specified a bad address. 

[EINVAL] A value structure specified a time was too large to be handled. 

SEE ALSO 

sigvec(2), gettimeofday(2) 
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NAME 

getpagesize — get system page size 

SYNOPSIS 

pagesize » getpagesize 0 
int pagesize; 

DESCRIPTION 

Getpagesize returns the number of bytes in a page. Page granularity is the granularity of many 
of the memory management calls. 

The page size is a system page size and may not be the same as the underlying hardware page 
size. 

SEE ALSO 

sbrk(2), pagesize (1) 
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NAME 

getpeername — get name of connected peer 

SYNOPSIS 

getpeername (s, name, namelen) 
int s; 

struct sockaddr •name; 
int •namelen; 

DESCRIPTION 

Getpeername returns the name of the peer connected to socket s. The namelen parameter 
should be initialized to indicate the amount of space pointed to by name. On return it contains 
the actual size of the name returned (in bytes). 

DIAGNOSTICS 

A 0 is returned if the call succeeds, — 1 if it fails. 

ERRORS 

The call succeeds unless: 

[EBADF] The argument s is not a valid descriptor. 
[ENOTSOCK] The argument 5 is a file, not a socket. 
(ENOTCONNl The socket is not connected. 

[ENOBUFSl Insufficient resources were available in the system to perform the operation. 

lEFAULT] The name parameter points to memory not in a valid part of the process 
address space. 

SEE ALSO 

bind (2), socket (2), getsockname(2) 

BUGS 

Names bound to sockets in the UNIX domain are inaccessible; getpeername returns a zero 
length name. 
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NAME 

getpgrp — get process group 

SYNOPSIS 

Pgrp getpgrp (pid) 
int prgp; 
int pid; 

DESCRIPTION 

The process group of the specified process is returned by getpgrp. If pid is zero, then the call 
applies to the current process. 

Process groups are used for distribution of signals, and by terminals to arbitrate requests for 
their input: processes which have the same process group as the terminal are foreground and 
may read, while others will block with a signal if they attempt to read. 

This call is thus used by programs such as csh{\) to create process groups in implementing job 
control. The TIOCGPGRP and TIOCSPGRP calls described in tty{A) are used to get/set the 
process group of the control terminal. 

SEE ALSO 

setpgrp(2), getuid(2), tty(4) 
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NAME 

getpid, getppid — get process identification 

SYNOPSIS 

pid * getpidO 
long pid; 

ppid * getppid 0 
long ppid; 

DESCRIPTION 

Getpid returns the process ID of the current process. Most often it is used with the host 
identifier gethostidO) to generate uniquely-named temporary files. 

Getppid returns the process ID of the parent of the current process. 

SEE ALSO 

gethostid(2) 
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NAME 

getpriority, setpriority — get/set program scheduling priority 

SYNOPSIS 

#include <sys/resource.h> 

#define PRIO_PROCESS 0 /• process •/ 
#define FRIO PGRP 1 /• process group •/ 

#define PRIOIUSER 2 /« user id •/ 

prio = getpriority (which, who) 
int prio, which, who; 

setpriority (which, who, prio) 
int which, who, prio; 

DESCRIPTION 

The scheduling priority of the process, process group, or user, as indicated by which and who is 
obtained with the getpriority call and set with the setpriority call. Which is one of 
PRIO_PROCESS, PRIO_PGRP, or PRIO_USER, and who is interpreted relative to which (a 
process identifier for PRIO__PROCESS, process group identifier for PR10_PGRP, and a user ID 
for PRIO__USER). Prio is a value in the range —20 to 20. The default priority is 0; lower 
priorities cause more favorable scheduling. 

The getpriority call returns the highest priority (lowest numerical value) enjoyed by any of the 
specified processes. The setpriority call sets the priorities of all of the specified processes to the 
specified value. Only the super-user may lower priorities. 

RETURN VALUE 

Since getpriority c^n legitimately return the value —1, it is necessary to clear the external vari- 
able errno prior to the call, then check it afterward to determine if a — 1 is an error or a legiti- 
mate value. The setpriority call returns 0 if there is no error, or — 1 if there is. 

ERRORS 

Getpriority and setpriority may return one of the following errors: 

[ESRCH] No process (es) were located using the which and who values specified. 

[EINVAL] Which was not one of PRIO.PROCESS, PRIO.PGRP, or PRIO_USER. 

In addition to the errors indicated above, setpriority may fail with one of the following errors 
returned: 

[EACCES] A process was located, but neither its effective nor real user ID matched the 
effective user ID of the caller. 

[EACCES] A non super-user attempted to change a process priority to a negative value. 

SEE ALSO 

nice(l), fork (2), renice(8) 
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NAME 

getrlimit, setrlimit — control maximum system resource consumption 

SYNOPSIS 

#include <sys/time.h> 
#include <sys/resource.h> 

getrlimit (resource, rip) 
int resource; 
struct rlimit ^rlp; 

setrlimit (resource, rip) 
int resource; 
struct rlimit *rlp; 

DESCRIPTION 

Limits on the consumption of system resources by the current process and each process it 
creates may be obtained with the getrlimit call, and set with the setrlimit call. 

The resource parameter is one of the following: 

RLIMIT_CPU the maximum amount of cpu time (in milliseconds) to be used by each pro- 
cess. 

RLIMIT_FSIZE the largest size, in bytes, of any single file which may be created. 

RLIMIT_DATA the maximum size, in bytes, of the data segment for a process; this defines 
how far a program may extend its break with the sbrkil) system call. 

RLIMIT_STACK the maximum size, in bytes, of the stack segment for a process; this defines 
how far a program's stack segment may be extended, either automatically by 
the system, or explicitly by a user with the sbrkil) system call. 

RLIMIT_CORE the largest size, in bytes, of a core file which may be created. 

RLIMIT_RSS the maximum size, in bytes, a process's resident set size may grow to. This 
imposes a limit on the amount of physical memory to be given to a process; 
if memory is tight, the system will prefer to take memory from processes 
which are exceeding their declared resident set size. 

A resource limit is specified as a soft limit and a hard limit. When a soft limit is exceeded a 
process may receive a signal (for example, if the cpu time is exceeded), but it will be allowed 
to continue execution until it reaches the hard limit (or modifies its resource limit). The rlimit 
structure is used to specify the hard and soft limits on a resource, 

struct rlimit { 

int rlim__cur; /• current (soft) limit */ 
int rlim max; /• hard limit •/ 

}; 

Only the super-user may raise the maximum limits. Other users may only alter rlimjour within 
the range from 0 to rlim_max or (irreversibly) lower rlimjnax. 

An 'infinite" value for a limit is defined as RLIMIT JNFINITY (OxTfffffff). 

Because this information is stored in the per-process information, this system call must be exe- 
cuted directly by the shell if it is to affect all future processes created by the shell; limit is thus a 
built-in command \o csh{\). 

The system refuses to extend the data or stack space when the limits would be exceeded in the 
normal way: a break call fails if the data space limit is reached, or the process is killed when the 
stack limit is reached (since the stack cannot be extended, there is no way to send a signal!). 



4th Berkeley Distribution 



7 July 1983 



1 



GETRLIMIT(2) 



UNIX Programmer's Manual 



GETRLIMIT(2) 



A file i/o operation which would create a file which is too large will cause a signal SIGXFSZ to 
be generated, this normally terminates the process, but may be caught. When the soft cpu time 
limit is exceeded, a signal SIGXCPU is sent to the offending process. 

RETURN VALUE 

A 0 return value indicates that the call succeeded, changing or returning the resource limit. A 
return value of —1 indicates that an error occurred, and an error code is stored in the global 
location errno. 

ERRORS 

The possible errors are: 

lEFAULT] The address specified for rip is invalid. 

[EPERMl The limit specified to setrlimit would have 

raised the maximum limit value, and the caller is not the super-user. 

SEE ALSO 

csh(l), quota (2) 

BUGS 

There should be limit aind u/i//m/r commands in shil) as well as in csh. 
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/• calling process •/ 

/• terminated cliild processes •/ 



NAME 

getrusage — get information about resource utilization 

SYNOPSIS 

#include <sys/time.h> 
#inciude <sys/resource.h> 

#deflne RUSAGE SELF 0 
#deflneRUSAG£.CHILDR£N -1 

getmsageCwho, nisage) 
int who; 

struct nisage •rusage; 

DESCRIPTION 

Getrusage returns information describing the resources utilized by the current process, or all its 
terminated child processes. The who parameter is one of RUSAGE_SELF and 
RUSAGE.CHILDREN. If rusage is non-zero, the buffer it points to will be filled in with the 
following structure: 



rusage 


{ 




struct timeval ru_utime; 


/• user time used •/ 


struct timeval ru_stime; 


/• system time used •/ 


int 


ru^maxrss; 




int 


rujxrss; 


/• integral shared memory size •/ 


int 


rujdrss; 


/* integral unshared data size */ 


int 


rujsrss; 


/• integral unshared stack size •/ 


int 


ru^minflt; 


/• page reclaims •/ 


int 


ru__majflt; 


/* page faults •/ 


int 


ru_nswap; 


/• swaps •/ 


int 


rujnblock; 


/• block input operations •/ 


int 


ru_oublock; 


/• block output operations •/ 


int 


ru__msgsnd; 


/• messages sent ♦/ 


int 


ru_msgrcv; 


/• messages received •/ 


int 


ru^nsignals; 


/• signals received •/ 


int 


ru_nvcsw; 


/* voluntary context switches */ 


int 


ru^nivcsw; 


/* involuntary context switches */ 



); 

The fields are interpreted as follows: 

ru_utime the total amount of time spent executing in user mode. 

mistime the total amount of time spent in the system executing on behalf of the 
process (es). 

ru_maxrss the maximum resident set size utilized (in kilobytes). 

rujxrss an 'Mntegrar' value indicating the amount of memory used which was also 

shared among other processes. This value is expressed in units of kilobytes • 
seconds-of-execution and is calculated by summing the number of shared 
memory pages in use each time the internal system clock ticks and then 
averaging over 1 second intervals. 

rujdrss an integral value of the amount of unshared memory residing in the data seg- 

ment of a process (expressed in units of kilobytes ♦ seconds-of-execution). 

rujsrss an integral value of the amount of unshared memory residing in the stack seg- 

ment of a process (expressed in units of kilobytes • seconds-of-execution). 

ru^minflt the number of page faults serviced without any i/o activity; here i/o activity is 
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avoided by "reclaiming*" a page frame from the list of pages awaiting realloca- 
tion. 



ru_m^flt 


the 


number of page faults serviced which required i/o activity. 


ni_nswap 


the 


number of times a process was "swapped** out of main memory. 


rujnblock 


the 


number of times the file system had to perform input. 


ru_outblock 


the 


number of times the file system had to perform output. 


ru_msgsnd 


the 


number of ipc messages sent. 


ru_msgrcv 


the 


number of ipc messages received. 


ru_nsignals 


the 


number of signals delivered. 


ru_nvcsw 


the 


number of times a context switch resulted due to a process voluntarily giv- 



ing up the processor before its time slice was completed (usually to await avai- 
lability of a resource). 

ru_nivcsw the number of times a context switch resulted due to a higher priority process 
becoming runnable or because the current process exceeded its time slice. 

NOTES 

The numbers rujnblock and nt_outblock account only for real i/o; data supplied by the cacheing 
mechanism is charged only to the first process to read or write the data. 

SEE ALSO 

gettimeofday(2), wait (2) 

BUGS 

There is no way to obtain information about a child process which has not yet terminated. 
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NAME 

getsockname — get socket name 

SYNOPSIS 

getsockname (s, name, namelen) 
int s; 

struct sockaddr 'name; 
int •namelen; 

DESCRIPTION 

Getsockname returns the current name for the specified socket. The namelen parameter should 
be initialized to indicate the amount of space pointed to by name. On return it contains the 
actual size of the name returned (in bytes) . 

DIAGNOSTICS 

A 0 is returned if the call succeeds, ~ 1 if it fails. 

ERRORS 

The call succeeds unless: 

lEBADF] The argument s is not a valid descriptor. 
[ENOTSOCK] The argument s is a file, not a socket. 

lENOBUFS] Insufficient resources were available in the system to perform the operation. 

(EFAULTl The name parameter points to memory not in a valid part of the process 
address space. 

SEE ALSO 

bind(2), socket(2) 

BUGS 

Names bound to sockets in the UNIX domain are inaccessible; getsockname returns a zero 
length name. 
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NAME 

getsockopt, setsockopt — get and set options on sockets 

SYNOPSIS 

#include <sys/types.h> 
#include <sys/socket.h> 

getsockopt (s, level, optname, optval, optlen) 
int s, level, optname; 
char *optval; 
int *optlen; 

setsockopt (s, level, optname, optval, optlen) 
int s, level, optname; 
char ^optval; 
int optlen; 

DESCRIPTION 

Getsockopt and setsockopt manipulate options associated with a socket. Options may exist at mul- 
tiple protocol levels; they are always present at the uppermost "socket" level. 

When manipulating socket options the level at which the option resides and the name of the 
option must be specified. To manipulate options at the "socket" level, level is specified as 
SOL_SOCKET. To manipulate options at any other level the protocol number of the appropri- 
ate protocol controlling the option is supplied. For example, to indicate an option is to be 
interpreted by the TCP protocol, level should be set to the protocol number of TCP; see 
getprotoent{2iH) . 

The parameters optval aind optlen are used to access option values for setsockopt. For getsockopt 
they identify a buffer in which the value for the requested option (s) are to be returned. For 
getsockopt, optlen is a value-result parameter, initially containing the size of the buffer pointed 
to by optval, and modified on return to indicate the actual size of the value returned. If no 
option value is to be supplied or returned, optval may be supplied as 0. 

Optname and any specified options are passed uninterpreted to the appropriate protocol module 
for interpretation. The include file <sys/socket.h> contains definitions for "socket" level 
options; see socketil). Options at other protocol levels vary in format and name, consult the 
appropriate entries in (4P). 

RETURN VALUE 

A 0 is returned if the call succeeds, —1 if it fails. 

ERRORS 

The call succeeds unless: 

[EBADF] The argument s is not a valid descriptor. 

[ENOTSOCK] The argument 5 is a file, not a socket. 



lENOPROTOOPT] 
[EFAULT] 



The option is unknown. 

The options are not in a valid part of the process address space. 



SEE ALSO 



socket (2), getprotoentON) 
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NAME 

gettimeofday, settimeofday — get/set date and time 

SYNOPSIS 

#include <sys/time.h> 

gettimeofday(tp, tzp) 
struct timeval *tp; 
struct timezone *tzp; 

settimeofday (tp, tzp) 
struct timeval 'tp; 
struct timezone 'tzp; 

DESCRIPTION 

Gettimeofday returns the system's notion of the current Greenwich time and the current time 
zone. Time returned is expressed relative in seconds and microseconds since midnight January 
1, 1970. 

The structures pointed to by rpand /z/^are defined in <systtime.h> as: 

struct timeval { 

ujong tv_sec; /* seconds since Jan. 1, 1970 •/ 

long tv usee; /* and microseconds */ 

}; 

struct timezone { 

int tz_minuteswest;/« of Greenwich •/ 

int tz dsttime; /* type of dst correction to apply •/ 

}; 

The timezone structure indicates the local time zone (measured in minutes of time westward 
from Greenwich), and a flag that, if nonzero, indicates that Daylight Saving time applies locally 
during the appropriate part of the year. 

Only the super-user may set the time of day. 

RETURN 

A 0 return value indicates that the call succeeded. A ~1 return value indicates an error 
occurred, and in this case an error code is stored into the global variable errno. 

ERRORS 

The following error codes may be set in errno: 

[EFAULT] An argument address referenced invalid memory. 

[EPERM] A user other than the super-user attempted to set the time. 

SEE ALSO 

dated), ctimeO) 

BUGS 

Time is never correct enough to believe the microsecond values. There should a mechanism 
by which, at least, local clusters of systems might synchronize their docks to millisecond granu- 
larity. 
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NAME 

getuid^ geteuid — get user identity 

SYNOPSIS 

ttid getuidO 
int uid; 

euid geteuid 0 
int euid; 

DESCRIPTION 

returns the real user ID of the current process, geteuid the effective user ID. 

The real user ID identifies the person who is logged in. The effective user ID gives the process 
additional permissions during execution of * 'set-user-ID*' mode processes, which use getuid to 
determine the real-user-id of the process which invoked them. 

SEE ALSO 

getgid(2), setreuid(2) 
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NAME 

ioctl — control device 

SYNOPSIS 

#indude <isys/ioctl.h> 

ioctl (d, request, ai^p) 
int d, request; 
char «argp; 

DESCRIPTION 

locti performs a variety of functions on open descriptors. In particular, many operating charac- 
teristics of character special files (e.g. terminals) may be controlled with ioctl requests. The 
writeups of various devices in section 4 discuss how ioctl applies to them. 

An ioctl request has encoded in it whether the argument is an "in" parameter or **out" param- 
eter, and the size of the argument argp in bytes. Macros and defines used in specifying an ioctl 
request a.Te located in the file <syslioctLh> . 

RETURN VALUE 

If an error has occurred, a value of — 1 is returned and errno is set to indicate the error. 
ERRORS 

Ioctl will fail if one or more of the following are true: 

[EBADF] D is not a valid descriptor. 

lENOTTYl D is not associated with a character special device. 

lENOTTY) The specified request does not apply to the kind of object which the descriptor 



<y references. 



lEINVAL] 



Request or argp is not valid. 



SEE ALSO 



execve(2), fcntl(2), mt(4), tty(4), intro(4N) 
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NAME 

kill — send signal to a process 

SYNOPSIS 

kilKpid, sig) 
int pid, sig; 

DESCRIPTION 

Kill sends the signal sig to a process, specified by the process number pid. Sig may be one of 
the signals specified in sigvecil), or it may be 0, in which case error checking is performed but 
no signal is actually sent. This can be used to check the validity of pid. 

The sending and receiving processes must have the same effective user ID, otherwise this call 
is restricted to the super-user. A single exception is the signal SIGCONT which may always be 
sent to any child or grandchild of the current process. 

If the process number is 0, the signal is sent to all other processes in the sender's process 
group; this is a variant of killpgil). 

If the process number is —1, and the user is the super-user, the signal is broadcast universally 
except to system processes and the process sending the signal. 

Processes may send signals to themselves. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of —1 is returned and 
errno is set to indicate the error. 

ERRORS 

AT/// will fail and no signal will be sent if any of the following occur: 
[EINVAL] Sig is not a valid signal number. 

lESRCH] No process can be found corresponding to that specified by pid. 

lEPERM] The sending process is not the super-user and its effective user id does not 
match the effective user-id of the receiving process. 

SEE ALSO 

getpid(2), getpgrp(2), killpg(2), sigvec(2) 
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NAME 

killpg — send signal to a process group 

SYNOPSIS 

killpg (pgrp, sig) 
int pgrp, sig; 

DESCRIPTION 

Killpg sends the signal sig to the process group pgrp. See sigvecil) for a list of signals. 

The sending process and members of the process group must have the same effective user ID, 
otherwise this call is restricted to the super-user. As a single special case the continue signal 
SIGCONT may be sent to any process which is a descendant of the current process. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of —1 is returned and 
the global variable errno is set to indicate the error. 

ERRORS 

Killpg will fail and no signal will be sent if any of the following occur: 
[EINVALl Sig is not a valid signal number. 

lESRCHl No process can be found corresponding to that specified by pid. 

[EPERM] The sending process is not the super-user and one or more of the target 
processes has an effective user ID different from that of the sending process. 

SEE ALSO 

kill(2), getpgrp(2), sigvec(2) 
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NAME 

link " make a hard link to a file 

SYNOPSIS 

link(namel, name2) 
char •namel, •nameZ; 

DESCRIPTION 

A hard link to namel is created; the link has the name name2. Namel must exist. 

With hard links, both namel and name2 must be in the same file system. Unless the caller is 
the super-user, namel must not be a directory. Both the old and the new link share equal 
access and rights to the underlying object. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of — 1 is returned and 
errno is set to indicate the error. 

ERRORS 

Link will fail and no link will be created if one or more of the following are true: 

[EPERM] Either pathname contains a byte with the high-order bit set. 

[ENOENT] Either pathname was too long. 

[ENOTDIR] A component of either path prefix is not a directory. 

[ENOENT] A component of either path prefix does not exist. 

[EACCES] A component of either path prefix denies search permission. 

[ENOENT] The file named by namel does not exist. 

[EEXIST] The link named by name2 does exist. 

[EPERM] The file named by namel is a directory and the effective user ID is not super- 



user. 



[EXDEV] 



The link named by namel and the file named by namel are on different file 
systems. 

The requested link requires writing in a directory with a mode that denies write 
permission. 

The requested link requires writing in a directory on a read-only file system. 
One of the pathnames specified is outside the process's allocated address space. 
Too many symbolic links were encountered in translating the pathname. 



[EACCES] 



[EROFSl 

[EFAULT] 

[ELOOP] 



SEE ALSO 



symlink(2), unlink (2) 
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NAME 

listen — listen for connections on a socket 

SYNOPSIS 

listen (s, backlog) 
int s, backlog; 

DESCRIPTION 

To accept connections, a socket is first created with socket(2), a backlog for incoming connec- 
tions is specified with listenO) and then the connections are accepted with acceptil). The listen 
call applies only to sockets of type SOCK^STREAM or SOCK_PKTSTREAM. 

The backlog parameter defines the maximum length the queue of pending connections may 
grow to. If a connection request arrives with the queue full the client will receive an error with 
an indication of ECONNREFUSED. 

RETURN VALUE 

A 0 return value indicates success; — 1 indicates an error. 

ERRORS 

The call fails if: 

[EBADF] The argument s is not a valid descriptor. 

[ENOTSOCK] The argument s is not a socket. 

[EOPNOTSUPP] The socket is not of a type that supports the operation listen. 

SEE ALSO 

accept (2), connect(2), socket(2) 

BUGS 

The backlog is currently limited (silently) to 5. 
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NAME 

Iseek — move read/write pointer 
SYNOPSIS 

#define L_SET 0 /• set the seek pointer •/ 
#define L_INCR 1 /* increment tlie seek pointer •/ 
#define L.XTND 2 /• extend tlie file size •/ 

pos = lseel&(d, offset, whence) 
int pos; 

int d, offset, whence; 
DESCRIPTION 

The descriptor d refers to a file or device open for reading and/or writing. Lseek sets the file 
pointer of ^ as follows: 

If whence is L_SET, the pointer is set to offset bytes. 

If whence is L_INCR, the pointer is set to its current location plus offset. 

If whence is L_XTND, the pointer is set to the size of the file plus offset. 

Upon successful completion, the resulting pointer location as measured in bytes from beginning 
of the file is returned. Some devices are incapable of seeking. The value of the pointer associ- 
ated with such a device is undefined. 

NOTES 

Seeking^ far beyond the end of a file, then writing, creates a gap or "hole", which occupies no 
physical space and reads as zeros. 

RETURN VALUE 

Upon successful completion, a non-negative integer, the current file pointer value, is returned. 
Otherwise, a value of — 1 is returned and err no is set to indicate the error. 

ERRORS 

Lseek will fail and the file pointer will remain unchanged if: 

[EBADF] Fildes is not an open file descriptor. 

[ESPIPE] Fildes is associated with a pipe or a socket. 

[EINVAL] Whence is not a proper value. 

fEINVAL] The resulting file pointer would be negative. 

SEE ALSO 

dup(2), open (2) 

BUGS 

This document's use of whence is incorrect English, but maintained for historical reasons. 
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NAME 

mkdir — make a directory file 

SYNOPSIS 

mkdir(path, mode) 
char 'path; 
int mode; 

DESCRIPTION 

Mkdir creates a new directory file with name path. The mode of the new file is initialized from 
mode. (The protection part of the mode is modified by the process's mode mask; see 
umaskil)). 

The directory's owner ID is set to the process's effective user ID. The directory's group ID is 
set to that of the parent directory in which it is created. 

The low-order 9 bits of mode are modified by the process's file mode creation mask: all bits set 
in the process's file mode creation mask are cleared. See umaskil). 

RETURN VALUE 

A 0 return value indicates success. A — I return value indicates an error, and an error code is 
stored in errno. 

ERRORS 

Mkdir will fail and no directory will be created if: 

lEPERMl The process's effective user ID is not super-user. 

[EPERMl The path argument contains a byte with the high-order bit set. 

[ENOTDIR] A component of the path prefix is not a directory. 

[ENOENTl A component of the path prefix does not exist. 

lEROFS] The named file resides on a read-only file system. 

[EEXIST] The named file exists. 

[EFAULTl Path points outside the process's allocated address space. 

[ELOOP] Too many symbolic links were encountered in translating the pathname. 

[EIO] An I/O error occured while writing to the file system. 

SEE ALSO 

chmod(2), stat(2), umask(2) 
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NAME 

mknod — make a special file 

SYNOPSIS 

mknod (path, mode, dev) 
char *path; 
int mode, dev; 

DESCRIPTION 

Mknod creates a new file whose name is path. The mode of the new file (including special file 
bits) is initialized from mode. (The protection part of the mode is modified by the process's 
mode mask; see umaski2)). The first block pointer of the i-node is initialized from ^fvand is 
used to specify which device the special file refers to. 

If mode indicates a block or character special file, dev is a configuration dependent specification 
of a character or block I/O device. If mode does not indicate a block special or character special 
device, de\ is ignored. 

Mknod may be invoked only by the super-user. 
RETURN VALUE 

Upon successful completion a value of 0 is returned. Otherwise, a value of — I is returned and 
errno is set to indicate the error. 

ERRORS 

Mknod m\\ fail and the file mode will be unchanged if: 

lEPERM] The process's effective user ID is not super-user. 

[EPERMl The pathname contains a character with the high-order bit set. 

[ENOTDIR] A component of the path prefix is not a directory. 

[ENOENT] A component of the path prefix does not exist. 

[EROFS] The named file resides on a read-only file system. 

[EEXISTl The named file exists. 

[EFAULT] Path points outside the process's allocated address space. 

[ELOOPl Too many symbolic links were encountered in translating the pathname. 

SEE ALSO 

chmod(2), stat(2), umask(2) 
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NAME 

mount, umount — mount or remove file system 

SYNOPSIS 

mount (special, name, rwflag) 
char *special, 'name; 
int rwflag; 

umount (special) 
char *special; 

DESCRIPTION 

Mount announces to the system that a removable file system has been mounted on the block- 
structured special file special: from now on, references to file name will refer to the root file on 
the newly mounted file system. Special and name are pointers to null-terminated strings con- 
taining the appropriate path names. 

Name must exist already. Name must be a directory. Its old contents are inaccessible while the 
file system is mounted. 

The rwflag argument determines whether the file system can be written on; if it is 0 writing is 
allowed, if non-zero no writing is done. Physically write-protected and magnetic tape file sys- 
tems must be mounted read-only or errors will occur when access times are updated, whether 
or not any explicit write is attempted. 

Umount announces to the system that the special file is no longer to contain a removable file 
system. The associated file reverts to its ordinary interpretation. 

RETURN VALUE 

Mount returns 0 if the action occurred, — 1 if special is inaccessible or not an appropriate file, if 
name does not exist, if special is already mounted, if name is in use, or if there are already too 
many file systems mounted. 

Umount returns 0 if the action occurred; — 1 if if the special file is inaccessible or does not have 
a mounted file system, or if there are active files in the mounted file system. 

ERRORS 

Mount will fail when one of the following occurs: 



[NODEV] 


The caller is not the super-user. 


[NODEV] 


Special does not exist. 


[ENOTBLK] 


Special is not a block device. 


lENXIOl 


The major device number of special is out of range (this indicates no device 




driver exists for the associated hardware). 


[EPERMl 


The pathname contains a character with the high-order bit set. 


[ENOTDIRl 


A component of the path prefix in name is not a directory. 


[EROFS] 


Name resides on a read-only file system. 


[EBUSY] 


Name is not a directory, or another process currently holds a reference to it. 


[EBUSY] 


No space remains in the mount table. 


[EBUSY] 


The super block for the file system had a bad magic number or an out of range 




block size. 


[EBUSYl 


Not enough memory was available to read the cylinder group information for 




the file system. 


(EBUSY) 


An i/o error occurred while reading the super block or cylinder group informa- 



tion. 
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U mount may fail with one of the following errors: 
[NODEV] The caller is not the super-user. 
[NODEV] Spec/fl/does not exist. 
[ENOTBLK] Special is not a block device. 

[ENXIO] The major device number of special is out of range (this indicates no device 
driver exists for the associated hardware). 

lEINVAL] The requested device is not in the mount table. 

lEBUSY] A process is holding a reference to a file located on the file system. 

SEE AL^O 

mount(8), umount(8) 



BUGS 



The error codes are in a state of disarray; too many errors appear to the caller as one value. 
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NAME 

open — open a file for reading or writing, or create a new file 

SYNOPSIS 

#include <sys/file.h> 

open (path, flags, mode) 
char 'path; 
int flags, mode; 

DESCRIPTION 

Open opens the file paih for reading and/or writing, as specified by the flags argument and 
returns a descriptor for that file. The flags argument may indicate the file is to be created if it 
does not already exist (by specifying the O^CREAT flag), in which case the file is created with 
mode mode as described in chmodil) and modified by the process' umask value (see 
umaskd)). 

Path is the address of a string of ASCII characters representing a path name, terminated by a 
null character. The flags specified are formed by or'ing the following values 

0_RDONLY open for reading only 

0_WRONLY open for writing only 

0_RDWR open for reading and writing 

0_NDELAY do not block on open 

0_APPEND append on each write 

0_CREAT create file if it does not exist 

0_TRUNC truncate size to 0 

0_EXCL error if create and file exists 

Opening a file with 0_APPEND set causes each write on the file to be appended to the end. If 
0_TRUNC is specified and the file exists, the file is truncated to zero length. If 0_EXCL is sei 
with 0_CREAT, then if the file already exists, the open returns an error. This can be used to 
implement a simple exclusive access locking mechanism. If the 0_NDELAY flag is specified 
and the open call would result in the process being blocked for some reason (e.g. waiting for 
carrier on a dialup line), the open returns immediately. The first time the process attempts to 
perform i/o on the open file it will block (not currently implemented). 

Upon successful completion a non-negative integer termed a file descriptor is returned. The file 
pointer used to mark the current position within the file is set to the beginning of the file. 

The new descriptor is set to remain open across execve system calls; see closed). 

No process may have more than {OPEN__MAX} file descriptors open simultaneously. 

ERRORS 

The named file is opened unless one or more of the following are true: 

[EPERM] The pathname contains a character with the high-order bit set. / 

[ENOTDIR] A component of the path prefix is not a directory. 

[ENOENT] O^CREAT is not set and the named file does not exist, 

[EACCES] A component of the path prefix denies search permission. 

[EACCES] The required permissions (for reading and/or writing) are denied for the 
named flag. 

[EISDIR] The named file is a directory, and the arguments specify it is to be opened for 
writting. 

[EROFS] The named file resides on a read-only file system, and the file is to be 
modified. 
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[EMFILE] 
lENXIO] 

lETXTBSY] 

[EFAULT] 
lELOOPl 
[EEXISTl 
lENXIOl 

lEOPNOTSUPP] 



{OPEN_MAX} file descriptors are currently open. 

The named file is a character special or block special file, and the device associ- 
ated with this special file does not exist. 

The file is a pure procedure (shared text) file that is being executed and the 
open call requests write access. 

Path points outside the process's allocated address space. 
Too many symbolic links were encountered in translating the pathname. 
0_EXCL was specified and the file exists. 

The 0_NDELAY flag is given, and the file is a communications device on 
which their is no carrier present. 

1 

An attempt was made to open a socket (not currently implemented). 



SEE ALSO 

chmod(2), close(2), dup(2), lseek(2), read(2), write(2), umask(2) 
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NAME 

pipe — create an interprocess communication channel 

SYNOPSIS 

pipe(flldes) 
int flldesUI; 

DESCRIPTION 

The pipe system call creates an I/O mechanism called a pipe. The file descriptors returned can 
be used in read and write operations. When the pipe is written using the descriptor ^/(/«5(1} up 
to 4096 bytes of data are buffered before the writing process is suspended. A read using the 
descriptor y?/(/e5[0] will pick up the data. 

It is assumed that after the pipe has been set up, two (or more) cooperating processes (created 
by subsequent /or/c calls) will pass data through the pipe with readme write ciWs, 

The shell has a syntax to set up a linear array of processes connected by pipes. 

Read calls on an empty pipe (no buffered data) with only one end (all write file descriptors 
closed) returns an end-of-file. 

Pipes are really a special case of the socketpairO) call and, in fact, are implemented as such in 
the system. 

A signal is generated if a write on a pipe with only one end is attempted. 
RETURN VALUE 

The function value zero is returned if the pipe was created; — 1 if an error occurred. 

ERRORS 

The p/pe call will fail if: 

[EMFILE] Too many descriptors are active. 

[EFAULT] The fildes buffer is in an invalid area of the process's address space. 
SEE ALSO 

sh(l), read(2), write(2), fork(2), socketpair(2) 

BUGS 

Should more than 4096 bytes be necessary in any pipe among a loop of processes, deadlock will 
occur. 
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NAME 

profil — execution time profile 

SYNOPSIS 

profiKbuff, bufsiz, offset, scale) 
char *buff; 

int bufsiz, offset, scale; 
DESCRIPTION 

Biiff points to an area of core whose length (in bytes) is given by bufsiz. After this call, the 
user's program counter (pc) is examined each clock tick (10 milliseconds); offset 'xs subtracted 
from it, and the result multiplied by scale. If the resulting number corresponds to a word 
inside buff, that word is incremented. 

The scale is interpreted as an unsigned, fixed-point fraction with binary point at the left: 
0x10000 gives a 1-1 mapping of pc's to words in buff: 0x8000 maps each pair of instruction 
words together. 0x2 maps all instructions onto the beginning of buff (producing a non- 
interrupting core clock). 

Profiling is turned off by giving a scale of 0 or 1. It is rendered ineffective by giving a bufsizof 
0. Profiling is turned off when an execve is executed, but remains on in child and parent both 
after a fork. Profiling is turned off if an update in buff'wouM cause a memory fault. 

RETURN VALUE 

A 0, indicating success, is always returned. 

SEE ALSO 

gprof(l ), setitimer(2), monitorO) 
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NAME 

ptrace — process trace 

SYNOPSIS 

#include <signal.h> 

ptrace (request* pid, addr, data) 
int request, pid, *addr, data; 

DESCRIPTION 

Ptrace provides a means by which a parent process may control the execution of a child process, 
and examine and change its core image. Its primary use is for the implementation of breaic- 
point debugging. There are four arguments whose interpretation depends on a request argu- 
ment. Generally, pid\s the process ID of the traced process, which must be a child (no more 
distant descendant) of the tracing process. A process being traced behaves normally until it 
encounters some signal whether internally generated like ''illegal instruction" or externally gen- 
erated like "interrupt". See sieved!) for the list. Then the traced process enters a stopped 
state and its parent is notified via waitil). When the child is in the stopped state, its core 
image can be examined and modified using ptrace. If desired, another ptrace request can then 
cause the child either to terminate or to continue, possibly ignoring the signal. 

The value of the rp^wfs/ argument determines the precise action of the call: 

0 This request is the only one used by the child process; it declares that the process is to be 
traced by its parent. All the other arguments are ignored. Peculiar results will ensue if the 
parent does not expect to trace the child. 

1,2 The word in the child process's address space at addr is returned. If I and D space are 
separated (e.g. historically on a pdp-11), request 1 indicates I space, 2 D space. Addrxx\us\. 
be even. The child must be stopped. The input data is ignored. 

3 The word of the system's per-process data area corresponding to addr is returned. Addr 
must be even and less than 512. This space contains the registers and other information 
about the process; its layout corresponds to the wser structure in the system. 

4,5 The given data is written at the word in the process's address space corresponding to addr, 
which must be even. No useful value is returned. If I and D space are separated, request 
4 indicates I space, 5 D space. Attempts to write in pure procedure fail if another process 
is executing the same file. 

6 The process's system data is written, as it is read with request 3. Only a few locations can 
be written in this way: the general registers, the floating point status and registers, and cer- 
tain bits of the processor status word. 

7 The data argument is taken as a signal number and the child's execution continues at loca- 
tion addr as if it had incurred that signal. Normally the signal number will be either 0 to 
indicate that the signal that caused the stop should be ignored, or that value fetched out of 
the process's image indicating which signal caused the stop. If addr is (int ♦)! then execu- 
tion continues from where it stopped. 

8 The traced process terminates. 

9 Execution continues as in request 7; however, as soon as possible after execution of at 
least one instruction, execution stops again. The signal number from the stop is 
SIGTRAP. (On the VAX-II the T-bit is used and just one instruction is executed.) This is 
part of the mechanism for implementing breakpoints. 

As indicated, these calls (except for request 0) can be used only when the subject process has 
stopped. The wait call is used to determine when a process stops; in such a case the "termina- 
tion" status returned by wait has the value 0177 to indicate stoppage rather than genuine termi- 
nation. 
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To forestall possible fraud, ptrace inhibits the set-user-id and set-group-id facilities on subse- 
quent execveil) calls. If a traced process calls execve, it will stop before executing the first 
instruction of the new image showing signal SIGTRAP. 

On a VAX-11, "word" also means a 32-bit integer, but the "even" restriction does not apply. 



A 0 value is returned if the call succeeds. If the call fails then a — 1 is returned and the global 
variable errno is set to indicate the error. 



SEE ALSO 

wait(2), sigvec(2), adb(l) 

BUGS 

Ptrace is unique and arcane; it should be replaced with a special file which can be opened and 
read and written. The control funciions could then be implemented with ioalil) calls on this 
file. This would be simpler to understand and have much higher performance. 

The request 0 call should be able to specify signals which are to be treated normally and not 
cause a stop. In this way, for example, programs with simulated floating point (which use "ille- 
gal instruction" signals at a very high rate) could be efficiently debugged. 

The error indication, —1, is a legitimate function value; errno. see introil), can be used to 
disambiguate. 

It should be possible to stop a process on occurrence of a system call; in this way a completely 
controlled environment could be provided. 



RETURN VALUE 



ERRORS 



lEINVAL] 
[EINVALl 
[EINVAL] 
[EFAULTl 
[EPERMl 



The request code is invalid. 
The specified process does not exist. 
The given signal number is invalid. 
The specified address is out of bounds. 
The specified process cannot be traced. 
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NAME 

quota — manipulate disk quotas 

SYNOPSIS 

# Include < s> s/quota.h> 

quota(cmd, uid, arg, addr) 
int cmd, uid, arg; 
caddr_t addr; 

DESCRIPTION 

The quota call manipulates disk quotas for file systems which have had quotas enabled with ser- 
quotail). The cmt^ parameter indicates a command to be applied to the user ID uid. Arg is a 
command specific argument and addr is the address of an optional, command specific, data 
structure which is copied in or out of the system. The interpretation of ar^ and addr is given 
with each command below. 

QJETDLIM 

Set disc quota limits and current usage for the user with ID uid. Arg is a major-minor 
device indicating a particular file system. Addr is a pointer to a struct dqblk structure 
(defined in < sys/quota.h» . This call is restricted to the super-user. 

Q_GETDLIM 

Get disc quota limits and current usage for the user with ID uid. The remaining 
parameters are as for Q_SETDLIM. 

Q_SETDUSE 

Set disc usage limits for the user with ID uid. Arg 'xs a major-minor device indicating a 
particular file system. Addr is a pointer to a struct dqusage structure (defined in 
< sys/quota.h>). This call is restricted to the super-user. 

Q_SYNC 

Update the on-disc copy of quota usages. The uid, arg, and addr parameters are 
ignored. 

Q_SETUID 

Change the calling process's quota limits to those of the user with ID uid. The or^and 
ot/</r parameters are ignored. This call is restricted to the super-user. 

QSETWARN 

Alter the disc usage warning limits for the user with ID uid. Arg is a major-minor dev- 
ice indicating a particular file system. Addr is a pointer to a struct dqwarn structure 
(defined in <sys/quota.h>). This call is restricted to the super-user. 

Q_DOWARN 

Warn the user with user ID w/</ about excessive disc usage. This call causes the system 
to check its current disc usage information and print a message on the terminal of the 
caller for each file system on which the user is over quota. If the arg parameter is 
specified as NODEV, all file systems which have disc quotas will be checked. Other- 
wise, ar^ indicates a specific major-minor device to be checked. This call is restricted to 
the super-user. 

RETURN VALUE 

A successful call returns 0 and, possibly, more information specific to the cm</ performed; when 
an error occurs, the value —1 is returned and errno is set to indicate the reason. 

ERRORS 

A quota call will fail when one of the following occurs: 
[EINVALl Cm</ is invalid. . 
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[ESRCH] 
[EPERM] 
[EINVALl 

[EFAULT] 

(EUSERSl 



No disc quota is found for the indicated user. 

The call is priviledged and the caller was not the super-user. 

The or^ parameter is being interpreted as a major-minor device and it indicates 
an unmounted file system. 

An invalid addr is supplied; the associated structure could not be copied in or 
out of the kernel. 

The quota table is full. 



SEE ALSO 

setquota(2), quotaon(8), quotacheck(8) 



BUGS 



There should be someway to integrate this call with the resource limit interface provided by 
setrlimitil) and getrlimitd). 

The Australian spelling of disk is used throughout the quota facilities in honor of the imple- 
mentors. 
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NAME 

read, readv — read input 

SYNOPSIS 

cc » read<d, buf, nbytes) 
Int cc, d; 
char *buf; 
int nbytes; 

# include <sys/types.li> 
#include <sys/uio.h> 

cc - readv (d, iov, iovcnt) 

int cc« d; 

struct iovec 'iov; 

int iovcnt; 

DESCRIPTION 

Read attempts to read nbytes of data from the object referenced by the descriptor </into the 
buffer pointed to by buf. Readv performs the same action, but scatters the input data into the 
/owcw/ buffers specified by the members of the /ovec array: iovfO], iov[l), iovliovcnt — 1]. 

For readv, the /ovec structure is defined as 

struct iovec { 

caddrj iov base: 
int iovjen; 

}; 

Each iovec entry specifies the base address and length of an area in memory where data should 
be placed. Readv v^'iW always fill an area completely before proceeding to the next. 

On objects capable of seeking, the read stdtts at a position given by the pointer associated with 
d, see Iseekil). Upon return from read, the pointer is incremented by the number of bytes 
actually read. 

Objects that are not capable of seeking always read from the current position. The value of the 
pointer associated with such a object is undefined. 

Upon successful completion, read dnd readv return the number of bytes actually read and placed 
in the buffer. The system guarantees to read the number of bytes requested if the descriptor 
references a file which has that many bytes left before the end-of-file, but in no other cases. 

If the returned value is 0, then end-of-file has been reached. 

RETURN VALUE 

If successful, the number of bytes actually read is returned. Otherwise, a — 1 is returned and 
the global variable errrto is set to indicate the error. 

ERRORS 

Read and readv mU fail if one or more of the following are true: 
[EBADFl F/7(c/?s is not a valid file descriptor open for reading. 
[EFAULT] ^u/points outside the allocated address space. 

[EINTR] A read from a slow device was interrupted before any data arrived by the 

delivery of a signal. 

In addition, readv may return one of the following errors: 

lEINVALl /ovcwr was less than or equal to 0, or greater than 16. 

lEINVALl One of the /ov_/ien values in the /ov array was negative. 
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lEINVAL] The sum of the /oi^/ew values in the /bi' array overflowed a 32-bit integer. 
SEE \LSO 

dup(2), open(2), pipe(2), socket(2), socketpair(2) 
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NAME 

readlink — read value of a symbolic link 

SYNOPSIS 

cc readlink (path, buf, bufsiz) 
int cc; 

char *path, 'buf; 
int bufsiz; 

DESCRIPTION 

Readlink places tlie contents of the symbolic link name in the buffer buf which has size bufsiz. 
The contents of the link are not null terminated when returned. 

RETURN VALUE 

The call returns the count of characters placed in the buffer if it succeeds, or a — 1 if an error 
occurs, placing the error code in the global variable errno. 

ERRORS 

Readlink wiW fail and the file mode will be unchanged if: 

[EPERM] The po//; argument contained a byte with the high-order bit set. 

[ENOENT] The pathname was too long. 

[ENOTDIR] A component of the path prefix is not a directory. 

lENOENT] The named file does not exist. 

lENXIOl The named file is not a symbolic link. 

lEACCES] Search permission is denied on a component of the path prefix. 

[EPERMl The effective user ID does not match the owner of the file and the effective 
user ID is not the super-user. 

[EINVAL] The named file is not a symbolic link. 

lEFAULT] Buf extends outside the process's allocated address space. 

lELOOP] Too many symbolic links were encountered in translating the pathname. 

SEE ALSO 

stat(2), lstat(2), synilink(2) 
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NAME 

reboot — reboot system or halt processor 

SYNOPSIS 

#include < sys/ reboot. h> 

reboot (howto) 
int howto; 

DESCRIPTION 

/2^/>oof reboots the system, and is invoked automatically in the event of unrecoverable system 
failures. Howto is a mask of options passed to the bootstrap program. The system call interface 
permits only RB_HALT or RB_AUTOBOOT to be passed to the reboot program; the other flags 
are used in scripts stored on the console storage media, or used in manual bootstrap pro- 
cedures. When none of these options (e.g. RB AUTOBOOT) is given, the system is rebooted 
from file "vmunix" in the root file system of unit 0 of a disk chosen in a processor specific 
way. An automatic consistency check of the disks is then normally performed. 

The bits of /low/oare: 

RB_HALT 

the processor is simply halted; no reboot takes place. RB_HALT should be used with 
caution. 

RB_ASKNAME 

Interpreted by the bootstrap program itself, causing it to inquire as to what file should 
be booted. Normally, the system is booted from the file "xx(0,0)vmunix" without 
asking. 

RB_SINGLE 

Normally, the reboot procedure involves an automatic disk consistency check and then 
multi-user operations. RB_SINGLE prevents the consistency check, rather simply 
booting the system with a single-user shell on the console. RB SINGLE is interpreted 
by the /«/Y(8) program in the newly booted system. This switch is not available from 
the system call interface. 

Only the super-user may reboots machine. 

RETURN VALUES 

If successful, this call never returns. Otherwise, a —1 is returned and an error is returned in 
the global variable errno. 

ERRORS 

[EPERM] The caller is not the super-user. 

SEE ALSO 

crash (8), halt (8), init(8), reboot (8) 

BUGS 

The notion of "console medium'', among other things, is specific to the VAX. 
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NAME 

recv, recvfrom, recvmsg — receive a message from a socket 

SYNOPSIS 

#lnclude <sys/types.h> 
#include <sys/socket.h> 

cc = recv (s, buf, len, flags) 
int cc, s; 
char •buf; 
int len, flags; 

cc » recvfrom(s, buf, len, flags, from, fromlen) 

int cc, s; 

char *buf; 

int len, flags; 

struct sockaddr •from; 

int * fromlen; 

cc ~ recvmsg(s, msg, flags) 
int cc, s; 

struct msghdr msgll; 
int flags; 

DESCRIPTION 

Recv, recvfrom, and recvmsg are used to receive messages from a socket. 

The recv caW may be used only on a connected socksi (see connectiD), while recvfrom -dnd 
recvmsg may be used to receive data on a socket whether it is in a connected state or not. 

If from is non-zero, the source address of the message is filled in. Fromlen is a value-result 
parameter, initialized to the size of the buffer associated with from, and modified on return to 
indicate the actual size of the address stored there. The length of the message is returned in cc. 
If a message is too long to fit in the supplied buffer, excess bytes may be discarded depending 
on the type of socket the message is received from; see socketil). 

If no messages are available at the socket, the receive call waits for a message to arrive, unless 
the socket is nonblocking (see ioctlil) ) in which case a cc of —1 is returned with the external 
variable errno set to EWOULDBLOCK. 

The 5^/^(2) call may be used to determine when more data arrives. 

The .//a^5 argument to a send call is formed by or'ing one or more of the values, 

#defineMSG_PEEK 0x1 /* peek at incoming message */ 
#defineMSG~OOB 0x2 /* process out-of-band data */ 

The recvmsg call uses a msghdr structure to minimize the number of directly supplied parame- 
ters. This structure has the following form, as defined in < sys/socket.h> : 

struct msghdr { 

caddrj msg_name; /♦ optional address */ 

int msg_namelen; /* size of address ♦/ 

struct iov ♦msgjov, /• scatter/ gather array */ 

int msgjovlen; /• # elements in msgjov •/ 

caddrj msg_accrights; /* access rights sent/ received •/ 
int msg_accrightslen; 
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Here msg_name and msg_namelen specify the destination address if the socket is unconnected; 
msg_name may be given as a null pointer if no names are desired or required. The ms^Jov dnd 
msgjovlen describe the scatter gather locations, as described in readil). Access rights to be 
sent along with the message are specified in msg^accrights^ which has length msg^accrighislen. 

RETURN VALUE 

These calls return the number of bytes received, or — 1 if an error occurred. 

ERRORS 

The calls fail if: 

[EBADF] The argument 5 is an invalid descriptor. 

lENOTSOCKl The argument s is not a socket. 

[EWOULDBLOCK] The socket is marked non-blocking and the receive operation would 



block. 



[ElNTRl 



The receive was interrupted by delivery of a signal before any data was 
available for the receive. 

The data was specified to be received into a non-existent or protected 
part of the process address space. 



[EFAULT] 



SEE ALSO 



read(2), send(2), socket(2) 
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NAME 

rename — change the name of a file 

SYNOPSIS 

rename (from, to) 
char •from^ *to; 

DESCRIPTION 

Rename causes the link named from to be renamed as to. If to exists, then it is first removed. 
Both from and to must be of the same type (that is, both directories or both non-directories), 
and must reside on the same file system. 

Retiame guarantees that an instance of to will always exist, even if the system should crash in 
the middle of the operation. 

CAVEAT 

The system can deadlock if a loop in the file system graph is present. This loop takes the form 
of an entry in directory "a", say "a/foo", being a hard link to directory "b'\ and an entry in 
directory "b'\ say "b/bar", being a hard link to directory "a". When such a loop exists and 
two separate processes attempt to perform "rename a/foo b/bar" and ''rename b/bar a/foo'\ 
respectively, the system may deadlock attempting to lock both directories for modification. 
Hard links to directories should be replaced by symbolic links by the system administrator. 

RETURN VALUE 

A 0 value is returned if the operation succeeds, otherwise rename returns — I and the global 
variable errno indicates the reason for the failure. 

ERRORS 

Rename will fail and neither of the argument files will be affected if any of the following are 
true: 

lENGTDiR] A component of either path prefix is not a directory. 
[ENOENT] A component of either path prefix does not exist. 
[EACCESI a component of either path prefix denies search permission. 
lENOENTl The file named by from does not exist. 

lEPERMl The file named by from is a directory and the effective user ID is not super- 
user. 

lEXDEV] The link named by wand the file named by ,/rom are on different logical dev- 
ices (file systems). Note that this error code will not be returned if the imple- 
mentation permits cross-device links. 

lEACCESl The requested link requires writing in a directory with a mode lhat denies write 
permission. 

[EROFSl The requested link requires writing in a directory on a read-only file system. 

lEFAULTl Pflr/» points outside the process's allocated address space. 

[EINVAL] /rom is a parent directory of W). 

SEE ALSO 

open(2) 
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NAME 

rmdir remove a directory file 

SYNOPSIS 

rmdir(path) 
char *path; 

DESCRIPTION 

Rmdir removes a directory file whose name is given by path. The directory must not have any 
entries other than and 

RETURN VALUE 

A 0 is returned if the remove succeeds; otherwise a — 1 is returned and an error code is stored 
in the global location errno. 

ERRORS 

The named file is removed unless one or more of the following are true: 
[ENOTEMPTYl 



[EPERM] 

[ENOENT] 

[ENOTDIR] 

[ENOENT] 

[EACCESl 

lEACCES] 

lEBUSY] 

lEROFS] 

[EFAULT] 

lELOOP] 



The named directory contains files other than and in it. 

The pathname contains a character with the high-order bit set. 

The pathname was too long. 

A component of the path prefix is not a directory. 

The named file does not exist. 

A component of the path prefix denies search permission. 

Write permission is denied on the directory containing the link to be removed. 

The directory to be removed is the mount point for a mounted file system. 

The directory entry to be removed resides on a read-only file system. 

Path points outside the process's allocated address space. 

Too many symbolic links were encountered in translating the pathname. 



SEE ALSO 



mkdir(2), unlink(2) 
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NAME 

select - synchronous i/o multiplexing 

SYNOPSIS 

#iDclude <sys/time.h> 

nfound « select (nfds, readfds, writefds, execptfds, timeout) 
int nfound, nfds, 'readfds, •writefds, •execptfds; 
struct timeval •timeout; 

DESCRIPTION 

Select examines the i/o descriptors specified by the bit masks reac(fds, writefds, and execptfds to 
see if they are ready for reading, writing, or have an exceptional condition pending, respec- 
tively. File descriptor / is represented by the bit **l<<r* in the mask. Nfds desciptcrs are 
checked, i.e. the bits from 0 through nfds-X in the masks are examined. 5e/i?cr returns, in place, 
a mask of those descriptors which are ready. The total number of ready descriptors is returned 
in nfound. 

If timeout is a non-zero pointer, it specifies a maximum interval to wait for the selection to 
complete. If timeout is a zero pointer, the select blocks indefinitely. To affect a poll, the 
timeout argument should be non-zero, pointing to a zero valued timeval structure. 

Any of reacifds, writefds, and execptfds may be given as 0 if no descriptors are of interest. 

RETURN VALUE 

Select returns the number of descriptors which are contained in the bit masks, or — 1 if an error 
occurred. If the time limit expires then select returns 0. 

ERRORS 

An error return from select indicates: 

[EBADF] One of the bit masks specified an invalid descriptor. 

[EINTR] An signal was delivered before any of the selected for events occurred or the 

time limit expired. 

SEE ALSO 

accept(2), connect(2), read(2), write(2), recv(2), send(2) 

BUGS 

The descriptor masks are always modified on return, even if the call returns as the result of the 
timeout. 
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NAME 

send, sendto, sendmsg — send a message from a socket 

SYNOPSIS 

#include <sys/types.h> 
#include <sys/socket.h> 

cc = sendCs, msg, len, flags) 
int cc, s; 
char 'msg; 
int len, flags; 

cc ^ sendtoCs, msg, len, flags, to, tolen) 

int cc, s; 

char *msg; 

int len, flags; 

struct sockaddr •to; 

int tolen; 

cc sendmsg (s, msg, flags) 
int cc, s; 

struct msghdr msgll; 
int flags; 

DESCRIPTION 

Send^ sendto, and sendmsg are used to transmit a message to another socket. Send may be used 
only when the socket is in a connected sldXt, while sendto and sendmsg msiy be used at any lime. 

The address of the target is given by to with tolen specifying its size. The length of the message 
is given by len. If the message is too long to pass atomically through the underlying protocol, 
then the error EMSGSIZE is returned, and the message is not transmitted. 

No indication of failure to deliver is implicit in a send. Return values of —1 indicate some 
locally detected errors. ' 

If no messages space is available at the socket to hold the message to be transmitted, then send 
normally blocks, unless the socket has been placed in non-blocking i/o mode. The selectil) call 
may be used to determine when it is possible to send more data. 

The flags parameter may be set to SOF_OOB to send "out-of-band" data on sockets which sup- 
port this notion (e.g. SOCK_STREAM). 

See recvO) for a description of the msghdr structure. 

RETURN VALUE 

The call returns the number of characters sent, or — 1 if an error occurred. 
ERRORS 

[EBADF] An invalid descriptor was specified. 

[ENOTSOCK] The argument s is not a socket. 

[EFAULT] An invalid user space address was specified for a parameter. 

[EMSGSIZE] The socket requires that message be sent atomically, and the size of the 

message to be sent made this impossible. 

[EWOULDBLOCKl The socket is marked non-blocking and the requested operation would 
block. 

SEE ALSO 

recv(2), socket (2) 
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NAME 

setgroups — set group access list 

SYNOPSIS 

#include <sys/param.h> 

setgroups(ngroups, gidset) 
int ngroups, •gidset; 

DESCRIPTION 

Setgroups sets the group access list of the current user process according to the array gidsei. The 
parameter ngroups indicates the number of entries in the array and must be no more than 
NGRPS, as defined in <sys/param.h>. 

Only the super-user may set new groups. 

RETURN VALUE 

A 0 value is returned on success, — 1 on error, with a error code stored in errna 

ERRORS 

The setgroups CdW will fail if: 

(EPERM] The caller is not the super-user. 

[EFAULTl The address specified for gidset \s outside the process address space. 

SEE ALSO 

getgroups(2), initgroupsOX) 
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NAME 

setpgrp — set process group 

SYNOPSIS 

setpgrp (pid, pgrp) 
int pid, pgrp; 

DESCRIPTION 

Setpgrp sets the process group of the specified process pid lo the specified pgrp. If pid 'is zero, 
then the call applies to the current process. 

If the invoker is not the super-user, then the affected process must have the same effective 
user-id as the invoker or be a descendant of the invoking process. 

RETURN VALUE 

Sf/p^rp returns when the operation was successful. If the request failed, —1 is returned and the 
global variable err/zo indicates the reason. 

ERRORS 

SetpgrpmW fail and the process group will not be altered if one of the following occur: 
[ESRCH] The requested process does not exist. 

lEPERM] The effective user ID of the requested process is different from that of the 
caller and the process is not a descendenl of the calling process. 

SEE ALSO 

getpgrp(2) 
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NAME 

setquota — enable/disable quotas on a file system 

SYNOPSIS 

setquota (special, file) 
char 'special, •file; 

DESCRIPTION 

Disc quotas are enabled or disabled with the setquota CdW. S/Teda/ indicates a block special dev- 
ice on which a mounted file system exists. U .file is nonzero, it specifies a file in that file system 
from which to take the quotas. If file is 0, then quotas are disabled on the file system. The 
quota file must exist; it is normally created with the checkquotad) program. 

Only the super-user may turn quotas on or ofi*. 

SEE ALSO 

quota(2), quotacheck(8), quotaon(8) 

RETURN VALUE 

A 0 return value indicates a successful call. A value of —1 is returned when an error occurs 
and errno is set to indicate the reason for failure. 

ERRORS 

Setquota will fail when one of the following occurs: 
[NODEV] The caller is not the super-user. 
iNODEVl Specialdots not exist. 
(ENOTBLKl Special is not a block device. 

[ENXIO] The major device number of special is out of range (this indicates no device 

driver exists for the associated hardware). 

[EPERM] The pathname contains a character with the high-order bit set. 

[ENOTDIRl A component of the path prefix in file 'is not a directory. 

[EROFS] Fz/p resides on a read-only file system. 

[EACCES] File resides on a file system different from special. 

[E ACCES] File is not a plain file. 



BUGS 



The error codes are in a state of disarray; too many errors appear to the caller as one value. 
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NAME 

setregid ~ set real and effective group ID 

SYNOPSIS 

setregid (rgid, egid) 
int rgid» egid; 

DESCRIPTION 

The real and effective group ID's of the current process are set to the arguments. Only the 
super-user may change the real group ID of a process. Unpriviledged users may change the 
effective group ID to the real group ID, but to no other. 

Supplying a value of — 1 for either the real or effective group ID forces the system to substitute 
the current ID in place of the ~ 1 parameter. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of — 1 is returned and 
errno is set to indicate the error. 

ERRORS 

[EPERM] The current process is not the super-user and a change other than changing the 
effective group-id to the real group-id was specified. 

SEE ALSO 

getgid(2), setreuid(2), setgidO) 



4th Berkeley Distribution 



12 February 1983 



1 



SETREUID(2) 



UNIX Programmer's Manual 



SETREUID(2) 



NAME 

setreuid — set real and effective user ID*s 

SYNOPSIS 

setreuid (ruld, euid) 
int mid, euId; 

DESCRIPTION 

The real and effective user ID*s of the current process are set according to the arguments. If 
ruidoT euid 'xs —1, the current uid is filled in by the system. Only the super-user may modify 
the real uid of a process. Users other than the super-user may change the effective uid of a 
process only to the real uid. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of — 1 is returned and 
errno is set to indicate the error. 

ERRORS 

[EPERM] The current process is not the super-user and a change other than changing the 
effective user-id to the real user-id was specified. 

SEE ALSO 

getuid(2), setregid(2), setuidO) 
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NAME 

shutdown — shut down part of a full-duplex connection 

SYNOPSIS 

shutdown (s, how) 
int s, how; 

DESCRIPTION 

The shutdown c&W causes all or part of a full-duplex connection on the socket associated with s 
to be shut down. If how is 0, then further receives will be disallowed. If how is 1, then further 
sends will be disallowed. If howis 2, then further sends and receives will be disallowed. 

DIAGNOSTICS 

A 0 is returned if the call succeeds, —1 if it fails. 

ERRORS 

The call succeeds unless: 

[EBADF] 5 is not a valid descriptor. 

[ENOTSOCK] Sis a file, not a socket. 

[ENOTCONN] The specified socket is not connected. 

SEE ALSO 

connect (2), socket (2) 
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NAMK 

sigblock — block signals 

SYINOJ'SIS 

xiul)loci<(nujsk); 
int mask; 

i>i:scRiniON 

Si^;l>l()ck causes ihc signals specified in musk to he. added to the set uf signals cuiicntly being 
blocked Wvin delivery. Sij^nal / is blocked il* llie /-tlvbit in mask is a I. P»its arc nuinbercd starling 
at t)ne; tor example, lo block SIG/\I.RM use 
oldnu.sk = sigblockd «(SIGAI RVl - 1)); 

It is udt possible lo bk>ck SlGKIl.l., SIGSIOI', or SICiCON t;" this restriction is silently imposed 
by the system. 

RICTURN VALUK 

The previous set of masked signals is returned. 

SI J', ALSO 

kill(2), si-vcc(2), sigsetniask(2). 
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NAME 

sigpause — atomically release blocked signals and wait for interrupt 

SYNOPSIS 

sigpause(sigmask) 
int sigmask; 

DESCRIPTION 

Sigpause assigns sigmask to the set of masked signals and then waits for a signal to arrive; on 
return the set of masked signals is restored. Sigmask is usually 0 to indicate that no signals are 
now to be blocked. Sigpause a\ways terminates by being interrupted, returning EINTR. 

In normal usage, a signal is blocked using sigblockil), to begin a critical section, variables 
modified on the occurance of the signal are examined to determine that there is no work to be 
done, and the process pauses awaiting work by using sigpause with the mask returned by sig- 
block. 

SEE ALSO 

sigblock(2), sigvec(2) 
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NAME 

sigsetmask — set current signal mask 

SYNOPSIS 

sigsetmask (mask) ; 
int mask; 

DESCRIPTION 

Sigsetmask sets the current signal mask (those signals which are blocked from delivery). Signal 
/is blocked if the ^th bit in mas/: is a 1. 

The system quietly disallows SIGKILL, SIGSTOP, or SIGCONT to be blocked. 

RETURN VALUE 

The previous set of masked signals is returned. 

SEE ALSO 

kill (2), sigvec(2), sigblock(2), sigpause(2) 
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NAME 

sigstack — set and/ or get signal stack context 

SYNOPSIS 

#include < signal. h> 

struct sigstack { 

caddr_t ss_sp; 

int ss_onstack; 

); 

sigstack (ss, oss); 
struct sigstack *ss, 'oss; 

DESCRIPTION 

Sigstack allows users to define an alternate stack on which signals are to be processed. If 5s is 
non-zero, it specifies a signal stack on which to deliver signals and tells the system if the process 
is currently executing on that stack. When a signal's action indicates its handler should execute 
on the signal stack (specified with a s/;^v£'c(2) call), the system checks to see if the process is 
currently executing on that stack. If the process is not currently executing on the signal stuck, 
the system arranges a switch to the signal stack for the duration of the signal handler's execu- 
tion. If OSS is non-zero, the current signal stack state is returned. 

NOTES 

Signal stacks are not "grown" automatically, as is done for the normal stack. If the stack 
overflows unpredictable results may occur. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of — I is returned and 
errno 'xs set to indicate the error. 

ERRORS 

Sigstack will fail and the signal stack context will remain unchanged if one of the following 
occurs. 

lEFAULTl Either ss or oss points to memory which is not a valid part of the process 
address space. 

SEE ALSO 

sigvec(2), setjmpO) 
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NAME 

sigvec — software signal facilities 

SYNOPSIS 

#include <signil.h> 

struct sigvec { 

int (•sv_handler)(); 
int sv^mask; 
int sv onstaciL; 

)! 

sigvecCsig, vec, ovec) 
int sig; 

struct sigvec 'vec, 'ovec; 
DESCRIPTION 

The system defines a set of signals that may be delivered to a process. Signal delivery resem- 
bles the occurence of a hardware interrupt; the signal is blocked from further occurrence, the 
current process context is saved, and a new one is built. A process may specify a handler to 
which a signal is delivered, or specify that a signal is to be blocked or ignored. A process may 
also specify that a default action is to be taken by the system when a signal occurs. Normally, 
signal handlers execute on the current stack of the process. This may be changed, on a per- 
handler basis, so that signals are taken on a special signal stack. 

All signals have the same priority. Signal routines execute with the signal that caused their 
invocation blocked., but other signals may yet occur. A global signal mask defines the set of sig- 
nals currently blocked from delivery to a process. The signal mask for a process is initilized 
from that of its parent (normally 0). It may be changed with a Sigblock{2) or sigsetmaskil) call, 
or when a signal is delivered to the process. 

When a signal condition arises for a process, the signal is added to a set of signals pending for 
the process. If the signal is not currently blocked by the process then it is delivered to the pro- 
cess. When a signal is delivered, the current state of the process is saved, a new signal mask is 
calculated (as described below), and the signal handler is invoked. The call to the handler is 
arranged so that if the signal handling routine returns normally the process will resume execu- 
tion in the context from before the signal's delivery. If the process wishes to resume in a 
different context, then it must arrange to restore the previous context itself. 

When a signal is delivered to a process a new signal mask is installed for the duration of the 
process' signal handler (or until a sigblock or sigsetmask caAl is made). This mask is formed by 
taking the current signal mask, adding the signal to be delivered, and or'ing in the signal mask 
associated with the handler to be invoked. 

Sigvec assigns a handler for a specific signal. If vec is non-zero, it specifies a handler routine 
and mask to be used when delivering the specified signal. Further, if sv_onstack is 1, the sys- 
tem will deliver the signal to the process on a signal stacks specified with sigstackil). If ovec is 
non^zero, the previous handling information for the signal is returned to the tiser. 

The following is a list of all signals with names as in the include file <signaLh>: 



SIGHUP 


1 


hangup 


SIGINT 


2 


interrupt 


SIGQUIT 


3* 


quit 


SIGILL 


4* 


illegal instruction 


SIGTRAP 


5* 


trace trap 


SIGIOT 


6* 


lOT instruction 


SIGEMT 


1* 


EMT instruction 


SIGFPE 


8* 


floating point exception 
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SIGKILL 9 kill (camiot be caught, blocked, or ignored) 

SIGBUS 10* bus error 

SIGSEGV 11* segmentation violation 

SIGSYS 12* bad argument to system call 

SIGPIPE 13 write on a pipe with no one to read it 

SIGALRM 14 alarm clock 

SIGTERM IS software termination signal 

SIGURG 16« urgent condition present on socket 

SIGSTOP 17t stop (cannot be caught, blocked, or ignored) 

SIGTSTP 18t stop signal generated from keyboard 

SIGCONT 19« continue after stop (cannot be blocked) 

SIGCHLD 20 • child status has changed 

SIGTTIN 21 1 background read attempted from control terminal 

SIGTTOU 221 background write attempted to control terminal 

SIGIO 23 • i/o is possible on a descriptor (see^nr/(2)) 

SIGXCPU 24 cpu time limit exceeded (see setrlimitil)) 

SIGXFSZ 25 file size limit exceeded (see setrlimitil)) 
SIGVTALRM 26 virtual time alarm (see setitimeKD) 

SIGPROF 27 profiling timer alarm (see setitimeril)) 

The starred signals in the list above cause a core image if not caught or ignored. 

Once a signal handler is installed, it remains installed until another sigvec call is made, or an 
execveil) is performed. The default action for a signal may be reinstated by setting sv_handler 
to SIG_DFL; this default is termination (with a core image for starred signals) except for sig- 
nals marked with • or t- Signals marked with • are discarded if the action is SIG_DFL; signals 
marked with t cause the process to stop. If svjiandler is SIG_IGN the signal is subsequently 
ignored, and pending instances of the signal are discarded. 

If a caught signal occurs during certain system calls, causing the call to terminate prematurely, 
the call is automatically restarted. In particular this can occur during a read ot write (2) on a 
slow device (such as a terminal; but not a file) and during a wait{2). 

After SiforkiD or vforkil) the child inherits all signals, the signal mask, and the signal stack. 

Execvei.2) resets all caught signals to default action; ignored signals remain ignored; the signal 
mask remains the same; the signal stack state is reset. 

NOTES 

The mask specified in vec is not allowed to block SIGKILL, SIGSTOP, or SIGCONT. This is 
done silently by the system. 

RETURN VALUE 

A 0 value indicated that the call succeeded. A — 1 return value indicates an error occured and 
errno is set to indicated the reason. 

ERRORS 

Sigvec will fail and no new signal handler will be installed if one of the following occurs: 

[EFAULT] Either vec or ovec points to memory which is not a valid part of the process 
address space. 

[EINVAL] Sig is not a valid signal number. 

[EINVAL] An attempt is made to ignore or supply a handler for SIGKILL or SIGSTOP. 
[EINVAL] An attempt is made to ignore SIGCONT (by default SIGCONT is ignored). 
SEE ALSO 

kill(l), ptrace(2), kill(2), sigblock(2), sigsetmask(2), sigpause(2) sigstack(2), sigvec(2), 
setjmp(3), tty(4) 
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NOTES (VAX-11) 

The handler routine can be declared: 

handler(sig, code, scp) 

int sig, code; 

struct sigcontext 'scp; 

Here sig is the signal number, into which the hardware faults and traps are mapped as defined 
below. Code is a parameter which is either a constant as given below or, for compatibility mode 
faults, the code provided by the hardware (Compatibility mode faults are distinguished from the 
other SIGILL traps by having PSL_CM set in the psl). Scp is a pointer to the sigcontext struc> 
ture (defined in <signal.h>), used to restore the context from before the signal. 

The following defines the mapping of hardware traps to signals and codes. All of these symbols 
are defined in < signal. h>: 



Hardware condition 


Signal 


Code 


Arithmetic traps: 






Integer overflow 


SIGFPE 


FPE INTOVF TRAP 


Integer division by zero 


SIGFPE 


FPE INTDIV"TRAP 


Floating overflow trap 


SIGFPE 


FPE FLTOVF trap 


Floating/decimal division by zero 


SIGFPE 


FPE FLTDIV TRAP 


Floating underflow trap 


SIGFPE 


FPE FLTUND TRAP 


Decimal overflow trap 


SIGFPE 


FPE DECOVF TRAP 


Subscript-range 


SIGFPE 


FPE SUBRNG TRAP 


Floating overflow fault 


SIGFPE 


FPE FLTOVF FAULT 


Floating divide by zero fault 


SIGFPE 


FPE FLTDIV FAULT 


Floating underflow fault 


SIGFPE 


FPE^FLTUND^FAULT 


Length access control 


SIGSEGV 




Protection violation 


SIGBUS 




Reserved instruction 


SIGILL 


ILL^RESAD^FAULT 


Customer-reserved instr. 


SIGEMT 




Reserved operand 


SIGILL 


ILL PRIVIN FAULT 


Reserved addressing 


SIGILL 


ill_resopJfault 


Trace pending 


SIGTRAP 




Bpt instruction 


SIGTRAP 




Compatibility-mode 


SIGILL 


hardware supplied code 


Chme 


SIGSEGV 




Chms 


SIGSEGV 




Chmu 


SIGSEGV 





BUGS 

This manual page is confusing. 
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NAME 

socket — create an endpoint for communication 

SYNOPSIS 

#include <sys/types.h> 
#include <sys/ socket. h> 

s » socket (af, type, protocol) 
int s, af, type, protocol; 

DESCRIPTION 

5oc/c^/ creates an endpoint for communication and returns a descriptor. 

The af parameter specifies an address format with which addresses specified in later operations 
using the socket should be interpreted. These formats are defined in the include file 
<sys/socket.h> . The currently understood formats are 

AF_UN1X (UNIX path names), 

AFJNET (ARPA Internet addresses), 

AF_PUP (Xerox PUP-I Internet addresses), and 

AFJMPLINK (IMP ''host at IMP" addresses). 

The socket has the indicated typ^ which specifies the semantics of communication. Currently 
defined types are: 

SOCK_STREAM 

SOCK_DGRAM 

SOCK_RAW 

SOCK_SEQPACKET 

SOCK_RDM 

A SOCK_STREAM type provides sequenced, reliable, two-way connection based byte streams 
with an out-of-band data transmission mechanism. A SOCK_DGRAM socket supports 
datagrams (connectionless, unreliable messages of a fixed (typically small) maximum length). 
SOCK_RAW sockets provide access to internal network interfaces. The types SOCK_RAW, 
which is available only to the super-user, and SOCK SEQPACKET and SOCK_RDM, which 
are planned, but not yet implemented, are not described here. 

The proroco/ specifies a particular protocol to be used with the socket. Normally only a single 
protocol exists to support a particular socket type using a given address format. However, it is 
possible that many protocols may exist in which case a particular protocol must be specified in 
this manner. The protocol number to use is particular to the "communication domain" in 
which communication is to take place; see servicesO^) and protocolsO^i). 

Sockets of type SOCK_STREAM are full-duplex byte streams, similar to pipes. A stream 
socket must be in a connected sVdXe before any data may be sent or received on it. A connection 
to another socket is created with a connectil) call. Once connected, data may be transferred 
using readO) and write(2) calls or some variant of the sendd) and recvil) calls. When a ses- 
sion has .been completed a closed) may be performed. Out-of-band data may also be transmit- 
ted as described in sendil) and received as described in recvil). 

The communications protocols used to implement a SOCK^STREAM insure that data is not 
lost or duplicated. If a piece of data for which the peer protocol has buff'er space cannot be suc- 
cessfully transmitted within a reasonable length of time, then the connection is considered bro- 
ken and calls will indicate an error with — 1 returns and with ETIMEDOUT as the specific code 
in the global variable errno. The protocols optionally keep sockets "warm" by forcing 
transmissions roughly every minute in the absence of other activity. An error is then indicated 
if no response can be elicited on an otherwise idle connection for a extended period (e.g. 5 
minutes). A SIGPIPE signal is raised if a process sends on a broken stream; this causes naive 
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processes, which do not handle the signal, to exit. 

SOCK_DGRAM and SOCK_RAW sockets allow sending of datagrams to correspondents named 
in sendil) calls. It is also possible to receive datagrams at such a socket with recv(2). 

An fcntlil) call can be used to specify a process group to receive a SIGURG signal when the 
out-of-band data arrives. 

The operation of sockets is controlled by socket level options. These options are defined in the 
file <sys/socket.h> and explained below. Setsockopr and getsockoptil) are used to set and get 
options, respectively. 

SO_DEBUG turn on recording of debugging information 

SO_REUSEADDR allow local address reuse 

SO_KEEP ALIVE keep connections alive 

SO^DONTROUTE do no apply routing on outgoing messages 

SO_LINGER linger on close if data present 

SO_DONTLINGER do not linger on close 

SO_DEBUG enables debugging in the underlying protocol modules. SO_REUSEADDR indi- 
cates the rules used in validating addresses supplied in a bindd) call should allow reuse of local 
addresses. SO_KEEP ALIVE enables the periodic transmission of messages on a connected 
socket. Should the connected party fail to respond to these messages, the connection is con- 
sidered broken and processes using the socket are notified via a SIGPIPE signal. 
SO_DONTROUTE indicates that outgoing messages should bypass the standard routing facili- 
ties. Instead, messages are directed to the appropriate network interface according to the net- 
work portion of the destination address. SO_LINGER and SO_DONTLINGER control the 
actions taken when unsent messags are queued on socket and a closeil) is performed. If the 
socket promises reliable delivery of data and SO LINGER is set, the system will block the pro- 
cess on the close attempt until it is able to transmit the data or until it decides it is unable to 
deliver the information (a timeout period, termed the linger interval, is specified in the sct- 
sockoptcoW when SO LINGER is requested). If SO_DONTLINGER is specified and a dosc 'xs 
issued, the system will process the close in a manner which allows the process to continue as 
quickly as possible. 

RETURN V ALUE 

A —I is returned if an error occurs, otherwise the return value is a descriptor referencing the 
socket. 

ERRORS 

The socket Q2i\\ fails if: 

[EAFNOSUPPORT] The specified address family is not supported in this version of the sys- 
tem. 

[ESOCKTNOSUPPORTl 

The specified socket type is not supported in this address family. 

[EPROTONOSUPPORT] 

The specified protocol is not supported. 

[EMFILE] The per-process descriptor table is full. 

[ENOBUFSl No buffer space is available. The socket cannot be created. 

SEE ALSO 

accept(2), bind(2), connect(2), getsockname(2), getsockopt(2), ioctI(2), Iisten(2), recv(2). 
select(2), send(2), shutdown(2), socketpair(2) 
"A 4.2BSD Interprocess Communication Primer". 
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BUGS 

The use of keepalives is a questionable feature for this layer. 
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NAME 

socketpair — create a pair of connected sockets 

SYNOPSIS 

#include <sys/types.h> 
#include <sys/socket.h> 

socketpair (d, type, protocol, sv) 
int d, type, protocol; 
Int svl2l; 

DESCRIPTION 

The socketpair cdW creates an unnamed pair of connected sockets in the specified domain of 
ih<s specified type: an6 using the optionally specified protocol. The descriptors used in referenc- 
ing the new sockets are returned in sv[0] and 5v[l]. The two sockets are indistinguishable. 

DIAGNOSTICS 

A 0 is returned if the call succeeds, — 1 if it fails. 

ERRORS 

The call succeeds unless: 

[EMFILE] Too many descriptors are in use by this process. 

[EAFNOSUPPORT] The specified address family is not supported on this machine. 

lEPROTONOSUPPORT] 

The specified protocol is not supported on this machine. 

[EOPNOSUPPORT] The specified protocol does not support creation of socket pairs. 

[EFAULT] The address si does not specify a valid part of the process address space. 

SEE ALSO 

read(2), write{2), pipe(2) 

BUGS 

This call is currently implemented only for the UNIX domain. 
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NAME 

Stat, Istat, fstat — get file status 

SYNOPSIS 

#include <sys/types.h> 
#include <sys/stat.h> 

Stat (path, buf) 
char *path; 
struct Stat *buf; 

lstat(path, buf) 
char *path; 
struct Stat «buf; 

fstat (fd, buf) 
int fd; 

struct Stat 'buf; 
DESCRIPTION 

Stat obtains information about the file path. Read, write or execute permission of the named 
file is not required, but all directories listed in the path name leading to the file must be reach- 
able. 

Lstat is like 5wr except in the case where the named file is a symbolic link, in which case Isiat 
returns information about the link, while stat returns information about the file the link refer- 
ences. 

Fstat obtains the same information about an open file referenced by the argument descriptor, 
such as would be obtained by an open cdW. 

Buf is a pointer to a 5/0/ structure into which information is placed concerning the file. The 
contents of the structure pointed to by buf 

struct Stat { 



dev_t 


st_dev; 


/* 


device inode resides on */ 


ino_t 


stjno; 


/* 


this inode's number */ 


u_short 


st_mode; 


/* 


protection */ 


short 


st_nlink; 


/* 


number or hard links to the file */ 


short 


st_uid; 


1* 


user-id of owner •/ 


short 


st_gid: 


h 


group-id of owner */ 


dev t 


st_rdev; 


1* 


the device type, for inode that is device */ 


off_t 


st_size; 


h 


total size of file •/ 


time_t 


st_atime; 


h 


file last access time */ 


int 


st__spare 1 ; 






time_t 


st_mtime; 


1* 


file last modify time •/ 


int 


st_spare2; 






time_t 


sl_ctime; 


h 


file last status change time •/ 


int 


st_spare3; 






long 


st_blksize; 


h 


optimal blocksize for file system i/o ops */ 


long 


St blocks: 




actual number of blocks allocated *l 


long 


st_spare4[2l; 





st_atime Time when file data was last read or modified. Changed by the following system 
calls: mknodil), utimesil), readO), and writeil). For reasons of efficiency, 
st_atime is not set when a directory is searched, although this would be more logi- 
cal. 
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st_mtime Time when data was last modified. It is not set by changes of owner, group, link 
count, or mode. Changed by the following system calls: mknod(2), uiimesd), 
wr !:ei2). 

st_ctime Time when file status was last changed. It is set both both by writing and chang- 
ing the i-node. Changed by the following system c&Ws: chmodil) chown(2), 
linkil), mknodO.), unlinkil), utimesd)^ writeil). 

The status information word st mode has bits: 



#define S IFMT 


0170000 


/* 


type of file */ 


#define 


S IFDIR 


0040000 


/* 


directory ♦/ 


#define 


S IFCHR 


0020000 


/• 


character special ♦/ 


#define 


S IFBLK 


0060000 


/* 


block special */ 


#define 


S IFREG 


0100000 


/• 


regular ♦/ 


#define 


S IFLNK 


0120000 


/* 


symbolic link •/ 


#define 


S IFSOCK 


0140000 


/• 


socket */ 


#define S ISUID 


0004000 


/• 


set user id on execution */ 


#define S ISGID 


0002000 


/* 


set group id on execution •/ 


#define S ISVTX 


0001000 


/• 


save swapped text even after use */ 


#define S IREAD 


0000400 


/* 


read permission, owner */ 


#define S IWRITE 


0000200 


/* 


write permission, owner */ 


#define S lEXEC 


0000100 


/* 


execute/search permission, owner */ 



The mode bits 0000070 and 0000007 encode group and others permissions (see chmodil)). 

When fd is associated with a pipe, fstat reports an ordinary file with an i-node number, res- 
tricted permissions, and a not necessarily meaningful length. 

RETURN VALUE 

Upon successful completion a value of 0 is returned. Otherwise, a value of —1 is returned and 
errtw is set to indicate the error. 

ERRORS 

Swrand IstatmW fail if one or more of the following are true: 

lENOTDIR] A component of the path prefix is not a directory. 

lEPERM] The pathname contains a character with the high-order bit set. 

lENOENT] The pathname was too long. 

[ENOENT] The named file does not exist. 

[EACCES] Search permission is denied for a component of the path prefix. 
[EFAULT] BufoT name points to an invalid address. 
Fstat m\\ fail if one or both of the following are true: 
lEB ADF] Fildes is not a valid open file descriptor. 

[EFAULT] Buf points to an invalid address. 

[ELOOP] Too many symbolic links were encountered in translating the pathname. 
CAVEAT 

The fields in the stat structure currently marked st_sparel, st_spare2, and st_spare3 are present 
in preparation for inode time stamps expanding to 64 bits. This, however, can break certain 
programs which depend on the time stamps being contiguous (in calls to utimesil)). 

SEE ALSO 

chmod(2), chown(2), utimes(2) 
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BUGS 

Applying fstatxo a socket returns a zero'd buffer. 

The list of calls which modify the various fields should be carefully checked with reality. 
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NAME 

swapon — add a swap device for interleaved paging/swapping 

SYNOPSIS 

swapon (special) 
char •special; 

DESCRIPTION 

Swapon makes the block device special available to the system for allocation for paging and 
swapping. The names of potentially available devices are known to the system and defined at 
system configuration time. The size of the swap area on special is calculated at the time the 
device is first made available for swapping. 

SEE ALSO 

swapon (8), config(8) 

BUGS 

There is no way to stop swapping on a disk so that the pack may be dismounted. 
This call will be upgraded in future versions of the system. 
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NAME 

symlink — make symbolic link to a file 

SYNOPSIS 

symlink (namel, nameZ) 
char *namel, •name2; 

DESCRIPTION 

A symbolic link name2 is created to namel {name2 is the name of the file created, name J is the 
string used in creating the symbolic link). Either name may be an arbitrary path name; the files 
need not be on the same file system. 

RETURN VALUE 

Upon successful completion, a zero value is returned. If an error occurs, the error code is 
stored in errno and a — 1 value is returned. 

ERRORS 

The symbolic link is made unless on or more of the following are true: 

[EPERM] Either name! or name2 contains a character with the high-order bit set. 

(ENOENTl One of the pathnames specified was too long. 

[ENOTDIR] A component of the name2 prefix is not a directory. 

[EEXIST] Name2 already exists. 

[EACCES] A component of the namel path prefix denies search permission. 

[EROFSl The file name2 would reside on a read-only file system. 

[EFAULT] Namel or name2 points outside the process's allocated address space. 

lELOOP] Too may symbolic links were encountered in translating the pathname. 

SEE ALSO 

link(2), ln(l), unlink(2) 
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NAME 

sync — update super-block 

SYNOPSIS 

syncO 

DESCRIPTION 

Sync causes all information in core memory that should be on disk to be written out. This 
includes modified super blocks, modified i-nodes, and delayed block I/O. 

Sync should be used by programs which examine a file system, for example fsck, df, etc. Sync is 
mandatory before a boot. 

SEE ALSO 

fsync(2), sync (8), update (8) 

BUGS 

The writing, although scheduled, is not necessarily complete upon return from sync. 
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NAME 

syscall — indirect system call 

SYNOPSIS 

syscall (number, arg, ...) (VAX-U) 

DESCRIPTION 

Syscall performs the system call whose assembly language interface has the specified number, 
register arguments rO and rl and further arguments arg. 

The rO value of the system call is returned. 

DIAGNOSTICS 

When the C-bit is set, i[V5ca// returns —1 and sets the external variable errno (see introiD). 

BUGS 

There is no way to simulate system calls such as piped) y which return values in register rl. 
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NAME 

truncate ~ truncate a file to a specified length 

SYNOPSIS 

truncate (path» length) 
char *path; 
int length; 

ftnincate(fd, length) 
int fd, length; 

DESCRIPTION 

Truncate causes the file named by path or referenced by ^ to be truncated to at most length 
bytes in size. If the file previously was larger than this size, the extra data is lost. With Jirun- 
cate, the file must be open for writing. 

RETURN VALUES 

A value of 0 is returned if the call succeeds. If the call fails a -^1 is returned, and the global 
variable errno specifies the error. 

ERRORS 

Truncate succeeds unless: 

[EPERM] The pathname contains a character with the high-order bit set. 

[ENOENT] The pathname was too long. 

[ENOTDIR] A component of the path prefix of path is not a directory. 

[ENOENT] The named file does not exist. 

(EACCESJ A component of the path prefix denies search permission. 

[EISDIR] The named file is a directory. 

[EROFS] The named file resides on a read-only file system. 

[ETXTBSY] The file is a pure procedure (shared text) file that is being executed. 

[EFAULT] Name points outside the process's allocated address space. 

Ftruncate succeeds unless: 

[EBADF] The fd is not a valid descriptor. 

[EINVAL] The fd references a socket, not a file. 

SEE ALSO 

open(2) 

BUGS 

Partial blocks discarded as the result of truncation are not zero filled; this can result in holes in 
files which do not read as zero. 

These calls should be generalized to allow ranges of bytes in a file to be discarded. 
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NAME 

umask — set file creation mode mask 

SYNOPSIS 

oumask « umask (numask) 
int oumask, numask; 

DESCRIPTION 

Umask sets the process's file mode creation mask to numask and returns the previous value of 
the mask. The low-order 9 bits of numask are used whenever a file is created, clearing 
corresponding bits in the file mode (see chmod{2)). This clearing allows each user to restrict 
the default access to his files. 

The value is initially 022 (write access for owner only). The mask is inherited by child 
processes. 

RETURN VALUE 

The previous value of the file mode mask is returned by the call. 

SEE ALSO 

chmod(2), mknod(2), open (2) 
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NAME 

unlink — remove directory entry 

SYNOPSIS 

unlink (path) 
char *path; 

DESCRIPTION 

Unlink removes the entry for the file path from its directory. If this entry was the last link to 
the file, and no process has the file open, then all resources associated with the file are 
reclaimed. If, however, the file was open in any process, the actual resource reclamation is 
delayed until it is closed, even though the directory entry has disappeared. 

RETURN VALUE 

Upon successful completion, a value of 0 is returned. Otherwise, a value of — 1 is returned and 
errno is set to indicate the error. 

ERRORS 

The unlink succeeds unless: 

[EPERM] The path contains a character with the high-order bit set. 

[ENOENT] The path name is too long. 

[ENOTDIR] A component of the path prefix is not a directory. 

[ENOENTl The named file does not exist. 

[EACCES] Search permission is denied for a component of the path prefix. 

[EACCESl Write permission is denied on the directory containing the link to be removed. 

[EPERM] The named file is a directory and the effective user ID of the process is not the 
super-user. 

[EBUSY] The entry to be unlinked is the mount point for a mounted file system. 

[EROFS] The named file resides on a read-only file system. 

[EFAULTl Path points outside the process's allocated address space. 

lELOOP] Too many symbolic links were encountered in translating the pathname. 

SEE ALSO 

cIose(2), link(2), rmdir(2) 
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NAME 

utisncs — set file times 

SYiNOPSlS 

//Include <.sys/tiinc.h> 

ut!nies{filc, tvp) 
char *nic; 

stiiict tinicvai lv|)[21; 
DESCRIP'IION 

The uiinic^ cuW uses tl\c **;iccessed" and "updated" times in tiiat order Irom Hie ivp vector to set tlic 
corresponding rcc(M"ded limes [hi'file. 

'I'iie caller must be tlie owner of iiie file or ihe super-user. The "inodc-ciiangcd ' time of the file is 
set to the current time. 

RK'llJRiN VAIIJF': 

Upon successi\il complelit)n, a value of 0 is returned. Otherwise, a valiie of —1 is returned and 
(rnio is set to indicate the error. 

ERRORS 

U/inic will tail iCone or more of the Ibllowiiig are true: 

[Ml^l'"RMJ The pathname contained a character with the hiyh-urder hit set. 

[l'N()l';N'r| The pathname was loo long. 

[r.NOl'NTJ The named file does not exist. 

jl'^NO ri)ll\| A eomponeni ol'ihe path prefix is not a directory. 

[r.ACCl-'S| A component ()rthe path prefix denies search permission. 

[l'"P!iRM| The process is not super-user and not the owner of the tile. 

[I*'ACCI'1S1 The elfective user \D is not super-user and not the owner of the file and limes is 
NLH.f. and write access is denied. 

[I'ROI'S] I he file system containms- the file is mounted read-only. 

(I'h'ALII .T| I'vp points outside the [)n>cess*s allocated address space. 

[l'!LOOP| Too numy symbolic links were encountered in traiislatiiu; the paihname. 

SliJ-: A1.SO 

slat(2) 
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NAME 

vfork — spawn new process in a virtual memory efficient way 

SYNOPSIS 

pid = vfork 0 
int pid; 

DESCRIPTION 

Vfork can be used to create new processes without fully copying the address space of the old 
process, which is horrendously inefficient in a paged environment. It is useful when the pur- 
pose of fork{2) would have been to create a new system context for an execve. Vfork differs 
from fork in that the child borrows the parent's memory and thread of control until a call to 
execved) or an exit (either by a call to exitil) or abnormally.) The parent process is suspended 
while the child is using its resources. 

Vfork returns 0 in the child's context and (later) the pid of the child in the parent's context. 

Vfork can normally be used just like fork. It does not work, however, to return while running in 
the childs context from the procedure which called vfork since the eventual return from vfork 
would then return to a no longer existent stack frame. Be careful, also, to call _exit rather than 
exit if you can't execve^ since exit will flush and close standard I/O channels, and thereby mess 
up the parent processes standard I/O data structures. (Even with fork it is wrong to call exit 
since buffered data would then be flushed twice.) 

SEE ALSO 

fork(2), execve(2), sigvec(2), wait(2), 

DIAGNOSTICS 

Same as for fork. 

BUGS 

This system call will be eliminated when proper system sharing mechanisms are implemented. 
Users should not depend on the memory sharing semantics of vfork as it will, in that case, be 
made synonymous to fork. 

To avoid a possible deadlock situation, processes which are children in the middle of a vfork are 
never sent SIGTTOU or SIGTTIN signals; rather, output or /oc//s are allowed and input 
attempts result in an end-of-flle indication. 
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NAME 

vhangup — virtually "hangup" the current control terminal 

SYNOPSIS 

vhangup 0 

DESCRIPTION 

Vhangup is used by the initialization process m//(8) (among others) to arrange that users are 
given "clean"' terminals at login, by revoking access of the previous users' processes to the 
terminal. To effect this, vhangup searches the system tables for references to the control termi- 
nal of the invoking process, revoking access permissions on each instance of the terminal which 
it finds. Further attempts to access the terminal by the affected processes will yield i/o errors 
(EBADF). Finally, a hangup signal (SIGHUP) is sent to the process group of the control ter- 
minal. 

SEE ALSO 

init (8) 

BUGS 

Access to the control terminal via /dev/tty is still possible. 

This call should be replaced by an automatic mechanism which takes place on process exit. 
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NAME 

wait, wait3 — wait for process to terminate 

SYNOPSIS 

#include <sys/wait.h> 

pid = wait (status) 
int pid; 

union wait *status; 

pid « wait (0) 
int piid; 

#include <sys/time,h> 
#include <sys/resource.h> 

pid wait3 (status, options* rusage) 
int pid; 

union wait *status; 

int options; 

struct rusage *rusage; 

DESCRIPTION 

Wait causes its caller to delay until a signal is received or one of its child processes terminates. 
If any child has died since the last wait, return is immediate, returning the process id and exit 
status of one of the terminated children. If there are no children, return is immediate with the 
value —1 returned. 

On return from a successful wait caW, status is nonzero, and the high byte of sra/ws contains the 
low byte of the argument to ^.v// supplied by the child process; the low byte of status contains 
the termination status of the process. A more precise definition of the status word is given in 
<syslwait.h> . 

Waits provides an alternate interface for programs which must not block when collecting the 
status of child processes. The status parameter is defined as above. The options parameter is 
used to indicate the call should not block if there are no processes which wish to report status 
(WNOHANG), and/or that only children of the current process which are stopped due to a 
SIGTTIN, SIGTTOU, SIGTSTP, or SIGSTOP signal should have their status reported (WUN- 
TRACED). If rusage is non-zero, a summary of the resources used by the terminated process 
and all its children is returned (this information is currently not available for stopped 
processes) . 

When the WNOHANG option is specified and no processes wish to report status, waitS returns 
SL pidof 0. The WNOHANG and WUNTRACED options may be combined by or'ing the two 
values. 

NOTES 

See 5/;^ec(2) for a list of termination statuses (signals); 0 status indicates normal termination. 
A special status (0177) is returned for a stopped process which has not terminated and can be 
restarted; set ptrace(2). If the 0200 bit of the termination status is set, a core image of the 
process was produced by the system. 

If the parent process terminates without waiting on its children, the initialization process (pro- 
cess ID * 1) inherits the children. 

Wait and waitJ are automatically restarted when a process receives a signal while awaiting termi- 
nation of a child process. 

RETURN VALUE 

If wait returns due to a stopped or terminated child process, the process ID of the child is 
returned to the calling process. Otherwise, a value of —1 is returned and errno is set to 
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indicate the error. 

Wait3 returns —1 if there are no children not previously waited for; 0 is returned if 
WNOHANG is specified and there are no stopped or exited chiidren. 

ERRORS 

Wait will fail and return immediately if one or more of the following are true: 

[ECHILD] The calling process has no existing unwaited-for child processes. 

[EFAULT] The status or rusage arguments point to an illegal address. 

SEE ALSO 

exit (2) 
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NAME 

write, writev — write on a file 

SYNOPSIS 

write (d, buf, nbytes) 
int d; 
char 'buf; 
int nbytes; 

#include <sys/types,h> 
#include <sys/uio.h> 

writev (d, iov, ioveclen) 
int d; 

struct iovec ♦iov; 
int ioveclen; 

DESCRIPTION 

Write attempts to write nbytes of data to the object referenced by the descriptor d from the 
buffer pointed to by buf. Writev performs the same action, but gathers the output data from 
the iovlen buffers specified by the members of the iovec array: iovlO], iovll], etc. 

On objects capable of seelcing, the write starts at a position given by the pointer associated with 
d, see Iseekil). Upon return from write, the pointer is incremented by the number of bytes 
actually written. 

Objects that are not capable of seeking always write from the current position. The value of the 
pointer associated with such an object is undefined. 

If the real user is not the super-user, then write clears the set-user-id bit on a file. This 
prevents penetration of system security by a user who "captures'" a writable set-user-id file 
owned by the super-user. 

RETURN VALUE 

Upon successful completion the number of bytes actually writen is returned. Otherwise a — 1 is 
returned and errno is set to indicate the error. 

ERRORS 

Write will fail and the file pointer will remain unchanged if one or more of the following are 
true: 

lEBADF] D is not a valid descriptor open for writing. 

[EPIPEl An attempt is made to write to a pipe that is not open for reading by any pro- 



(EFAULTl Part of iov or data to be written to the file points outside the process's allocated 



cess. 



lEPIPEl 



An attempt is made to write to a socket of type SOCK_STREAM which is not 
connected to a peer socket. 

An attempt was made to write a file that exceeds the process's file size limit or 
the maximum file size. 



[EFBIG] 



address space. 



SEE ALSO 



lseek(2), open(2), pipe(2) 
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NAME 

intro — introduction to library functions 
DESCRIPTION 

This section describes functions that may be found in various libraries. The library functions 
are those other than the functions which directly invoke UNIX system primitives, described in 
section 2. This section has the libraries physically grouped together. This is a departure from 
older versions of the UNIX Programmer's Reference Manual, which did not group functions by 
library. The functions described in this section are grouped into various libraries: 

(3)and(3S) 

The straight "3'' functions are the standard C library functions. The C library also 
includes all the functions described in section 2. The 3S functions comprise the standard 
I/O library. Together with the (3N), (3X), and (3C) routines, these functions constitute 
library libc, which is automatically loaded by the C compiler cc(l), the Pascal compiler 
/xr(I), and the Fortran compiler /77(1). The link editor ld(l) searches this library under 
the *~lc' option. Declarations for some of these functions may be obtained from 
include files indicated on the appropriate pages. 

(3F) The 3F functions are all functions callable from FORTRAN. These functions perform 
the same jobs as do the straight "'3'" functions. 

(3M) These functions constitute the math library, libm. They are automatically loaded as 
needed by the Pascal compiler pc{l) and the Fortran compiler f77(\). The link editor 
searches this library under the Im' option. Declarations for these functions may be 
obtained from the include file <math.h>. 

(3N) These functions constitute the internet network library, 

(3S) These functions constitute the 'standard I/O package', see introOS). These functions 
are in the library Ubc already mentioned. Declarations for these functions may be 
obtained from the include file <sf<//o./j>. 

(3X) Various specialized libraries have not been given distinctive captions. Files in which 
such libraries are found are named on appropriate pages. 

(3C) Routines included for compatibility with other systems. In particular, a number of sys- 
tem call interfaces provided in previous releases of 4BSD have been included for source 
code compatibility. The manual page entry for each compatibility routine indicates the 
proper interface to use. 

FILES 

/lib/libc.a 
/usr/lib/libm.a 
/usr/lib/libc_p.a 
/usr/lib/libmj).a 

SEE ALSO 

intro(3C), intro(3S), intro(3F), intro(3M), intro(3N), nm(l), ld(l), cc(l), f77(l), intro(2) 
DIAGNOSTICS 

Functions in the math library (3M) may return conventional values when the function is 
undefined for the given arguments or when the value is not representable. In these cases the 
external variable errno {see intro (2)) is set to the value EDOM (domain error) or ERANGE 
(range error). The values of EDOM and ERANGE are defined in the include file < math.h>. 

LIST OF FUNCTIONS 

Name Appears on Page Description 

abort abort.3 generate a fauU 

abort abort.3f terminate abruptly with memory image 
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abs 


abs.3 


integer absolute value 


access 


access.3f 


determine accessability of a file 


acos 


sin.3m 


trigonometric functions 


alarm 


alarmJc 


schedule signal after specified time 


alarm 


alarm.3f 


execute a subroutine after a specified time 


alloca 


malloc.3 


memory allocator 


arc 


pIot.3x 


graphics interface 


asctime 


ctime.3 


convert date and time to ASCII 


asin 


sin.3m 


trigonometric functions 


assert 


assert.3x 


program verification 


atan 


sin.3m 


trigonometric functions 


atan2 


sin.3m 


trigonometric functions 


atof 


atof.3 


convert ASCII to numbers 


atoi 


atof.3 


convert ASCII to numbers 


atol 


atof.3 


convert ASCII to numbers 


bcmp 


bstring.3 


bit and byte string operations 


bcopy 


bstring.3 


bit and byte string operations 


bessel 


bessel.3f 


of two kinds for integer orders 


bit 


bit.3f 


and, or, xor, not, rshift, Ishift bitwise functions 


bzero 


bstring.3 


bit and byte string operations 


cabs 


hypot.3m 


Euclidean distance 


calloc 


malloc.3 


memory allocator 


ceil 


floor.3m 


absolute value, floor, ceiling functions 


chdir 


chdir.3f 


change default directory 


chmod 


chmod.3f 


change mode of a file 


circle 


plot.3x 


graphics interface 


clearerr 


ferror.3s 


stream status inquiries 


closedir 


directory. 3 


directory operations 


closelog 


syslog.3 


control system log 


closepl 


plot.3x 


graphics interface 


cont 


plot.3x 


graphics interface 


cos 


sin.3m 


trigonometric functions 


cosh 


sinh.3m 


hyperbolic functions 


crypt 


crypt.3 


DES encryption 


ctime 


ctime.3 


convert date and time to ASCII 


ctime 


time.3f 


return system time 


curses 


curses.3x 


screen functions with '^optimal'* cursor motion 


dbminit 


dbm,3x 


data base subroutines 


delete 


dbm.3x 


data base subroutines 


dffrac 


flmin.3f 


return extreme values 


dflmax 


flmin.3f 


return extreme values 


dflmax 


range.3f 


return extreme values 


dflmin 


flmin.3f 


return extreme values 


dflmin 


range.3f 


return extreme values 


drand 


rand.3f 


return random values 


dtime 


etime.3f 


return elapsed execution time 


ecvt 


ecvt.3 


output conversion 


edata 


end. 3 


last locations in program 


encrypt 


crypt.3 


DES encryption 


end 


end.3 


last locations in program 


endfsent 


getfsent.3x 


get file system descriptor file entry 


endgrent 


getgrent.3 


get group file entry 
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endhostent 


gethostent.Bn 


get network host entry 


endnetent 


getnetent.3n 


get network entry 


endprotoent 


getprotoent.3n get protocol entry 


endpwent 


getpwent.3 


get password file entry 


endservent 


getservent.3n 


get service entry 


environ 


execl.3 


execute a file 


erase 


plot.3x 


graphics interface 


etext 


end.3 


last locations in program 


etime 


etime.3f 


return elapsed execution time 


exec 


execl.3 


execute a file 


exece 


execl.3 


execute a file 


exec! 


execl.3 


execute a file 


execle 


execl.3 


execute a file 


execlp 


execl.3 


execute a file 


exect 


execl.3 


execute a file 


execv 


execl.3 


execute a file 


execvp 


execl.3 


execute a file 


exit 


exit. 3 


terminate a process after flushing any pending output 


exit 


exit.3f 


terminate process with status 


exp 


exp.3m 


exponential, logarithm, power, square root 


fabs 


floor.3m 


absolute value, floor, ceiling functions 


fclose 


fclose. 3s 


close or flush a stream 


fcvt 


ecvt.3 


output conversion 


fdate 


fdate.3f 


return date and time in an ASCII string 


feof 


ferror.3s 


stream status inquiries 


ferror 


ferror.3s 


stream status inquiries 


fetch 


dbm.3x 


data base subroutines 


fflush 


fclose. 3s 


close or flush a stream 


ffrac 


flminJf 


return extreme values 


ffs 


bstring.3 


bit and byte string operations 


fgetc 


getc.3f 


get a character from a logical unit 


fgetc 


getc.3s 


get character or word from stream 


fgets 


gets.3s 


get a string from a stream 


fileno 


ferror.3s 


stream status inquiries 


firstkey 


dbm.3x 


data base subroutines 


flmax 


flmin. 3f 


return extreme values 


flmax 


range.3f 


return extreme values 


flmin 


flmin. 3f 


return extreme values 


flmm 


range. 3f 


return extreme values 


floor 


floor.3m 


absolute value, floor, ceiling functions 


flush 


flush.3f 


flush output to a logical unit 


fork 


fork.3f 


create a copy of this process 


fpecnt 


trpfpe.3f 


trap and repair floating point faults 


fprintf 


printf.3s 


formatted output conversion 


fputc 


putc.3f 


write a character to a fortran logical unit 


fputc 


putc.3s 


put charaaer or word on a stream 


fputs 


puts. 3s 


put a string on a stream 


fread 


fread.3s 


buffered binary input/output 


free 


malloc.3 


memory allocator 


frexp 


frexp. 3 


split into mantissa and exponent 


fscanf 


scanf.3s 


formatted input conversion 


fseek 


fseek.3f 


reposition a file on a logical unit 
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fseek 


fseek. 3s 


reposition a stream 


fstat 


stat.3f 


get file status 


ftell 


fseekJf 


reposition a file on a logical unit 


ftell 


fseek. 3s 


reposition a stream 


ftime 


time.3c 


get date and time 


fwrite 


fread.3s 


buffered binary input/output 


gamma 


gamma.3m 


log gamma function 


gcvt 


ecvt.3 


output conversion 


gerror 


perror.3f 


get system error messages 


getarg 


getarg.3f 


return command line arguments 


getc 


getc.3f 


get a character from a logical unit 


getc 


getc.3s 


get character or word from stream 


getchar 


getc.3s 


get character or word from stream 


getcwd 


getcwd.3f 


get pathname of current working directory 


getdiskbyname 


getdisk.3x 


get disk description by its name 


getenv 


getenv.3 


_ _ 1 r» • ^ . 

value for environment name 


getenv 


getenv.3f 


get value of environment variables 


getfsent 


getfsent. 3x 


get file system descriptor file entry 


getfsfile 


getfsent.3x 


get file system descriptor file entry 


getfsspec 


getfsent.3x 


get file system descriptor file entry 


getfstype 


getfsent.3x 


get file system descriptor file entry 


getgid 


getuid.3f 


get user or group ID of the caller 


getgrent 


getgrent.3 


get group file entry 


getgrgid 


getgrent. 3 


get group file entiy 


getgmam 


getgrent.3 


get group file entry 


gethostbyaddr 


gethostent.3n 


get network host entry 


gethostbyname 


gethostent. 3n 


get network host entry 


gethostent 


gethostent. 3n 


get network host entry 


getlog 


getlog.3f 


get user*s login name 


getlogin 


getlogin. 3 


get login name 


getnetbyaddr 


getnetent.3n 


get network entry 


getnetbyname 


getnetent.3n 


get network entry 


getnetent 


getnetent.3n 


get network entry 


getpass 


getpass.3 


read a password 


getpid 


getpid.3f 


get proceto id 


getprotobyname 


getprotoent. 3n get protocol entry 


getprotobynumber 


getprotoent.3n get protocol entry 


getprotoent 


getprotoent.3n 


get protocol entry 


getpw 


getpw.3 


get name from uid 


getpwent 


getpwent.3 


get password file entry 


getpwnam 


getpwentJ 


get password file entry 


getpwuid 


getpwent.3 


get password file entry 


gets 


gets.3s 


get a string from a stream 


getservbyname 


getservent.3n 


get service entry 


getservbyport 


getservent.3n 


get service entry 


getservent 


getservent.3n 


get service entry 


getuid 


getuid.3f 


get user or group ID of the caller 


getw 


getc.3s 


get character or word from stream 


getwd 


getwd.3 


get current working directory pathname 


gmtime 


ctime.3 


convert date and time to ASCII 


gmtime 


time.3f 


return system time 


gtty 


stty.3c 


set and get terminal state (defunct) 
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hostnm 


hostnm.3f 


get name of current host 


htonl 


byteorder.3n 


convert values between host and network byte order 


htons 


byteorder.3n 


convert values between host and network byte order 


hypot 


hypot.3m 


Euclidean distance 


iargc 


getarg.3f 


return command line arguments 


idate 


idate. 3f 


return date or time in numerical form 


iermo 


perror.3f 


get system error messages 


index 


index.3f 


tell about character objects 


index 


string.3 


string operations 


inet_addr 


inet.3n 


Internet address manipulation routines 


inetjnaof 


inet.3n 


Internet address manipulation routines 


inet_makeaddr 


inet.3n 


Internet address manipulation routines 


inet_netof 


inet.3n 


Internet address manipulation routines 


inet^network 


inet.3n 


Internet address manipulation routines 


initgroups 


initgroups.3x 


initialize group access list 


initstate 


random.3 


better random number generator 


inmax 


flminJf 


return extreme values 


inmax 


range.3f 


return extreme values 


insque 


insque.3 


insert/remove element from a queue 


ioinit 


ioinitJf 


change f77 I/O initialization 


irand 


rand.3f 


return random values 


isalnum 


ctype.3 


character classification macros 


isalpha 


ctype.3 


character classification macros 


isascii 


ctype.3 


character classification macros 


isatty 


ttynam.3f 


find name of a terminal port 


isatty 


ttyname.3 


find name of a terminal 


iscntrl 


ctype.3 


character classification macros 


isdigit 


ctype.3 


character classification macros 


islower 


ctype.3 


character classification macros 


isprint 


ctype.3 


character classification macros 


ispunct 


ctype.3 


character classification macros 


isspace 


ctype.3 


character classification macros 


isupper 


ctype.3 


character classification macros 


itime 


idate.3f 


return date or time in numerical form 


jO 


j0.3m 


bessel functions 


jl 


j0.3m 


bessel functions 


jn 


j0.3m 


bessel functions 


kill 


kill.3f 


send a signal to a process 


label 


plot.3x 


graphics interface 


Idexp 


frexp.3 


split into mantissa and exponent 


len 


index.3f 


tell about character objects 


lib2648 


lib2648.3x 


subroutines for the HP 2648 graphics terminal 


line 


plot.3x 


graphics interface 


linemod 


plot.3x 


graphics interface 


link 


link.3f 


make a link to an existing file 


Inblnk 


index.3f 


tell about character objects 


loc 


locJf 


return the address of an object 


localtime 


ctime.3 


convert date and time to ASCII 


log 


exp.3m 


exponential, logarithm, power, square root 


loglO 


exp.3m 


exponential, logarithm, power, square root 


long 


long.3f 


integer object conversion 


longjmp 


setjmp.3 


non-local goto 
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Istat 


stat.jf 


get file status 


Itime 


time.3f 


return system time 


malloc 


mailoc.3 


memory allocator 


mktemp 


mktemp.3 


make a unique file name 


mod! 


frexp.3 


split into mantissa and exponent 


moncontrol 


monitor.3 


prepare execution profile 


monitor 


monitorJ 


prepare execution profile 


monstartup 


monitor.3 


prepare execution profile 


move 


plot.3x 


graphics interface 


nextkey 


dDm.3x 


data base subroutines 


nice 


nice.3c 


set program priority 


niist 


niist.i 


get entries from name list 


ntonl 


byteorderJn 


convert values between host and network byte order 


ntohs 


byteorder.3n 


convert values between host and network byte order 


opendir 


directory.3 


directory operations 


openlog 


syslog.3 


control system log 


pause 


pause.3c 


stop until signal 


pclose 


popen.3 


initiate I/O to/from a process 


perror 


perror.3 


system error messages 


perror 


perror.jf 


get system error messages 


plot: openpl 


plot.3x 


graphics interface 


point 


plot.3x 


graphics interface 


popen 


popen.3 


initiate I/O to/from a process 


pow 


exp.3m 


exponential, logarithm, power, square root 


printf 


pnnti.js 


formatted output conversion 


psignal 


psignal.3 


system signal messages 


putc 


putc.3f 


write a character to a fortran logical unit 


putc 


putc.3s 


put character or word on a stream 


putchar 


putcJs 


put character or word on a stream 


puts 


puts. 3s 


put a string on a stream 


putw 


putc. 3s 


put character or word on a stream 


qsort 


qsort.3 


quicker sort 


qsort 


qsort.3f 


quick sort 


rand 


rand.3c 


random number generator 


rand 


rand.3i 


return random values 


random 


random.3 


better random number generator 


rcmd 


rcmd.3x 


routines for returning a stream to a remote command 


re^comp 


regex.3 


regular expression handler 


re_exec 


regex.3 


regular expression handler 


readdir 


directory.3 


directory operations 


realloc 


malioc.j 


memory allocator 


remque 


insque.3 


insert/remove element from a queue 


rename 


rename.3f 


rename a file 


rewind 


f$eek.3s 


reposition a stream 


rewinddir 


directory.3 


directory operations 


rexec 


rexec.3x 


return stream to a remote command 


rindex 


index.3f 


tell about character objects 


rindex 


string.3 


string operations 


rresvport 


rcmd.3x 


routines for returning a stream to a remote command 


ruserok 


rcmd.3x 


routines for returning a stream to a remote command 


scandir 


scandir.3 


scan a directory 


scanf 


scanf.3s 


formatted input conversion 
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seekdir 


directory.3 


directory operations 


setbuf 


setbuf.3s 


assign buffering to a stream 


setbuffer 


setbuf.3s 


assign buffering to a stream 


setegid 


setuid. 3 


set user and group ID 


seteuid 


setuid.3 


set user and group ID 


setfsent 


getfsent.3x 


get file system descriptor file entry 


setgid 


setuid.3 


set user and group ID 


setgrent 


getgrent.3 


get group file entry 


sethostent 


gethostent.3n 


get network host entry 


setjmp 


setjmp.3 


non-local goto 


setkey 


crypt. 3 


DBS encryption 


setlmebuf 


setbuf .3s 


assign buffering to a stream 


setnetent 


getnetent.3n 


get network entry 


setprotoent 


getprotoent.3n 


get protocol entry 


setpwent 


getpwent.3 


get password file entry 


setrgid 


setuid.3 


set user and group ID 


setruid 


setuid.3 


set user and group ID 


setservent 


getservent.3n 


get service entry 


setstate 


random.3 


better random number generator 


setuid 


setuid.3 


set user and group ID 


short 


Iong.3f 


integer object conversion 


signal 


signal.3 


simplified software signal facilities 


signal 


signal.3f 


change the action for a signal 


sin 


sin. 3 m 


trigonometric functions 


Sinn 


sinh.3m 


hyperbolic functions 


sleep 


sleep.3 


-Suspend execution for interval 


sleep 


sieep.Jt 


susp'fend execution for an interval 


space 


plot.3x 


graphics interface 


sprintf 


printf.3s 


formatted output conversion 


sqrt 


exp.3m 


exponential, logarithm, power, square root 


srand 


rand. 3c 


random number generator 


srandom 


random.3 


better random number generator 


sscanf 


scanf.3s 


formatted input conversion 


Stat 


stat.ji 


get file status 


stdio 


intro.3s 


standard buffered input/output package 


store 


dbm.3x 


data base subroutines 


strcat 


string.3 


string operations 


strcmp 


string.3 


string operations 


strcpy 


string.3 


string operations 


strlen 


string.3 


string operations 


stmcat 


string.3 


string operations 


stmcmp 


string.3 


string operations 


stmcpy 


string.3 


string operations 


stty 


stty.3c 


set and get terminal state (defunct) 


swab 


swab. 3 


swap byt 


sys_errlist 


perror.3 


system e 


sys_nerr 


perror.3 


system e i 


sys_siglist 


psignal.3 


system s ; 


syslog 


syslog.3 


control 1 


system 


system.3 


issue as 


system 


system.3f 


execute 


tan 


sin.3m 


trigonoi 
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umc 
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umc 
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UIIICS 
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m tanp T/O 
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trnfnp 
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f77 tflnp I/O 
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tnnpn 


f77 tane T/O 
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ttvnamp 


finH nnmp nf a tt»rminst\ 
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uniinK 


ununK. 


irPn^n\/P o /tivof^tnfif Antf*%f 

remove a Qircwiory cniry 


utime 


utime 3c 


set file times 


vailoc 


valloc.3 


aligned memory allocator 


varargs 


varargs.3 


variable argument list 


vlimit 


vlimitJc 


control maximum system resource consumption 


vtimes 


vtimes.3c 


get information about resource utilization 


wait 


wait.3f 


wait for a process to terminate 


yo 


j0.3m 


bessel functions 


yi 


j0.3m 


bessel functions 


yn 


j0.3m 


bessel functions 
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NAME 

abort — generate a fault 
DESCRIPTION 

Abort executes an instruction which is illegal in user mode. This causes a signal that normally 
terminates the process with a core dump, which may be used for debugging. 

SEE ALSO 

adb(l), sigvec(2), exit(2) 

DIAGNOSTICS 

Usually *IOT trap — core dumped* from the shell. 

BUGS 

The abortO function does not flush standard I/O buffers. \}stfflushOS). 
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NAME 

abs " integer absolute value 

SYNOPSIS 

tbsO) 
int i; 

DESCRIPTION 

Abs returns the absolute value of its integer operand. 

SEE ALSO 

floorOM) fotfabs 

BUGS 

Applying the abs function to the most negative integer generates a result which is the most 
negative integer. That is, 

abs(0x80000000) 

returns 0x80000000 as a result. 
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NAME 

atof, atoi, atol — convert ASCII to numbers 

SYNOPSIS 

double atofCnptr) 
char 'nptr; 

atoi(nptr) 
char «nptr; 

long atolCnptr) 
char •nptr; 

DESCRIPTION 

These functions convert a string pointed to by nptr to floating, integer, and long integer 
representation respectively. The first unrecognized character ends the string. 

i4ro/recognizes an optional string of spaces, then an optional sign, then a string of digits option- 
ally containing a decimal point, then an optional *e* or *£* followed by an optionally signed 
integer. 

Atoi and atol recognize an optional string of spaces, then an optional sign, then a string of 
digits. 

SEE ALSO 

scanf(3S) 

BUGS 

There are no provisions for overflow. 
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NAME 

bcopy, bcmp, bzero, ffs — bit and byte string operations 

SYNOPSIS 

bcoi»y(bl, bZ, length) 
char 'bl, «b2; 
int length; 

bcmpCbl, b2, length) 
char •bl, •hi; 
int length; 

bieroCb, length) 
char •b; 
int length; 

ffs(i) 
int i; 

DESCRIPTION 

The functions bcopy, bcmp, and bzero operate on variable length strings of bytes. They do not 
check for null bytes as the routines in stringO) do. 

Bcopy copies length bytes from string bl to the string b2. 

Bcmp compares byte string bl against byte string b2^ returning zero if they are identical, non- 
zero otherwise. Both strings are assumed to bt length bytes long. 

J'zero places /e/i^r/r 0 bytes in the string 

Ffs find the first bit set in the argument passed it and returns the index of that bit. Bits are 
numbered starting at 1. A return value of — 1 indicates the value passed is zero. 

BUGS 

The bcmp and bcopy routines take parameters backwards from strcmp and strc0. 
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NAME 

crypt, setkey, encrypt - DES encryption 

SYNOPSIS 

char •crypt (key, salt) 
char 'key, 'salt; 

setkey (key) 
char •key; 

encrypt (block, edflag) 
char 'block; 

DESCRIPTION 

Crypt is the password encryption routine. It is based on the NBS Data Encryption Standard, 
with variations intended (among other things) to frustrate use of hardware implementations of 
the DES for key search. 

The first argument to crypt is normally a user's typed password. The second is a 2-character 
string chosen from the set [a-zA-Z0>9./]. The salt string is used to perturb the DES algorithm 
in one of 4096 different ways, after which the password is used as the key to encrypt repeatedly 
a constant string. The returned value points to the encrypted password, in the same alphabet as 
the salt. The first two characters are the salt itself. 

The other entries provide (rather primitive) access to the actual DES algorithm. The argument 
of setkey is a character array of length 64 containing only the characters with numerical value 0 
and 1. If this string is divided into groups of 8, the low-order bit in each group is ignored, 
leading to a 56-bit key which is set into the machine. 

The argument to the encrypt entry is likewise a character array of length 64 containing O's and 
Vs. The argument array is modified in place to a similar array representing the bits of the argu- 
ment after having been subjected to the DES algorithm using the key set by setkey. If e<iflag is 
0, the argument is encrypted; if non-zero, it is decrypted. 

SEE ALSO 

passwd(l), passwd(5), login(l), getpassO) 

BUGS 

The return value points to static data whose content is overwritten by each call. 
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NAME 

ctimc, localtimc, gmtimc, asctimc, timczone - convert date and time to ASCII 

SYNOPSIS 

char *ctiiue(clock) 
long *clock; 

# include <sys/timc.h> 

struct tm *localtiinc(clock) 
long *clock; 

struct tm *gnitimc(clock) 
long ♦clock; 

char *asctinic(tni) 
struct tm *tni; 

char *tnnc/.one(zonc, (1st) 

DESCRIPIION 

Cdinc converts a time pointed to by clock such as returned by /ime{3) into ASCII and returns a 
pointer to a 26-charactcr string in tlic following form. All the fields have constant widtli. 

Sun Sep 16 01:03:52 .1973\n\0 

Locallhne and gnifime return pointers to structures containing the broken-down time. Localtirne 
corrects for the time zone and possible daylight savings time; gnuime converts directly to GMT, 
which is the time UNIX uses. Asctimc converts a broken-down time to ASCII and returns a 
pointer to a 26-character string. 

The structure declaration from the include file is: 



struct tm { 




int 


tm_scc; 


int 


tmjnin; 


int 


tm_hour; 


int 


tm_mday; 


int 


tmjnon; 


int 


tm_ycar; 


int 


tm_wday; 


int 


tni_yday; 


int 


tm_isdst; 



}; 

These quantities give the time on a 24-hour clock, day of month (1-31), month of year (0-11), day 
of week (Sunday = 0), year — 1900, day of year (0-365), and a Hag that is nonzero if daylight siiv- 
ing time is in elfect. 

When local lime is called for, the program consults the system to determine the time /,onc and 
whether the U.S.A., Australian, Maslcrn Ivuropean, Middle Huropean, or Western lunopean day- 
light saving time adjustment is appropriate. The program knows about various peculiarities in time 
conversion over the past 10-20 years; if necessary, tliis understiinding can be extended. 

Timezone returns the name of the time zone associated with its first argument, which is measured in 
minutes westward fioin Greenwich. If the second argument is 0, llie standard name is used, other- 
wise the Daylight Saving vei*sion. If the required name does not appear in a tcible built into the 
routine, the difference from GMT is produced; e.g. in Afghanist<>n limezonc(-(60*'l h 30), O) is 
appropriate because it is 4:30 ahead of GM T and the string GM1'+4:30 is produced. 
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SEE ALSO 

gcttimeofday(2), time(3) 

BUGS 

ThQ return values point to static data whose content is overwritten by each call. 
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NAME 

isalpha, isupper, islower, isdigit, isalnum, isspace, ispunct, isprint, iscntrl, isasdi — character 
classification macros 

SYNOPSIS 

#include <ctype.h> 

isalpha(c) 



DESCRIPTION 

These macros classify ASCII-coded integer values by table lookup. Each is a predicate return- 
ing nonzero for true, zero for false. Isascii is defined on all integer values; the rest are defined 
only where isascii is true and on the single non-ASCII value EOF (see stdioOS)). 



isalpha 

isupper 

islower 

isdigit 

isalnum 

isspace 

ispunct 

isprint 

iscntrl 



c is a letter 

c is an upper case letter 
c is a lower case letter 
c is a digit 

c is an alphanumeric character 

c is a space, tab, carriage return, newline, or formfeed 

c is a punctuation character (neither control nor alphanumeric) 

cis a printing character, code 040(8) (space) through 0176 (tilde) 

c is a delete character (0177) or ordinary control character (less than 040). 

c is an ASCII character, code less than 0200 



isascii 



SEE ALSO 



ascii(7) 
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NAME 

opendir, readdir, telldir, seekdir, rewinddir, closedir — directory operations 

SYNOPSIS 

#include <sys/dir.h> 

DIR •opendir(fllename) 
char •filename; 

struct direct •readdir(dirp) 
DIR •dirp; 

long telldirCdirp) 
DIR *dirp; 

seekdir (dirp, loc) 
DIR •dirp; 
long loc; 

rewinddirCdirp) 
DIR •dirp; 

dosedirCdlrp) 
DIR •dirp; 

DESCRIPTION 

Opendir opens the directory named by filename and associates a directory stream with it. Opendir 
returns a pointer to be used to identify the directory stream in subsequent operations. The 
pointer NULL is returned if filename cannot be accessed, or if it cannot mallocii) enough 
memory to hold the whole thing. 

Readdir returns a pointer to the next directory entry. It returns NULL upon reaching the end 
of the directory or detecting an invalid seekdir operation. 

Telldir returns the current location associated with the named directory stream. 

Seekdir sets the position of the next readdir operation on the directory stream. The new position 
reverts to the one associated with the directory stream when the telldir operation was performed. 
Values returned by telldir are good only for the lifetime of the DIR pointer from which they are 
derived. If the directory is closed and then reopened, the telldir value may be invalidated due 
to undetected directory compaction. It is safe to use a previous telldir value inunediately after a 
call to opendir and before any calls to readdir. 

Rewinddir resets the position of the named directory stream to the beginning of the directory. 

Closedir closes the named directory stream and frees the structure associated with the DIR 
pointer. 

Sample code which searchs a directory for entry **name" is: 

len strlen(name); 
dirp — opendirC."); 

for (dp — readdir (dirp); dp !— NULL; dp — readdir (dirp)) 

if (dp->d_namlen — — len && !strcmp(dp->d_name, name)) { 
closedir (dirp); 
return FOUND; 

} 

closedir (dirp); 
return NOT.FOUND; 

SEE ALSO 

open(2), close (2), read(2), lseek(2), dir(5) 
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NAME 

ecvt, fcvt, gcvt output conversion 

SYNOPSIS 

char •ecTt (value, ndigit, decpt, sign) 

doable yaiue; 

int ndigit, •decpt, •sign; 

char •fcvtCvalue, ndigit, decpt, sign) 

double value; 

int ndigit, •decpt, •sign; 

char 'gcYt (value, niUgit, bnf) 
double ralue; 
char •bnf; 

DESCRIPTION 

Ecvt converts the value to a null-terminated string of ndigit ASCII digits and returns a pointer 
thereto. The position of the decimal point relative to the beginning of the string is stored 
indirectly through decpt (negative means to the left of the returned digits). If the sign of the 
result is negative, the word pointed to by sign is non-zero, othenvise it is zero. The low-order 
digit is rounded. 

Fcvt is identical to ecvt, except that the correct digit has been rounded for Fortran F-format out- 
put of the number of digits specified by ndigits. 

Gcvt converts the value to a null-terminated ASCII string in bttf and returns a pointer to btif. It 
attempts to produce ndigit significant digits in Fortran F format if possible, otherwise E format, 
ready for printing. Trailing zeros nuy be suppressed. 

SEE ALSO 

printfO) 

BUGS 

The return values point to static data whose content is overwritten by each call. 
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NAME 

end, etext, edata — last locations in program 

SYNOPSIS 

extern end; 
extern etext; 
extern edata; 

DESCRIPTION 

These names refer neither to routines nor to locations with interesting contents. The address 
of etext is the first address above the program text, edata above the initialized data region, and 
end above the uninitialized data region. 

When execution begins, the program break coincides with end, but it is reset by the routines 
brkil)^ mallocO), standard input/output (stdirdO)), the profile (— p) option of cc(l), etc. The 
current value of the program break is reliably returned by *sbrk(0)\ see brkiZ). 

SEE ALSO 

brk(2), mallocO) 
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NAME 

(except) raise, raise_sys() - C exception handling 

SYNOPSIS 

# include <cxccpt.h> 

raisc(co(lc, msg) 
int code; 
char *insg; 

raisc_sys() 

cc ... -lexcept 

KXTENDKI) C SYNTAX 

DURING suitementl ll/VNDLKR sUilcmenl2 ENI)_IIAINI)LER 

lL_RICrURN( expression ) 

liLRI^VrURN.VOID 
DESGRIPTION 

Tiic macros and Functions in tliis paci(agc provide a limited amount of exception handling for pro- 
gramming in G. I hey provide the ability to associate an exception handler to be invoked if an 
exception is raised during the execution of a statement. 

C syntax is extended by several macros that allow the programmer to associate an exception 
handler with a stiitement. The ".syntax" for this is: 

DURING statementl HAN1)LI«R statement2 RNDJIANDl.KR 

Rithcr or bodi statement may be a compound statement. If an exception is raised using the raiseO 
function during staicmenfl (or during any functions called by stalancnil), the slack will bo 
unwound and siai('mciu2 will be invoked in the current context. However, if the exception handler 
is redcclared In a ilynamically enclosed slatemcnl, the current exception handler will be inactive 
during the execution of die enclosed statement. 

During the execution of slafcinefi/2, two prcdclincd values may be used: Kxcepfion.Code, an 
integer, is the value of code passed to the raiseO call which invoked the handler, and 
f'^xcept ion. Message is the value of msg. It is up to the user to define tlie values used for the excep- 
tion codes; by convention, small positive integers are interpreted as Unix error codes. 

As an example of the use of this package, tlie following "toy" code computes tlie quotient of vari- 
ables fl and 12, unless 12 is 0.0: 

DURING { 
if(f2==0.0) 

raisc(l)lVIDlLBY„ZBRO, "Division by zero attempted"); 
quotient = fl/ f2; 
}HANDLHR 

switcli (F,xccption.Code) { 
case Dl VIDlUiY_ZliRO: 

rcturn(HUGE); 

break; 
default: 

printK" Unexpected error %s\n", l^xception.Message); 
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} 

BND_HANDl.HR 

If a handler docs not want to take responsibility for an exception, it can "pass the buck" to the 
dynamically enclosing exception handier by use of the RERAISE macro, which simply raises the 
exception that invoked the handler. Of course, it is possible that there is no higher-level handler. 
The programmer can control the action in this case by setting Uie external int ExceptMode to some 
(bit-wise 0R\1) combination of the following constants: 

HX_M0D1L1^1^1^0R r Print a message on slderr if an exception is not caught If this is not set, 

no mess«igc is printed. 

KX_IV!01)l:LAB0I<'i' Calls the aborlO) routine if an exception is not caught. If this is not set, 
' r.x77(3) is called,'with the exccpti<i)h codc*as an argument. 

I hc dcfiuilt value for ExceptMode is zero. 

Rivsri^icnoiNS 

IUKSK RKSrUICnONS ARK IMPORI Am'; YOU WILL SUFFI'.U II' YOU DISOBHY 

ruiiM. 

During the execution of staicmcntl, no transfers out of the statement are allowed, except as noted 
here. Kxecution of a compound skitemcni/ must "am olV the end" of the block. This means that 
statcnicnll may not include a return or goto, or a break or continue that would alTcct a loop enclos- 
ing the DURING ... ENDJIANDLER block. The slatenwiUl may include a call to raiseO (but 
not RERAISlO, exUO), and any sUitementat all may be used in a function called. 

If you wish to use a return within s/ateinen//, you must instead use E_RETIJRN() to return a 
value, or E_RETVRN_VOI I) if the enclosing function is declared void. These two macros may be 
used only in the (lexically) outermost slatcnicnll of a function, and nowhere else. 

There are no restrictions on what may be done inside the stalemenl2 part of a handler block, except 
Uiat it is subject to the above constraints if it is lexically enclosed in the sluU'incnll part of another 
handler. 

As an aid to Unix programmers, the raise_sys{) (unction is provided. It is used exactly as raisci) is, 
except that it uses the global ennoii) to produce the exception code and message. 

Si!',!': A use 

errno(3), setjmp(3) 

AUTHOR 

Jeffrey Mogul (Stanford) 

BUGS 

Due to a limitation of the selJmpO) implementation, register variables which are actually stored in 
registere (and this is not always easy to determine, and especially is not portable) are restored to the 
values they had upon entering stalcincnd when the handler (.v/r//fv//<>/;/2) is invoked. All other daUi 
keeps whalever values they were assigned during the (interrupted) execution oWslaicincnfl . A good 
rule to follow is that you should not rely on the values of variables declared regi.ster (in the current 
block) after an exception has been caught. 



7th IMition 



Stanford 



2 



EXECLO) 



UNIX Programmer's Manual 



EXECLO) 



NAME 

execl, execv, execie, execlp, execvp, exec, exece, exect, environ execute a file 

SYNOPSIS 

execl (name, argO, argl, argn, 0) 
char 'name, ^argO, •argl, •argn; 

execy(name, argv) 
char *name, •argvll; 

execleCname, argO, argl, ...» argn, 0, envp) 
char 'name, •argO, ^argl, •argn, •envpll; 

exect(name, argy, envp) 
char 'name, •argvll, •envpll; 

extern char ••environ; 

DESCRIPTION 

These routines provide various interfaces to the &xcve system call. Refer to execveH) for a 
description of their properties; only brief descriptions are provided here. 

Exec in all its forms overlays the calling process with the named file, then transfers to the entry 
point of the core image of the file. There can be no return from a succesisful exec; the calling 
core image is lost. 

The name argument is a pointer to the name of the file to be executed. The pointers arglQ], 
argil] ... address null-terminated strings. Conventionally argiO] is the name of the file. 

Two interfaces are available, execl is useful when a known file with known arguments ts being 
called; the arguments to execl are the character strings constituting the file and the arguments; 
the first argument is conventionally the same as the file name (or its last component). A 0 
argument must end the argument list. 

The execv version is useful when the number of arguments is unknown in advsmce; the argu- 
ments to execv are the name of the file to be executed and a vector of strtnp containing the 
arguments. The last argument string must be followed by a 0 pointer. 

The exect version is used when the executed file is to be manipulated with ptmceit). The pro- 
gram is forced to single step a single instruction giving the parent an opportunity to manipulate 
its state. On the VAX- 11 this is done by setting the trace bit in the process status longword. 

When a C program is executed, it is called as follows: 

main(argc, argv, envp) 
int argc; 

char ••argv, •♦envp; 

where argc is the argument count and argy is an array of character pointers to the arguments 
themselves. As indicated, argc is conventionally at least one and the first membei of the array 
points to a string containing the name of the file. 

Argy is directly usable in another execv because argvlargcl Is 0. 

Envp is a pointer to an array of strings that constitute the environment of the process^ Each 
string consists of a name, an and a null-termtnated vMue. The a^n^ fsi pointers is ter- 
minated by a null pointer. The shil} f»sses an oivtam^ e^tiy for shell 
variable defined when the program is called. See emnroniJ} for some conventiionaily used 
names. The C run-time start-off routine places a copy of envp in the ^oba£ celt environ, which 
is used by execv and execf to pass the envnronnieiit to axsy subprogram exeeifted by current 
pr(%ram. 
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Execlp and execvp are called with the same arguments as execl and execv, but duplicate the 
shell's actions in searching for an executable file in a list of directories, the directory list is 
obtained from the environment. 

FILES 

/bin/sh shell, invoked if command file found by execlp or execvp 

SEE ALSO 

execve(2), fork(2), environ(7), csh(l) 

DIAGNOSTICS 

If the file cannot be found, if it is not executable, if it does not start with a valid magic number 
(see a.out{5))y if maximum memory is exceeded, or if the arguments require too much space, 
a return constitutes the diagnostic; the return value is ~1. Even for the super-user, at least 
one of the execute-permission bits must be set for a file to be executed. 

BUGS 

If execvp is called to execute a file that turns out to be a shell command file, and if it is impossi- 
ble to execute the shell, the values of argvfOjsLnd argv[—l] m\\ be modified before return. 
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NAME 

exit — terminate a process after flusliing any pending output 

SYNOPSIS 

exit (status) 
int status; 

DESCRIPTION 

Exit terminates a process after calling the Standard I/O library function Jileanup to flush any 
buffered output. Exit never returns. 

SEE ALSO 

exit(2), introOS) 
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NAME 

frexp, Idexp, modf — split into mantissa and exponent 

SYNOPSIS 

double frexp (value, eptr) 
double value; 
Int •eptr; 

double Idexp (value, exp) 
double value; 

double modf (value, iptr) 
double value, 'iptr; 

DESCRIPTION 

Fre3q) returns the mantissa of a double value as a double quantity, x, of magnitude less than 1 
and stores an integer n such that value x* 2" indirectly through eptr. 

Ldexp returns the quantity value* iF^. 

Modf returns the positive fractional part of vahme and stores the integer part indirectly through 
iptr. 
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NAME 

gctbanncr - get system login banner string 

SYNOPSIS 

diar *gctbanncK); 
cc files ... - Igctty . 

l)l5SCRIPTION 

Getbanner tries to extract the im (initial message) field from the default entry in /etc/gettytab (see 
iii'tlylabiS)). It tiien decodes the initial messiigc according to the ^^f'//y/<:76 specifications (including 
possible hostname substitution and alteration via the //// and he fields), and returns a pointer to the 
static string. If /elc/gcttytab docs not exist or the default entry can not be found, a default banner 
is substituted. 

FILES 

/usr/stan ford/lib/I ibgGtty. a 
/etc/gettyt;ib 

SEE ALSO 

geltytab(5) 

AUTHOR 

Bill Burgess 
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NAME 

getenv — value for environment name 

SYNOPSIS 

char •getenv (name) 
char •name; 

DESCRIPTION 

Getenv searches the environment list (see environO)) for a string of the form name'' value and 
returns a pointer to the string value if such a string is present, otherwise getenv returns the 
value 0 (NULL). 

SEE ALSO 

environ(7), execve(2) 
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NAME 

getgrent, getgrgid, getgmam, setgrent, endgrent — get group file entry 

SYNOPSIS 

#ineliide <grp.h> 

struct group •getgrentO 

struct group •getgrgldCgId) 
lot gid; 

struct group •getgmam(name) 
char •name; 

setgrentO 

endgrentO 

DESCRIPTION 

Getgrent, getgrgid and getgrnam each return pointers to an object with the following structure 
containing the broken-out fields of a line in the group file. 

struct group { /* see getgrentO) •/ 
char *gr_name; 
char *grjpasswd; 
int grjgid; 
char **gr mem; 

); 

struct group *getgrent(), *getgrgidO, *getgmamO; 

The members of this structure are: 

gr_name The name of the group. 

gr j>asswd The encrypted password of the group. 

grjgid The numerical group-ID. 

gr_mem Null-terminated vector of pointers to the individual member names. 

Getgrent simply reads the next line while getgrgid and getgrnam search until a matching gid or 
name is found (or until EOF is encountered). Each routine picks up where the others leave off 
so successive calls may be used to search the entire file. 

A call to setgrent has the effect of rewinding the group file to allow repeated searches. Endgrent 
may be called to close the group file when processing is complete. 

HLES 

/etc/group 

SEE ALSO 

getlogmO), getpwentO), group(S) 

DIAGNOSTICS 

A null pointer (0) is returned on EOF or error. 

BUGS 

All information is contained in a static area so it must be copied if it is to be saved. 
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NAME 

getlogin — get login name 

SYNOPSIS 

char •getlogin 0 

DESCRIPTION 

Getlogin returns a pointer to the login name as found in letdutmp. It may be used in coi\junc- 
tion with getpwnam to locate the correct password file entry when the same userid is shared by 
several login names. 

If getlogin is called within a process that is not attached to a typewriter, it returns NULL. The 
correct procedure for determining the login name is to first call getlogin and if it fails, to call 
getpwigetuidO). 

FILES 

/etc/utmp 
SEE ALSO 

getpwentO), getgrentO), utmp(5), getpwO) 

DIAGNOSTICS 

Returns NULL (0) if name not found. 

BUGS 

The return values point to static data whose content is overwritten by each call. 
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NAME 

getpass — read a password 

SYNOPSIS 

char •getpass (prompt) 
char •prompt; 

DESCRIPTION 

Getpass reads a password from the file Idevltty^ or if that cannot be opened, from the standard 
input, after prompting with the null-terminated string prompt and disabling echoing. A pointer 
is returned to a null-terminated string of at most 8 characters. 

FILES 

/dev/tty 

SEE ALSO 

cryptO) 

BUGS 

The return value points to static data whose content is overwritten by each call. 
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NAME 

getpwent, getpwuid, getpwnam, setpwent, endpwent — get password file entry 

SYNOPSIS 

#include <pwd.h> 

struct passwd •getpwentO 

struct passwd •getpwuid(uid) 
int uid; 

struct passwd •getpwnamCname) 
char •name; 

int setpwent 0 

int endpwent 0 

DESCRIPTION 

Getpwent, getpwuid and getpwnam each return a pointer to an object with the following structure 
containing the broken-out fields of a line in the password file. 

struct passwd { /* see getpwentO) */ 



char 


*pw_name; 


char 


♦pw_passwd; 


int 


pw_uid; 


int 


pw jgid; 


int 


pw_quota; 


char 


♦pw_comment; 


char 


♦pw jgecos; 


char 


•pw_dir; 


char 


•pw_shell; 



); 

struct passwd ♦getpwentO, ♦getpwuidO, ♦getpwnam (); 

The fields pwjiuota and pw_comment are unused; the others have meanings described in 
passwdiS), 

Getpwent nods the next line (opening the file if necessary); setpwent remnds the file; endpwent 
closes it. 

Getpwuid and getpwnam search from the beginning until a matching uid or name is found (or 
until EOF is encountered). 

FILES 

/etc/passwd 

SEE ALSO 

getloginO), getgrent(3)« passwd(5) 

DIAGNOSTICS 

Null pointer (0) returned on EOF or error. 

BUGS 

All information is contained in a static area so it must be copied if it is to be saved. 
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NAME 

getwd — get current working directory pathname 

SYNOPSI$ 

char •getwdCpathname) 
char •pathname; 

DESCRIPTION 

Getwd copies the absolute pathname of the current working directory to pathname and returns a 
pointer to the result 

LIMITATIONS 

Maximum pathname length is MAXPATHLEN characters (1024). 
DIAGNOSTICS 

Getwd returns zero and phces a message in pathname if an error occurs. 

BUGS 

Getwd may fail to return to the current directory if an error occurs. 
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NAME 

insque, remque — insert/remove element from a queue 

SYNOPSIS 

struct qelem { 

struct qelem vq^forw; 
struct qelem •q_back; 
char q^datall; 

}) 

insque (elem, pred) 
struct qelem •elem, 'pred; 

remque (elem) 
struct qelem *elem; 

DESCRIPTION 

Insgue and remque manipulate queues built from doubly linked lists. Each element in the 
queue must in the form of * 'struct qelem' Insque inserts elem in a queue imediately after 
pred\ remque removes an entry elem from a queue. 

SEE ALSO 

"VAX Architecture Handbook", pp. 228-235. 
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NAME 

malloc, free^ reaUoc, calloc, alloca ~ memory allocator 

SYNOPSIS 

chgr •malloc(size) 
unsigned size; 

free(ptr) 
char •ptr; 

char •reailoc(ptr, size) 
char «ptr; 
unsigned size; 

char •calloc(nelem, elsize) 
unsigneid helem, elsize; 

char •alloca(size) 

int size; 

DESCRIPTION 

Malloc and free provide a simple general-purpose memory allocation package. Malloc returns a 
pointer to a block of at least size bytes beginning on a word boundary. 

The argument to free is a pointer to a block previously allocated by malloc; this space is made 
available for further allocation, but its contents are left undisturbed. 

Needless to say, grave disorder will result if the space assigned by malloc is overrun or if some 
random number is handed to >^e^. 

Malloc maintains multiple lists of free blocks according to size, allocatihg space from the 
appropriate list. It calls sbrk (see brk{2)) to get more memory from the system when there is 
no suitable space already free. 

Realloc changes the size of the block pointed to by ptr to bytes and returns a pointer to the 
(possibly moved) block. The contents will be unchanged up to the lesser of the new and old 
sizes. 

In order to be compatible with older versions, realloc also works if ptr points to a block freed 
since the last call of malloc, realloc or calloc., sequences of free, malloc and realloc were previ- 
ously used to attempt storage compaction. This procedure is no longer recommended. 

Calloc allocates space for an array of nelem elements of size elsize. The space is initialized to 
zeros. 

Alloca allocates size bytes of space in the stack frame of the caller. This temporary space is 
automatically freed on return. 

Each of the allocation routines returns a pouiter to space suitably aligned (after possible pointer 
coercion) for storage of any type of object. 

DIAGNOSTICS 

Malloc, realloc aiid calloc return a null pointer (0) if there is no available memory or if the 
arena has been detectably corrupted by storing outside the bounds of a blotk. Malloc may be 
recompiled to check the arena very stringently on every transaction; those sites with a source 
code license may check the source code to see how this can be done. 

BUGS 

When realloc returns 0, the block pointed to by ptr may be destroyed. 
Allocd is machine dependent; it*s use is discouraged. 
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NAME 

mktemp — make a unique file name 

SYNOPSIS 

char *mktemp (template) 
char 'template; 

DESCRIPTION 

Mktemp replaces template by a unique file name, and returns the address of the template. The 
template should look like a file name with six trailing X*s, which will be replaced with the 
current process id and a unique letter. 

SEE ALSO 

getpid(2) 
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NAME 

monitor, monstartup, moncomrol — prepare execution profile 
SYNOPSIS 

monitordowpc, highpc, buffer, bufsiie, nfunc) 
int (•lowpcX), (*highpc)0; 
short bufferll; 

monstartupdowpc, highpc) 
int (•lowpc)0, (•highpc)0; 

moncontrol (mode) 
bESCRIPTlON 

There are two different forms of monitoring available: An executable program created by: 
cc — p . . . 

automatically includes calls for the proJiX) monitor and includes an initial call to its start-up 
routine monstartup with default parameters; monitor need not be called explicitly except to gain 
fine control over profil buffer allocation. An executable program created by: 

cc — pg ... 

automatically includes calls for the iT^rqAD monitor. 

Monstartup is a high level interface to profiKD. Lowpc and highpc specify the address range that 
is to be sampled; the lowest address sampled is that of iowpc and the highest is just below 
highpc. Monstartup allocates space using sbrk(2) and passes it to monitor (see below) to record a 
histogram of periodically sampled values of the program counter, and of counts of calls of cer- 
tain functions, in the buffer. Only calls of functions compiled with the profiling option — p of 
cc (1) are recorded. 

To profile the entire program, it is sufficient to use 
extern etextO; 

monstartup ((int) 2, etext); 
£rescrlies just above all the program text, see fff</(3). 
To stop execution monitoring and write the results on the file mon.out, use 

monitor(O); 

then pro/tl) can be used to examine the results. 

Moncontrol is used to selectively control profiling within a program. This works with either 
pro/il) or gprq/il) type profiling. When the program starts, profiling begins. To stop the col- 
lection of histogram ticks and call counts use moncontroliO); to resume the collection of histo- 
gram ticks and call counts use moncontrolil). This allows the cost of particular operations to be 
measured. Note that an output file will be produced upon program exit irregardless of the state 
of moncontrol. 

Monitor is a low level interface to profiKl). Lowpc and highpc are the addresses of two func- 
tions; btiffer is the address of a (user supplied) array of bufsize short integers. At most njunc 
call counts can be kept. For the results to be significant, especially where there are small, 
heavily used routines, it is suggested that the buffer be no more than a few times smaller than 
the range of locations sampled. Monitor divides the buffer into space to record the histogram of 
program counter samples over the range lowpc to highpc^ md space to record call counts of 
functioiis compiled with the — p option to cc(l). 
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To profile the entire program, it is sufficient to use 
extern etextO; 

monitor ((int) 2, etext, buf, bufsize, nfunc); 

FILES 

mon.out 
SEE ALSO 

cc(l), prof(l), gprof(l), profil(2), sbrk(2) 
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NAME 

nlist ^ get entries from name list 

SYNOPSIS 

#include <nlist.h> 

nlist (filename, nl) 
char *filename; 
struct nlist nlll; 

DESCRIPTION 

Nlist examines the name list in the given executable output file and selectively extracts a list of 
values. The name list consists of an array of structures containing names, types and values. 
The list is terminated with a null name. Each name is looked up in the name list of the file. If 
the name is found, the type and value of the name are inserted in the next two fields. If the 
name is not found, both entries are set to 0. See a.out{5) for the structure declaration. 

This subroutine is useful for examining the system name list kept in the file /vmunix. In this 
way programs can obtain system addresses that are up to date. 

SEE ALSO 

a.out(5) 

DIAGNOSTICS 

AH type entries are set to 0 if the file cannot be found or if it is not a valid namelist. 
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NAME 

perror, sys_errlist, sys_nerr — system error messages 

SYNOPSIS 

peiTor(s) 
char 's; 

int sys_nerr; 
char •sys^errlistd; 

DESCRIPTION 

Perror produces a short error message on the standard error file describing the last error 
encountered during a call to the system from a C program. First the argument string s is 
printed, then a colon, then the message and a new-line. Most usefully, the argument string is 
the name of the program which incurred the error. The error number is taken from the exter- 
nal variable errno (see introiD)^ which is set when errors occur but not cleared when non- 
erroneous calls are made. 

To simplify variant formatting of messages, the vector of message strings sysjerrlist is provided; 
errno can be used as an index in this table to get the message string without the newiine. 
Sys__nerr is the number of messages provided for in the table; it should be checked because new 
error codes may be added to the system before they are added to the table. 

SEE ALSO 

intro(2), psignalO) 
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NAME 

psignaU sys_sigiist — system signal messages 

SYNOPSIS 

psignaKsig, s) 
unsigned sig; 
char •$; 

char •sys.siglistll; 
DESCRIPTION 

Psignal produces a short message on the standard error Ifile describing the indicated signal. First 
the argument string s is printed, then a colon, then the name of the signal and a new-line. 
Most usefully, the argument string is the name of the program which incurred the signal. The 
signal number should be from among those found in <signal.h>. 

To simplify variant formatting of signal names, the vector of message strings sys^siglist is pro- 
vided; the signal number can be used as an index in this table to get the signal name without 
the newline. The define NSIG defined in <signal.h> is the number of messages provided for 
in the table; it should be checked because new signals may be added to the system before they 
are added to the table. 

SEE ALSO 

sigvec(2), perrorO) 
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NAME 

qsort — quicker sort 

SYNOPSIS 

qsort (base, nel, width, compar) 

char 'base; 

int (•compar) 0; 

DESCRIPTION 

Qsort is an implementation of the quicker-sort algorithm. The first argument is a pointer to the 
base of the data; the second is the number of elements; the third is the width of an element in 
bytes; the last is the name of the comparison routine to be called with two arguments which are 
pointers to the elements being compared. The routine must return an integer less than, equal 
to, or greater than 0 according as the first argument is to be considered less than, equal to, or 
greater than the second. 

SEE ALSO 

sort(l) 
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NAME 

random, srandom, initstate, setstate — better random number generator; routines for changing 
generators 

SYNOPSIS 

long random 0 

srandom(seed) 
int seed; 

char •initstateCseed, state, n) 
unsigned seed; 
char 'State; 
int n; 

char «setstate (state) 
char 'State; 

DESCRIPTION 

Random uses a non-linear additive feedback random number generator employing a default 
table of size 31 long integers to return successive pseudo-random numbers in the range from 0 
to 2^*--l. The period of this random number generator is very large, approximately 
16*(2^*-1). 

Randomlsrandom have (almost) the same calling sequence and initialization properties as 
randlsrand. The difference is that randO) produces a much less random sequence - in fact, the 
low dozen bits generated by rand go through a cyclic pattern. All the bits generated by random 
are usable. For example, "randomO&Ol" will produce a random binary value. 

Unlike srand^ srandom does not return the old seed; the reason for this is that the amount of 
state information used is much more than a single word. (Two other routines are provided to 
deal with restarting/changing random number generators). Like randO), however, random will 
by default produce a sequence of numbers that can be duplicated by calling srandom with 7 as 
the seed. 

The initstate routine allows a state array, passed in as an argument, to be initialized for future 
use. The size of the state array (in bytes) is used by initstate to decide how sophisticated a ran- 
dom number generator it should use - the more state, the better the random numbers will be. 
(Current "optimal" values for the amount of state information are 8, 32, 64, 128, and 256 
bytes; other amounts will be rounded down to the nearest known amount. Using less than 8 
bytes will cause an error). The seed for the initialization (which specifies a starting point for 
the random number sequence, and provides for restarting at the same point) is also an argu- 
ment. Initstate returns a pointer to the previous state information array. 

Once a state has been initialized, the setstate routine provides for rapid switching between 
states. Setstate returns a pointer to the argument state array is used for further random number 
generation until the next call to initstate or setstate. 

Once a state array has been initialized, it may be restarted at a different point either by calling 
initstate (with the desired seed, the state array, and its size) or by calling both setstate (with the 
state array) and srandom (with the desired seed). The advantage of calling both setstate and 
srandom is that the size of the state array does not have to be remembered after it is initialized. 

With 256 bytes of state information, the period of the random number generator is greater than 
2^^, which should be sufficient for most purposes. 

AUTHOR 

Earl T. Cohen 
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DIAGNOSTICS 

If initstate is called with less than 8 bytes of state information, or if setstate dcitoxs that the state 
information has been garbled, error messages are printed on the standard error output. 

SEE ALSO 

rand (3) 

BUGS 

About 2/3 the speed of randOC). 
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NAME 

re_comp, re.exec — regular expression handler 

SYNOPSIS 

char •re.comp(s) 
char •s; 

re.exec(s) 
char «s; 

DESCRIPTION 

Re_comp compiles a string into an internal form suitable for pattern matching. Rejsxec checks 
the argument string against the last string passed to rejcomp. 

Rejcomp returns 0 if the string s was compiled successfully; otherwise a string containing an er- 
ror message is returned. If rejcomp is passed 0 or a null string, it returns without changing the 
currently compiled regular expression. 

Rejexec returns 1 if the string s matches the last compiled regular expression, 0 if the string s 
failed to match the last compiled regular expression, and — 1 if the compiled regular expression 
was invalid (indicating an internal error). 

The strings passed to both rejcomp and rejexec may have trailing or embedded newline charac- 
ters; they are terminated by nulls. The regular expressions recognized are described in the 
manual entry for edO)^ given the above diiference. 

SEE ALSO 

ed(l), ex(l), egrep(l), fgrep(l), grep(l) 

DIAGNOSTICS 

Rejsxec returns — 1 for an internal error. 

Rejcomp returns one of the following strings if an error occurs: 

No previous regular expression, 
Regular expression too long, 
unmatched \(, 
missing J, 

too many \ (V poirs, 
unmatched\). 
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NAME 

scandir — scan a directory 

SYNOPSIS 

#include <sys/types.h> 
#in€lude <sys/dir.h> 

scandir (dirname, namelist, select, compar) 

char •dirname; 

struct direct «(*namelistU); 

int ('select) 0; 

int (•compar) 0; 

alphasort(dl, d2) 
struct direct ••dl, ••d2; 

DESCRIPTION 

Scandir reads the directory dirname and builds an array of pointers to directory entries using 
mallocO). It returns the number of entries in the array and a pointer to the array through 
nameiist. 

The select parameter is a pointer to a user supplied subroutine which is called by scandir to 
select which entries are to be included in the array. The select routine is passed a pointer to a 
directory entry and should return a non-zero value if the directory entry is to be included in the 
array. If select is null, then all the directory entries will be included. 

The compar parameter is a pointer to a user supplied subroutine which is passed to qsortO) to 
sort the completed array. If this pointer is null, the array is not sorted. Alphasort is a routine 
which can be used for the compar parameter to sort the array alphabetically. 

The memory allocated for the array can be deallocated ynthfree (see mallocO)) by freeing each 
pointer in the array and the array itself. 

SEE ALSO 

directory (3), mallocO), qsort(3), dir(5) 

DIAGNOSTICS 

Returns —1 if the directory cannot be opened for reading or if malloci3) cannot allocate 
enough memory to hold all the data structures. 
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NAME 

setjmp, longjmp — non-local goto 

SYNOPSIS 

#include <se1jmp.h> 

setjmpCenv) 
jmp_buf env; 

longjmpCenv, val) 
jmp_buf env; 

_se1jmp(env) 
jmp__buf env; 

_longjnip<env, val) 
jmp_buf env; 

DESCRIPTION 

These routines are useful for dealing with errors and interrupts encountered in a low-level sub- 
routine of a program. 

Setjmp saves its stack environment in env for later use by longjmp. It returns value 0. 

Longjmp restores the environment saved by the last call of setjmp. It then returns in such a way 
that execution continues as if the call of setjmp had just returned the value val to the function 
that invoked setjmp, which must not itself have returned in the interim. All accessible data 
have values as of the time longjmp was called. 

Setjmp and longjmp save and restore the signal mask sigmask(2)y while ^setjmp and Jongjmp 
manipulate only the C stack and registers. 

SEE ALSO 

sigvec(2), sigstack(2), signal (3) 

BUGS 

Setjmp does not save current notion of whether the process is executing on the signal stack. 
The result is that a longjmp to some place on the signal stack leaves the signal stack state in- 
correct. 
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NAME 

setuid, seteuid, setruid, setgid, setegid, setrgid — set user and group ID 

SYNOPSIS 

setuid(uid) 
seteuid(euid) 
setruid (raid) 

setgid (gid) 
setegid(egid) 
setrgid (rgid) 

DESCRIPTION 

Setuid (setgid) sets both the real and effective user ID (group ID) of the current process to as 
specified. 

Seteuid (setegid) sets the effective user ID (group ID) of the current process. 
Setruid (setruid) sets the real user ID (group ID) of the current process. 
These calls are only permitted to the super-user or if the argument is the real or effective ID. 
SEE ALSO 

setreuid(2), setregid(2), getuid(2), getgid(2) 
DIAGNOSTICS 

Zero is returned if the user (group) ID is set; — 1 is returned otherwise. 
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NAME 

sleep — suspend execution for interval 

SYNOPSIS 

sleep (seconds) 
unsigned seconds; 

DESCRIPTION 

The current process is suspended from execution for the number of seconds specified by the 
argument. The actual suspension time may be up to 1 second less than that requested, because 
scheduled wakeups occur at fixed 1 -second intervals, and an arbitrary amount longer because of 
other activity in the system. 

The routine is implemented by setting an interval timer and pausing until it occurs. The previ- 
ous state of this timer is saved and restored. If the sleep time exceeds the time to the expira- 
tion of the previous timer, the process sleeps only until the signal would have occurred, and the 
signal is sent 1 second later. 

SEE ALSO 

setitimer(2), sigpause(2) 

BUGS 

An interface with finer resolution is needed. 
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NAME 

strcmpfold, strncmpfold - case-folded string comparison operations 

SYNOPSIS 

strcmpfoI(I(sl, s2) 
char *sl, *s2; 

strncjtipfold(sl, s2, n) 
char *sl, *s2; 

DESCRIPIION 

These functions operate on null-terminated strings. They ignore case in comparisons; e.g., "CAT" 
and "Cat" compare equal, and "cat" collates before "DOG". Otiierwise, they are tlie same as the 
s/aw/; and .s/r/;aw/; functions described in .s//7>;^|(^^^^ ^. .. 

Strcmpfold compares its arguments and returns an integer greater than, equal to, or less than 0, 
according as si is lexicographically greater than, equal to, or less than s2. Slmcmpfofd makes the 
Siime comparison but looks at at most n characters. 

SEE Al^SO 

string(3) 

BUGS 

The n<ime of slnicmpjbld is not unique in its fij"st seven charactei"S, and thus cannot be ported to 
some implementfitions of C. 

These fiinctions are currently unique to Stanford, and so programs using them may not be portable. 



4th Berkeley Distribution 



Stanford 



1 



STRING (3) 



UNIX Programmer's Manual 



STRING (3) 



NAME 

strcat, strncat, strcmp, strncmp, strcpy, stmcpy, strlen, index, rindex — string operations 

SYNOPSIS 

#include <strings.h> 

char *stTcat(sl, s2) 
char 'sl, *s2; 

char 'Strncat (si, s2, n) 
char «sl, *s2; 

strcmp (si, s2) 
char 'sl, •s2; 

stmcmp(sl, s2, n) 
char 'sl, •s2; 

char 'Strcpy (si, s2) 
char *sl, •s2; 

char •strncpy(sl, s2, n) 
char *sl, '52; 

strlen(s) 
char 's; 

char 'index (s, c) 
char *s, c; 

char *rindex(s, c) 
char «s, c; 

DESCRIPTION 

These functions operate on null-terminated strings. They do not check for overflow of any 
receiving string. 

Strcat appends a copy of string s2 to the end of string sJ. Strncat copies at most n characters. 
Both return a pointer to the null-terminated result. 

Strcmp compares its arguments and returns an integer greater than, equal to, or less than 0, 
according as si is lexicographically greater than, equal to, or less than s2. Strncmp mdkss the 
same comparison but looks at at most n characters. 

Strcpy copies string s2 to si, stopping after the null character has been moved. Stmcpy copies 
exactly n characters, truncating or null-padding s2; the target may not be null-terminated if the 
length of s2 is n ot more. Both return si. 

Strlen returns the number of non-null characters in s. 

Index (rindex) returns a pointer to the first (last) occurrence of character c in string s, or zero if 
c does not occur in the string. 
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NAME 

swab — swap bytes 

SYNOPSIS 

swab (from, to, nbytes) 
char «from, 'to; 

DESCRIPTION 

Swab copies nbytes bytes pointed to by from to the position pointed to by to, exchanging adja- 
cent even and odd bytes. It is useful for carrying binary data between PDPlTs and other 
machines. Nbytes should be even. 
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NAME 

syslog, openlog, cioselog - control system log 

SYNOPSIS 

# include <syslog.h> 

openlog (ident, logstat) 
char ♦ident; 

syslog (priority, message, parameters ... ) 
char *mes^age; 

cioselog 0 

DESCRIPTION 

Syslog arranges to write the message onto the system log maintained by syslogiS). The message 
is tagged with priority. The message looks like a printffS) string except that %m is replaced by 
the current error message (collected from errno). A trailing newline is added if needed. This 
message will be read by syslog(8) and output to the system console or files as appropriate. 

If special processing is needed, openlog can be called to initialize the log file. Parameters are 
ident which is prepended to every message, and logstat which is a bit field indicating special 
status; current values are: 

LOG_PID log the process id with each message: useful for identifying instantiations of dae- 
mons. 

Openlog returns zero on success. If it cannot open the file Idevllog, it writes on Idevlconsole 
instead and returns -1. 

Cioselog can be used to close the log file. 

EXAMPLES 

syslog (LOG_S ALERT, "who: internal error 23"); 
openlog ("serverftp", LOG_PID); 

syslog (LOGJNFO, "Connection from host %d", CallingHost); 

SEE ALSO 

syslog (8) 



7th Edition 



1 



SYSTEM (3) 



UNIX Programmer's Manual 



SYSTEM (3) 



NAME 

system " issue a shell command 

SYNOPSIS 

system(string) 
char •string; 

DESCRIPTION 

System causes the string to be given to shil) as input as if the string had been typed as a com- 
mand at a terminal. The current process waits until the shell has completed, then returns the 
exit status of the shell. 

SEE ALSO 

popen(3S), execve(2)» wait(2) 

DIAGNOSTICS 

Exit status 127 indicates the shell couldn't be executed. 
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NAME 

ttymune, isatty, ttyslot — find name of a terminal 

SYNOPSIS 

char •ttynameCflledes) 

isatty(filedes) 

ttyslotO 

DESCRIPTION 

Ttyname returns a pointer to the null-terminated path name of the terminal device associated 
with file descriptor y?/e</es (this is a system file descriptor and has nothing to do with the stan- 
dard I/O FILE typedeO. 

Isato^ returns 1 if filedes is associated with a terminal device, 0 otherwise. 

Ttyslot returns the number of the entry in the ttysiS) file for the control terminal of the current 
process. 

FILES 

/dev/» 
/etc/ttys 

SEE ALSO 

ioctl(2),ttys(5) 

DIAGNOSTICS 

Ttyname returns a null pointer (0) if filedes does not describe a terminal device in directory 
Vdev'. 

Ttyslot returns 0 if 7etc/ttys' is inaccessible or if it cannot determine the control terminal. 

BUGS 

The return value points to static data whose content is overwritten by each call. 
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NAME 

valloc — aligned memory allocator 

SYNOPSIS 

char •TaUoc(size) 
unsigned size; 

DESCRIPTION 

Valloc allocates size bytes aligned on a page boundary. It is implemented by calling mallocO) 
with a slightly larger request, saving the true beginning of the block allocated, and returning a 
properly aligned pointer. 

DIAGNOSTICS 

VaUoc returns a null pointer (0) if there is no available memory or if the arena has been detect- 
ably corrupted by storing outside the bounds of a block. 

BUGS 

Vfree isn't implemented. 
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NAME 

varargs — variable argument list 

SYNOPSIS 

#indude <vara]is.h> 

/unctioniYttjMst) 

ya_Ust pvar\ 

va_start(pvflr); 

f - va_trgO;var» O^pe); 

va_end(pvar); 

DESCRIPTION 

This set of macros provides a means of writing portable procedures that accept variable argu- 
ment lists. Routines having variable argument lists (such as printfiZ)) that do not use varargs 
are inherently nonportable, since different machines use different argument passing conven- 
tions. 

ya_alist is used in a function header to declare a variable argument list. 

▼a.dd is a declaration for va^alist. Note that there is no semicolon after va_dcl. 

▼a_list is a type which can be used for the variable pvar^ which is used to traverse the list. One 
such variable must always be declared. 

va_start(pvar) is called to initialize pvar to the beginning of the list. 

va^argCpvor, type) will return the next argument in the list pointed to by pvar. Type is the type 
the argument is expected to be. Different types can be mixed, but it is up to the routine to 
know what type of argument is expected, since it cannot be determined at runtime. 

y^janiipvar) is used to finish up. 

Multiple traversals, each bracketed by va.stait ... va_end, are possible. 
EXAMPLE 

#include <varargs.h> 

execl(va_alist) 

va del 

{ " 

va^list ap; 
char*file; 
char *args[100]; 
int argno •* 0; 

Ta_start(ap); 

file — Ta_arg(ap, char ♦); 

while (argslargncf +1 « va.argCap, char «)) 

ya_end(ap); 

return execvCflle, args); 

) 

BUGS 

It is up to the calling routine to determine how many arguments there are, since it is not possi- 
ble to determine this from the stack frame. For example, execl passes a 0 to signal the end of 
the list. Printfcan tell how many arguments are supposed to be there by the format. 
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NAME 

intro ~ introduction to FORTRAN library functions 
DESCRIPTION 

This section describes those functions that are in the FORTRAN run time library. The func- 
tions listed here provide an interface from P7 programs to the system in the same manner as 
the C library does for C programs. They are automatically loaded as needed by the Fortran 
compiler /77(1). 

Most of these functions are in libU77.a. Some are in libF77.a or libI77.a. A few intrinsic func- 
tions are described for the sake of completeness. 

For efficiency, the SCCS ID strings are not normally included in the a.out file. To include them, 
simply declare 

external f771id 



in any /77 module. 




LIST OF FUNCTIONS 




Name 


Appears on Page Description 


abort 


abort.3f 


terminate abruptly with memory image 


access 


access. 3f 


determine accessability of a file 


alarm 


alarmJf 


execute a subroutine after a specified time 


bessei 


bessel.3f 


of two kinds for integer orders 


bit 


bit.3f 


and, or, xor, not, rshift, Ishift bitwise functions 


Cnuir 


chdir.3f 


change default directory 


chmod 


chmod.3f 


change mode of a file 


ctime 


time.3f 


return system time 


dffrac 


flmin.3f 


return extreme values 


dflmax 


flmin.3f 


return extreme values 


dflmin 


flmin.3f 


return extreme values 


drand 


rand.3f 


return random values 


dtime 


etime.3f 


return elapsed execution time 


etime 


etime.3f 


return elapsed execution time 


exit 


exit.3f 


terminate process with status 


fdate 


fdate.3f 


return date and time in an ASCII string 


ffrac 


flmin. 3f 


return extreme values 


fgetc 


getc.3f 


get a character from a logical unit 


flmax 


flmin.3f 


return extreme values 


flmin 


flmin.3f 


return extreme values 


flush 


flush.3f 


flush output to a logical unit 


fork 


fork.3f 


create a copy of this process 


fpecnt 


trpfpe.3f 


trap and repair floating point faults 


fputc 


putc.3f 


write a character to a fortran logical unit 


fseek 


fseek.3f 


reposition a file on a logical unit 


fstat 


stat.3f 


get file status 


ftell 


fseek. 3f 


reposition a file on a logical unit 


gerror 


perror.3f 


get system error messages 


getarg 


getarg.3f 


return command line arguments 


getc 


getc.3f 


get a character from a logical unit 


getcwd 


getcwd.3f 


get pathname of current working directory 


getenv 


getenv.3f 


get value of environment variables 


getgid 


getuid.3f 


get user or group ID of the caller 


getlog 


getlog.3f 


get user's login name 
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getpid 


getpid.3f 


get process id 


getuid 


getuid.3f 


get user or group ID of the caller 


gmtime 


time.3f 


return system time 


hostnm 


hostnm.3f 


get name of current host 


iargc 


getarg.3f 


return command line arguments 


idate 


idateJf 


return date or time in numerical form 


ierrno 


perror. 3f 


get system error messages 


index 


index.3f 


tell about character objects 


inmax 


flmin.3f 


return extreme values 


intro 


intro.3f 


introduction to FORTRAN library functions 


ioinit 


ioinit.3f 


change f77 I/O initialization 


irand 


rand.3f 


return random values 


isatty 


ttynam.3f 


find name of a terminal port 


itime 


idate. 3f 


return date or time in numerical form 


kill 


kill.3f 


send a signal to a process 


len 


index. 3f 


tell about character objects 


link 


link.3f 


make a link to an existing file 


Inblnk 


index. 3f 


tell about character objects 


loc 


loc.3f 


return the address of an object 


long 


long.3f 


integer object conversion 


Istat 


stat.3f 


get file status 


Itime 


time.3f 


return system time 


perror 


perror. 3f 


get system error messages 


putc 


putc.3f 


write a character to a fortran logical unit 


qsort 


qsort.3f 


quick sort 


rand 


rand.3f 


return random values 


rename 


rename.3f 


rename a file 


rindex 


index.3f 


tell about character objects 


short 


long.3f 


integer object conversion 


signal 


signal. 3f 


change the action for a signal 


sleep 


sleep.3f 


suspend execution for an interval 


Stat 


stat.3f 


get file status 


system 


system. 3f 


execute a UNix command 


tclose 


topen.3f 


f77 tape I/O 


time 


time.3f 


return system time 


topen 


topen. 3f 


f77 tape I/O 


traper 


traper.3f 


trap arithmetic errors 


trapov 


trapov.3f 


trap and repair floating point overflow 


tread 


topen.3f 


f77 tape I/O 


trewin 


topen. 3f 


f77 tape I/O 


trpfpe 


trpfpe. 3f 


trap and repair floating point faults 


tskipf 


topen.3f 


f77 tape I/O 


tstate 


topen.3f 


f77 tape I/O 


ttynam 


ttynam.3f 


find name of a terminal port 


twrite 


topen.3f 


f77 tape I/O 


unlink 


unlink.3f 


remove a directory entry 


wait 


wait.3f 


wait for a process to terminate 
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NAME 

abort — terminate abruptly with memory image 

SYNOPSIS 

subroutine abort (string) 
cliaracter*(*) string 

DESCRIPTION 

Abort cleans up the I/O buffers and then aborts producing a core file in the current directory. If 
string is given, it is written to logical unit 0 preceeded by '*abort:*\ 

FILES 

/usr/lib/libF77.a 

SEE ALSO 

abortO) 

BUGS 

String is ignored on the PDF 11. 
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NAME 

access — determine accessability of a file 

SYNOPSIS 

integer function access (name, mode) 
character* (•) name, mode 

DESCRIPTION 

Access checks the given file, name, for accessability with respect to the caller according to mode. 
Mode may include in any order and in any combination one or more of: 



An error code is returned if either argument is illegal, or if the file can not be accessed in all of 
the specified modes. 0 is returned if the specified access would be successful. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

access (2), perrorOF) 

BUGS 

Pathnames can be no longer than MAXPATHLEN as defined in <sys/param.h>. 



(blank) 



r 



w 



X 



test for read permission 
test for write permission 
test for execute permission 
test for existence 
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NAME 

alarm — execute a subroutine after a specified time 

SYNOPSIS 

integer functian alarm (time, proc) 
integer time 
external proc 

DESCRIPTION 

This routine arranges for subroutine proc to be called after time seconds. If time is '*0'\ the 
alarm is turned off and no routine will be called. The returned value will be the time remaining 
on the last alarm. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

alarm (3C), sleep (3F), signal (3F) 

BUGS 

Alarm and sleep interact. If sleep is called after alarm^ the alarm process will never be called. 
SIGALRM will occur at the lesser of the remaining alarm time or the sleep time. 
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NAME 

bessel functions of two kinds for integer orders 

SYNOPSIS 

function besjO (x) 

function besjl (x) 

function besjn (n, x) 

function besyO (x) 

function besyl (x) 

function besyn (n, x) 

double precision function dbesjO (x) 
double precision x 

double precision function dbesjl (x) 
double precision x 

double precision function dbesjn (n, x) 
double precision x 

double precision function dbesyO (x) 
double precision X 

double precision function dbesyl (x) 
double precision x 

double precision function dbesyn (n, x) 
double precision x 

DESCRIPTION 

These functions calculate Bessel functions of the first and second icinds for real arguments and 
integer orders. 

DIAGNOSTICS 

Negative arguments cause besyO, besyl, and besyn to return a huge negative value. The system 
error code will be set to EDOM (33). 

FILES 

/usr/lib/libF77.a 

SEE ALSO 

jO(3M), perror(3F) 
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NAME 

bit — and, or, xor, not, rshift, Ishift bitwise functions 

SYNOPSIS 

Gntrinsic) function and (wordl, word2) 

(intrinsic) function or (wordl, word2) 

(intrinsic) function xor (wordl, word2) 

(intrinsic) function not (word) 

(intrinsic) function rshift (word, nbits) 

(intrinsic) function Ishift (word, nbits) 
DESCRIPTION 

These bitwise functions are built into the compiler and return the data type of their 
argument (s). It is recommended that their arguments be integer values; inappropriate manipu- 
lation of real objects may cause unexpected results. 

The bitwise combinatorial functions return the bitwise "and'' (and), "or" (or), or "exclusive 
or" (xor) of two operands. Not returns the bitwise complement of its operand. 

Lshift, or rshift with a negative nbits, is a logical left shift with no end around carry. Rshift, or 
Ishift with a negative nbits, is an arithmatic right shift with sign extension. No test is made for a 
reasonable value of nbits. 

FILES 

These functions are generated in-line by the f77 compiler. 
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NAME 

chdir — change default directory 

SYNOPSIS 

integer function chdir (dirname) 
character* (*) dirname 

DESCRIPTION 

The default directory for creating and locating files will be changed to dirname. Zero is returned 
if successful; an enor code otherwise. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

chdir(2), cd(l), perrorOF) 

BUGS 

Pathnames can be no longer than MAXPATHLEN as defined in <syslparam.h>. 
Use of this function may cause inquire by unit to fail. 
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NAME 

chmod — change mode of a file 

SYNOPSIS 

integer function climod (name, mode) 
character* (*) name, mode 

DESCRIPTION 

This function changes the filesystem mode of file name. Mode can be any specification recog- 
nized by chmodil). Name must be a single pathname. 

The normal returned value is 0. Any other value will be a system error number. 

FILES 

/usr/lib/libU77.a 

/bin/chmod exec*ed to change the mode. 

SEE ALSO 

chmod(l) 

BUGS 

Pathnames can be no longer than MAXPATHLEN as defined in <siys/param.h>. 
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NAME 

etime, dtime — return elapsed execution time 

SYNOPSIS 

fiinction etime (tarray) 
real tarray(2) 

function dtime (tarray) 
real tarray (2) 

DESCRIPTION 

These two routines return elapsed runtime in seconds for the calling process. Dtime returns the 
elapsed time since the last call to dtime. or the start of execution on the first call. 

The argument array returns user time in the first element and system time in the second ele- 
ment. The function value is the sum of user and system time. 

The resolution of all timing is 1/HZ sec. where HZ is currently 60. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

times (2) 
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NAME 

exit — terminate process with status 

SYNOPSIS 

subroutine exit (status) 
integer status 

DESCRIPTION 

Exit flushes and closes all the process's files, and notifies the parent process if it is executing a 
wait. The low-order 8 bits of status are available to the parent process. (Therefore status 
should be in the range 0 — 255) 

This call will never return. 

The C function exit may cause cleanup actions before the final 'sys exit'. 

FILES 

/usr/lib/libF77.a 
SEE ALSO 

exit(2), fork(2), forkOF), wait(2), wait(3F) 
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NAME 

fdate — return date and time in an ASCII string 

SYNOPSIS 

subroutine fdate (string) 
character* (•) string 

character* (•) function fdate 0 
DESCRIPTION 

Fdate returns the current date and time as a 24 character string in the format described under 
ctimeO). Neither *newline* nor NULL will be included. 

Fdate can be called either as a function or as a subroutine. If called as a function, the calling 
routine must define its type and length. For example: 

character*24 fdate 
external fdate 

write (•,*) fdateO 

FILES 

yusr/lib/libU77.a 
SEE ALSO 

ctimeO), time(3F), itimeOF), idateOF), ItimeOF) 
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NAME 

flmin, flmax, ffrac, dflmin, dflmax, dffrac, inmax ~ return extreme values 

SYNOPSIS 

function flminO 

function flmaxO 

function ffrac 0 

double precision function dflminO 

double precision function dfimaxO 

double precision function dffracO 

function inmax 0 
DESCRIPTION 

Functions flmin and flmax return the minimum and maximum positive floating point values 
respectively. Functions c(flmin and efflmax return the minimum and maximum positive double 
precision floating point values. Function inmax returns the maximum positive integer value. 

The functions jffrac and ciffrac return the fractional accuracy of single and double precision float- 
ing point numbers respectively. These are the smallest numbers that can be added to 1.0 
without being lost. 

These functions can be used by programs that must scale algorithms to the numerical range of 
the processor. 

FILES 

/usr/lib/libF77.a 
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NAME ■ 

flush — flush output to a logical unit 

SYNOPSIS 

subroutine flush (lunit) 

DESCRIPTION 

Flush causes the contents of the buffer for logical unit lunit to be flushed to the associated file. 
This is most useful for logical units 0 and 6 when they are both associated with the control ter- 
minal. 

FILES 

/usr/lib/libI77.a 

SEEALSO 

fcloseOS) 
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NAME 

fork — create a copy of this process 

SYNOPSIS 

integer function forlcO 

DESCRIPTION 

Fork creates a copy of the calling process. The only distinction between the 2 processes is that 
the value returned to one of them (referred to as the 'parent' process) will be the process id if 
the copy. The copy is usually referred to as the 'child' process. The value returned to the 
'child' process will be zero. 

All logical units open for writing are flushed before the fork to avoid duplication of the con- 
tents of I/O buffers in the external file(s). 

If the returned value is negative, it indicates an error and will be the negation of the system 
error code. See perrorOF). 

A corresponding exec routine has not been provided because there is no satisfactory way to 
retain open logical units across the exec. However, the usual function of fork/exec can be per- 
formed using ^stemOF). 



FILES 



/usr/lib/libU77.a 



SEE ALSO 

fork(2) , waitOF) , killOF) , systemOF) , perrorOF) 



4th Berkeley Distribution 



13 June 1983 



1 



FSEEKOF) 



UNIX Programmer*s Manual 



FSEEKOF) 



NAME 

fseek, ftell — reposition a file on a logical unit 

SYNOPSIS 

inteier function fseek (lunit, offset, from) 
integer offset, from 

integer function ftell (lunit) 
DESCRIPTION 

lUnit must refer to an open logical unit. qjS^t is an offset in bytes relative to the position 
specified by yT'om. Valid values forlorn are: 

0 meaning 'beginning of the file* 

1 meaning 'the current position' 

2 meaning 'the end of the file' 

The value returned by Jseek will be 0 if successful, a system error code otherwise. (See 
perrorOF)) 

Ftell returns the current position of the file associated with the specified logical unit. The value 
is an oSsQt, in bytes, from the beginning of the file. If the value returned is negative, it indi- 
cates an error aiid will be the negation of the system error code. (See perrorOF)) 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

fseekOS), perrorOF) 
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NAME 

getarg, iargc — return command line arguments 

SYNOPSIS 

subroutine getarg (k, arg) 
character* (*) arg 

function iargc 0 

DESCRIPTION 

A call to getarg will return the \ith command line argument in character string atg. The 0th 
argument is the command name. 

large returns the index of the last conmiand line argument. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

getenv(3F), execve(2) 
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NAME 

getc, fgetc ~ get a character from a logical unit 

SYNOPSIS 

integer function getc (char) 
character char 

integer function fgetc (lunit, char) 
character char 

DESCRIPTION 

These routines return the next character from a file associated with a fortran logical unit, 
bypassing normal fortran I/O. Getc reads from logical unit 5, normally connected to the control 
terminal input. 

The value of each function is a system status code. Zero indicates no error occured on the read; 
— 1 indicates end of file was detected. A positive value will be either a UNIX system error 
code or an f77 I/O error code. See perrorOF). 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

getcOS), intro(2), perrorOF) 
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NAME 

getcwd ^ get pathname of current working directory 

SYNOPSIS 

integer function getcwd (dirname) 
character* (•) dirname 

DESCRIPTION 

The pathname of the default directory for creating and locating files will be returned in dirname. 
The value of the function will be zero if successful; an error code otherwise. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

chdirOF), perrorOF) 

BUGS 

Pathnames can be no longer than MAXPATHLEN as defined in <^s/param.h>. 
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NAME 

getenv — get value of environment variables 

SYNOPSIS 

subroutine getenv (ename, evalue) 
character* (•) ename, evalue 

DESCRIPTION 

Getenv searches the environment list (see environil)) for a string of the form ename^ value and 
returns value in evalue if such a string is present, otherwise fills evalue with blanks. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

environ(7), execve(2) 
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NAME 

getfsent, getfsspec, getfsfile, getfstype, setfsent, endfsent — get file system descriptor file entry 

SYNOPSIS 

#include <fstab.h> 

struct fstab •getfsentO 

struct fstab •getfsspec(spec) 
char 'spec; 

struct fstab •getfsfile(file) 
char 'file; 

struct fstab •getfstypeCtype) 
char *type; 

int setfsentO 

int endfsent 0 

DESCRIPTION 

Getfsent^ getfsspec^ getfstype, and getf^le each return a pointer to an object with the following 
structure containing the broken-out fields of a line in the file system description file, 
<fstab.h>. 

struct fstab{ 

char •fs.spec; 

char •fs_file; 

char •fsjype; 

int fsjreqi 

int fs_passno; 

The fields have meanings described in/stab(S). 

Getfsent reads the next line of the file, opening the file if necessary. 

Setfsent opens and rewinds the file. 

Endfsent closes the file. 

Getfsspec and getfsfile sequentially search from the beginning of the file until a matching special 
file name or file system file name is found, or until EOF is encountered. Getfstype does like- 
wise, matching on the file system type field. 

FILES 

/etc/fstab 

SEE ALSO 

fstab(5) 

DIAGNOSTICS 

Null pointer (0) returned on EOF or error. 

BUGS 

All information is contained in a static area so it must be copied if it is to be saved. 
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NAME 

getlog — get user's login name 

SYNOPSIS 

subroutine getlog (name) 
character* (•) name 

character* (•) function getlogO 
DESCRIPTION 

Getlog will return the user'$ login name or all blanks if the process is running detached from a 
terminal. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

getloginO) 
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NAME 

getpid *- get process id 

SYNOPSIS 

integer function getpidO 

DESCRIPTION 

returns the process ID number of the current process. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

getpid (2) 
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NAME 

getuid, getgid ~ get user or group ID of the caller 

SYNOPSIS 

integer function getuidO 

integer function getgidO 
DESCRIPTION 

These functions return the real user or group ID of the user of the process. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

getuid(2) 
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NAME 

hostnm — get name of current host 

SYNOPSIS 

integer function liostnm (name) 
cliaracter*(*) name 

DESCRIPTION 

Tills function puts the name of the current host into character string name. The return value 
should be 0; any other value indicates an error. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

gethostname(2) 
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NAME 

idate, itime ~ return date or time in numerical fomi 

SYNOPSIS 

subroutine idate (iarray) 
integer iarray (3) 

subroutine itime (iarray) 
integer iarrayO) 

DESCRIPTION 

Idate returns the current date in iarray. The order is: day, mon, year. Month will be in the 
range 1-12. Year will be > 1969. 

Itime returns the current time in iarray. The order is: hour, minute, second. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

ctimeOF), fdateOF) 



4tili Berlceley Distribution 



13 June 1983 



1 



INDEX (3F) 



UNIX Programmer's Manual 



INDEX (3F) 



NAME 

index, rindex, Inbink, len — tell about character objects 

SYNOPSIS 

(intrinsic) function index (string, substr) 
cliaracter*(«) string, substr 

integer function rindex (string, substr) 
character* (•) string, substr 



function Inblnlt (string) 
character* (•) string 



(intrinsic) function len (string) 
character* (•) string 

DESCRIPTION 

Index (rindex) returns the index of the first (last) occurrence of the substring substr in string, or 
zero if it does not occur. Index is an f77 intrinsic function; rindex is a library routine. 

Lnblnk returns the index of the last non-blank character in string. This is useful since all f77 
character objects are fixed length, blank padded. Intrinsic function len returns the size of the 
character object argument. 

FILES 

/usr/lib/libF77.a 
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NAME 

ioiiiit r^ change f77 I/O initialization 

SYNOPSIS 

logical function ioinit (ccti^ 
logical ccti, bzro, apnd, Yibose 
character* (•) prefix 

DESCRIPTION 

This routine will initialize several global parameters in the f77 I/O system, and attach externally 
defined files to logical units at nm time. The effect of the flag arguments applies to logical 
units opened after ioinit is called. The exception is the preassigned units, 5 and 6, to which cctl 
and Azro will apply at any time, /o/n/r is written in Fortran-77. 

By default, carriage control is hot recognized on any logical unit. If cctl is .true, then carriage 
control will be recognized on formatted output to all logical units except unit 0, the diagnostic 
channel. Otherwise the default will be restored. 

By default, trailing and embedded blanks in input data fields are ignored. If bzro is .true, then 
such blanks will be treated as zero's. Otherwise the default will be restored. 

By default, all files opened for sequential access are positioned at their beginning. It is some- 
times necessary or convenient to open at the END-OF-FILE so that a write will append to the 
existing data. If apnd is .true, then files opened subsequently on any logical unit will be posi- 
tioned at their end upon opening. A value of .false, will restore the default behavior. 

Many systems provide an automatic association of global names with fortran logical units when 
a program is run. There is no such automatic association in f77. However, if the argument 
preifix is a non-blank string, then names of the form prefixNN will be sought in the program 
environment. The value associated with each such name found will be used to open logical unit 
NN for formatted sequential access. For example, if f77 program myprogram included the call 

call ioinit (.true , .false., false , 'FORT', .false.) 

then when the following sequence 

% setenv FORTOl mydata 
% setenv F0RT12 myresults 
% myprogram 

would result in logical unit 1 opened to file mydata and logical unit 12 opened to file myresults. 
Both files would be positioned at their beginning. Any formatted output would have column 1 
removed and interpreted as carriage control. Embedded and trailing blanks would be ignored 
on input. 

If the argument vr6ose is 4nie. then /o/A// will report on its activity. 
The effect of 

call ioinit (.true., .true., ^false., ", .false.) 

can be achieved without the actual call by including **— 1166" on the y77 command line. This 
gives carriage control on all logical units except 0, causes files to be opened at their beginning, 
and causes blanks to be interpreted as zero's. 

The internal flags are stored in a labeled conunon block with the following definition: 
iiiteger*2 ieof, ictl, ibzr 
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common /ioiflg/ ieof, ictl, ibzr 



FILES 



/usr/lib/libI77.a 
/usr/lib/iibI66.a 



n? I/O library 

sets older fortran I/O modes 



SEE ALSO 

getargOF), getenvOF), "Introduction to the f77 I/O Library" 

BUGS 

Pr^x can be no longer than 30 characters. A pathname associated with an environment name 
can be no longer than 255 characters. 

The carriage control does not work. 
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NAME 

kill ~ send a signal to a process ; 

SYNOPSIS 

fnnction kill (pid, signum) 
integer pid, signum 

DESCRIPTION 

Pid must be the process id of one of the user's processes. Signum must be a valid signal 
number (see sigvec(2)). The returned value will be 0 if successful; an error code otherwise. 

FILES 

/usr/lib/libU77.a 
SEE ALSO 

kill(2), sigvec(2), signal(3F)» forkOF), perrorOF) 
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NAME 

link — make a link to an existing file 

SYNOPSIS 

function link (namel, name2) 
character*(*) namel, name2 

integer function symlnlc (namel, name2) 
character* (•) namel, name2 

DESCRIPTION 

Namel must be the pathname of an existing file. Name2 is a pathname to be linked to file 
namel. Namel must not already exist. The returned value will be 0 if successful; a system 
error code otherwise. 

Symlnk creates a symbolic link to namel. 

FILES 

/usr/lib/libU77.a 
SEE ALSO 

link(2), symlink(2), perrorOF), unlink(3F) 

BUGS 

Pathnames can be no longer than MAXPATHLEN as defined in <^slparam.h>. 
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NAME 

loc — return the address of an object 

SYNOPSIS 

function loc (arg) 

DESCRIPTION 

The returned value will be the address of arg. 

FILES 

/usr/lib/libU77.a 
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NAME 

long, short — integer object conversion 

SYNOPSIS 

integer*4 function long (int2) 
integer*! int2 

integer*2 function short (int4) 
integer*4 int4 

DESCRIPTION 

These functions provide conversion between short and long integer objects. Long is useful 
when constants are used in calls to library routines and the code is to be compiled with ''-i2'\ 
Short is useful in similar context when an otherwise long object must be passed as a short 
integer. 

FILES 

/usr/lib/libF77.a 
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NAME 

perror, gerror, ierrno — get system error messages 

SYNOPSIS 

subroutine perror (string) 
character* (•) string 

subroutine gerror (string) 
character* (•) string 

character*(*) function gerrorO 

function ierrnoO 
DESCRIPTION 

Perror will write a message to fortran logical unit 0 appropriate to the last detected system error. 
5rrm^ will be written preceding the standard error message. 

(/error returns the system error message in character variable string. Gerror may be called either 
as a subroutine or as a function. 

lerrno will return the error number of the last detected system error. This number is updated 
. only when an error actually occurs. Most routines and I/O statements that might generate such 
errors return an error code after the call; that value is a more reliable indicator of what caused 
the error condition. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

intro(2), perrorO) 

D.L.'Wa.sley, Introduction to the /77 I/O Library 

BUGS 

5/r/>t^ in the call to /Terror can be no longer than 127 characters. 

The length of the string returned by gerror is determined by the calling program. 

NOTES 

UNIX system error codes are described in introO). The f77 I/O error codes and their mean- 
ings are: 



100 


"error in format'* 


101 


"illegal unit number" 


102 


"formatted io not allowed" 


103 


"unformatted io not allowed' 


104 


"direct io not allowed" 


105 


"sequential io not allowed" 


106 


"can't backspace file" 


107 


"off beginning of record" 


108 


"can't Stat file" 


109 


"no ♦ after repeat count" 


110 


"off end of record" 


111 


"truncation failed" 


112 


"incomprehensible list input' 


113 


"out of free space" 


114 


"unit not connected" 


115 


"read unexpected character" 
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116 ''blank logical input field'' 

117 "'new' file exists" 

118 "can't find 'old' file" 

119 "unknown system error" 

120 "requires seek ability" 

121 "illegal argument" 

122 "negative repeat count" 

123 "illegal operation for unit" 
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NAME 

putc, fputc — write a character to a fortran logical unit 

SYNOPSIS 

integer function putc (cliar) 
character char 

integer function fputc Ounit, char) 
character char 

DESCRIPTION 

These funtions write a character to the file associated with a fortran logical unit bypassing nor- 
mal fortran I/O. Putc writes to logical unit 6, normally connected to the control terminal out- 
put. 

The value of each function will be zero unless some error occurred; a system error code other- 
wise. See perrorOF). 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

putcOS), intro(2), perrorDF) 
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NAME 

qsort — quick sort 
SYNOPSIS 

subroutine qsort (array, len, isize, compar) 
external compar 
integer*! compar 

DESCRIPTION 

One dimensional array contains the elements to be sorted, kn is the number of elements in the 
array, isize is the size of an element, typically • 



4 for integer and real 

8 for double precision or complex 

16 for double complex 

(length of charaaer ol]gect) for character arrays 

Compar is the name of a user supplied integer*2 function that will determine the sorting order. 
This function will be called with 2 arguments that will be elements of array. The function must 
return - 

negative if arg 1 is considered to precede arg 2 

zero if arg 1 is equivalent to arg 2 

positive if arg 1 is considered to follow arg 2 

On return, the elements of array will be sorted. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

qsortO) 
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NAME 

rand^ drand, irand — return random values 

SYNOPSIS 

fiinction irand Oflag) 

function rand (iflag) 

double precision function drand (iflag) 
DESCRIPTION 

These functions use randi3C) to generate sequences of random numbers. If iflag is *l\ the 
generator is restarted and the first random value is returned. 1^ tfhgis oth^ise non^zero, it is 
used as a new seed for the random number generator, and the irst ffew random vifiie is re- 
turned. 

Irand returns positive integers in the range 0 throng 21474SI647. Riiftd $M dt&mt mm 
values in the range 0. tiirough 1.0 . 

FILES 

/usr/lib/libF77.a 

SEE ALSO 

randOC) 

BUGS 

The algorithm returns a 15 bit quantity on the POPII; a 31 bfi cpantity m the ¥AXv tmtdm 
the PDPl 1 caUs ram/OC) twice to form a U W p^msS^* 1^ ^ £S wilt always be t 
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NAME 

flmin, flmax, dflmin, dflmax, inmax " return extreme values 

SYNOPSIS 

function flmlnO 

function flmaxO 

double predsion function dflmin 0 

double precision function dflmazO 

function inmax 0 
DESCRIPTION 

Functions flmin and flmax return the minimum and maximum positive floating point values 
respectively. Functions 4flmin and i^max return the minimum and maximum positive double 
precision floating point values. Function inmax returns the maximum positive integer value. 

These functions can be used by programs that must scale algorithms to the numerical range of 
the processor. 

FILES 

/usr/lib/UbF77.a 
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NAME 

rename — rename a file 

SYNOPSIS 

integer function rename (from, to) 
cliaracter*(«) from, to 

DESCRIPTION 

From must be the pathname of an existing file. To will become the new pathname for the file. 
If to exists, then both from and to must be the same type of file, and must reside on the same 
filesystem. If to exists, it will be removed first. 

The returned value will be 0 if successful; a system error code otherwise. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

rename(2), perrorOF) 

BUGS 

Pathnames can be no longer than MAXPATHLEN as defined in <sysiparam.h>. 
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NAME 

signal " change the action for a signal 

SYNOPSIS 

integer function signal (signum, proc, flag) 
integer signum, flag 
external proc 

DESCRIPTION 

When a process incurs a signal (see signalOO) the default action is usually to clean up and 
abort. The user may choose to write an alternative signal handling routine. A call to signal is 
the way this alternate action is specified to the system. 

Signum is the signal number (see signal{3C)). If flag is negative, then proc must be the name 
of the user signal handling routine. If flag is zero or positive, then proc is ignored and the 
value of flag is passed to the system as the signal action definition. In particular, this is how 
previously saved signal actions can be restored. Two possible values for flag have specific 
meanings: 0 means "use the default action" (See NOTES below), 1 means "ignore this signal". 

A positive returned value is the previous action definition. A value greater than 1 is the ad- 
dress of a routine that was to have been called on occurrence of the given signal. The returned 
value can be used in subsequent calls to signal in order to restore a previous action definition. 
A negative returned value is the negation of a system error code. (See perrori3F)) 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

SignalOO, kill(3F), kill(l) 

NOTES 

f77 arranges to trap certain signals when a process is started. The only way to restore the de- 
fault f77 action is to save the returned value from the first call to signal. 

If the user signal handler is called, it will be passed the signal number as an integer argument. 
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NAME 

Stat, Istat, fstat — get file status 

SYNOPSIS 

integer function stat (name, statb) 
character* (*) name 
integer statb(12) 

integer function Istat (name, statb) 
character* (*) name 
integer statb(12) 

integer function fstat (lunit, statb) 
integer statb (12) 

DESCRIPTION 

These routines return detailed information about a file. Stat and Istat return information about 
file name; fstat returns information about the file associated with fortran logical unit lunit. The 
order and meaning of the information returned in array statb is as described for the structure 
5/ar under stat(2). The **spare** values are not included. 

The value of either function will be zero if successful; an error code otherwise. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

stat(2), accessOF), perrorOF), timeOF) 

BUGS 

Pathnames can be no longer than MAXPATHLEN as defined in <sys/param.h>. 
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NAME 

sleep — suspend execution for an interval 

SYNOPSIS 

subroutine sleep (Itime) 

DESCRIPTION 

Sleep causes the calling process to be suspended for itime seconds. The actual time can be up to 
1 second less than itime due to granularity in system timekeeping. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

sleep (3) 
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NAME 

system — execute a UNix command 

SYNOPSIS 

integer function system (string) 
cliarficter*(*) string 

DESCRIPTION 

System causes string to be given to your shell as input as if the string had been typed as a com- 
mand. If environment variable SHELL is found, its value will be used as the command inter- 
preter (shell); otherwise shil) is used. 

The current process waits until the command terminates. The returned value will be the exit 
status of the shell. See waitil) for an explanation of this value. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

exec (2), wait (2), systemO) 

BUGS 

5/r/;i!g can not be longer than NCARGS— 50 characters, as defined in <^s/param.h>. 
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NAME 

syslog, openlog, closelog — control system log 

SYNOPSIS 

#include <syslog.h> 

openlogQdent, logstat) 
char •ident; 

syslog (priority, message, parameters ... ) 
char 'message; 

doselogO 

DESCRIPTION 

Syslog arranges to write the message onto the system log maintained by syslogiZ). The message 
is tagged with priority. The message looks like a printf{2) string except that %m is replaced by 
the current error message (collected from errno). A trailing newline is added if needed. This 
message will be read by syslog and output to the system console or files as appropriate. 

If special processing is needed, openlog can be called to initialize the log file. Parameters are 
ident which is prepended to every message, and logstat which is a bit field indicating special 
status; current values are: 

LOG.PID log the process id with each message: useful for identifying instantiations of dae- 
mons. 

Openlog returns zero on success. If it cannot open the file Idevllog, it writes on Idevlconsole 
instead and returns 

Closelog can be used to close the log file. 
EXAMPLES 

syslog(LOG_SALERT, "who: internal error 23"); 
openlog ("serverftp", LOG_PID); 

syslog (LOGJNFO, "Connection from host %d", CallingHost); 

SEE ALSO 

syslog(8) 
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NAME 

time, ctime, Itime, gmtime return system time 

SYNOPSIS 

integer function timeO 

cliaracter*(*) function ctime (stime) 
integer stime 

subroutine Itime (stime, tarray) 
integer stime, tarray (9) 

subroutine gmtime (stime, tarray) 
integer stime, tarray (9) 

DESCRIPTION 

Time returns the time since 00:00:00 GMT, Jan. 1, 1970, measured in seconds. This is the 
value of the UNIX system clock. 

Ctime converts a system time to a 24 character ASCII string. The format is described under 
ctimeO). No *newline* or NULL will be included. 

Ltime and gmtime disect a UNIX time into month, day, etc., either for the local time zone or as 
GMT. The order and meaning of each element returned in utrray is described under ctime O). 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

ctimeO), itimeOF), idate(3F), fdateOF) 
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NAME 

topen, tclose, tread, twrite, trewin, tskipf, tstate — H? tape I/O 

SYNOPSIS 

integer function topen (tlu, devnam, label) 
integer tlu 

cliaracter*(*) devnam 
logical label 

integer function tdose (tlu) 
integer tlu 

integer function tread (tlu, buffer) 
integer tlu 
character* (*) buffer 

integer function twrite (tlu, buffer) 
integer tlu 
character* (•) buffer 

integer function trewin (tlu) 
integer tlu 

integer function tskipf (tlu, nfiles, nrecs) 
integer tlu, nfiles, nrecs 

integer function tstate (tlu, fileno, recno, errf, eoff, eotf, tcsr) 
integer tlu, fileno, recno, tcsr 
logical errf, eoff, eotf 

DESCRIPTION 

These functions provide a simple interface between f77 and magnetic tape devices. A *'tape 
logical unit", tlu, is "topen^ed in much the same way as a normal fll logical unit is "open"ed. 
All other operations are performed via the tlu. The tlu has no relationship at all to any normal 
f77 logical unit. 

Topen associates a device name with a tlu. Tlu must be in the range 0 to 3. The logical argu- 
ment label should indicate whether the tape includes a tape label. This is used by trewin below. 
Topen does not move the tape. The normal returned value is 0. If the value of the function is 
negative, an error has occured. See perrorOV) for details. 

Tclose closes the tape device channel and removes its association with tlu. The normal returned 
value is 0. A negative value indicates an error. 

Tread reads the next physical record from tape to In^jfer. Buffer must be of type character. 
The size of btiffer should be large enough to hold the largest physical record to be read. The 
actual number of bytes read will be returned as the value of the function. If the value is 0, the 
end-of-file has been detected. A negative value indicates an error. 

Twrite writes a physical record to tape from btiffer. The physical record length will be the size 
of buffer. Btiffer must be of type character. The number of bytes written will be returned. A 
value of 0 or negative indicates an error. 

Trewin rewinds the tape associated with tlu to the beginning of the first data file. If the tape is a 
labelled tape (see topen above) then the label is skipped over after rewinding. The normal 
returned value is 0. A negative value indicates an error. 
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Tskipf allows the user to skip over files and/or records. First, nfiles end-of-file marks are 
skipped. If the current file is at EOF, this counts as 1 file to skip. (Note: This is the way to 
reset the EOF status for a tlu.) Next, nrecs physical records are skipped over. The normal 
returned value is 0. A negative value indicates an error. 

Finally, tstate allows the user to determine the logical state of the tape I/O channel and to see 
the tape drive control status register. The values of fileno and recno mW be returned and indi- 
cate the current file and record number. The logical values errf^ eoff^ and £0(/' indicate an error 
has occurred, the current file is at EOF, or the tape has reached logical end-of-tape. £nd-of- 
tape (EOT) is indicated by an empty file, often referred to as a double EOF mark. It is not 
allowed to read past EOT although it is allowed to write. The value of tcsr will reflect the tape 
drive control status register. See htiA) for details. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

ht(4), perrorOF), rewind(l) 
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NAME 

traper — trap arithmetic errors 

SYNOPSIS 

integer function traper (mask) 

DESCRIPTION 

NOTE: Tliis routine applies only to tlie VAX. It is ignored on tlie PDPii. 

Integer overflow and floating point underflow are not normally trapped during execution. This 
routine enables these traps by setting status bits in the process status word. These bits are reset 
on entry to a subprogram, and the previous state is restored on return. Therefore, this routine 
must be called inside each subprogram in which these conditions should be trapped. If the con- 
dition occurs and trapping is enabled, signal SIGFPE is sent to the process. (See signal(3C)) 

The argument has the following meaning: 

value meaning 

0 do not trap either condition 

1 trap integer overflow only 

2 trap floating underflow only 

3 trap both the above 

The previous value of these bits is returned. 

FILES 

/usr/lib/libF77.a 

SEE ALSO 

signal (3C), signal (3F) 
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NAME 

trapov — trap and repair floating point overflow 

SYNOPSIS 

subroutine trapov (numesg, rtnval) 
double precision rtnvai 

DESCRIPTION 

NOTE: This routine applies only to the older VAX ll/780*s. VAX computers made or 
upgraded since spring 1983 handle errors differently. See trp^XZF) for the newer error 
handler. This routine has always been ineffective on the VAX 11/750. It is a null routine oti 
thcPDPll. 

This call sets up signal handlers to trap arithmetic exceptions and the use of illegal operands. 
Trapping arithmetic exceptions allows the user's program to proceed from instances of floating 
point overflow or divide by zero. The result of such operations will be an illegal floating point 
value. The subsequent use of the illegal operand will be trapped and the operand replaced by 
the specified value. 

The first numesg occurrences of a floating point arithmetic error will cause a message to be writ- 
ten to the standard error file. If the resulting value is used, the value given for rtnval will 
replace the illegal operand generated by the arithmetic error. Rtnval must be a double precision 
value. For example, "OdO" or "dflmaxO**. 

FILES 

/usr/lib/libF77.a 

SEE ALSO 

trpfpeOF), signal (3F), rangeOF) 

BUGS 

Other arithmetic exceptions can be trapped but not repaired. 

There is no way to distinguish between an integer value of 32768 and the illegal floating point 
form. Therefore such an integer value may get replaced while repairing the use of an illegal 
operand. 
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NAME 

trpfpe, fpecnt — trap and repair floating point faults 

SYNOPSIS 

subroutine trpfpe (numesg, rtnval) 
double precision rtnval 

integer function fpecnt 0 

common /fpeflt/ fperr 
logical fperr 

DESCRIPTION 

NOTE: This routine applies only to Vax computers. It is a null routine on the PDP 11. 

Trpfpe sets up a signal handler to trap arithmetic exceptions. If the exception is due to a float- 
ing point arithmetic fault, the result of the operation is replaced with the nn\a\ specified. 
RttivalmmX be a double precision value. For example, "OdO** or "dflmaxO". 

The first numesg occurrences of a floating point arithmetic error will cause a message to be writ- 
ten to the standard error file. Any exception that can't be repaired will result in the default 
action, typically an abort with core image. 

Fpecnt returns the number of faults since the last call to trpfpe. 

The logical value in the common block labelled ^flt will be set to .true, each time a fault 
occurs. 

FILES 

/usr/lib/libF77.a 

SEE ALSO 

signalOF), rangeOF) 

BUGS 

This routine works only for faults, not traps. This is primarily due to the Vax architecture. 

If the operation involves changing the stack pointer, it can't be repaired. This seldom should 
be a problem with the fll compiler, but such an operation might be produced by the optimizer. 

The POLY and EMOD opcodes are not dealt with. 
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NAME 

ttynam, isatty — find name of a terminal port 

SYNOPSIS 

character* (•) function ttynam (lunit) 

logical function isatty Qunit) 
DESCRIPTION 

Ttynam returns a blank padded path name of the terminal device associated with logical unit 
lunit. 

Isatty returns .true, if htnit is associated with a terminal device, .false, otherwise. 

FILES 

/dev/* 

/usr/lib/libU77.a 
DIAGNOSTICS 

Ttynam returns an empty string (all blanks) if hmit is not associated with a terminal device in 
directory 7dev\ 
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NAME 

unlink — remove a directory entry 

SYNOPSIS 

integer function unlink (name) 
character* (•) name 

DESCRIPTION 

Unlink causes thje directory entry specified by pathname name to be removed. If this was the 
last link to the file, the contents of the file are lost. The returned value will be zero if success- 
ful; a system error code otherwise. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

unlink(2), linkOF), filsys(5), perrorOF) 

BUGS 

Pathnames can be no longer than MAXPATHLEN as defined in <syslparam.h>. 



4th Berkeley Distribution 



18 July 1983 



1 



WAITOF) 



UNIX Programmer's Manual 



WAITOF) 



NAME 

wait — wait for a process to terminate 

SYNOPSIS 

integer function wait (status) 
integer status 

DESCRIPTION 

Wait causes its caller to be suspended until a signal is received or one of its child processes ter- 
minates. If any child has terminated since the last wait, return is immediate; if there are no 
children, return is immediate with an error code. 

If the returned value is positive, it is the process ID of the child and status is its termination 
status (see wait{2)). If the returned value is negative, it is the negation of a system error code. 

FILES 

/usr/lib/libU77.a 

SEE ALSO 

wait(2), signalOF), kill(3F), perrorOF) 
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NAME 

intro — introduction to mathematical library functions 
DESCRIPTION 

These functions constitute the math library, libm. They are automatically loaded as needed by 
the Fortran compiler /77(1). The link editor searches this library under the **— Im** option. 
Declarations for these functions may be obtained from the include file <math.h>. 

LIST OF FUNCTIONS 



Name 


Appears on Page 


Description 


acos 


sin.3m 


trigonometric functions 


asin 


sin.3m 


trigonometric functions 


atan 


sin.3m 


trigonometric functions 


atan2 


sin.3m 


trigonometric functions 


cabs 


hypot.3m 


Euclidean distance 


ceil 


floor.3m 


absolute value, floor, ceiling functions 


cos 


sin.3m 


trigonometric functions 


cosh 


sinh. 3m 


hyperbolic functions 


exp 


exp.3m 


exponential, logarithm, power, square root 


fabs 


floor.3m 


absolute value, floor, ceiling functions 


floor 


floor.3m 


absolute value, floor, ceiling functions 


gamma 


gamma.3m 


log gamma function 


hypot 


hypot.3m 


Euclidean distance 


jO 


j0.3m 


bessel functions 


jl 


j0.3m 


bessel functions 


jn 


j0.3m 


bessel functions 


log 


exp.3m 


exponential, logarithm, power, square root 


loglO 


exp.3m 


exponential, logarithm, power, square root 


pow 


exp.3m 


exponential, logarithm, power, square root 


sin 


sin.3m 


trigonometric functions 


sinh 


sinh.3m 


hyperbolic functions 


sqrt 


exp.3m 


exponential, logarithm, power, square root 


tan 


sin.3m 


trigonometric fimctions 


tanh 


sinh. 3m 


hyperbolic functions 


yo 


j0.3m 


bessel functions 


yi 


j0.3m 


bessel functions 


yn 


j0.3m 


bessel functions 
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NAME 

exp, log, loglO, pow, sqrt ~ exponential, logarithm, power, square root 

SYNOPSIS 

#include <math.h> 

double exp(x) 
double x; 

double log(x) 
double x; 

double loglO(x) 
double x; 

double pow(x, y) 
double X, y; 

double sqrt(x) 
double x; 

DESCRIPTION 

Exp returns the exponential function of x 

Log returns the natural logarithm of x; loglO returns the base 10 logarithm. 
Paw returns x^. 

S^rf returns the square root of X. 

SEE ALSO 

hypotOM), sinhOM), introOM) 

DIAGNOSTICS 

Exp and pow return a huge value when the correct value would overflow; errno is set to 
ERANGE. Pow returns 0 and sets errno to EDOM when the second argument is negative and 
non-integral and when both arguments are 0. 

Log returns 0 when jf is zero or negative; errw is set to EDOM. 

S^rrr returns 0 when X is negative; errno is set to EDOM. 
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NAME 

fabs, floor, ceil — absolute value, floor, ceiling functions 

SYNOPSIS 

#indude <math.h> 

double floor(x) 
double z; 

double cell(x) 
double x; 

double ffabs(x) 
double x; 

DESCRIPTION 

Fabs returns the absolute value |jc|. 

Floor returns the largest integer not greater than x. 

Ceil returns the smallest integer not less than x. 

SEE ALSO 

abs(3) 
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NAME 

gamma — log gamma function 

SYNOPSIS 

#include <math.h> 

double gamma(x) 
donblez; 

DESCRIPTION 

Gamma returns In |r(|x|)|. The sign of r(|jc|) is returned in the external integer signgam. 
The following C program might be used to calculate T: 

y ganuna(x); 
if (y > 88.0) 

error 0; 
y-exp(y); 
if(signgam) 

y - -y; 

DIAGNOSTICS 

A huge value is returned for negative integer arguments. 

BUGS 

There should be a positive indication of error. 
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NAME 

hypot, cabs -* Euclidean distance 

SYNOPSIS 

#inclnde <math.h> 

double hypotCx, y) 
double X, y; 

double cabs(z) 

struct I double z, y;) i; 

DESCRIPTION 

Ifypot and cabs return 

sqrt(x*x + y*y), 

taking precautions against unwarranted overflows. 

SEE ALSO 

exp(3M) for sqrt 
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NAME 

jO, jl, jn, yO, yl, yn — bessel functions 

SYNOPSIS 

#include <matli.h> 

dottbleJOU) 
double z; 

doubleJKx) 
double x; 

double JnCn, z) 
double z; 

double yO(z) 
double z; 

double yl(z) 
double z; 

double yn(n, z) 
double z; 

DESCRIPTION 

These functions calculate Bessel functions of the first and second kinds for real arguments and 
integer orders. 

DIAGNOSTICS 

Negative arguments cause yO, yl, and yn to return a huge negative value and set errno to 
EDOM. 
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NAME 

sin, cos, tan, asin, acos, atan, atan2 — trigonometric functions 

SYNOPSIS 

#!nclude <math.h> 

doable sinCx) 
double x; 

doable cos(z) 
doable x; 

doable aslnCx) 
doable z; 

double acosCz) 
double x; 

double atan(x) 
double x; 

double atanZCx, y) 
doable x, y; 

DESCRIPTION 

Sin, cos and tan return trigonometric functions of radian arguments. The magnitude of the ar- 
gument should be checked by the caller to make sure the result is meaningful. 

Asin returns the arc sin in the range — ir/2 to ir/2. 

Acos returns the arc cosine in the range 0 to rr. 

Atan returns the arc tangent of x in the range ~ir/2 to ir/2. 

Atan2 returns the arc tangent of jq^^ in the range —ir to ir. 

DIAGNOSTICS 

Arguments of magnitude greater than 1 cause asin and acos to return value 0; errno is set to 
EDGM. The value of tan at its singular points is a huge number, and errno is set to ERANGE. 

BUGS 

The value of tan for arguments greater than about 2**31 is garbage. 
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NAME 

sinh, cosh, tanh — hyperbolic functions 

SYNOPSIS 

#incliide <math.h> 

double sliih(x) 

double coshOt) 
double x; 

double tiinli(z) 
doubles; 

DESCRIPTION 

These functions compute the designated hyperbolic functions for real arguments. 
DIAGNOSTICS 

Sinh and cosh return a huge value of appropriate sign when the correct value would overflow. 
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NAME 

htonl, htons, ntohl, ntohs — convert values between host and network byte order 

SYNOPSIS 

#incliide <sys/types.h> 
#inclnde <netinet/in.h> 

netlong « htonl(hostlong); 
a_long netlong, hostlong; 

netshoit " htons (hostshort); 
n.short netshort, hostshort; 

hostlong » ntohl (netlong); 
ujlong hostlong, netlong; 

hostshort " ntohsCnetshort); 
n^short hostshort, netshort; 

DESCRIPTION 

These routines convert 16 and 32 bit quantities between network byte order and host byte 
order. On machines such as the SUN these routines are defined as null macros in the include 
file <netinetlin.h>. 

These routines are most often used in conjunction with Internet addresses and ports as returned 
by gethostentiJN) and getservemO^). 

SEE ALSO 

gethostentON), getserventON) 

BUGS 

The VAX handles bytes backwards from most eveiyone else in the world. This is not expected 
to be fixed in the near future. 
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NAME 

gethostent, gethostbyaddr, gethostbyname, sethostent, endhostent — get network host entry 

SYNOPSIS 

#iiiclude <netdb.h> 

struct hostent •gethostent 0 

struct hostent •gethostbynameCname) 
char 'name; 

struct hostent •gethostbyaddrCaddr, len, type) 
char •addr; Int len, type; 

sethostent (stayopen) 
int stayopen 

endhostent 0 

DESCRIPTION 

Gethostent y gethostbyname, and gethostbyaddr each return a pointer to an object with the follow- 
ing structure containing the broken-out fields of a line in the network host data base, /etc/hosts. 

struct hostent { 



char 


•h_name; 


/• 


official name of host •/ 


char 


♦♦h_aliases; 


/• 


alias list */ 


int 


h_addrtype; 


/• 


address type */ 


int 


hjength; 


/• 


length of address */ 


char 


•hjaddr; 


/♦ 


address */ 



FILES 



1; 

The members of this Structure are: 
h_name Official name of the host. 

h.aliases A zero terminated array of alternate names for the host, 
h.addrtype The type of address being returned; currently always AFJNET. 
hjength The length, in bytes, of the address. 

h_addr A pointer to the network address for the host. Host addr^ses are returned in net- 
work byte order. 

Gethostent reads the next line of the file, opening the file if necessary. 

Sethostent opens and rewinds the file. If the stayopen flag is ncm-zero, tto host data base wiU 
not be closed after each call to gethostent (either directly, or incKrectly throu^ one of the other 
"gethost" calls). 

Endhostent closes the file. 

Gethostfyname and gethostbyaddr sequentially seiffch from the beginning of the %s unti^t ft 
matching host name or host address b found, or until EOF ts encounteredv Host adidresse$ ar e 
supplied m network order. 

/etc/hosts 



SEE ALSO 

hosts (5) 

DIAGNOSTICS 

Null pomter (0) returned on EOF or error. 
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BUGS 

All information is contained in a static area so it must be copied if it is to be saved. Only the 
Internet address format is currently understood. 
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NAME 

getnetent, getnetbyaddr, getnetbyname, setnetent, endnetent — get network entry 

SYNOPSIS 

#include <netdb.h> 

struct netent •getnetent 0 

struct netent •getnetbyname(name) 
char •name; 

struct netent •getnetbyaddrCnet) 
long net; 

setnetent(stayopen) 
int stayopen 

endnetentO 

DESCRIPTION 

Getnetenty getnetbyname^ and getnetbyaddr each return a pointer to an object with the following 
structure containing the broken-out fields of a line in the network data base, /etc/networks. 

struct netent ( 

char •n.name; /* official name of net */ 
char **n_aliases; /* alias list */ 
int n_addrtype; /* net number type •/ 
long n net; /* net number */ 

); 

The members of this structure are: 

njiame The official name of the network. 

n_aliases A zero terminated list of alternate names for the network. 

n.addrtype The type of the network number returned; currently only AF.INET. 

n_net The network number. Network numt}ers are returned in machine byte order. 

Getnetent reads the next line of the file, opening the file if necessary. 

Setnetent opens and rewinds the file. If the stayopen flag is non-zero, the net data base will not 
be closed after each call to getnetent (either directly, or indirectly through one of the other 
*'getnet** calls). 

Endnetent closes the file. 

Getnetbyname and getnetfyaddr sequentially search from the beginning of the file until a match- 
ing net name or net address is found, or until EOF is encountered. Network numbers are sup- 
plied in host order. 



nLES 



/etc/networks 



SEE ALSO 

networks(5) 

DIAGNOSTICS 

Null pointer (0) returned on EOF or error. 

BUGS 

AH information is contained in a static area so it must be copied if it is to be saved. Only Inter- 
net network numbers are currently understood. Expecting network numbers to fit in no more 
than 32 bits is protmbly naive. 
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NAME 



getprotoent, getprotobynumber, getprotobyname, setprotoent, endprotoent ~ get protocol entry 

SYNOPSIS 

#include <netdb.h> 

struct protoent •getprotoentO 

struct protoent •getprotobyname(name) 
char 'name; 

struct protoent •getprotobynumber(proto) 
int proto; 

setprotoent (stayopen) 
int stayopen 

endprotoent 0 

DESCRIPTION 

Getprotoent^ getprotobyname^ and getprotobynumber each return a pointer to an object with the 
following structure containing the broken-out fields of a line in the network protocol data base, 
/etc/protocols. 



The members of this structure are: 

p_name The official name of the protocol. 

p__aliases A zero terminated list of alternate names for the protocol. 

pj)roto The protocol number. 

Getprotoent reads the next line of the file, opening the file if necessary. 

Setprotoent opens and rewinds the file. If the stayopen flag is non-zero, the net data base will 
not be closed after each call to getprotoent (either directly, or indirectly through one of the other 
"getproto" calls). 

Endprotoent closes the file. 

Getprotobyname and getprotobynumber sequentially search from the beginning of the file until a 
matching protocol name or protocol number is found, or until EOF is encountered. 

FILES 

/etc/protocols 

SEE ALSO 

protocols (5) 

DIAGNOSTICS 

Null pointer (0) returned on EOF or error. 

BUGS 

All information is contained in a static area so it must be copied if it is to be saved. Only the 
Internet protocols are currently understood. 



struct protoent { 



char *p_name; 
char **p_aliases; 
long pj)roto; 



/• official name of protocol •/ 

/♦ alias list ♦/ 

/• protocol number •/ 



); 
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NAME 

getservent, getservbyport, getservbyname, setservent, endservent — get service entry 

SYNOPSIS 

#biclnde <netdb.h> 

struct servent •getserrentO 

struct servent •getservbyname (name, proto) 
char •name, •proto; 

struct servent •getservbyportCport, proto) 
int port; char •proto; 

setservent (stayopen) 
int stayopen 

endservent 0 

DESCRIPTION 

Getserventy getservbyname ^ and getservbypott each return a pointer to an object with the following 
structure containing the broken-out fields of a line in the network services data base, 
/etc/services. 

struct servent { 

char ♦s_name; /• official name of service ♦/ 
char **s_aliases; /• alias list */ 
long s_j)ort; /* port service resides at ♦/ 

char •sjffoto; /• protocol to use •/ 

), 

The members of this structure are: 

s__name The official name of the service. 

s_aliases A zero terminated list of alternate names for the sendee. 

sj}ort The port number at which the service resides. Port numbers are returned in network 
byte order. 

s j)roto The name of the protocol to use when contacting the service. 

Getservent reads the next line of the file, opening the file if necessary. 

Setservent opens and rewinds the file. If the stayopen fiag is non>zero, the net data base will not 
be closed aifter each call to getservent (either directly, or indirectly through om of the other 
"getserv" calls). 

Endservent closes the file. 

Getservbyname and getservbyport sequentially search from the beginning of the file until a match- 
ing protocol name or port number is found, or until EOF is encountered. If a proto^l name is 
also supplied (non-NULL), searches must also match the protocol. 

FILES 

/etc/services 

SEE ALSO 

getprotoent(3N), services (5) 

DIAGNOSTICS 

Null pointer (0) returned on EOF or error. 

BUGS 

All information is contained in a static area so it must be copied if it is to be saved. Expecting 
port numbers to fit in a 32 bit quantity is probably naive. 



4th Berkeley Distribution 



9 February 1983 



1 



INETON) 



UNIX Programmer's Manual 



INETON) 



NAME 

inet_addr, inet_network, inet^ntoa, inet_makeaddr, inetjnaof, inet^netof — Internet address 
manipulation routines 

SYNOPSIS 

#include <sys/socket.h> 
#indude <netinet/in.h> 
#inc!ude <arpa/inet.h> 

struct in.addr inet_addr(cp) 
char 'cp; 

int inet__network(cp) 
char *cp; 

char •inet_ntoa(in) 
struct inet_addr in; 

struct in_addr inet_makeaddr(net, Ina) 
int net, Ina; 

int inet_lnaof (in) 
struct in_addr in; 

int inet_netof(in) 
struct in_addr in; 

DESCRIPTION 

The routines inetjaddr and inet_network each interpret character strings representing numbers 
expressed in the Internet standard notation, returning numbers suitable for use as Internet 
addresses and Internet network numbers, respectively. The routine inet_ntoa takes an Internet 
address and returns an ASCII string representing the address in notation. The routine 
inetjnakeaddr takes an Internet network number and a local network address and constructs an 
Internet address from it. The routines inetjietof and inetjnaof break apart Internet host 
addresses, returning the network number and local network address part, respectively. 

All Internet address are returned in network order (bytes ordered from left to right). All net- 
work numbers and local address parts are returned as machine format integer values. 

INTERNET ADDRESSES 

Values specified using the notation take one of the following forms: 
a.b.c.d 
a.b.c 
a.b 

When four parts are specified, each is interpreted as a byte of data and assigned, from left to 
right, to the four bytes of an Internet address. Note that when an Internet address is viewed as 
a 32-bit integer quantity on the VAX the bytes referred to above appear as "d.c.b.a". That is, 
VAX bytes are ordered from right to left. 

When a three part address is specified, the last part is interpreted as a 16-bit quantity and placed 
in the right most two bytes of the network address. This makes the three part address format 
convenient for specifying Class B network addresses as '*128.net.host'\ 

When a two part address is supplied, the last part is interpreted as a 24-bit quantity and placed 
in the right most three bytes of the network address. This makes the two part address format 
convenient for specifying Class A network addresses as **net.host**. 

When only one part is given, the value is stored directly in the network address without any 
byte rearrangement. 
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All numbers supplied as 'Mparts** in a notation may be decimal, octal, or hexadecimal, as 
specified in the C language (i.e. a leading Ox or OX implies hexadecimal; otherwise, a leading 0 
implies octal; otherwise, the number is interpreted as decimal). 

SEE ALSO 

gethostentON), getnetentON), hosts(5), networks(S), 
DIAGNOSTICS 

The value — lis returned by and /we/_./2e/wor^ for malformed requests. 

BUGS 

The problem of host byte ordering versus network byte ordering is confusing. A simple way to 
specify Class C network addresses in a manner similar to that for Class B and Class A is 
needed. The string returned by inetjttoa resides in a static memory area. 
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NAME 

stdio — standard buffered input/output package 

SYNOPSIS 

#include <stdio.h> 

FILE *stdiii; 
FILE «stdout; 
FILE *stderr; 

DESCRIPTION 

The functions described in section 38 constitute a user-level buffering scheme. The in-line 
macros getc and putcOS) handle characters quickly. The higher level routines gets, /gets, scan/, 
fscanf, /read, puts^ /puts, print/, Jprintf, fwrite all use getc and putc\ they can be freely intermixed. 

A file with associated buffering is called a stream, and is declared to be a pointer to a defined 
type FILE. Fopen(3S) creates certain descriptive data for a stream and returns a pointer to 
designate the stream in all further transactions. There are three normally open streams with 
constant pointers declared in the include file and associated with the standard open files: 

stdin standard input file 
stdout standard output file 
stderr standard error file 

A constant ^pointer' NULL (0) designates no stream at all. 

An integer constant EOF (—1) is returned upon end of file or error by integer functions that 
deal with streams. 

Any routine that uses the standard input/output package must include the header file 
< stdio. h> of pertinent macro definitions. The functions and constants mentioned in sections 
labeled 3S are declared in the include file and need no further declaration. The constants, and 
the following 'functions' are implemented as macros; redeclaration of these names is perilous: 
getc, getchar, putc, putchar, feof, /error, fileno. 

SEE ALSO 

open(2), close(2), read(2), write(2), fread(3S), fseek(3S), f»(3S) 
DIAGNOSTICS 

The value EOF is returned uniformly to indicate that a FILE pointer has not been initialized 
with /open, input (output) has been attempted on an output (input) stream, or a FILE pointer 
designates corrupt or otherwise unintelligible FILE data. 

For purposes of efficiency, this implementation of the standard library has been changed to line 
buffer output to a terminal by default and attempts to do this transparently by flushing the out- 
put whenever a read{2) from the standard input is necessary. This is almost always tran- 
sparent, but may cause confusion or malfunctioning of programs which use standard i/o rou- 
tines but use readil) themselves to read from the standard input. 

In cases where a large amount of computation is done after printing part of a line on an output 
terminal, it is necessary to fflushOS) the standard output before going off and computing so 
that the output will appear. 

BUGS 

The standard buffered functions do not interact well with certain other library and system func- 
tions, especially v/ork and abort. 

LIST OF FUNCTIONS 

Name Appears on Page Description 

clearerr ferror.3s stream status inquiries 
fclose fclose.Bs close or flush a stream 
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feof ferror.3s stream status inquiries 

ferror ferror.Ss stream status inquiries 

fHush fclose.Ss close or flush a stream 

fgetc getc.3s get character or word from stream 

fgets getsJs get a string from a stream 

fileno ferror.3s stream status inquiries 

fprintf printf.3s formatted output conversion 

fputc putc.3s put character or word on a stream 

fputs puts. 3s put a string on a stream 

fread fread.3s buffered binary input/output 

fscanf scanf.3s formatted input conversion 

fseek fseek.3s reposition a stream 

ftell fseek.3s reposition a stream 

fwrite fread.3s buffered binary input/output 

getc getc.3s get character or word from stream 

getchar getc.3s get character or word from stream 

gets gets.3s get a string from a stream 

getw getc.3s get character or word from stream 

printf printf.3s formatted output conversion 

putc putc.3s put character or word on a stream 

putchar putc.3s put character or word on a stream 

puts puts.3s put a string on a stream 

putw putc.3s put character or word on a stream 

rewind fseek.3s reposition a stream 

scanf scanf.3s formatted input conversion 

setbuf setbuf.3s assign buffering to a stream 

setbuffer setbuf. 3s assign buffering to a stream 

setlinebuf setbuf.3s assign buffering to a stream 

sprintf printf.3s formatted output conversion 

sscanf scanf. 3s formatted input conversion 

ungetc ungetc.3s push character back into input stream 
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NAME 

fclose, fflush — close or flush a stream 

SYNOPSIS 

#inclufle <stdio.h> 

fdose (stream) 
FILE •stream; 

fflush (stream) 
FILE 'Stream; 

DESCRIPTION 

Fclose causes any buffers for the named stream to be emptied, and the file to be closed. Buffers 
allocated by the standard input/output system are freed. 

Fchse is performed automatically upon calling ex// (3). 

Fflush causes any buffered data for the named output stream to be written to that file. The 
stream remains open. 

SEE ALSO 

close(2), fopenOS), setbufOS) 

DIAGNOSTICS 

These routines return EOF if stream is not associated with an output file, or if buffered data 
cannot be transferred to that file. 
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NAME 

ferror, feof, clearerr, fUeno ~ stream status inquiries 

SYNOPSIS 

#include <stdio.h> 

feofCstieam) 
FILE •stream; 

fferror (stream) 
FILE •stream 

clearerr(stream) 
FILE •stream 

flleno (stream) 
FILE •stream; 

DESCRIPTION 

Feo/Tttums non-zero when end of file is read on the named input stream, otherwise zero. 

Ferror returns non-zero when an error has occurred reading or writing the named stream, other- 
wise zero. Unless cleared by clearerr, the error indication lasts until the stream is closed. 

Clrerr resets the error indication on the named stream. 

Fileno returns the integer file descriptor associated with the stream, ste open (2). 

These functions are implemented as macros; they cannot be redeclared. 

SEE ALSO 

fopenOS), open(2) 
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NAME 

fopen, freopen, fdopen ~ open a stream 

SYNOPSIS 

#include <stdio.h> 

FILE 'fopen (filename, type) 
char •filename, 'type; 

FILE *freopen (filename, type, stream) 
char •filename, •type; 
FILE •stream; 

FILE •fdopen (fildes, type) 
char •type; 

DESCRIPTION 

Fopen opens the file named by filename and associates a stream with it. Fopen returns a pointer 
to be used to identify the stream in subsequent operations. 

J^pe is a character string having one of the following values: 

"r" open for reading 

"w" create for writing 

"a" append: open for writing at end of file, or create for writing 

In addition, each type may be followed by a to have the file opened for reading and writing. 
"r+" positions the stream at the beginning of the file, '•w+*' creates or truncates it, and "a 4-" 
positions it at the end. Both reads and writes may be used on read/write streams, with the limi- 
tation that Sin/seek, rewind, or reading an end-of-file must be used between a read and a write 
or vice-versa. 

Freopen substitutes the named file in place of the open stream. It returns the original value of 
stream. The original stream is closed. 

Freopen is typically used to attach the preopened constant names, stdin, stdout, stderr, to 
specified files. 

Fdopen associates a stream with a file descriptor obtained from open, dup, creat, or piped). The 
type of the stream must agree with the mode of the open file. 

SEE ALSO 

open(2), fcloseO) 

DIAGNOSTICS 

Fopen and fireopen return the pointer NULL if filename cannot be accessed. 

BUGS 

Fdopen is not portable to systems other than UNIX. 

The read/write types do not exist on all systems. Those systems without read/write modes will 
probably treat the type as if the was not present. These are unreliable in any event. 
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NAME 

fread, fwrite — buffered binary input/output 

SYNOPSIS 

#include <stdio.h> 

fread(ptr, sizeof(*ptr), nitems, stream) 
FILE •stream; 

fwrite(ptr, sizeof(*ptr), nitems, stream) 
FILE ^stream; 

DESCRIPTION 

Ffea</ reads, into a block beginning at ptr^ nitems of data of the type of *ptr from the named 
input stream. It returns the number of items actually read. 

If stream is stdin and the standard output is line buffered, then any partial output line will be 
flushed before any call to read{l) to satisfy the fread. 

Fwrite appends at most nitems of data of the type of *ptr beginning at ptr to the named output 
stream. It returns the number of items actually written. 

SEE ALSO 

read(2), write(2), fopen(3S), getcOS), putc(3S), getsOS), putsOS), printfOS), scanfOS) 

DIAGNOSTICS 

/>«a</ and /MT/'fe return 0 Upon end of file or error. 
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NAME 

fseek, ftell, rewind — reposition a stream 

SYNOPSIS 

#include <stdio.h> 

fseek (stream, offset, ptrname) 
FILE •stream; 
long offset; 

long ftelKstieam) 
FILE •stream; 

rewind (stream) 

DESCRIPTION 

Fseek sets the position of the next input or output operation on the stream. The new position is 
at the signed distance ojffset bytes from the beginning, the current position, or the end of the 
file, according as ptrname has the value 0, 1, or 2. 

Fseek undoes any effects of ungetcOS). 

Ftell returns the current value of the offset relative to the beginning of the file associated with 
the named stream. It is measured in bytes on UNIX; on some other systems it is a magic 
cookie, and the only foolproof way to obtain an Q/^r for 

Rewind{stream) \seq^vd\tTiX\o JseekistreamyQLy^). 

SEE ALSO 

lseek(2), fopenOS) 

DIAGNOSTICS 

Fseek returns —1 for improper seeks. 
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NAME 

getc, getchar, fgetc, getw — get character or word from stream 

SYNOPSIS 

#include <stdio.li> 

Int getc(stream) 
FILE •stream; 

int getcharO 

int fgetc(stieam) 
FILE •stream; 

int getw (stream) 
FILE •stream; 

DESCRIPTION 

Getc returns the next character from the named input stream. 
GetcharO \s identical to getcistdin). 

Fgetc behaves like getCy but is a genuine function, not a macro; it may be used to save object 
text. 

Getw returns the next word (in a 32-bit integer on a VAX- 11) from the named input stream. It 
returns the constant EOF upon end of file or error, but since that is a good integer value, feof 
and ferrorOS) should be used to check the success of getw. Getw assumes no special alignment 
in the file. 

SEE ALSO 

fopenOS), putcOS), gets(3S), scanfOS), freadOS), ungetcOS) 
DIAGNOSTICS 

These functions return the integer constant EOF at end of file or upon read error. 

A stop with message, 'Reading bad file*, means an attempt has been made to read from a 
stream that has not been opened for reading by /ope/t. 

BUGS 

The end-of-file return from getchar is incompatible with that in UNIX editions 1-6. 

Because it is implemented as a macro, getc treats a stream argument with side effects incorrectly. 
In particular, 'getc(*f++);' doesn't work sensibly. 
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NAME 

gets, fgets — get a string from a stream 

SYNOPSIS 

#include <stdio.h> 

char •gets(s) 
char •s; 

char 'fgets (s, n, stream) 
char 's; 
FILE ^stream; 

DESCRIPTION 

Gets reads a string into s from the standard input stream stdin. The string is terminated by a 
newline character, which is replaced in 5 by a null character. Gets returns its argument. 

Fgets reads n^l characters, or up to a newline character, whichever comes first, from the 
stream into the string 5. The last character read into s is followed by a null character. Fgets 
returns its first argument. 

SEE ALSO 

putsOS), getcOS), scanfOS), freadOS), ferrorOS) 
DIAGNOSTICS 

Gets and^ets return the constant pointer NULL upon end of file or error. 

BUGS 

Gets deletes a newline, ^ts keeps it, all in the name of backward compatibility. 
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NAME 

printf, fprintf, sprintf — formatted output conversion 

SYNOPSIS 

#include <stdio.h> 

printf (format [, arg ] ... ) 
char •format;. 

fprintf (stream, format [, arg ] ... ) 
FILE *stream; 
char •format; 

sprintf (s, format [, arg 1 ... ) 
char •St format; 

#inelude <varargs.h> 
_dopnit (format, args, stream) 
char 'format; 
ya_list ^args; 
FILE •stream; 

DESCRIPTION 

Printf places output on the standard output stream stdout. Fprintf places output on the named 
output stream. Sprintf places 'output' in the string s, followed by the character '\0\ All of 
these routines work by calling the internal routine _dopnit, using the variable-length argument 
facilities of varargsO). 

Each of these functions converts, formats, and prints its arguments after the first under control 
of the first argument. The first argument is a character string which contains two types of 
objects: plain characters, which are simply copied to the output stream, and conversion 
specifications, each of which causes conversion and printing of the next successive arg printf 

Each conversion specification is introduced by the character %. Following the %, there may be 

• an optional minus sign * — ' which specifies left acHustment of the converted value in the 
indicated field; 

• an optional digit string specifying a field width; if the converted value has fewer charac- 
ters than the field width it will be blank-padded on the left (or right, if the left- 
adjustment indicator has been given) to make up the field width; if the field width 
begins with a zero, zero-padding will be done instead of blank-padding; 

• an optional period which serves to separate the field width from the next digit string; 

• an optional digit string specifying a precision which specifies the number of digits to 
appear after the decimal point, for e- and f-conversion, or the maximum number of 
characters to be printed from a string; 

• an optional character specifying that the value should be converted to an "alternate 
form". For c, d, s, and u, conversions, this option has no effect. For o conversions, 
the precision of the number is increased to force the first character of the output string 
to a zero. For x(X) conversion, a non-zero result has the string Ox (OX) prepended to 
it. For e, E, f, g, and G, conversions, the result will always contain a decimal point, 
even if no digits follow the point (normally, a decimal point only appears in the results 
of those conversions if a digit follows the decimal point). For g and G conversions, 
trailing zeros are not removed from the result as they would otherwise be. 

• the character 1 specifying that a following d, o, x, or u corresponds to a long integer 
arg. 

• a character which indicates the type of conversion to be applied. 
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A field width or precision may be *** instead of a digit string. In this case an integer arg sup- 
plies the field width or precision. 

The conversion characters and their meanings are 

dox The integer arg is converted to decimal, octal, or hexadecimal notation respectively. 

f The float or double arg is converted to decimal notation in the style Iddd.ddd' 
where the number of d's after the decimal point is equal to the precision specification 
for the argument. If the precision is missing, 6 digits are given; if the precision is 
explicitly 0, no digits and no decimal point are printed. 

e The float or double arg is converted in the style ]d.ddde±dd* where there is one 
digit before the decimal point and the number after is equal to the precision 
specification for the argument; when the precision is missing, 6 digits are produced. 

g The float or double arg is printed in style d, in style f, or in style e, whichever gives full 
precision in minimum space. 

c The character arg is printed. 

s Arg IS taken to be a string (character pointer) and characters from the string are printed 
until a null character or until the number of characters indicated by the precision 
specification is reached; however if the precision is 0 or missing all characters up to a 
null are printed. 

u The unsigned integer arg is converted to decimal and printed (the result will be in the 
range 0 through MAXUINT, where MAXUINT equals 4294967295 on a VAX- 11 and 
65535 on a PDP-11). 

% Print a *%'; no argument is converted. 

In no case does a non-existent or small field width cause truncation of a field; padding takes 
place only if the specified field width exceeds the actual width. Characters generated by pr'mtf 
are printed by putcOS). 

Examples 

To print a date and time in the form 'Sunday, July 3, 10:02', where weekday and month are 
pointers to null-terminated strings: 

printfC'%s, %s %d, %02d:%02d", weekday, month, day, hour, min); 

To print tr to 5 decimals: 

printfC'pi - %.5r, 4*atan(1.0)); 

SEE ALSO 

putc(3S), scanf(3S), ecvt(3) 

BUGS 

Very wide fields (> 128 characters) fail. * 
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NAME 

putc, putchar, fputc, putw — put character or word on a stream 

SYNOPSIS 

#indude <stdio.h> 

int putcCc, stream) 
chare; 

FILE 'Stream; 

putcharCc) 

fputcCc, stream) 
FILE 'Stream; 

putw(w, stream) 
FILE 'Stream; 

DESCRIPTION 

Putc appends the character c to the named output stream. It returns the character written. 
Putcharic) is defined as putcic, stdout). 

Fputc behaves like putc, but is a genuine function rather than a macro. 

Putw appends word (that is, int) w to the output stream. It returns the word written. Putw nei- 
ther assumes nor causes special alignment in the file. 

SEE ALSO 

fopenOS), fcloseOS), getcOS), putsOS), printfOS), freadOS) 
DIAGNOSTICS 

These functions return the constant EOF upon error. Since this is a good integer, ferrorOS) 
should be used to detect putw errors. 

BUGS 

Because it is implemented as a macro, putc treats a stream argument with side effects improper- 
ly. In particular 

putc(c, •f++); 

doesn't work sensibly. 

Errors can occur long after the call to putc. 
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NAME 

puts, fputs " put a string on a stream 

SYNOPSIS 

#inclttde <stdio.h> 

puts(s) 
char 's; 

fputs (s, stream) 
char 's; 
FILE •stream; 

DESCRIPTION 

Puts copies the null-terminated string s to the standard output stream stdout and appends a 
newlme character. 

Fputs copies the null-terminated string s to the named output stream. 
Neither routine copies the terminal null character. 
SEE ALSO 

fopenOS), getsOS), putc(3S), printfOS), ferrorOS) 
freadOS) for /write 

BUGS 

Puts appends a newline, ^ts does not, all in the name of backward compatibility. 
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NAME 

scanf, fscanf, sscanf — formatted input conversion 

SYNOPSIS 

#include <stdlo.h> 

scanf (format ( , pointer ] . . . ) 
char •format; 

fscanfCstream, format [ , pointer ] . . . ) 
FILE •stream; 
char •format; 

sscanf (s, format [ , pointer ] . . . ) 
char •s, •format; 

DESCRIPTION 

iSca/i/* reads from the standard input stream stdin. Fscartf reads from the named input stream. 
Sscanf iQdds from the character string 5. Each function reads characters, interprets them ac< 
cording to a format, and stores the results in its arguments. Each expects as arguments a con- 
trol string format J described below, and a set of pointer arguments indicating where the convert- 
ed input should be stored. 

The control string usually contains conversion specifications, which are used to direct interpre- 
tation of input sequences. The control string may contain: 

1. Blanks, tabs or newlines, which match optional white space in the input. 

2. An ordinary character (not %) which must match the next character of the input stream. 

3. Conversion specifications, consisting of the character %, an optional assignment suppress- 
ing character •, an optional numerical maximum field width, and a conversion character. 

A conversion specification directs the conversion of the next input field; the result is placed in 
the variable pointed to by the corresponding argument, unless assignment suppression was indi- 
cated by •. An input field is defined as a string of non-space characters; it extends to the next 
inappropriate character or until the field width, if specified, is exhausted. 

The conversion character indicates the interpretation of the input field; the corresponding 
pointer argument must usually be of a restricted type. The following conversion characters are 
legal: 

% a single *%* is expected in the input at this point; no assignment is done. 

d a decimal integer is expected; the corresponding argument should be an integer pointer. 

0 an octal integer is expected; the corresponding argument should be a integer pointer. 

X a hexadecimal integer is expected; the corresponding argument should be an integer 
pointer. 

s a character string is expected; the corresponding argument should be a character pointer 
pointing to an array of characters large enough to accept the string and a terminating '\0\ 
which will be added. The input field is terminated by a space character or a newline. 

c a character is expected; the corresponding argument should be a character pointer. The 
normal skip over space characters is suppressed in this case; to read the next non-space 
character, try '%ls'. If a field width is given, the corresponding argument should refer to a 
character array, and the indicated number of characters is read. 

e a floating point number is expected; the next field is converted accordingly and stored 
f through the corresponding argument, which should be a pointer to a float. The input for- 
mat for floating point numbers is an optionally signed string of digits possibly containing a 
decimal point, followed by an optional exponent field consisting of an £ or e followed by 
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an optionally signed integer. 

I indicates a string not to be delimited by space characters. The left bracket is followed by a 
set of characters and a right bracket; the characters between the brackets define a set of 
characters making up the string. If the first character is not circumflex C), the input field 
is all characters until the first character not in the set between the brackets; if the first char- 
acter after the left bracket is the input field is all characters until the first character which 
is in the remaining set of characters between the brackets. The corresponding argument 
must point to a character array. 

The conversion characters o and x may be capitalized or preceded by 1 to indicate that a 
pointer to long rather than to int is in the argument list. Similarly, the conversion characters e 
or f may be capitalized or preceded by 1 to indicate a pointer to double rather than to float. The 
conversion characters d, o and x may be preceded by h to indicate a pointer to short rather than 
to int. 

The 5ca/{/'functions return the number of successfully matched and assigned input items. This 
can be used to decide how many input items were found. The constant EOF is returned upon 
end of input; note that this is different from 0, which means that no conversion was done; if 
conversion was intended, it was frustrated by an inappropriate character in the input. 

For example, the call 

int i; float x; char name [SO]; 
scanf("%d%f%s", &i, &x, name); 

with the input line 

25 54.32E-1 thompson 

will assign to / the value 25, xthe value 5.432, and name will contain 'thompsorKO'. Or, 

int i; float x; char name [50]; 
scanf("%2d%f%*d%[1234567890l", &i, &x, name); 

with input 

56789 0123 56a72 

will assign 56 to /, 789.0 to x, skip *0123\ and place the string '56\0' in name. The next call to 
getchar will return 'a*. 

SEE ALSO 

atof(3), getc(3S), printf(3S) 

DIAGNOSTICS 

The scartf functions return EOF on end of input, and a short count for missing or illegal data 
items. 

BUGS 

The success of literal matches and suppressed assignments is not directly determinable. 
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NAME 

setbuf, setbuffer, setlinebuf — assign buffering to a stream 

SYNOPSIS 

#include <stdio.h> 

setbuf (stream, buf) 
FILE *stream; 
char 'buf; 

setbuffer (stream, buf, size) 
FILE •stream; 
char 'buf; 

int size; 

setlinebuf (stream) 
FILE •stream; 

DESCRIPTION 

The three types of buffering available are unbuffered, block buffered, and line buffered. When 
an output stream is unbuffered, information appears on the destination file or terminal as soon 
as written; when it is block buffered many characters are saved up and written as a block; when 
it is line buffered characters are saved up until a newline is encountered or input is read from 
stdin. Fflush (see fcloseOS)) may be used to force the block out early. Normally all files are 
block buffered. A buffer is obtained from mallocO) upon the first getc or putcOS) on the file. 
If the standard stream stdout refers to a terminal it is line buffered. The standard stream stderr 
is always unbuffered. 

Setbuf \s used after a stream has been opened but before it is read or written. The character ar- 
ray bttf'is used instead of an automatically allocated buffer. If buf is the constant pointer NULL, 
input/output will be completely unbuffered. A manifest constant BUFSIZ tells how big an array 
is needed: 

char buf[BUFSIZ]; 

Setbtiffer, an alternate form of setbt^fy is used after a stream has been opened but before it is 
read or written. The character array bttf whose size is determined by the size argument is used 
instead of an automatically allocated buffer. If bi(fts the constant pointer NULL, input/output 
will be completely unbuffered. 

Setlinebtif is used to change stdout or stderr from block buffered or unbuffered to line buffered. 
Unlike setbiif and setbvffer it can be used at any time that the file descriptor is active. 

A file can be changed from unbuffered or line buffered to block buffered by using freopen (see 
fopenOS)). A file can be changed from block buffered or line buffered to unbuffered by using 
freopen followed by setbtufmiYi a buffer argument of NULL. 

SEE ALSO 

fopenOS), getcOS), putc(3S), mallocO), fcloseOS), putsOS), printfOS), freadOS) 

BUGS 

The standard error stream should be line buffered by default. 

The setbtiffer and 5er///ie^t(^f unctions are not portable to non 4.2 BSD versions of UNIX. 
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NAME 

ungetc — push character back into input stream 

SYNOPSIS 

#include <stdio.h> 

ungetc (c, stream) 
FILE 'Stream; 

DESCRIPTION 

Ungetc pushes the character c back on an input stream. That character will be returned by the 
next getc call on that stream. Ungetc returns c. 

One character of pushback is guaranteed provided something has been read from the stream 
and the stream is actually buffered. Attempts to push EOF are rejected. 

Fseek{3S) erases all memory of pushed back characters. 

SEE ALSO 

getcOS), setbufOS), fseekOS) 

DIAGNOSTICS 

Ungetc returns EOF if it can't push a character back. 
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NAME 

intro — introduction to miscellaneous library functions 
DESCRIPTION 

These functions constitute minor libraries and other miscellaneous run-time facilities. Most are 
available only when programming in C. The list below includes libraries which provide device 
independent plotting functions, terminal independent screen management routines for two 
dimensional non-bitmap display terminals, functions for managing data bases with inverted 
indexes, and sundry routines used in executing commands on remote machines. The routines 
getdiskbyname^ rcmd^ rresvport, ruserok, and rexec reside in the standard C run-time library 
Ic'". All other functions are located in separate libraries indicated in each manual entry. 

FILES 

/lib/libc.a 

/usr/lib/libdbm.a 

/usr/lib/libtermcap.a 

/usr/lib/libcurses.a 

/usr/lib/lib2648.a 

/usr/lib/libplot.a 

LIST OF FUNCTIONS 





jippsuii on J age 


description 


arc 


plot.3x 


graphics interface 


assert 


assert. 3x 


program verification 


circle 


plot.3x 


graphics interface 


closepl 


plot.3x 


graphics interface 


cont 


plot. 3 X 


graphics interface 


curses 


curses. 3 X 


screen functions with "optimal" cursor motion 


dbminit 


dbm.3x 


data base subroutines 


delete 


dbm.3x 


data base subroutines 


endfsent 


getfsent.3x 


get file system descriptor file entry 


erase 


plot.3x 


graphics interface 


fetch 


dbm.3x 


data base subroutines 


firstkey 


dbm.3x 


data base subroutines 


getdiskbyname 


getdisk.3x 


get disk description by its name 


getfsent 


getfsent.3x 


get file system descriptor file entry 


getfsfile 


getfsent.3x 


get file system descriptor file entry 


getfsspec 


getfsent.3x 


get file system descriptor file entry 


getfstype 


getfsent.3x 


get file system descriptor file entry 


initgroups 


initgroups. 3x 


initialize group access list 


label 


plot.3x 


graphics interface 


lib2648 


lib2648.3x 


subroutines for the HP 2648 graphics terminal 


line 


plot. 3 X 


graphics interface 


linemod 


plot.3x 


graphics interface 


move 


plot.3x 


graphics interface 


nextkey 


dbm,3x 


data base subroutines 


plot: openpl 


plot.3x 


graphics interface 


point 


plot.3x 


graphics interface 


rcmd 


rcmd.3x 


routines for returning a stream to a remote command 


rexec 


rexec.3x 


return stream to a remote command 


rresvport 


rcmd.3x 


routines for returning a stream to a remote command 


ruserok 


rcmd.3x 


routines for returning a stream to a remote command 


setfsent 


getfsent.3x 


get file system descriptor file entry 


space 


plotJx 


graphics interface 
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store dbm.3x 

tgetent termcap.Sx 

tgetflag termcap.Sx 

tgetnum termcapJx 

tgetstr termcap.Sx 

tgoto termcap.Sx 

tputs termcap.Sx 



data base subroutines 
terminal independent operation routines 
terminal independent operation routines 
terminal independent operation routines 
terminal independent operation routines 
terminal independent operation routines 
terminal independent operation routines 
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NAME 

assert — program verification 

SYNOPSIS 

#indude <assert.h> 

assert (expression) 

DESCRIPTION 

Assert is a macro that indicates expression is expected to be true at this point in the program. It 
causes an exitil) with a diagnostic comment on the standard output when expression is false (0). 
Compiling with the cc(l) option -DNDEBUG effectively deletes assert from the program. 

DIAGNOSTICS 

^Assertion failed: file / line n.' F\s the source file and n the source line number of the assert 
statement. 
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NAME 



curses — screen functions with "optimal** cursor motion 
SYNOPSIS 

cc [ flags ] files ^Icurses — Itermcap [ libraries ] 
DESCRIPTION 

These routines give the user a method of updating screens with reasonable optimization. They 
keep an image of the current screen, and the user sets up an image of a new one. Then the 
refreshO tells the routines to make the current screen look like the new one. In order to initial- 
ize the routines, the routine initscrO must be called before any of the other routines that deal 
with windows and screens are used. The routine endwinO should be called before exiting. 

SEE ALSO 

Screen Updating and Cursor Movement Optimization: A Library Package, Ken Arnold, 
ioctl(2), getenvO), tty(4), tenncap(S) 

AUTHOR 

Ken Arnold 



FUNCTIONS 



addch(ch) 
addstr(str) 
box(win,vert,hor) 
crmodeO 
clear 0 

clearok(scr,boolf) 

clrtobotO 

clrtoeolQ 

delchO 

deletelnO 

delwin(win) 

echoO 

endwinO 

erase 0 

getchO 

getcap(name) 

getstr(str) 

gettmodeO 

getyx(win,y,x) 

inchO 

initscrO 

insch(c) 

insertlnO 

leaveok(win,boolf) 
longname (termbuf ,name) 
move(y,x) 

mvcur(lasty,lastx,newy,newx) 
newwin(lines,cols,begin_y, begin x) 
nlO 

nocrmodeO 
noechoO 
nonlO 
norawQ 

overlay (winl ,win2) 
overwrite (winl ,win2) 



add a character to stdscr 

add a string to stdscr 

draw a box around a window 

set cbreak mode 

clear stdscr 

set clear flag for scr 

clear to bottom on stdscr 

clear to end of line on stdscr 

delete a character 

delete a line 

delete win 

set echo mode 

end window modes 

erase stdscr 

get a char through stdscr 

get terminal capability name 

get a string through stdscr 

get tty modes 

get (y,x) co-ordinates 

get char at cunent (y,x) co-ordinates 

initialize screens 

insert a char 

insert a line 

set leave flag for win 

get long name from termbttf 

move to (y,x) on stdscr 

actually move cursor 

create a new window 

set newline mapping 

unset cbreak mode 

unset echo mode 

unset newline mapping 

unset raw mode 

overlay winl on win2 

overwrite winl on top of win2 
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printw(fmt,argl ,arg2,...) 

rawO 

refreshO 

resettyO 

savettyO 

scanw(fmt,argl ,arg2,...) 
scroll (win) 
scrollok(win,boolf) 
setterm(name) 
standendO 
standout 0 

subwin(win,lines,cols,begin_y,begin_x) 

touchwin(win) 

unctrl(ch) 

waddch(win,ch) 

waddstr(win,str) 

wclear(win) 

wclrtobot(win) 

wclrtoeol(win) 

wdelch(win,c) 

wdeleteln(win) 

werase(win) 

wgetch(win) 

wgetstr(win,str) 

winch (win) 

winsch(win,c) 

winsertln(win) 

wmove(win,y,x) 

wprintw(win,fmt,argl ,arg2,...) 

wrefresh(win) 

wscanw(win,fmt,argl ,arg2,...) 

wstandend(win) 

wstandout(win) 

BUGS 



printf on stdscr 
set raw mode 

make current screen look like stdscr 
reset tty flags to stored value 
stored current tty flags 
scanf through suiscr 
scroll win one line 
set scroll flag 

set term variables for name 
end standout mode 
start standout mode 
create a subwindow 
"change" all of win 
printable version of ch 
add char to win 
add string to win 
clear win 

clear to bottom of win 
clear to end of line on win 
delete char from win 
delete line from win 
erase win 

get a char through win 

get a string through win 

get char at current (y,x) in win 

insert char into win 

insert line into win 

set current (y,x) co-ordinates on win 

printf on win 

make screen look like win 

scanf through win 

end standout mode on win 

start standout mode on win 
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NAME 

dbminit, fetch, store, delete, firstkey, nextkcy — data base subroutines 

SYNOPSIS 

typcdef struct { 

char *dptr.; 

hit dsize; 
} datum; 

dbn)init(nic) 
char *filc; 

datum fetch(kcy) 
datum key; 

store(kcy, content) 
datum key, content; 

de!ctc(kcy) 
datum key; 

datum firstkcyO 

datum nextkey(kcy) 
datuni key; 

DESCRIPIION 

lliese functions maintain key /content pairs in a data base. Tiie functions will liandlc very large (a 
billion blocks) databases and will access a keyed item in one or two file system accesses. The func- 
tions arc obtained with the loader option — Ulbm. 

Key^ and coti/enf^ arc described by the dalutu typcdef. A daluni specifics a string of dsize bytes 
pointed to by Jptr. Arbitrai'y binary data, as well as normal ASCII strings, are allowed. The data 
base is stored in two files. One file is a directory containing a bit map and has. \dir' as its suffix. 
The second file contains all datii and has '.pag' as its sulfix. 

Before a database can be accessed, it must be opened by dbminit. At the time of this call, the files 
filcAxx and Jile.{tag must exist (An empty datiibase is created by creating /,ero-length '.dir' and 
*.pag' files.) 

Once open, the dat«i stoied under a key is accessed by fetch and datii is placed under a key by 
s/ore. A key (and its asst)ciatcd contents) is deleted by delete. A linear pass through all keys in a 
database may be made, in an (apparently) nindom order, by use of ftrstkcy and nexikey. Firstkey 
will return the fii-st key in Uie database. With any key iw.xlkey will return the next key in the data- 
base. 'I'his code will traverse the datii base: 

for (key = firslkeyO; kcy.dptr!= NUIJ.;kcy = ncxtkcy(key)) 

DIAGNOSTICS 

All functions thai return an //// indicate errors with negative values. A /,ero return indicates ok. 
Koutines that return a datum indicate eri-ors with a null (0) dpir. 

BUGS 

The \pag' file will contain holes so that its apparent si/e is about four times its actual content. 
Older U N IX systems may create real file blocks for these holes when touched. These files cannot 
be copied by normal means (cp, cat, tp, Uu*, ar) without filling in Uic holes. 

/)/)/r pi)iiitci*s returned by these subroutines point into static storage that is changed by subsequent 
calls. 

The sum of the si/.es of a key/content pair must not exceed the internal block si/.e (currently 1Q24 
bytes). Moreover all key/content paii-s that hash together must fit on a single block. Store will 
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return an error in tlie event that a disk block fills with inseparable data. 

Delete docs not physically reclaim file space, although it docs make it available for reuse. 

The order of keys presented by firstkey and nextkey depends on a hashing fimction, not on any- 
tliing interesting. 

Ikcause of ambiguities in this man page, there is no consistent style as to whether or not the 
"dsizc" field includes the trailing null in a name. If you are reading a database generated by some 
odicr program, as for example the sendmail alias database /usr/lib/aliases, you must know whether 
its usage has included the null in the character count (aliases docs). 
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NAME 

getdiskbyname — get disk description by its name 

SYNOPSIS 

#include <disktab.h> 

struct disktab • 
getdiskbyname(name) 
char 'name; 

DESCRIPTION 

Getdiskbyname takes a disk name (e.g. rm03) and returns a structure describing its geometry 
information and the standard disk partition tables. All information obtained from the disk- 
tabiS) file. 

< disktab. h> has the following form: 

/* @(#)disktab.h 4.2 (Berkeley) 3/6/83 */ 

/• 

* Disk description table, see disktab (S) 
•/ 

#defmeDISKTAB Vetc/disktab" 

struct disktab { 

chajr ♦d_name; /• drive name •/ 

char ♦d^type; /* drive type */ 

int d_secsize; /* sector size in bytes ♦/ 

int d_ntracks; /♦ # tracks/cylinder ♦/ 

int d^nsectors; /• # sectors/track •/ 

int d_ncylinders; /• # cylinders •/ 

int d^rpm; /• revolutions/minute •/ 

struct partition { 

int p_size; /• #sectors in partition */ 

short p^bsize;/* block size in bytes ♦/ 

short p^fsize; /* frag size in bytes */ 
} dj)artitions[8l; 

)» 



struct disktab *getdiskbyname(); 

SEE ALSO 

disktab(5) 

BUGS 

This information should be obtained from the system for Iocall> ivailable disks (in particular, 
the disk partition tables). 
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NAME 

initgroups — initialize group access list 

SYNOPSIS 

initgroups (name, basegid) 
char «name; 
int basegid; 

DESCRIPTION 

Initgroups reads through the group file and sets up, using the setgroupsil) call, the group access 
list for the user specified in name. The basegid is automatically included in the groups list. 
Typically this value is given as the group number from the password file. 

FILES 

/etc/group 

SEE ALSO 

setgroups(2) 

DIAGNOSTICS 

Initgroups returns — 1 if it was not invoked by the super-user. 

BUGS 

Initgroups uses the routines based on getgrentO) . If the invoking program uses any of these 
routines, the group structure will be overwritten in the call to initgroups. 

Noone seems to keep /etc/group up to date. 
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NAME 

lib2648 ~ subroutines for the HP 2648 graphics terminal 

SYNOPSIS 

#inclttde <stdio.h> 

typedef char *bitmat; 
FILE •trace; 

cc filex -12648 
DESCRIPTION 

Lib2648 is a general purpose library of subroutines useful for interactive graphics on the 
Hewlett-Packard 2648 graphics terminal. To use it you must call the routine ttyiniti) at the 
beginning of execution, and t/o/i^O at the end of execution. All terminal input and output 
must go through the routines rawchar, readline^ outchar^ and outstr. 

Lib2648 does the necessary "E/'^F handshaking if getenvCTERM") returns ''hp2648'\ as it will 
if set by tsetil). Any other value, including for example **2648'\ will disable handshaking. 

Bit matrix routines are provided to model the graphics memory of the 2648. These routines are 
generally useful, but are specifically useful for the update function which efficiently changes 
what is on the screen to what is supposed to be on the screen. The primative bit matrix rou- 
tines are newmat^ mat, and setmat. 

The file trace, if non-null, is expected to be a file descriptor as returned by /open. If so, lib2648 
will trace the progress of the output by writing onto this file. It is provided to make debugging 
output feasible for graphics programs without messing up the screen or the escape sequences 
being sent. Typical use of trace will include: 
switch (argv[l][l]) { 
case 'T*: 

trace — fopen ("trace", "w"); 
break; 

if (trace) 

fprintf (trace, "x is %d, y is %s\n", x, y); 
dumpmat ("before update", xmat); 

ROUTINES 

agotoCx, y) 

Move the alphanumeric cursor to position (x, y), measured from thr ap^>er left comer 
of the screen. 

aoffO Turn the alphanumeric display off. 

aonO Turn the alphanumeric display on. 

aTeaciear(rmin, cmin, rmax, cmax) 

Clear the area on the graphics screen bordered by the four arguments. In normal mode 
the area is set to all black, in inverse video mode it is set to all white. 

beepO Ring the bell on the terminal. 

bitcopyCdest, src, rows, cols) bitmat dest, 

Copy a rows by cols bit matrix from src to (user provided) dest. 

dearaO 

Clear the alphanumeric display. 

cieargO 
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Clear the graphics display. Note that the 2648 will only clear the part of the screen that 
is visible if zoomed in. 

curoffO 

Turn the graphics cursor off. 

curonO 

Turn the graphics cursor on. 

dispmsg(str, x, y, maxlen) char 'str; 

Display the message str in graphics text at position (x, y). The maximum message 
length is given by maxlerty and is needed to for dispmsg to know how big an area to 
clear before drawing the message. The lower left comer of the first character is at 6c. 

yl 

doneO Should be called before the program exits. Restores the tty to normal, turns off graph- 
ics screen, turns on alphanumeric screen, flushes the standard output, etc. 

drawCx, y) 

Draw a line from the pen location to 6c, y). As with all graphics coordinates, 6c, y) is 
measured from the bottom left comer of the screen, (x, y) coordinates represent the 
first quadrant of the usual Cartesian system. 

drawbox(r, c, color, rows, cols) 

Draw a rectangular box on the graphics screen. The lower left comer is at location (r, 
c). The box is rows rows high and cols colunms wide. The box is drawn if color is 1 , 
erased if color is 0. (r, c) absolute coordinates represent row and column on the screen, 
with the origin at the lower left. They are equivsdent to 6c, y) except for being reversed 
in order. 

dumpmat(msg, rows, cols) char ^msg; bitmat m; 

If trace is non-null, write a readable ASCII representation of the matrix m on trace. Msg 
is a label to identify the output. 

emptyrow(m, rows, cols, r) bitmat m; 

Returns 1 if row r of matrix m is all zero, else returns 0. This routine is provided 
because it can be implemented more efficiently with a knowledge of the internal 
representation than a series of calls to mat. 

error(msg) char ^msg; 

Default error handler. Calls message(msg) and returns. This is called by certain rou- 
tines in lib2648. It is also suitable for calling by the user program. It is probably a 
good idea for a fancy graphics program to supply its own error procedure which uses 
setjmpO) to restart the program. 

gdefaultO 

Set the terminal to the default graphics modes, 
goff 0 Tum the graphics display off. 
gonO Turn the graphics display on. 
koffO Tum the keypad off. 

konO Turn the keypad on. This means that most special keys on the terminal (such as the 
alphanumeric arrow keys) will transmit an escape sequence instead of doing their func- 
tion locally. 

lineCxl, yl, x2, y2) 

Draw a line in the current mode from 6ci, yl) to 6c2, y2). This is equivalent to 
move(xl, yl): draw(x2, y2); except that a bug in the terminal involving repeated lines 
from the same point is compensated for. 
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lowleftO 

Move the alphanumeric cursor to the lower left (home down) position. 

mat(m, rows, cols, r, c) bitmat m; 

Used to retrieve an element from a bit matrix. Returns 1 or 0 as the value of the [r, c] 
element of the rows by cols matrix m. Bit matrices are numbered (r, c) from the upper 
left comer of the matrix, beginning at (0, 0). R represents the row, and c represents 
the column. 

message (str) char •str; 

Display the text message str at the bottom of the graphics screen. 

minmax(g, rows, cols, rmin, cmin, rmax, cmax) bitmat g; 
int •rmin, ^cmin, 'rmax, 'cmax; 

Find the smallest rectangle that contains all the 1 (on) elements in the bit matrix g. 
The coordinates are returned in the variables pointed to by rmin, cmin, rmax, cmax. 

move(x, y) 

Move the pen to location (x. y). Such motion is internal and will not cause output until 
a subsequent ^ncO. 

movecurs(x, y) 

Move the graphics cursor to location (x, y). 

bitmat newmat(rows, cols) 

Create (with mallocO)) a new bit matrix of size rows by coh. The value created (e.g. a 
pointer to the first location) is returned. A bit matrix can be freed directly with free. 

outchar(c) char c; 

Print the character c on the standard output. All output to the terminal should go 
through this routine or outstr. 

outstr(str) char 'str; 

Print the string str on the standard output by repeated calls to outchar. 

printgO 

Print the graphics display on the printer. The printer must be configured as device 6 
(the default) on the HPIB. 

char rawcharO 

Read one character from the terminal and return it. This routine or readline should be 
used to get all input, rather than getcharO), 

rboffO Turn the rubber band line off. 

rbonO Turn the rubber band line on. 

char •rdchar(c) char c; 

Return a readable representation of the ch^acter c. If c is a printing character it returns 
itself, if a control character it is shown in the 'X notation, if negative an apostrophe is 
prepended. Space returns rubout returns 

NOTE: A pointer to a static place is returned. For tiiis reason, it will not work to pass 
rdchar twice to the same Jprintf/sprintfcsW. You must instead save one of the values in 
your own buffer with strcpy. 

readline (prompt, msg, maxlen) char 'prompt, 'msg; 

Display prompt on the bottom line of the graphics display and read one line of text from 
the user, terminated by a newline. The line is placed in the buffer msg^ which has size 
maxlen c^acters. Back^ace processing is supported. 

setdearO 



4th Berkeley Distribution 



1 Marcli 1980 



3 



LIB2648(3X) 



UNIX Programmer's Manual 



UB2648(3X) 



Set the display to draw lines in erase mode. (This is reversed by inverse video mode.) 

setmat(in» rows, cols, r, c, val) Utmat m; 

The basic operation to store a value in an element of a bit matrix. The [r, d element 
of m is set to vaU which should be either 0 or 1. 

setsetO 

Set the display to draw lines in normal (solid) mode. (This is reversed by inverse video 
mode.) 

setxorO 

Set the display to draw lines in exclusive or mode. 

syncO Force all accumulated output to be displayed on the screen. This should be followed by 
fflush(stdout). The cursor is not affected by this function. Note that it is normally 
never necessary to call sync, since rawchar and readline call syncO and fflush(stdouO 
automatically. 

togvidO 

Toggle the state of video. If in normal mode, go into inverse video mode, and vice 
versa. The screen is reversed as well as the internal state of the library. 

ttyinitO 

Set up the terminal for processing. This routine should be called at the beginning of 
execution. It places the terminal in CBREAK mode, turns off echo, sets the proper 
modes in the terminal, and initializes the library. 

update (mold, mnew, rows, cols, baser, basec) bitmat mold, mnew; 

Make whatever changes are needed to make a window on the screen look like mnew. 
Mold is what the window on the screen currently looks like. The window has size rows 
by co/s, and the lower left comer on the screen of the window is [baser, based. Note: 
update was not intended to be used for the entire screen. It would work but be very 
slow and take 64K bytes of memory just for mold and mnew. It was intended for 100 
by 100 windows with objects in the center of them, and is quite fast for such windows. 

▼idinvO 

Set inverse video mode. 

yidnonnO 

Set normal video mode. 

zermat(m, rows, cols) bitmat m; 

Set the bit matrix m to all zeros. 

zoomnCsize) 

Set the hardware zoom to value size, which can range from 1 to 15. 
zoomoffO 

Turn zoom off. This forces the screen to zoom level 1 without affecting the current 
internal zoom number. 

zoomonO 

Turn zoom on. This restores the screen to the previously specified zoom size. 

DIAGNOSTICS 

The routine error is called when an error is detected. The only error currently detected is 
overflow of the buffer provided to readline. 

Subscripts out of bounds to setmat return without setting anything. 

FILES 

/usr/lib/lib2648.a 
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SEE ALSO 

fed(l) 

AUTHOR 

MarkHorton 

BUGS 

This library is not supported. It makes no attempt to use all of the features of the terminal, 
only those needed by fed. Contributions from users will be accepted for addition to the library. 

The HP 2648 terminal is somewhat unreliable at speeds over 2400 baud, even with the "E/T 
handshaking. In an effort to improve reliability, handshaking is done every 32 characters. (The 
manual claims it is only necessary every 80 characters.) Nonetheless, I/O errors sometimes still 
occur. 

There is no way to control the amount of debugging output generated on trace without modify- 
ing the source to the library. 
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NAME 

plot: openpl, erase, label, line, circle, arc, move, cont, point, linemod, space, closepl — graph- 
ics interface 

SYNOPSIS 

openplO 

eraseO 

labeKs) 
char sH; 

line(xl, yl, x2, y2) 

drdeCx, y, r) 

arc(x, y, xO, yO, xl, yl) 

move(x, y) 

cont(x, y) 

point (x, y) 

linemod (s) 
char sO; 

space(xO» yO, xl, yl) 
closepl 0 
DESCRIPTION 

These subroutines generate graphic output in a relatively device-independent manner. See 
plotiS) for a description of their effect. Openpl must be used before any of the others to open 
the device for writing. Closepl flushes the output. 

String arguments to label and linemod are null-terminated, and do not contain newlines. 

Various flavors of these functions exist for different output devices. They are obtained by the 
following Idil) options: 

—Iplot device-independent graphics stream on standard output for plotil) filters 
-1300 GSI 300 terminal 
-1300s GSI 300S terminal 
-1450 DASI 450 terminal 
-14014 Tektronix 4014 terminal 

SEE ALSO 

plot(5), plot(lG), graph(lG) 



7th Edition 



19 January 1983 



1 



RCMD ( 3X ) UNIX Programmer's Manual RCMD ( 3X ) 



NAME 

rcmd, rresvport, ruserok — routines for returning a stream to a remote command 
SYNOPSIS 

rem ~ rcmdCahost, inport, locuser, remuser, cmd, fd2p); 
char **ahost; 
u_short inport; 

char *Iocuser, •remuser, 'cmd; 
int *fd2p; 

s " rresvportCport); 
int 'port; 

ruserok (rhost, supeniser, niser, luser); 
char 'rhost; 
int superuser; 
char 'ruser, 'luser; 

DESCRIPTION 

Rcmd is a routine used by the super-user to execute a command on a remote machine using an 
authentication scheme based on reserved port numbers. Rresvport is a routine which returns a 
descriptor to a socket with an address in the privileged port space. Ruserok is a routine used by 
servers to authenticate clients requesting service with rcmd. All three functions are present in 
the same file and are used by the rshdiZC) server (among others). 

Rcmd looks up the host *ahost using gethostbynameOH) , returning —1 if the host does not ex- 
ist. Otherwise *ahost is set to the standard name of the host and a connection is established to 
a server residing at the well-known Internet port inport. 

If the call succeeds, a socket of type SOCK_STREAM is returned to the caller, and given to the 
remote command as stdin and stdout. If fd2p is non-zero, then an auxiliary channel to a con- 
trol process will be set up, and a descriptor for it will be placed in *fd2p. The control process 
will return diagnostic output from the command (unit 2) on this channel, and will also accept 
bytes on this channel as being UNIX signal numbers, to be forwarded to the process group of 
the command. If fd2p is 0, then the stderr (unit 2 of the remote command) will be made the 
same as the stdout and no provision is made for sending arbitrary signals to the remote process, 
although you may be able to get its attention by using out-of-band data. 

The protocol is described in detail in rshdiiC). 

The rresvport routine is used to obtain a socket with a privileged address bound to it. This sock- 
et is suitable for use by rcmd and sevral other routines. Privileged addresses consist of a port in 
the range 0 to 1023. Only the super-user is allowed to bind an address of this sort to a socket. 

Ruserok takes a remote host's name, as returned by a gethosterjtOtf) routine, two user names 
and a flag indicating if the local user's name is the super-user. It then checks the files 
letclhosts.equiv and, possibly, .rhosts in the current working directory (normally the local user's 
home directory) to see if the request for service is allowed. A 1 is returned if the machine 
name is listed in the '"hosts.equiv" file, or the host and remote user name are found in the 
'*.rhosts" file; otherwise ruserok returns Q. If the superuser flag is 1, the checking of the 
"host.equiv" file is bypassed. 

SEE ALSO 

rlogin(lC), rsh(lC), rexec(3X), rexecd(8C), rlogind(8C), rshd(8C> 

BUGS 

There is no way to specify options to the socket call which rcmdmskss. 
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NAME 

rexec — return stream to a remote command 
SYNOPSIS 

rem » rexec(ahost, inport, user, passwd, cmd, fdZp); 

char ••ahost; 

u.short inport; 

char 'user, ^passwd, *cmd; 

int 'fdZp; 

DESCRIPTION 

Rexec looks up the host •a/iosf using gethostbyname{3N)y returning —1 if the host does not ex- 
ist. Otherwise * ahost is set to the standard name of the host. If a username and password are 
both specified, then these are used to authenticate to the foreign host; otherwise the environ- 
ment and then the user's .netrc file in his home directory are searched for appropriate informa- 
tion. If all this fails, the user is prompted for the information. 

The port inport specifies which well-known DARPA Internet port to use for the connection; it 
will normally be the value returned from the call "getservbyname("exec", "tcp")" (see 
getserventO^)) . The protocol for connection is described in detail in rexecd(%C). 

If the call succeeds, a socket of type SOCK_STREAM is returned to the caller, and given to the 
remote command as stdin and stdout. If fd2p is non-zero, then a auxiliary channel to a control 
process will be setup, and a descriptor for it will be placed in *fd2p. The control process will re- 
turn diagnostic output from the command (unit 2) on this channel, and will also accept bytes 
on this channel as being UNIX signal numbers, to be forwarded to the process group of the 
commands If fd2p is 0, then the stderr (unit 2 of the remote command) will be made the same 
as the stdout and no provision is made for sending arbitrary signals to the remote process, 
although you may be able to get its attention by using out-of-band data. 

SEE ALSO 

rcmdOX), rexecd(8C) 

BUGS 

There is no way to specify options to the socket call which rexec makes. 
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NAME 

tgetent, tgetnum, tgetflag, tgetstr, tgoto, tputs — terminal independent operation routines 

SYNOPSIS 

char PC; 
char 'BC; 
char •UP; 
short ospeed; 

tgetentCbp, name) 
char 'bp, •name; 

tgetnum(id) 
char 'id; 

tgetflag(id) 
char 'id; 

char • 

tgetstrdd, area) 
char •id, ••area; 

char • 

tgotoCcm, destcol, destline) 
char •cm; 

tpntsCcp, affcnt, outc) 
register char •cp; 
int affcnt; 
int (•outc)(); 

DESCRIPTION 

These functions extract and use capabilities from the terminal capability data base termcapiS). 
These are low level routines; see cursesOX) for a higher level package. 

Tgetent extracts the entry for terminal name into the buffer at bp. Bp should be a character 
buffer of size 1024 and must be retained through all subsequent calls to tgetnum, tgetflag, and 
tgetstr. Tgetent returns —1 if it cannot open the termcap file, 0 if the terminal name given does 
not have an entry, and 1 if all goes well. It will look in the environment for a TERMCAP vari- 
able. If found, and the value does not begin with a slash, and the terminal type name is the 
same as the environment string TERM, the TERMCAP string is used instead of reading the 
termcap file. If it does begin with a slash, the string is used as a path name rather than 
letcltermcap. This can speed up entry into programs that call tgetent, as well as to help debug 
new terminal descriptions or to make one for your terminal if you can't write the file 
letcltermcap. 

Tgetnum gets the numeric value of capability id, returning —1 if is not given for the terminal. 
Tgetflag returns 1 if the specified capability is present in the terminal's entry, 0 if it is not. 
Tgetstr gets the string value of capability id, placing it in the buffer at area, advancing the area 
pointer. It decodes the abbreviations for this field described in termcapiS)^ except for cursor 
addressing and padding information. 

Tgoto returns a cursor adchessing string decoded from cm to go to column destcol in line destline. 
It uses the external variables UP (from the up capability) and BC (if be is given rather than bs) 
if necessary to avoid placing \n, *D or *@ in the returned string. (Programs which call tgoto 
should be sure to tum off the XTABS bit(s), since tgoto may now output a tab. Note that pro- 
grams using termcap should in general tum off XTABS anyway since some terminals use con- 
trol I for other functions, such as nondestructive space.) If a % sequence is given which is not 
understood, then tgoto Returns "OOPS". 
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Tputs decodes the leading padding information of the string cp\ affcnt gives the number of lines 
affected by the operation, or 1 if this is not applicable, outc is a routine which is called with 
each character in turn. The external variable ospeed should contain the output speed of the ter- 
minal as encoded by s/ryO). The external variable PC should contain a pad character to be 
used (from the pc capability) if a null (*@) is inappropriate. 

FILES 

/usr/lib/libtermcap.a — Itermcap library 
/etc/termcap data base 

SEE ALSO 

ex(l), curses (3X), termcap(S) 

AUTHOR 

William Joy 
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NAME 

intro — introduction to compatibility library functions 
DESCRIPTION 

These functions constitute the compatibility library portion of libc. They are automatically 
loaded as needed by the C compiler cc(l). The link editor searches this library under the 
'"—Ic"' option. Use of these routines should, for the most part, be avoided. Manual entries for 
the functions in this library describe the proper routine to use. 



LIST OF FUNCTIONS 




Name 


Appears on Page Description 


alarm 


alarm.3c 


schedule signal after specified time 


ftime 


time.Sc 


get date and time 


getpw 


getpw. 3c 


get name from uid 


gtty 


stty.3c 


set and get terminal state (defunct) 


nice 


nice.3c 


set program priority 


pause 


pauseJc 


stop until signal 


rand 


rand. 3c 


random number generator 


signal 


signal.3c 


simplified software signal facilities 


srand 


rand. 3c 


random number generator 


stty 


stty.3c 


set and get terminal state (defunct) 


time 


time.3c 


get date and time 


times 


times.3c 


get process times 


utime 


utime. 3c 


set file times 


vlimit 


vlimit. 3c 


control maximum system resource consumption 


vtimes 


vtimes. 3c 


get information about resource utilization 
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NAME 

alarm — schedule signal after specified time 

SYNOPSIS 

alarm (seconds) 
unsigned seconds; 

DESCRIPTION 

This interface is obsoleted by setitimer(2). 

Alarm causes signal SIGALRM, see signalOO, to be sent to the invoking process in a number 
of seconds given by the argument. Unless caught or ignored, the signal terminates the process. 

Alarm requests are not stacked; successive calls reset the alarm clock. If the argument is 0, any 
alarm request is canceled. Because of scheduling delays, resumption of execution of when the 
signal is caught may be delayed an arbitrary amount. The longest specifiable delay time is 
2147483647 seconds. 

The return value is the amount of time previously remaining in the alarm clock. 
SEE ALSO 

sigpause(2), sigvec(2), signal (3C), sleep(3) 
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NAME 

getpw — get name from uid 

SYNOPSIS 

getpw (uid, buf) 
char 'buf; 

DESCRIPTION 

Getpw is obsoleted by getpwuidO). 

Getpw searches the password file for the (numerical) uid, and fills in btff with the corresponding 
line; it returns non-zero if uid could not be found. The line is null-terminated. 

FILES 

/etc/passwd 

SEE ALSO 

getpwentO), passwd(5) 

DIAGNOSTICS 

Non-zero return on error. 
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NAME 

nice — set program priority 

SYNOPSIS 

nicedncr) 

DESCRIPTION 

This interface is obsoleted by setpriority(2). 

The scheduling priority of the process is augmented by incr. Positive priorities get less service 
than normal. Priority 10 is recommended to users who wish to execute long-running programs 
without flak from the administration. 

Negative increments are ignored except on behalf of the super-user. The priority is limited to 
the range —20 (most urgent) to 20 (least). 

The priority of a process is passed to a child process by fork (2). For a privileged process to 
return to normal priority from an unknown state, nice should be called successively with argu- 
ments —40 (goes to priority —20 because of truncation), 20 (to get to 0), then 0 (to maintain 
compatibility with previous versions of this call). 

SEE ALSO 

nice(l), setpriority(2), fork(2), renice(8) 
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NAME 

pause — stop until signal 

SYNOPSIS 

pause 0 

DESCRIPTION 

Pause never returns normally. It is used to give up control while waiting for a signal from 
kill{2) or an interval timer, see setitimeril). Upon termination of a signal handler started dur- 
ing a pause, the pause call will return. 

RETURN VALUE 

Always returns —1. 

ERRORS 

Pause always returns: 

[EINTR] The call was interrupted. 

SEE ALSO 

kill(2), select(2), sigpause(2) 
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NAME 

rand, srand random number generator 

SYNOPSIS 

srand (seed) 
int seed; 

randO 

DESCRIPTION 

The newer randomO) should be used in new applications; rand remains for compatibilty. 

Rand uses a multiplicative congruential random number generator with period 2^^ to return suc- 
cessive pseudo-random numbers in the range from 0 to 2 —1. 

The generator is reinitialized by calling srand wixh 1 as argument. It can be set to a random 
starting point by calling srand with whatever you like as argument. 

SEE ALSO 

random (3) 
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NAME 

signal — simplified software signal facilities 

SYNOPSIS 

#indude <signal.h> 

(•signal (sig, fiiiic))0 
void (•func)0; 

DESCRIPTION 

Signal is a simplified interface to the more general sigvecil) facility. 

A signal is generated by some abnormal event, initiated by a user at a terminal (quit, interrupt, 
stop), by a program error (bus error, etc.), by request of another program (kill), or when a pro- 
cess is stopped because it wishes to access its control terminal while in the background (see 
tty{4)). Signals are optionally generated when a process resumes after being stopped, when the 
status of child processes changes, or when input is ready at the control terminal. Most signals 
cause termination of the receiving process if no action is taken; some signals instead cause the 
process receiving them to be stopped, or are simply discarded if the process has not requested 
otherwise. Except for the SIGKILL and SIGSTOP signals, the signal call allows signals either to 
be ignored or to cause an interrupt to a specified location. The following is a list of all signals 
with names as in the include file < signal. h>: 

SIGHUP 1 hangup 

SIGINT 2 interrupt 

SIGQUIT 3» quit 

SIGILL 4* illegal instruction 

SIGTRAP 5* trace trap 

SIGIOT 6* lOT instruction 

SIGEMT 7* EMT instruction 

SIGFPE 8* floating point exception 

SIGKILL 9 kill (cannot be caught or ignored) 

SIGBUS 10* bus error 

SIGSEGV 11* segmentation violation 

SIGSYS 12* bad argument to system call 

SIGPIPE 13 write on a pipe with no one to read it 

SIGALRM 14 alarm clock 

SIGTERM 15 software termination signal 

SIGURG 16 • urgent condition present on socket 

SIGSTOP 17t stop (cannot be caught or ignored) 

SIGTSTP 18t stop signal generated from keyboard 

SIGCONT 19 • continue after stop 

SIGCHLD 20 • child status has changed 

SIGTTIN 21 1 background read attempted from control terminal 

SIGTTOU 22t background write attempted to control terminal 

SIGIO 23* i/o is possible on a descriptor (see fcntl{2)) 

SIGXCPU 24 cpu time limit exceeded (see setrlimitiD) 

SIGXFSZ 25 file size limit exceeded (see setrlimitil)) 

SIGVTALRM 26 virtual time alarm (see setitimeriD) 

SIGPROF 27 profiling timer alarm (see setitimeiil)) 

The starred signals in the list above cause a core image if not caught or ignored. 

If fiinc is SIG_DFL, the default action for signal sig is reinstated; this default is termination 
(with a core image for starred signals) except for signals marked with • or f. Signals marked 
with • are discarded if the action is SIG_DFL; signals marked with t cause the process to stop. 
If firnc is SIG.IGN the signal is subsequently ignored and pending instances of the signal are 
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discarded. Otherwise, when the signal occurs further occurences of the signal are automatically 
blocked and >!//icis called. 

A return from the function unblocks the handled signal and continues the process at the point 
it was interrupted. Unlike previous signal facilities, the handler >!//tc remains installed after 
a signal has been delivered. 

If a caught signal occurs during certain system calls, causing the call to terminate prematurely, 
the call is automatically restarted. In particular this can occur during a read or writeil) on a 
slow device (such as a terminal; but not a file) and during a wait{2). 

The value of signal is the previous (or initial) value of June for the particular signal. 

After a forkil) or vforkil) the child inherits all signals. Execveil) resets all caught signals to 
the default action; ignored signals remain ignored. 

RETURN VALUE 

The previous action is returned on a successful call. Otherwise, —1 is returned and errno is set 
to indicate the error. 

ERRORS 

Signal will fail and no action will take place if one of the following occur: 
[EINVAL] Sig is not a valid signal number. 

lEINVALl An attempt is made to ignore or supply a handler for SIGKILL or SIGSTOP. 
[EINVALl An attempt is made to ignore SIGCONT (by default SIGCONT is ignored). 
SEE ALSO 

kill(l), ptrace(2), kill(2), sigvec(2), sigblock(2), sigsetmask(2), sigpause(2), sigstack(2), 
setjmpO), tty(4) 

NOTES (VAX-11) 

The handler routine can be declared: 

handler(sig, code, scp) 

Here sig is the signal number, into which the hardware faults and traps are mapped as defined 
below. Code is a parameter which is either a constant as given below or, for compatibility 
mode faults, the code provided by the hardware. Scp is a pointer to the struct sigcontext used by 
the system to restore the process context from before the signal. Compatibility mode faults are 
distinguished from the other SIGILL traps by having PSL_CM set in the psl. 

The following defines the mapping of hardware traps to signals and codes. All of these symbols 
are defined in < signal, h>: 

Hardware condition Signal Code 

Arithmetic traps: 

Integer oveiilow 

Integer division by zero 

Floating overflow trap 

Floating/decimal division by zero 

Floating underflow trap 

Decimal overflow trap 

Subscript-range 

Floating overflow fault 

Floating divide by zero fault 

Floating underflow fault 
Length access control 
I^otection violation 



SIGFPE 


FPE 


INTOVF TRAP 


SIGFPE 


FPE 


.INTDIV..TRAP 


SIGFPE 


FPE 


FLTOVF TRAP 


SIGFPE 


FPE 


'FLTDIV TRAP 


SIGFPE 


FPE. 


FLTUND TRAP 


SIGFPE 


FPE 


DECOVF TRAP 


SIGFPE 


FPE 


SUBRNG TRAP 


SIGFPE 


FPE 


FLTOVF FAULT 


SIGFPE 


fpe' 


FLTDIV FAULT 


SIGFPE 


FPE 


FLTUND FAULT 


SIGSEGV 






SIGBUS 
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Reserved instruction SIGILL 

Customer-reserved instr. SIGEMT 

Reserved operand SIGILL 

Reserved addressing SIGILL 

Trace pending SIGTRAP 

Bpt instruction SIGTRAP 

Compatibility-mode SIGILL 

Chme SIGSEGV 

Chms SIGSEGV 

Chmu SIGSEGV 



ill_resad_fault 

ill privin fault 
ill^resopJfault 

hardware supplied code 
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NAME 

stty, gtty — set and get terminal state (defunct) 

SYNOPSIS 

#include <sgtty.h> 

stty(fd, buf) 
int fd; 

struct sgttyb 'buf; 

gttyCfd, buf) 
int fd; 

struct sgttyb 'buf; 

DESCRIPTION 

This interface is obsoleted by ioctl(2). 

Stty sets the state of the terminal associated with fd. Gtty retrieves the state of the terminal 
associated with fd. To set the state of a terminal the call must have write permission. 

The stty call is actually "ioctKfd, TIOCSETP, buf)'\ while the gtty call is "ioctUfd, 
TIOCGETP, buf)". See ioctKl) and ttyiA) for an explanation. 

DIAGNOSTICS 

lif the call is successful 0 is returned, otherwise —1 is returned and the global variable errno 
contains the reason for the failure. 

SEE ALSO 

ioctl(2), tty(4) 
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NAME 

time, ftime — get date and time 

SYNOPSIS 

long time(O) 

long time(tloc) 
long 'tloc; 

#include <sys/types.h> 
#include <sys/timeb.h> 
ftime(tp) 
struct timeb 'tp; 

DESCRIPTION 

These interfaces are obsoleted by gettimeofday(2). 

Time returns the time since 00:00:00 GMT, Jan. 1, 1970, measured in seconds. 

If tloc is nonnuil, the return value is also stored in the place to which tloc points. 

The ftime entry fills in a structure pointed to by its argument, as defined by <sys/timeb.h> : 

/• timeb.h 6.183/07/29*/ 

/♦ 

♦ Structure returned by ftime system call 
*/ 

struct timeb 
{ 

time_t time; 
unsigned short millitm; 
short timezone; 
short dstflag; 

}; 

The structure contains the time since the epoch in seconds, up to 1000 milliseconds of more- 
precise interval, the local time zone (measured in minutes of time westward from Greenwich), 
and a flag that, if nonzero, indicates that Daylight Saving time applies locally during the 
appropriate part of the year. 

SEE ALSO 

dated), gettimeofday(2), settimeofday(2), ctimeO) 
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NAME 

times — get process times 

SYNOPSIS 

#include <sys/types.h> 
#include <sys/times.h> 

times (buffer) 
struct tms *buffer; 

DESCRIPTION 

This interface is obsoleted by getrusage(2). 

Times returns time-accounting information for the current process and for the terminated child 
processes of the current process. All times are in 1/HZ seconds, where HZ is 60. 

This is the structure returned by times: 

/* times.h 6.1 83/07/29 •/ 



• Structure returned by times 0 
♦/ 

struct tms { 

time_t tms_utime; 

time_t tms_stime; 

timej tms_cutime; 

time t tms cstime; 

}; 



/• user time */ 

/* system time •/ 

/* user time, children */ 

/• system time, children •/ 



The children times are the sum of the children's process times and their children's times. 

SEE ALSO 

timed), getrusage(2), wait3(2), time (3) 
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NAME 

utime — set file times 

SYNOPSIS 

#indude <sys/types.h> 

utime (file, timep) 
char 'file; 
timej timepUI; 

DESCRIPTION 

This interface is obsoleted by utimes(2). 

The utime call uses the ^accessed* and ^updated* times in that order from the timep vector to set 
the corresponding recorded times for file. 

The caller must be the owner of the file or the super-user. The Mnode-changed' time of the file 
is set to the current time. 

SEE ALSO 

utimes(2), stat(2) 
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NAME 

vlimit — control maximum system resource consumption 

SYNOPSIS 

#include <sys/ylimit.h> 

▼limit (resource, value) 

DESCRIPTION 

This facility is superseded by getrlimit(2). 

Limits the consumption by the current process and each process it creates to not individually 
exceed value on the specified resource. If value is specified as —1, then the current limit is 
returned and the limit is unchanged. The resources which are currently controllable are: 

LIM_NORAIS£ A pseudo-limit; if set non-zero then the limits may not be raised. Only the 
super-user may remove the noraise restriction. 

LIM_CPU the maximum number of cpu-seconds to be used by each process 

LIM_FSIZE the largest single file which can be created 

LIM_DATA the maximum growth of the data + stack region via sbrkiZ) beyond the end of 
the program text 

LIM_STACK the maximum size of the automatically-extended stack region 
LIM_CORE the size of the largest core dump that will be created. 

LIM_MAXRSS a soft limit for the amount of physical memory (in bytes) to be given to the 
program. If memory is tight, the system will prefer to take memory from 
processes which are exceeding their declared LIM_MAXRSS. 

Because this information is stored in the per-process information this system call must be exe- 
cuted directly by the shell if it is to affect all future processes created by the shell; limit is thus a 
built-in command to cs/j(l). 

The system refuses to extend the data or stack space when the limits would be exceeded in the 
normal way; a break call fails if the data space limit is reached, or the process is killed when the 
stack limit is reached (since the stack cannot be extended, there is no way to send a signal!). 

A file i/o operation which would create a file which is too large will cause a signal SIGXFSZ to 
be generated, this normally terminates the process, but may be caught. When the cpu time 
limit is exceeded, a signal SIGXCPU is sent to the offending process; to allow it time to process 
the signal it is given 5 seconds grace by raising the cpu time limit. 

SEE ALSO 

csh(l) 

BUGS 

If LIM_NORAISE is set, then no grace should be given when the cpu time limit is exceeded. 
There should be limit and wrt/Zm/Y commands in sA(l) as well as in csh. 

This call is peculiar to this version of UNIX. The options and specifications of this system call 
and even the call itself are subject to change. It may be extended or replaced by other facilities 
in future versions of the system. 
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NAME 

vtimes — get information about resource utilization 

SYNOPSIS 

vtimes (par.vm, ch_vm) 

struct vtimes •par_vm, •ch_vm; 

DESCRIPTION 

Tliis facility is superseded by getrusage(2). 

Vtimes returns accounting information for the cunent process and for the terminated child 
processes of the current process. Either par_ym or ch_vm or both may be 0, in which case only 
the information for the pointers which are non-zero is returned. 

After the calU each buifer contains information as defined by the contents of the include file 
/usr/include/^s/vtimes. h: 

struct vtimes { 

int vm_utime; /* user time (•HZ) */ 

int vm_stime; /♦ system time (♦HZ) •/ 

/* divide next two by utime+stime to get averages •/ 
unsigned vmjdsrss; /♦ integral of d+s rss */ 



unsigned vmjxrss; 


/• integral of text rss */ 


int 


vm_maxrss; 


/• maximum rss ♦/ 


int 


vm^majflt; 


/* major page faults */ 


int 


vm_minflt; 


/♦ minor page faults ♦/ 


int 


vm_nswap; 


/• number of swaps •/ 


int 


vmjnblk; 


/• block reads ♦/ 


int 


vm_oublk; 


/• block writes ♦/ 



}; 

The vmjutime and vmjstime fields give the user and system time respectively in 60ths of a 
second (or 50ths if that is the frequency of wall current in your locality.) The vmjdrss and 
vmjxrss measure memory usage. They are computed by integrating the number of memory 
pages in use each over cpu time. They are reported as though computed discretely, adding the 
current memory usage (in 512 byte pages) each time the clock ticks. If a process used 5 core 
pages over 1 cpu-second for its data and stack, then vmjdsrss would have the value 5*60, where 
vmjutime •¥vmjstime would be the 60. Vmjdsrss integrates data and stack segment usage, while 
vm_ixrss integrates text segment usage. Vmjnaxrss reports the maximum instantaneous sum of 
the text + data + stack core-resident page count. 

The vmjnajflt field gives the number of page faults which resulted in disk activity; the 
vmjniriflt field gives the number of page faults incurred in simulation of reference bits; 
vm__nswap is the number of swaps which occurred. The number of file system input/output 
events are reported in vmjnblk and vmjoublk These numbers account only for real i/o; data 
supplied by the caching mechanism is charged only to the first process to read or write the data. 

SEE ALSO 

time (2), wait3(2) 

BUGS 

This call is peculiar to this version of UNIX. The options and specifications of this system call 
are subject to change. It may be extended to include additional information in future versions 
of the system. 
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NAME 

intro — introduction to special files and hardware support 
DESCRIPTION 

This section describes the special files, related driver functions, and networking support avail- 
able in the system. In this part of the manual, the SYNOPSIS section of each configurable dev- 
ice gives a sample specification for use in constructing a system description for the configiZ) 
program. The DIAGNOSTICS section lists messages which may appear on the console and in 
the system error log lusriadmjmessages due to errors in device operation. 

This section contains both devices which may be configured into the system, *'4'' entries, and 
network related information, **4N", **4P", and "4F" entries; The networking support is intro- 
duced in intro 

VAX DEVICE SUPPORT 

This section describes the hardware supported on the DEC VAX-II. Software support for 
these devices comes in two forms. A hardware device may be supported with a character or 
block device driver, or it may be used within the networking subsystem and have a network inter- 
face driver. Block and character devices are accessed through files in the file system of a special 
type; c.f. mknodiS). Network interfaces are indirectly accessed through the interprocess com- 
munication facilities provided by the system; see socket{2). 

A hardware device is identified to the system at configuration time and the appropriate device 
or network interface driver is then compiled into the system. When the resultant system is 
booted, the autoconfiguration facilities in the system probe for the device on either the 
UNIBUS or MASSBUS and, if found, enable the software support for it. If a UNIBUS device 
does not respond at autoconfiguration time it is not accessible at any time afterwards. To 
enable a UNIBUS device which did not autoconfigure, the system will have to be rebooted. If a 
MASSBUS device comes '*on-line'* after the autoconfiguration sequence it will be dynamically 
autoconfigured into the running system. 

The autoconfiguration system is described in autocor\f{A) . VAX specific device support is 
described in "4V" entries. A list of the supported devices is given below, 

SEE ALSO 

intro(4), intro(4N), autoconf(4), config(8) 

LIST OF DEVICES 

The devices listed below are supported in this incarnation of the system. Devices are indicated 
by their functional interface. If second vendor products provide functionally identical interfaces 
they should be usable with the supplied software. (Beware however that we promise the 
software works ONLY with the hardware indicated on the appropriate manual page.) 



acc 


ACC LH/DH IMP communications interface 


ad 


Data translation A/D interface 


CSS 


DEC IMP-lIA communications interface 


ct 


C/A/T phototypesetter 


dh 


DH-Il emulators, terminal multiplexor 


dmc 


DEC DMC-lI/DMR-11 point-to-point communications device 


dmf 


DEC DMF-32 terminal multiplexor 


dn 


DEC DN-II autodialer interface 


dz 


DZ-11 terminal multiplexor 


ec 


3Com lOMb/s Ethernet controller 


en 


Xerox 3Mb/s Ethernet controller (obsolete) 


kg 


KL-ll/DL-llW line clock 


fl 


VAX- 11/780 console floppy interface 


hk 


RK6-11/RK06 and RK07 moving head disk 
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hp 


MASSBUS disk interface (with RP06, RM03« RMOS, etc.) 


ht 


TM03 MASSBUS tape drive interface (with TE-16, TU-45. TU-77) 


hy 


DR-llB or GM3 interface to an NSC Hyperchannel 


ik 


Ikonas frame buffer graphics device interface 


il 


Interlan lOMb/s Ethernet controller 


Ip 


LP- 11 parallel line printer interface 


mt 


TM78 MASSBUS tape drive interface 


pel 


DEC PCL-11 communications interface 


PS 


Evans and Sutherland Picture System 2 graphics interface 


rx 


DEC RX02 floppy interface 


tm 


TM-ll/TE-10 tape drive interface 


ts 


TS-11 tape drive interface 


tu 


VAX- 11/730 TU58 console cassette interface 


uda 


DEC UDA-50 disk controller 


un 


DR-llW interface to Ungermaim-Bass 


up 


Emulex SC-21V UNIBUS disk controller 


ut 


UNIBUS TU-45 tape drive interface 


uu 


TU58 dual cassette drive interface (DLll) 


va 


Benson- Varian printer/plotter interface 


vp 


Versatec printer/plotter interface 


w 


Proteon proNET lOMb/s ring network interface 
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NAME 



networking — introduction to networking facilities 



SYNOPSIS 



#include <sys/socket.h> 
#include <net/route.h> 
#include < net/If. h> 



DESCRIPTION 



This section briefly describes the networking facilities available in the system. Documentation 
in this part of section 4 is broken up into three areas: protocol-families, protocols, and network 
interfaces. Entries describing a protocol-family are marked *'4F**, while entries describing pro- 
tocol use are marked ''4P". Hardware support for network interfaces are found among the 
standard "4'* entries. 

All network protocols are associated with a specific protocol-family. A protocol-family provides 
basic services to the protocol implementation to allow it to function within a specific network 
environment. These services may include packet fragmentation and reassembly, routing, 
addressing, and basic transport. A protocol-family may support multiple methods of addressing, 
though the current protocol implementations do not. A protocol-family is normally comprised 
of a number of protocols, one per socket(2) type. It is not required that a protocol-family sup- 
port all socket types. A protocol-family may contain multiple protocols supporting the same 
socket abstraction. 

A protocol supports one of the socket abstractions detailed in socketil). A specific protocol 
may be accessed either by creating a socket of the appropriate type and protocol-family, or by 
requesting the protocol explicitly when creating a socket. Protocols normally accept only one 
type of address format, usually determined by the addressing structure inherent in the design of 
the protocol-family/network architecture. Certain semantics of the basic socket abstractions are 
protocol specific. All protocols are expected to support the basic model for their particular 
socket type, but may, in addition, provide non-standard facilities or extensions to a mechanism. 
For example, a protocol supporting the SOCK_STREAM abstraction may allow more than one 
byte of out-of-band data to be transmitted per out-of-band message. 

A network interface is similar to a device interface. Network interfaces comprise the lowest 
layer of the networking subsystem, interacting with the actual transport hardware. An interface 
may support one or more protocol families, and/or address formats. The SYNOPSIS section of 
each network interface entry gives a sample specification of the related drivers for use in pro- 
viding a system description to the cor\fig{.%) program. The DIAGNOSTICS section lists mes- 
sages which may appear on the console and in the system error log lusr/adm/messages due to 
errors in device operation. 



The system currently supports only the DARPA Internet protocols fully. Raw socket interfaces 
are provided to IP protocol layer of the DARPA Internet, to the IMP link layer (1822), and to 
Xerox PUP-1 layer operating on top of 3Mb/s Ethernet interfaces. Consult the appropriate 
manual pages in this section for more information regarding the support for each protocol fam- 
ily. 



Associated with each protocol family is an address format. The following address formats are 
used by the system: 



PROTOCOLS 



ADDRESSING 



#define AF_UNIX 
#define AF^INET 



1 
2 
3 
4 



/• local to host (pipes, portals) •/ 
/• internetwork: UDP, TCP, etc. •/ 
/• arpanet imp addresses •/ 
/• pup protocols: e.g. BSP •/ 



#define AF IMPLINK 
#define AF PUP 
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ROUTING 

The network facilities provided limited packet routing, A stm|^ set of data structures comprise 
a * 'routing table" used in selecting the appropriate network interface when transmitting packets. 
This table contains a single entry for each route to a specific network or host. A user process, 
the routing daemon, maintains this data base with the aid of two socket specific /ocr/(2) com- 
mands, SIOCADDRT and SIOCDELRT. The commands allow the addition and deletion of a 
single routing table entry, respectively. Routing table manipulations may only be carried out by 
super-user. 

A routing table entry has the following form, as defined in <tietlroute,h>\ 
struct rtentry { 



ujong 


rt^hash; 


struct 


sockaddr rt_dst; 


struct 


sockaddr rtjsateway; 


short 


rt_flags; 


short 


rt_refcnt; 


uJong 


rt^use; 


struct 


ifnet •rtjfp; 



h 

with rtjlags defined from, 

#define RTF_UP 0x1 /• route usable •/ 

#define RTF_GATEWAY 0x2 /• destination is a gateway •/ 

#define RTF^HOST 0x4 /• host entry (net otherwise) •/ 

Routing table entries come in three flavors: for a specific host, for all hosts on a specific net- 
work, for any destination not matched by entries of the first two types (a wildcard route) . When 
the system is booted, each network interface autoconfigured installs a routing table entry when 
it wishes to have packets sent through it. Normally the interface specifies the route through it 
is a '^direct*' connection to the destination host or network. If the route is direct, the transport 
layer of a protocol family usually requests the packet be sent to the same host specified in the 
packet. Otherwise, the interface may be requested to address the packet to an entity different 
from the eventual recipient (i.e. the packet is forwarded). 

Routing table entries installed by a user process may not specify the hash, reference count, use, 
or interface fields; these are filled in by the routing routines. If a route is in use when it is 
deleted irt_refcnt is non-zero), the resources associated with it wilt not be reclaimed until 
further references to it are released. 

The routing code returns EEXIST if requested to dupfa'cate an existing entry, ESRCH if 
requested to delete a non-existant entry, or ENOBUFS if insufficient resources were available tr 
install a new route. 

User processes read the routing tables through the fdev/kmem device. 

The n_use field contains the number of packets sent along the route. This value is used to 
select among multiple routes to the same destination. When multiple routes to the same desti- 
nation exist, the least used route is selected. 

A wildcard routing entry is specified with a zero destination address value. Wildcard routes are 
used only when the system fails to find a route to the destination host and network. The com- 
binatioii of wildcard routes and routing redirects cm provide an economical mechanism for 
routing traffic. 
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INTERFACES 

Each network interface in a system corresponds to a path through which messages may be sent 
and received. A network interface usually has a hardware device associated with it, though cer- 
tain interfaces such as the loopback interface, /o(4), do not. 

At boot time each interface which has underlying hardware support makes itself known to the 
system during the autoconfiguration process. Once the interface has acquired its address it is 
expected to install a routing table entry so that messages may be routed through it. Most inter- 
faces require some part of their address specified with an SIOCSIFADDR ioctl before they will 
allow traffic to flow through them. On interfaces where the network-link layer address mapping 
is static, only the network number is taken from the ioctl; the remainder is found in a hardware 
specific manner. On interfaces which provide dynamic network-link layer address mapping 
facilities (e.g. lOMb/s Ethernets), the entire address specified in the ioctl is used. 

The following ioctl calls may be used to manipulate network interfaces. Unless specified other- 
wise, the request takes an (/request structure as its parameter. This structure has the form 

struct ifreq { 

char ifr_name[16]; /• name of interface (e.g. "ecO") */ 

union { 

struct sockaddr ifru_addr; 
struct sockaddr ifru_dstaddr; 
short ifru_flags; 
} ifrjfru; 

#defineifr_addrifrjfru.ifru_addr /• address •/ 

#defineifr_dstaddr ifrjfru,ifru_dstaddr /• other end of p-to-p link •/ 

#defineifr flags ifrjfru.ifru flags /• flags •/ 

}; 

SIOCSIFADDR 

Set interface address. Following the address assignment, the "initialization'' routine 
for the interface is called. 

SIOCGIFADDR 

Get interface address. 

SIOCSIFDSTADDR 

Set point to point address for interface. 

SIOCGIFDSTADDR 

Get point to point address for interface. 

SIOCSIFFLAGS 

Set interface flags fleld. If the interface is marked down, any processes currently rout- 
ing packets through the interface are notified. 

SIOCGIFFLAGS 

Get interface flags. 

sick:gifconf 

Get interface configuration list. This request takes an (fconf structure (see below) as a 
value-result parameter. The ifcjen field should be initially set to the size of the buffer 
pointed to by \fcjmf. On return it will contain the length, in bytes, of the configuration 
list. 

/• 

* Structure used in SIOCGIFCONF request. 

* Used to retrieve interface configuration 

* for machine (useful for programs which 
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• must know all networks accessible). 
•/ 

struct ifconf { 

int ifcjen; /• size of associated buffer */ 

union { 

caddr.t ifcu_buf; 
struct ifreq *ifcu_req; 
) ifcjfcu; 

#defineifc_buf ifc_ifcu.ifcu_buf /• buffer address */ 
#defineifc req ifc ifcu.ifcu req/* array of structures returned •/ 

}; ■ " 

SEE ALSO 

socket(2), ioctl(2), intro(4), config(8), routed(8C) 
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NAME 

acc - ACC LH/DH IMP interface 

SYNOPSIS 

pseudo-device imp 

device accO at ubaO csr 167600 vector accrint accxint 
DESCRIPTION 

The acc device provides a Local Host/Distant Host interface to an IMP. It is normally used 
when participating in the DARPA Internet. The controller itself is not accessible to users, but 
instead provides the hardware support to the IMP interface described in impiA). When 
configuring, the imp pseudo-device must also be included. 

DIAGNOSTICS 

acc%d: not alive. The initialization routine was entered even though the device did not 
autoconfigure. This indicates a system problem. 

acc%d: can*t initialize. Insufficient UNIBUS resources existed to initialize the device. This is 
likely to occur when the device is run on a buffered data path on an 11/750 and other network 
interfaces are also configured to use buffered data paths, or when it is configured to use 
buffered data paths on an 11/730 (which has none). 

acc%d: imp doesn*t respond, icsr— %b. The driver attempted to initialize the device, but the 
IMP failed to respond after 500 tries. Check the cabling. 

acc%d: stray xmit interrupt, csr=%b. An interrupt occurred when no output had previously 
been started. 

acc%d: output error, ocsr~%b, icsr=%b. The device indicated a problem sending data on out- 
put. 

acc%d: input error, csr^Vob. The device indicated a problem receiving data on input. 

accVod: bad length =%d. An input operation resulted in a data transfer of less than 0 or more 
than 1008 bytes of data into memory (according to the word count register). This should never 
happen as the maximum size of a host-IMP message is 1008 bytes. 
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NAME 

ad — Data Translation A/D converter 
SYNOPSIS 

device adO at ubaO csr 0170400 vector adintr 
DESCRIPTION 

Ad provides the interface to the Data Translation A/D converter. This is not a real-time driver, 
but merely allows the user process to sample the board's channels one at a time. Each minor 
device selects a different A/D board. 

The driver communicates to a user process by means of ioctls. The AD_CHAN ioctl selects 
which channel of the board to read. For example, 

Chan = 5; ioctl (fd, AD_CHAN, Achan); 
selects channel 5. The AD_READ ioctl actually reads the data and returns it to the user pro- 
cess. An example is 

ioctl (fd, AD_READ, &data); 

FILES 

/dev/ad 

DIAGNOSTICS 
None. 



4th Berkeley Distribution 



27 July 1983 



1 



ARP(4P) UNIX Piogrammoi's Manual AKP(4P) 



NAiME 

aip Address KcsoUiliDH Protocol 

SYNOPSIS 

pseiulo-dcv ice olhcr 

DKSCKIP I ION 

AKP is a proU)col used to dynamically map hchvccn DARPA liUornct and IDMb/s I'lhcrnot 
addresses. It is used by all die lOMb/s l-'thernel interlace drivel's. 

AKP caches Inlcrnel-l-lhernet address mappings. When an interlace requests a mapping for an 
atidress not in ihe caclie, AKP queues the messatie which ret|uires ihe mappinj'. and broadcasts a 
message on die associated network requesting the .iddress mapping, ii' a response is jiroNided, the 
new n!a|)ping is cached and anv jiending messages are transmit ;'.;«.l. AKP will c|ueue ai most one 
packet while waiting for a mapping retjuest to be responded to; only the most recently "transmit- 
ted" packet is kept. 

To enable commimiv'alions with systems which do not use AKP, ioctls are provideil to enter and 
delete entries in the Internel-to- I '.lhernel tables. Usage: 

// inelnde <sys/ioetl.li> 
// include <sys/socket.li> 
//include <ntM/il'.h> 
struct itrpretj nrpreq; 

ioclKs, .SIO( S\RP, (caddr t).';nrpie(|): 

ioctKs, SHK C; VRP, (caddr O-Xarpreq); 

iortUs, SUK i)AKP. (ca.ldr. OAarpreq); 
l*ach iocil lakes the same stnicUire as ;in argument. SKK'SARP sets an ARP entry. SIOC'GARP 
gels ail AKP entry, aiul SKK 'DAKP deletes an /\KP entry. I hese ioclls may be ajiplied U) any 
socket desci ipior .v. but only by the super-user. I he <///>/<■</ structme contains; 

/* 

* AKP iocti reiiuest 
*/ 

struct arjireq { 

slnicl sockaddr arj"). pa; /* protocol address */ 

struct sockaddr arpjia; /* hardware atidress */ 

int arp Hags; /* Hags */ 

/* arp_nags lield values */ 

//deline A IT". COM 2 /* com|)leled entry (aip ...ha valid) */ 

//delincA I I " .P1!KM 4 perm. inent entry */ 

//delineA IT' PUPL 8 publish (respoiul lor other host) */ 

The aildress lamily foi' the arp, pn sock.uldr must be Ah" INl'T; lor Ihe (irpjui sockadilr it nuist be 
Ah j lNSPl ,C. I he only Hag bits which may be written are A IT' .PI{RM and A l l- .PUBI .. 
A l b' I'I 'KM causes the entry to be peinianent if the ioctl call succeeds. The peculiar nalme olThe 
A!^P t<d)Ies may cause the ioctl to Tail if more than \ (permaneni) Internet host atldresses hash to 
the same slot. A ll''_.PUHl. specilies dial the ARP code should respond to ARP rctiuests for the 
indicated host comiiv', I'n^m other machines. This allows a lu>sl to ,icl as an "ARP server" which 
may be usel'ul in convincing an. ARP only machine to talk to a noiiARP machine. 

ARP watches passively for hosts impersonating the local host (i.e. a host which responds to an ARP 
inapi^ng request (or the local host's address). 
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i)iA(;rK)srics 

iluplicaUv H* address!! sent IVoni clhcrnU nddiess: %x:%\:?i\:?ox:%\:%x. ARI' has discovered 
aiiollter hosl on l he local uoiwork which rvsjUMitls lo niappins; requests for ils own Internet address. 

SV.V. ALSO 

ec(4), dc(4). il( 0, inel(4IO, arp(<SC), irconlii'.ISC) 

An I'.lhernel Address Resolulion Protocol, Rl ( '8?6, Dave IMuiimier, MI T. 

iujf;s 

AKP packets on the lUhernol use only 4?. !\vlos of data, however, (he sniallesl legal lUliernet packet 
is 60 bytes (not including ( UC). Some sysleins may not oiilbrce the niininnnn packet si/e, others 
will. 



7lh I'drtion 



11 January 1984 



2 



AUT0C0NF(4) 



UNIX Programmer's Manual 



AUT0C0NF(4) 



NAME 

autoconf — diagnostics from the autoconfiguration code 
DESCRIPTION 

When UNIX bootstraps it probes the innards of the machine it is running on and locates con- 
trollers, drives, and other devices, printing out what it finds on the console. This procedure is 
driven by a system configuration table which is processed by configiB) and compiled into each 
kernel. 

Devices in NEXUS slots are normally noted, thus memory controllers, UNIBUS and MASSBUS 
adaptors. Devices which are not supported which are found in NEXUS slots are noted also. 

MASSBUS devices are located by a very deterministic procedure since MASSBUS space is com- 
pletely probe-able. If devices exist which are not configured they will be silently ignored; if 
devices exist of unsupported type they will be noted. 

UNIBUS devices are located by probing to see if their control-status registers respond. If not, 
they are silently ignored. If the control status register responds but the device cannot be made 
to interrupt, a diagnostic warning will be printed on the console and the device will not be 
available to the system. 

A generic system may be built which picks its root device at boot time as the "best" available 
device (MASSBUS disks are better than SMD UNIBUS disks are better than RK07's; the dev- 
ice must be drive 0 to be considered.) If such a system is booted with the RB_ASKNAME 
option of (see reboot (2)), then the name of the root device is read from the console terminal at 
boot time, and any available device may be used. 

SEE ALSO 

intro(4), config(8) 

DIAGNOSTICS 

cpu type %d not configured. You tried to boot UNIX on a cpu type which it doesn't (or at least 
this compiled version of UNIX doesn't) understand. 

inba%d at tr%d. A MASSBUS adapter was found in tr%d (the NEXUS slot number). UNIX 
will call it mba%d. 

%d mba's not configured. More MASSBUS adapters were found on the machine than were 
declared in the machine configuration; the excess MASSBUS adapters will not be accessible. 

uba%d at tr%d. A UNIBUS adapter was found in tr%d (the NEXUS slot number). UNIX will 
call it uba%d. 

dr32 unsupported (at tr %d). A DR32 interface was found in a NEXUS, for which UNIX does 
not have a driver. 

mcr%d at tr%d. A rnemmy controller was found in tr%d (the NEXUS slot number). UNIX 
will call it mcr%d. 

5 mcr*s unsupported. UNIX supports only 4 memory controllers per cpu. 

mpm unsupported (at tr%d). Multi-port memory is unsupported in the sense that UNIX does 
not know how to poll it for ECC errors. 

%s%d at mba%d drive %d. A tape formatter or a disk was found on the MASSBUS; for disks 
%s%d will look like "hpO", for tape formatters like "htl". The drive number comes from the 
unit plug on the drive or in the TM formatter (not on the tape drive; see below). 

%s%d at %s%d slave %d. (For MASSBUS devices). Which would look like "tuO at htO slave 
0", where tuO is the name for the tape device and htO is the name for the formatter. A tape 
slave was found on the tape formatter at the indicated drive number (on the front of the tape 
drive). UNIX will call the device, e.g., tuO. 



4th Berkeley Distribution 



27 July 1983 



1 



AUTOCONF(4) 



UNIX Programmer's Manual 



AUT0C0NF(4) 



%s%d at uba%d csr %o vec %o ipl %x. The device %s%d^ e.g. dzO was found on uba%d at 
control-status register address %o and with device vector %o. The device interrupted at priority 
level %x. 

%s%d at uba%d csr %o zero vector. The device did not present a valid interrupt vector, rather 
presented 0 (a passive release condition) to the adapter. 

%s%d at uba%d csr %o didn't interrupt. The device did not interrupt, likely because it is bro- 
ken, hung, or not the kind of device it is advertised to be. 

%s%d at %s%d slave %d. (For UNIBUS devices). Which would look like "upO at scO slave 
0'\ where upO is the name of a disk drive and scO is the name of the controller. Analogous to 
MASSBUScase. 
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NAME 

bk — line discipline for machine-machine communication (obsolete) 

SYNOPSIS 

pseudo-device bk 

DESCRIPTION 

This line discipline provides a replacement for the old and new tty drivers described in tty(4) 
when high speed output to and especially input from another machine is to be transmitted over 
a asynchronous communications line. The discipline was designed for use by the Berkeley net- 
work. It may be suitable for uploading of data from microprocessors into the system. If you 
are going to send data over asynchronous communications lines at high speed into the system, 
you must use this discipline, as the system otherwise may detect high input data rates on termi- 
nal lines and disables the lines; in any case the processing of such data when normal terminal 
mechanisms are involved saturates the system. 

The line discipline is enabled by a sequence: 

#include <sgtty.h> 

int Idisc = NETLDISC, fildes; ... 

ioctUfildes, TIOCSETD, &ldisc); 

A typical application program then reads a sequence of lines from the terminal port, checking 
header and sequencing information on each line and acknowledging receipt of each line to the 
sender, who then transmits another line of data. Typically several hundred bytes of data and a 
smaller amount of control information will be received on each handshake. 

The old standard teletype discipline can be restored by doing: 

Idisc = OTTYDISC; 
ioctUfildes, TIOCSETD, &ldisc); 

While in networked mode, normal teletype output functions take place. Thus, if an 8 bit out- 
put data path is desired, it is necessary to prepare the output line by putting it into RAW mode 
using ioctlil). This must be done before changing the discipline with TIOCSETD, as most 
ioctlil) calls are disabled while in network line-discipline mode. 

When in network mode, input processing is very limited to reduce overhead. Currently the 
input path is only 7 bits wide, with newline the only recognized character, terminating an input 
record. Each input record must be read and acknowledged before the next input is read as the 
system refuses to accept any new data when there is a record in the buffer. The buffer is lim- 
ited in length, but the system guarantees to always be willing to accept input resulting in 512 
data characters and then the terminating newline. 

User level programs should provide sequencing and checksums on the information to guarantee 
accurate data transfer. 

SEE ALSO 

tty(4) 

DIAGNOSTICS 
None. 

BUGS 

The Purdue uploading line discipline, which provides 8 bits and uses timeout's to terminate 
uploading should be incorporated into the standard system, as it is much more suitable for 
microprocessor connections. 
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NAME 

cons — VAX- 11 console interface 
DESCRIPTION 

The console is available to the processor through the console registers. It acts like a normal 
terminal, except that when the local functions are not disabled, control-P puts the console in 
local console mode (where the prompt is ">>>"). The operation of the console in this 
mode varies slightly per-processor. 

On an 11/780 you can return to the conversational mode using the command "set t p" (set ter- 
minal program) if the processor is still running or "continue"" if it is halted. The latter com- 
mand may be abbreviated "c". If you hit the break key on the console, then the console will 
go into ODT (console debugger mode). Hit a "P" (upper-case letter p) to get out of this 
mode. 

On an 11/750 or an 11/730 the processor is halted whenever the console is not in conversa- 
tional mode, and typing "C" returns to conversational mode. When in console mode on an 
11/750 which has a remote diagnosis module, a *D will put you in remote diagnosis mode, 
where the prompt will be "RDM>". The command "ret" will return from remote diagnosis 
mode to local console mode. 

With the above proviso's the console works like any other UNIX terminal. 

FILES 

/dev/console 

SEE ALSO 

tty(4), reboot (8) 

VAX Hardware Handbook 

DIAGNOSTICS 
None. 
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NAME 

CSS - DEC IMP-llA LH/DH IMP interface 

SYNOPSIS 

pseudo-device imp 

device cssO at ubaO csr 167600 flags 10 vector cssrint cssxint 
DESCRIPTION 

The CSS device provides a Local Host/Distant Host interface to an IMP. It is normally used 
when participating in the DARPA Internet. The controller itself is not accessible to users, but 
instead provides the hardware support to the IMP interface described in impiA). When 
configuring, the imp pseudo-device is also included. 

DIAGNOSTICS 

css%d: not alive. The initialization routine was entered even though the device did not 
autoconfigure. This is indicates a system problem. 

css%d: can*t initialize. Insufficient UNIBUS resources existed to initialize the device. This is 
likely to occur when the device is run on a buffered data path on an 11/750 and other network 
interfaces are also configured to use buffered data paths, or when it is configured to use 
buffered data paths on an 11/730 (which has none). 

css%d: imp doesn't respond, icsr~%b. The driver attempted to initialize the device, but the 
IMP failed to respond after 500 tries. Check the cabling. 

css%d: stray output interrupt csr=%b. An interrupt occurred when no output had previously 
been started. 

css%d: output error, ocsr=%b icsr=%b. The device indicated a problem sending data on out- 
put. 

css%d: recv error, csr=%b. The device indicated a problem receiving data on input. 

css%d: bad length— %d. An input operation resulted in a data transfer of less than 0 or more 
than 1008 bytes of data into memory (according to the word count register). This should never 
happen as the maximum size of a host-IMP message is 1008 bytes. 
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NAME 

ct — phototypesetter interface 
SYNOPSIS 

device ctO at ubaO csr 0167760 vector ctintr 
DESCRIPTION 

This provides an interface to a Graphic Systems C/A/T phototypesetter. Bytes written on the 
file specify font, size, and other control information as well as the characters to be flashed. The 
coding is not described here. 

Only one process may have this file open at a time. It is write-only. 

FILES 

/dev/cat 

SEE ALSO 

troffd) 

Phototypesetter interface specification 

DIAGNOSTICS 
None. 
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dc - Oi:C Di^UNA 10 Mb/s l-lheinct iiUcrfacc 
SYNOrSIS 

dt'vice ik'O al ubaO csr 0174510 vector dciiitr 
Dl'SCRIPIION 

'I'hc dv interface provides access to a U) Mb/s I'-lhcrnel network ihroiisb a 1)I",UMA controller. 

The host's Internet address is spccilied at boot lime with an SiCK 'Sll-'ADDK ioctl. The ilc interlace 
employs the address resolution protocol desc-ribed in miA-W) to dynamically map between Internet 
and r.lheriiel addresses on the local network. 

'I'hc interface normally tries to use a "trailer" encapsulation to mininii/c copying da!a on input and 
output. This mav bo disabled, on a per-interfacc basis, by belting the iri*'_NO'l RAII.liKS Hag with 
an SlOCSII'I'TACiS ioctl. 

r)!A(;N<).sri( s 

(k''^')(!: lomnuuul lailvd, csrO=%l) csr1:-%l). Merc conniiand is one of rcsi-t, pchh, nl!)lijad, wtrin};, 
or ntm»)dc. This messai'c is printed if there is an erR)r on device initiali/.ation. 

d4.''?')<l: hulTer unavailable. Packets are beinp, received by the interface faster than they can be ser- 
viced by the diMver. 

dt'^il: can't handle al""(>d. I'he interliice was handetl a messaiie with addresses formatted in an 
unsailable address family; the packet was dropjicd. 

SKS-: Al so 

iniic.( lN), inet(41-), arp{4P) 

HUCS 

riu' PLIP protocol family should be added. 
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NAME 

dh ^ DH*i l/DM41 communieaiiom muliiptexer 
SYNOPSIS 

device dhO ttt abaO est 0160010 rector dhri«t dMint 
device dmO mt ubaO tsr 0170500 vector dmintr 

DESCRIPTION 

A (lh*l l provides 16 communicatiofi Unes; dm-i l's may be optionally paired with dh-l Vs to 
provide modem control for the lines. 

Each line attached to the DH-11 communications multiplexer behaves as described in m(4). 
Input and output for each line may independently be set to run at any of 16 speeds: see tryH) 
tot the encoding. 

Bit / of Hags may be specified for a dh to say that a line is not |»r^erly conn^ed, and thai the 
line should be treated as hard^wired with carrier always present. Thus specifying *'flags 
0x0004^' in the specification of dhO would cause line ityhl to be treated in this way. 

The dh driver normally uses input silos and polls for input at each dock tick (10 milliseconds) 
rather than taking an interrupt on each input character. 

FILES 

/dev/ttylhillO-9a-fl 
/devMydjK)-9a-f] 

SEE ALSO 

tty(4) 

DIAGNOSTICS 

dh%d^ NXM. No response from UNIBUS m a dma transfer within a timeout period. This is 
often followed by a tJNlBUS adapter error. This occurs most frequently when the UNIBUS is 
heavily loaded and when idevb^ which hog tiie bus (such m rk07's) are present. Ji is not seri- 
ous. 

dh%d: silo overHow. The character input silo oveilowed M&te it could be serviced. This can 
happen if a hard error occurs when the CPU is running with elevated priority, as the system 
will then print a message on the console with interrupts disabled. If the Berknet is running on 
a dh line at high speed <e.g. %00 baudl, there is only 1/1 5th of a second of taifering capacity 
in the silo, and overrun is poi^ibJe. This may cause a few input characters to be lost to users 
and a network packet is likely to be corrupted, but the network will recover. It is not serious. 
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NAME 

dmc — DEC DMC-ll/DMR-11 point-to-point communications device 
SYNOPSIS 

device dmcO at ubaO csr 167600 vector dmcrint dmcxint 
DESCRIPTION 

The dmc interface provides access to a point-to-point communications device which runs at 
either 1 Mb/s or 56 Kb/s. DMC-lTs communicate using the DEC DDCMP link layer proto- 
col. 

The <//«c interface driver also supports a DEC DMR-11 providing point-to-point communication 
running at data rates from 2.4 Kb/s to 1 Mb/s. DMR-ll's are a more recent design and thus 
are preferred over DMC-lTs. 

The host's address must be specified with an SIOCSIFADDR ioctl before the interface will 
transmit or recive any packets. 

DIAGNOSTICS 

dmc%d: bad control %o. A bad parameter was passed to the dmcload routine. 

dnic%d: unknown address type %d. An input packet was received which contained a type of 
address unknown to the driver. 

DMC FATAL ERROR 0%o. 

DMC SOFT ERROR 0%o. 

dmc%d: af%d not supported. The interface was handed a message which has addresses format- 
ted in an unsuitable address family. 

SEE ALSO 

intro(4N), inet(4F) 

BUGS 

Should allow multiple outstanding DMA requests, but due to the design of the current 
UNIBUS support routines this is very difficult. 
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NAME 

dmf — DMF'32, terminal multiplexor 

SYNOPSIS 

device dmfO at uba? csr 0170000 

vector dmfsrint dmfsxint dmfdaint dmfdbint dmfrint dmfxint dmflint 

DESCRIPTION 

The dmf device provides 8 lines of asynchronous serial line support with full modem control 
(the DMF-32 provides other services, but these are not supported by the driver). 

Each line attached to a DMF-32 serial line port behaves as described in tty{A). Input and out- 
put for each line may independently be set to run at any of 16 speeds; see try{A) for the encod- 
ing. 

Bit / of flags may be specified for a dmf to to say that a line is not properly connected, and that 
the line should be treated as hard-wired with carrier always present. Thus specifying "flags 
0x0004" in the specification of dmj^ would cause line ttyh2 to be treated in this way. 

The dmf driver normally uses input silos and polls for input at each clock tick (10 milliseconds). 

FILES 

/dev/tty[hi][0-9a-fl 
/dev/ttyd[0-9a-f] 

SEE ALSO 

tty(4) 

DIAGNOSTICS 

dmfVbd: NXM line %d. No response from UNIBUS on a dma transfer within a timeout period. 
This is often followed by a UNIBUS adapter error. This occurs most frequently when the 
UNIBUS is heavily loaded and when devices which hog the bus (such as rk07's) are present. It 
is not serious. 

dmf%d: silo overflow. The character input silo overflowed before it could be serviced. This 
can happen if a hard error occurs when the CPU is running with elevated priority, as the system 
will then print a message on the console with interrupts disabled. If the Berknet is running on 
a dh line at high speed (e.g. 9600 baud), there is only 1/1 5th of a second of buffering capacity 
in the silo, and overrun is possible. This may cause a few input characters to be lost to users 
and a network packet is likely to be corrupted, but the network will recover. It is not serious. 

dmfsrint. 
dmfsxint. 
dmfdaint. 
dmfdbint. 
dmflint. 

One of the unsupported parts of the dmf interrupted; something is amiss, check your interrupt 
vectors for a conflict with another device. 
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NAME 

dn — DN-11 autocall unit interface 
SYNOPSIS 

device dnO at uba? csr 0160020 vector dnintr 
DESCRIPTION 

The dn device provides an interface through a DEC DN-11 (or equivalent such as the Able 
Quadracall) to an auto-call unit (ACU). To place an outgoing call one forks a sub-process 
which opens the appropriate call unit file, Idevlcua? and writes the phone number on it. The 
parent process then opens the corresponding modem line Idevlcul?. When the connection has 
been established, the open on the modem line, Idevlcul? will return and the process will be con- 
nected. A timer is normally used to timeout the opening of the modem line. 

The codes for the phone numbers are: 

0-9 dial 0-9 

* dial * C:' is a synonym) 

# dial # C;' is a synonym) 
— delay 20 milliseconds 

< end-of-number Ce' is a synonym) 

delay for a second dial tone Cw' is a synonym) 
f force a hangup of any existing connection 

The entire telephone number must be presented in a single write system call. 

By convention, even numbered call units are for 300 baud modem lines, while odd numbered 
units are for 1200 baud lines. For example, IdevlcuaO is associated with a 300 baud modem 
line, IdevlculO, while Idevlcua 1 is associated with a 1200 baud modem line, Idevlcul I. For dev- 
ices such as the Quadracall which simulate multiple DN-11 units, the minor device indicates 
which outgoing modem to use. 

FILES 

/dev/cua? call units 

/dev/cul? associated modem lines 

SEE ALSO 

tip(lC) 

DIAGNOSTICS 

Two error numbers are of interest at open time. 

[EBUSY] The dialer is in use. 

lENXIO] The device doesn't exist, or there's no power to it. 
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NAME 

dr l)Rl Mi/l)lU l-W inlcifacc 

SYNOPSIS 

//iiicliidc <sys/ly|H*s.h> 
// i(u-lii(Ic <s)s/(lr.ti> 

I)!\S( IfHTlOiN 

A varioly of user devices m;iy ho connected t«> (he sysivin \ia DR] l-H or DRl ! W getvcral pnrp(;sc 
DMA inlerfaccs. I);i(a wriilon Id these <leuces is tran:,lened directly Irom the process s biiirer to 
llio user de\ice and data read liom these devices is supplied directly to the process's hnller by the 
user device. \ details conerrjiini; individual lealures ol" particular user devic*' inierraccs can he Ibuiid 
in tbe description ol'ihe rele\ant user device interlaces (si v </.•/)(•') and ,!,'/</yt4)). 

KH TIA MAS 

Several iocll calls are available Ibr all Dk II H/I)R 1 l-VV interfaced user devices unless otherwise 
sj-'Cciiied in the descriplitMj of that parliculai device. 

I he call 

ioci Klihlcs, I )K K)( ( , 1 . I R, Mrrav) 
struct (bre;i drrc};; 

returns the ci)uienis of ihe lour 1)R11-B (live DR 11-VV) device registers in llie supj)lied structure. 
This strucluie is delined in <.'r.v/< //;//> as: 

slniet tlrren 
{ 

short drove; / > v.ord count rejiiskM' */ 

u short (hf jKi: Z'*^ l>us address rej^istcf */ 

u short drr_ si; /* status ai!<l conniiar)d re^jisler */ 

II short drr (lb; /* jlata l>idlcf rej^isler */ 

11 sliorl drr cr; /* error iitforiiuuioti rej;is(cr <al»avs i) for 1)R11-B) */ 

}; 

I v.o addiliniial calls provide a uKvhanisni lor selectively setting the contents of certain of these 
de\ ice registers. I hey are: 

iocHdildes, DRKX S.S I R, fabuO 
u._.sliort sihnf; 

which sets the contents (»f the status and cornniand register (o tire supplied value (currenlly only the 
three IVnKlion bits may be alfected by this call), ;md 

ioetUiildes. DRKX SDISH, &dhJml) 
ii _slM>rt dltbuf; 

which sets the contents of the data bulTcr register l<» the sup|>lied value. 

An additional call 

ioelKlildes, DRIOdvNIiS, &s\^u) 
ill! si^ii; 

enables the specified signal nuird)cr to be sent to the user process issuing Hie call if an A ITN intcr- 
rupl is generated by die DRI I device while no I/O operation is currently in progress. This signal 
will be lesel once it is sent and must be specilically renabled each subsequent time it is needed. A 
signal luiuiber of y.cro dis;il)les any signal Irom being sctU if one is currently enabled. 



/dev/??? see individual device description 
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15-.liin-84 IXSathyaiuuaynnan (ads) at Stanford University 
Kosliirclurcd to nin imdor 4.2hsd. 

30-iVlar-82 iVIikc Accclla (nija) al Canicgic-Mcllou University 
Created. 
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NAMlv 

drb DKI 1!}/I )R11-\V general puriK)se user ilevicc inlerface 

SYiNOJ'SIS 

#ineln(le <sys/(yj)t'.s.li> 
// include <vn\uba/{lrl).li> 

Dl-SfRiniON 

Devices (Irh* provide the inierlace for geneial purpose user devices connected to the s>sten\ via a 
DKI 1-IJ or I)K1I-W I IMA iiiterraee. Data vnitten to these devices is traiislerred directly from the 
pri)eess's l:>ulVcr to iiie user device and data read Irtmi these ilevices is supplied direcdy to the 
process's bnller by the user device. 

Uy delaull, the system uses the I 'Nd'l bit of the status and C(>nlroi register lo disUnguish between 
read and wrile ccJinmaiids issued by the DKI I lo the user de\ice (the other two function bits will 
be zero). A /v</(/(.^) call will clear the bit beCcre beginning (he input op.eraiion and a vriui?) 
wi'I set the bit before bcgiimin^'. the oulpul Operation. 

K)( fL ( A1,I,S 

Alt /or// calls described in (//( I) may be applied lo these devices. Two additional ioctl calls: 

ioeiKlildes, DUUKK <;ri'l', Ailrbp) 
struct (hhparam (Irbp; 

and 

iocti(!i!ik's, DRliKX SI- l l\ &drl)|)) 
struct drhparani drl)|): 

which. res|ieclively, fetch and set liie <ic\ice parameters lo/lVom die siipi)lied structure are also 
available. This parameter structure is delined in <.vr.v/<//7'.//> as: 

strucl drhparam 
{ 

u short drhp reom; /* command hits lor read operation */ 

u. short drbp w corn: /* coininand hits lor vi rile operation */ 

loiij; drbp. n)l>/.i9|; /* reseived For Inturc expansion */ 

/♦ (nmsl be zero) */ 

■ . 

riie read anti write command bits are set to the default values when the device is opened (as indi- 
cated above). Cmrently, only the three function bits (l'N( 11, I NCT?., and l'NCr3) and the 
prime bus cycles bit (CYCI !•) \my be sel with the DHUKK SK TI* call; all other bits are ignored. 

VIU'S 

Alev/drb* generic DRI l-M/l )R I l-W inlerlaccs 

SI ;K ALSO 

dK4), gnn(4) 

UlKiS 

Not Tested imder 4.2l)sd. 
HIS I OR Y 

19-Jun-82 D.Sathyanaraya nan (ads) at Stanford University 

Restructured for 4.?.bsd. 

JI)-Mar-82 Mike Accelta (mja) at Carnegie-Mellon University 
Created. 
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NAME 

drum — paging device 
DESCRIPTION 

This file refers to the paging device in use by the system. This may actually be a subdevice of 
one of the disk drivers, but in a system with paging interleaved across multiple disk drives it 
provides an indirect driver for the multiple drives. 

FILES 

/dev/drum 

BUGS 

Reads from the drum are not allowed across the interleaving boundaries. Since these only 
occur every .SMbytes or so, and since the system never allocates blocks across the boundary, 
this is usually not a problem. 
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NAME 

dz — DZ-11 communications multiplexer 
SYNOPSIS 

device dzO at ubaO csr 0160100 vector dzrint dzxlnt 

DESCRIPTION 

A dz-11 provides 8 communication lines with partial modem control, adequate for UNIX dialup 
use. Each line attached to the DZ-11 communications multiplexer behaves as described in 
tty{4) and may be set to run at any of 16 speeds; see tty{4) for the encoding. 

Bit / of flags may be specified for a dz to say that a line is not properly coimected, and that the 
line should be treated as hard-wired with carrier always present. Thus specifying **flags 0x04'' 
in the specification of dzO would cause line tty02 to be treated in this way. 

The dz driver normally uses its input silos and polls for input at each clock tick (10 mil- 
liseconds) rather than taking an interrupt on each input character. 

FILES 

/dev/tty (0-91 [0-9] 

/dev/ttyd(0-9a-fl dialups 

SEE ALSO 

tty(4) 

DIAGNOSTICS 

dz%d: silo overflow. The 64 character input silo overflowed before it could be serviced. This 
can happen if a hard error occurs when the CPU is running with elevated priority, as the system 
will then print a message on the console with interrupts disabled. If the Berknet is running on 
a dz line at high speed (e.g. 9600 baud), there is only 1/1 5th of a second of buffering capacity 
in the silo, and overrun is possible. This may cause a few input characters to be lost to users 
and a network packet is likely to be corrupted, but the network will recover. It is not serious. 
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NAME 

ec — 3Com 10 Mb/s Ethernet interface 
SYNOPSIS 

device ecO at ubaO csr 161000 vector ecrint eccolUde ecxint 
DESCRIPTION 

The ec interface provides access to a 10 Mb/s Ethernet network through a 3com controller. 

The hardware has 32 kilobytes of dual-ported memory on the UNIBUS. This memory is used 
for internal buffering by the board, and the interface code reads the buffer contents directly 
through the UNIBUS. 

The host's Internet address is specified at boot time with an SIOCSIFADDR ioctl. The ec 
interface employs the address resolution protocol described in arp{A?) to dynamically map 
between Internet and Ethernet addresses on the local network. 

The interface software implements an exponential backoff algorithm when notified of a collision 
on the cable. This algorithm utilizes a 16-bit mask and the VAX-lTs interval timer in calculat- 
ing a series of random backoff values. The algorithm is as follows: 

1. Initialize the mask to be all Vs. 

2. If the mask is zero, 16 retries have been made and we give up. 

3. Shift the mask left one bit and formulate a backoff by masking the interval timer with the 
mask (this is actually the two's complement of the value). 

4. Use the value calculated in step 3 to delay before retransmitting the packet. The delay is 
done in a software busy loop. 

The interface normally tries to use a "trailer" encapsulation to minimize copying data on input 
and output. This may be disabled, on a per-interface basis, by setting the IFF_NOTRAILERS 
flag with an SIOCSIFFLAGS ioctl. 

DIAGNOSTICS 

ecVod: send error. After 16 retransmissions using the exponential backoff algorithm described 
above, the packet was dropped. 

ecVod: input error (offset ""yod). The hardware indicated an error in reading a packet off the 
cable or an illegally sized packet. The buffer offset value is printed for debugging purposes. 

e€%d: can't handle af%d. The interface was handed a message with addresses formatted in an 
unsuitable address family; the packet was dropped. 

SEE ALSO 

intro(4N), inet(4F), arp(4P) 

BUGS 

The PUP protocol family should be added. 

The hardware is not capable of talking to itself. The software implements local sending and 
broadcast by sending such packets to the loop interface. This is a kludge. 

Backoff delays are done in a software busy loop. This can degrade the system if the network 
experiences frequent collisions. 
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NAME 

en — Xerox 3 Mb/s Ethernet interface 
SYNOPSIS 

device enO at ubaO csr 161000 vector enrint enxlnt encollide 
DESCRIPTION 

The en interface provides access to a 3 Mb/s Ethernet networlc. Due to limitations in the 
hardware, DMA transfers to and from the network must take place in the lower 64K bytes of 
the UNIBUS address space. 

The network number is specified with a SIOCSIFADDR ioctl; the host's address is discovered 
by probing the on-board Ethernet address register. No packets will be sent or accepted until a 
network number is supplied. 

The interface software implements an exponential backoff algorithm when notified of a collision 
on the cable. This algorithm utilizes a 16-bit mask and the VAX-lTs interval timer in calculat- 
ing a series of random backoff values. The algorithm is as follows: 

1. Initialize the mask to be all Ts. 

2. If the mask is zero, 16 retries have been made and we give up. 

3. Shift the mask left one bit and formulate a backoff by masking the interval timer with the 
mask (this is actually the two's complement of the value). 

4. Use the value calculated in step 3 to delay before retransmitting the packet. 

The interface handles both Internet and PUP protocol families, with the interface address main- 
tained in Internet format. PUP addresses are converted to Internet addresses by subsituting 
PUP network and host values for Internet network and local part values. 

The interface normally tries to use a ^'trailer" encapsulation to minimize copying data on input 
and output. This may be disabled, on a per-interface basis, by setting the IFF_NOTRAIL£RS 
flag with an SIOCSIFFLAGS ioctl. 

DIAGNOSTICS 

en%d: output error. The hardware indicated an error on the previous transmission. 

enHd: send error. After 16 retransmissions using the exponential backoff algorithm described 
above, the packet was dropped. 

enVod: input error. The hardware indicated an error in reading a packet off the cable. 

en^: can't handle af%d. The interface was handed a message with addresses formatted in an 
unsuitable address family; the packet was dropped. 

SEE ALSO 

intro(4N), inet(4F) 

BUGS 

The device has insufficient buffering to handle back to back packets. This makes use in a pro- 
duction environment painful. 

The hardware does word at a time DMA without byte swapping. To compensate, byte swapping 
of user data must either be done by the user or by the system. A kludge to byte swap only IP 
packets is provided if the ENF.SWABIPS flag is defined in the driver and set at boot time with 
an SIOCSIFFLAGS ioctl. 
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NAME 

cnct - cthcrnct packet filter 
DESCKirilON 

'i'he files /(lev/cuci^ provide a raw interface to 3mb ant! lOnib I'therncts. Packets received thai are 
not used by the kernel (i.e., to support IP, and on some systems XNS, protocols) arc available 
through this mechanism. Associated with each cm l file is a user sellable packet liiler which is used 
to deliver incoming cihoniet packets to ihc appropriate i)rocess. Whenever a |)acket is received 
from the net, successive packet lillers from the list of fillers for all open oici files are iipi)lied to the 
packet. When a filter accepts the packet, it is placed on the packcl input queue of ihe associated 
file. If no filters accept the packet, ii is discarded. The format of a packet filler is described below. 

- I'-ach individual cnvt file may bo opeaed. Iiy only one process at ,i time, although the cthernet may 
cll"ecti\ely bo shared by mulliple proces.ses, each s|)ecif>in5> its own individual filter on a dilVerent 
ciiei file. 

Reads from Uiesc devices return the next packet from the |i<ickcl input (.|ucuc of the appropriate 
file. If insuiricienl buffer space to store the entire packet is specified in the read, the packet will be 
truncated and the trailing contents lost. Writes to these devices transmit iKickets on ihe elhernet 
with each write generating exactly one packet. 

Tiiis device is an interface to a variety of difVerenl "I'tliernel" data-link levels: 

3mb r.thernct packets consist of 4 or more bytes with the first l)yte specilVing ilie source 

cthernet atldress, ihe second byte s|xvifying the destination elhernet 
address, autl ihe no\l two bytes specilVmg the ixickel t\pe. (.Actually, on 
the network the source and destination addresses are in the opposite 
order.) 

byte-swapping 3mb I'lhernet 

packets consist of 4 or more bytes with the first liyte specifyin;', the source 
elhernet address, the second b>ie specify ing itie dc-ainalion etiiernet 
atldress, ant! ilie next iwo bytes siiecifyiii!', the packet tvpe. I'".ach short 
word (pair of fntcs) is snapprd IVom tlu- m't>\oik l)}le order; this device 
lype is only provided as a concession to l)ackw<irtls ctanpalibility. 

10ml) P'therncl packets consisi t>f 11 or more bytes witli the first six bytes specifying the 

(.leslinalion etiiernel acklress, the next six bytes ihe source elhernet adilress, 
and the next Iwo bytes specifving the packet type. 

The remaining words are inteipreted according to the packet type. Note that U) bit and .^2-bit 
quantities may have to be byteswapped (and possible short-swapped) to be inielligable on a Vax. 

lOCTI-CAI.I.S 

In addition to i'lON RI-AI), ten special iocil calls may be ap|)lied to an open end file. The first 
two set and fetch parameters for the file and are of the form: 

// include <sys/t)'|)c.s.li> 
/7 iiu lude <sys/ciie(.h> 
ioclKlildes, code, parain) 
struct cnioci) ^parain; 

where />rm//// is defined in <.s;>'.v/r/;f7.//> as: 

struct cnioci) 
{ 

u_char eu juldr; 
u_clrar cn_maxnilcrs; 
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ii_cli a r c n_n 1 tj X » a i t i ng; 
u_char en_nia\i)rioiity; 
Um^ t'n_rU)ul; 



wilh (lie ;ipp!icablc codes being: 
I'lOCGIvlP 



I'cich the parameters for this file. 
I'lOCSI'TP 



Set the parameters for ihis lilc. 

On a 3inb eihernel, llie .iddress parameter is the ethernet atklress of the fiiaciiine. { This field is 
essonlially Obsolete, but is included Ibr e(»nip:ilibility with older eodo.| I he inaxitnisni filler length 
parameter iiulicilcs ihc maxiiiiiini possible fnickel liller commiind list leiiiuh (see riOC'Sbrrb' 
below), rit.e maxinnnn input uail t|iieiie si/e parameter indicates llie niaxiniiim nurnl»er of packets 
whicli nia\ be tpieued Ibr an eihernel lile al one lime (see MKH'SI- I VV below). The maximum 
priority parameter iiKlic<ilvs t!ie hu'Jkst liller |)rioiity uhich may be set Ibr the lile (see l*,l()( 'SI*, l b' 
below). The re;id timeout j)arameler specifies the ninnber of clock licks to wail beibre liming out 
on a read request and returning an l-OI-'. This parameter is iniliali/.ed lo zero by o/'cnO). indicat- 
ing no timeout. If it is neg;!iive, then read requests will return an l-()b" immediately il" there are no 
packets in the input queue. (Note that all parameters except Ibr ihe read laueout aie read-only and 
are ignored when changed.) 

A somewhat dillerent iov/l is used to get device parameters ol' die etiiernel underlying ihe minor 
device. It is of the Ibrm: 

//'nKliidc <sys/t\|)e.s.li> 
// incluik' <sys/fncl.li> 
ioelKliUk's, KKX DI VP, param) 

where /;<//•(//// is defined in <-.vvv/{7/<7.//> as: 

struct tMulevj) { 



ii..char end (kv lypc; 

n .char end addr jeri; 

u_ short end lid r Ion; 

u short cnd_IM rU; 

II char end addiil N MAX ,\!>I)U_LI:N|; 

II char cnd_ l)roadaddi| I:N_M A X _A I )I)R_I 'l'"N|; 



The fields are as follows: 



cnd_dev_typc 



Specifies the device type; curreiUly one of l-NDTJIVIB, I'iND'ILIiS.^MU 
or l-Ni>r_l()Mll. 



cnd_addrjcn 

endjidrjcn 

end_MrU 



end addr 



end broadaddr 



Specifies the address length in bytes (e.g., I or 6). 

Specifies the total header length in bytes (e.g., 4 or 14). 

Specifies die maximum packet si/.e, including header, in bytes. 

The aiklress of this interface: aligiK\l so dial the low order byte of Uic 
adilress is the first hyle in the array. 

The hardware destination address for bioadcasts on this network. . 
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The next two calls enable and disable the input packet signal mcchanisai for the Hie and are of the 
form: 

# include <s>.s/lypcs.h> 
include <sys/enet.h> 
ii)ctl(fildes, code, si^np) 
u_int *signp; 

where sigiij) is a pointer to a vvortl containing tlie number ol" tiie signal to be sent when an input 
packet arrives and with the applical)le codes being: 

KIOClvNIJS 

l*'nable iho specified signal when an inpni packet is received for this file, hiirlher signals 
are autoinalically disabled wiicnever a signal is sent lo pievcnl nesting and lieiice nuist be 
specifically re-cnabled after jjnicessing (but see I IOCMUIS below). When a signal number 
ofO is supidied, this call is equivalent to I'lOCINI IS. 

I'.lOCINIIS 

Disable any signal when an input packet is received for this file (the siyjip parameter is 
ignored). I'his is the default when the lile is lirst opened. 

The next two calls set and clear "mode bits" for tlie for the file and <ne of the form: 

// include <SYs/ly|)cs.h> 
// include <sys/cnc(.li> 
ioctl(lilde.s, code, hits) 
n__.short *l)ils; 

where hils is a sliort work bit-niask sjiecifying which bits U) set Dr clear. Currenily. the only b\t 
uKisk recogni/ed is I'MI lOl DSKi, which (if set) tells the driver //c/ to (lisable tieli\ering a signal 
once it has done so. Setting this bit means that you need use l!ICK'i-NMS only once. I lie applica- 
ble cotles are: 

I'ilOMIJIS 

Sets the specified mode bits 

I'KX'MHIC 

Clears the specified mode bits 

Another itK/l call is used to set the maximum si/e of the packet in|)ut (.|ucue for an o|ien cud file. 
It is of the form: 

// include <sys/ly|)es.li> 

// include <sys/cnc(,li> 

ioctKlildes. I KK SI I W, niawvailinuj)) 

ujnl ♦max wail ingp; 

wheie numvaiiiii}^/) is a pointer to a word containing the inixit queue si/c to be set. If Uiis is 
greater than maxiiiunu allowable si/.e (see l'!IOCGin'l* above), it is set to the maxinunu, and if it iS 
zero, it is set to a default value. 

Another /Vxv/call Hushes the queue of incoming packets. It is of the form: 

// iiiclnde <sys/lypc.s.h> 
y/ inchulc <sys/cnel.h> 
iodldiides, riOCI'IAJSl I, 0) 
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riic liiuil ioi'il call is used lo sci llic packet Hlicr for an open cnet file. It is of the farm: 

// incliule <s)'s/ly|)L'S.h> 
#inc!mlc <sys/ciie(.!i> 
ioctKiite, KIOCSICH', filler) 
slruct cnfilter *fi!tor 

where enfiller is Uelined in <sys/ cnclJO as: 

slruct cnfilter 
{ 

u._CiK»r fiif Priority; ; • . 

u..char cnf ! ilU'ri A'ii; 

u.shorl ciif I iller|i:iNMA\l'li;n:RS|; 

}; 

A packet (illcr consists of a priority, the lillcr coniinaiul list Ieii!\lh (in shorlwords), and the lilter 
command list itself, liach filter command list specifies a sct|uence of actions which operate on an 
internal stack. Ivach shortworti of the command list specifies an action from (he set { 
l'^^l'"_.in!SI!l,rr, I:N1'. I'li-sn/ruo. j»i;sil\VORl)-F N j which respectively push the next 

shorlword of the comiuand list, zero, or slioitv.orcl IN of the incomim; packet on the slack, and a 
binary operator from the set { Ki\l-._I'Q, I-:NI'_ NI-.Q, l-iNh'. I'.iN!'. I.!'.. KNF^C;'!", F.NI'*_CK, 
F.NI''_Ar^l>. I''N1-'_0U, KNI-'. XOR } wliich then oper.iies on ib.e lop two elements of the stack and 
replaces tlvjni with its result. When both an aclit)n and operator are sjiecified in the same short- 
word, the action is perfonited followed by the operation. 

The binary oper.itor can also be from the set { l-'.iNIM'OK, KINI'_('AMI), KNI-'J 'NOR, 
I.NI'"_('iNANI) \. These are "short circuit " operators, in that they terminate the execution of the 
niter immediately if the condition they are checking for is found, and continue otherwise. All pop 
two elements from the stack and compare thcuj for equality; l'',INI''._('AI\l) returns false if the result 
is false; KiNI''_.(:OU returns true if the result is true; KI\l'_..( iNAlNI) returns true if the result is false; 
l'',NI''„('NOU relinns false if the result is Hue. Unlike the other binary operators, these four do not 
leave a result on the stack, even if they continue. 

The short-circuit operators should be used when jiossible, to reduce the amount of time sjient 
evalualinj' filters. When they are used, you slu)uld also arrange the order of the tests so that the 
filter will succeed or fail as soon as possible; for example, checking the Socket field of a Pup packet 
is more likely to indicate fiilure dian the packet type field. 

The special action l''.INI''__INOIH]SII and the special operator l'"NI*'_N01* can be used to only per- 
form the binary operation or U) only push a value on the slack. Since both are (convenieiUly) 
defined lo be zero, indicating only an action actually specifies the action followeil by KNI''._lNOI*, 
and indicating only an operation actually specifies KNI^jNOIHISII followed by the operation. 

After executing the filler conuuand list, a non zero value (true) left on lop of the stack (or an empty 
slack) causes the inconung packet to be accepted for the corresponding cnct file antl a /.ero value 
(false) causes the i)acket to be ixissed ihroui^'h the next packet filter. (If the filler exits as die result 
of a short-circuit operator, the lop-of-stack value is ignored.) Specifying an undcfineil 0!)eration or 
action in the command list or performing an illegal operation or action (such as pushing a shoit- 
woid ofiset past the end of the packet or executing a binary operator wiUi fcwcr than Iwo short- 
words on the slack) causes a filter to reject the packet. 

In an allempl to deal wilh the problem of overlapping and/or conllicling packet filters, the fillers 
for each open end file are ordered by the driver according to their priority (lowest priority is 0, 
highest is 255). When processing incoming elhernct packets, fillers are applietl according to their 
priority (from highest lo lowest) and fi)r identical priority values according to their relative 
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"busyness" (the filler ihat has pix-vioMsly matcliod tlic niosl packets is checked first) until one or 
inorc nitci"S accept the packet or a!! iiUcrs reject it and it is discarded. 

Filters at a pi-ioiity of 2 or higher arc called "hii-Ji priority" filters. Once a packet is delivered to 
one of these "high priority" ciwt Hies, no iliriher filters are cxainiiicd, i.e. the piickct is delivered 
only to the first cticl file with a "hii'h iJiioriiy" lilicr wliich accepts the packet. A packet may be 
delivered to more than one iiller with a priority below 2; this might be useful, for example, in 
buikling replicated programs. However, the use oriow-jjiiority filters imposes an .idditional cost oti 
the system, as these fillers each must be checked against all packets not accepted l-»y a high-priority 
filter. 

The packet filter Tor an cnct file is iiiiiiali/.ed v\iih length 0 at priority 0 by opcnO), and hence by 
default accepts all packets v.'hich no "high priority" filler is interested in. 

l*riorities should be assigned so that, in general, the more packets a filter is expccte<l to match, the 
higher its priority. This will prevent a lot of needless checking of packets against filters that aren't 
likely to match them. 

FILTI-R KXAMPLIvS 

Tlie lollowing lilier would accept all incoming pup packcLs on a 3mb ethernet with l*up types in the 
range 1-0200: 

struct ennilor f = 
{ 

10, 10, /* priority and lcn{»tli */ 

Krvil<_PliSII\VOR!)+l, 1 NT IHjSl 11.11, 2. KNILKQ, /* packet type == PUP */ 

l':Nl _PliSH\V0RI) + 3, I'lNILPllSin.I r, OkI-TOO, KiNI'_AN1), /* \ms\. lii byte ♦/ 

1:NI _PI IS! im ji l , /* Pnp l >pc > 0 ♦/ 

i:Nl'_Pl!Sn\V0Kl)+3, K-NMPUSllU r, OxM'OO, KNI'LANI), /* mask hi hyle */ 

r,iNi'_Piism.rr. oioo, r.iNFj.K, /* Pii|) lypc <= oioo */ 

KNIOXNI), ' /* 0 < Pupl ypc <== 0100 */ 

K,Nl<_AiNI) /* && packet Ivpc = = PUI» */ 

}; 

Note that shortwords, such as the |)ackel type field, are byte-swajiped and so the literals you com- 
pare them U) nuisi be hyte-svvappc\l. Also, although for this ex.imple ihe word olVseis are constants, 
code that must run uilh either .hiil) or lOrnb elhernels must use olVsets that de|Knd on the device 
type. 

By taking advantage ol'lhe ability to specify boUi an action and operation in each word of the com- 
mand list, the filter could be abbreviated to: 

.si met enfiiler f = 
{ 

10, 14, /* priority and k'n};(h ♦/ 

l':Nr_PllSn\VOUl)+l, V.NV PllSIII-ir | I:N1' KQ, 2, /* packet type == PUP */ 

^:!NI'_.PllSII^^()UI)4 3, l.!NI'_i'tJSIII,rr | KNILANI), OxFI OO, /♦ mask hi byte */ 

l':NI'_PliSn7,! ,IU) I I:M1'_.(; I", /* Pup l ype > 0 */ 

^:N^LPl)Sl!\^()RI)-^-3, !.NI< PliSIU.rr | KNI'.AND, OxI-I-OO, /* n>ask hi hyle */ 

r.NKjniSllLn j l<:iNF_LK,0i00, /* Pup Type <= 0100 */ 

K.NILANI), /* 0 < PupType <= 0100 */ 
l<:iNl''_ANI) /* &&. packet type = = PUP */ 

}; 

A dillercnt example shows the use of "short-circuit" operators to create a more elVicient filler. This 

one accepts Pup packets (on a 3Mbit ethernet) with a Socket field of 12345. Note that we check 
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the Socket field before the piicket type (lelcl, since in most piickets ihc Socket i:; not likely U) match. 

struct iMi(i!lor f = 
I 

10,9, /* i'liority nnd l!.'.n<;l}i */ 

riNl'" jniS!I\V0RI)-l-7, l':NK...Pl!SIll,rr I KNI''J"A^;I), O, ni ivon! ofsoeket */ 

1-;MI< rUSIPAOKl) i li. i:NI'_l»USI!Ln | Vm' C.'^ r-il), 12145, /* l.o word or socket */ 
i:iNIUHJSIIW0kl)4- i, I'Nh.iHiS! js.l 1 j KiNi- J AiNI), 2 A packet ivpe r: i>ui) */ 

I; 

si-:kalso 

de( 0, ec(4), en(4), il(4), ciisliil(8) 
Alev/cncifa-h|{(),K2 31} 

BUGS 

The ciinviU iinpleincnl;ilii)ii can only liltei on words within the first "nibuT' of the packet; this is 
aroniHl 100 bytes (or 50 words). 

Because packets arc streams ol" b\ics, yet the fillers operate on short words, and standard network 
byte Older is usually oppHisiic from Vax byte order, the relational operators l''.Ml'"_l,'r, !'"M!''_IJ\ 
l^MI''._(i r, and r.iNI'_(;K arc iu)t all that iiserul. l-"oriunatcly. they were not often used when the 
packets were treated as streams of shorts, so this is probal)ly not a severe problem. If tliis becomes 
a severe problem, a byte-sv\ apping operator could be added. 

lUSrORY 

18-Oct-S4 .lefVrey \4ogul at Stanford University 

Added short-circuit (»|)eralors, chaii^^ed discussion of priorities to rcflecl new jirrangement. 

18-Jan-84 .IcIlVey Mop,u1 at Stanford University 

llptlated for 4..^diSI) (device-itidcpendent) vei>;ion. including docuiiientation of all non- 
kernel ioclls. 

17-Nov-Sl Mike Accella (mja) at Carnegie Mellon LIniversity 
AildctI mention of <sys/lypes.h> to include examples. 

2V-Se|vSl Mike Acccll;i (mja) at C'arnei.'.ieMclIon University 

Chani.\ed to describe new i-IOCSI- rW and l-l()CI*l .USH iocU calls and the new multiple 
packet queuing featmes. 

12-NoV'8() Mike Accelta (mja) at Canicgic-Mellon University 

Added descriptioji of signal niechaiiisni for input j)ackcls. 

()7-Mar-80 Mike Accella (mja) at Carnegie-Mellon University 
Created. 
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NAME 

fl — console floppy interface 
DESCRIPTION 

This is a simple interface to the DEC RXOl floppy disk unit, which is part of the console LSI- 
11 subsytem for VAX-ll/780's. Access is given to the entire floppy consisting of 77 tracks of 
26 sectors of 128 bytes. 

All i/o is raw; the seek addresses in raw transfers should be a multiple of 128 bytes and a mul- 
tiple of 128 bytes should be transferred, as in other "raw** disk inteifaces. 

FILES 

/dcv/floppy 

SEE ALSO 

arfr(8V) 

DIAGNOSTICS 
None. 

BUGS 

Multiple console floppies are not supported. 

If a write is given with a count not a multiple of 128 bytes then the trailing portion of the last 
sector will be zeroed. 



4th Berkeley Distribution 



27 July 1983 



1 



c;mk(4) 



UNIX rroiUMiimicfs Mamial 



GMK(4) 



NAMK 

gnir - ( iiiiincll S\ stems display 
DKSCiniMIOiN 

Devices yjHi i^inrfo-.^/ provide ilie iiHei laee to the (Iriiinell Systcins !',japliics.<lisp! ly. A Clrin- 
iiell devievv inay only he ojiened by al inosl one appiie.iiioii at a tiuit\. Sul>setiiicnt open allcmpLs 
while a de\iee is already in use return an error status. 

On systems with only <jne Image I 'unelion Video Card, (tmrenlly the H iS-Vax and ihc Vl.SI-V^ax), 
de\ice iinir is used (as in i'.re\ious iniplementations) lor no n shared aceess to the (irinnell. On sys- 
tems widi lour ililVorcnt luKi;;e l''uiielion \ i'!ci) Cards (ciirreiulv (he ("I' Vax). The devices y,mr[0- 
.>y aic used to allow up to •! 'vparale ;n>> ■ !• r • t «! .< ( liinniMI ;ii opo limp- 

P>\(''s wriucn lo these i.!e\it\s .ire iranslorr'. I to the ( jriniiell interlace to perforni on!!!)! .in<l I/O 
operations and Ivues read iVom the device are sup|ilied In tlic ( Irinneil inlerlace dej>..M!diai', on pro- 
\i{>us control messages. On s\stenjs where the (irinneil is shared between concurient app-licalions, 
a now set of sinning prinrui\es is proviiKn! lo ixTiuil ratiiMial access by muliiple apjilicalious. On 
siiude-usage systems, the sharing jtrimiiiNvs iiia> be salely ignored (»ilthough they exist and lunclion 
exai tly as on shared systems). 

K)( l Al l s 

Several />;<•// calls are pro\i(.!e«.l to mani|)n!aie llie Cjrinnell state and lacilitate sharing (all symbols 
arc delined in <.vv.v/^s7///://>). 

riic iirst tw() calls are useil U) in(H.Iiry ihe interiial ilevice stale a>id are: 

ioclKlUdos, (^MKIOt NOWC, NUM.) 
ioetUliUlts, (;,MUI()( \V( , NUI.I.) 

The (rMRIOCNONVC call ilisables the word count check within the device lor use with |)acked- 
byie writes, and the CiiMKIOCVVC call enables it. 

l-i\e additional calls are also provided lor shared Grinnell use on systenis with multiple lI'VC's. 
Those sharing primitives provide a very simj)Ie allocation/dealioc.ition mechanisin based on the 
assunjption that applicalit)ns will not alloi ale resources without needinji them and will not use 
resoinces wliich ha\e not been allocated. I hey ilo not pro\ide anv level of* regulation orCirinnell 
access beyiHul whal the ilri\ercan determine I'rom the state oT its own data structures (in particular 
the driver does not iiuiepret in any manner the contents oK irinneil recjuesis to, lor example, 
insme that only allocated memory channels are being used). 

I he lirst two of these calls are used to control access to the Grinnell I/O ch.annel and arc: 
ioctKlildes, C;^llnO( RI'SKIiVi:, NULI.) 

MHiKiiidcs, ui j-r.AS!:, NULL) 

The (iiVlKKK'RKSLIlVI': call reserves the I/O channel for the corrcspoiuling device, if (he I/O 
channel is not currently reserved by some other device, it is reserved for the cxcUisivc use of the 
current device. Any (»MRIO( RKSLUVL iocfl, muJ or wrilcXiiW on another Grinnell device will 
block until the I/O channel is released and the call can be completed. If the I/O channel is 
already reserved by some other device, the call will block until the I/O channel is released and can 
be assigned lo the current device. 

The CiMKIOCRKLKASl': call releases the reserved I/O channel, iniie I/O channel had not been 
reserved by the corres|)onding device, an error is rclurned. IT any other (ilMRKX'RIsSLKVK. iocfl, 
read or write calls arc blix:kcd waiting lor the I/O chaiuicl, the least rccenlly blocked such call is 
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rcsiiinccl. 

\knh the /<•</(/ and cv/'/r system calls perlbnii an imiiiicil (;MU10r!JKSI''K Vl'! upoi;iti(>ii on the I/O 
channel bolbic proccding with ihc rcijucsl. Similarly, an imiiiicil (.MRlOt 5>I'M.I'',ASK opera- 
tion on ihe I/O channel is also perrormed al ihe complclion oTthe request il'lhe I/O chaiuicl was 
im|)!icilly rescrvc<l ;it the start of the rocjiu's!. !l is ihcrclbre only necessary to explicitly reserve and 
release llic I/O channel if it is inip'.)rtant ih.ai some sc<.|aiiece of r>'ad and write oiv.:rations be per- 
formed without any intervening op^eiations from one of the tnhcr Orinncll devices. 

'I'h.e final three calls manipulate the shaacd (hiimell memory channels which are allocated among 
the dillorent apj>licaii(>ns. They are: 

ioetldiides, CiMRIOC ( I HCIvM}'..^!, vecp) 
ioct l{ f ild t's, ( ; !\ I K IOC :.\ 1,1 .( X M I : ^ 1 . vccp) 
ioelKlildes, (i.MRIOCDKALIXK iM KM, >oc|)) 

loii}» *vccp 

I he (iiMRIOCt'l MX ■!vMl''.iM call rcser\es the memory channel allocation hit vector for the 
corresponding device. Il'lhe memory alloc. iiion vector is tiot currently reserved l)\ some other dev- 
ice, it is reserved for the exclusive use of the curient device and Ihe contents oi' the hit vector is 
returned in the loiu'.word pointed to by vccp. Any {iMKIOCCIll-X KiMKM or (.'MUKX'AI-I-OO 
MKiM /be// call on ;inolher (irinnell device will bUick until the memory iillocalion vector is released 
and the call can be coiupleted. II" the memory allocation vector is .ilreatly rescrv..-d by some other 
device, the call will I>K)cls until the vector is rekMscd and cm be assijuied lo the current device. 

The (iMR10('AI,I.O('i\ll'.M call allocates the memory channels corresponding lo the bits set in 
the vector pointed to by vccp. 1 1" the vector is not already reserveil by the current dev ice it will lirsl 
be reserved for the current dev ice (;is above). IT any of Ihe indic.ited memory channels are alreatly 
allocated by any device, an error is returned .nul no memory ch;nmels arc allocated. Al Uie com- 
pletion of the call, the metuory channel allocation vector is released and if anv other fiiMUlOO 
CIllT !vIMI:M or (;iMUl()( AI,l OCMI- iM /be// calls are blockeil waiting lo reserve the vecti)r, the 
least recently blocked such call is resuiued. 

The (;iMRI{)("l)lv\Ll.()('MI':M call deallocates the memory channels corresponding lo the bits set 
in the vector poinleil to by vccp. Il any of ihe indicated njemory ch.uuicis are not <illocatcd to the 
cmrent device, an error is returned and no channels are deallocated. 

It is considered extremely bad form to perform <uiy operations which aHect ( irinnell mcmoiy 
corres|n)nding to memory channels which have not been allocated lo the current device. It is also 
advisable lo only alloc;ile as many channels as arc actually needed and to deallocate them innnedi- 
alely ;ifler finishing with them. 

MLIuS 

/dev/gnu- on die lUS-Vax and the VLSI-Vax 

/dev/gin!|0-3j on the GP-Vax 

SKV, ALSO 

GMR-27 Graphic 'relcvision Display System User's Manual 
HISTORY 

I5-Jun"84 I XSaUiyanarayanan (ads) al Stanford University 
Restructured for 4.2bsd. 

II -.Iul-81 Mike Accclla (mja) at Carnegie-Mellon Univci"sily 
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iVUKlificd U) describe now nuilliple ll 'VC sharing iiKx/hanisins. 

.l.!-Mar-KO Mike Acedia (mja) a( (.'arncgie Meilon I Intversily 

Added tlcscriplion of new iocll calls lor packed b>lc w riles. 

(H l "eb-<SO Mike Accctla (mja) at Carnegie Mellon Univorsily 
Created. 
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NAME 

hk - RK6-11/RK06 and RK07 moving head disk 
SYNOPSIS 

controller hkO at uba? csr 0177440 vector rkintr 
disk rkO at hkO drive 0 

DESCRIPTION 

Files with minor device numbers 0 through 7 refer to various portions of drive 0; minor dev- 
ices 8 through 15 refer to drive 1, etc. The standard device names begin with **hk'' followed 
by the drive number and then a letter a-h for partitions 0-7 respectively. The character ? stands 
here for a drive number in the range 0-7. 

The block files access the disk via the system's normal buffering mechanism and may be read 
and written without regard to physical disk records. There is also a *raw' interface which pro- 
vides for direct transmission between the disk and the user's read or write buffer. A single read 
or write call results in exactly one I/O operation and therefore raw I/O is considerably more 
efficient when many words are transmitted. The names of the raw files conventionally begin 
with an extra 'r.' 

In raw I/O counts should be a multiple of S12 bytes (a disk sector). Likewise seek calls should 
specify a multiple of S12 bytes. 

DISK SUPPORT 

The origin and size (in sectors) of the pseudo-disks on each drive are as follows: 



partitions: 








disk 


start 


length 


cyl 


hk?a 


0 


15884 


0-240 


hk?b 


15906 


10032 


241-392 


hk?c 


0 


53790 


0-814 


hk?g 


26004 


27786 


393-813 


partitions 








disk 


start 


length 


cyl 


hk?a 


0 


15884 


0-240 


hk?b 


15906 


11154 


241-409 


hk?c 


0 


27126 


0-410 



On a dual RK-07 system partition hk?a is used for the root for one drive and partition hk?g for 
the /usr file system. If large jobs are to be run using hk?b on both drives as swap area provides 
a 10Mbyte paging area. Otherwise partition hk?c on the other drive is used as a single large file 
system. 

FILES 

/dev/hk [0-71 [a-hl block files 
/dev/rhk[0-7][a-hl raw fUes 

SEE ALSO 

hp(4),uda(4), up(4) 

DIAGNOSTICS 

rk%d%c: hard error sn^d cs2>>%b ds""Hb er«%b. An unrecoverable error occurred during 
transfer of the specified sector of the specified disk partition. The contents of the cs2, ds and 
er registers are printed in octal and symbolically with bits decoded. The error was either unre- 
coverable« or a large number of retry attempts (including offset positioning and drive recalibra- 
tion) could not recover the error. 
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rkHd: write locked. The write protect switch was set on the drive when a write was attempted. 
The write operation is not recoverable. 

rk%d: not ready. The drive was spun down or off line when it was accessed. The i/o operation 
is not recoverable. 

rk%d: not ready (came back!). The drive was not ready, but after printing the message about 
being not ready (which takes a fraction of a second) was ready. The operation is recovered if 
no further errors occur. 

rk%d%c: soft ecc sn%d. A recoverable ECC error occurred on the specified sector in the 
specified disk partition. This happens normally a few times a week. If it happens more fre- 
quently than this the sectors where the errors are occurring should be checked to see if certain 
cylinders on the pack, spots on the carriage of the drive or heads are indicated. 

hk%d: lost interrupt. A timer watching the controller detected no interrupt for an extended 
period while an operation was outstanding. This indicates a hardware or software failure. 
There is currently a hardware/software problem with spinning down drives while they are being 
accessed which causes this error to occur. The error causes a UNIBUS reset, and retry of the 
pending operations. If the controller continues to lose interrupts, this error will recur a few 
seconds later. 

BUGS 

In raw I/O r^ac/and write (2) truncate file offsets to 512>byte block boundaries, and write scrib- 
bles on the tail of incomplete blocks. Thus, in programs that are likely to access raw devices, 
read, write and Iseekil) should always deal in 512-byte multiples. 

DEC-standard error logging should be supported. 

A program to analyze the logged error information (even in its present reduced form) is 
needed. 

The partition tables for the file systems should be read off of each pack, as they are never quite 
what any single installation would prefer, and this would make packs more portable. 
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rk%d: write locked. The write protect switch was set on the drive when a write was attempted. 
The write operation is not recoverable. 

rk%d: not ready. The drive was spun down or off line when it was accessed. The i/o operation 
is not recoverable. 

rk%d: not ready (came back!). The drive was not ready, but after printing the message about 
being not ready (which takes a fraction of a second) was ready. The operation is recovered if 
no further errors occur. 

rk%d%c: soft ecc sn%d. A recoverable ECC error occurred on the specified sector in the 
specified disk partition. This happens normally a few times a week. If it happens more fre- 
quently than this the sectors where the errors are occurring should be checked to see if certain 
cylinders on the pack, spots on the caniage of the drive or heads are indicated. 

hkHd: lost interrupt. A timer watching the controller detected no interrupt for an extended 
period while an operation was outstanding. This indicates a hardware or software failure. 
There is currently a hardware/software problem with spinning down drives while they are being 
accessed which causes this error to occur. The error causes a UNIBUS reset, and retry of the 
pending operations. If the controller continues to lose interrupts, this error will recur a few 
seconds later. 

BUGS 

In raw I/O read and writeil) truncate file oflfsets to S12-byte block boundaries, and write scrib- 
bles on the tail of incomplete blocks. Thus, in programs that are likely to access raw devices, 
read, write and IseekiD should always deal in 512-byte multiples. 

DEC-standard error logging should be supported. 

A program to analyze the logged error information (even in its present reduced form) is 
needed. 

The partition tables for the file systems should be read off of each pack, as they are never quite 
what any single installation would prefer, and this would make packs more portable. 
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NAME 

hp - MASSBUS disk interface 

SYNOPSIS 

disk hpO at mbaO drive 0 

DESCRIPTION 

Files with minor device numbers 0 through 7 refer to various portions of drive 0; minor dev- 
ices 8 through 15 refer to drive 1, etc. The standard device names begin with **hp** followed 
by the drive number and then a letter a-h for partitions 0-7 respectively. The character ? stands 
here for a drive number in the range 0-7. 

The block file's access the disk via the system's normal buffering mechanism and may be read 
and written without regard to physical disk records. There is also a 'raw' interface which pro- 
vides for direct transmission between the disk and the user's read or write buffer. A single read 
or write call results in exactly one I/O operation and therefore raw I/O is considerably more 
efficient when many words are transmitted. The names of the raw files conventionally begin 
with an extra *r.' 

In raw I/O counts should be a multiple of 512 bytes (a disk sector). Likewise see/: calls should 
specify a multiple of 512 bytes. 

DISK SUPPORT 

This driver handles both standard DEC controllers and Emulex SC750 and SC780 controllers. 
Standard DEC drive types are recognized according to the MASSBUS drive type register. For 
the Emulex controller the drive type register should be configured to indicate the drive is an 
RM02. When this is encountered, the driver checks the holding register to find out the disk 
geometry and, based on this information, decides what the drive type is. The following disks 
are supported: RM03, RM05, RP06, RM80, RP05, RP07, MLllA, MLllB, CDC 9775, CDC 
9730, AMPEX Capricorn (32 sectors/track), FUJITSU Eagle (48 sectors/track), and AMPEX 
9300. The origin and size (in sectors) of the pseudo-disks on each drive are as follows: 
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hp?b 
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33440 


100-309 


hp?c 


0 


131680 


0-822 


hp?d 


49600 


15884 


309-408 


hp?e 


65440 


55936 


409-758 


hp?f 


121440 


10080 


759-822 


hp?g 


49600 


82080 


309-822 


partitions 








disk 


start 


length 


cyls 


hp?a 


0 


15884 


0-26 


hp?b 


16416 


33440 


27-81 


hp?c 


0 
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0-822 


hp?d 


341696 


15884 


562-588 


hp?e 


358112 


55936 


589-680 


hp?f 


414048 
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681-822 


hp?g 


341696 


158528 


562-822 


hp?h 


49856 


291346 


82-561 


partitions 
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hp?c 


0 


340670 


0-814 


hp?d 


49324 


15884 


118-155 


hp?e 


65208 


55936 


156-289 


hp?f 


121220 
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290-814 


hp?g 
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RM80 partitions 
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RP05 partitions 








disk 


start 


length 


cyls 


hp?a 


0 


15884 


0-37 


hp?b 


15884 


33440 


38-117 


hp?c 


0 


171798 


0-410 


hp?d 


2242 


15884 


118-155 


hp?e 


65208 


55936 


156-289 


hp?f 


121220 


50424 


290-410 


hp?g 


2242 


122320 


118-410 


RP07 partitions 








disk 


start 


length 
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hp?c 


0 
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hp?d 
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hp?g 
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hp?h 
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CDC 9775 partitions 
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length 
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CDC 9730 partitions 
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length 
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hp?b 


16000 


33440 


50-154 
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hp?g 


49600 


213600 


155-822 


AMPEX Capricorn partitions 
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partitions 
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87-390 


AMPEX 9300 partitions 
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It is unwise for all of these files to be present in one installation, since there is overlap in 
addresses and protection becomes a sticky matter. The hp?a partition is normally used for the 
root file system, the hp?b partition as a paging area, and the hp?c partition for pack-pack copy- 
ing (it maps the entire disk). On disks larger than about 205 Megabytes, the hp?h partition is 
inserted prior to the hp?d or hp?g partition; the hp?g partition then maps the remainder of the 
pack. AH disk partition tables are calculated using the diskpartiS) program. 

FILES 

/dev/hplO-7][a-hl block fUes 

/dev/rhp[0-7lla-hl raw files 

SEE ALSO 

hk(4), uda(4), up(4) 

DIAGNOSTICS 

hp%d%c: hard error snVod mbsr"*%b erl~%b er2«%b. An unrecoverable error occurred dur- 
ing transfer of the specified sector of the specified disk partition. The MASSBUS status register 
is printed in hexadecimal and with the error bits decoded if any error bits other than MBEXC 
and DTABT are set. In any case the contents of the two error registers are also printed in octal 
and symbolically with bits decoded. (Note that er2 is what old rp06 manuals would call er3; the 
terminology is that of the rm disks). The error was either unrecoverable, or a large number of 
retry attempts (including offset positioning and drive recalibration) could not recover the error. 
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hp%d: write locked. The write protect switch was set on the drive when a write was attempted. 
The write operation is not recoverable. 

hp%d: not ready. The drive was spun down or off line when it was accessed. The i/o opera- 
tion is not recoverable. 

hp%d%c: soft ecc sn%d. A recoverable ECC error occurred on the specified sector of the 
specified disk partition. This happens normally a few times a week. If it happens more fre- 
quently than this the sectors where the errors are occurring should be checked to see if certain 
cylinders on the pack, spots on the carriage of the drive or heads are indicated. 

During autoconfiguration one of the following messages may appear on the console indicating 
the appropriate drive type was recognized. The last message indicates the drive is of a unk- 
nown type. 

hp%d: 9775 (direct). 
hp%d: 9730 (direct). 
hp%d: 9300. 
hp%d: 9762. 
hp%d: Capricorn. 
hp%d: eagle. 

hp%d: ntraclcs %d, nsectors %d: unknown device. 

BUGS 

In raw I/O read and miteO) truncate file offsets to 512-byte block boundaries, and wr/Ye scrib- 
bles on the tail of incomplete blocks. Thus, in programs that are likely to access raw devices, 
read, wr/teand Iseekil) should always deal in 512-byte multiples. 

DEC-standard error logging should be supported. 

A program to analyze the logged error information (even in its present reduced form) is 
needed. 

The partition tables for the file systems should be read off of each pack, as they are never quite 
what any single installation would prefer, and this would make packs more portable. 
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NAME 

ht - TM-03/TE-16,TU-45,TU-77 MASSBUS magtape interface 

SYNOPSIS 

master htO at mba? drive ? 
tape tuO at htO slave 0 

DESCRIPTION 

The tm-03/transport combination provides a standard tape drive interface as described in 
mtio{A), All drives provide both 800 and 1600 bpi; the TE-16 runs at 45 ips, the TU-45 at 75 
ips, while the TU-77 runs at 125 ips and autoloads tapes. 

SEE ALSO 

mt(l), tar(l), tp(l), mtio(4), tm(4), ts(4), mt(4), ut(4) 
DIAGNOSTICS 

tu%d: no write ring. An attempt was made to write on the tape drive when no write ring was 
present; this message is written on the terminal of the user who tried to access the tape. 

tu%d: not online. An attempt was made to access the tape while it was ofiline; this message is 
written on the terminal of the user who tried to access the tape. 

tu%d: can't switch density in mid-tape. An attempt was made to write on a tape at a different 
density than is already recorded on the tape. This message is written on the terminal of the 
user who tried to switch the density. 

tu%d: hard error bn%d mbsr«%b er"*Hb ds«Sb. A tape error occurred at block brr, the ht 
error register and drive status register are printed in octal with the bits symbolically decoded. 
Any error is fatal on non-raw tape; when possible the driver will have retried the operation 
which failed several times before reporting the error. 

BUGS 

If any non-data error is encountered on non-raw tape, it refuses to do anything more until 
closed. 
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NAME 

hy — Network Systems Hyperchannel interface 
SYNOPSIS 

device hyO at ubaO csr 0172410 vector hyint 
DESCRIPTION 

The hy interface provides access to a Network Systems Corporation Hyperchannel Adapter. 

The network to which the interface is attached is specified at boot time with an SIOCSIFADDR 
ioctl. The host's address is discovered by reading the adapter status register. The interface will 
not transmit or receive packets until the network number is known. 

DIAGNOSTICS 

hy%d: unit number Ox%x port %d type %x microcode level Ox%x. Identifies the device during 
autoconfiguration. 

hy%d: can't handle af%d. The interface was handed a message with addresses formatted in an 
unsuitable address family; the packet was dropped. 

hy%d: can't initialize. The interface was unable to allocate UNIBUS resources. This is usually 
due to having too many network devices on an 11/750 where there are only 3 bufifered data 
paths. 

hy%d: NEX - Non Existent Memory. Non existent memory error returned from hardware. 

hy%d: BAR overflow. Bus address register overflow error returned from hardware. 

hy%d: Power Off bit set, trying to reset. Adapter has lost power, driver will reset the bit and 
see if power is still out in the adapter. 

hy%d: Power Oflf Error, network shutdown. Power was really off" in the adapter, network con- 
nections are dropped. Software does not shut down the network unless power has been off for 
a while. 

hy%d: RECVD MP > MPSIZE (%d). A message proper was received that is too big. Prob- 
able a driver bug. Shouldn't happen. 

hy%d: xmit error — len > hy_olen I%d > %dl. Probable driver error. Shouldn't happen. 

hy%d: DRIVER BUG - INVALID STATE %d. The driver state machine reached a non- 
existent state. Definite driver bug. 

hy%d: watchdog timer expired. A command in the adapter has taken too long to complete. 
Driver will abort and retry the command. 

hy%d: adapter power restored. Software was able to reset the power off bit, indicating that the 
power has been restored. 

SEE ALSO 

intro(4N), inei(4F) 

BUGS 

If the adapter does not respond to the status command issued during autoconfigure, the adapter 
is assumed down. A reboot is required to recognize it. 

The adapter power fail interrupt seems to occur sporadically when power has, in fact, not failed. 
The driver will believe that power has failed only if it can not reset the power fail latch after a 
"reasonable" time interval. These seem to appear about 2-4 times a day on some machines. 
There seems to be no correlation with adapter rev level, number of ports used etc. and whether 
a machine will get these "bogus powerfails". They don't seem to cause any real problems so 
they have been ignored. 
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NAME 

ik - Ikonas frame buffer, graphics device interface 
SYNOPSIS 

device ikO at uba? csr 0172460 rector Ikintr 
DESCRIPTION 

Ik provides an interface to an Ikonas frame buffer graphics device. Each minor device is a 
different frame buffer interface board. When the device is opened, its interface registers are 
mapped, via virtual memory, into the user processes address space. This allows the user pro- 
cess very high bandwidth to the frame buffer with no system call overhead. 

Bytes written or read from the device are DMA*ed from or to the interface. The frame buffer 
XY address, its addressing mode, etc. must be set up by the user process before calling write or 
read. 

Other communication with the driver is via ioctls. The IKjGETADDR ioctl returns the virtual 
address where the user process can find the interface registers. The IKJVAITINT ioctl 
suspends the user process until the ikonas device has interrupted (for whatever reason — the 
user process has to set the interrupt enables). 

FILES 

/dev/ik 

DIAGNOSTICS 
None. 

BUGS 

An invalid access (e.g., longword) to a mapped interface register can cause the system to crash 
with a machine check. A user process could possibly cause infinite interrupts hence bringing 
things to a crawl. 
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NAME 

il — Interlan 10 Mb/s Ethernet interface 
SYNOPSIS 

device ilO at ubaO csr 161000 vector ilrint ilcint 
DESCRIPTION 

The // interface provides access to a 10 Mb/s Ethernet network through an Interlan controller. 

The host's Internet address is specified at boot time with an SIOCSIFADDR ioctl. The ec 
interface employs the address resolution protocol described in arpiAV) to dynamically map 
between Internet and Ethernet addresses on the local network. 

The interface normally tries to use a **trailer'* encapsulation to minimize copying data on input 
and output. This may be disabled, on a per-interface basis, by setting the IFF_NOTRAILERS 
flag with an SIOCSIFFLAGS ioctl. 

DIAGNOSTICS 

il%d: Input error. The hardware indicated an error in reading a packet off the cable or an ille- 
gally sized packet. 

il%d: can't handle af%d. The interface was handed a message with addresses formatted in an 
unsuitable address family; the packet was dropped. 

SEE ALSO 

intro (4N) , inet (4F) , arp (4P) 

BUGS 

The PUP protocol family should be added. 
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NAME 

imp — 1822 network interface 

SYNOPSIS 

pseudo-device imp 

DESCRIPTION 

The imp interface, as described in BBN Report 1822, provides access to an intelligent message 
processor normally used when participating in the Department of Defense ARPA network. The 
network interface communicates through a device controller, usually an ACC LH/DH or DEC 
IMP-llA, with the IMP. The interface is ^'reliable** and **flow-controlled" by the host-IMP 
protocol 

To configure IMP support, one of acc(4) and css(4) must be included. The network number on 
which the interface resides is specified at boot time using the SIOCSIFADDR ioctl. The host 
number is discovered through receipt of NOOP messages from the IMP. 

The network interface is always in one of four states: up, down, initializing, or going down. 
When the system is booted, the interface is marked down. If the hardware controller is suc- 
cessfully probed, the interface enters the initializing state and transmits three NOOP messages 
to the IMP. It then waits for the IMP to respond with two or more NOOP messages in reply. 
When it receives these messages it enters the up state. The going down state is entered only 
when notified by the IMP of an impending shutdown. Packets may be sent through the inter- 
face only while it is in the up state. Packets received in any other state are dropped with the 
error ENETDOWN returned to the caller. 

DIAGNOSTICS 

imp%d: leader error. The IMP reported an error in a leader (1822 message header). This 
causes the interface to be reset and any packets queued up for transmission to be purged. 

imp%d: going down in 30 seconds. 
imp%d: going down for hardware PM. 
imp%d: going down for reload software. 

imp%d: going down for emergency reset. The Network Control Center (NCC) is manipulating 
the IMP. By convention these messages are reported to all hosts on an IMP. 

imp%d: reset (host %d/imp The host has received a N(X)P message which caused it to 
reset its notion of its current address. This normally occurs at boot time, though it may also 
occur while the system is miming (for example, if the IMP-controUer cable is disconnected, 
then reconnected). 

imp%d: host dead. The IMP has noted a host, to which a prior packet was sent, is not up. 

imp%d: host unreachable. The IMP has discovered a host, to which a prior packet was sent, is 
not accessible. 

imp%d: data error. The IMP noted an error in data transmitted. The host-iMP interface is 
reset and the host enters the init state (awaiting N(X>P messages). 

lmp%d: interface reset. The reset process has been completed. 

lmp%d: marked down. After receiving a ''going down in 30 seconds** message, and waiting 30 
seconds, the host has marked the IMP imavailable. Before packets may be sent to the IMP 
again, the IMP must notify the host, through a series of NOOP messages, that it is back up. 

imp%d: can't handle af%d. The interface was handed a message with addresses formatting in 
an unsuitable address family; the packet was dropped. 

SEE ALSO 

intro(4N), inet(4F), acc(4), css(4) 
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NAME 

imp IMP raw socket interface 

SYNOPSIS 

#include < sys/socket . h > 
#include <netinet/in.h> 
#inc!ude <netimp/iMnip.h> 

s « socket(AFJMPLINK, SOCK_RAW, IMPLINKJP); 
DESCRIPTION 

The raw imp socket provides direct access to the impiA) network interface. Users send packets 
through the interface using the sendiD calls, and receive packets with the recv{D, calls. All 
outgoing packets must have space for an 1822 96-bit leader on the front. Likewise, packets 
received by the user will have this leader on the front. The 1822 leader and the legal values for 
the various fields are defined in the include file <netimplifjmp.h>. 

The raw imp interface automatically installs the length and destination address in the 1822 
leader of all outgoing packets; these need not be filled in by the user. 

DIAGNOSTICS 

An operation on a socket may fail with one of the following errors: 

[EISCONNl when trying to establish a connection on a socket which already has one, or 
when trying to send a datagram with the destination address specified and the 
socket is already connected; 

[ENOTCONN] when trying to send a datagram, but no destination address is specified, and 
the socket hasn't been connected; 

[ENOBUFS] when the system runs out of memory for an internal data structure; 

[EADDRNOTAVAIL] 

when an attempt is made to create a socket with a network address for which 
no network interface exists. 

SEE ALSO 

intro(4N), inet(4F), imp (4) 
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NAME 

inet — Internet protocol family 

SYNOPSIS 

#include <sys/types.h> 
#include <netinet/in.h> 

DESCRIPTION 

The Internet protocol family is a collection of protocols layered atop the Internet Protocol (IP) 
transport layer, and utilizing the Internet address format. The Internet family provides protocol 
support for the SOCK_STREAM, SOCK_DGRAM, and SOCK^RAW socket types; the 
SOCK_RAW interface provides access to the IP protocol. 

ADDRESSING 

Internet addresses are four byte quantities, stored in network standard format (on the VAX 
these are word and byte reversed). The include file <netinet/in.h> defines this address as a 
discriminated union. 

Sockets bound to the Internet protocol family utilize the following addressing structure, 

struct sockaddrjn { 

short sin_family; 
u_short sin_port; 
struct in_addr sin_addr; 
char sin zero [8]; 

}; 

Sockets may be created with the address INADDR_ANY to effect "wildcard" matching on 
incoming messages. 

PROTOCOLS 

The Internet protocol family is comprised of the IP transport protocol, Internet Control Mes- 
sage Protocol (ICMP), Transmission Control Protocol (TCP), and User Datagram Protocol 
(UDP). TCP is used to support the SOCK^STREAM abstraction while UDP is used to support 
the SOCK_DGRAM abstraction. A raw interface to IP is available by creating an Internet 
socket of type SOCK_RAW. The ICMP message protocol is not directly accessible. 

SEE ALSO 

tcp(4P), udp(4P), ip(4P) 

CAVEAT 

The Internet protocol support is subject to change as the Internet protocols develop. Users 
should not depend on details of the current implementation, but rather the services exported. 
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NAME 

ip — Imemet Protocol 

SYNOPSIS 

#include <sys/socket.h> 
#include <netinet/iii.h> 

s - socket (AFJNET, SOCK.RAW, 0); 

DESCRIPTION 

IP is the transport layer protocol used by the Internet protocol family. It may be accessed 
through a ''raw socket'' when developing new protocols, or special purpose applications. IP 
sockets are connectionless, and are normally used with the sendto and recvfrom calls, though the 
connectiD call may also be used to fix the destination for future packets (in which case the 
readd) or recvil) and write (2) or sendil) system calls may be used). 

Outgoing packets automatically have an IP header prepended to them (based on the destination 
address and the protocol number the socket is created with). Likewise, incoming packets have 
their IP header stripped before being sent to the user. 

DIAGNOSTICS 

A socket operation may fail with one of the following errors returned: 

[EISCONN] when trying to establish a connection on a socket which already has one, or 
when trying to send a datagram with the destination address specified and the 
socket is already connected; 

[ENOTCONN] when trying to send a datagram, but no destination address is specified, and 
the socket hasn't been connected; 

[ENOBUFS] when the system runs out of memory for an internal data structure; 

[EADDRNOTAVAIL] 

when an attempt is made to create a socket with a network address for which 
no network interface exists. 

SEE ALSO 

send (2) , recv (2) , intro (4N) , inet (4F) 

BUGS 

One should be able to send and receive ip options. 
The protocol should be settable after socket creation. 
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INAMK 

ip!">!oaclcasl — hroadeasliui; liilornot IVolocol packets 
SYNOPSIS 

//include <sys/lypes.h> //iiK-liitio <!ielinol/iii.li> 
i)i;s( KipnoiN 

iNoir: Tiio aiMrossiiii.', convonlions dosciilxul in this iiiamial paiio conlbmi lo ilc fluln Intorncl slan- 
(laivls. They do //f^/ conospond lo the coiivoiiiiDns used by nioM Meikcley 4.?.itSI) implcnienlalions. 

On iK'(\v(>!ks that support it. it is po v.ibie lo send an liuernel I'loioeol (11^) f)acket as a hroaticast; 
thai. is. it will be receivetl by e\eiy host on dial neiwoik. A sei of" host addresses is reserved to 
d.enole brt)adeasls; they have in eonnnon thai fieUb. normally useil lo specified a specific hosts are 
filled with bits all sei to one. 

Th'-MC are three kinds of IP briKidcasl addresses: 

'l ias network I he dislini-.uished address INADDk .P.ROAIX.'ASr {? kS.].S5..^55.7.S5) 

denotes a broadcast lo be sent on the network this hosi is attached lo; if it 
is atlaclied to more than one network that supports broadcasting, the sys- 
tem luii'dii not send Ihe jiacket on all of diese networks. A packet with 
this ilesiinalion address will never be Ibrwarded by a gateway. 

Specific Network I he desiinaiion address is composed of the network number for the 

desired destination network, with liie rest of the address lilied with ones, 
f or example, lo broadcast a packet on netwt)rk l?.<S.I2.tM) (a Class \\ net- 
work), addiess it lo I ."IK. L?..\S.S..1S5. It may nol be p()ssible to send this 
sort of !^iro;idtast to e\ery nelwoi k. 

Specific Subnet i he destination address is composed of the network number and subnet 

number for the desired destination subnet, with the rest of the address 
lilies with ones, for exam|)le. lo broadcast a packet on subnet 40 of 
I2<S.1.\(!.(). ;iddiess it to l.^,S.!.?.'I().?.55. for a network that is not divided 
into more than one subnet, this kind of address is identical lo the "Speeilie 
Network" aiklress mentioned above. 

I here is no single adilress lo denote "broadcast lo the entire Internet", as this considered a bad 
thing lo do. 

To lind out the hroaticast address for the network to which an interface is attached, use the 
SK)C(iP>KI)AI)l)K iocti, which is exactly the same as the SIOCCill-ADDK iocti (see ///m;(4n)), 
except that it returns die "Specific Subnet" broadcast adilress for the interface. (If Ihe interface 
does not support broadcasts, the iocil will fail.) 

The restriction that only Uic super-user may send a broadcast has been removed. It is possible lo 
broatleasl a TCI* |)ackei; il is not possible lo do anything useful this way. 



lUJCS 



The current implemcnlation of IP broadcasts in 4.?. is deficient in several ways: 

A broadcast sent to a "Specific Network" will nol n.ecessarily be delivered to all the hosts on Unit 
network, but rather lo sonic subset of its subnets. 

A broadcast received by Unix lor which it is meant to act as a gateway will not be delivered prop- 
erly if the deslinalioii is a locally connected network. 

Ahhough broadcasts addressed by Ihe old-style Berkeley addressing coJiventioii (all zeros instead of 
all ones) will be accepted by the system if received, they cannot lie sent. 

The inel jnakeatldrO function (see incliM\)) does n(>l work iiroperly for broadcast adilresses. Also, 
ineljietworkO and iiietjiddrO return die same value (-1) for INAl )l )K„UKOAIX'AS T and to indi- 
cate failure. I bis requires some caution on die jiai t of die programmer. 
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NAME 

kg - KL-ll/DL-llW line clock 
SYNOPSIS 

device kgO at ubaO csr 0176500 vector kglock 
DESCRIPTION 

A kl-U or dl- 11 w can be used as an alternate real time clock source. When configured, certain 
system statistics and, optionally, system profiling work will be collected each time the clock 
interrupts. For optimum accuracy in profiling, the dl-llw should be configured to interrupt at 
the highest possible priority level. The kg device driver automatically calibrates itself to the line 
clock frequency. 

SEE ALSO 

kgmon(8), config(8) 
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NAME 

lo — software loopback network interface 

SYNOPSIS 

pseuddHlevice loop 

DESCRIPTION 

The loop interface is a software loopback mechanism which may be used for performance 
analysis, software testing, and/or local conmiunication. By default, the loopback interface is 
accessible at address 127.0.0.1 (non-standard); this address may be changed with the SIOCSI- 
FADDRioctl. 

DIAGNOSTICS 

lo%d: can't handle af%d. The interface was handed a message with addresses formatted in an 
unsuitable address family; the packet was dropped. 

SEE ALSO 

intro(4N), inet(4F) 

BUGS 

It should handle all address and protocol families. An approved network address should be 
reserved for this interface. 
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NAME 

Ip — line printer 
SYNOPSIS 

device IpO at ubaO car 0177514 vector Ipintr 
DESCRIPTION 

Lp provides the interface to any of the standard DEC line printers on an LP- 11 parallel inter- 
face. When it is opened or closed, a suitable number of page ejects is generated. Bytes written 
are printed. 

The unit number of the printer is specified by the minor device after removing the low 3 bits, 
which act as per-device parameters. Currently only the lowest of the low three bits is inter- 
preted: if it is set, the device is treated as having a 64-character set, rather than a full 96- 
character set. In the resulting half-ASCII mode, lower case letters are turned into upper case 
and certain characters are escaped according to the following table: 

( < 
1 ) 

I + 

m A 

The driver correctly interprets carriage returns, backspaces, tabs, and form feeds. Lines longer 
than the maximum page width are truncated. The default page width is 132 columns. This 
may be overridden by specifying, for example, "flags 256*' . 

FILES 

/dev/lp 

SEE ALSO 

Ipr(l) 

DIAGNOSTICS 
None. 
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NAME 

mem, kmem — main memory 
DESCRIPTION 

Mem is a special file that is an image of the main memory of the computer. It may be used, for 
example, to examine (and even to patch) the system. 

Byte addresses in mem are interpreted as physical memory addresses. References to non- 
existent locations cause errors to be returned. 

Examining and patching device registers is likely to lead to unexpected results when read-only 
or write-only bits are present. 

The file kmem is the same as mem except that kernel virtual memory rather than physical 
memory is accessed. 

On PDPlTs, the I/O page begins at location 0160000 of kmem and per-process data for the 
current process begins at 0140000. On VAX 11/780 the I/O space begins at physical address 
20000000(16); on an 11/750 I/O space addresses are of the form fxxxxx(16); on all VAX 'en 
per-process data for the current process is at virtual 7frfroOO(16). 

FILlES 

/dev/mem 
/dev/kmem 

BUGS 

On PDPirs and VAX's, memory files are accessed one byte at a time, an inappropriate 
method for some device registers. 
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NAME 

mt - TM78/TU-78 MASSBUS magtape interface 

SYNOPSIS 

master mtO at mba? drive ? 
tape muO at mtO slave 0 

DESCRIPTION 

The tm78/tu-78 cotnbination provides a standard tape drive interface as described in mtio{4). 
Only 1600 and 6250 bpi are supported; the TU-78 runs at 125 ips and autoloads tapes. 

SEE ALSO 

mt(l), tar(l), tp(l), mtio(4), tm(4), ts(4), ut(4) 
DIAGNOSTICS 

mu%d: no write ring. An attempt was made to write on the tape drive when no write ring was 
present; this message is written on the terminal of the user who tried to access the tape. 

mu%d: not online. An attempt was made to access the tape while it was offline; this message is 
written on the terminal of the user who tried to access the tape. 

mu%d: can*t switch density in mid-tape. An attempt was made to write on a tape at a 
different density than is already recorded on the tape. This message is written on the terminal 
of the user who tried to switch the density. 

mu%d: hard error bn%d mbsr"%b er'"%x ds"%b. A tape error occurred at block brr, the mt 
error register and drive status register are printed in octal with the bits symbolically decoded. 
Any error is fatal on non-raw tape; when possible the driver will have retried the operation 
which failed several times before reporting the error. 

mu%d: blank tape. An attempt was made to read a blank tape (a tape without even end-of-file 
marks). 

mu%d: offline. During an i/o operation the device was set offline. If a non-raw tape was used 
in the access it is closed. 

BUGS 

If any non-data error is encountered on non-raw tape, it refuses to do anything more until 
closed. 
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NAME 

mtio ~ UNIX magtape interface 
DESCRIPTION 

The files mtO, mtlS refer to the UNIX magtape drives, which may be on the MASSBUS 
using the TM03 formatter ht{A), or TM78 formatter, mr(4), or on the UNIBUS using either 
the TMll or TSll formatters rm(4), TU45 compatible formatters, w/(4), or fs(4). The follow- 
ing description applies to any of the transport/controller pairs. The files mtO, m/7 are 
SOObpi, mt8, mtl5 are 1600bpi, and mtl6, mt23 are 6250bpi. (But note that only 1600 
bpi is available with the TSll.) The files mtO, mt3, mtS, mtlU and mtl6, .... mr/9 are 
rewound when closed; the others are not. When a file open for writing is closed, two end-of- 
files are written. If the tape is not to be rewound it is positioned with the head between the two 
tapemarks. 

A standard tape consists of a series of 1024 byte records terminated by an end-of-file. To the 
extent possible, the system makes it possible, if inefficient, to treat the tape like any other file. 
Seeks have their usual meaning and it is possible to read or write a byte at a time. Writing in 
very small units is inadvisable, however, because it tends to create monstrous record gaps. 

The mt files discussed above are useful when it is desired to access the tape in a way compatible 
with ordinary files. When foreign tapes are to be dealt with, and especially when long records 
are to be read or written, the 'raw* interface is appropriate. The associated files are named 
rmtO, .... rmt23, but the same minor-device considerations as for the regular files still apply. A 
number of other ioctl operations are available on raw magnetic tape. The following definitions 
are from <sys/mtio.h>: 

/• 

* Structures and definitions for mag tape io control commands 



/* structure for MTIOCTOP - mag tape op conmiand •/ 
struct mtop { 



short mt op; 




/• operations defined below ♦/ 


daddr tmt count; 

); 


/♦ how many of them •/ 


/* operations •/ 






#define MTWEOF 


0 


/* write an end-of-file record •/ 


#define MTFSF 


1 


/• forward space file •/ 


#define MTBSF 


2 


/* backward space file •/ 


#define MTFSR 


3 


/• forward space record •/ 


#define MTBSR 


4 


/* backward space record */ 


#define MTREW 


5 


/• rewind •/ 


#define MTOFFL 


6 


/• rewind and put the drive offline •/ 


#define MTNOP 


7 


/* no operation, sets status only •/ 



/* structure for MTIOCGET • mag tape get status command •/ 

struct mtget { 

short mtjype; /» type of magtape device •/ 
/• the following two registers are grossly device dependent •/ 

short mt_dsreg; /• "drive status" register •/ 

short mt_erreg; /• "error" register •/ 
/* end device-dependent registers •/ 

short mt_resid; /* residual count •/ 



4th Berkeley Distribution 



27 July 1983 



1 



Mno(4) 



UNIX Programmer's Manual 



NfTI0(4) 



/• the following two are not yet implemented •/ 

daddrj mt_fileno; /• file number of current position •/ 
daddrj mt_blkno; /• block number of current position •/ 

/• end not yefimplemented •/ 

}; 



/• 

• Constants for mtjype byte 



♦/ 

#defmeMT ISTS 0x01 

#defineMT ISHT 0x02 

#defineMT ISTM 0x03 

#defineMT ISMT 0x04 

#defineMT ISUT 0x05 
#defineMT ISCPC 0x06 

#defineMT ISAR 0x07 



/• mag tape io control commands •/ 

#defineMTIOCTOP _IOW(m, 1, struct mtop) /• do a mag tape op •/ 

#defineMTIOCGET _IOR(m, 2, struct mtget) /• get tape status •/ 



#ifndef KERNEL 

#defineDEFTAPE 7dev/rmtl2" 
#endif 

Each read or write call reads or writes the next record on the tape. In the write case the record 
has the same length as the buffer given. During a read, the record size is passed back as the 
number of bytes read, provided it is no greater than the buffer size; if the record is long, an 
error is indicated. In raw tape I/O seeks are ignored. A zero byte count is returned when a 
tape mark is read, but another read will fetch the first record of the new tape file. 

FILES 

/dev/mt? 
/dev/rmt? 

SEE ALSO 

mt(l), tar(l), tp(l). ht(4), tm(4), ts(4), mt(4), ut(4) 

BUGS 

The status should be returned in a device independent format. 
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NAME 

null — data sink 

DESCRIPTION 

Data written on a null special file is discarded. 

Reads from a null special file always return 0 bytes. 

FILES 

/dev/null 
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NAME 

pel - DEC CSS PCL-11 B Network Interface 
SYNOPSIS 

device pclO at uba? csr 164200 vector pclxint pclrint 
DESCRIPTION 

The /xr/ device provides an IP-only interface to the DEC CSS PCL-11 time division multiplexed 
network bus. The controller itself is not accessible to users. 

The hosts's address is specified with the SIOCSIFADDR ioctl. The interface will not transmit 
or receive any data before its address is defined. 

As the PCL-11 hardware is only capable of having 15 interfaces per network, a single-byte 
host-on-network number is used, with range [1..15] to match the TDM bus addresses of the 
interfaces. 

The interface currently only supports the Internet protocol family and only provides ^'natural'" 
(header) encapsulation. 

DIAGNOSTICS 

pcl%d: can*t init. Insufficient UNIBUS resources existed to initialize the device. This is likely 
to occur when the device is run on a buffered data path on an 11/750 and other network inter- 
faces are also configured to use buffered data paths, or when it is configured to use buffered 
data paths on an 11/730 (which has none). 

pcl%d: can*t handle af%d. The interface was handed a message with addresses formatted in an 
unsuitable address family; the packet was dropped. 

pcl%d: stray xmit interrupt. An interrupt occured when no output had previously been 
started. 

pcl%d: master. The TDM bus had no station providing "bus master'' timing signals, so this 
interface has assumed the '^master" role. This message should only appear at most once per 
UNIBUS INIT on a single system. Unless there is a hardware failure, only one station may be 
master at at time. 

pcl%d: send error, tcr""%b, tsr«%b. The device indicated a problem sending data on output. 
If a '^receiver offline" error is detected, it is not normally logged unless the option 
PCL__TESTING has been selected, as this causes a lot of console chatter when sending to a 
down machine. However, this option is quite useful when debugging problems with the PCL 
interfaces. 

pcl%d: rev error, rcr^^b rsr^^Hb. The device indicated a problem receiving data on input. 

pcIVod: bad len^^Vod. An input operation resulted in a data transfer of less than 0 or more than 
1008 bytes of data into memory (according to the word count register). This should never hap- 
pen as the maximum size of a PCL message has been agreed upon to be 1008 bytes (same as 
ArpaNet message). 

SEE ALSO 

intro(4N), inet(4F) 
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NAME 

ps — Evans and Sutherland Picture System 2 graphics device interface 
SYNOPSIS 

device psO at uba? csr 0172460 vector psintr 
DESCRIPTION 

The ps driver provides access to an Evans and Sutherland Picture System 2 graphics device. 
Each minor device is a new PS2. When the device is opened, its interface registers are 
mapped, via virtual memory, into a user process's address space. This allows the user process 
very high bandwidth to the device with no system call overhead. 

DMA to and from the PS2 is not supported. All read and write system calls will fail. All data is 
moved to and from the PS 2 via programmed I/O using the device's interface registers. 

Commands are fed to and from the driver using the following ioctls: 

PSIOGETADDR 

Returns the virtual address through which the user process can access the device's 
interface registers. 

PSIOAUTOREFRESH 

Start auto refreshing the screen. The argument is an address in user space where the 
following data resides. The first longword is a count of the number of static refresh 
buffers. The next count longwords are the addresses in refresh memory where the 
refresh buffers lie. The driver will cycle thru these refresh buffers displaying them one 
by one on the screen. 

PSIOAUTOMAP 

Start automatically passing the display file thru the matrix processor and into the refresh 
buffer. The argument is an address in user memory where the following data resides. 
The first longword is a count of the number of display files to operate on. The next 
count longwords are the address of these display files. The final longword is the address 
in refresh buffer memory where transformed coordinates are to be placed if the driver 
is not in double buffer mode (see below). 

PSIODOUBLEBUFFER 

Cause the driver to double buffer the output from the map that is going to the refresh 
buffer. The argument is again a user space address where the real arguments are 
stored. The first argument is the starting address of refresh memory where the two 
double buffers are located. The second argument is the length of each double buffer. 
The refresh mechanism displays the current double buffer, in addition to its static 
refresh lists, when in double buffer mode. 

PSIOSINGLEREFRESH 

Single step the refresh process. That is, the driver does not continually refresh the 
screen. 

PSIOSINGLEMAP 

Single step the matrix process. The driver does not automatically feed display files thru 
the matrix unit. 

PSIOSINGLEBUFFER 

Turn off double buffering. 

PSIOTIMEREFRESH 

The argument is a count of the number of refresh interrupts to take before turning off 
the screen. This is used to do time exposures. 

PSIOWAITREFRESH 

Suspend the user process until a refresh interrupt has occurred. If in TIMEREFRESH 
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mode, suspend until count refreshes have occurred. 

PSIOSTOPREFRESH 

Wait for the next refresh, stop all refreshes, and then return to user process. 

PSIOWAITMAP 

Wait until a map done interrupt has occurred. 

PSIOSTOPMAP 

Wait for a map done interrupt, do not restart the map, and then return to the user. 

FILES 

/dev/ps 

DIAGNOSTICS 

ps device intr. 

ps dma intr. An interrupt was received from the device. This shouldn't happen, check your 
device configuration for overlapping interrupt vectors. 

BUGS 

An invalid access (e.g., longword) to a mapped interface register can cause the system to crash 
with a machine check. A user process could possibly cause infinite interrupts hence bringing 
things to a crawl. 
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NAME 

pty — pseudo terminal driver 

SYNOPSIS 

pseudo-device pty 

DESCRIPTION 

The pty driver provides support for a device-pair termed a pseudo terminal. A pseudo terminal 
is a pair of character devices, a master device and a slave device. The slave device provides 
processes an interface identical to that described in ttyii). However, whereas all other devices 
which provide the interface described in tty(A) have a hardware device of some sort behind 
them, the slave device has, instead, another process manipulating it through the master half of 
the pseudo terminal. That is, anything written on the master device is given to the slave device 
as input and anything written on the slave device is presented as input on the master device. 

In configuring, if no optional '*count** is given in the specification, 16 pseudo terminal pairs are 
configured. 

The following iocti calls apply only to pseudo terminals: 
TIOCSTOP 

Stops output to a terminal (e.g. like typing "S). Takes no parameter. 
TIOCSTART 

Restarts output (stopped by TIOCSTOP or by typing "S). Takes no parameter. 
TIOCPKT 

Enable/disable packet mode. Packet mode is enabled by specifying (by reference) a 
nonzero parameter and disabled by specifying (by reference) a zero parameter. When 
applied to the master side of a pseudo terminal, each subsequent read from the terminal 
will return data written on the slave part of the pseudo terminal preceded by a zero byte 
(symbolically defined as TI(X^PKT_DATA), or a single byte reflecting control status 
information. In the latter case, the byte is an inclusive-or of zero or more of the bits: 

TIOCPKT_FLUSHREAD 

whenever the read queue for the terminal is flushed. 

TIOCPKT_FLUSHWRITE 

whenever the write queue for the terminal is flushed. 

TIOCPKT JTOP 

whenever output to the terminal is stopped a la *S. 

TIOCPKT_START 

whenever output to the terminal is restarted. 

TIOCPKT.DOSTOP 

whenever t^stopc is *S and tjstartc is *Q. 

TIOCPKT_NOSTOP 

whenever the start and stop characters are not *S/'Q. 

This mode is used by rloginiXC) and rIogindiZO to implement a remote-echoed, locally 
*srQ flow-controlled remote login with proper back-flushing of output; it can be used 
by other similar programs. 

TIOCREMOTE 

A mode for the master half of a pseudo terminal, independent of TIOCPKT. This 
mode causes input to the pseudo terminal to be flow controlled and not input edited 
(regardless of the terminal mode). Each write to the control terminal produces a record 
boundary for the process reading the terminal. In normal usage, a write of data is like 
the data typed as a line on the terminal; a write of 0 bytes is like typing an end-of-file 
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character. TIOCREMOTE can be used when doing remote line editing in a window 
manager, or whenever flow controlled input is required. 

FILES 

/dev/pty[p-r][0-9a-f] master pseudo terminals 
/dev/tty[p-r][0-9a-f| slave pseudo terminals 

DIAGNOSTICS 
None. 

BUGS 

It is not possible to send an EOT. 
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NAME 

pup — Xerox PUP-I protocol family 

SYNOPSIS 

#include <sys/types.h> 
#include < netpup/pup.h > 

DESCRIPTION 

The PUP-I protocol family is a collection of protocols layered atop the PUP Level-0 packet for- 
mat, and utilizing the PUP Internet address format. The PUP family is currently supported 
only by a raw interface. 

ADDRESSING 

PUP addresses are composed of network, host, and port portions. The include file 
</t€r/n/p//7{/p./i> defines this address as, 

struct pupport { 

u^char pup^net; 

u__char pup__host; 

u char pup socket [4]; 

1; " " 

Sockets bound to the PUP protocol family utilize the following addressing structure, 



struct sockaddr j)up { 


short 


spup_family; 


short 


spup_zerol; 


u_char 


spup_net; 


u_char 


spup^host; 


u_char 


spup_sock[4l; 


char 

}; 


spup__zero2[4]; 



The current PUP support provides only raw access to the 3Mb/s Ethernet. Packets sent 
through this interface must have space for the following packet header present at the front of 
the message, 



struct pup_header { 



u^short 


pupjength; 




u_char 


pupjcontrol; 


/* transport control •/ 


u_char 


pupjype; 


/• protocol type •/ 


ujong 


pupjd; 


/♦ used by protocols •/ 


u_char 


pur.dnet; 


/• destination */ 


u_char 


pup_dhost; 




u_char 


pup_dsock(4]; 




u^char 


pup_snet; 


/• source •/ 


u_char 


pup.shost; 




u_char 


pup_ssock[4]; 





); 

The sender should fill in the pupjcontrol, pup^type^ and pupJd fields. The remaining fields are 
filled in by the system. The system checks the message to insure its size is valid and, calulates 
a checksum for the message. If no checksum should be calculated, the checksum field (the last 
16-bit word in the message) should be set to PUP_NOCKSUM. 
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The pupjcontrol field is restricted to be 0 or PUPJTRACE; PUP_TRACE indicates packet trac- 
ing should be performed. The pupjype field may not be 0. 

On input, the entire packet, including header, is provided the user. No checksum validation is 
performed. 

SEE ALSO 

intro(4N), pup(4P), en(4) 

BUGS 

The only interface which currently supports use of pup*s is the Xerox 3 Mb/s en{A) interface. 

With the release of the second generation, PUP-II, protocols it is not clear what future PUP-I 
has. Consequently, there has been little motivation to provide extensive kernel support. 
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NAME 

pup — raw PUP socket interface 

SYNOPSIS 

#include <sys/socket.h> 
#include <netpup/pup.h> 

socket(AF_PUP, SOCK_RAW. PUPPROTO^BSP); 
DESCRIPTION 

A raw pup socket provides PUP-I access to an Ethernet network. Users send packets using the 
sendto call, and receive packets with the recvfrom call. All outgoing packets must have space 
present at the front of the packet to allow the PUP header to be filled in. The header format is 
described in pwp(4F). Likewise, packets received by the user will have the PUP header on the 
front. The PUP header and legal values for the various fields are defined in the include file 
< netpup/pup.h>. 

The raw pup interface automatically installs the length and source and destination addresses in 
the PUP header of all outgoing packets; these need not be filled in by the user. The only con- 
trol bit that may be set in the /co«/ro/ field of outgoing packets is the "trace" bit. A checksum 
is calculated unless the sender sets the checksum field to PUP_NOCKSUM. 

DIAGNOSTICS 

A socket operation may fail and one of the following will be returned: 

[EISCGNN] when trying to establish a connection on a socket which already has one, or 
when trying to send a datagram with the destination address specified and the 
socket is already connected: 

[ENOTCONN] when trying to send a datagram, but no destination address is specified, and 
the socket hasn't been connected; 

lENOBUFS] when the system runs out of memory for an internal data structure; 

lEADDRNOTAVAILl 

when an attempt is made to create a socket with a network address for which 
no network interface exists. 

A sendto operdiion may fail if one of the following is true: 

[EINVAL] Insufficient space was left by the user for the PUP header. 

[EINVALl The pup_type field was 0 or the pup_tcomrol field had a bit other than 
PUP_TRACE set. 

[EMSGSIZEl The message was not an even number of bytes, smaller than MINPUPSIZ, or 
large than MAXPUPSIZ. 

lENETUNREACH] 

The destination address was on a network which was not directly reachable 
(the raw interface provides no routing support). 

SEE ALSO 

send(2), recv(2), intro(4N), pup(4F) 

BUGS 

The interface is untested against other PUP implementations. 
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NAME 

rx - DEC RX02 floppy disk interface 
SYNOPSIS 

controller fxO at ubaO csr 0177170 vector rxintr 
disk rxO at fxO slave 0 
disk rxl at fxO slave 1 

DESCRIPTION 

The rx device provides access to a DEC RX02 floppy disk unit with M8256 interface module 
(RX211 configuration). The RX02 uses 8-inch, single-sided, soft-sectored floppy disks (with 
pre-formatted industry-standard headers) in either single or double density. 

Floppy disks handled by the RX02 contain 77 tracks, each with 26 sectors (for a total of 2,002 
sectors). The sector size is 128 bytes for single density, 256 bytes for double density. Single 
density disks are compatible with the RXOl floppy disk unit and with IBM 3740 Series Diskette 
1 systems. 

In addition to normal ('block' and 'raw') i/o, the driver supports formatting of disks for either 
density and the ability to invoke a 2 for 1 interleaved sector mapping compatible with the DEC 
operating system RT-11. 

The minor device number is interpreted as follows: 
Bit Description 

0 Sector interleaving ( 1 disables interleaving) 

1 Logical sector 1 is on track 1 (0 no, 1 yes) 

2 Not used, reserved 
Other Drive number 

The two drives in a single RX02 unit are treated as two disks attached to a single controller. 
Thus, if there are two RX02's on a system, the drives on the first RX02 are "rxO" and "rxl", 
while the drives on the second are **rx2" and "rx3". 

When the device is opened, the density of the disk currently in the drive is automatically deter- 
mined. If there is no floppy in the device, open will fail. 

The interleaving parameters are represented in raw device names by the letters 'a' through 'd'. 
Thus, unit 0, drive 0 is called by one of the following names: 

Mapping Device name Starting track 

interleaved /dev/rrxOa 0 
direct /dev/rrxOb 0 

interleaved /dev/rrxOc 1 
direct /dev/rrxOd 1 

The mapping used on the 'c' device is compatible with the DEC operating system RT-ll. The 
'b' device accesses the sectors of the disk in strictly sequential order. The 'a' device is the most 
efficient for disk-to-disk copying. 

I/O requests must start on a sector boundary, involve an integral number of complete sectors, 
and not go off" the end of the disk. 

NOTES 

Even though the storage capacity on a floppy disk is quite small, it is possible to make filcsys- 
tems on double density disks. For example, the command 

% mkfs /dev/rxO 1001 13 1 4096 512 32 0 4 
makes a file system on the double density disk in rxO with 436 kbytes available for file storage. 
Using taril) gives a more efficient utilization of the available space for file storage. Single den- 
sity diskettes do not provide sufficient storage capacity to hold file systems. 
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A number of ioctKl) calls apply to the rx devices, and have the form 

#include <vaxuba/rxreg.h> 

ioctKfildes, code, arg) 

int 'arg; 
The applicable codes are: 

RXIOC FORMAT Formal the diskette. The density to use is specified by the ar^ argument. 0 
gives single density while non-zero gives double density. 

RXI0CJ3ETDENS 

Return the density of the diskette (0 or !=0 as above). 

RXIOC^WDDMK On the next write, include a deleted data address mark in the header of the 
first sector. 

RXIOC^RDDMK Return non-zero if the last sector read contained a deleted data address mark 
in its header, otherwise return 0. 

ERRORS 

The following errors may be returned by the above ioctl calls: 

lENODEV] Drive not ready; usually because no disk is in the drive or the drive door is open. 

lENXIO] Nonexistent drive (on open); ofTset is too large or not on a sector boundary or 
byte count is not a multiple of the sector size (on read or write); or bad 
(undefined) ioctl code. 

lElO] A physical error other than ''not ready", probably bad media or unknown format. 

(EBUSYl Drive has been opened for exclusive access. 

[EBADFl No write access (on formal), or wrong density; the latter can only happen if the 
disk is changed without closing the device (i.e., calling closed) ). 

FILES 

/dev/rx? 
/dev/rrx?[a-d) 

SEE ALSO 

rxformat(8V), newfs(8), mkfs(8), tar(l), arff(8V) 
DIAGNOSTICS 

rx%d: hard error, trk %d psec %d cs = %b, db=%b, err = %x, %x, %x, %x. An unrecoverable 
error was encountered. The track and physical sector numbers, the device registers and the 
extended error status are displayed. 

rx%d: state %d (reset). The driver entered a bogus state. This should not happen. 

BUGS 

A floppy may not be formatted if the header info on sector 1, track 0 has been damaged. 
Hence, it is not possible to format completely degaussed disks or disks with other formats than 
the two known by the hardware. 

If the drive subsystem is powered down when the machine is booted, the controller won't inter- 
rupt. 
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NAME 

tcp — Internet Transmission Control Protocol 

SYNOPSIS 

#include <sys/socket.h> 
#include < netinet/in.h> 

s = socket(AF_INET, SOCK^STREAM, 0); 

DESCRIPTION 

The TCP protocol provides reliable, flow-controlled, two-way transmission of data. It is a byte- 
stream protocol used to support the SOCK_STREAM abstraction. TCP uses the standard Inter- 
net address format and, in addition, provides a per-host collection of ''port addresses". Thus, 
each address is composed of an Internet address specifying the host and network, with a specific 
TCP port on the host identifying the peer entity. 

Sockets utilizing the tcp protocol are either ''active" or "passive". Active sockets initiate con- 
nections to passive sockets. By default TCP sockets are created active; to create a passive 
socket the listenil) system call must be used after binding the socket with the bindil) system 
call. Only passive sockets may use the accepdl) call to accept incoming connections. Only 
active sockets may use the conneail) call to initiate connections. 

Passive sockets may "underspecify" their location to match incoming connection requests from 
multiple networks. This technique, termed "wildcard addressing", allows a single server to 
provide service to clients on multiple networks. To create a socket which listens on all net- 
works, the Internet address INADDR ANY must be bound. The TCP port may still be 
specified at this time; if the port is not specified the system will assign one. Once a connection 
has been established the socket's address is fixed by the peer entity's location. The address 
assigned the socket is the address associated with the network interface through which packets 
are being transmitted and received. Normally this address corresponds to the peer entity's net- 
work. 

DIAGNOSTICS 

A socket operation may fail with one of the following errors returned: 

[EISCONN] when trying to establish a connection on a socket which already has one; 

lENOBUFS] when the system runs out of memory for an internal data structure; 

[ETIMEDOUT] when a connection was dropped due to excessive retransmissions; 

[ECONNRESET] when the remote peer forces the connection to be closed; 

[ECONNREFUSEDl when the remote peer actively refuses connection establishment (usually 
because no process is listening to the port); 

[EADDRINUSE] when an attempt is made to create a socket with a port which has already 
been allocated; 

[EADDRNOTAVAIL] 

when an attempt is made to create a socket with a network address for 
which no network interface exists. 

SEE ALSO 

intro(4N), inet(4F) 

BUGS 

It should be possible to send and receive TCP options. The system always tries to negotiates 
the maximum TCP segment size to be 1024 bytes. This can result in poor performance if an 
intervening network performs excessive fragmentation. 
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NAME 

tm — TM-ll/TE-10 magtape interface 
SYNOPSIS 

controller tmO at uba? csr 0172520 vector tmintr 
tape teO at tmO drive 0 

DESCRIPTION 

The tm-ll/te-10 combination provides a standard tape drive interface as described in mtioiA). 
Hardware implementing this on the VAX is typified by the Emulex TC-ll controller operating 
with a Kennedy model 9300 tape transport, providing 800 and 1600 bpi operation at 125 ips. 

SEE ALSO 

mt(l), tar(l), ip(l), miio(4), ht(4), ts(4), mt(4), ut(4) 
DIAGNOSTICS 

te%d: no write ring. An attempt was made to write on the tape drive when no write ring was 
present; this message is written on the terminal of the user who tried to access the tape. 

te%d: not online. An attempt was made to access the tape while it was offline; this message is 
written on the terminal of the user who tried to access the tape. 

te%d: can't switch density in mid-tape. An attempt was made to write on a tape at a different 
density than is already recorded on the tape. This message is written on the terminal of the 
user who tried to switch the density. 

te%d: hard error bn%d er = %b. A tape error occurred at block bn the tm error register is 
printed in octal with the bits symbolically decoded. Any error is fatal on non-raw tape; when 
possible the driver will have retried the operation which failed several times before reporting 
the error. 

te%d: lost interrupt. A tape operation did not complete within a reasonable time, most likely 
because the tape was taken off-line during rewind or lost vacuum. The controller should, but 
does not, give an interrupt in these cases. The device will be made available again after this 
message, but any current open reference to the device will return an error as the operation in 
progress aborts. 

BUGS 

If any non-data error is encountered on non-raw tape, it refuses to do anything more until 
closed. 
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NAME 

ts — TS- 1 1 magtape interface 
SYNOPSIS 

controller zsO at uba? csr 0172520 vector tsintr 
tape tsO at zsO drive 0 

DESCRIPTION 

The ts-U combination provides a standard tape drive interface as described in mtioiA). The is- 
11 operates only at 1600 bpi, and only one transport is possible per controller. 

SEE ALSO 

mt(l), tar(l), tp(l), mtio(4), ht(4), tm(4), mt(4), ut(4) 
DIAGNOSTICS 

ts%d: no write ring. An attempt was made to write on the tape drive when no write ring was 
present; this message is written on the terminal of the user who tried to access the tape. 

ts%d: not online. An attempt was made to access the tape while it was offline; this message is 
written on the terminal of the user who tried to access the tape. 

ts%d: hard error bn%d xsO=%b. A hard error occurred on the tape at block bn status register 
0 is printed in octal and symbolically decoded as bits. 

BUGS 

If any non-data error is encountered on non-raw tape, it refuses to do anything more until 
closed. 

The device lives at the same address as a tm-1 1 rw(4); as it is very difficult to get this device to 
interrupt, a generic system assumes that a ts is present whenever no tm-11 exists but the csr 
responds and a ts-11 is configured. This does no harm as long as a non-existent ts-11 is not 
accessed. 
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NAME 

tiy — general terminal interface 

SYNOPSIS 

#include <sgtty.h> 

DESCRIPTION 

This section describes both a particular special file /dev/tty and the terminal drivers used for 
conversational computing. 

Line disciplines. 

The system provides different line disciplines for controlling communications lines. In this ver- 
sion of the system there are three disciplines available: 

old The old (standard) terminal driver. This is used when using the standard shell i7;(l) 
and for compatibility with other standard version 7 UNIX systems. 

new A newer terminal driver, with features for job control; this must be used when using 

csh{\). 

net A line discipline used for networking and loading data into the system over communi- 
cations lines. It allows high speed input at very low overhead, and is described in 
bki4). 

Line discipline switching is accomplished with the TIOCSETD ioctl: 

int Idlsc = LDISC: loctKfiledes, TIOCSETD, &ldisc); 

where LDISC is OTTYDISC for the standard tty driver, NTTYDiSC for the new driver and 
NETLDISC for the networking discipline. The standard (currently old) tty driver is discipline 0 
by convention. The current line discipline can be obtained with the TIOCGETD ioctl. Pending 
input is discarded when the line discipline is changed. 

All of the low-speed asynchronous communications ports can use any of the available line dis- 
ciplines, no matter what hardware is involved. The remainder of this section discusses the 
"old" and "new" disciplines. 

The control terminal. 

When a terminal file is opened, it causes the process to wait until a connection is established. 
In practice, user programs seldom open these files; they are opened by initiS) and become a 
user's standard input and output file. 

If a process which has no control terminal opens a terminal file, then that terminal file becomes 
the control terminal for that process. The control terminal is thereafter inherited by a child 
process during a forkd), even if the control terminal is closed. 

The file /dev/tty is, in each process, a synonym for a control /mw/wa/ associated with that pro- 
cess. It is useful for programs that wish to be sure of writing messages on the terminal nu 
matter how output has been redirected. It can also be used for programs that demand a file 
name for output, when typed output is desired and it is tiresome to find out which terminal is 
currently in use. 

Process groups. 

Command processors such as csh(\) can arbitrate the terminal between different jobs by placing 
related jobs in a single process group and associating this process group with the terminal. A 
terminals associated process group may be set using the TIOCSPGRP ioctlkl): 

ioctKfildes, TIOCSPGRP, Apgrp) 
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or examined using TIOCGPGRP rather than TIOCSPGRP, returning the current process group 
in pgrp. The new terminal driver aids in this arbitration by restricting access to the terminal by 
processes which are not in the current process group; see Job access control below. 

Modes. 

The terminal drivers have three major modes, characterized by the amount of processing on the 
input and output characters: 

cooked The normal mode. In this mode lines of input are collected and input editing is 
done. The edited line is made available when it is completed by a newline or when 
an EOT (control-D, hereafter *D) is entered. A carriage return is usually made 
synonymous with newline in this mode, and replaced with a newline whenever it is 
typed. All driver functions (input editing, interrupt generation, output processing 
such as delay generation and tab expansion, etc.) are available in this mode. 

CBREAK This mode eliminates the character, word, and line editing input facilities, making 
the input character available to the user program as it is typed. Flow control, 
literal-next and interrupt processing are still done in this mode. Output processing is 
done. 

RAW This mode eliminates all input processing and makes all input characters available as 
they are typed; no output processing is done either. 

The style of input processing can also be very different when the terminal is put in non- 
blocking i/o mode; see fcntlil). In this case a readil) from the control terminal will never 
block, but rather return an error indication (EWOULDBLOCK) if there is no input available. 

A process may also request a SIGIO signal be sent it whenever input is present. To enable this 
mode the FASYNC flag should be set using fcntlil). 

Input editing. 

A UNIX terminal ordinarily operates in full-duplex mode. Characters may be typed at any 
time, even while output is occurring, and are only lost when the system's character input 
buffers become completely choked, which is rare, or when the user has accumulated the max- 
imum allowed number of input characters that have not yet been read by some program. 
Currently this limit is 256 characters. In the old terminal driver all the saved characters are 
thrown away when the limit is reached, without notice; the new driver simply refuses to accept 
any further input, and rings the terminal bell. 

Input characters are normally accepted in either even or odd parity with the parity bit being 
stripped off before the character is given to the program. By clearing either the EVEN or ODD 
bit in the flags word it is possible to have input characters with that parity discarded (see the 
Summary below.) 

In all of the line disciplines, it is possible to simulate terminal input using the TIOCSTI iocti, 
which takes, as its third argument, the address of a character. The system pretends that this 
character was typed on the argument terminal, which must be the control terminal except for 
the super-user (this call is not in standard version 7 UNIX). 

Input characters are normally echoed by putting them in an output queue as they arrive. This 
may be disabled by clearing the ECHO bit in the flags word using the stiyi3) call or the 
TIOCSETN or TIOCSETP ioctis (see the Summary below). 

In cooked mode, terminal input is processed in units of lines. A program attempting to read 
will normally be suspended until an entire line has been received (but see the description of 
SIGTTIN in Modes above and FIONREAD in Summary below.) No matter how many charac- 
ters are requested in the read call, at most one line will be returned. It is not, however, neces- 
sary to read a whole line at once; any number of characters may be requested in a read, even 
one, without losing information. 
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During input, line editing is normally done, with the character logically erasing the last 
character typed and the character logically erasing the entire current input line. These are 
often reset on crt's^ with *H replacing #, and *U replacing @. These chaiacters never erase 
beyond the beginning of the current input line or an 'D. These characters may be entered 
literally by preceding them with A*; in the old teletype driver both the '\' and the character 
entered literally will appear on the screen; in the new driver the A' will normally disappear. 

The drivers normally treat either a carriage return or a newline character as terminating an 
input line, replacing the return with a newline and echoing a return and a line feed. If the 
CRMOD bit is cleared in the local mode word then the processing for carriage return is dis- 
abled, and it is simply echoed as a return, and does not terminate cooked mode input. 

In the new driver there is a literal-next character *V which can be typed in both cooked and 
CBREAK mode preceding any character to prevent its special meaning. This is to be preferred 
to the use of A' escaping erase and kill characters, but A' is (at least temporarily) retained with 
its old function in the new driver for historical reasons. 

The new terminal driver also provides two other editing characters in normal mode. The 
word-erase character, normally *W, erases the preceding word, but not any spaces before it. 
For the purposes of "W, a word is defined as a sequence of non-blank characters, with tabs 
counted as blanks. Finally, the reprint character, normally 'R, retypes the pending input begin- 
ning on a new line. Retyping occurs automatically in cooked mode if characters which would 
normally be erased from the screen are fouled by program output. 

Input echoing and redisplay 

In the old terminal driver, nothing special occurs when an erase character is typed; the erase 
character is simply echoed. When a kill character is typed it is echoed followed by a new-line 
(even if the character is not killing the line, because it was preceded by a *\'!-) 

The new terminal driver has several modes for handling the echoing of terminal input, con- 
trolled by bits in a local mode word. 

Hardcopy terminals. When a hardcopy terminal is in use, the LPRTERA bit is normally set in 
the local mode word. Characters which are logically erased are then printed out backwards pre- 
ceded by A' and followed by V in this mode. 

Crt terminals. When a crt terminal is in use, the LCRTBS bit is normally set in the local mode 
word. The terminal driver then echoes the proper number of erase characters when input is 
erased; in the normal case where the erase character is a *H this causes the cursor of the termi- 
nal to back up to where it was before the logically erased character was typed. If the input has 
become fouled due to interspersed asynchronous output, the input is automatically retyped. 

Erasing characters from a crt. When a crt terminal is in use, the LCRTER A bit may be set to 
cause input to be erased from the screen with a "backspace-space-backspace" sequence when 
character or word deleting sequences are used. A LCRTKIL bit may be set as well, causing th- 
input to be erased in this manner on line kill sequences as well. 

Echoing of control characters. If the LCTLECH bit is set in the local state word, then non- 
printing (control) characters are normally echoed as *X (for some X) rather than being echoed 
unmodified; delete is echoed as 

The normal modes for using the new terminal driver on crt terminals are speed dependent. At 
speeds less than 1200 baud, the LCRTER A and LCRTKILL processing is painfully slow, so 
sttyil) normally just sets LCRTBS and LCTLECH; at speeds of 1200 baud or greater all of 
these bits are normally set. Stty{\) summarizes these option settings and the use of the new 
terminal driver as "newcrt.'' 
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Output processing. 

When one or more characters are written, they are actually transmitted to the terminal as soon 
as previously-written characters have finished typing. (As noted above, input characters are 
normally echoed by putting them in the output queue as they arrive.) When a process produces 
characters more rapidly than they can be typed, it will be suspended when its output queue 
exceeds some limit. When the queue has drained down to some threshold the program is 
resumed. Even parity is normally generated on output. The EOT character is not transmitted 
in cooked mode to prevent terminals that respond to it from hanging up; programs using raw or 
cbreak mode should be careful. 

The terminal drivers provide necessary processing for cooked and CBREAK mode output 
including delay generation for certain special characters and parity generation. Delays are 
available after backspaces 'H, form feeds "L, carriage returns *M, tabs *I and newlines *J. The 
driver will also optionally expand tabs into spaces, where the tab stops are assumed to be set 
every eight columns. These functions are controlled by bits in the tty flags word: see Summary 
below. 

The terminal drivers provide for mapping between upper and lower case on terminals lacking 
lower case, and for other special processing on deficient terminals. 

Finally, in the new terminal driver, there is a output flush character, normally *0, which sets 
the LFLUSHO bit in the local mode word, causing subsequent output to be flushed until it is 
cleared by a program or more input is typed. This character has effect in both cooked and 
CBREAK modes and causes pending input to be retyped if there is any pending input. An iocil 
to flush the characters in the input and output queues TiOCFLUSH, is also available. 

Upper case terminals and Hazeltines 

If the LCASE bit is set in the tty flags, then all upper-case letters are mapped into the 
corresponding lower-case letter. The upper-case letter may be generated by preceding it by A'- 
If the new terminal driver is being used, then upper case letters are preceded by a '\ ' when 
output. In addition, the following escape sequences can be generated on output and accepted 
on input: 

for ' I - { } 

use \' \! \- \( \) 

To deal with Hazeltine terminals, which do not understand that ' has been made into an ASCII 
character, the LTILDE bit may be set in the local mode word when using the new terminal 
driver: in this case the character " will be replaced with the character ' on output. 

Flow control. 

There are two charficters (the stop character, normally 'S, and the start character, normally *Q) 
which cause output to be suspended and resumed respectively. Extra stop characters typed 
when output is already stopped have no effect, unless the start and stop characters are made the 
same, in which case output resumes. 

A bit in the flags word may be set to put the terminal into TANDEM mode. In this mode the 
system produces a stop character (default *S) when the input queue is in danger of overflowing, 
and a start character (default "Q) when the input has drained sufficiently. This mode is useful 
when the terminal is actually another machine that obeys the conventions. 

Line control and breaks. 

There are several /oc// calls available to control the state of the terminal line. The TIOCSBRK 
ioctl will set the break bit in the hardware interface causing a break condition to exist; this can 
be cleared (usually after a delay with sleep{3)) by TIOCCBRK. Break conditions in the input 
are reflected as a null character in RAW mode or as the interrupt character in cooked or 
CBREAK mode. The TIOCCDTR ioctl will clear the data terminal ready condition; it can be 
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set again by TIOCSDTR. 

When the carrier signal from the dataset drops (usually because the user has hung up his termi- 
nal) a SIGHUP hangup signal is sent to the processes in the distinguished process group of the 
terminal; this usually causes them to terminate (the SIGHUP can be suppressed by setting the 
LNOHANG bit in the local state word of the driver.) Access to the terminal by other processes 
is then normally revoked, so any further reads will faiU and programs that read a terminal and 
test for end-of-file on their input will terminate appfopriately. 

When using an ACU it is possible to ask that the phone line be hung up on the last close with 
the TIOCHPCL iocil; this is normally done on the outgoing line. 

Interrupt characters. 

There are several characters that generate interrupts in cooked and CBREAK mode; all are sent 
the processes in the control group of the terminal, as if a TIOCGPGRP iocll were done to get 
the process group and then a killpgil) system call were done, except that these characters also 
flush pending input and output when typed at a terminal '/a TIOCFLUSH). The characters 
shown here are the defaults; the field names in the structures (given below) are also shown. 
The characters may be changed, although this is not often done. 

*? t__intrc (Delete) generates a SIGINT signal. This is the normal way to stop a process 
which is no longer interesting, or to regain control in an interactive program. 

"\ t__quitc (FS) generates a SIGQUIT signal. This is used to cause a program to terminate 
and produce a core image, if possible, in the file core in the current directory. 

*Z t_suspc (EM) generates a SIGTSTP signal, which is used to suspend the current pro- 
cess group. 

*Y t_dsuspc (SUB) generates a SIGTSTP signal as *Z does, but the signal is sent when a 
program attempts to read the *Y, rather than when it is typed. 

Job access control. 

When using the new terminal driver, if a process which is not in the distinguished process 
group of its control terminal attempts to read from that terminal its process group is sent a 
SIGTTIN signal. This signal normally causes the members of that process group to stop. If, 
however, the process is ignoring SIGTTIN. has SIGTTIN blocked, is an orphan process, or is in 
the middle of process creation using v/arA'(2)), it is instead returned an end-of-file. (An orphan 
process is a process whose parent has exited and has been inherited by the /«/>(8) process.) 
Under older UNIX systems these processes would typically have had their input files reset to 
/dev/null, so this is a compatible change. 

When using the new terminal driver with the LTOSTOP bit set in the local modes, a process is 
prohibited from writing on its control terminal if it is not in the distinguished process group for 
that terminal. Processes which are holding or ignoring SIGTTOU signals, which are orphans, or 
which are in the middle of a %forki2) are excepted and allowed to produce output. 

Sumnuiry of modes. 

Unfortunately, due to the evolution of the terminal driver, there are 4 different structures 
which contain various portions of the driver data. The first of these (sgttyb) contains that part 
of the information largely common between version 6 and version 7 UNIX systems. The 
second contains additional control characters added in version 7. The third is a word of local 
state peculiar to the new terminal driver, and the fourth is another structure of special charac- 
ters added for the new driver. In the future a single structure may be made available to pro- 
grams which need to access all this information; most programs need not concern themselves 
with all this state. 
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Basic modes: sgtty. 

The basic ioctls use the structure defined in < sgtty. h> : 

struct sgttyb { 

char sg_lspeed; 
char sg__ospeed; 
char sg_erase; 
char sg__kni; 
short sg flags; 

}; 

The sg_ispeed and sg_ospee(i fields describe the input and output speeds of the device according 
to the following table, which corresponds to the DEC DH-11 interface. If other hardware is 
used, impossible speed changes are ignored. Symbolic values in the table are as defined in 



< sgtty. h> . 




BO 


0 


(hang up dataphone) 


B50 


1 


50 baud 


B75 


2 


75 baud 


BUG 


3 


110 baud 


B134 


4 


134.5 baud 


B150 


5 


1 50 baud 


B200 


6 


200 baud 


B300 


7 


300 baud 


B600 


8 


600 baud 


B1200 


9 


1200 baud 


B1800 


10 


1800 baud 


B2400 


11 


2400 baud 


B4800 


12 


4800 baud 


B9600 


13 


9600 baud 


EXTA 


14 


External A 


EXTB 


15 


External B 



In the current configuration, only 110, 150, 300 and 1200 baud are really supported on dial-up 
lines. Code conversion and line control required for IBM 274rs (134.5 baud) must be imple- 
mented by the user's program. The half-duplex line discipline required for the 202 datasct 
(1200 baud) is not supplied; full-duplex 212 datasets work fine. 

The sg_erase and sg_kHI fields of the argument structure specify the erase and kill characters 
respectively. (Defaults are # and @.) 

The sg_^tiags field of the argument structure contains several bits that determine the system's 
treatment of the terminal: 

ALLDEL AY 0177400 Delay algorithm selection 

BSDELAY 0100000 Select backspace delays (not implemented): 

BSO 0 

BSl 0100000 

VTDELAY 0040000 Select form-feed and vertical-tab delavs: 

FFO 0 

FFl 0100000 

CRDELAY 0030000 Select carriage-return delays: 

CRO 0 

CRl 0010000 

CR2 0020000 

CR3 0030000 
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TBDELAY 


0006000 


TABO 


0 


TABl 


0001000 


TAB2 


0004000 


XTABS 


0006000 


NLDELAY 


0001400 


NLO 


0 


NLl 


0000400 


NL2 


0001000 


NL3 


0001400 


EVENP 


0000200 


ODDP 


0000100 


RAW 


0000040 


CRMOD 


0000020 


ECHO 


0000010 


LCASE 


0000004 


CBREAK 


0000002 


TANDEM 


0000001 



The delay bits specify how long transmission stops to allow for mechanical or other movement 
when certain characters are sent to the terminal. In all cases a value of 0 indicates no delay. 

Backspace delays are currently ignored but might be used for Terminet 300's. 

If a form-feed/ vertical tab delay is specified, it lasts for about 2 seconds. 

Carriage-return delay type 1 lasts about .08 seconds and is suitable for the Terminet 300. Delay 
type 2 lasts about .16 seconds and is suitable for the VT05 and the Tl 700. Delay type 3 is suit- 
able for the concept- 100 and pads lines to be at least 9 characters at 9600 baud. 

New-line delay type 1 is dependent on the current column and is tuned for Teletype model 
37's. Type 2 is useful for the VT05 and is about .10 seconds. Type 3 is unimplemented and is 
0. 

Tab delay type 1 is dependent on the amount of movement and is tuned to the Teletype model 
37. Type 3, called XTABS, is not a delay at all but causes tabs to be replaced by the appropri- 
ate number of spaces on output. 

Input characters with the wrong parity, as determined by bits 200 and 100, are ignored in 
cooked and CBREAK mode. 

RAW disables all processing save output flushing with LFLUSHO; full 8 bits of input are given 
as soon as it is available: all 8 bits are passed on output. A break condition in the input is 
reported as a null character. If the input queue overflows in raw mode it is discarded; this 
applies to baih new and old drivers. 

CRMOD causes input carriage returns to be turned into new-lines; input of either CR or LF 
causes LF-CR both to be echoed (for terminals with a new-line function). 

CBREAK is a sort of half-cooked (rare?) mode. Programs can read each character as soon as 
typed, instead of waiting for a full line; all processing is done except the input editing: character 
and word erase and line kill, input reprint, and the special treatment of \ or EOT are disabled. 

TANDEM mode causes the system to produce a stop character (default *S) whenever the input 
queue is in danger of overflowing, and a start character (default 'Q) when the input queue has 
drained sufficiently. It is useful for flow control when the 'terminar is really another computer 
which understands the conventions. 
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Basic ioctls 

In addition to the TIOCSETD and TIOCGETD disciplines discussed in Line disciplines above, 
a large number of other ioctlil) calls apply to terminals, and have the general form: 

#include <sgtty.h> 

loctKfildes, code, arg) 
struct sgttyb 'arg; 

The applicable codes are: 

TIOCGETP Fetch the basic parameters associated with the terminal, and store in the 

poinied-lo structure. 

TIOCSETP Set ihe parameters according to the pointed-to sgtiyb structure. The interface 
delays until output is quiescent, then throws away any unread characters, 
before changing the modes. 

TIOCSETN Set the parameters like TIOCSETP but do not delay or flush input. Input is 
not preserved, however, when changing to or from RAW. 

With the following codes the arg '\s ignored. 

TIOCEXCL Set "exclusive-use" mode: no further opens are permitted until the file has 
been closed. 

TIOCNXCL Turn off ''exclusive-use" mode. 

TIOCHPCL When the file is closed for the last time, hang up the terminal. This is useful 
when the line is associated with an ACU used to place outgoing calls. 

TIOCFLUSH All characters waiting in input or output queues are flushed. 

The remaining calls are not available in vanilla version 7 UNIX. In cases where arguments are 
required, they are described; or^ should otherwise be given as 0. 

TIOCSTI the argument is the address of a character which the system pretends wa.s typed 

on the terminal. 

TIOCSBRK the break bit is set in the terminal. 

TIOCCBRK the break bit is cleared. 

TIOCSDTR data terminal ready is set. 

TIOCCDTR data terminal ready is cleared. 

TIOCGPGRP arg is the address of a word into which is placed the process group number of 
the control terminal. 

TIOCSPGRP arg a word (typically a process id) which becomes the process group for the 
control terminal. 

FIONREAD returns in the long integer whose address is arg the number of immediately 
readable characters from the argument unit. This works for files, pipes, and 
terminals, but not (yet) for multiplexed channels. 

Tchars 

The second structure associated with each terminal specifies characters that are special in both 
the old and new terminal interfaces: The following structure is defined in < sys/ioLiLh> , which 
is automatically included in < sgtiy.h> : 

struct tchars { 

char t_intrc; /* interrupt •/ 

char t_quitc; /• quit •/ 
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char t^startc; /♦ start output •/ 

char t_stopc; /• stop output •/ 

char t_eofc; /• end-of-file •/ 

char t brkc; /* input delimiter (like nl) */ 

); 

The default values for these characters are *?, *\, *0, *S, "D, and —1. A character value of 
— 1 eliminates the effect of that character. The (_^rAT character, by default —1, acts like a 
new-line in that it terminates a Mine/ is echoed, and is passed to the program. The 'stop' and 
'start' characters may be the same, to produce a toggle effect. It is probably counterproductive 
to make other special characters (including erase and kill) identical. The applicable iocti calls 
are: ■ v' ■■: ^ 

TIOCGETC Get the special characters and put them in the specified structure. 
TIOCSETC Set the special characters to those given in the structure. 
Local mode 

The third structure associated with each terminal is a local mode word; except for the 
LNOHANG bit, this word is interpreted only when the new driver is in use. The bits of the 
local mode word are: 



LCRTBS 


000001 


LPRTERA 


000002 


LCRTERA 


000004 


LTILDE 


000010 


LMDMBUF 


000020 


LLITOUT 


000040 


LTOSTOP 


000100 


LFLUSHO 


000200 


LNOHANG 


000400 


LETXACK 


001000 


LCRTKIL 


002000 


LINTRUP 


004000 


LCTLECH 


010000 


LPENDIN 


020000 


LDECCTQ 


040000 



to ' on output (for Hazeltine terminals) 



The applicable /ocf/ functions are: 

TIOCLBIS arg is the address of a mask which is the bits to be set in the local mode word. 
TIOCLBIC arg is the address of a mask of bits to be cleared in the local mode word. 
TIOCLSET arg is the address of a mask to be placed in the local mode word. 
TIOCLGET arg is the address of a word into which the current mask is placed. 
Local special chars 

The final structure associated with each terminal is the Itcfiars structure which defines interrupt 
characters for the new terminal driver. Its structure is: 

struct Itchars { 



char 


t^suspc; 


/• 


char 


t_dsuspc; 


/• 


char 


t_rprntc; 


/• 


char 


t_flushc; 


A 
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char t_werasc; 
char t inextc; 



/* word erase •/ 

/* literal next character •/ 



}; 



The default values for these characters are *Z, "Y, *R, *0, *W, and "V. A value of — 1 disables 
the character. 

The applicable /oc// functions are: 

TIOCSLTC args is the address of a //c/fors structure which defines the new local special charac- 



TIOCGLTC args is the address of a Itchars structure into which is placed the current set of 



FILES 

/dev/ity 

/dev/tty* 

/dev/console 

SEE ALSO 

csh(l), stty(l), iocil(2), sigvec(2), sttyOC), getly(8), init(8) 

BUGS 

Half-duplex terminals are not supported. 



ters. 



local special characters. 
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NAME 

tu - VAX-1 1/730 and VAX-1 1/750 TU58 console cassette interface 
SYNOPSIS 

options MRSP (for VAX-1 1/750's with an MRSP prom) 
DESCRIPTION 

The tu interface provides access to the VAX 11/730 and 11/750 TU58 console cassette 
drive (s). 

The interface supports only block i/o to the TU58 cassettes. The devices are normally manipu- 
lated with the arffXZV) program using the 'T* and "m** options. 

The device driver is automatically included when a system is configured to run on an 1 1/730 or 
11/750. 

The TU58 on an 11/750 uses the Radial Serial Protocol (RSP) to communicate with the cpu 
over a serial line. This protocol is inherently unreliable as it has no flow control measures built 
in. On an 11/730 the Modified Radial Serial Protocol is used. This protocol incorporates flow 
control measures which insure reliable data transfer between the cpu and the device. Certain 
11/750's have been modified to use the MRSP prom used in the 11/730. To reliably use the 
console TU58 on an 11/750 under UNIX, the MRSP prom is required. For those 11/750's 
without an MRSP prom, an unreliable but often useable interface has been developed. This 
interface uses an assembly language "pseudo-dma" routine to minimize the receiver interrupt 
service latency. To include this code in the system, the configuration must net specify the sys- 
tem will run on an 11/730 or use an MRSP prom. This unfortunately makei it impossible to 
configure a single system which will properly handle TU58*s on both an 11/750 and an 11/730 
(unless both machines have MRSP proms). 

FILES 

Vdev/tuO 

/dev/tul (only on a VAX-1 1/730) 

SEE ALSO 

arfr(8V) 

DIAGNOSTICS 

tu%d: no bp, active %d. A transmission complete interrupt was received with no outstanding 
i/o request. This indicates a hardware problem. 

tu%d protocol ei-ror, state=»%s, op=%x, cnt=%(l» block»%d. The driver entered an illegal 
state. The information printed indicates the illegal state, operation currently being executed, 
the i/o count, and the block number on the cassette. 

tu%d receive state error, state =%s, byte=%x. The driver entered an illegal state in the 
receiver finite state machine. The state is shown along with the control byte of the received 
packet. 

tu%d: read stalled. A timer watching the controller detected no interrupt for an extended 
period while an operation was outstanding. This usually indicates that one or more receiver 
interrupts were lost and the transfer is restarted (11/750 only). 

tu%d: hard error bn%d, pk_mod %o. The device returned a status code indicating a hard error. 
The actual error code is shown in octal. No retries are attempted by the driver. 

BUGS 

The VAX- 11/750 console interface without MRSP prom is unuseable while the system is 
multi-user; it should be used only with the system running singte-user and, even then, with 
caution. 
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NAiMK 

iida •■- UHA-^O disk controller interlace 
SYNOPSIS 

conlrollor \nh\0 al ubafl csr 0172130 vcclor lulinlr 
disk raO at udaO drive 0 

I)KS( Ulin iON 

This is a driver for the DIX." UI)A-50 disk eoiitrollcr. The lJI)A-50 comnmnicates with the host 
(hrough a packet oriciiled piotocol (ernied llie Mass Storatie Conlrol INotocol (MSCP). Consult (he 
(ile <V(i.\/niscp.li> for a detailetl deseriplioii of this protocol. 

I'iles wiih minor device numbers I) througli 7 reler to various portions ol" drive 0; minor devices 8 
through 15 roler to drive I, etc. The slaiid;;rd device names Ivivin with "ra" followed by the drive 
number and dien a Idler a-h for partitions 0-7 respectively. The character ? stands here lor a drive 
number in the range 0-7. 

The block liles access the ilisk via the syslem's normal bullering niechanistn and may be read and 
wrillen without ret;ard It) ph\;>i(..al disk reci/rtls. There is also a 'raw* inlerface which provides for 
direct transmission between the disk and l!ie user's re.id or write Inillcr. A sin^^le read ui- wiile call 
results in exactly one I/O operalion and iherelbre raw l/() is considerably more elllcient when 
many words are transmitted. The names oT the raw liles conventionally begin with an extra 'r.' 

In raw I/O counts should he ;i multiple ol'SI'^ bytes (a disk sector). Likewise seek calls should 
specify a multiple of 512 bytes. 

DISK SlIIM'OR r 

'Ibis driver handles all dri\es which may bv- connected lo the l!|)A-.St). Oiive types (ler se are not 
i"ec( )[',!! I, but rather ihe wiiiable leni^ih (larlitions are defmed <is h.p.ini.', an "infinite" leniilh and 
die conlrolK-r is relied on to return an ei R)r when an in.icces^ible block is rei.juesled. f or conslruct- 
ini; (ile systems, however ih-^ p.nlilions si/cs are required. I he ori<.',in and si/e (in sectors) of the 
pseudo-disks on each tlri\e are shown below. Partitions .uv nol roun<.led to cylinder boundaries, as 
on olher drives, because ihe typo of drive .lUacbed to the controller is disco\ered too late in ihc 
aut(H:onfi!',ural!()n process lo maintain separ.ile pariilion tallies for each dii\e. ( I he lack of pioper 
drive type recoi;nilion would be more easil> dealt with if ihe |)arlition tables were reati oil" the 
drive.) 

KA()I) parlitii>ns (Stanford specilic!) 



disk 


start 


Ienp,th 


ra7a 


0 


15884 


ra?b 


15884 


33440 


raVc 


0 


•^100176 


ra?d 


I3LU)4 


2001)00 


ra?c 


3.n304 


f)8872 


ra?g 


49.324 


82080 


ra?ii 


131404 


2(.8772 


artitions 






disk 


start 


length 


ra?a 


0 


15884 


ra?b 


15884 


33440 


ra?c 


0 


242606 




49324 


82080 


ra?h 


131404 


111202 



KA81 partitions (Stanford- specific!) 
disk start length 
ra?a 0 15884 
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Fa?b 


15884 


.IW40 


lil?C 


0 


891072 


ra?d 


i.n.^()4 


20(K)()() 


ra?e 


1^1304 


279884 


ra?l' 


()II18S 


279884 


ia?g 


49J?.4 


82080 


ra?li 


I.n4()4 


759668 



I ho iM?a parlilioii is lunuKiliy iisod loi" Iho root lilo syslrni. ihc ra?!") paiiition as a iKtj'jii}; area, and 
tho ra?c parlilioii for pack-pack copviii!;', (il maps llio cnlirc disk). 

Alc\7nif0-9|[a-ll 
A!cv/nai0-9)|a-ll 

i)iA(;iNOsri( s 

mla: uhiiifo %\. (VAX 11/750 only.) When allocalini- UNllil'S resources, llie driver found it 
already had resonnxs previously allocated. This iiulit alcs a biiii, in (he driver. 

iidasa %<), stale "od. (Addilional slaius information given afier a lianl i/o error.) I Ix' values ol'lhc 
UI)A-50 sialus register an(l ihe inlernal driver stale are primed. 

iida^^d: random interrupt ignored. An unexpected inleniipl was recei\ed (e.g. wh.en no i/o was 
pending). The interrn|)l is ignored. 

u(!a%d: interrupt in unknown stale %(! ignored. An inlerrupl was received when the driver was in 
an unknown internal stale, hulicaies a harilw.ire piohleni or a driver bug. 

uiia")(I: falnl error ("u)). Tlie L'DA 50 iiulicaled a "fatal error' in the stains reiunicil lo the host. 
The conlenls of the sialus register are diNplayed. 

(Additional status iiifonna.tion given <ifier a hard i/o error.) A haul i/o error occurred 
because the ilri'.e was not on line. 

status %o. (Adililioiial status inlornialion given after a hard i/o error.) Hie status information 
retiirnv\l from the UDA 50 is tacked onto the end of the hard error niess;ige primed on the console. 

nda: unknown |)aeket. An MS( 'I* packet of unknown type was received from the I. ll)A-50. Check 

the cabling to the controller. 

The following errors are inlerprelalions of MS(T eiri)r messages returned by the UI)A-50 to the 
host. 

iida?od: %s error, conlr<)ller error, event 0%o. 

ud:)?t)(l: ?os error, host ineinorv aeeess error, event ()%o, addr 0%o. 

udii%d: %s error, disk traii.sfer error, unit %d. 

uda?(;d: %s error, SI )I error, unit "'>d, event 0?(()O. 

uda%')d: %s error, small disk error, imit %(l, event ()%o, eyl %d. 

udn%d: %s error, unkiu»vii error, unit %d, fonnal 0%o, event 0%o. 

HUCS 

The partition tables were so poorly laid out lhat they almost certainly forced each site to tailor 
Lhem lo their individual needs. The problem is even worse when a site has a mixed collection of 
tlrives. I Ik' Ix^l S(>luti()ii vv()iild be U) lead tlK^ parlilit^n tables olV the drive. 

The partitions in the Stanford version of the system arc somewhat better, altlioiigh Uiey don't con- 
forni entirely with the results of (//.vA7v//7(8). 



4lh Herkeley Distribution 



27 July 198.3 



2 



UDP(4P) 



UNIX Programmer's Manual 



UDP(4P) 



NAME 

udp — Internet User Datagram Protocol 

SYNOPSIS 

#lnclude <sys/socket.h> 
#include < netinet/in.h> 

s = socket(AF_lNET, SOCK_DGRAM, 0); 

DESCRIPTION 

UDP is a simple, unreliable datagram protocol which is used to support the SOCK DGRAM 
abstraction for the Internet protocol family. UDP sockets are connectionless, and are normally 
used with the sendto and recvfrom CdWs, though the connectil) call may also be used to fix the 
destination for future packets (in which case the recvil) or readil) and sendil) or wr/VrO sys- 
tem calls may be used). 

UDP address formats are identical to those used by TCP. In particular UDP provides a port 
identifier in addition to the normal Internet address format. Note that the UDP port space is 
separate from the TCP port space (i.e. a UDP port may not be "connected" to a TCP port). In 
addition broadcast packets may be sent (assuming the underlying network supports this) by 
using a reserved "broadcast address"; this address is network interface dependent. 

DIAGNOSTICS 

A socket operation may fail with one of the following errors returned: 

[EISCONN] when trying to establish a connection on a socket which already has one. or 
when trying to send a datagram with the destination address specified and the 
socket is already connected; 

[ENOTCONN] when trying to send a datagram, but no destination address is specified, and 
the socket hasn't been connected; 

[ENOBUFS] when the system runs out of memory for an internal data structure; 

[EADDRINUSE] 

when an attempt is made to create a socket with a port which has already been 
allocated; 

lEADDRNOTAVAIL] 

when an attempt is made to create a socket with a network address for which 
no network interface exists. 

SEE ALSO 

send (2), recv(2), intro(4N), inet(4F) 
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NAME 

un — Ungermunn-Buss interface 
SYNOPSIS 

device unO at ubaO csr 0160210 vector unintr 
DESCRIPTION 

The un interface provides access to a 4 Mb/s baseband network. The hardware uses a standard 
DEC DRll-W DMA interface in communicating with the host. The Ungermann-Bass 
hardware incorporates substantial protocol software in the network device in an attempt to 
offload protocol processing from the host. 

The network number on which the interface resides must be specified at boot time with an 
SIOCSIFADDR ioctl. The host's address is discovered by communicating with the interface. 
The interface will not transmit or receive any packets before the network number has been 
defined. 

DIAGNOSTICS 

un%d: can*t initialize. InsufRcient UNI BUS resources existed for the device to complete ini- 
tialization. Usually caused by having multiple network interfaces configured using buffered data 
paths on a data path poor machine such as the 1 1/750. 

un%d: unexpected reset. The controller indicated a reset when none had been requested. 
Check the hardware (but see the bugs section below). 

un%d: stray interrupt. An unexpected interrupt was received. The interrupt was ignored. 

un%d: input error csr=%b. The controller indicated an error on moving data from the device 
to host memory. 

un%d: bad packet type %d. A packet was received with an unknown packet type. The packet 
is discarded. 

un%d: output error csr=%b. The device indicated an error on moving data from the host to 
device memory. 

un%d: invalid state %d csr»%b. The driver found itself in an invalid internal state. The 
state is reset to a base state. 

un%d: can't handle af%d. A request was made to send a message with an address format 
which the driver does not understand. The message is discarded and an error is returned to the 
user. 

un%d: error limit exceeded. Too many errors were encountered in normal operation. The 
driver will attempt to reset the device, desist from attempting any i/o for approximately 60 
seconds, then reset itself to a base state in hopes of resyncing itself up with the hardware. 

un"/od: restarting, ^fter exceeding its error limit and resetting the device, the driver is restart- 
ing operation. 

SEE ALSO 

intro(4N), inet(4F) 

BUGS 

The device does not reset itself properly resulting in the interface getting hung up in a state 
from which the only recourse is to reboot the system. 
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NAME 

up — unibus storage module controller/drives 
SYNOPSIS 

controller scO at uba? csr 0176700 vector upintr 
disk upO at scO drive 0 

DESCRIPTION 

This is a generic UNIBUS storage module disk driver. It is specifically designed to work with 
the Emulex SC-21 controller. It can be easily adapted to other controllers (although bootstrap- 
ping will not necessarily be directly possible.) 

Files with minor device numbers 0 through 7 refer to various portions of drive 0; minor dev- 
ices 8 through 15 refer to drive 1, etc. The standard device names begin with "up" followed 
by the drive number and then a letter a-h for partitions 0-7 respectively. The character ? stands 
here for a drive number in the range 0-7. 

The block files access the disk via the system's normal buffering mechanism and may be read 
and written without regard to physical disk records. There is also a 'raw' interface which pro- 
vides for direct transmission between the disk and the user's read or write buffer. A single read 
or write call results in exactly one I/O operation and therefore raw I/O is considerably more 
efficient when many words are transmitted. The names of the raw files conventionally begin 
with an extra 'r.' 

In raw I/O counts should be a multiple of 512 bytes (a disk sector). Likewise calls should 
specify a multiple of 512 bytes. 

DISK SUPPORT 

The driver interrogates the controller's holding register to determine the type of drive attached. 
The driver recognizes four diff"erent drives: AMPEX 9300, CDC 9766, AMPEX Capricorn, and 
FUJITSU 160. The origin and size of the pseudo-disks on each drive are as follows: 

CDC 9766 300M drive partitions: 

disk start length cyl 

up?a 0 15884 0-26 

up?b 16416 33440 27-81 

up?c 0 500384 0-822 

up?d 341696 15884 562-588 

up?e 358112 55936 589-680 

up?f 414048 861760 681-822 

up?g 341696 158528 562-822 

up?h 49856 291346 82-561 

AMPEX 9300 300M drive partitions: 

disk siaii length cyl 

up?a 0 15884 0-26 

up?b 16416 33440 27-81 

up?c 0 495520 0-814 

up?d 341696 15884 562-588 

up?e 358112 55936 589-680 

up?f 414048 81312 681-814 

up?g 341696 153664 562-814 

up?h 49856 291346 82-561 

AMPEX Capricorn 330M drive partitions: 
disk start length cyl 
hp?a 0 15884 0-31 

hp?b 16384 33440 32-97 
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hp?c 


0 


524288 


0-1023 


hp?d 


342016 


15884 


668-699 


hp?e 


35X400 


55936 


700-809 


hp?f 


414720 


109408 


810-1023 


hp?g 


342016 


182112 


668-1023 


hp?h 


50176 


291346 


98«667 


I T 1 

U loUM 


drive partitions: 




disk 


start 


length 


cyl 


up?a 


0 


15884 


0-49 


up?b 


16000 


33440 


50-154 


up?c 


0 


263360 


0-822 


up?d 


4960O 


15884 


155-204 


up?e 


65600 


55936 


205-379 


up?f 


121600 


141600 


380-822 


up?g 


49600 


213600 


155.&22 



It is unwise for all of these files to be present in one instuHatron. since there is overlap in 
addresses and protection becomes a sticky matter. The up?a partition is normally used for the 
root file system, the up?b partition as a paging area, and the up?c partition for pack-pack copy- 
ing (it maps the entire disk). On 160M drives the up?g partition maps the rest of the pack. On 
other drives both up?g and up?h are used to maip the remaining cylinders. 

FILES 

/dev/uptO-7Ma-hl block files 
/dev/rupE0-7I[a-h{ raw files 

SEE ALSO 

hk(4), hp(4K uda(4) 

DIAGNOSTICS 

up%d%c: hard error sn"/«d cs2="4b erl=%b; er2=»%b. An unrecoverable error occurred during 
transfer of the specified sector in the specified disk partition. The contents of tlw cs2, erl and 
er2 registers are printed in octal and symbolicalfy with bits decoded. The error was either unre- 
coverable, or a large number of retry attempts lirKtudlng offset positioning and drive recalibra- 
tion) could not recover the error. 

itp%d: write locked. The write protect switch was set cm the drive when a write was attempted. 
The write operation is not recoverable. 

up%d: not ready. The drive was spun d^wn or ofT line when It was accessed. The Uo operation 
is not recoverable. 

up%i: not ready (ftakey>. The drive was not ready, but after i^rtttng the message about being 
not ready (which takes a fraction of a secotid) was ready. The operatio^n is recovered if no 
further errors occur. 

ttp%d%c: soft ecc sn%d. A recoverable ECC error occurred on the specified sector of the 
specified disk partition. This happens normally a few times a week. If it happens more fre- 
q^uently than this sectors where tl!be errors are occurring ^utd be cBtecked to see if certain 
cylinders on the pack, spots on the carriage of the drive or l^ads are indicated. 

sc%d: lost inteffftiprt. A timer watching ihs controller detectti^ m interrupt for an extended 
period while an operation was ouftstanding. This indicates a h^dware or software failure. 
There is currently a hardware/ software problem with spinning down drives while they are being 
accessed which cai^s this error to occur. The error causes a UNIBUS reset, and retry of the 
perK^ng operations. If the eontrolfer continues to lose intemrpts, this error will recpr a few 
seconds later. 
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BUGS 

In raw I/O read dnd writeil) truncate file offsets to 512-byte block boundaries, and wrw scrib- 
bles on the tail of incomplete blocks. Thus, in programs that are likely to access raw devices. 
read, write dnd Iseekil) should always deal in 512-byte multiples. 

DEC-standard error logging should be supported. 

A program to analyze the logged error information (even in its present reduced form) is 
needed. 

The partition tables for the file systems should be read off of each pack, as they are never quite 
what any single installation would prefer, and this would make packs more portable. 
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NAME 

ut — UNIBUS TU45 tri-density tape drive interface 
SYNOPSIS 

controller utO at ubaO est 0172440 vector utintr 
tape tjO at utO drive 0 

DESCRIPTION 

The ut interface provides access to a standard tape drive interface as describe in mtio(4). 
Hardware implementing this on the VAX is typified by the System Industries SI 9700 tape sub- 
system. Tapes may be read or written at 800, 1600, and 6250 bpi. 

SEE ALSO 

mt(l), mtio(4) 

DIAGNOSTICS 

tj%d: no write ring. An attempt was made to write on the tape drive when no write ring was 
present; this message is written on the terminal of the user who tried to access the tape. 

tj%<I' not online. An attempt was made to access the tape while it was offline; this message is 
written on the terminal of the user who tried to access the tape. 

tj%d: can't change density in mid-tape. An attempt was made to write on a tape at a different 
density than is already recorded on the tape. This message is written on the terminal of the 
user who tried to switch the density. 

ut%d: soft error bn%d csl=%b er = %b cs2 = %b ds = %b. The formatter indicated a corrected 
error at a density other than SOObpi. The data transferred is assumed to be correct. 

ut%d: hard error bn%d csl=%b er = %b cs2=%b ds=%b. A tape error occurred at block bn. 
Any error is fatal on non-raw tape; when possible the driver will have retried the operation 
which failed several limes before reporting the error. 

tj%d: lost interrupt A tape operation did not complete within a reasonable time, most likely 
because the tape was taken off-line during rewind or lost vacuum. The controller should, but 
does not, give an interrupt in these cases. The device will be made available again after this 
message, but any current open reference to the device will return an error as the operation in 
progress aborts. 

BUGS 

If any non-data error is encountered on non-raw tape, it refuses to do anything more until 
closed. 
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NAME 

uu - TU58/DECtape II UNIBUS cassette interface 

SYNOPSIS 

options UUDMA 

device uuO at ubaO csr 0176500 vector uurintr uuxintr 
DESCRIPTION 

The uu device provides access to dual DEC TU58 tape cartridge drives connected to liie 
UNIBUS via a DLll-W interface module. 

The interface supports only block i/o to the TU58 cassettes. The drives are normally manipu- 
lated with the ar^SV) program using the ''m" and 'T' options. 

The driver provides for an optional write and verify (read after write) mode that is activated by 
specifying the "a" device. 

The TU58 is treated as a single device by the system even though it has two separate drives, 
"uuO" and "uul". If there is more than one TU58 unit on a system, the extra drives are 
named "uu2'\ "uu3" etc. 

NOTES 

Assembly language code to assist the driver in handling the receipt of data (using a pseudo-dma 
approach) should be included when using this driver: specify "options UUDMA" in the 
configuration file. 

ERRORS 

The following errors may be returned: 

[ENXIO] Nonexistent drive (on open); offset is too large or bad (undefined) ioctl code. 
[EIOl Open failed, the device could not be reset. 

lEBUSY] Drive in use. 

FILES 

/dev/uu? 
/dev/uu?a 

SEE ALSO 

tu(4), arfir(8V) 

DIAGNOSTICS 

uu%d: no bp, active "/od. A transmission complete interrupt was received with no outstanding 
i/o request. This indicates a hardware problem. 

uu%d protocol error, state = %s, op = %x, cnt = %d, block =%d. The driver entered an illegal 
state. The information printed indicates the illegal state, the operation currently being exe- 
cuted, the i/o count, and the block number on the cassette. 

uu%d: break received, transfer restarted. The TU58 was sending a continuous break signal 
and had to be reset. This may indicate a hardware problem, but the driver will attempt to 
recover from the error. 

uu%d receive state error, state = %s, byte— %x. The driver entered an illegal state in the 
receiver finite state machine. The state is shown along with the control byte of the received 
packet. 

uu%d: read stalled. A timer watching the controller detected no interrupt for an extended 
period while an operation was outstanding. This usually indicates that one or more receiver 
interrupts were lost and the transfer is restarted. 
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uu%d: hard error bn%d, pk_mod %o. The device returned a status code indicating a hard 
error. The actual error code is shown in octal. No retries are attempted by the driver. 
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NAME 

va — Benson-Varian interface 
SYNOPSIS 

controller vaO at ubaO csr 0164000 vector vaintr 
disk vzO at vaO drive 0 

DESCRIPTION 

(NOTE: the configuration description, while counter-intuitive, is actually as shown above.) 

The Benson-Varian printer/ plotter in normally used with the programs vpr(\), vprin((\) or 
vtrojjfil). This description is designed for those who wish to drive the Benson-Varian directly. 

In print mode, the Benson-Varian uses a modified ASCII character set. Most control characters 
print various non-ASCII graphics such as daggers, sigmas, copyright symbols, etc. Only LF and 
FF are used as format effectors. LF acts as a newline, advancing to the beginning of the next 
line, and FF advances to the top of the next page. 

In plot mode, the Benson-Varian prints one raster line at a time. An entire raster line of bits 
(21 1 2 bits = 264 bytes) is sent, and then the Benson-Varian advances to the next raster line. 

Note: The Benson-Varian must be sent an even number of bytes. If an odd number is sent, 
the last byte will be lost. Nulls can be used in print mode to pad to an even number of bytes. 

To use the Benson-Varian yourself, you must realize that you cannot open the device, /cicv/vaO 
if there is a daemon active. You can see if there is an active daemon by doing a lpq( 1 ) and 
seeing if there are any files being printed. 

To set the Benson-Varian into plot mode include the file <sys/\'cmd.h> and use the following 
/oc//(2) call 

ioctl(fileno(va), VSETSTATE, plotmd); 

where plotmd Is defined to be 

intplotmdl] = { VPLOT, 0, 0 }; 

and va is the result of a call to /open on stdio. When you finish using the Benson-Varian in plot 
mode you should advance to a new page by sending it a FF after putting it back into print 
mode, i.e. by 

intprtmdll = { VPRINT, 0, 0 }; 
fflush(va); 

ioctl(fileno(va), VSETSTATE, prtmd); 
write (fileno(va). "\f\0", 2); 

N.B.: If you use rhp «t mdard I/O library with the Benson-Varian you must do 

setbuf(vp, vpbuf); 
where vpbuf 'xs declared 

char vpbuflBUFSIZ]; 

otherwise the standard I/O library, thinking that the Benson-Varian is a terminal (since it is a 
character special file) will not adequately buffer the data you are sending to the Benson-Varian. 
This will cause it to run extremely slowly and tend to grind the system to a halt. 

FILES 

/dev/vaO 

SEE ALSO 

vfont(5), Ipr(l), lpd(8), vtroff(l), vp(4) 



4th Berkeley Distribution 



27 March 1983 



I 



VA(4) 



UNIX Programmer's Manual 



VA(4) 



DIAGNOSTICS 

The following error numbers are significant at the time the device is opened. 

[ENXIO] The device is already in use. 

[EIO] The device is offline. 

The following message may be printed on the console. 

va%d: npr timeout The device was not able to get data from the UNIBUS within the timeout 
period, most likely because some other device was hogging the bus. (But see BUGS below). 

BUGS 

The Vs (one*s) and Vs (lower-case el's) in the Benson- Varian's standard character set look very 
similar; caution is advised. 

The interface hardware is rumored to have problems which can play havoc with the UNIBUS. 
We have intermittent minor problems on the UNIBUS where our va lives, but haven't ever 
been able to pin them down completely. 
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NAME 

vp — Versatec interface 
SYNOPSIS 

device vpO at ubaO csr 0177510 vector vpintr vpintr 
DESCRIPTION 

The Versatec printer/ plotter is normally used with the programs vpr{\), vprintil) or vtroJJU). 
This description is designed for those who wish to drive the Versatec directly. 

To use the Versatec yourself, you must realize that you cannot open the device, /dev/vpO if 
there is a daemon active. You can see if there is a daemon active by doing a Ipqil), and seeing 
if there are any files being sent. 

To set the Versatec into plot mode you should include < sys/vcmd.h> and use the ioctlil) call 

ioctl(fileno(vp), VSETSTATE, plotmd); 
where plotmd \s defined to be 

intplotrndl] «= { VPLOT, 0, 0 }; 

and vp'is the result of a call to /open on stdio. When you finish using the Versatec in plot mode 
you should eject paper by sending it a EOT after putting it back into print mode, i.e. by 

intprtmdll = { VPRINT, 0, 0 }; 
fflush(vp); 

ioctl(fileno(vp), VSETSTATE, prtmd); 
write(fileno(vp), "\04", 1); 

N.B.: If you use the standard 1/0 library with the Versatec you must do 

setbufCvp, vpbuf); 
where vpbuf 'is declared 

charvpbuflBUFSlZl; 

otherwise the standard I/O library, thinking that the Versatec is a terminal (since it is a charac- 
ter special file) will not adequately buffer the data you are sending to the Versatec. This will 
cause it to run extremely slowly and tends to grind the system to a halt. 

FILES 

/dev/vpO 

SEE ALSO 

vfont(5), Ipr(l), lpd(8), vtroff(l), va(4) 

DIAGNOSTICS 

The following error numbers are significant at the time the device is opened. 
[ENXIOl The device is already in use. 
lEIOl The device is offline. 

BUGS 

The configuration part of the driver assumes that the device is set up to vector print mode 
through 0174 and plot mode through 0200. As the configuration program can't be sure which 
vector interrupted at boot time, we specify that it has two interrupt vectors, and if an interrupt 
comes through 0200 it is reset to 0174. This is safe for devices with one or two vectors at 
these two addresses. Other configurations with 2 vectors may require changes in the driver. 
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NAME 

vv — Proteon proNET 10 Megabit ring 
SYNOPSIS 

device vvO at ubaO csr 161000 vector vvrint vvxint 
DESCRIPTION 

The vv interface provides access to a 10 Mb/s Proteon proNET ring networlc. 

The network number to which the interface is attached must be specified with an SIOCSI- 
FA DDR iocti before data can be transmitted or received. The host's address is discovered by 
putting the interface in digital loopback mode (not joining the ring) and sending a broadcast 
packet from which the source address is extracted, the Internet address of the interface would 
be 128.3.0.24. 

The interface software implements error-rate limiting on the input side. This provides a 
defense against Situations where other hosts or interface hardware failures cause a machine to 
be inundated with garbage packets. The scheme involves an exponential backoff where the 
input side of the interface is disabled for longer and longer periods. In the limiting case, the 
interface is turned on every two minutes or so to see if operation can resume. 

If the installation is running CTL boards which use the old broadcast address of 0 instead of the 
new address of Oxff, the define OLD_BROADCAST should be specified in the driver. 

If the installation has a Wjrecenter, the define WIRECENTER should be specified in the driver. 
N.B,: Incorrect definition of WIRECENTER can cause hardware damage. 

The interface normally tries to use a "trailer" encapsulation to minimize copying data on input 
and output. This may be disabled, on a per-interface basis, by setting the 1FF__N0TRAILERS 
flag with an SIOCSIFFL AGS ioctl. 

DI.\GNOSTICS 

vv%d: host %d. The software announces the host address discovered during autoconfiguration. 

vv%d: can't initialize. The software was unable to discover the address of this interface, so it 
deemed "dead" will not be enabled. 

vv%d: error vvocsr=%b. The hardware indicated an error on the previous transmission. 

vv%d: output timeout. The token timer has fired and the token will be recreated. 

vv%d: error vvicsr^Vob. The hardware indicated an error in reading a packet off the ring. 

en%d: can*t handle af"Ad. The interface was handed a message with addresses formatted in an 
unsuitable address family; the packet was dropped. 

vv%d: vs_olen=%d. The ring output routine has been handed a message with a preposterous 
length. This resuii^ in an inmiediate panic: vs_olen. 

SEE ALSO 

intro(4N), inet(4F) 
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NAME 



a. out — assembler and link editor output 



SYNOPSIS 

#include <a.out.h> 

DESCRIPTION 

A.out is the output file of the assembler asil) and the link editor ld{l). Both programs make 
a.out executable if there were no errors and no unresolved external references. Layout infor- 
mation as given in the include file for the VAX- 11 is: 



• Header prepended 
•/ 

struct exec { 

long a 

unsigned a. 

unsigned a, 

unsigned a 

unsigned a 

unsigned a 

unsigned a 

unsigned a 

}; 



to each a. out file. 



magic; /• magic number •/ 

text; /• size of text segment ♦/ 

data; /* size of initialized data */ 

bss; /* size of uninitialized data */ 

syms; /♦ size of symbol table •/ 

entry; /♦ entry point •/ 

trsize; /• size of text relocation ♦/ 

drsize; /* size of data relocation */ 



#define OMAGIC 0407 /• old impure format •/ 
#define NMAGIC0410 /• read-only text •/ 
#define ZMAGIC 0413 /* demand load format •/ 

/* 

♦ Macros which take exec structures as arguments and tell whether 

* the file has a reasonable magic number or offsets to text | symbols | strings. 
•/ 

#define N BADMAG(x) \ 

(((x).a_magic)!-OMAGIC && ((x).a_magic)!-NMAGIC && ((x).a_magic)! -ZMAGIC) 

#define N_TXTOFF(x) \ 

((x).a magic— = ZMAGIC ? 1024 : sizeof (struct exec)) 
#define N_SYMOFF(x) \ 

(N TXTOFF(x) + (x).a text+(x).a data + (x).a trsize+(x).a drsize) 
#define N STROFF(x) \ 

(N_SYMOFF(x) + (x).a_syms) 

The file has five sections: a header, the program text and data, relocation information, a symbol 
table and a string table (in that order). The last three may be omitted if the program was 
loaded with the s' option of Id or if the symbols and relocation have been removed by 
stripil). 

In the header the sizes of each section are given in bytes. The size of the header is not 
included in any of the other sizes. 

When an a.om file is executed, three logical segments are set up: the text segment, the data 
segment (with uninitialized data, which starts off as all 0, following initialized), and a stack. 
The text segment begins at 0 in the core image; the header is not loaded. If the magic number 
in the header is OMAGIC (0407), it indicates that the text segment is not to be write-protected 
and shared, so the data segment is immediately contiguous with the text segment. This is the 
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oldest kind of executable program and is rarely used. If the magic number is NMAGIC (0410) 
or ZMAGIC (0413), the data segment begins at the first 0 mod 1024 byte boundary following 
the text segment, and the text segment is not writable by the program; if other processes are 
executing the same file, they will share the text segment. For ZMAGIC format, the text seg- 
ment begins at a 0 mod 1024 byte boundary in the a.out file, the remaining bytes after the 
header in the first block are reserved and should be zero. In this case the text and data sizes 
must both be multiples of 1024 bytes, and the pages of the file will be brought into the running 
image as needed, and not pre-loaded as with the other formats. This is especially suitable for 
very large programs and is the default format produced by /</(!). 

The stack will occupy the highest possible locations in the core image: growing downwards from 
Ox7ffff000. The stack is automatically extended as required. The data segment is only 
extended as requested by 6rA:(2). 

After the header in the file follow the text, data, text relocation data relocation, symbol table 
and string table in that order. The text begins at the byte 1024 in the file for ZMAGIC format 
or just after the header for the other formats. The N_TXTOFF macro returns this absolute file 
position when given the name of an exec structure as argument. The data segment is contigu- 
ous with the text and immediately followed by the text relocation and then the data relocation 
information. The symbol table follows all this; its position is computed by the N_SYMOFF 
macro. Finally, the string table immediately follows the symbol table at a position which can be 
gotten easily using N_STROFF. The first 4 bytes of the string table are not used for string 
storage, but rather contain the size of the string table; this size INCLUDES the 4 bytes, the 
minimum string table size is thus 4. 

The layout of a symbol table entry and the principal flag values that distinguish symbol types 
are given in the include file as follows: 

/♦ 

• Format of a symbol table entry. 
•/ 

struct nlist { 

union { 

char •n_name; /• for use when in-core •/ 
long n_strx; /• index into file string table */ 
} n_un; 

unsigned char njype; /• type flag, i.e. N_TEXT etc; see below •/ 

char n_other; 

short n__desc; /• see <stab.h> •/ 

unsigned n value; /« value of this symbol (or offset) «/ 

1; " 



#define 


n_hash 


n_desc 


/• 


used internally by Id */ 


/• 

• Simple values for n^type. 






#define 


N UNDF 


0x0 


/• 


undefined */ 


#define 


N ABS 


0x2 


/• 


absolute */ 


#define 


N TEXT 


0x4 


/• 


text ♦/ 


#define 


N DATA 


0x6 


/• 


data •/ 


#define 


N BSS 


0x8 


/• 


bss •/ 


#define 


N COMM 


0x12 


/• 


common (internal to Id) 


#define 


N_FN 


Oxlf 


/• 


file niame symbol •/ 


#define 


N.EXT 


01 


/♦ 


external bit, or^ed in •/ 
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#define N_TYPE Oxle /• mask for all the type bits •/ 
/• 

• Other permanent symbol table entries have some of the N_STAB bits set. 

• These are given in <stab.h> 
•/ 

#define N.STAB OxeO /* if any of these bits set, don't discard •/ 
/• 

• Format for namelist values. 
•/ 

#define N_FORMAT "%08x" 

In the a.out file a symbol's n_un.n__strx field gives an index into the string table. A n_strx 
value of 0 indicates that no name is associated with a particular symbol table entry. The field 
n_un.n_name can be used to refer to the symbol name only if the program sets this up using 
n_strx and appropriate data from the string table. 

If a symbol's type is undefined external, and the value field is non-zero, the symbol is inter- 
preted by the loader Id as the name of a common region whose size is indicated by the value of 
the symbol. 

The value of a byte in the text or data which is not a portion of a reference to an undefined 
external symbol is exactly that value which will appear in memory when the file is executed. If 
a byte in the text or data involves a reference to an undefined external symbol, as indicated by 
the relocation information, then the value stored in the file is an offset from the associated 
external symbol. When the file is processed by the link editor and the external symbol 
becomes defined, the value of the symbol will be added to the bytes in the file. 

If relocation information is present, it amounts to eight bytes per relocatable datum as in the 
following structure: 

/• 

• Format of a relocation datum. 
•/ 

struct relocationjnfo { 

int r_address; /* address which is relocated •/ 

unsigned r_symbolnum:24, /• local symbol ordinal •/ 

rj)crel:l, /• was relocated pc relative already •/ 

r_length:2, /• 0—byte, 1— word, 2— long •/ 

r_extern:l, /• does not include value of sym referenced •/ 

:4; /• nothing, yet •/ 

}; 

There is no relocation information if a_trsize+a_drsize— — 0. If r__extem is 0, then 
r_symboinuni is actually a n_type for the relocation (i.e. N_TEXT meaning relative to segment 
text origin.) 

SEE ALSO 

adb(l), as(l), ld(l), nm(l), dbx(l), stab(5), strip(l) 

BUGS 

Not having the size of the string table in the header is a loss, but expanding the header size 
would have meant stripped executable file incompatibility, and we couldn't hack this just now. 
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NAME 

acct — execution accounting file 

SYNOPSIS 

#indude <sys/acct.h> 

DESCRIPTION 

The acctil) system call makes entries in an accounting file for each process that terminates. 
The accounting file is a sequence of entries whose layout, as defined by the include file is: 

/• acct.h 4.5 82/10/10*/ 



/• 

• Accounting structures; 

• these use a compj type which is a 3 bits base 8 

• exponent, 13 bit fraction * 'floating point** number. 
•/ 

typedef u_short compj; 



struct 
{ 



acct 



char 


ac_comm[10l; 


/* Accounting command name */ 


compel 


ac_utime; 


/• Accounting user time •/ 


comp_t 


ac_stime; 


/• Accounting system time •/ 


comp__t 


ac_etime; 


/* Accounting elapsed time */ 


time_t 


ac_btime; 


/• Beginning time •/ 


short 


ac_uid; 


/* Accounting user ID */ 


short 


ac _gid; 


/• Accounting group ID •/ 


short 


ac__mem; 


/* average memory usage •/ 


comp_t 


acjo; 


/* number of disk 10 blocks */ 


devj 


ac^tty; 


/• control typewriter •/ 


char 


ac.flag; 


/• Accounting flag */ 



}; 



#defineAFORK 0001 

#defineASU 0002 

#defineACOMPAT 0004 

#defineACOR£ 0010 

#defineAXSIG 0020 

#defineACCTLO 30 

#defineACCTHI 100 



• has executed fork, but no exec */ 

• used super-user privileges •/ 

• used compatibility mode */ 

• dumped core •/ 
killed by a signal */ 

• acctg off' when space < this */ 

• acctg resumes at this level •/ 



#ifdef KERNEL 

struct acct acctbuf; 

struct inode *acctp; 

#endif 

If the process does an execveil), the first 10 characters of the filename appear in ac^comm. The 
accounting flag contains bits indicating whether execveil) was ever accomplished, and whether 
the process ever had super-user privileges. 

SEE ALSO 

acct (2), 6xecve(2), sa(8) 
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NAME 

aliases — aliases file for sendmail 

SYNOPSIS 

/usr/Iib/aliases 

DESCRIPTION 

This file describes user id aliases used by lusriliblsendmail. It is formatted as a series of lines of 
the form 

name: name_l» name2, name_3, . . . 
The name is the name to alias, and the namejn are the aliases for that name. Lines beginning 
with white space are continuation lines. Lines beginning with ' # * are comments. 

Aliasing occurs only on local names. Loops can not occur, since no message will be sent to any 
person more than once. 

After aliasing has been done, local and valid recipients who have a ".forward*' file in their 
home directory have messages forwarded to the list of users defined in that file. 

This is only the raw data file; the actual aliasing information is placed into a binary format in 
the files lusrHiblaliases.dir and lusriliblaliases.pag using the program newaliasesiX) . A newaliases 
command should be executed each time the aliases file is changed for the change to take efi'ect. 

SEE ALSO 

newaliases(l), dbm(3X), sendmail(8) 
SENDMAIL Installation and Operation Guide. 
SENDMAIL An Internetwork Mail Router. 

BUGS 

Because of restrictions in dbm(3X) a single alias cannot contain more than about 1000 bytes of 
information. You can get longer aliases by "chaining"; that is, make the last name in the alias 
be a dummy name which is a continuation alias. 
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NAME 

ar — archive (library) file format 

SYNOPSIS 

#indiide <ar.h> 

DESCRIPTION 

The archive command ar combines several files into one. Archives are used mainly as libraries 
to be searched by the linlc-editor Id. 

A file produced by ar has a magic string at the start, followed by the constituent files, each pre- 
ceded by a file header. The magic number and header layout as described in the include file 
are: 

#defineARMAG "!<arch>\n" 
#define SARMAG 8 

#define ARFMAG "'\n" 

struct ar_hdr { 



char 


ar_name[16]; 


char 


ar~datell2l; 


char 


ar__uid[6]; 


char 


ar_gidI6l; 


char 


ar__mode[8]; 


char 


ar_size(10]; 


char 


ar_fmagl2l; 



}; 

The name is a blank-padded string. The ar Jmag field contains ARFMAG to help verify the 
presence of a header. The other fields are left-adjusted, blank-padded numbers. They are 
decimal except for arjrtode, which is octal. The date is the modification date of the file at the 
time of its insertion into the archive. 

Each file begins on a even (0 mod 2) boundary; a new-line is inserted between files if neces- 
sary. Nevertheless the size given reflects the actual size of the file exclusive of padding. 

There is no provision for empty areas in an archive file. 

The encoding of the header is portable across machines. If an archive contains printable files, 
the archive itself is printable. 

SEE ALSO 

ar(l),ld(l),nm(l) 

BUGS 

File names lose trailing blanks. Most software dealing with archives takes even an included 
blank as a name terminator. 
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NAME 

core — format of memory image file 

SYNOPSIS 

#mclude < machine/param.h> 

DESCRIPTION 

The UNIX System writes out a memory image of a terminated process when any of various 
errors occur. See sigvecil) for the list of reasons; the most common are memory violations, 
illegal instructions, bus errors, and user-generated quit signals. The memory image is called 
'core' and is written in the process's working directory (provided it can be; normal access con- 
trols apply). 

The maximum size of a co/ffile is limited by seirlimiiil) . Files which would be larger than the 
limit are not created. 

The core file consists of the w. area, whose size (in pages) is defined by the UPAGES manifest 
in the < machine/param.h> file. The u. area starts with a user structure as given in 
< 5ys/user.h>. The remainder of the core file consists first of the data pages and then the stack 
pages of the process image. The amount of data space image in the core file is given (in pages) 
by the variable u_dsize 'm the u. area. The amount of stack image in the core file is given (in 
pages) by the variable u_ssize in the w. area. 

In general the debugger adbi\) is sufficient to deal with core images. 

SEE ALSO 

adb(l), dbx(l), sigvec(2), setrlimit(2) 
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NAME 

dir — format of directories 

SYNOPSIS 

#include <sys/types.h> 
#indude <sys/dir.h> 

DESCRIPTION 

A directory behaves exactly like an ordinary file, save that no user may write into a directory. 
The fact that a file is a directory is indicated by a bit in the flag word of its i-node entry; see 
^5(5). The structure of a directory entry as given in the include file is: 

/• 

• A directory consists of some number of blocks of DIRBLKSIZ 

• bytes, where DIRBLKSIZ is chosen such that it can be transferred 

• to disk in a single atomic operation (e.g. 512 bytes on most machines). 

• Each DIRBLKSIZ byte block contains some number of directory entry 

• structures, which are of variable length. Each directory entry has 

• a struct direct at the front of it, containing its inode number, 

• the length of the entry, and the length of the name contained in 

• the entry. These are followed by the name padded to a 4 byte boundary 

• with null bytes. All names are guaranteed null terminated. 

• The maximum length of a name in a directory is MAXNAMLEN. 
• 

• The macro DIRSIZ(dp) gives the amount of space required to represent 

• a directory entry. Free space in a directory is represented by 

• entries which have dp->d_reclen > DIRSIZ(dp). All DIRBLKSIZ bytes 

• in a directory block are claimed by the directory entries. This 

• usually results in the last entry in a directory having a large 

• dp->d_reclen. When entries are deleted from a directory, the 

• space is returned to the previous entry in the same directory 

• block by increasing its dp- >d_reclen. If the first entry of 

• a directory block is free, then its dp->dJno is set to 0. 

• Entries other than the first in a directory do not normally have 

• dp->d ino set to 0. 
•/ 

#ifdef KERNEL 

#define DIRBLKSIZ DEVJSIZE 
#else 

#define DIRBLKSIZ S12 
#endif 

#define MAXNAMLEN 255 
/• 

• The DIRSIZ macro gives the minimum record length which will hold 

• the directory entry. This requires the amount of space in struct direct 

• without the d_name field, plus enough space for the name with a terminating 

• null byte (dp->d namlen+1), rounded up to a 4 byte boundary. 
•/ 

#undef DIRSIZ 
#define DIRSIZ(dp) \ 

((sizeof (struct direct) - (MAXNAMLEN-*- D) + (((dp)->d namlcn-Hl -f- 3) AT 3)) 
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struct direct { 

ujong djno; 

short d_reclen; 

short d namlen; 

char dInamelMAXNAMLEN + 1]; 

/• typically shorter •/ 



struct _dirdesc { 

~ int dd_fd; 
long ddjoc; 
long dd size; 
char ddlbuf [DIRBLKSIZ] ; 

1; 

By convention, the first two entries in each directory are for *.* and The first is an entry for 
the directory itself. The second is for the parent directory. The meaning of is modified for 
the root directory of the master file system CV'O, where has the same meaning as W 



SEE ALSO 
fs(5) 
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NAME 

disktab — disk description file 

SYNOPSIS 

#include <iiisktab.h> 

DESCRIPTION 

Disktab is a simple date base which describes disk geometries and disk partition characteristics. 
The format is patterned after the termcapiS) terminal data base. Entries in disktab consist of a 
number of separated fields. The first entry for each disk gives the names which are known 
for the disk, separated by t characters. The last name given should be a long name fully iden- 
tifying the disk. 

The following list indicates the normal values stored for each disk entry. 



Name 


Type 


Description 


ns 


num 


Number of sectors per track 


nt 


num 


Number of tracks per cylinder 


nc 


num 


Total number of cylinders on the disk 


ba 


num 


Block size for partition *a' (bytes) 


bd 


num 


Block size for partition *d' (bytes) 


be 


num 


Block size for partition *e* (bytes) 


bf 


num 


Block size for partition T (bytes) 


bg 


num 


Block size for partition *g' (bytes) 


bh 


num 


Block size for partition 'h' (bytes) 


fa 


num 


Fragment size for partition 'a' (bytes) 


fd 


num 


Fragment size for partition *d' (bytes) 


fe 


num 


Fragment size for partition *e* (bytes) 


f[ 


num 


Fragment size for partition T (bytes) 


fg 


num 


Fragment size for partition *g' (bytes) 


fh 


num 


Fragment size for partition 'h* (bytes) 


pa 


num 


Size of partition 'a' in sectors 


pb 


num 


Size of partition 'b' in sectors 


PC 


num 


Size of partition 'c* in sectors 


Pd 


num 


Size of partition 'd* in sectors 


pe 


num 


Size of partition 'e' in sectors 


Pf 


num 


Size of partition T in sectors 


Pg 


num 


Size of partition *g' in sectors 


Ph 


num 


Size of partition *h' in sectors 


se 


num 


Sector size in bytes 


ty 


str 


Type of disk (e.g. removable, Winchester) 



Disktab entries may be automatically generated with the diskpart program. 

FILES 

/etc/disktab 

SEE ALSO 

newfs(8), diskpart(8) 

BUGS 

This file shouldn't exists the information should be stored on each disk pack. 
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NAME 

dump, dumpdates — incremental dump format 

SYNOPSIS 

#include <sys/ types. h> 
#include <sys/inode.h> 
#include <dumprestor.h> 

DESCRIPTION 

Tapes used by dump and restoreiS) contain: 

a header record 

two groups of bit map records 

a group of records describing directories 
a group of records describing files 

The format of the header record and of the first record of each description as given in the 
include file < dumprestor.h> is: 

#define NTREC 10 
#define MLEN 16 
#define MSIZ 4096 



#define TS_TAPE I 

#define TSJNODE 2 

#define TS_BITS 3 

#define TS_ADDR 4 

#define TS_END 5 

#define TS CLRI 6 

#define MAGIC (int) 60011 

#define CHECKSUM (int) 84446 



struct 



spcl I 
int 

time_t 
time_t 
int 

daddrj 
ino_t 
int 
int 

struct 

int 

char 



c_type; 

c_date; 

c_ddaie; 

c_volume; 

c_tapea; 

cjnumber; 

c_magic; 

c_checksum; 

dinode 

c_couni; 

c addrlBSlZEl; 



c dinode; 



spcl; 



struct 



idates { 
char 
char 
time t 



id_namell6]; 
idjncno; 
id ddute; 



#define DUMPOUTFMT "'/o- 1 6s "/)C %s" /* for printf */ 

/* name, incno, ctime(date) */ 
#defineDUMPINFMT "%16s %c %[*\nl\n" /* inverse for scanf */ 
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FILES 



NTREC is the number of 1024 byte records in a physical tape block. MLEN is the number of 
bits in a bit map word. MSIZ is the number of bit map words. 

The TS_ entries are used in the c_type field to indicate what sort of header this is. The types 
and their meanings are as follows: 

TS_TAPE Tape volume label 

TS_INODE A file or directory follows. The c_dinode field is a copy of the disk inode and 

contains bits telling what sort of file this is. 
TS_BITS A bit map follows. This bit map has a one bit for each inode that was dumped. 
TS_ADDR A subrecord of a file description. See L\_addr below. 
TS_END End of tape record. 

TS_CLRI A bit map follows. This bit map contains a zero bit for all inodes that were 

empty on the file system when dumped. 
MAGIC All header records have this number in c_mfl^/f. 
CHECKSUM Header records checksum to this value. 

The fields of the header structure are as follows: 

c_type The type of the header. 

c_date The date the dump was taken. 

c_ddate The date the file system was dumped from. 

c_volume The current volume number of the dump. 

c_tapea The current number of this (1024-byte) record. 

cjnumber The number of the inode being dumped if this is of type TS_INODE. 

c_magic This contains the value MAGIC above, truncated as needed. 

c_checksum This contains whatever value is needed to make the record sum to CHECKSUM. 

c_dinode This is a copy of the inode as it appears on the file system; see ./s(5). 

c_count The count of characters in c_addr. 

c_addr An array of characters describing the blocks of the dumped file. A character is 

zero if the block associated with that character was not present on the file sys- 
tem, otherwise the character is non-zero. If the block was not present on the file 
system, no block was dumped; the block will be restored as a hole in the file. If 
there is not sufficient space in this record to describe all of the blocks in a file. 
TS ADDR records will be scattered through the file, each one picking up where 
the last left off. 

Each volume except the last ends with a tapemark (read as an end of file). The last volume 
ends with a TS_END record and then the tapemark. 

The structure idates describes an entry in the file /etc/dumpdates where dump history is kept. 
The fields of the structure are: 

id_name The dumped filesystem is 7dev/ 

idjncno The level number of the dump tape; see dumpi%). 

id_ddate The date of the incremental dump in system format see typesiS). 

/etc/dumpdates 



SEE ALSO 

dump(8), restore(8), fs(5), types(5) 
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NAME 



fs, inode — format of file system volume 



SYNOPSIS 

#indude <sys/types.h> 
#inciude <sys/fs.h> 
#include <sys/inode.h> 

DESCRIPTION 

Every file system storage volume (disk, nine-track tape, for instance) has a common format for 
certain vital information. Every such volume is divided into a certain number of blocks. The 
block size is a parameter of the file system. Sectors 0 to 15 on a file system are used to contain 
primary and secondary bootstrapping programs. 

The actual file system begins at sector 16 with the super block. The layout of the super block as 
defined by the include file <sys/fs.h> is: 



#defineFS_MAGIC 0x011954 
struct fs r 

struct fs •fsjink; 

struct fs "fs^rlink; 

daddr_t fs_sblkno; 

daddr^t fs_cblkno; 

daddr_t fsjblkno; 

daddr_t fs.dblkno; 



/• linked list of file systems •/ 
/• used for incore super blocks •/ 
/• addr of super-block in filesys «/ 
/• offset of cyl-block in filesys •/ 
/• offset of inode-blocks in filesys •/ 
/• offset of first data after eg •/ 
long fs_cgoffset; /• cylinder group offset in cylinder •/ 

long fs_cgmask; /• used to calc mod fs_ntrak •/ 

time_t fs_time; /• last time written •/ 

long fs_size; /• number of blocks in fs •/ 

long fs_dsize; /* number of data blocks in fs */ 

long fs_ncg; /• number of cylinder groups •/ 

long fs_bsize; /* size of basic blocks in fs •/ 

long fs_fsize; /• size of frag blocks in fs •/ 

long fs_frag; /* number of frags in a block in fs */ 

/* these are configuration parameters */ 

long fs_minfree; /• minimum percentage of free blocks •/ 

long fs_rotdelay; /• num of ms for optimal next block •/ 

long fs_rps; /• disk revolutions per second •/ 

/* these fields can be computed from the others •/ 

long fs_bmask; /• **blkofr' calc of blk offsets •/ 

long fs_fmask; /• "fragofT' calc of frag offsets •/ 

long fs_bshift; /• "Iblkno" calc of logical blkno •/ 

long fs_fshift; /• **numfrags** calc number of frags •/ 

/* these are configuration parameters •/ 

long fs_maxcontig; /• max number of contiguous blks */ 

long fs_maxbpg; /* max number of blks per cyl group */ 

/* these fields can be computed from the others •/ 

long fs_fragshift; /• block to frag shift •/ 

long fs__fsbtodb; /• fsbtodb and dbtofsb shift constant •/ 

long fs_sbsize; /• actual size of super block •/ 

long fs_csmask; /• csum block offset •/ 

long fs_csshift; /• csum block number •/ 

long fs_nindir; /• value of NINDIR •/ 

long fsjnopb; /• value of INOPB •/ 

long fs_nspf; /• value of NSPF •/ 
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long fs_sparecon[6l; /• reserved for future constants •/ 

/• sizes determined by number of cylinder groups and their sizes */ 

daddr^t fs_csaddr; /• blk addr of cyl grp summary area */ 

long fs_cssize; /• size of cyl grp summary area •/ 

long fs_cgsize; /• cylinder group size •/ 

/* these fields should be derived from the hardware •/ 

long fs_ntrak; /• tracks per cylinder •/ 

long fs_nsect; /• sectors per track •/ 

long fs_spc; /• sectors per cylinder */ 

/* this comes from the disk driver partitioning •/ 

long fs_ncyl; /* cylinders in file system */ 

/* these fields can be computed from the others •/ 

long fs.cpg; /* cylinders per group •/ 

long fsjpg; /* inodes per group */ 

long fs_fpg; /• blocks per group ♦ fs_frag •/ 

/• this data must be re-computed after crashes •/ 

struct csum fs.cstotal;/* cylinder summary information */ 
/* these fields are cleared at mount time •/ 

char fs.fmod; /• super block modified flag */ 

char fs_clean; /• file system is clean flag */ 

char fs_ronly; /• mounted read-only flag •/ 

char fs_flags; /• currently unused flag •/ 

char fs__fsmntlMAXMNTLENl; /• name mounted on •/ 
/* these fields retain the current block allocation info •/ 

long fs_cgrotor; /• last eg searched •/ 

struct csum •fs_csp[MAXCSBUFS] ;/• list of fs_cs info buffers •/ 

long fs_cpc; /• cyl per cycle in postbl •/ 

short fsj)ostbl[MAXCPGl [NRPOS];/* head of blocks for each rotation •/ 

long fs_magic; /• magic number •/ 

u_char fs^rotblll]; /• list of blocks for each rotation ♦/ 

/• actually longer •/ 

}; 

Each disk drive contains some number of file systems. A file system consists of a number of 
cylinder groups. Each cylinder group has inodes and data. 

A file system is described by its super-block, which in turn describes the cylinder groups. The 
super-block is critical data and is replicated in each cylinder group to protect against catastrophic 
loss. This is done at file system creation time and the critical super-block data does not change, 
so the copies need not be referenced further unless disaster strikes. 

Addresses stored in inodes are capable of addressing fragments of ^blocks*. File system blocks 
of at most size MAXBSIZE can be optionally broken into 2, 4, or 8 pieces, each of which is 
addressable; these pieces may be DEV_BSIZE, or some multiple of a DEV^BSIZE unit. 

Large files consist of exclusively large data blocks. To avoid undue wasted disk space, the last 
data block of a small file is allocated as only as many fragments of a large block as are neces- 
sary. The file system format retains only a single pointer to such a fragment, which is a piece 
of a single large block that has been divided. The size of such a fragment is determinable from 
information in the inode, using the **blksize(fs, ip, Ibn)" macro. 

The file system records space availability at the fragment level; to determine block availability, 
aligned fragments are examined. 
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The root inode is the root of the file system. Inode 0 can't be used for normal purposes and 
historically bad blocks were linked to inode 1, thus the root inode is 2 (inode 1 is no longer 
used for this purpose, however numerous dump tapes make this assumption, so we are stuck 
with it). The /o5/ +/bu/ft/ directory is given the next available inode when it is initially created 
by mkfs. 

fijninfree gives the minimum acceptable percentage of file system blocks which may be free. If 
the freelist drops below this level only the super-user may continue to allocate blocks. This may 
be set to 0 if no reserve of free blocks is deemed necessary, however severe performance 
degradations will be observed if the file system is run at greater than 90% full; thus the default 
value of fojninfree is 10%. 

Empirically the best trade-off between block fragmentation and overall disk utilization at a load- 
ing of 90% comes with a fragmentation of 4, thus the default fragment size is a fourth of the 
block size. 

Cylinder group related limits: Each cylinder keeps track of the availability of blocks at different 
rotational positions, so that sequential blocks can be laid out with minimum rotational latency. 
NRPOS is the number of rotational positions which are distinguished. With NRPOS 8 the reso- 
lution of the summary information is 2ms for a typical 3600 rpm drive. 

fcjrotdelay gives the minimum number of milliseconds to initiate another disk transfer on the 
same cylinder. It is used in determining the rotationally optimal layout for disk blocks within a 
file; the default value for fsj-otdelay is 2ms. 

Each file system has a statically allocated number of inodes. An inode is allocated for each 
NBPI bytes of disk space. The inode allocation strategy is extremely conservative. 

MAXIPG bounds the number of inodes per cylinder group, and is needed only to keep the 
structure simpler by having the only a single variable size element (the free bit map). 

N.B.: MAXIPG must be a multiple of INOPB(fs). 

MINBSIZE is the smallest allowable block size. With a MINBSIZE of 4096 it is possible to 
create files of size 2*32 with only two levels of indirection. MINBSIZE must be big enough to 
hold a cylinder group block, thus changes to (struct eg) must keep its size within MINBSIZE. 
MAXCPG is limited only to dimension an array in (struct eg); it can be made larger as long as 
that structure's size remains within the bounds dictated by MINBSIZE. Note that super blocks 
are never more than size SBSIZE. 

The path name on which the file system is mounted is maintained in fsjsmnt. MAXMNTLEN 
defines the amount of space allocated in the super block for this name. The limit on the 
amount of summary information per file system is defined by MAXCSBUFS. It is currently 
parameterized for a maximum of two million cylinders. 

Per cylinder group information is summarized in blocks allocated from the first cylinder group's 
data blocks. These blocks are read in from fs_csaddr (size fs_cssize) in addition to the super 
block. 

N.B.: sizeof (struct csum) must be a power of two in order for the "fs_cs" macro to work. 

Super block for a file system: MAXBPC bounds the size of the rotational layout tables and is lim- 
ited by the fact that the super block is of size SBSIZE. The size of these tables is inversely 
proportional to the block size of the file system. The size of the tables is increased when sector 
sizes are not powers of two, as this increases the number of cylinders included before the rota- 
tional pattern repeats ( fsjcpc). The size of the rotational layout tables is derived from the 
number of bytes remaining in (struct fs). 

MAXBPG bounds the number of blocks of data per cyUnder group, and is limited by the fact 
that cylinder groups are at most one block. The size of the free block table is derived from the 
size of blocks and the number of remaining bytes in the cylinder group structure (struct eg). 
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Inode: The inode is the focus of all file activity in the UNIX file system. There is a unique 
inode allocated for each active file, each current directory, each mounted-on file, text file, and 
the root. An inode is *named* by its device/i-number pair. For further information, see the 
include file <^s/inode.h>. 



4th Berkeley Distribution 



18 July 1983 



4 



FSTAB(5) 



UNIX Programmer's Manual 



FSTAB(5) 



NAME 

fstab — static information about the filesystems 

SYNOPSIS 

#include <fstab.h> 

DESCRIPTION 

The file letdfctab contains descriptive information about the various file systems, letclfstab is 
only read by programs, and not written; it is the duty of the system administrator to properly 
create and maintain this file. The order of records in /etcifstab is important because fick, mount, 
and umount sequentially iterate through letdfitab doing their thing. 

The special file name is the block special file name, and not the character special file name. If a 
program needs the character special file name, the program must create it by appending a ''r'' 
after the last '7** in the special file name. 

\i fsjype is "rw" or *'ro" then the file system whose name is given in the fs Jile field is nor- 
mally mounted read-write or read-only on the specified special file. If fsjype is *'rq'\ then the 
file system is normally mounted read-write with disk quotas enabled. The fs Jreq field is used 
for these file systems by the dump{%) command to determine which file systems need to be 
dumped. The fs j>assno field is used by the fscM) program to determine the order in which 
file system checks are done at reboot time. The root file system should be specified with a 
fs jKissno of 1, and other file systems should have larger numbers. File systems within a drive 
should have distinct numbers, but file systems on different drives can be checked on the same 
pass to utilize parallelism available in the hardware. 

If fsjype is **sw" then the special file is made available as a piece of swap space by the 
swapon{%) command at the end of the system reboot procedure. The fields other than fsjspec 
and fsjype are not used in this case. 

If fsjype is "rq" then at boot time the file system is automatically processed by the quota- 
checkd) command and disk quotas are then enabled with quotaonii). File system quotas are 
maintained in a file '^quotas", which is located at the root of the associated file system. 

M fsjype is specified as **xx" the entry is ignored. This is useful to show disk partitions which 
are currently not used. 



#defineFSTAB RW 


"rw" 


/• 


read-write device •/ 


#defineFSTAB RO 


"ro" 


/• 


read-only device •/ 


#defineFSTAB RQ 


"rq" 


/• 


read-write with quotas •/ 


#defineFSTAB'"SW 


"sw" 


/. 


swap device •/ 


#defineFSTAB_XX 


"xx" 


/• 


ignore totally •/ 


struct fstab { 









char "fsjspec; /• block special device name •/ 
char •fs_file; /• file system path prefix •/ 
char •fsjype; /• rw,ro,sw or xx •/ 
• int fs_freq; /• dump frequency, in days •/ 
int fs_passno; /* pass number on parallel dump •/ 

1; 

The proper way to read records from letclfstab is to use the routines getfsentO, getfsspecO, 
getfstypeO, and getfsfileO. 

FILES 

/etc/fstab 
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SEE ALSO 

getfsentOX) 
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NAME 

gettytab ~ terminal configuration data base 

SYNOPSIS 

/etc/gettytab 

DESCRIPTION 

Gettytab is a simplified version of the termcapiS) data base used to describe terminal lines. The 
initial terminal login process gettyiZ) accesses the gettytab file each time it starts, allowing 
simpler reconfiguration of terminal characteristics. Each entry in the data base is used to 
describe one class of terminals. 

There is a default terminal class, default, that is used to set global defaults for all other classes. 
(That is, the default entry is read, then the entry for the class required is used to override par- 
ticular settings.) 

CAPABILITIES 

Refer to termcapiS) for a description of the file layout. The default column below lists defaults 
obtained if there is no entry in the table obtained, nor one in the special default table. 



Name 


Type 


Default 


Description 


ap 


booi 


false 


terminal uses any parity 


bd 


num 


0 


backspace delay 


bk 


str 


0377 


alternate end of line character (input break) 


cb 


bool 


false 


use crt backspace mode 


cd 


num 


0 


carriage-return delay 


ce 


bool 


false 


use crt erase algorithm 


ck 


bool 


false 


use crt kill algorithm 


ci 


str 


NULL 


screen clear sequence 


CO 


bool 


false 


console • add \n after login prompt 


ds 


str 




delayed suspend character 


ec 


bool 


false 


leave echo off 


ep 


bool 


false 


terminal uses even parity 


er 


str 


"? 


erase character 


et 


str 


*b 


end of text (eof) character 


ev 


str 


NULL 


initial enviroment 


fO 


num 


unused 


tty mode flags to write messages 


fl 


num 


unused 


tty mode flags to read login name 


f2 


num 


unused 


tty mode flags to leave terminal as 


fd 


num 


0 


form-feed (vertical motion) delay 


fl 


str 


-Q 


output flush character 


he 


bool 


false 


do NOT hangup line on last close 


he 


str 


NULL 


hostname editing string 


hn 


str 


hostname 


hostname 


ht 


bool 


false 


terminal has real tabs 


ig 


bool 


false 


ignore garbage characters in login name 


im 


str 


NULL 


initial (banner) message 


in 


str 


*C 


interrupt character 


is 


num 


unused 


input speed 


kl 


str 


"U 


kill character 


Ic 


bool 


false 


terminal has lower case 


Im 


str 


login: 


login prompt 


hi 


str 


-V 


**literal next"' character 


lo 


str 


/bin/login 


program to exec when name obtained 


nd 


num 


0 


newline (line-feed) delay 
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nl 
III 


DOOI 


false 


icrminai nas vor migni navc/ a newiinc cnaracier 


UA 


Sir 


oeiaiui 


u6ai ittDic \ior aulo spcco seiecuon/ 


op 


DOOl 


false 


lemiiiiai uses oou paniy 


OS 


ffititn 

nuin 


unusco 


mitmit QnAAH 

ouipui spccu 


fV* 

pc 




\n 
w 


pBU WUcUBwlCl 


pc 


bool 


false 


use pnnier vnaro copyj erase aigontnm 


ps 


DOOl 


false 


line conneciea to a milium port selector 


qu 


Sir 


*\ 


quii cnaracier 


»P 


etr 

Su 




line reiypc wnaTacicr 


rw 


bool 


false 


Qo NOT use raw lor inpui^ use coreaK 


sp 


num 


unuseu 


line speeo unpui ana ouipui^ 


su 


Sir 




suspend character 


IC 


Sir 


.none 


laoie coniinuaiion 


tn 


num 


0 




tt 


str 


NULL 


terminal type (for enviroment) 


ub 


bool 


false 


do unbuffered output (of prompts etc) 


lie 


bool 


false 


terminal is known upper case only 


we 


str 


"W 


word erase character 


xc 


bool 


false 


do NOT echo control chars as "X 


xf 


str 


-s 


XOFF (stop output) character 


xn 


str 




XON (start output) character 



If no line speed is specified, speed will not be altered from that which prevails when getty is 
entered. Specifying an input or output speed will override line speed for stated direction only. 

Terminal modes to be used for the output of the message, for input of the login name, and to 
leave the terminal set as upon completion, are derived from the boolean flags specified. If the 
derivation should prove inadequate, any (or all) of these three may be overriden with one of 
the fO, fl, or f2 numeric specifications, which can be used to specify (usually in octal, with a 
leading *0') the exact values of the flags. Local (new tty) flags are set in the top 16 bits of this 
(32 bit) value. 

Should geay receive a null character (presumed to indicate a line break) it will restart using the 
table indicated by the nx entry. If there is none, it will re-use its original table. 

Delays are specified in milliseconds, the nearest possible delay available in the tty driver will be 
used. Should greater certainty be desired, delays with values 0, 1, 2, and 3 are interpreted as 
choosing that particular delay algorithm from the driver. 

The el screen clear string may be preceded by a (decimal) number of milliseconds of delay 
required (a la termcap). This delay is simulated by repeated use of the pad character pc. 

The initial message, and login message, Im and Im may include the character sequence %h to 
obtain the hostname. (%% obtains a single character.) The hostname is normally obtained 
from the system, but may be set by the hn table entry. In either case it may be edited with he. 
The he string is a sequence of characters, each character that is neither *@* nor *#* is copied 
into the final hostname. A *@* in the he string, causes one character from the real hostname 
to be copied to the final hostname. A in the he string, causes the next character of the real 
hostname to be skipped. Surplus and characters are ignored. 

When getty execs the login process, given in the lo string (usually "/bin/login") » it will have set 
the enviroment to hiclude the terminal type, as indicated by the tt string (if it exists). The ev 
string, can be used to enter additional data into the environment. It is a list of comma 
separated strings, each of which will presumably be of the form name value. 

If a non-zero timeout is specified, with to, then getty will exit within the indicated nimiber of 
seconds, either having received a login name and pa^ed control to togiriy or having received an 
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alarm signal, and exited. This may be useful to hangup dial in lines. 

Output from getty is even parity unless op is specified. Op may be specified with ap to allow 
any parity on input, but generate odd parity output. Note: this only applies while getty is being 
run, terminal driver limitations prevent a more complete implementation. Getty does not check 
parity of input characters in RA H^mode. 

SEE ALSO 

termcap(5), getty (8). 

BUGS 

Some ignorant peasants insist on changing the default special characters, so it is wise to always 
specify (at least) the erase, kill, and interrupt characters in the default table. In all cases, 
or ^'H* typed in a login name will be treated as an erase character, and *@* will be treated as a 
kill character. 

The delay stuff is a real crock. Apart form its general lack of flexibility, some of the delay algo- 
rithms are not implemented. The terminal driver should support sane delay settings. 

Currently loginil) stomps on the environment, so there is no point setting it in gettytab. 

The he capability is stupid. 

Termcap format is horrid, something more rational should have been chosen. 
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NAME 

group — group file 

DESCRIPTION 

(/ro((p contains for each group the following information: 

group name 
encrypted password 
numerical group ID 

a comma separated list of all users allowed in the group 

This is an ASCII file. The fields are separated by colons; Each group is separated from the next 
by a new-line. If the password field is null, no password is demanded. 

This file resides in directory /etc. Because of the encrypted passwords, it can and does have 
general read permission and can be used, for example, to map numerical group ID*s to names. 

FILES 

/etc/group 
SEE ALSO 

setgroups(2), initgroupsOX), cryptO), passwd(l), passwd(5) 

BUGS 

The passwdil) command won't change the passwords. 



7th Edition 



IS January 1983 



1 



HOSTS (5) 



UNIX Programmer's Manual 



HOSTS (5) 



NAME 

hosts — host name data base 
DESCRIPTION 

The hosts file contains information regarding the known hosts on the DARPA Internet. For 
each host a single line should be present with the following information: 

official host name 
Internet address 
aliases 

Items are separated by any number of blanks and/or tab characters. A indicates the 
beginning of a comment; characters up to the end of the line are not interpreted by routines 
which search the file. This file is normally created from the official host data base maintained at 
the Network Information Control Center (NIC), though local changes may be required to bring 
it up to date regarding unofficial aliases and/or unknown hosts. 

Network addresses are specified in the conventional notation using the inet_addr{) routine 
from the Internet address manipulation library, mer(3N). Host names may contain any print- 
able character other than a field delimiter, newline, or comment character. 

FILES 

/etc/hosts 

SEE ALSO 

gethostentON) 

BUGS 

A name server should be used instead of a static file. A binary indexed file format should be 
available for fast access. 
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NAME 

Ida al)soltuc load format 

The follDwing is a description of (he ".Ida" object lonnat: 'I'ypi'-al record: 

liylc 1 <i> Jilways 1 

liylc 2 <()> ignoretl by the loader 

Hylo 3 < > low iuilfol" Nbytes 

iJyle 4 < > bigh lialf of Nbytes 

liylo 5 < > low hall" of load point 

Byicd <> bijib half ol load point 

Uylc 7 < > lirst data byte 

liylo Nbytc <> last data byte of record 

HvcNbytc-t-l <> Cbecksum 

Notes: Nbytes -- The total luiinber of bytes in the record NOT including the checksum byte. 
Cheeksiiiu • When atlded to ibo niod?.56 siun of all of the bytes in the record vvi II result in a zero 
result. I 'xecution A(.ldress Record: 



livtc 1 


<1> 


always 1 


U>te2 


<(» 


ignored by the loader 


Hyte 3 


< > 


always 6 (Nbytes low) 


Iivie4 


< > 


always 0 (Nbytes bigh) 


B\ie5 


< > 


execution address low 


livic (> 


< > 


execution address high 


liyio 7 


< > 


Checksum byte 



.si;i<: ALSO 

Idachk(t), Idasav(l) 
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NAME 

mtab — mounted file system table 

SYNOPSIS 

#include <fstab.h> 
#include <intab.h> 

DESCRIPTION 

Mtab resides in directory /etc and contains a table of devices mounted by the mount command. 
Umount removes entries. 

The table is a series of mtab structures, as defined in <mtab.h>. Each entry contains the 
null-padded name of the place where the special file is mounted, the null-padded name of the 
special file, and a type field, one of those defined in </stab.h>. The special file has all its 
directories stripped away; that is, everything through the last 7' is thrown away. The type field 
indicates if the file system is mounted read-only, read-write, or read-write with disk quotas 
enabled. 

This table is present only so people can look at it. It does not matter to mount if there are 
duplicated entries nor to umount if a name cannot be found. 

FILES 

/etc/mtab 

SEE ALSO 

mount(8) 
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NAME 

networks — network name data base 
DESCRIPTION 

The networks file contains information regarding the known networks which comprise the 
DARPA Internet. For each network a single line should be present with the following informa- 
tion: 

official network name 
network number 
aliases 

Items are separated by any number of blanks and/or tab characters. A indicates the 
beginning of a comment; characters up to the end of the line are not interpreted by routines 
which search the file. This file is normally created from the official network data base main- 
tained at the Network Information Control Center (NIC), though local changes may be 
required to bring it up to date regarding unofficial aliases and/or unknown networks. 

Network number may be specified in the conventional notation using the inet^networkO 
routine from the Internet address manipulation library, /w/ON). Network names may contain 
any printable character other than a field delimiter, newline, or comment character. 

FILES 

/etc/networks 

SEE ALSO 

getnetentON) 

BLGS 

A name server should be used instead of a static file. A binary indexed file format should be 
available for fast access. 
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NAME 

newsrc — information file for readnews(l) and checknews(l) 
DESCRDPnON 

The .newsrc file contains the list of previously read articles and an optional 
options line for readne'ws(l) and checknews(l). Each newsgroup that articles 
have been read from has a line of the form: 

newsgroup: range 

The range is a list of the articles read. It is basically a list of no.'s separated by 
commas with sequential no.'s collapsed with hyphens. For instance: 

general: 1-78.80,65-90 
fa-info-cpin: 1-7 
iiet.neirs: 1 
faLinfo^az! 1-5 

If the : is replaced with an ! (as in info-vax above) the newsgroup is not sub- 
scribed to and will not be shown to the user. 

An options line starts with the word options (left-justified). Then there are the 
list of options just as they would be on the command line. For instance: 

options -n all !f a.sf4overs !fa.human-nets -r 
cations -c -r 

A string of lines beginning with a space or tab after the initial options line will be 
considered continuation lines. 

FILES 



'/.newsrc 



Options and list of previously read articles 



SEE ALSO 



readnews(l), checknews(l) 
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NAME 

passwd — password file 

DESCRIPTION 

Passm/ contains for each user the following information: 

name (login name, contains no upper case) 
encrypted password 
numerical user ID 
numerical group ID 

user's real name, office, extension, home phone, 
initial working directory 
program to use as Shell 

The name may contain meaning insert the login name. This information is set by the 
cfifnil) command and used by the finger (I) command. 

This is an ASCII file. Each field within each user's entry is separated from the next by a colon. 
Each user is separated from the next by a new*Iine. If the password field is null, no password is 
demanded; if the Shell field is null, then /bin/sh is used. 

This file resides in directory /etc. Because of the encrypted passwords, it can and does have 
general read permission and can be used, for example, to map numerical user ID's to names. 

Appropriate precautions must be taken to lock the file against changes if it is to be edited with a 
text editor; vipw{%) does the necessary locking. 

FILES 

/etc/passwd 
SEE ALSO 

getpwentO), login(l), cryptO), passwd(l), group(5), chfn(l), finger(l), vipw(8), adduser(8) 

BUGS 

A binary indexed file format should be available for fast access. 
User information (name, office, etc.) should be stored elsewhere. 
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NAME 

phones — remote host phone number data base 
DESCRIPTION 

The file /etc/phones contains the system-wide private phone numbers for the tipilC) program. 
This file is normally unreadable, and so may contain privileged information. The format of the 
file is a series of lines of the form: < system-name >[\t]*< phone-number >. The system 
name is one of those defined in the remote{5) file and the phone number is constructed from 
[0123456789--*%]. The and characters are indicators to the auto call units to pause 
and wait for a second dial tone (when going through an exchange). The is required by 
the DF02-AC and the is required by the BIZCOMP 1030. 

Only one phone number per line is permitted. However, if more than one line in the file con- 
tains the same system name tipilO will attempt to dial each one in turn, until it establishes a 
connection. 

FILES 

/etc/phones 

SEE ALSO 

tip(lC), remote (5) 
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NAME 

plot — graphics interface 
DESCRIPTION 

Files of this format are produced by routines described in p/or(3X), and are interpreted for vari- 
ous devices by commands described in plotilG). A graphics file is a stream of plotting instruc- 
tions. Each instruction consists of an ASCII letter usually followed by bytes of binary informa- 
tion. The instructions are executed in order. A point is designated by four bytes representing 
the X and y values; each value is a signed integer. The last designated point in an 1, m, n, or p 
instruction becomes the ^current point* for the next instruction. 

Each of the following descriptions begins with the name of the corresponding routine in 
plotOX). 

m move: The next four bytes give a new current point. 

n cont: Draw a line from the current point to the point given by the next four bytes. See 
ploKlG). 

p point: Plot the point given by the next four bytes. 

1 line: Draw a line from the point given by the next four bytes to the point given by the fol- 
lowing four bytes. 

t label: Place the following ASCII string so that its first character falls on the current point. 
The string is terminated by a newline. 

a arc: The first four bytes give the center, the next four give the starting point, and the last 
four give the end point of a circular arc. The least significant coordinate of the end point is 
used only to determine the quadrant. The arc is drawn counter-clockwise. 

c circle: The first four bytes give the center of the circle, the next two the radius. 

e erase: Start another frame of output. 

f iinemod: Take the following string, up to a newline, as the style for drawing further lines. 
The styles are 'dotted,* 'solid,* Mongdashed,* 'shortdashed,* and 'dotdashed.* Effective only 
in plot 4014 and pht ver. 

s space: The next four bytes give the lower left comer of the plotting area; the following four 
give the upper right comer. The plot will be magnified or reduced to fit the device as 

closely as possible. 

Space settings that exactly fill the plotting area with unity scaling appear below for devices 
supported by the filters of plotilG). The upper limit is just outside the plotting area. In 
every case the plotting area is taken to be square; points outside may be displayable on dev- 
ices whose face isn*t square. 

4014 space(0, 0,3120, 3120); 
ver spaceCO, 0, 2048, 2048); 

300, 300s space(0, 0, 4096, 4096); 
450 space(0, 0, 4096, 4096); 

SEE ALSO 

plot(lG), plot(3X), graph(lG) 
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NAME 

printcap — printer capability data base 

SYNOPSIS 

/etc/printcap 

DESCRIPTION 

Printcap is a simpliiied version of the termcapiS) data base used to describe line printers. The 
spooling system accesses the printcap file every time it is used, allowing dynamic addition and 
deletion of printers. Each entry in the data base is used to describe one printer. This data base 
may not be substituted for, as is possible for termcap, because it may allow accounting to be 
bypassed. 

The default printer is normally Ip^ though the environment variable PRINTER may be used to 
override this. Each spooling utility supports an option, — Ppr/n/er, to allow explicit naming of a 
destination printer. 

Refer to the 4.2BSD Line Printer Spooler Manual for a complete discussion on how setup the 
database for a given printer. 

CAPABILITIES 

Refer to termcap for a description of the file layout. 



Name 


Type 


Default 


Description 


af 


str 


NULL 


name of accounting file 


br 


num 


none 


if Ip is a tty, set the baud rate (ioctl call) 


cf 


str 


NULL 


cifplot data filter 


df 


str 


NULL 


tex data filter (DVI format) 


fc 


num 


0 


if Ip is a tty, clear flag bits (sgtty.h) 


ff" 


str 




string to send for a form feed 


fo 


bool 


false 


print a form feed when device is opened 


fs 


num 


0 


like *fc' but set bits 


gf 


str 


NULL 


graph data filter (plot (3X) format) 


ic 


bool 


false 


driver supports (non standard) ioctl to indent printout 


if 


str 


NULL 


name of text filter which does accounting 


If 


str 


*7dev/console" 


error logging file name 


lo 


str 


"lock'* 


name of lock file 


Ip 


str 


*7dev/lp" 


device name to open for output 


mx 


num 


1000 


maximum file size (in BUFSIZ blocks), zero — unlimited 


nd 


str 


NULL 


next directory for list of queues (unimplemented) 


nf 


str 


NULL 


ditroff data filter (device independent trofi) 


of 


str 


NULL 


name of output filtering program 


Pl 


num 


66 


page length (in lines) 


pw 


num 


132 


page width (in characters) 


px 


num 


0 


page width in pixels (horizontal) 


py 


num 


0 


page length in pixels (vertical) 


rf 


str 


NULL 


filter for printing FORTRAN style text files 


rm 


str 


NULL 


machine name for remote printer 


rp 


str 


"Ip" 


remote printer name argument 


rs 


bool 


false 


restrict remote users to those with local accounts 


rw 


bool 


false 


open the printer device for reading and writing 


sb 


bool 


false 


short banner (one line only) 


sc 


bool 


false 


suppress multiple copies 


sd 


str 


*7usr/spool/lpd" 


spool directory 


sf 


bool 


false 


suppress form feeds 


sh 


bool 


false 


suppress printing of burst page header 
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FEIKTCAPeS) 



St 

tf 


m 
str 


MILL 


status ^ name 
tmf[ data fite i 


rli0totypesei 


Iter) 


tr 


m 


MILL 


trmler sirktg to piMl 




e^sptks 


vf 


str 


MJLL 


raster image Met 






xc 


mim 


0 


if Ip is a tty, ckar lo< 


»! mode bt 




xs 


atmi 


a 


Eke *xc* but set Mts 







Error messages sent to the eoimie Iiave a carriage retimt md a fine feed impended ta them, 
rather than just a line feed. 

If the local tine printer driver supports tsderttatfon, the daei^Hi must iiaderstaad how to invoke 
it. 

SEE ALSO 

termcap(5)» lpcC8>, lpd(8), pac(8), Ipr(l), Ipq(I>» IprmCI) 
4. 2BSD Liae Printer Spooler Manual 
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NAME 

protocols ~ protocol name data base 
DESCRIPTION 

The protocols file contains information regarding the known protocols used in the DARPA 
Internet. For each protocol a single line should be present with the following information: 

official protocol name 
protocol number 
aliases 

Items are separated by any number of blanks and/or tab characters. A indicates the 
beginning of a comment; characters up to the end of the line are not interpreted by routines 
which search the file. 

Protocol names may contain any printable character other than a field delimiter, newline, or 
comment character. 

FILES 

/etc/protocols 

SEE ALSO 

getprotoentON) 

BUGS 

A name server should be used instead of a static file. A binary indexed file format should be 
available for fast access. 
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luNlX Progniinnioi's Manila! 



I<CSI'HJ:(5) 



rcslile fonnat of UC S lilc 



All RC.'S file is an AS<.'1I \\\c. lis c oiuonls is dcscrihod hy iht* j',ra«iinar Iwlow. The ivxl is free foi- 
inai. i.e., spaces, labs md new linos Ji.ive iu» sii^inilicanec cxccpl in sulngs. Strings are enclosed by 
Il a siri IK' contains a '('/ \ il nuM he doubled. 

The nieta s>ntj»x uses the Ibilowiin'; eonvenlions: <h;ir) separates allernalives; T f »tl enclose 
ojHinal plinises; '{* and '\ ^' enclose |)hrases llval rn iy be repealed zero or more times; and '} f-' 
enclose phrases ihat must ajipeai" al least once and may be repe;iled; X' and encl(»se norjtermi- 
rials. 



<reslexl> 



<admin> 



<admin> {<<lella>}* <dese> {<deil.Ucxl>}* 



<delta> 



<desc> 
<deltalexl> 



access 
symbols 
locks 
coininent 

<num> 

date 

luitlior 

slate 

branches 

next 

desc 

<ninn> 

log 

text 



{<iuim>}; 
}<id>}*: 

{<id> : <inmi>}*; 
{<id> : <nmn>}*; 
{<sliin!'>}; 



<ninn>; 

<id>; 

{<id>}: 

{<nnm>}*; 

{<nnm>}; 



<string> 



<string> 
<string> 



<iHnn> 

<digil> 

<id> 

<leUer> 

<itlcJiar> 

<special> 
<string> 



{<digit>|.}} + 

()]1|...|9 

<le(ter>{<idchar>}* 

AllM...|/lalbJ...|z 

Any priming ASCII character except sj>acc, 
tilb, carriage return, new line, mvA <si)ccial>. 



^'latiy ASCII chanctcr, with 'p' tU^wblcd}*^ 



Idenlilieis ure case sciisitivc. Key words arc in lower case only. The sets «f key words and idcntiliers 
may overlap. 



I*tndne Univcrsily 



mm} 
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The <dclUi> nodes form a tree. All nodes whose numbers consist of a single pair (e.g., 2.3, 2.1, 1.3, 
etc.) arc on the "trunk", and are linked llnough the "next" Held in order of decreasing numbers. 
'The "head" Held in the <adniin> node points to the head of that sequence (i.e., contains die highest 
pair). 

All <della> nodes whose nunil)ors consist of 2n fields (n>2) (e.g., 3.1.1.1, 2.1.2.2, etc.) arc linked as 
follows. All nodes whose lirst (2n)-l number fiekls are identical are linked ilinuigh die "next" field 
in order of increasing numhcrs. l-'oi' each such sequence, liie <deUa> node whose luiniber is identi- 
cal to die lirst 2(n-l) number fields of die deltas on that sequence is callcti the branchpoint. The 
"branches" field of a node contains a list of the numbers of the first nodes of all sei|uences for 
whicii it is a branchpoint. This list is ordered in increasing numbers. 

iixainple: 

Head 



/ \ 
/ \ 
/ \ 
/I .2.l.3\ 



/ \ 
/ \ 
/ \ 
/ 1 . 3 . 1 . 1 \ 



I I 

I 2.1 I 

I I 

I I 



/ \ 
/ \ 
/ \ 
/l.2.2.2\ 



/ \ 
/ \ 
/ \ 
/l.>.2.1.1.1\ 



/ \ 
/ \ 
/ \ 
/l.2.1.1\ 



- -- / \ 

\ 1.3 / / \ 

-\ / / \-- 

\ / /l.2.2.|\ 

\ / 



\ 1.2 / 
-\ /- 
\ / 
\ / 



\ 1. 1 / 

\ / 
\ / 
\ / 



I'ig. 1: A revision tree 

IDKNIlMCAflON 

Author: Waller I'ichy, Purdue University, West l .afayctle, IN, 47907. 
Revision Number: 3.0 ; Release Date: 82/11/18 . 
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0)l)yiii_;ht © 1982 by Waller l\ 'I'ichy. 
SKK ALSO 

ci ( I ), CO ( I ), iiJciU ( I ), res ( 1 ), resdilV ( I ), resintro ( 1 ), irsmcrgc ( I ), rlog ( 1 ). sceslones (8). 
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NAME 

remote — remote host description file 
DESCRIPTION 

The systems known by tipilC) and their attributes are stored in an ASCII file which is struc- 
tured somewhat like the termcapiS) file. Each line in the file provides a description for a single 
system. Fields are separated by a colon C*:**). Lines ending in a \ character with an immedi- 
ately following newline are continued on the next line. 

The first entry is the name(s) of the host system. If there is more than one name for a system, 
the names are separated by vertical bars. After the name of the system comes the fields of the 
description. A field name followed by an sign indicates a string value follows. A field 
name followed by a *#' sign indicates a following numeric value. 

Entries named "tip*" and *'cu*" are used as default entries by f/p, and the cu interface to tip, 
as follows. When tip is invoked with only a phone number, it looks for an entry of the form 
**tip300*', where 300 is the baud rate with which the connection is to be made. When the cu 
interface is used, entries of the form **cu300** are used. 

CAPABILITIES 

Capabilities are either strings (str), numbers (num), or boolean flags (bool). A string capability 
is specified by capability value; e.g. **dv"-/dev/harris'*. A numeric capability is specified by 
capability 4^ value\ e.g. "xa#99*\ A boolean capability is specified by simply listing the capabil- 
ity. 

at (str) Auto call unit type. 

br (num) The baud rate used in establishing a connection to the remote host. This is a 
decimal number. The default baud rate is 300 baud. 

cm (str) An initial connection message to be sent to the remote host. For example, if a 
host is reached through port selector, this might be set to the appropriate sequence 
required to switch to the host. 

cu (str) Call unit if making a phone call. Default is the same as the 'dv' field. 

di (str) Disconnect message sent to the host when a disconnect is requested by the user. 

du (bool) This host is on a dial-up line. 

dv (str) UNIX device (s) to open to establish a connection. If this file refers to a terminal 
line, //p(lC) attempts to perform an exclusive open on the device to insure only one 
user at a time has access to the port. 

el (str) Characters marking an end-of-line. The default is NULL. *"* escapes are only 
recognized by tip after one of the characters in 'el', or after a carriage-return. 

fs (str) Frame size for transfers. The default frame size is equal to BUFSIZ. 

hd (bool) The host uses half-duplex communication, local echo should be performed. 

ie . (str) Input end-of-file marks. The default is NULL. 

oe (str) Output end-of-file string. The default is NULL. When tip is transferring a file, 
this string is sent at end-of-file. 

pa (str) The type of parity to use when sending data to the host. This may be one of 
"even", "odd", "none", "zero" (always set bit 8 to zero), "one" (always set bit 8 to 
1). The default is even parity. 

pn (str) Telephone number (s) for this host. If the telephone number field contains an @ 
sign, r.'p searches the file /etc/phones file for a list of telephone numbers; c.f. phonesiS). 

tc (str) Indicates that the list of capabilities is continued in the named description. This is 
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used primarily to share common capability information. 
Here is a short example showing the use of the capability continuation feature: 
UNIX-1200:\ 

:dv-/dev/c8u0:el-*D"UX*S*Q*O®:du»t-veniel:ie-#$%:oe-*D:br#1200: 
arpavax{uci\ 

:pn-7654321%;tc-UNIX.1200 

FILES 

/etc/remote 

SEE ALSO 

tip(lC), phones(S) 
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NAME 

services — service name data base 
DESCRIPTION 

The services file contains information regarding the known services available in the DARPA 
Internet. For each service a single line should be present with the following information: 

official service name 
port number 
protocol name 
aliases 

Items are separated by any number of blanks and/or tab characters. The port number and pro- 
tocol name are considered a single iteniy a *7** is used to separate the port and protocol (e.g. 
"512/tcp"). A indicates the beginning of a comment; characters up to the end of the line 
are not interpreted by routines which search the file. 

Service names may contain any printable character other than a field delimiter, newline, or 
comment character. 

FILES 

/etc/services 

SEE ALSO 

getserventON) 

BUGS 

A name server should be used instead of a static file. A binary indexed file format should be 
available for fast access. 
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NAME 

stab — symbol table types 

SYNOPSIS 

#incliide <stab.h> 

DESCRIPTION 

Stab,h defines some values of the njype field of the symbol table of a.out files. These are the 
types for permanent symbols (i.e. not local labels, etc.) used by the old debugger sdb and the 
Berkeley Pascal compiler pc(i). Symbol table entries can be produced by the .stabs assembler 
directive. This allows one to specify a double-quote delimited name, a symbol type, one char 
and one short of information about the symbol, and an unsigned long (usually an address). To 
avoid having to produce an explicit label for the address field, the ,stabd directive can be used 
to implicitly address the current location. If no name is needed, symbol table entries can be 
generated using the .stabn directive. The loader promises to preserve the order of symbol table 
entries produced by .stab directives. As described in a. our (5), an element of the symbol table 
consists of the following structure: 

/• 

• Format of a symbol table entry. 

Struct nlist { 

union { 



char 


•n_name 




long 


n_strx; 


/• 


) n_un; 






unsigned char 


njype; 


/• 


char 


n_other; 


/• 


short 


n desc; 


/• 


unsigned n^value; 


/• 



}; 

The low bits of the njype field are used to place a symbol into at most one segment, according 
to the following masks, defined in <a.out.h>. A symbol can be in none of these segments by 
having none of these segment bits set. 

/• 

* Simple values for n type. 



#define N UNDF 


0x0 


/• 


undefined •/ 


#define N ABS 


0x2 


/• 


absolute */ 


#defineN TEXT 


0x4 


/• 


text*/ 


#define N DATA 


0x6 


/• 


data •/ 


#defineN_BSS 


0x8 


/• 


bss ♦/ 


#define N.EXT 


01 


/• 


external bit, or*ed in •/ 



The n.value field of a symbol is relocated by the linker, iSe/(l) as an address within the appropri- 
ate segment. N^value fields of symbols not in any segment are unchanged by the linker. In 
addition, the linker will discard certain symbols, according to rules of its own, unless the n_type 
field has one of the following bits set: 

/• ■ 

* Other permanent symbol table entries have some of the N.STAB bits set. 

* These are given in <stab.h> 
•/ 

#define N.STAB OxeO/* if any of these bits set, don*t discard */ 
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This allows up to 112 (7 ♦ 16) symbol types, split between the various segments. Some of 
these have already been claimed. The old symbolic debugger, sdb, uses the following n_type 
values: 

#define N_GSYM 0x20 /• global symbol: name„0,type,0 •/ 
#define N^FNAME 0x22 /• procedure name (f77 kludge): name„0 */ 
#define N_FUN 0x24 /• procedure: name„0,linenumber,address •/ 
#define N__STSYM 0x26 /• static symbol: name„0,type, address */ 
#define N^LCSYM 0x28 /• .Icomm symbol: name„0,type,address •/ 
#define N_RSYM 0x40 /♦ register sym: name„0,type,register •/ 
#define N_SLINE 0x44 /• src line: 0„0,linenumber,address •/ 
#define N_SSYM 0x60 /* structure elt: name„0,type,struct_offset •/ 
#define N_SO 0x64 /♦ source file name: name,,0,O,address •/ 
#define N_LSYM 0x80 /• local sym: name„0,type,offset •/ 
#define N_SOL 0x84 /• #included file name: name„0,0,address ♦/ 
#define N_PSYM OxaO /• parameter: name„0,type,offset •/ 
#define N^ENTRY 0xa4 /• alternate entry: name,linenumber,address •/ 
#define N^LBRAC O^cO /• left bracket: 0„0,nesting level,address ♦/ 
#define N^RBRAC OxeO /* right bracket: 0„0,nesting leveUaddress •/ 
#define N_BCOMM0xe2 /• begin common: name,, •/ 
#define N_ECOMM0xe4 /• end common: name,, •/ 
#define N_ECOML Oxe8 /• end common (local name): address •/ 
#define NAENG Oxfe /• second stab entry with length information •/ 

where the comments give sdb conventional use for .stabs and the n_name, n_other, n_desc, and 
n_value fields of the given njype. Sdb uses the n_desc field to hold a type specifier in the form 
used by the Portable C Compiler, cc(l), in which a base type is qualified in the following struc- 
ture: 

struct desc { 

short q6:2, 
q5:2, 
q4:2, 
q3:2, 
q2:2, 
ql:2, 
basic:4; 

1; 

There are four qualifications, with ql the most significant and q6 the least significant: 

0 none 

1 pointer 

2 function 

3 array 

The sixteen basic types are assigned as follows: 

0 undefined 

1 function argument 

2 character 

3 short 

4 int 

5 long 

6 float 

7 double 

8 structure 

9 union 



4th Berkeley Distribution 



1 April 1983 



2 



STAB (5) 



UNIX Programmer's Manual 



STAB(5) 



10 
U 
12 
13 



enumeration 
member of enumeration 
unsigned character 
unsigned short 



14 unsigned int 

15 unsigned long 

The Berkeley Pascal compiler, pc(l), uses the following njype value: 

#defineN_PC 0x30 /• global pascal symbol: name„0,subtype,line •/ 

and uses the following subtypes to do type checking across separately compiled files: 



1 


source file name 


2 


included file name 


3 


global label 


4 


global constant 


5 


global type 


6 


global variable 


7 


global function 


8 


global procedure 


9 


external function 


10 


external procedure 


11 


library variable 


12 


library routine 



Sdb assumes that a symbol of type N.GSYM with name name is located at address _ name. 
More basic types are needed. 



SEE ALSO 
as(l) 



ld(l) 



dbx(l), a.out(5) 



BUGS 



4th Berkeley Distribution 



1 April 1983 



3 



TAR(5) 



UNIX Programmer's Manual 



TAR(5) 



NAME 

tar — tape archive file format 
DESCRIPTION 

Tary (the tape archive command) dumps several files into one, in a medium suitable for tran- 
sportation. 

A *'tar tape** or file is a series of blocks. Each block is of size TBLOCK. A file on the tape is 
represented by a header block which describes the file, followed by zero or more blocks which 
give the contents of the file. At the end of the tape are two blocks filled with binary zeros, as 
an end-of-file indicator. 

The blocks are grouped for physical I/O operations. Each group of n blocks (where n is set by 
the b keyletter on the tariX) command line — default is 20 blocks) is written with a single sys- 
tem call; on nine-track tapes, the result of this write is a single tape record. The last group is 
always written at the full size, so blocks after the two zero blocks contain random data. On 
reading, the specified or default group size is used for the first read, but if that read returns less 
than a full tape block, the reduced block size is used for further reads. 

The header block looks like: 

#define TBLOCK 512 
#define NAMSIZ 100 

union hblock { 

char dummy [TBLOCKl; 
struct header { 

char name [NAMSIZ]; 

char mode [81; 

char uid[8l; 

char gid[8]; 

char size [121; 

char mtime[12l; 

char chksum[8]; 

char linkflag; 

char linkname[NAMSIZl; 

) dbuf; 

); 

Name is a null-terminated string. The other fields are zero-filled octal numbers in ASCII. Each 
field (of width w) contains w-2 digits, a space, and a null, except size and mtime, which do not 
contain the trailing null. Name is the name of the file, as specified on the tar command line. 
Files dumped because they were in a directory which was named in the command line have the 
directory name as pre ax and /filename as suffix. Mode is the file mode, with the top bit masked 
off. Uid and gid are the user and group numbers which own the file. Size is the size of the file 
in bytes. Links and symbolic links are dumped with this field specified as zero. Mtime is the 
modification time of the file at the time it was dumped. Chksum is a decimal ASCII value 
which represents the sum of all the bytes in the header block. When calculating the checksum, 
the chksum field is treated as if it were all blanks. Linkflag is ASCII *0' if the file is "normal" 
or a special file, ASCII if it is an hard link, and ASCII '2* if it is a symbolic link. The name 
linked-to, if any, is in linkname, with a trailing null. Unused fields of the header are binary 
zeros (and are included in the checksum) . 

The first time a given i-node number is dumped, it is dumped as a regular file. The second and 
subsequent times, it is dumped as a link instead. Upon retrieval, if a link entry is retrieved, 
but not the file it was linked to, an error message is printed and the tape must be manually re- 
scanned to retrieve the linked-to file. 
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The encoding of the header is designed to be portable across machines. 

SEE ALSO 

tar(l) 

BUGS 

Names or linknames longer than NAMSIZ produce error reports and cannot be dumped. 
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NAME 

termcap — terminal capability data base 

SYNOPSIS 

/etc/termcap 

DESCRIPTION 

Termcap is a data base describing terminals, used, e.g.^ by v/(l) and cursesOX) . Terminals are 
described in termcap by giving a set of capabilities which they have, and by describing how 
operations are performed. Padding requirements and initialization sequences are included in 
termcap. 

Entries in termcap consist of a number of separated fields. The first entry for each terminal 
gives the names which are known for the terminal, separated by t characters. The first name is 
always 2 characters long and is used by older version 6 systems which store the terminal type in 
a 16 bit word in a systemwide data base. The second name given is the most common abbrevi- 
ation for the terminal, and the last name given should be a long name fully identifying the ter- 
minal. The second name should contain no blanks; the last name may well contain blanks for 
readability. 

CAPABILITIES 

(P) indicates padding may be specified 

(P«) indicates that padding may be based on no. lines affected 



Name 


Type Pad? Description 


ae 


str 


(P) 


End alternate character set 


al 


str 


(P*) 


Add new blank line 


am 


bool 




Terminal has automatic margins 


as 


str 


(P) 


Start alternate character set 


be 


str 




Backspace if not *H 


bs 


bool 




Terminal can backspace with 


bt 


str 


(P) 


Back tab 


bw 


bool 




Backspace wraps from column 0 to last column 


CC 


str 




Command character in prototype if terminal settable 


cd 


str 


(P*) 


Clear to end of display 


ce 


str 


(P) 


Clear to end of line 


ch 


str 


(P) 


Like cm but horizontal motion only, line stays same 


cl 


str 


(P*) 


Clear screen 


cm 


str 


(P) 


Cursor motion 


CO 


num 




Number of columns in a line 


cr 


str 


(P*) 


Carriage return, (default *M) 


cs 


str 


(P) 


Change scrolling region (vtlOO), like cm 


cv 


str 


(?) 


Like ch but vertical only. 


da 


bool 




Display may be retained above 


dB 


num 




Number of millisec of bs delay needed 


db 


bool 




Display may be retained below 


dC 


num 




Number of millisec of cr delay needed 


dc 


str 


(P*) 


Delete character 


dF 


num 




Number of millisec of if delay needed 


dl 


str 


(PO 


Delete line 


dm 


str 




Delete mode (enter) 


dN 


num 




Number of millisec of nl delay needed 


do 


str 




Down one line 


dT 


num 




Number of millisec of tab delay needed 


ed 


str 




End delete mode 
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CI 


ctr 
all 




iUiiu iiisci I iiiuuC) give .CI . 11 ik 


cu 


ctr 
Sir 




/~*un ArsicA ^VArctrttrAC u/tth a Ivlan^ 
V.>all ClaSC uvci Sll lives WHH a vlalllv 


11 


SlI 




KiirHmnv tArminnl nnoA f^i^pt Iri^fsititt *D 


lie 






HarHcnnv tArminal 
Alal Uwl/^jr let illlilal 


hd 

IIU 


ctr 

Sll 




Half-linp Hnwn rrnrwarH t /7 lin^rpmll 

mlalA lllJv Vli/VTil \lVtvvCllU If^ llilvivCU/ 


iiu 


ctr 

Sll 




TfnmA piircnr lif* nn /'tni 
ntiiiic I.U1SU1 vii iiu dii/ 


hii 
nu 


ctr 
Sti 




Half.tinA iin IrAVArcA 1 linAfAAHi 
riaii'iiiic up \rc verse i/^ imeiccu/ 




ctr 




HfliTAltinA* f*jin*t nrint **c 
Ala£eiilllCt Villi I pillli s 


\c 


str 


(P) 


Insert character 


if 
11 


ctr 

Sll 




NnmA nf AIa cnntainino ic 
i^aiiiw i/i iiic viiiiiaiiiiiiu 19 


itn 
nil 






IncArt mnrlA 1 AntAri* oivA ***imaB**^ if lo 
iiiseii iiiuue vciiiei /f j^ivc .iiii • it 


tn 
111 


hriAl 

UVfV/I 




IncArt mnHA (iictinoiiichAc ntillc nn rlicniiiv 
iiisvii iiiuuc uiaiiii^uisiivS iiuiis V/ii uispinj' 


in 


ctr 

Sll 




Incprt nnrl after rharat^ter incertAfi 

JliSwli ^fCLKi al id IvllclIClwlwl llisei IwU 


ic 

IS 


Ctr 

Sll 




Terminal initiali79tinn ctrins 

IWllAlIIlCll IIIlilCllliLCIIIvII Slll«l|^ 


kO-kQ 

l^V/~IV7 


ctr 

Sll 




Sent hv "other" fiinrtinn kevc 0-Q 

OwXil V/ V/lllVl 1 Ullvvlv/ll JWwJfS \M" 


kh 


ctr 

Sll 




Sent hv harkcnace kev 


kd 


ctr 

Sll 




Spnt hv tArminal Hnwn arrnw kAV 

OClll Uj ICllllIlldl UvfWll ollUW IVCjr 




ctr 

Sll 




Out of "kAvnaH trancmit*' morfe 
V/Ul \Jl IVC/f'aU llallSlllll IIIUUC 


kh 


ctr 

Sll 




Sent hv home kev 

hJwlii vj llv^lllw IVCj 


kl 

Ivl 


ctr 
sir 




SAnt hv tArminal lAft urmxu kAV 
OClll uy icillllilal ici I alluw .iwcjr 


kn 


niim 

llUlil 




MiimhAr of "othAr" kAvc 

i^UlllUCl UI UlllCl IKC/S 


ko 


ctr 




Termcan entriec for other non-fiinrtion kevc 

A Wl iliv<l|/ Willi two i V/1 V/lliWi Ilwll iUllVilVil IVVjrS 


kr 
1^1 


Ctr 

Sll 




Spnt hv tArminal rioht arrou/ kev 

•jCIII Uj ICl Illlilal Il^Ill alll/W n,Cy 


k« 


ctr 

Sll 




Put terminal in "kevnaH trancmit** morte 

A Ul tdlllllldl 111 IWwjr|/aU ilallSlIlll IllVAlW 


kii 


ctr 

sir 




SAnt hv tArminol tin ^rr/\ii/ ^av 

•Sen I oy icrrniiidi up arruw Kcy 


in.iQ 

11/17 


ctr 

Sll 




T ahAlc on "othAr" function kAvc 

JL>aUCIS UIl V^llICI lUllvllUll IWC/S 


11 


niim 

IIUIII 




Niimher of linec on cpreen or naffe 

l^UlIIUWa \Jt titles vrtl SVI VWAI V/i |JCl|^W 


11 
11 


ctr 

Sll 




T act line firct poliimn fif no pmi 
li^aSl llllVf lllSl v\/IUllIll \11 llv VIll/ 


Ilia 


ctr 
sll 




Arrow kAv msin iicaH hv vi VArcion 7 onlv 
^iiuw fvcy map, uscu uy vi vcisii/ii *• \tiuy 


nil 






SitfA to movA u/hilA in incArt moHA 
i^uic w iiiuve Willie 111 iiisvi I iiiuuc 


ml 
mi 


ctr 

sir 




ivicmury ioliv un douvc wursur. 


Ills 


Ul/Wl 




SafA to movA whilA in ctnnHotit anrl imHerlinA moHA 
ijaic 11/ iiiuvc wiiiic 111 sidiiuv/ui diiu uiiuciiiiie iiii/ue 


mil 

lllU 


ctr 

Sll 




Memorv iintork ftiirn off memorv lofk^ 
i'leiiii/ij' uiiiwiv Muiii \m iiiciiiv/i/ iwiv* 




DUl/I 




^lo f*orrA<^tlv uforktno r^arriaoA rAtiirn if)^^?^nn H^nADl 

i^u turrcwiiy wurivinig wdrriogc rciurii VJL/ivr^Ji/Vfrizv/vu/ 


IIU 


Ctr 

Sll 




^Jon»rfACtriiPtivA cnaf*A Ifiircor riohtl 

l^Ull'UCSll UUll VC SpdwC VWUISI/I llglll# 


nl 
111 


ctr 

Sll 




Newline pharat^ter iHefaiitt \ni 

i^CWlIIlv wlldldWlCl VUvldllll \u/ 


nc 
IIS 


DUVI 




TArminal ic a f^m hut rloAcn^t cprolt 
iciiiiiiidi IS d vK 1 uui uucsii I scruii. 


v/s 


UUl^l 




Terminal overctrikec 
Xwiiiiiiidi uvci Sll lives 




ctr 

Sll 




PaH fharapter i rather than null) 
X au dlaldCiei Vldlliei llldll 111*11/ 


nt 






Hiiv harHu/are tahc Tmav neeH to he cet with Icl 

ilaS llaiViWdlW idUS \llldjr lIwCU l\l vw Sei ttIIII ASf 




Str 

OKI 




Fnrf ctanrf out morie 


sf 

SI 


str 


(P) 


Scroll forwards 


60 

sg 


Hum 




^JiinnhAr of hiank ohnrc lAft hv co or CA 
l^UIIll/CI l/l l/ldlllv wlldls ICll Ujr SU vll 36 


sU 


ctr 

Sir 




DCglll sloIlU UUI niuuc 


sr 


Str 


(P) 


Scroll reverse (backwards) 


ta 


Str 


(P) 


Tab (other than 'I or with padding) 


tc 


Str 




Entry of similar terminal - must be last 


te 


str 




String to end programs that use cm 


ti 


str 




String to begin programs that use cm 


uc 


str 




Underscore one char and move past it 


ue 


str 




End underscore mode 


ug 


num 




Number of blank chars left by us or ue 
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ul 
up 
us 
vb 



vs 



xr 



ve 



xs 
xt 



xb 



xn 



bool 

str 

str 

str 

str 

str 

bool 

bool 

bool 

bool 

bool 



Terminal underlines even though it doesn't overstrike 

Upline (cursor up) 

Start underscore mode 

Visible bell (may not move cursor) 

Sequence to end open/visual mode 

Sequence to start open/visual mode 

Beehive (fl= escape, f2=ctrl C) 

A newline is ignored after a wrap (Concept) 

Return acts like ce \r \n (Delta Data) 

Standout not erased by writing over it (HP 264?) 

Tabs are destructive, magic so char (Teleray 1061) 



A Sample Entry 

The following entry, which describes the Concept— 100, is among the more complex entries in 
the termcap file as of this writing. (This particular concept entry is outdated, and is used as an 
example only.) 

cl|clOO|conceptlOO:is«\EU\Ef\E7\E5\E8\El\ENH\EK\E\200\Eo&\200:\ 

:al = 3 *\E"R:am:bs:cd = 1 6AEX:ce = 1 6\E'S:d = 2*"L:cm =\Ea% + % -f :co#80:\ 
:dc-16\E*A:dl=3AE"B:ei=\E\200:eo:im=\E'P:in:ip-16*:h#24:mi:nd=\E=-:\ 
:se=\Ed\Ee:so=\ED\EE:ta=8\t:ul:up=\E;:vb=\Ek\EK:xn: 

Entries may continue onto multiple lines by giving a \ as the last character of a line, and that 
empty fields may be included for readability (here between the last field on a line and the first 
field on the next). Capabilities in termcap are of three types: Boolean capabilities which indicate 
that the terminal has some particular feature, numeric capabilities giving the size of the termi- 
nal or the size of particular delays, and string capabilities, which give a sequence which can be 
used to perform particular terminal operations. 

Types of Capabilities 

All capabilities have two letter codes. For instance, the fact that the Concept has "automatic 
margins" (i.e. an automatic return and linefeed when the end of a line is reached) is indicated 
by the capability am. Hence the description of the Concept includes am. Numeric capabilities 
are followed by the character and then the value. Thus co which indicates the number of 
columns the terminal has gives the value '80' for the Concept. 

Finally, string valued capabilities, such as ce (clear to end of line sequence) are given by the 
two character code, an '=', and then a string ending at the next following ':'. A delay in mil- 
liseconds may appear after the ' = ' in such a capability, and padding characters are supplied by 
the editor after the remainder of the string is sent to provide this delay. The delay can be 
either a integer, e.g. '20', or an integer followed by an '*', i.e. '3*'. A '*' indicates that the 
padding required is proportional to the number of lines affected by the operation, and the 
amount given is the per-affected-unit padding required. When a '•' is specified, it is sometimes 
useful to give a delay of the form '3.5' specify a delay per unit to tenths of milliseconds. 

A number of escape sequences are provided in the string valued capabilities for easy encoding 
of characters there. A \E maps to an escape character, "x maps to a control-x for any 
appropriate x, and the sequences \n \r \t \b \f give a newline, return, tab, backspace and 
formfeed. Finally, characters may be given as three octal digits after a \, and the characters * 
and \ may be given as and \\. If it is necessary to place a : in a capability it must be escaped 
in octal as \072. If it is necessary to place a null character in a string capability it must be 
encoded as \200. The routines which deal with termcap use C strings, and strip the high bits of 
the output very late so that a \200 comes out as a \000 would. 
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Preparing Descriptions 

We now outline how to prepare descriptions of terminals. The most effective way to prepare a 
terminal description is by imitating the description of a similar terminal in termcap and to build 
up a description gradually, using partial descriptions with ex to check that they are correct. Be 
aware that a very unusual terminal may expose deficiencies in the ability of the termcap file to 
describe it or bugs in ex. To easily test a new terminal description you can set the environment 
variable TERMCAP to a pathname of a file containing the description you are working on and 
the editor will look there rather than in letcltermcap. TERMCAP can also be set to the termcap 
entry itself to avoid reading the file when starting up the editor. (This only works on version 7 
systems.) 

Basic capabilities 

The number of columns on each line for the terminal is given by the co numeric capability. If 
the terminal is a CRT, then the number of lines on the screen is given by the li capability. If 
the terminal wraps around to the beginning of the next line when it reaches the right margin, 
then it should have the am capability. If the terminal can clear its screen, then this is given by 
the cl string capability. If the terminal can backspace, then it should have the bs capability, 
unless a backspace is accomplished by a character other than (ugh) in which case you 
should give this character as the be string capability. If it overstrikes (rather than clearing a 
position when a character is struck over) then it should have the os capability. 

A very important point here is that the local cursor motions encoded in termcap are undefined 
at the left and top edges of a CRT terminal. The editor will never attempt to backspace around 
the left edge, nor will it attempt to go up locally off the top. The editor assumes that feeding 
off the bottom of the screen will cause the screen to scroll up, and the am capability tells 
whether the cursor sticks at the right edge of the screen. If the terminal has switch selectable 
automatic margins, the termcap file usually assumes that this is on, i.e. am. 

These capabilities suffice to describe hardcopy and *'glass-tty'* terminals. Thus the model 33 
teletype is described as 

t3|33|tty33:co#72:os 
while the Lear Siegler adm~3 is described as 

cl |adm3|3|lsi adm3:am:bs:cl ^ *Z:li#24:co#80 
Cursor addressing 

Cursor addressing in the terminal is described by a cm string capability, with print/OS) like 
escapes %x in it. These substitute to encodings of the current line or column position, while 
other characters are passed through unchanged. If the cm string is thought of as being a func- 
tion, then its arguments are the line and then the column to which motion is desired, and the 
% encodings have the following meanings: 



%d 


as in printf, 0 origin 


%2 


like%2d 


%3 


like%3d 


%. 


like %c 


%+x 


adds X to value, then %. 


%>xy 


if value > x adds y, no output. 


%r 


reverses order of line and column, no output 


%i 


increments line/column (for I origin) 


%% 


gives a single % 


%n 


exclusive or row and column with 0140 (DM2500) 


%B 


BCD (16*(x/10)) + (x%10), no output. 


%D 


Reverse coding (x-2*(x%16)), no output. (Delta Data). 
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Consider the HP2645, which, to get to row 3 and column 12, needs to be sent \E&al2c03Y 
padded for 6 milliseconds. Note that the order of the rows and columns is inverted here, and 
that the row and column are printed as two digits. Thus its cm capability is 
"cm— 6\E&%r%2c%2Y". The Microterm act-iv needs the current row and column sent pre- 
ceded by a *T, with the row and column simply encoded in binary, "cm— *T%.%.". Terminals 
which use "%." need to be able to backspace the cursor (bs or be), and to move the cursor up 
one line on the screen (up introduced below). This is necessary because it is not always safe to 
transmit \t, \n "D and \r, as the system may change or discard them. 

A final example is the LSI ADM-3a, which uses row and column offset by a blank character, thus 
"cm-\E-%+ %+ ". 

Cursor motions 

If the terminal can move the cursor one position to the right, leaving the character at the 
current position unchanged, then this sequence should be given as nd (non-destructive space). 
If it can move the cursor up a line on the screen in the same column, this should be given as 
up. If the terminal has no cursor addressing capability, but can home the cursor (to very upper 
left corner of screen) then this can be given as ho; similarly a fast way of getting to the lower 
left hand corner can be given as 11; this may involve going up with up from the home position, 
but the editor will never do this itself (unless 11 does) because it makes no assumption about 
the effect of moving up from the home position. 

Area clears 

If the terminal can clear from the current position to the end of the line, leaving the cursor 
where it is, this should be given as ce. If the terminal can clear from the current position to 
the end of the display, then this should be given as cd. The editor only uses cd from the first 
column of a line. 

Insert/delete line 

If the terminal can open a new blank line before the line where the cursor is, this should be 
given as al; this is done only from the first position of a line. The cursor must then appear on 
the newly blank line. If the terminal can delete the line which the cursor is on, then this 
should be given as dl; this is done only from the first position on the line to be deleted. If the 
terminal can scroll the screen backwards, then this can be given as sb, but just al suffices. If 
the terminal can retain display memory above then the da capability should be given; if display 
memory can be retained below then db should be given. These let the editor understand that 
deleting a line on the screen may bring non-blank lines up from below or that scrolling back 
with sb may bring down non-blank lines. 

Insert/delete character 

There are two basic kinds of intelligent terminals with respect to insert/delete character which 
can be described using tcrmcap. The most common insert/delete character operations affect only 
the characters on the current line and shift characters off the end of the line rigidly. Other ter- 
minals, such as the Concept 100 and the Perkin Elmer Owl, make a distinction between typed 
and untyped blanks on the screen, shifting upon an insert or delete only to an untyped blank on 
the screen which is either eliminated, or expanded to two untyped blanks. You can find out 
which kind of terminal you have by clearing the screen and then typing text separated by cursor 
motions. Type "abc def using local cursor motions (not spaces) between the "abc" and the 
"def. Then position the cursor before the "abc" and put the terminal in insert mode. If typ- 
ing characters causes the rest of the line to shift rigidly and characters to fall off the end, then 
your terminal does not distinguish between blanks and untyped positions. If the "abc'' shifts 
over to the "def which then move together around the end of the current line and onto the 
next as you insert, you have the second type of terminal, and should give the capability in, 
which stands for "insert nuir\ If your terminal does something different and unusual then you 
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may have to modify the editor to get it to use the insert mode your terminal defines. We have 
seen no terminals which have an insert mode not not falling into one of these two classes. 

The editor can handle both terminals which have an insert mode, and terminals which send a 
simple sequence to open a blank position on the current line. Give as im the sequence to get 
into insert mode, or give it an empty value if your terminal uses a sequence to insert a blank 
position. Give as ei the sequence to leave insert mode (give this, with an empty value also if 
you gave im so). Now give as ic any sequence needed to be sent just before sending the char- 
acter to be inserted. Most terminals with a true insert mode will not give ic, terminals which 
send a sequence to open a screen position should give it here. (Insert mode is preferable to the 
sequence to open a position on the screen if your terminal has both.) If post insert padding is 
needed, give this as a number of milliseconds in ip (a string option). Any other sequence 
which may need to be sent after an insert of a single character may also be given in ip. 

It is occasionally necessary to move around while in insert mode to delete characters on the 
same line (e.g. if there is a tab after the insertion position). If your terminal allows motion 
while in insert mode you can give the capability mi to speed up inserting in this case. Omitting 
mi will affect only speed. Some terminals (notably Datamedia's) must not have mi because of 
the way their insert mode works. 

Finally, you can specify delete mode by giving dm and ed to enter and exit delete mode, and dc 
to delete a single character while in delete mode. 

Highlighting, underlining, and visible bells 

If your terminal has sequences to enter and exit standout mode these can be given as so and se 
respectively. If there are several flavors of standout mode (such as inverse video, blinking, or 
underlining — half bright is not usually an acceptable "^standout"" mode unless the terminal is 
in inverse video mode constantly) the preferred mode is inverse video by itself. If the code to 
change into or out of standout mode leaves one or even two blank spaces on the screen, as the 
TVI 912 and Teleray 1061 do, then ug should be given to tell how many spaces are left. 

Codes to begin underlining and end underlining can be given as us and ue respectively. If the 
terminal has a code to underline the current character and move the cursor one space to the 
right, such as the Microterm Mime, this can be given as uc. (If the underline code does not 
move the cursor to the right, give the code followed by a nondestructive space.) 

Many terminals, such as the HP 2621, automatically leave standout mode when they move to a 
new line or the cursor is addressed. Programs using standout mode should exit standout mode 
before moving the cursor or sending a newline. 

If the terminal has a way of flashing the screen to indicate an error quietly (a bell replacement) 
then this can be given as vb; it must not move the cursor. If the terminal should be placed in a 
difl'erent mode during open and visual modes of ex, this can be given as vs and ve, sent at the 
start and end of thc^c indues respectively. These can be used to change, e.g., froin a underline 
to a block cursor and back. 

If the terminal needs to be in a special mode when running a program that addresses the cur- 
sor, the codes to enter and exit this mode can be given as ti and te. This arises, for example, 
from terminals like the Concept with more than one page of memory. If the terminal has only 
memory relative cursor addressing and not screen relative cursor addressing, a one screen-sized 
window must be fixed into the terminal for cursor addressing to work properly. 

If your terminal correctly generates underlined characters (with no special codes needed) even 
though it does not overstrike, then you should give the capability ul. If overstrikes are erasable 
with a blank, then this should be indicated by giving eo. 
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Keypad 

If the terminal has a keypad that transmits codes when the keys are pressed, this information 
can be given. Note that it is not possible to handle terminals where the keypad only works in 
local (this applies, for example, to the unshifted HP 2621 keys). If the keypad can be set to 
transmit or not transmit, give these codes as ks and ke. Otherwise the keypad is assumed to 
always transmit. The codes sent by the left arrow, right arrow, up arrow, down arrow, and 
home keys can be given as kl, kr, ku, kd, and kh respectively. If there are function keys such 
as fO, fl, f9, the codes they send can be given as kO, kl, k9. If these keys have labels 
other than the default fO through f9, the labels can be given as 10, 11, 19. If there are other 
keys that transmit the same code as the terminal expects for the corresponding function, such 
as clear screen, the termcap 2 letter codes can be given in the ko capability, for example, 
'*:ko"=cl,ll,sf,sb:", which says that the terminal has clear, home down, scroll down, and scroll 
up keys that transmit the same thing as the cl, 11, sf, and sb entries. 

The ma entry is also used to indicate arrow keys on terminals which have single character arrow 
keys. It is obsolete but still in use in version 2 of vi, which must be run on some minicomput- 
ers due to memory limitations. This field is redundant with kl, kr, ku, kd, and kh. It consists 
of groups of two characters. In each group, the first character is what an arrow key sends, the 
second character is the corresponding vi command. These commands are h for kl, j for kd, k 
for ku, I for kr, and H for kh. For example, the mime would be :ma=''Kj''Zk''Xl: indicating 
arrow keys left CH), down (*K), up CZ), and right CX). (There is no home key on the 
mime.) 

Miscellaneous 

If the terminal requires other than a null (zero) character as a pad, then this can be given as pc. 

If tabs on the terminal require padding, or if the terminal uses a character other than *I to tab, 
then this can be given as ta. 

Hazeltine terminals, which don't allow characters to be printed should indicate hz. 
Datamedia terminals, which echo carriage-return linefeed for carriage return and then ignore a 
following linefeed should indicate nc. Early Concept terminals, which ignore a linefeed 
immediately after an am wrap, should indicate xn. If an erase-eol is required to get rid of stan- 
dout (instead of merely writing on top of it), xs should be given. Teleray terminals, where tabs 
turn all characters moved over to blanks, should indicate xt. Other specific terminal problems 
may be corrected by adding more capabilities of the form xx 

Other capabilities include is, an initialization string for the terminal, and if, the name of a file 
containing long initialization strings. These strings are expected to properly clear and then set 
the tabs on the terminal, if the terminal has settable tabs. If both are given, is will be printed 
before if. This is useful where if is /usr/lib/tabset/std but is clears the tabs first. 

Similar Terminals 

If there are two very similar terminals, one can be defined as being just like the other with cer- 
tain exceptions. The string capability tc can be given with the name of the similar terminal. 
This capability must be last and the combined length of the two entries must not exceed 1024. 
Since termlib routines search the entry from left to right, and since the tc capability is replaced 
by the corresponding entry, the capabilities given at the left override the ones in the similar ter- 
minal. A capability can be canceled with xx@ where xx is the capability. For example, the 
entry 

hn 1 262 1 nl :ks@ :ke@ :tc = 262 1 : 

defines a 262 Inl that does not have the ks or ke capabilities, and hence does not turn on the 
function key labels when in visual mode. This is useful for different modes for a terminal, or 
for different user preferences. 
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FILES 

/etc/termcap file containing terminal descriptions 
SEE ALSO 

ex(l), cursesOX), termcapOX), tset(l), vi(l), uKl), more(l) 

AUTHOR 

William Joy 

Mark Horton added underlining and keypad support 

BUGS 

Ex allows only 256 characters for string capabilities, and the routines in termcapOX) do not 
check for overflow of this buffer. The total length of a single entry (excluding only escaped 
newlines) may not exceed 1024. 

The ma, vs, and ve entries are specific to the vi program. 

Not all programs support all entries. There are entries that are not supported by any program. 
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NAME 



tp — DEC/mag tape formats 



DESCRIPTION 



Tp dumps files to and extracts files from DECtape and magtape. The formats of these tapes are 
the same except that magtapes have larger directories. 

Block zero contains a copy of a stand-alone bootstrap program. See reboot(%). 

Blocks 1 through 24 for DECtape (1 through 62 for magtape) contain a directory of the tape. 
There are 192 (resp. 496) entries in the directory; 8 entries per block; 64 bytes per entry. Each 
entry has the following format: 



The path name entry is the path name of the file when put on the tape. If the pathname starts 
with a zero word, the entry is empty. It is at most 32 bytes long and ends in a null byte. 
Mode, uid, gid, size and time modified are the same as described under i-nodes (see file system 
fs(S)). The tape address is the tape block number of the start of the contents of the file. 
Every file starts on a block boundary. The file occupies (size+511)/512 blocks of continuous 
tape. The checksum entry has a value such that the sum of the 32 words of the directory entry 
is zero. 

Blocks above 25 (resp. 63) are available for file storage. 
A fake entry has a size of zero. 



struct { 



unsigned short 
char 

unsigned short 



char 

unsigned short 



char 

char 
char 
char 
long 



pathname [32]; 

mode; 

uid; 

gid; 

unused 1; 

size [3]; 

modtime; 

tapeaddr; 

unused2[16]; 

checksum; 



SEE ALSO 



fs(5).tpC 



BUGS 



The pathname, uid, gid, and size fields are too small. 
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NAME 

ttys — terminal initialization data 
DESCRIPTION 

The ttys file is read by the init program and specifies which terminal special files are to have a 
process created for them so that people can log in. There is one line in the to^s file per special 
file. 

The first character of a line in the ttys file is either *0* or *r. If the first character on the line is 
a the init program ignores that line. If the first character on the line is a U\ the init pro- 
gram creates a login process for that line. The second character on each line is used as an argu- 
ment to getty{Z)y which performs such tasks as baud-rate recognition, reading the login name, 
and calling login. For normal lines, the character is *0*; other characters can be used, for exam- 
ple, with hard-wired terminals where speed recognition is unnecessary or which have special 
characteristics. {Getty will have to be fixed in such cases.) The remainder of the line is the 
terminal*s entry in the device directory, /dev. 

FILES 

/etc/ttys 

SEE ALSO 

gettytab(5), init(8), getty(8), login(l) 
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NAME 

ttytype — data base of terminal types by port 

SYNOPSIS 

/etc/ttytype 

DESCRIPTION 

Ttytype is a database containing, for each tty port on the system, the kind of terminal that is 
attached to it. There is one line per port, containing the terminal kind (as a name listed in 
termcap (5)), a space, and the name of the tty, minus /dev/. 

This information is read by tsetiX) and by loginiX) to initialize the TERM variable at login time. 

SEE ALSO 

tset(l), login(l) 

BUGS 

Some lines are merely known as "dialup** or "plugboard'*. 
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NAME 

types — primitive system data types 

SYNOPSIS 

#include <sys/types.h> 

DESCRIPTION 

The data types defined in the include file are used in UNIX system code; some data of these 
types are accessible to user code: 

/♦ typesh 6.1 83/07/29*/ 
/• 

* Basic system types and major/minor device constructing/busting macros. 
•/ 

/• major part of a device •/ 

#define major(x) ((int) (((unsigned) (x)>>8)&0377)) 

/* minor part of a device */ 
#define minor(x) ((int)((x)&0377)) 

/* make a device number •/ 

#define makedev(x,y) ( (dev j) ( ( (x) < < 8) | (y ) ) ) 

typedef unsigned char u_char; 

typedef unsigned short u_short; 

typedef unsigned int ujnt; 

typedef unsigned long ujong; 

typedef unsigned short ushort;/* sys 111 compat •/ 

#ifdef vax 

typedef struct jphysadr { int rlU; } ^physadr; 
typedef struct labelj { 
int valll4]; 

} label t; 
#endif 

typedef struct _quad { long val[2]; } quad; 

typedef long daddrj; 

typedef char • caddr_t; 

typedef uJong ino__t: 

typedef long swblkj; 

typedef int sizej; 

typedef int timej; 

typedef short devj; 

typedef int offT; 

typedef struct fd_set { int fds.bits{l]; ) fd_set; 

The form daddrj is used for disk addresses except in an i-node on disk, see ^(5). Times are 
encoded in seconds since 00:00:00 GMT, January 1, 1970. The major and minor parts of a 
device code specify kind and unit number of a device and are installation-dependent. Offsets 
are measured in bytes from the beginning of a file. The tabelj variables are used to save the 
processor state while another process is running. 
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SEE ALSO 

fs(5), timeO), lseek(2), adb(l) 
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NAMK 

utinp, wimp login records 
#liicimlc <iUti)]iJi> 

m:s(RiiMioN 

I'hc ///////.» iik^ records inrorin.iiioii .iboiu v\ lio is ciirrcmly visini' the system. The fric is a sequence 
ofentrkv; \viiivilKHbllo\\ ini!i siniclinc dcrliu ^d in ^^^^^^^^ 

/* ulnip.h 4.2 8.V05/22 */ 
/* 

* Siructure ofulmp jind wtnip nics. 
* 

* Assiiniijjg the number 8 is unwise. 
*/ ^ 

struct MtM^p { 

cluir ul jiiKicSj; /* Uy mime */ 

i luir ul._nanic|Sj; /* user id */ 

cliar lU.Jiosij 161; /* host name, if remote */ 

loni!; uljime; /* iinie ♦/ 

■ ■ ^ 

Ihis sirucnrre r.ives the nMinc of the speci.rl Irle associated wiUi tlTC users lerminal, {\k users login 
name, mnl the rime of the in the lorm ni' inneOC}. 

The u7/;//> lile records iill IdivIhs .uvd logouts. A nuH user name indicates a logout \n\ the dissociated 
terminal. I 'urthermore, the terminal namviri<licatbhe system was rehiuned at the indicated lime; ihc 
adjacent pair of entries v.iili i\.'rminal n;imes |' and {* iJKlicatc the system-maintaine<l lime just 
belbre arul just alter ;i </<.'/<• command has changed the system *n idea of tbe lime. 

IIV/w/; is mainlivined by loyjnil) ;md inidV,}. Neither of these prt>gran is creates the file, so if it is 
removed record -keeping is turned olf. It is suiiimari/.cd by mi's). 

MI.KS 

/elc/irlmp 
/usr/avlm/wuiip 

SKKAI.SO 

k)gin{ 1 ), init(K), who( 1 ), ac(8) 
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NAME 

uuencode - format of an encoded uuencode file 
DESCRIPTION 

Files output by uuencode(lC) consist of a header line, followed by a number of body lines, and 
a trailer line. Uudecode(lC) will ignore any lines preceding the header or following the trailer. 
Lines preceding a header must not, of course, look like a header. 

The header line is distinguished by having the first 6 characters **begin The word begin is 
followed by a mode (in octal), and a string which names the remote file. A space separates the 
three items in the header line. 

The body consists of a number of lines, each at most 62 characters long (including the trailing 
newline). These consist of a character count, followed by encoded characters, followed by a 
newline. The character count is a single printing character, and represents an integer, the 
number of bytes the rest of the line represents. Such integers are always in the range from 0 to 
63 and can be determined by subtracting the character space (octal 40) from the character. 

Groups of 3 bytes are stored in 4 characters, 6 bits per character. All are offset by a space to 
make the characters printing. The last line may be shorter than the normal 45 bytes. If the 
size is not a multiple of 3, this fact can be determined by the value of the count on the last 
line. Extra garbage will be included to make the character count a multiple of 4. The body is 
terminated by a line with a count of zero. This line consists of one ASCII space. 

The trailer line consists of *'end'' on a line by itself. 

SEE ALSO 

uuencode (IC), uudecode(lC), uusend(lC), uucp(lC), mail(l) 
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NAME 

vfom — font formats for the Benson-Varian or Vemtec 

SYNOPSIS 

/ttsr/llb/vioiit/« 

DESCRIPTION 

The fonts for the printer/plotters have the following format. Each file contains a header, an 
array of 256 character description structures, and then the bit maps for the characters them- 
selves. The header has the following format: 

struct header { 

short magic; 
unsigned short size; 
short maxx; 
short maxy; 
short xtnd; 

} header; 

The magic number is 0436 (octal). The maxx. maxy, and xm^ fields are not used at the current 
time. Maxx and maxy are intended to be the maximum horizontal and vertical size of any 
glyph in the font, in raster lines. The size is the size of the bit maps for the characters in bytes. 
Before the maps for the characters is an array of 256 structures for each of the possible charac- 
ters in the font. Each element of the array has the form: 

struct dispatch { 

unsigned short addr; 
short nbytes; 
char up; 
char down; 
char left; 
char right; 
short width; 

); 

The nbytes field is nonzero for characters which actually exist. For such characters, the addr 
field is an offset into the rest of the file where the data for that character begins. There are 
up+down rows of data for each character, each of which has l^-¥right bits, rounded up to a 
number of bytes. The width field is not used by vcat, although it is to make width tables for 
troff. It represents the logical width of the glyph, in raster lines, and shows where the base 
point of the next glyph would be. 



FILES 



/usr/lib/vfont/< 



SEE ALSO 

troffd), pti(l), vpr(l), vtroff(l), vfontinfo(l) 
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NAME 

vgrindefs — vgrind's language definition data base 

SYNOPSIS 

/usr/Ub/vgrindefs 

DESCRIPTION 

Vgrindefs contains all language definitions for vgrind. The data base is very similar to 
termcapiS). 

FIELDS 

The following table names and describes each field. 



Name 


Type Description 


Pb 


str 


regular expression for start of a procedure 


bb 


str 


regular expression for start of a lexical block 


be 


str 


regular expression for the end of a lexical block 


cb 


str 


regular expression for the start of a comment 


ce 


str 


regular expression for the end of a comment 


sb 


str 


regular expression for the start of a string 


se 


str 


regular expression for the end of a string 


lb 


str 


regular expression for the start of a character constant 


le 


str 


regular expression for the end of a character constant 


tl 


bool 


present means procedures are only defined at the top 






lexical level 


oc 


bool 


present means upper and lower case are equivalent 


kw 


str 


a list of keywords separated by spaces 


Example 





The following entry, which describes the C language, is typical of a language entry. 

C|c: :pb-Ad?«?\d?\p\d??):bb-{:be-):cb-/«:ce— /:sb-":se-\e":\ 
:lb-':le-\e':tl:\ 

:kw » asm auto break case char continue default do double else enum\ 
extern float for fortran goto if int long register return short\ 
sizeof static struct switch typedef union unsigned while #define\ 
#else #endif #if #ifdef #ifndef #include #undef # define else endif\ 
if ifdef ifndef include undef: 

Note that the first field is just the language name (and any variants of it). Thus the C language 
could be specified to vgrind{\) as "c" or "C 

Entries may continue onto multiple lines by giving a \ as the last character of a line. Capabili- 
ties in vgrindefs are of two types: Boolean capabilities which indicate that the language has some 
particular feature and string capabilities which give a regular expression or keyword list. 

REGULAR EXPRESSIONS 

Vgrindefs uses regular expression which are very similar to those of ex{\) and lex{\). The char- 
acters '$', ':' and '\' are reserved characters and must be "quoted" with a preceding \ if they 
are to be included as normal characters. The metasymbols and their meanings are: 

$ the end of a line 

the beginning of a line 

\d a delimiter (space, tab, newline, start of line) 

\a matches any string of symbols (like .• in lex) 

\p matches any alphanumeric name. In a procedure definition (pb) the string that matches 
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this symbol is used as the procedure name. 

0 grouping 

1 alternation 

? last item is optional 

\e preceding any string means that the string will not match an input string if the input 
string is preceded by an escape character (\). This is typically used for languages (like 
C) which can include the string delimiter in a string b escaping it. 

Unlike other regular expressions in the system, these match words and not characters. Hence 
something likei ''(tramplsteamer)flies?'' would match "tramp", "steamer", "trampflies", or 
"steamerflies". 

KEYWORD LIST 

The keyword list is just a list of keywords in the language separated by spaces. If the "oc" 
boolean is specified, indicating that upper and lower case are equivalent, then all the keywords 
should be specified in lower case. 

FILES 

/usr/lib/vgrindefs file containing terminal descriptions 

SEE ALSO 

vgrind(l), troffd) 

AUTHOR 

Dave Presotto 

BUGS 
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NAME 

aardvark ~ yet another exploration game 

SYNOPSIS 

/usr/games/aardyark 

DESCRIPTION 

Aardvark is yet another computer fantasy simulation game of the adventure/zork genre. This 
one is written in DDL (Dungeon Definition Language) and is intended primarily as an example 
of how to write a dungeon in DDL. 

FILES 

/usr/games/lib/ddlrun ddl interpreter 
/usr/games/lib/aardvarkintemal form of aardvark dungeon 

AUTHOR 

Mike Urban, UCLA 
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NAME 

adventure — an exploration game 

SYNOPSIS 

/usr/games/adventure 

DESCRIPTION 

The object of the game is to locate and explore Colossal Cave, find the treasures hidden there, 
and bring them back to the building with you. The program is self-describing to a point, but 
part of the game is to discover its rules. 

To terminate a game, type *quit*; to save a game for later resumption, type ^suspend*. 

BUGS 

Saving a game creates a large executable file instead of just the information needed to resume 
the game. 
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NAME 

arithmetic — provide drill in number facts 

SYNOPSIS 

/ttsr/games/arithmetic [ -f— x/ ] [ range ] 

DESCRIPTION 

Arithmetic types out simple arithmetic problems, and waits for an answer to be typed in. If the 
answer is correct, it types back "Right!", and a new problem. If the answer is wrong, it replies 
"What?**, and waits for another answer. Every twenty problems, it publishes statistics on 
correctness and the time required to answer. 

To quit the program, type an interrupt (delete). 

The first optional argument determines the kind of problem to be generated; -t>— x/ respec- 
tively cause addition, subtraction, multiplication, and division problems to be generated. One 
or more characters can be given; if more than one is given, the different types of problems will 
be mixed in random order; default is -f — 

Range is a decimal number; all addends, subtrahends, differences, multiplicands, divisors, and 
quotients will be less than or equal to the value of range. Default range is 10. 

At the start, all numbers less than or equal to range are equally likely to appear. If the respon- 
dent makes a mistake, the numbers in the problem which was missed become more likely to 
reappear. 

As a matter of educational philosophy, the program will not give correct answers, since the 
learner should, in principle, be able to calculate them. Thus the program is intended to provide 
drill for someone just past the first learning stage, not to teach number facts de novo. For 
almost all users, the relevant statistic should be time per problem, not percent correct. 
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NAME 

backgammon — the game 

SYNOPSIS 

/iisr/games/backgammon 

DESCRIPTION 

This program does what you expect. It will ask whether you need instructions. 
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NAME 

banner — print large banner on printer 

SYNOPSIS 

/nsr/games/banner [ "■wn ] message ... 

DESCRIPTION 

Banner prints a large, high quality banner on the standard output. If the message is omitted, it 
prompts for and reads one line of its standard input. If — w is given, the output is scrunched 
down from a width of 132 to n . suitable for a narrow terminal. If it is omitted, it defaults to 
80. 

The output should be printed on a hard-copy device, up to 132 columns wide, with no breaks 
between the pages. The volume is enough that you want a printer or a fast hardcopy terminal, 
but if you are patient, a decwriter or other 300 baud terminal will do. 

BUGS 

Several ASCII characters are not defined, notably <,>,[,], \, *, {, }, L and Also, the 
characters *, and & are funny looking (but in a useful way.) 

The — w option is implemented by skipping some rows and columns. The smaller it gets, the 
grainier the output. Sometimes it runs letters together. 

AUTHOR 

Mark Horton 
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NAME 

bed — convert to antique media 

SYNOPSIS 

/vsr/games/bcd text 

DESCRIPTION 

^c</ converts the literal text into a form familiar to old-timers. 

SEE ALSO 
dd(l) 



7th Edition 



1 February 1983 



1 



BOGGLE (6) 



UNIX Programmer's Manual 



BOGGLE (6) 



NAME 

boggle — play the game of boggle 

SYNOPSIS 

/usr/games/boggle [ 4* ] [ + -f ] 

DESCRIPTION 

This program is intended for people wishing to sharpen their skills at Boggle (TM Parker 
Bros.). If you invoke the program with 4 arguments of 4 letters each, ie.g. *'boggle appl epie 
moth erhd") the program forms the obvious Boggle grid and lists all the words from 
/usr/dict/words found therein. If you invoke the program without arguments, it will generate a 
board for you, let you enter words for 3 minutes, and then tell you how well you did relative to 
/usr/dict/woids. 

The object of Boggle is to find, within 3 minutes, as many words as possible in a 4 by 4 grid of 
letters. Words may be formed from any sequence of 3 or more adjacent letters in the grid. The 
letters may join horizontally, vertically, or diagonally. However, no position in the grid may be 
used more than once within any one word. In competitive play amongst humans, each player is 
given credit for those of his words which no other player has found. 

In interactive play, enter your words separated by spaces, tabs, or newlines. A bell will ring 
when there is 2:00, 1:00, 0:10, 0:02, 0:01, and 0:00 time left. You may complete any word 
started before the expiration of time. You can surrender before time is up by hitting *break\ 
While entering words, your erase character is only effective within the current word and your 
line kill character is ignored. 

Advanced players may wish to invoke the program with 1 or 2 +*s as the first argument. The 
first + removes the restriction that positions can only be used once in each word. The second 
+ causes a position to be considered adjacent to itself as well as its (up to) 8 neighbors. 



4th Berkeley Distribution 1 February 1983 1 



CANFIELD(6) UNIX Programmer's Manual CANFIELD(6) 



NAME 

canfield, cfscores — the solitaire card game canfield 

SYNOPSIS 

Atsr/games/canileid 
Aisr/games/eflMoics 

DESCRIPTION 

If you have never played solitaire before, it is recommended that you consult a solitaire instruc- 
tion book. In Canfield, tableau cards may be built on each other downward in alternate colors. 
An entire pile must be moved as a unit in building. Top cards of the piles are available to be 
able to be played on foundations, but never into empty spaces. 

Spaces must be filled from the stock. The top card of the stock also is available to be played on 
foundations or built on tableau piles. After the stock is exhausted, tableau spaces may be filled 
from the talon and the player may keep them open until he wishes to use them. 

Cards are dealt from the hand to the talon by threes and this repeats until there are no more 
cards in the hand or the player quits. To have cards dealt onto the talon the player types *ht' for 
his move. Foundation base cards are also automatically moved to the foundation when they 
become available. 

The command 'c* causes canfield to maintain card counting statistics on the bottom of the 
screen. When properly used this can greatly increase ones chances of winning. 

The rules for betting are somewhat less strict than those used in the of&cial version of the 
game. The initial deal costs $13. You may quit at this point or inspect the game. Inspection 
costs $13 and allows you to make as many moves as is possible without moving any cards from 
your hand to the talon, (the initial deal places three cards on the talon; if all these cards are 
used, three more are made available.) Finally, if the game seems interesting, you must pay the 
final installment of $26. At this point you are credited at the rate of $5 for each card on the 
foundation; as the game progresses you are credited with $S for each card that is moved to the 
foundation. Each run through the hand after the first costs $5. The card counting feature costs 
$1 for each unknown card that is identified. If the hiformation is toggled on, you are only 
charged for cards that became visible since it was last turned on. Thus (he maximum cost of 
information is $34. Playing time is charged at a rate of $1 per minute. 

With no arguments, the program chores prints out the current status of your canfield account. 
If a user name is specified, it prints out the status of their canfield account. If the —a flag is 
specified, it prints out the canfield accounts for all users that have played the game since the 
database was set up. 

FILES 

/usr/games/canfield the game itself 
/usr/games/cfscores the database printer 
/usr/games/lib/cfscoresthe database of scores 

BUGS 

It is impossible to cheat. 

AUTHORS 

Originally written: Steve Levine 

Further random hackuig by: Steve Feldman, Kirk McKusick, Mikey Olson, and Eric Allman. 
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NAME 

chase — Try to escape to killer robots 

SYNOPSIS 

/usr/games/chase [ nrobots ] [ nfences ] 

DESCRIPTION 

The object of the game chase is to move around inside of the box on the screen without getting 
eaten by the robots chasing and without running mto anything. 

If a robot runs into another robot while chasing you, they crash and leave a junk heap. If a 
robot runs into a fence, it is destroyed. 

If you can survive until all the robots are destroyed, you have won! 

If you do not specify either nrobots or ranees, chase will prompt you for them. 
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NAME 

chess " the game of chess 

SYNOPSIS 

/usr/games/chess 

DESCRIPTION 

Chess is a computer program that plays class D chess. Moves may be given either in standard 
(descriptive) notation or in algebraic notation. The symbol *+Ms used to specify check; *o-o' 
and *o-o>o' specify castling. To play black, type *first*; to print the board, type an empty line. 

Each move is echoed in the appropriate notation followed by the program's reply. 

HLES 

/usr/lib/chess binary image to run ui compatibility mode 

DIAGNOSTICS 

The most cryptic diagnostic is 'eh?* which means that the input was syntactically incorrect. 

BUGS 

Pawns may be promoted only to queens. 
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NAME 

ching — the book of changes and Other cookies 

SYNOPSIS 

/usr/games/ching [ hexagram ] 

DESCRIPTION 

The / Ching or Book of Changes is an ancient Chinese oracle that has been in use for centuries 
as a source of wisdom and advice. 

The text of the orack (as it is sometimes known) consists of sixty-four hexagrams, each sym- 
bolized by a particular arrangement of six straight — ) and broken (~ —) lines. These 
lines have values ranging from six through nine, with the even values indicating the broken 
lines. 

Each hexagram consists of two nugor sections. The Judgement relates specifically to the matter 
at hand (E.g., "It furthers one to have somewhere to go.**) while the Image describes the gen- 
eral attributes of the hexagram and how they apply to one*s own life ("Thus the superior man 
makes himself strong and untiring.**). 

When any of the lines have the values six or nine, they are moving lines; for each there is an 
appended judgement which becomes significant Furthermore, the moving lines are inherently 
unstable and change into their opposites; a second hexagram (and thus an additional judge- 
ment) is formed. 

Normally, one consults the oracle by fixing the desired question firmly in mind and then casting 
a set of changes (lines) using yanow— stalks or tossed coins. The resulting hexagram will be 
the answer to the question. 

Using an algorithm suggested by S. C. Johnson, the UNIX oracle simply reads a question from 
the standard input (up to an EOF) and hashes the individual characters in combination with the 
time of day, process id and any other magic numbers which happen to be lying around the sys- 
tem. The resulting value is used as the seed of a random number generator which drives a 
simulated coin —toss divination. The answer is then piped through nroff for formatting and will 
appear on the standard output. 

For those who wish to remain steadfast in the old traditions, the oracle will also accept the 
results of a personal divination using, for example, coins. To do this, cast the change and then 
type the resulting line values as an argument. 

The impatient modem may prefer to settle for Chinese cookies; My fortuneit). 

SEE ALSO 

It furthers one to see the great num. 

DIAGNOSTICS 

The great prince issues comnuinds. 
Founds states, vests families with fiefs. 
Inferior people should not be employed. 

BUGS 

Waiting in the mud 

Brings about the arrival of the enemy. 

If one is not extremely careful, 

Somebody may come up from behind and strike hun. 

Misfortune. 
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NAME 

cribbage ~ the card game cribbage 

SYNOPSIS 

/usr/games/cribbage [ — req ] name ... 

DESCRIPTION 

Cribbage plays the card game cribbage, with the program playing one hand and the user the 
other. The program will uiitially ask the user if the rules of the game are needed ^ if so, it 
will print out the appropriate section from According to Hoyle with more (I). 

Cribbage options includt: 

/^e When the player makes a mistakes scoring his hand or crib, provide an explanation of 
the correct score. (This is especially useful for beginning players.) 

—q Print a shorter form of all messages — this is only recommended for users who have 
played the game without specifying this option. 

Instead of asking the player to cut the deck, the program will randomly cut the deck. 

Cribbage first asks the player whether he wishes to play a short game (**once around*', to 61) or 
a long game C*twice around'*, to 121). A response of 's' will result in a short game, any other 
response will play a long game. 

At the start of the first game, the program asks the player to cut the deck to determine who 
gets the first crib. The user should respond with a number between 0 and 51, indicating how 
many cards down the deck is to be cut. The player who cuts the lower ranked card gets the first 
crib. If more than one game is played, the loser of the previous game gets the first crib in the 
current game. 

For each hand, the program first prints the player's hand, whose crib it is, and then asks the 
player to discard two cards into the crib, llie cards are prompted for one per line, and are 
typed as explained below. 

After discarding, the program cuts the deck (if it is the player's crib) or asks the player to cut 
the deck (if it's its crib); in the later case, the appropriate response is a number from 0 to 39 
indicating how far down the remaitiing 40 cards are to be cut. 

After cutting the deck, play starts with the non-dealer (the person who doesn't have the crib) 
leading the first card. Play continues, as per cribbage, until all cards are exhausted. The pro- 
gram keeps track of the scoring of all points and the total of the cards on the table. 

After play, the hands are scored. The program requests the player to score his hand (and the 
crib, if it is his) by printing out the appropriate cards (and the cut card enclosed in brackets). 
Play continues until one player reaches the game limit (61 or 121). 

A carriage return when a numeric input is expected is equivalent to typing the lowest legal 
value; when cutting the deck this is equivalent to choosing the top card. 

Cards are specified as rank followed by suit. The ranks may be specified as one of: 'a', *2', '3', 
'4', *5', "6', *7', *8\ '9', *t', T, V, and 'k', or alternatively, one of: "ace", "two", "three", 
"four", "five", "six", "seven", "eight", "nine", "ten", "jack", "queen", and "king". 
Suits may be specified as: *s', *h', *d', and *c', or alternatively as: "spades", "hearts", "dia- 
monds", and "clubs". A card may be specified as: <rank> " " <suit>, or: <rank> " of " 
<suit>. If the single letter rank and suit designations are used, the space separating the suit 
and rank may be left out. Also, if only one card of the desired rank is playable, typing the rank 
is sufficient. For example, if your hand was "2H, 4D, SC, 6H, JC, KD" and it was desired to 
discard the king of diamonds, any of the following could be typed: "k", "king", "kd", "k d", 
"k of d", "king d", "king of d"» "k diamonds", "k of diamonds", "king diamonds", or 
"kmg of diamonds". 
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FILES 

/usr/games/cribbage 
AUTHORS 

Earl T. Cohen wrote the logic. Ken Arnold added the screen oriented interface. 
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NAME 

doctor — interact with a psychoanalyst 

SYNOPSIS 

/usr/games/doctor 

DESCRIPTION 

Doctor is a lisp-language version of the legendary ELIZA program of Joseph Weizenbaum. This 
script "simulates" a Rogerian psychoanalyst. Type in lower case, and when you get tired or 
bored, type your interrupt character (either control-C or Rubout). Remember to type two car- 
riage returns when you want it to answer. 

In order to run this you must have a Franz Lisp system in /usr/ucb/lisp. 
AUTHORS 

Adapted for Lisp by Jon L White, moved to Franz by John Foderaro, from an original script by 
Joseph Weizenbaum. 
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NAME 

fish - play "Go Fish" 

SYNOPSIS 

/usr/games/flsh 

DESCRIPTION 

Fish plays the game of *^o Fish*\ a childrens* card game. The Object is to accumulate 'books' 
of 4 cards with the same face value. The players alternate turns; each turn begins with one 
player selecting a card from his hand, and asking the other player for all cards of that face 
value. If the other player has one or more cards of that face value in his hand, he gives them 
to the first player, and the first player makes another request. Eventually, the first player asks 
for a card which is not in the second player's hand: he replies *G0 FISH!' The first player then 
draws a card from the *poor of undealt cards. If this is the card he had last requested, he 
draws again. When a book is made, either through drawing or requesting, the cards are laid 
down and no further action takes place with that face value. 

To play the computer, simply make guesses by typing a, 2, 3, 4, 5, 6, 7, 8, 9, 10, j, q, or k 
when asked. Hitting return gives you information about the size of my hand and the pool, and 
tells you about my books. Saying *p* as a first guess puts you into *pro* level; The default is 
pretty dumb. 
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NAME 

fortune ~ print a random, hopefully interesting, adage 

SYNOPSIS 

/usr/games/fortnne ( — ] [ — wsl«o ] 

DESCRIPTION 

Fortune with no arguments prints out a random adage. The flags mean: 

~w Waits before termination for an amount of time calculated from the number of characters 
in the message. This is useful if it is executed as part of the logout procedure to guaran- 
tee that the message can be read before the screen is cleared. 

— s Short messages only. 

—1 Long messages only. 

—0 Choose from an alternate list of adages, often used for potentially offensive ones, 
—a Choose from either list of adages. 

nLES 

/usr/games/lib/fortunes.dat 

AUTHOR 

Ken Arnold 
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NAME 

hangman — Computer version of the game hangman 

SYNOPSIS 

/usr/games/hangman 

DESCRIPTION 

In hangman, the computer picks a word from the on-line word list and you must try to guess it. 
The computer keeps track of which letters have been guessed and how many wrong guesses 
you have made on the screen in a graphic fashion. 

FILES 

/usr/dict/words On-line word list 

AUTHOR 

Ken Arnold 
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NAME 

mille — play Mille Bournes 

SYNOPSIS 

/usr/games/miUe [ file ] 

DESCRIPTION 

Milk plays a two-handed game reminiscent of the Parker Brother*s game of Mille Bournes with 
you. The rules are described below. If a file name is given on the command line, the game 
saved in that file is started. 

When a game is started up, the bottom of the score window will contain a list of conunands. 
They are: 

P Pick a card from the deck. This card is placed in the slot in your hand. 

D Discard a card from your hand. To indicate which card, type the number of the card in 
the hand (or **P" for the just-picked card) followed by a <RETURN> or <SPACE>. 
The < RETURN or < SPACE > is required to allow recovery from typos which can be 
very expensive, like discarding safeties. 

U Use a card. The card is again indicated by its number, followed by a < RETURN > or 
<SPACE>. 

O Toggle ordering the hand. By default off, if turned on it will sort the cards in your 
hand appropriately. This is not recommended for the impatient on slow terminals. 

Q Quit the game. This will ask for confirmation, just to be sure. Hitting < DELETE > 
(or <RUBOUT>) is equivalent. 

S Save the game in a file. If the game was started from a file, you will be given an oppor- 
tunity to save it on the same file. If you don*t wish to, or you did not start from a file, 
you will be asked for the file name. If you type a < RETURN > without a name, the 
save will be terminated and the game resumed. 

R Redraw the screen from scratch. The command *L (control *L') will also work. 

W Toggle window type. This switches the score window between the startup window (with 
all the command names) and the end-of-game window. Using the end-of-game window 
saves time by eliminating the switch at the end of the game to show the final score. 
Recommended for hackers and other miscreants. 

If you make a mistake, an error message will be printed on the last line of the score window, 
and a bell will beep. 

At the end of each hand or game, you will be asked if you wish to play another. If not, it will 
ask you if you want to save the game. If you do, and the save is unsuccessful, play will be 
resumed as if you had said you wanted to play another hand/game. This allows you to use the 
"S" command to reattempt the save. 

AUTHOR 

Ken Arnold 

(The game itself is a product of Parker Brothers, Inc.) 
SEE ALSO 

curses (3X), Screen Updating and Cursor Movement Optimization: A Library Package ^ Ken Arnold 

CARDS 

Here is some useful information. The number in parentheses after the card name is the 
number of that card in the deck: 
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Hazard 



Repair 



Safety 



Out of Gas (2) 
Flat Tire (2) 
Accident (2) 
Stop (4) 



Speed Limit (3) 



Gasoline (6) 
Spare Tire (6) 
Repairs (6) 
Go (14) 

End of Limit (6) 



Extra Tank (1) 
Puncture Proof (1) 



Driving Ace (1) 
Right of Way (1) 



25 - (10), 50 - (10), 75 - (10), 100 - (12), 200 - (4) 



RULES 



Object: The point of game is to get a total of 5000 points in several hands. Each hand is a race 
to put down exactly 700 miles before your opponent does. Beyond the points gained by putting 
down milestones, there are several other ways of making points. 

Overyiew: The game is played with a deck of 101 cards. Distance cards represent a number of 
miles traveled. They come in denominations of 25, 50, 75, 100, and 200. When one is played, 
it adds that many miles to the player's trip so far this hand. Hazard cards are used to prevent 
your opponent from putting down Distance cards. They can only be played if your opponent 
has a Go card on top of the Battle pile. The cards are Out of GaSy Accident, Flat Tire, Speed 
Limit, and Stop. Remedy cards fix problems caused by Hazard cards played on you by your 
opponent. The cards are Gasoline, Repairs, Spare Tire, End of Limit, and Go. Sqfety cards 
prevent your opponent from putting specific Hazard cards on you in the first place. They are 
Extra Tank, Driving Ace, Puncture Proof, and Right of Way, and there are only one of each in 
the deck. 

Board Layout: The board is split into several areas. From top to bottom, they are: SAFETY 
AREA (unlabeled): This is where the safeties will be placed as they are played. HAND: These 
are the cards in your hand. BATTLE: This is the Battle pile. All the Hazard and Remedy 
Cards are played here, except the Speed Limit and End of Limit cards. Only the top card is 
displayed, as it is the only effective one. SPEED: The Speed pile. The Speed Limit and End of 
Limit cards are played here to control the speed at which the player is allowed to put down 
miles. MILEAGE: Miles are placed here. The total of the numbers shown here is the distance 
traveled so far. 

Play: The first pick alternates between the two players. Each turn usually starts with a pick 
from the deck. The player then plays a card, or if this is not possible or desirable, discards one. 
Normally, a play or discard of a single card constitutes a turn. If the card played is a safety, 
however, the same player takes another turn inmiediately. 

This repeats until one of the players reaches 700 points or the deck runs out. If someone 
reaces 700, they have the option of going for an Extension, which means that the play continues 
until someone reaches 1000 miles. 

Hazard and Remedy Cards: Hazard Cards are played on your opponent's Battle and Speed 
piles. Remedy Cards are used for undoing the effects of your opponent's nastyness. 

Go (Green Light) must be the top card on your Battle pile for you to play any mileage, 
unless you have played the Right of Way card (see below). 

Stop is played on your opponent's Go card to prevent them from playing mileage until they 
play a Go card. 

Speed Limit is played on your opponent's Speed pile. Until they play an End of Limit they 
can only play 25 or 50 mile cards, presuming their Go card allows them to do even that. 

End of Limit is played on your Speed pile to nullify a Speed Limit played by your opponent. 

Out of Gas is played on your opponent's Go card. They must then play a Gasoline card, and 
then a Go card before they can play any more mileage. 
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Flat Tire is played on your opponent's Go card. They must then play a Spare Tire card, and 
then a Go card before they can play any more mileage. 

Accident is played on your opponent's Go card. They must then play a Repairs card, and 
then a Go card before they can play any more mileage. 

Safety Cards: Safety cards prevent your opponent from playing the corresponding Hazard cards 
on you for the rest of the hand. It cancels an attack in progress, and always entities the player to 
an extra turn. 

Right of Way prevents your opponent from playing both Stop and Speed Limit cards on you. 
It also acts as a permanent Go card for the rest of the hand, so you can play mileage as long as 
there is not a Hazard card on top of your Battle pile. In this case only, your opponent can play 
Hazard cards directly on a Remedy card besides a Go card. 

Extra Tank When played, your opponent cannot play an Out of Gas on your Battle Pile. 

Puncture Proof When played, your opponent cannot play a Flat Tire on your Battle Pile. 

Driying Ace When played, your opponent cannot play an Accident on your Battle Pile. 

Distance Cards: Distance cards are played when you have a Go card on your Battle pile, or a 
Right of Way in your Safety area and are not stopped by a Hazard Card. They can be played in 
any combination that totals exactly 700 miles, except that you cannot play more than two 200 
mile cards in one hand. A hand ends whenever one player gets exactly 700 miles or the deck 
runs out. In that case, play continues until neither someone reaches 700, or neither player can 
use any cards in their hand. If the trip is completed after the deck runs out, this is called 
Delayed Action. 

Coup Fourr4: This is a French fencing term for a counter-thrust move as part of a parry to an 
opponents attack. In Mille Bournes, it is used as follows: If an opponent plays a Hazard card, 
and you have the corresponding Safety in your hand, you play it immediately, even before you 
draw. This immediately removes the Hazard card from your Battle pile, and protects you from 
that card for the rest of the game. This gives you more points (see ^'Scoring" below). 

Scoring: Scores are totaled at the end of each hand, whether or not anyone completed the trip. 
The terms used in the Score window have the following meanings: 

Milestones Played: Each player scores as many miles as they played before the trip ended. 

Each Safety: 100 points for each safety in the Safety area. 

All 4 Safeties: 300 points if all four ss^eties are played. 

Each Coup fovah: 300 points for each Coup Four6 accomplished. 

The following bonus scores can apply only to the winning player. 

Trip Completed: 400 points bonus for completing the trip to 700 or 1000. 
Safe Trip: 300 points bonus for completing the trip without using any 200 mile cards. 
Delayed Action: 300 points bonus for finishing after the deck was exhausted. 
Extension: 200 points bonus for completing a 1000 mile trip. 

Shut-Out: 500 points bonus for completing the trip before your opponent played any 
mileage cards. 

Running totals are also kept for the current score for each player for the hand (Hand Total), 
the game (Overall Total), and number of games won (Games). 
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NAME 

monop — Monopoly game 

SYNOPSIS 

/usr/games/monop [ file ] 

DESCRIPTION 

Monop is reminiscent of the Parker Brother's game Monopoly, and monitors a game between 1 
to 9 users. It is assumed that the rules of Monopoly are known. The game follows the stan- 
dard rules, with the exception that, if a property would go up for auction and there are only two 
solvent players, no auction is held and the property remains unowned. 

The game, in effect, lends the player money, so it is possible to buy something which you can- 
not afford. However, as soon as a person goes into debt, he must "fix the problem'', i.e.^ 
make himself solvent, before play can continue. If this is not possible, the player's property 
reverts to his debtee, either a player or the bank. A player can resign at any time to any person 
or the bank, which puts the property back on the board, unowned. 

Any time that the response to a question is a stringy e.g., a name, place or person, you can type 
*?' to get a list of valid answers. It is not possible to input a negative number, nor is it ever 
necessary. 

A Summary of Commands: 

quit: quit game: This allows you to quit the game. It asks you if you're sure. 

print: print board: This prints out the current board. The columns have the following 
meanings (column headings are the same for the where, own holdings, and hold- 
ings commands): 

Name The first ten characters of the name of the square 

Own The number of the owner of the property. 

Price The cost of the property (if any) 

Mg This field has a '•' in it if the property is mortgaged 

# If the property is a Utility or Railroad, this is the number of such owned by 
the owner. If the property is land, this is the number of houses on it. 

Rent Current rent on the property. If it is not owned, there is no rent. 

where: where players are: Tells you where all the players are. A '«' indicates the current 
player. 

own holdings: 

List your own holdings, /.e., money, get-out-of-jail-free cards, and property. 

holdings: holdings list: Look at anyone's holdings. It will ask you whose holdings you wish to 
look at. When you are finished, type "done". 

shell: shell escape: Escape to a shell. When the shell dies, the program continues where 
you left off. 

mortgage: mortgage property: Sets up a list of mortgageable property, and asks which you wish 
to moitgage. 

unmortgage: 

unmortgage property: Unmortgage mortgaged property, 
buy: buy houses: Sets up a list of monopolies on which you can buy houses. If there is 
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more than one, it asks you which you want to buy for. It then asks you how many 
for each piece of property, giving the current amount in parentheses after the pro- 
perty name. If you build in an unbalanced manner (a disparity of more than one 
house within the same monopoly), it asks you to re-input things. 

sell: sell houses: Sets up a list of monopolies from which you can sell houses, it operates 
in an analogous manner to biQf 

card: card for jail: Use a get-out-of-jail-free card to get out of jail. If you*re not in jail, or 
you don't have one, it tells you so. 

pay: pay for jail: Pay $50 to get out of jail, from whence you are put on Just Visiting. 
Difficult to do if you're not there. 

trade: This allows you to trade with another player. It asks you whom you wish to trade 
with, and then asks you what each wishes to give up. You can get a summary at the 
end, and, in all cases, it asks for confirmation of the trade before doing it. 

resign: Resign to another player or the bank. If you resign to the bank, all property reverts 
to its virgin state, and get-out-of-jail free cards revert to the deck. 

save: save game: Save the current game in a file for later play. You can continue play 
after saving, either by adding the file in which you saved the game after the monop 
command, or by using the restore command (see below). It will ask you which file 
you wish to save it in, and, if the file exists, confirm that you wish to overwrite it. 

restore: restore game: Read in a previously saved game from a file. It leaves the file intact. 

roll: Roll the dice and move forward to your new location. If you simply hit the 
< RETURN > key instead of a conmiand, it is the same as typing roll. 



AUTHOR 

Ken Arnold 

FILES 

/usr/games/lib/cards.pck Chance and Community Chest cards 

BUGS 

No command can be given an argument instead of a response to a query. 
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NAME 

number — convert Arabic numerals to English 

SYNOPSIS 

/usr/games/nnmber 

DESCRIPTION 

Number copies the standard input to the standard output, changing each decimal number to a 
fully spelled out version. 
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NAME 

quiz " test your knowledge 
SYNOPSIS 

/usr/gtmes/quiz [ — I file ] [ — t ] [ category! category! ] 
DESCRIPTION 

Quiz gives associative knowledge tests on various subjects. It asks items chosen from categoryl 
and expects answers from category 2. If no categories are specified, quiz gives instructions and 
lists the available categories. 

Quiz tells a correct answer whenever you type a bare newline. At the end of input, upon inter- 
rupt, or when questions run out, quiz reports a score and terminates. 

The — t flag specifies tutorial' mode, where missed questions are repeated later, and material is 
gradually introduced as you learn. 

The —i flag causes the named file to be substituted for the default index file. The lines of 
these files have the syntax: 

line category newline | category *:* line 

category alternate | category t alternate 

alternate empty | alternate primary 

primary * character | *V category *V | option 

option — '{* category *)* 

The first category on each line of an index file names an information file. The remaining 
categories specify the order and contents of the data in each line of the information file. Infor- 
mation files have the same syntax. Backslash *\* is used as with shil) to quote syntactically 
significant characters or to insert transparent newlines into a line. When either a question or its 
answer is empty, quiz will refrain from asking it. 

FILES 

/usr/games/quiz.k/* 

BUGS 

The construct *a|ab' doesn't work in an information file. Use *a(b)*. 
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NAME 

rain — animated raindrops display 

SYNOPSIS 

/usr/games/rain 

DESCRIPTION 

Rain*s display is modeled after the VAX/VMS program of the same name. The terminal has to 
be set for 9600 baud to obtain the proper effect. 

As with all programs that use termcap, the TERM environment variable must be set (and 
exported) to the type of the terminal being used. 

FILES 

/etc/termcap 

AUTHOR 

Eric P. Scott 
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NAME 

rogue — Exploring The Dungeons of Doom 
SYNOPSIS 

/usr/gtmes/rogue [ — r ] [ save Jik 1 [ — s 1 I — d 1 
DESCRIPTION 

Rogue is a computer fantasy game with a new twist. It is crt oriented and the object of the 
game is to survive the attacks of various monsters and get a lot of gold, rather than the puzzle 
solving orientation of most computer fantasy games. 

To get started you really only need to know two commands. The command ? will give you a 
list of the available commands and the command / will identify the things you see on the 
screen. 

To win the game (as opposed to merely playing to beat other people high scores) you must 
locate the Amulet of Yendor which is somewhere below the 20th level of the dungeon and get 
it out. Nobody has achieved this yet and if somebody does, they will probably go down in his- 
tory as a hero among heros. 

When the game ends, either by your death, when you quit, or if you (by some miracle) manage 
to win, rogue will give you alist of the top-ten scorers. The scoring is based entirely upon how 
much gold you get. There is a 10% penalty for getting yourself killed. 

If save Jile is specified, rogue will be restored from the specified saved game file. If the — r 
option is used, the save game file is presumed to be the default. 

The — s option will print out the list of scores. 

The -"d option will kill you and try to add you to the score file. 

For more detailed directions, read the document A Guide to the Dungeons of Doom. 

AUTHORS 

Michael C. Toy, Kenneth C. R. C. Arnold, Glenn Wichman 

FILES 

/usr/games/lib/rogue_roll Score file 
Vrogue.save Default save file 

SEE ALSO 

Michael C. Toy and Keimeth C. R. C. Arnold, A guide to the Dungeons of Doom 

BUGS 

Probably infinite. However, that Floating Eyes sometimes transfix you permanently is not a 
bug. It's a feature. 
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NAME 

snake, snscore — display chase game 

SYNOPSIS 

/usr/games/snake [ — w/i ] [ — l/i 1 
/usr/games/snscore 

DESCRIPTION 

Snake is a display-based game which must be played on a CRT terminal from among those sup- 
ported by vi(l). The object of the game is to make as much money as possible without getting 
eaten by the snake. The —1 and — w options allow you to specify the length and width of the 
field. By default the entire screen (except for the last column) is used. 

You are represented on the screen by an I. The snake is 6 squares long and is represented by 
S's. The money is $, and an exit is #. Your score is posted in the upper left hand comer. 

You can move around using the same conventions as vi(l), the h, k, and 1 keys work, as do 
the arrow keys. Other possibilities include: 

sefc These keys are like l\jkl but form a directed pad around the d key. 

HJKL These keys move you all the way in the indicated direction to the same row or column 
as the money. This does not let you jump away from the snake, but rather saves you 
from having to type a key repeatedly. The snake still gets all his turns. 

SEFC Likewise for the upper case versions on the left. 

ATPB These keys move you to the four edges of the screen. Their position on the keyboard 
is the mnemonic, e.g. P is at the far right of the keyboard. 

X This lets you quit the game at any time. 

p Points in a direction you might want to go. 

w Space warp to get out of tight squeezes, at a price. 

! Shell escape 

Suspend the snake game, on systems which support it. Otherwise an interactive shell is 
started up. 

To earn money, move to the same square the money is on. A new $ will appear when you earn 
the current one. As you get richer, the snake gets hungrier. To leave the game, move to the 
exit (#). 

A record is kept of the personal best score of each player. Scores are only counted if you leave 
at the exit, getting eaten by the snake is worth nothing. 

As in pinball, matching the last digit of your score to the number which appears after the game 
is worth a bonus. 

To see who wastes time playing snake, run hisrfgames/snscore . 

FILES 

/usr/games/lib/snakerawscores database of personal bests 

/usr/games/lib/snake.log log of games played 

/usr/games/busy program to determine if system too busy 

BUGS 

When playing on a small screen, it's hard to tell when you hit the edge of the screen. 

The scoring function takes into account the size of the screen. A perfect function to do this 
equitably has not been devised. 
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NAME 

trek — trekkie game 

SYNOPSIS 

/usr/gunes/tiek [ [ — a ] file ] 

DESCRIPTION 

Trek is a game of space glory and war. Below is a summary of commands. For complete docu- 
mentation, see TreAr by Eric AUman. 

If a filename is given, a log of the game is written onto that file. If the —a flag is given before 
the filename, that file is appended to, not truncated. 

The game will ask you what length game you would like. Valid responses are *'short*\ 
"medium", and "long". You may also type "restart", which restarts a previously saved game. 
You will then be prompted for the skill, to which you must respond "novice", "fair", "good", 
"expert", "commadore", or "impossible". You should normally start out with a novice and 
work up. 

In general, throughout the game, if you forget what is appropriate the game will tell you what it 
expects if you just type in a question mark. 

AUTHOR 

Eric Aliman 

SEE ALSO 

/usr/doc/trek 

COMMAND SUMMARY 
abandon 

cloak up/down 
computer request; ... 
destnict 
help 

Irscan 

phasers automatic amount 
phasers manual amtl coursel spreadl ... 
torpedo course [yes] angle/no 
ram course distance 
shell 

srscan [yes/no] 
status 
undock 

warp warp_factor 



capture 

damages 
dock 

impulse course distance 
move course distance 



rest time 
shields up/down 

tenninate yes/no 
visual course 
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NAME 

worm — Play the growing worm game 

SYNOPSIS 

/vsr/games/worm [ size ] 

DESCRIPTION 

In worm, you are a little worm, your body is the "o"*s on the screen and your head is the 
You move with the t\jkl keys (as in the game snake). If you don't press any keys, you continue 
m the direction you last moved. The upper case HJKL keys move you as if you had pressed 
several (9 for IH^ and 5 for JK) of the corresponding lower case key (unless you run into a 
digit, then it stops). 

On the screen you will see a digit, if your worm eats the digit is will grow longer, the actual 
amount longer depends on which digit it was that you ate. The object of the game is to see 
how long you can make the worm grow. 

The game ends when the worm runs into either the sides of the screen, or itself. The current 
score (how much the worm has grown) is kept in the upper left comer of the screen. 

The optional argument, if present, is the initial length of the worm. 

BUGS 

If the initial length of the worm is set to less than one or more than 75, various strange things 
happen. 
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NAME 

worms — animate worms on a display terminal 
SYNOPSIS 

/usr/games/worms I —field ] I —length # 1 I —number # 1 [ —trail 1 
DESCRIPTION 

Brian Horn (citheplbdh) showed me a TOPS-20 program on the DEC-2136 machine called 
WORM, and suggested that I write a similar program that would run under Unix. I did, and no 
apologies. 

—field makes a "field" for the worm(s) to eat; —trail causes each worm to leave a trail behind 
it. You can figure out the rest by yourself. 

FILES 

/etc/termcap 

AUTHOR 

Eric P. Scott 

SEE ALSO 

Snaib, by Karl Heuer 

BUGS 

The lower-right-hand character position will not be updated properly on a terminal that wraps at 
the right margin. 

Terminal initialization is not performed. 
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NAME 

wump — the game of hum-the-wumpus 

SYNOPSIS 

/usr/games/wiimp 

DESCRIPTION 

Wump plays the game of *Hunt 'he Wumpus.* A Wumpus is a creature that lives in a cave with 
several rooms connected by tmrnels. You wander among the rooms, trying to shoot the 
Wumpus with an arrow, meanwhile avoiding being eaten by the Wumpus and falling into Bot> 
tomless Pits. There are also Super Sats which are likely to pick you up and drop you in some 
random room. 

The program asks various questions which you answer one per line; it will give a more detailed 
description if you want. 

This program is based on one described in Hople's Counter Company, 2, 2 (November 1973). 
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NAME 

zork " the game of dungeon 

SYNOPSIS 

/usr/games/zork 

DESCRIPTION 

Dungeon is a computer fantasy simulation based on Adventure and on Dungeons & Dragons, 
originally written by Lebling, Blank, and Anderson of MIT. In it you explore a dungeon made 
up of various rooms, caves, rivers, and so on. The object of the game is to collect as much 
treasure as possible and stow it safely in the trophy case (and, of course, to stay alive.) 

Figuring out the rules is part of the game, but if you are stuck, you should start off with **open 
mailbox", "take leaflet", and then **read leaflet". Additional useful commands that are not 
documented include: 

quit (to end the game) 

!cmd (the usual shell escape convention) 

> (to save a game) 

< (to restore a game) 

FILES 

/usr/games/lib/d* 
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NAME 

miscellaneous — miscellaneous useful information pages 
DESCRIPTION 

This section contains miscellaneous documentation, mostly in the area of text processing macro 
packages for troffiX). 



ascii 


map of ASCII character set 


environ 


user environment 


eqnchar 


special character definitions for eqn 


hier 


file system hierarchy 


mailaddr 


mail addressing description 


man 


macros to typeset manual pages 


me 


macros for formatting papers 


ms 


macros for formatting manuscripts 


term 


conventional names for terminals 
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NAME 

ascii ^ map of ASCII character set 

SYNOPSIS 

cat /usr/pnb/asdi 

DESCRIPTION 

Ascii is a map of the ASCII character set, to be printed as needed, it contains: 



000 nul 


001 


soh 


002 


stx 


003 etx 


004 eot 


005 


enq 


006 


ack 


007 


bei 


010 bs 


Oil 


ht 


012 nl 


013 vt 


014 np 


015 


cr 


016 


so 


017 


si 


020 die 


AH 

021 


j» 1 
del 


022 dc2 


023 


dc3 


024 dc4 


025 nak 


026 


syn 


A^T 

027 


eto 


030 can 


031 


em 


032 


sub 


033 


esc 


034 


fs 


035 


gs 


036 


rs 


037 


us 


f\Af\ 

040 sp 


Ail 1 

041 


1 


042 


n 


043 


# 


044 


$ 


045 


% 


046 


A. 


U47 


» 


050 V 


AC1 

051 


■v 

) 


052 


* 


053 


+ 


054 


♦ 


055 




056 




ACT 

057 




A^A A 

060 0 


A^l 

061 


1 


062 


2 


063 


3 


064 


4 


065 


5 


066 


6 


067 


7 


070 0 


ATI 

071 


9 


072 




073 


♦ 


074 


< 


075 




076 


> 


AIT 

077 


n 

f 


1 AA /SA 
100 @ 


1 A1 

101 


A 


102 


B 


103 


C 


104 


D 


105 


E 


106 


F 


1 AT 

107 


G 


1 1 A T T 

110 H 


111 

111 


I 


112 


J 


113 


K 


114 


L 


115 


M 


116 


XT 

N 


1 1 T 

117 


O 


1 ^A n 
120 F 


121 


Q 


122 


R 


123 


S 


124 


T 


125 


U 


126 


V 


1 TT 

127 


w 


1 ^A V 

130 A 


131 


Y 


132 


Z 


133 


[ 


134 


\ 


135 


1 


136 


A 


137 


- 


140 


141 


a 


142 


b 


143 


c 


144 


d 


145 


e 


146 


f 


1 A1 

147 


g 


1 CA U 

130 n 


1 CI 

151 


i 


152 


j 


153 


k 


154 


1 


155 


m 


156 


n 


1 CI 

157 


0 


160 p 


161 




162 


r 


163 


s 


164 


t 


165 


u 


166 


V 


1 ^T 

167 


w 


1 TA ~ 
170 X 


171 


y 


172 


z 


173 


{ 


174 


1 


175 


1 


176 




177 


del 


vu nui 


vl 


son 


02 


stx 


03 


etx 


04 eot 


05 


enq 


OA 

uo 


acK 


07 
u / 


DC 1 


08 bs 


09 


ht 


Oa nl 


Ob vt 


Oc 


np 


Od 


cr 


Oe 


so 


Of 


si 


10 die 


11 


del 


12 dc2 


13 


dc3 


14 dc4 


15 nak 


16 


syn 


17 


etb 


18 can 


19 


em 


la 


sub 


lb 


esc 


Ic 


fs 


Id 


gs 


le 


rs 


If 


us 


20 sp 


21 


1 


22 


n 


23 


# 


24 


$ 


25 


% 


26 


& 


27 


# 


28 ( 


29 


) 


2a 


* 


2b 


+ 


2c 


» 


2d 




2e 




2f 


/ 


30 0 


31 


1 


32 


2 


33 


3 


34 


4 


35 


5 


36 


6 


37 


7 


38 8 


39 


9 


3a 




3b 


» 


3c 


< 


3d 




3e 


> 


3f 


? 


40 @ 


41 


A 


42 


B 


43 


C 


44 


D 


45 


£ 


46 


F 


47 


G 


48 H 


49 


I 


4a 


J 


4b 


K 


4c 


L 


4d 


M 


4e 


N 


4f 


0 


50 P 


51 


Q 


52 


R 


53 


S 


54 


T 


55 


U 


56 


V 


57 


W 


58 X 


59 


Y 


5a 


Z 


5b 


{ 


5c 


\ 


5d 


1 


5e 


A 


5f 




60 ^ 


61 


a 


62 


b 


63 


c 


64 


d 


65 


e 


66 


f 


67 


g 


68 h 


69 


i 


6a 


j 


6b 


k 


6c 


1 


6d 


m 


6e 


n 


6f 


0 


70 p 


71 


q 


72 


r 


73 


s 


74 


t 


75 


u 


76 


V 


77 


w 


78 X 


79 


y 


7a 


z 


7b 


{ 


7c 


1 


7d 


) 


7e 




7f 


del 



FILES 

/usr/pub/ascii 
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NAME 

environ — user environment 

SYNOPSIS 

extern char ••environ; 

DESCRIPTION 

An array of strings called the ^environment* is made available by execveO) when a process 
begins. By convention these strings have the form ' name'' value'. The following names are 
used by various commands: 

PATH The sequence of directory prefixes that sh, time, niceiDy etc., apply in searching for 
a file known by an incomplete path name. The prefixes are separated by *:\ 
Loginil) sets PATH— :/usr/ucb:/bin:/usr/bin. 

HOME A user's login directory, set by loginil) from the password file passwdiS). 

TERM The kind of terminal for which output is to be prepared. This information is used 
by commands, such as nroffoi plotilO), which may exploit special terminal capa- 
bilities. See letcltermcap UermcapiS)) for a list of terminal types. 

SHELL The file name of the users login shell. 

TERMCAP The string describing the terminal in TERM, or the name of the termcap file, see 
termcapiS) , termcapOX) . 

EXINIT A startup list of commands read by ex(l), editil)^ and v/(l). 

USER The login name of the user. 

PRINTER The name of the default printer to be used by /pr(l), Ipqil), and Iprmil). 

Further names may be placed in the environment by the export command and 'name— value' 
arguments in 5/j(l), or by the setenv command if you use cshil). Arguments may also be 
placed in the environment at the point of an execveil). It is unwise to conflict with certain 
shil) variables that are frequently exported by ^.profile' files: MAIL, PSl, PS2, IPS. 

SEE ALSO 

csh(l), ex(l), login(l), sh(l), execve(2), systemO), termcapOX), termcap(5) 
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NAME 

eqnchar — special character definitions for eqn 
SYNOPSIS 

eqn /usr/pub/eqnchar ( files ] | troff [ options ] 
neqn /usr/pub/eqnchar [ files ] { nroff [ options ] 
DESCRIPTION 

Eqnchar contains troff zxid wrq/f character definitions for constructing characters that are not 
available on the Graphic Systems typesetter. These definitions are primarily intended for use 
with e^/t and neqrt. It contains definitions for the following characters 



ciplus 




1 


II 

/ 

I 


square 


□ 


citimes 




Idngle 


circle 


O 


wig 




rangie 


blot 


■ 


-wig 




hbar 




bullet 


• 


>wig 




ppd 


1 


prop 


oc 


<wig 




<-> 




empty 


0 


''Wig 




<-> 




member 


€ 


star 


* 


< 


< 


nomem 




bigstar 


* 


> 


> 


cup 


U 


''dot 




ang 


L 


cap 


n 


orsign 


V 


rang 


L 


incl 




andsign 


A 


Sdot 




subset 


c 


"del 


A 


t¥ 




supset 


D 


oppA 


v" 


quarter 


•/4 


/subset 


Q 


oppE 


3 

o 


Squarter 


% 


Isupset 


D 


angstrom 


A 


degree 


o 







FILES 

/usr/pub/eqnchar 

SEE ALSO 

troffd), eqn(l) 
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NAME 

hier — file system hierarchy 
DESCRIPTION 

The following outline gives a quick tour through a representative directory hierarchy. 

/ root 
/vmunix 

the kernel bmary (UNIX itself) 
/lost+found 

directory for connecting detached files for fickiZ) 
/dev/ devices (4) 

MAKEDEV 

shell script to create special files 

MAKEDEVJocal 

site specific part of MAKEDEV 

console 

main console, tty{4) 
tty* terminals, tfy(A) 
hp* disks, hp(4) 
rhp* raw disks, hp{4) 
up* UNIBUS disks i<p(4) 

/bin/ utility programs, cf /usr/bin/ (1) 
as assembler 

cc C compiler executive, cf /lib/ccom, /lib/cpp, /lib/c2 
csh C shell 

/lib/ object libraries and other stuff, cf /usr/lib/ 

libca system calls, standard I/O, etc. (2,3,35) 

ccom C compiler proper 
cpp C preprocessor 
c2 C code improver 

/etc/ essential data and maintenance utilities; sect (8) 
dump dump program dumpiZ) 
passwd password file, passwdiS) 
group group file, groupiS) 
motd message of the day, ib^Z/td) 
termcap 

description of terminal capabilities, termcapiS) 
ttytype table of what kind of terminal is on each port, ^ytypeiS) 
mtab mounted file table, mtab(S) 
dumpdates 

dump history, dump{%) 
fstab file system configuration table >&ft2^(5) 
disktab disk characteristics and partition tables, disktabiS) 
hosts host name to network address mapping file, hostsiS) 
networks 

network name to network number mapping file, networksiS) 
protocols 

protocol name to protocol number mapping file, protocokiS) 

services 
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network services definition file, servicesiS) 
remote names and description of remote hosts for r/p(lC), remoteiS) 
phones private phone numbers for remote hosts, as described in phonesiS) 
ttys properties of terminals, t^siiS) 
getty part of togin^ getOfi9>} 
init the parent of all processes, initiZ) 
rc shell program to bring the system up 
rclocal site dependent portion of rc 
cron the clock daemon, croniZ) 
mount mount{%) 

/sys/ system source 

h/ header (include) files 
acct.h acctiS) 
stat.h 5tat{2) 

sys/ machine independent system source 
init_main.c 
uipc_socket.c 
ufs_syscalls.c 

conf/ site configuration files 
GENERIC 

net/ general network source 
netinet/ 

DARPA Internet network source 

netimp/ 

network code related to use of an IMP 

ifjmp.c 

if Jmphostx 

if_imphost.h 

vax/ source specific to the VAX 
locore.s 
machdep.c 

vaxuba/ 

device drivers for hardware which resides on the UNIBUS 

uba.c 

dh.c 

up.c 

vaxmba/ 

device drivers for hardware which resides on the MASBUS 

mba.c 

hp.c 

ht.c 

vaxif network interface driv^ for the VAX 
if.en.c 
if_ec.c 
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if_w.c 

/tmp/ temporary files, usually on a fast device, cf /usr/tmp/ 
e* used by edit) 
ctm* used by cc(l) 

/usr/ general-pupose directory, usually a mounted file system 
adm/ administrative information 

wtmp login history, utntpiS) 
messages 

hardware error messages 
tracct phototypesetter accounting, trqSftl) 
Ipacct line printer accounting ^(1) 
vaacct, vpacct 

varian and versatec accounting v^(l), vtrqfftDy pacii) 

/usr /bin 

utility programs, to keep /bin/ small 
tmp/ temporaries, to keep /tmp/ small 
stm* used by sortil) 
raster used by plotilG) 
diet/ word lists, etc. 

words principal word list, used by bokil) 
spellhist 

history file for ^//(l) 

games/ 

lib/ library of stuff for the games 
quiz.k/ what quiz{€) knows 

index category index 
africa countries and capitals 



include/ 

standard #inciude files 
a.out.h object file layout, a,out{5) 
stdio.h standard I/O, //f<ro(3S) 
math.h (3M) 

sys/ system-defined layouts, cf /sys/h 
net/ symbolic link to sys/net 
machine/ 

symbolic link to sys/machine 

lib/ object libraries and stuff, to keep /lib/ small 
atrun scheduler for atil) 
lint/ utility files for lint 
lint[12] 

subprocesses for Until) 
llib-lc dummy declarations for /lib/libc.a, used by Until) 
Uib-hn dummy declarations for /lib/Ubc.m 
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struct/ passes of struaii) 

tmac/ macros for trqff{l) 
tmacan 

macros for martO) 
tmac.s macros for msO) 

font/ fonts for /roifd) 

ftR Times Roman 
f tB Times Bold 

uucp/ programs and data for uuq>ilC) 

L.sys remote system names and numbers 
uucico the real copy program 

units conversion tables for units(X) 

eign list of English words to be ignored by ptxil) 

/usr/ man/ 

volume 1 of this manual, nrnnil) 
manO/ general 

intro introduction to volume 1, ms(7) format 
XX template for manual page 
manl/ chapter 1 
as.l 

mount. Im 



catl/ Preformatted pages for section 1 

msgs/ messages, cf msgsil) 

bounds highest and lowest message 
new/ binaries of new versions of programs 
preserve/ 

editor temporaries preserved here after crashes/hangups 
public/ binaries of user programs • write permission to everyone 
spool/ delayed execution files 
at/ used by af(l) 
Ipd/ used by (pr(l) 

lock present when line printer is active 
cf* copy of file to be printed, if necessary 
df* daemon control file, lpd{%) 
tf* transient control file, while Ipr is working 
uucp/ work files and staging area for uucpilC) 
LOGFILE 

summary log 
LOG.* log file for one transaction 
mail/ mailboxes for ma//(l) 

name mail file for user name 
nameAock 

lock file while name is receiving mail 

secretmail/ 

like maii/ 



4th Berkeley Distribution 



1 February 1983 



4 



HIER (7) UNIX Programmer's Manual HIER (7) 



uuq>/ work files and staging area for uucpilC) 
LOGFILE 

summary log 
LOG.* log file for one transaction 
mqueue/ 

mail queue for sendmail{%) 
wd initial working directory of a user, typically wd is the user's login name 
•profile set environment for skil\ environO) 
.project 

what you are doing (used by (fitigeril) ) 
.cshrc startup file for csh{\) 
.exrc startup file for ex(l) 

.plan what your short-term plans are (used by fitigeril) ) 
•netrc startup file for various network programs 
.msgsrc 

startup file for msgsil) 
.mailrc startup file for mailil) 
calendar 

user's datebook for cakndaril) 
doc/ papers, mostly in volume 2 of this manual, typically in mil) format 
as/ assembler manual 
c C manual 

/usr/ src/ 

source programs for utilities, etc. 
bin/ source of commands in /bin 

as/ assembler 

ar.c source for aril) 

usr.bin/ 

source for commands in /usr/bin 
troflf/ source for »r(#and /roiftl) 

font/ source for font tables, /usr/lib/font/ 
ftR.c Roman 

term/ terminal characteristics tables, /usr/lib/term/ 
tabSOO.c 

DASI 300 



ucb source for programs in /usr/ucb 
games/ source for /usr/games 
lib/ source for programs and archives m /lib 
libc/ C runtime library 

csu/ startup and wrapup routines needed with every C program 
crt0.s regular startup 
mcrt0.s modified startup for cc — p 
sys/ system calls (2) 
access.s 
brk.s 

stdio/ standard I/O functions (3S) 
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fgets.c 
fopenx 

gen/ other functions in (3) 
abs.c 

net/ network functions in (3N) 
gethostbynamex 

' 

local/ source which isn*t normally distributed 
new/ source for new versions of commands and library routines 
old/ source for old versions of commands and library routines 
ucb/ binaries of programs developed at UCB 



edit 


editor for beginners 


ex 


command editor for experienced users 


mail 


mail reading/sending subsystem 


man 


on line documentation 


pi 


Pascal translator 


PX 


Pascal interpreter 


vi 


visual editor 



SEE ALSO 

ls(l), apropos(l), whatis(l), whereis(l), finger(l), which(l), ncheck(8), find(l), grep(l) 

BUGS 

The position of files is subject to change without notice. 
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NAME 

mailaddr — mail addressing description 
DESCRIPTION 

Mail addresses are based on the ARPANET protocol listed at the end of this manual page. 
These addresses are in the general format 

user@domain 

where a domain is a hierarchical dot separated list of subdomains. For example, the address 

eric@monet.Berkeley.ARPA 

is normally interpreted from right to left: the message should go to the ARPA name tables 
(which do not correspond exactly to the physical ARPANET), then to the Berkeley gateway, 
after which it should go to the local host monet. When the message reaches monet it is 
delivered to the user **eric". 

Unlike some other forms of addressing, this does not imply any routing. Thus, although this 
address is specified as an ARPA address, it might travel by an alternate route if that was more 
convenient or efficient. For example, at Berkeley the associated message would probably go 
directiy to monet over the Ethernet rather than going via the Berkeley ARPANET gateway. 

* Abbreviation. Under certain circumstances it may not be necessary to type the entire domain 
name. In general anything following the first dot may be omitted if it is the same as the 
domain from which you are sendmg the message. For example, a user on 
**calder.Berkeley.ARPA" could send to **eric@monet" without adding tiie **.Berkeley.ARPA" 
since it is the same on both sending and receiving hosts. 

Certain other abbreviations may be permitted as special cases. For example, at Berkeley 
ARPANET hosts can be referenced without adding the **.ARPA" as long as their names do not 
conflict with a local host name. 

Compatibility. Certain old address formats are converted to the new format to provide compati- 
bility with tiie previous mail system. In particular, 

hostiuser 

is converted to 

user@host 

to be consistent with the npilC) conmiand. 
Also, the syntax: 

hostiuser 

is converted to: 

user@host.UUCP 

This is normally converted back to the "hostiuser'* form before being sent on for compatibility 
with older UUCP hosts. 

The current implementation is not able to route messages automatically through the UUCP net- 
work. Until that time you must explicitly tell the mail system which hosts to send your mes- 
sage through to get to your final destination. 

Case Distinctions. Domain names (i.e., anything after the **@" sign) may be given in any mix- 
ture of upper and lower case with the exception of UUCP hostnames. Most hosts accept any 
mixture of case in user names, with the notable exception of MULTICS sites. 

Differences with ARPA Protocols. Although the UNIX addressing scheme is based on the ARPA 
mail addressing protocols, there are some significant differences. 
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At the time of this writing the only "top level** domain defined by ARPA is the *\ARPA'* 
domain itself. This is further restricted to having only one level of host specifier. That is, the 
only addresses that ARPA accepts at this time must be in the format **user@host.ARPA** 
(where "host** is one word). In particular, addresses such as: 

eric@monet.Berkeley.ARPA 

are not currently legal under the ARPA protocols. For this reason, these addresses are con- 
verted to a different format on output to the ARPANET, typically: 

eric%monet@Berkeley.ARPA 

Route'Cddrs. Under some circumstances it may be necessary to route a message through several 
hosts to get it to the final destination. Normally this routing is done automatically, but some- 
times it is desirable to route the message manually. An address that shows these relays are 
termed "route-addrs.** These use the syntax: 

< @hosta,@hostb:user@hostc> 

This specifies that the message should be sent to hosta, from there to hostb, and finally to 
hostc. This path is forced even if there is a more e£Bcient path to hostc. 

Route-addrs occur frequently on return addresses, since these are generally augmented by the 
software at each host. It is generally possible to ignore all but the **user@host** part of the 
address to determine the actual sender. 

Postmaster, Every site is required to have a user or user alias designated "postmaster** to which 
problems with the mail system may be addressed. 

CSNET. Messages to CSNET sites can be sent to "user.host@UDel-Relay**. 

BERKELEY 

The following comments apply only to the Berkeley environment. 

Host Names, Many of the old familiar host names are being phased out. In particular, single 
character names as used in Berknet are incompatible with the larger world of which Berkeley is 
now a member. For this reason the following names are being obsoleted. You should notify 
any correspondents of your new address as soon as possible. 



OLD NEW j ingvax ucbingres 

p ucbcad r arpavax ucbarpa 

V csvax ucbemie 

n ucbkim y ucbcory 



The old addresses will be rejected as unknown hosts sometime in the near future. 

What's My Address? If you are on a local machine, say monet, your address is 

youmame@monet.Berkeley.ARPA 

However, since most of the world does not have the new software in place yet, you will have to 
give correspondents slightly different addresses. From the ARPANET, your address would be: 

youiname%monet@Berkeley.ARPA 

From UUCP, your address would be: 

ucbvax!youmame%monet 

Computer Center, The Berkeley Computer Center is in a subdomain of Berkeley. Messages to 
the computer center should be addressed to: 

user%host.CC@Berkeley.ARPA 
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The alternate syntax: 

user@host.CC 
may be used if the message is sent from inside Berkeley. 

For the time being Computer Center hosts are known within the Berkeley domaui, i.e., the 
".CC*' is optional. However, it is likely that this situation will change with time as both the 
Computer Science department and the Computer Center grow. 

Bitnet. Hosts on bitnet may be accessed using: 

user@host.BITNET 

SEE ALSO 

mail(l), sendmaiKS); Crocker, D. H., Standard for the Format ofArpa Internet Text Messages, 
RFC822. 
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NAME 

man — macros to typeset manual 

SYNOPSIS 

nroflf —man file ... 

troff —man file ... 

DESCRIPTION 

These macros are used to lay out pages of this manual. A skeleton page may be found in the 
file /usr/man/manO/xx. 

Any text argument t may be zero to six words. Quotes may be used to include blanks in a 
*word*. If text is empty, the special treatment is applied to the next input line with text to be 
printed. In this way .1 may be used to italicize a whole line, or .SM followed by .B to make 
small bold letters. 

A prevailing indent distance is remembered between successive indented paragraphs, and is 
reset to default value upon reaching a non-indented paragraph. Default units for indents / are 
ens. 

Type font and size are reset to default values before each paragraph, and after processing font 
and size setting macros. 

These strings are predefined by —man: 

\*R *(Reg)' in nrqff: 

\*S Change to default type size. 

FILES 

/usr/Ub/tmac/tmac.an 
/usr/man/manO/xx 

SEE ALSO 

troffCl), man(l) 

BUGS 

Relative indents don't nest. 



REQUESTS 








Request 


Cause If no 


Explanation 




Break 


Argument 




3t 


no 


r-n.t.l.« 


Text t is bold. 


Mt 


no 


f-n.t.l. 


Join words of t alternating bold and italic. 


.BR t 


no 


r-n.t.L 


Join words of t alternating bold and Roman. 


.DT 


no 


.51 li... 


Restore defauh tabs. 


.HP/ 


yes 


/'■■p.i.* 


Set prevailing indent to /. Begin paragraph with hanging indent. 


.1 1 


no 


r-n.t.l. 


Text t is italic. 


.IB t 


no 


f-n.t.l. 


Join words of t alternating italic and bold. 


.IP X i 


yes 




Same as .TP with tag x. 


.IRf 


no 


r-n.t.l. 


Join words of t alternating italic and Roman. 


.LP 


yes 




Same as .PP. 


.PD d 


no 


</-.4v 


Interparagraph distance is d. 


.PP 


yes 




Begin paragraph. Set prevailing indent to .Si. 


.RE 


yes 




End of relative indent. Set prevailing indent to amount of starting .RS. 


.RB t 


no 


f-n.t.l. 


Join words of /alternating Roman and bold. 


.RI/ 


no 


f-n.t.L 


Join words of t alternating Roman and italic. 


.RS / 


yes 


/-p.i. 


Start relative indent, move left margin in distance /. Set prevailing 
indent to .Si for nested indents. 


.SHf 


yes 


r-n.t.l. 


Subhead. 
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.SM / no n.t.l. Text Hs small. 

.TH ncxvmyes - Begin page named n of chapter c; x is extra commentary, e.g. *locar, for 

page foot center; v alters page foot left, e.g. *4th Berkeley Distribution*; 

m alters page head center, e.g. *Brand X Programmer*s Manual*. Set 

prevailing indent and tabs to .Si. 
.TP / yes /—p.i. Set prevailing indent to /. Begin indented paragraph with hanging tag 

given by next text line. If tag doesn*t fit, place it on separate line. 

* n.t.l. next text line; p.i. * prevailing uident 
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NAME 

me — macros for formatting papers 

SYNOPSIS 

nroff —me [ options ] file ... 
troff —me [ options ] file ... 

DESCRIPTION 

This package of nroff and troff m&cro definitions provides a canned formatting facility for tech- 
nical papers in various formats. When producing 2-colunm output on a terminal, filter the 
output through co/(l). 

The macro requests are defined below. Many nroff and troff requests are unsafe in conjunction 
with this package, however these requests may be used with impunity after the first .pp: 

.bp begin new page 

.br break output line here 

.sp n insert n spacing lines 

.Is n (line spacing) n-"l single, n*2 double space 

.na no alignment of right margin 

.ce n center next n lines 

.ul n underline next n lines 

.sz +n add n to point size 

Output of the eqn, neqn, refer, and tblil) preprocessors for equations and tables is acceptable as 
input. 

FILES 

/usr/lib/tmac/tmac.e 
/usr/lib/me/» 

SEE ALSO 

eqn(l), troff(l), refer(l), tbl(l) 

—me Reference Manual, Eric P. AUman 

Writing Papers with Nroff Using —me 

REQUESTS 

In the following list, 'initialization** refers to the first .pp, .Ip, .ip, .np, .sh, or .uh macro. This 
list is incomplete; see The —me Reference Manual for interesting details. 

Request Initial Cause Explanation 
Value Break 



.(c 


yes 


Begin centered block 


.(d 


no 


Begin delayed text 


.(f 


no 


Begin footnote 


.0 


yes 


Begin list 




yes 


Begin mtuor quote 


.(x X 


no 


Begin indexed item in index x 


Xz 


no 


Begin floating keep 


.)c 


yes 


End centered block 


.)d 


yes 


End delayed text 


.)f 


yes 


End footnote 


.)1 


yes 


End list 


.)q 


yes 


End miyor quote 


.)x 


yes 


End mdex item 


.)z 


yes 


End floating keep 


.++ mH- 


no 


Define paper section, m defines the part of the paper, and can be C (chapter), 
A (appendix), P (preliminary, e.g., abstract, table of contents, etc.), B 
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(bibliography), RC (chapters renumbered from page one each chapter), or RA 








(appendix renumbered from page one) . 


.+C / 




yes 


Begin chapter (or appendix, etc., as set by .4*+). T\& the chapter title. 


.Ic 


1 

1 


yes 


One column format on a new page. 


.2c 


1 


yes 


Two column format. 


.EN 


* 


yes 


Space after equation produced by enn or neqn. 


.EQ X 


* 


yes 


Precede equation; break out and add space. Equation number is y. The 








optional argument x may be / to indent equation (default), L to left-adjust the 








equation, or C to center the equation. 


.TE 




yes 


End table. 


.TH 




yes 


End heading section of table. 


.TS X 




yes 


Begin table; if x is /f table has repeated heading. 


.BC A N 




no 


Set up for ACM style output. A is the Author's name(s), K is the total 








number of pages. Must be given before the first initialization. 


.b jc 


no 


no 


Print X in boldface; if no argument switch to boldface. 


.Da +« 


0 


yes 


Augments the base indent by n. This indent is used to set the indent on regular 








text (like paragraphs). 


Vo 

.DC 


no 


yes 


Begin new column 


.01 X 


no 


no 


Print X m bold italics (notiU only) 


.bx X 


no 


no 


Print X in a box (nofill only). 


.ef x^r 




no 


Set even footer to x y z 


.en jcj'z 




no 


Set even header to x y z 


*• # » » » 

.10 X>'2 


9t99 


no 


Set footer to x y z 


.fix 




no 


Suppress headers and footers on next page. 


.he 




no 


Set header to x y z 


.hi 




yes 


Draw a horizontal line 


.i X 


no 


no 


Italicize x; if x missing, italic text follows. 


.ipx^ 


no 


yes 


Start indented paragraph, with hanging tag x. Indentation is y ens (default S). 


.Ip 


yes 


yes 


Start left-blocked paragraph. 


.10 


■ 


no 


Read in a file of local macros of the form .^x Must be given before 








initialization. 




1 


yes 


Start numbered paragraph. 


.of 'xyz 


9999 


no 


Set odd footer to x y z 


.oh x/z 


9999 


no 


Set odd header to x y z 


.pd 




yes 


Print delayed text. 


•PP 


no 


yes 


Begin paragraph. First line indented. 


.r 


yes 


no 


Roman text follows. 


.re 




no 


Reset tabs to default values. 


.sc 


no 


no 


Read in a file of special characters and diacritical marks. Must be given before 








initialization. 


.sh /t X 




yes 


Section head follows, font automatically bold, n is level of section, x is title of 








section. 


.SK 


no 


no 


Leave the next page blank. Only one page is remembered ahead. 


.SZ +« 


1 Am 

lup 


no 


Augment the point size by n points. 


•th 


no 


no 


Produce the paper in thesis format. Must be given before initialization. 


.tp 


no 


yes 


Begin title page. 


.U X 




no 


Underline argument (even in troiffi, (Nofill only). 


.uh 




yes 


Like .sh but unnumbered. 


.Xp X 




no 


Print index x. 
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NAME 

ms — text formatting macros 

SYNOPSIS 

nroff — ms [options] file ... 
troff ~ms [ options ] file ... 

DESCRIPTION 

This package of nroff and troff macro definitions provides a formatting facility for various styles 
of articles, theses, and books. When producing 2-column output on a terminal or lineprinter, 
or when reverse line motions are needed, filter the output through co/(l). All external — ms 
macros are defined below. Many nroff and troff requests are unsafe in conjunction with this 
package. However, the first four requests below may be used with impunity after initialization, 
and the last two may be used even before initialization: 



.bp begin new page 

.br break output line 

.spn insert n spacing lines 

.cen center next n lines 

.Is n line spacing: \ single, n— 2 double space 

.na no alignment of right margin 



Font and point size changes with \f and \s are also allowed; for example, *'\fIword\fR** will 
italicize wor</. Output of the tbl, eqn, and r^eril) preprocessors for equations, tables, and 
references is acceptable as input. 

FILES 

/usr/lib/tmac/tmacx 
/usr/lib/ms/x.??? 

SEE ALSO 

eqn(l), refer(l), tbl(l), trofif(l) 

REQUESTS 



Macro 


Initial 


Break? 


Explanation 


Name 


Value 


Reset? 




.ABjc 




y 


begin abstract; if x—no don*t label abstract 


.AE 




y 


end abstract 


.AI 




y 


author's institution 


.AM 




n 


better accent mark definitions 


.AU 




y 


author's name 


.Bx 




n 


embolden x; if no x, switch to boldface 


.Bl 




y 


begin text to be enclosed in a box 


.B2 




y 


end boxed text and print it 


.BT 


date 


n 


bottom title, printed at foot of page 


BXx 




n 


print word x in a box 


.CM 


ift 


n 


cut mark between pages 


.CT 




y»y 


chapter title: page number moved to CP (TM only) 


.DAx 


ifn 


n 


force date x at bottom of page; today if no x 


.DE 




y 


end display (unfilled text) of any kind 


.DS xy 


I 


y 


begin display with keep; x~I,L,C,B; j^^indent 


.IDy 


8n,.5i 


y 


indented display with no keep; y -"indent 


.LD 




y 


left display with no keep 


.CD 




y 


centereid display with no keep 


.BD 




y 


block display; center entire block 


.EFx 




n 


even page footer x (3 part as for .tl) 


.EHjc 




n 


even page header x (3 part as for .tl) 
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.EN 




y 




— 


y 


.FE 


— 


n 


.FP 


— 


n 


.FS X 


— 


n 


.HD 


undef 


n 


.Ix 


— 


n 


JPxy 


— 




JXxy 


— 


y 


.KB 


— 


n 


.KF 


— 


n 


.KS 


— 


y 


.LG 


— - 


n 


.LP 


— 


y,y 


MCx 


— 


y,y 


.NDx 


if t 


n 


.NHx>' 


~" 


y,y 


.NL 


lOp 


n 


.OFx 




n 


.OHx 


— 


n 


.PI 


if TM 


n 


.PP 




y,y 


.PT 




n 


.PXx 


— 


y 


QP 


— 


y»y 


.R 


on 


n 


.RE 


5n 


y,y 


.RPx 


— 


n 


.RS 


5n 


y,y 


.SH 


— 


y,y 


.SM 


— 


n 


.TA 


8n,5n 


n 


.TCx 


— 


y 


.TE 


— 


y 


.TH 




y 


.TL 




y 


.TM 


off 


n 


.TS x 




y,y 


.VLx 


— 


n 


.UXx 


— 


n 


.XA xy 




y 


.XE 




y 


.XP 




y»y 


.XSx^' 




y 


.IC 


on 


y,y 


.2C 




y,y 


.)• 




n 


.to 




n 


.[N 




n 



end displayed equation produced by eqn 

break out equation; x'L,I,C; j'"- equation number 

end footnote to be placed at bottom of page 

numbered footnote paragraph; may be redefined 

start footnote; x is optional footnote label 

optional page header below header margin 

italicize x; if no x, switch to italics 

indented paragraph, with hanging tag x; ^'"indent 

index words x y and so on (up to S levels) 

end keep of any kind 

begin floating keep; text fills remainder of page 

begin keep; unit kept together on a single page 

larger; increase point size by 2 

left (block) paragraph. 

multiple columns; x^column width 

no date in page footer; x is date on cover 

numbered header; x -"level, x""0 resets, x-'S sets to y 

set point size back to normal 

odd page footer x (3 part as for .U) 

odd page header x (3 part as for .ti) 

print header on 1st page 

paragraph with first line indented 

page title, printed at head of page 

print index (table of contents); x"*no suppresses tiUe 

quote paragraph (indented and shorter) 

return to Roman font 

retreat: end level of relative indentation 

released paper format; x'-no stops titie on 1st page 

right shift: start level of relative indentation 

section header, in boldface 

smaller; decrease point size by 2 

set tabs to 8n 16n ... (nrofD 5n lOn ... (troff) 

print table of contents at end; x-"no suppresses tiUe 

end of table processed by tbl 

end multi-page header of table 

titie in boldface and two points larger 

UC Berkeley thesis mode 

begin table; if x"-H table has multi-page header 

underline x, even in trcff 

UNIX; trademark message first time; x appended 

another index entry; x— page or no for none; ■-indent 

end index entry (or series of .IX entries) 

paragraph with first line exdented, others indented 

begin index entry; x-*page or no for none; y ^indent 

one column format, on a new page 

begin two column format 

beginning of refer reference 

end of unclassifiable type of reference 

N-* l;joumal-article, 2:book, 3:book-article, 4:report 
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REGISTERS 

Formatting distances can be controlled in ~ms by means of built>in number registers, 
example, this sets the line length to 6.5 inches: 

.nr LL 6.5i 

Here is a table of number registers and their default values: 
Name Register Controls Takes Effect Default 



For 



PS point size paragraph 

VS vertical spacing paragraph 

LL line length paragraph 

LT title length next page 

FL footnote length next .FS 

PD paragraph distance paragraph 

DD display distance displays 

PI paragraph indent paragraph 

QI quote indent next .QP 

FI footnote indent next .FS 

PO page offset next page 

HM header margin next page 

FM footer margin next page 

FF footnote format next .FS 



10 
12 

6i 

same as LL 
5.5i 

lv(ifn), .3v(ift) 

lv(ffn),.5v(ift) 

5n 

Sn 

2n 

0(ifn), -liGft) 

li 

li 



0 (1, 2, 3 available) 

When resetting these values, make sure to specify the appropriate units. Setting the line length 
to 7, for example, will result m output with one character per line. Setting FF to 1 suppresses 
footnote superscripting; setting it to 2 also suppresses indentation of the first line; and setting it 
to 3 produces an .IP-like footnote paragraph. 

Here is a list of string registers available in — ms; they may be used anywhere in the text: 



Name 


String's Function 


VQ 


quote C in nroff, *' in troff) 


\*u 


unquote (" in nroff, " in troff) 


V- 


dash (•• in nrcffl — in troff) 


\»(M0 


month (month of the year) 


V(DY 


day (current date) 


V* 


automatically numbered footnote 


V 


acute accent (before letter) 


V 


grave accent (before letter) 




circumflex (before letter) 


V, 


cedilla (before letter) 


V: 


umlaut (before letter) 


V- 


tilde (before letter) 



BUGS 



When using the extended accent mark definitions available with .AM, these strings should 
come after, rather than before, the letter to be accented. 

Floating keeps and regular keeps are diverted to the same space, so they cannot be mixed 
together with predictable results. 
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NAME 

term — conventional names for terminals 
DESCRIPTION 

Certain commands use these terminal names. They are maintained as part of the shell environ- 
ment (see shiDtenvironO)). 

adm3a Lear Seigler Adm-3a 

2621 Hewlett-Packard HP262? series terminals 

hp Hewlett-Packard HP264? series terminals 

clOO Human Designed Systems Concept 100 

hl9 Heathkit H19 

mime Microterm mime in enhanced ACT IV mode 

1620 DIABLO 1620 (and others using HyType II) 

300 DASI/DTC/GSI 300 (and others using HyType I) 

33 TELETYPE* Model 33 

37 TELETYPE Model 37 

43 TELETYPE Model 43 

735 Texas Instruments TI735 (and TI725) 

745 Texas Instruments TI745 

dumb terminals with no special features 

dialup a terminal on a phone line with no known characteristics 

network a terminal on a network connection with no known characteristics 

4014 Tektronix 4014 

vt52 Digital Equipment Corp. VT52 

The list goes on and on. Consult /etc/termcap (see termcapiS)) for an up-to-date and locally 
correct list. 

Commands whose behavior may depend on the terminal either consult TERM in the environ- 
ment, or accept arguments of the form — Tterm, where term is one of the names given above. 

SEE ALSO 

stty(l), tabs(l), plot(lG), sh(l), environ(7) ex(l), clear(l), more(l), ul(l), tset(l), 
termcap(5), termcap(3X), ttytype(5) 
troifd) for nroff" 

BUGS 

The programs that ought to adhere to this nomenclature do so only fitfully. 
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NAME 

intro — introduction to system maintenance and operation commands 
DESCRIPTION 

This section contains information related to system operation and maintenance. In particular, 
commands used to create new file systems, newfs, mkfs, and verify the integrity of the file sys- 
tems, fsck^ ichecky dcheck, and ncheck are described here. The section format should be con- 
sulted when formatting disk packs. The section crash should be consulted in understanding 
how to interpret system crash dumps. 

LIST OF PROGRAMS 



Program 


Appears on Page 


Description 


ac 


ac.o 


login accounting 


accton 


sa.o 


system accounting 


adduser 


adduser. 8 


procedure for adding new users 


analyze 


analyze.8 


Virtual UNIX postmortem crash analyzer 


arcv 


arcv. 8 


convert archives to new format 


aril 


arti.ov 


archiver and copier for floppy 


badi44 


bad 1 44. 8 


read/write dec standard 144 bad sector information 


badsect 


badsect. 8 


create files to contain bad sectors 


bugfiler 


bugnler.8 


file bug reports in folders automatically 


catman 


catman. 8 


create the cat files for the manual 


chown 


chown. 8 


change owner 


clri 


cln.8 


clear i-node 


Comsat 


Comsat. 8c 


biff* server 


config 


config. 8 


build system configuration files 


crash 


crash. 8 v 


what happens when the system crashes 


cron 


cron. 8 


clock daemon 


dcheck 


dcheck. 8 


file system directory consistency check 


diskpart 


diskpart. 8 


calculate default disk partition sizes 


dmesg 


dmesg.8 


collect system diagnostic messages to form error log 


drtest 


drtest. 8 


standalone disk test program 


dump 


dump. 8 


incremental file system dump 


dumpfs 


dumpfs. 8 


dump file system information 


edquota 


edquota.o 


edit user quotas 


fastboot 


lastDoot.o 


reboot/halt the system without checking the disks 


fasthalt 


fastboot. 8 


reboot/halt the system without checking the disks 


flcopy 


arff.8v 


archiver and copier for floppy 


format 


format. 8 v 


how to format disk packs 


fsck 


fsck.8 


file system consistency check and interactive repair 


ftpd 


ftpd.8c 


DARPA Internet File Transfer Protocol server 


gettable 


gettable.8c 


get NIC format host tables from a host 


getty 


getty.8 


set terminal mode 


halt 


halt.8 


stop the processor 


htable 


htable.8 


convert NIC standard format host tables 


icheck 


icheck. 8 


file system storage consistency check 


ifconfig 


ifconfig.Sc 


configure network interface parameters 


implog 


implog. 8c 


IMP log interpreter 


implogd 


implogd.8c 


IMP logger process 


init 


init.8 


process control initialization 


kgmon 


kgmon. 8 


generate a dump of the operating systems profile buffers 


Ipc 


lpc.8 


line printer control program 


Ipd 


lpd.8 


line printer daemon 
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makedev 


makedev. 8 


make system special files 


makekey 


makekey.8 


generate encryption key 


mkfs 


mkis.o 


construct a file system 


mklost + found 


mkiost+iound.o 


make a lost + found directory for fsck 


mknod 


mknou.o 


build special file 


mkproto 


mkproto. 8 


construct a prototype file system 


mount 


mount. 8 


mount and dismount file system 


ncheck 


ncnecK.o 


generate names from i>numbers 


newfs 


newfs.8 


construct a new file system 


pac 


pac. 8 


printer/ploter accounting information 


pstat 


pstat. 0 


print system facts 


quot 


quot. 8 


summarize file system ownership 


quotacheck 


quotacheck. 8 


file system quota consistency checker 


quotaoff 


quotaon.8 


turn nle system quotas on and off 


quotaon 


quotaon. 8 


turn file system quotas on and off 


re 


o 

res 


command script for auto-reboot and daemons 


rdump 


rdump. 8c 


file system dump across the network 


reboot 


reboot. 8 


UNIX bootstrapping procedures 


renice 


renice.8 


alter prionty of running processes 


repquota 


repquota. 8 


summarize quotas for a file system 


restore 


restore. 8 


incremental file system restore 


rexecd 


rexecd. 8c 


remote execution server 


rlogind 


riogmd.oc 


remote login server 


rmt 


rmt.oc 


remote magtape protocol module 


route 


route.Sc 


manually manipulate the routing tables 


routed 


routed. 8c 


network routing daemon 


rrestore 


rrestore. 8c 


restore a file system dump across the network 


rsna 


rsnd.oc 


remote shell server 


rwnod 


rwhod.8c 


system status server 


rxformat 


rxformat. 8 V 


format floppy disks 


sa 


sa.S 


system accounting 


savecore 


savecore. 8 


save a core dump of the operating system 


sendmail 


sendmail.8 


send mail over the internet 


shutdown 


shutdown. 8 


close down the system at a given time 


sticky 


sticky.o 


executable files with persistent text 


swapon 


swapon. 8 


specify additional device for paging and swapping 


sync 


sync. 8 


update the super block 


syslog 


syslog. 8 


log systems messages 


telnetd 


telnetd. 8c 


DARPA TELNET protocol server 


titpd 


tftpd.8c 


DARPA Trivial File Transfer Protocol server 


trpt 


trpt. 8c 


transliterate protocol trace 


tunefs 


tunefs.8 


tune up an existing file system 


umount 


mount.8 


mount and dismount file system 


update 


update. 8 


periodically update the super block 


uuclean 


uuclean.8c 


UUCP spool directory clean-up 


uusnap 


uusnap.8c 


show snapshot of the UUCP system 


vipw 


vipw. 8 


edit the password file 
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NAME 

750rom - details of Vax-11/750 boot ROMs 
SYNOPSIS 

»> B/1 loading ;c;c(0,0)boot 
Boot 

: jcx(0,0)750rom 

tlien rc-boot the CPU 
DESCRIPTION 

The Vax-11/750 has a four-position rotary switch on its front panel labeled "Boot Device". This 
switch is used to select one of four bootstrap loaders. P.ach loader is contained in a ROM on tlic 
memory conti'ollcr board (board LOOM on earlier machines, 1.0016 on later ones.) 

One way to discover what bootstrap ROMs are present is to use 750rom, a stand-alone piogram 
(i.e., you must shutdown Unix before using it.) There are no options; just load it and it will report 
tlie ROM configuration. 

CHECKING BY HAND 
tp 

»> E/P F20400 to check "A" ROM 

»>FyPF20500 to check "B" ROM 

»> FVP R0600 to check "C" ROM 

»> E/P F20700 fo check "D" ROM 
»> C lo coruinuc CPU, if desired 

PROCEDURE 

If you don't want to have to reboot Unix, or the 750tom program is not present on your root dev- 
ice, you can still lind out what ROMs arc present. 

To find out what bootstrap ROMs are loaded, follow the procedure described above to look at the 
contents of the ROMs (which appear in the physical address space.) The low-order eight bits (2 
hexadecimal digits) should tell you tiie boot device type: 

42 Dl^C Massbus (CMI) disks (RP06/RFW) 

44 TU58 console cassette (Dectape-II) 

4C RL02 cartridge disk 

40 RK07 cartridge disk 

53 Systems Industries CMI interface disks (liagle) 

55 DI-'C UDASO disks (KA25/KA60/RA80/RA81) 

i^'li"' No ROM installed in this position 

Normally, the machines seem to arrive with the TU58 ROM at position "A", the RK07 ROM at 
position "IV, and the RL02 ROM at position "C". l\)Sition "D" is usually empty unless tlic system 
is shipped by DEC with a disk other than RK07 or RL02. 

If you have foreign vendor disks (such as SI luigles) installed, make sure the installer instiills a 
ROM for you. You should mark the memory controller board so that if it is replaced by Field Ser- 
vice, they transfer the ROMs. 

Other, more complicated ways to determine what ROMs are installed are to run the KCKAM diag- 
nostic (memory diagnostic, supposedly on cassette #5), or, if you have the Remote Diagnostic 
Option installed, run the microdiagnostics ECKAB and /iCA^/lC (supposedly on cassettes #1 and 



7th ltdition 



1 



750ROM(8) 



UNIX Programmer's Manual 



750ROM(8) 



#2). Either of these methods will display the ROM configuration at some point during the test. 
(For more details, sec Vax-l 1/750 Installalion and Acceptance Manual for ECKAM, or KC750 
Microdiagnostics and Technical Manual, for ECKAB/HCKAC) 

BUGS i 

Tlierc may be other possible ROM types tliat are not listed here. 

The names of the diagnostics are subject to change. 
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NAME 

ac — login accounting 
SYNOPSIS 

/etc/ac [ — w wtmp 1 I — p ] I 1 [ people 1 ... 
DESCRIPTION 

Ac produces a printout giving connect time for each user who has logged in during the life of 
the current wrmp file. A total is also produced. — w is used to specify an alternate y/tmp file. 
— p prints individual totals; without this option, only totals are printed. — d causes a printout 
for each midnight to midnight period. Any people will limit the printout to only the specified 
login names. If no mmp file is given, lusriadmlwtmp is used. 

The accounting file hisr/adm/wtmp is maintained by init and login. Neither of these programs 
creates the file, so if it does not exist no connect-time accounting is done. To start accounting, 
it should be created with length 0. On the other hand if the file is left undisturbed it will grow 
without bound, so periodically any information desired should be collected and the file trun- 
cated. 

FILES 

/usr/adm/wtmp 

SEE ALSO 

init (8), sa(8), login(l). utmp(5). 
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NAME 



adduser — procedure for adding new users 
DESCRIPTION 

A new user must choose a login name, which must not already appear in /etc/passwd. An 
account can be added by editing a line into the passwd file; this must be done with the password 
file locked e.g. by using vipw(S). 

A new user is given a group and user id. User id's should be distinct across a system, since 
they are used to control access to files. Typically, users working on similar projects will be put 
in the same group. Thus at UCB we have groups for system staff, faculty, graduate students, 
and a few special groups for large projects. System staff is group '*10'' for historical reasons, 
and the super-user is in this group. 

A skeletal account for a new user "emie" would look like: 

emie::235:20:& Kovacs,508E,7925,6428202:/nmt/grad/ernie:/bin/csh 

The first field is the login name **ernie'\ The next field is the encrypted password which is not 
given and must be initialized using passwdil). The next two fields are the user and group id's. 
Traditionally, users in group 20 are graduate students and have account names with numbers in 
the 200's. The next field gives information about ernie's real name, ofiice and office phone and 
home phone. This information is used by the fingeriX) program. From this information we 
can tell that ernie's real name is **Ernie Kovacs'* (the & here serves to repeat "ernie" with 
appropriate capitalization), that his ofiice is 508 Evans Hall, his extension is x2-7925, and this 
his home phone number is 642-8202. You can modify the Jingeril) program if necessary to 
allow different infomiation to be encoded in this field. The UCB version of finger knows 
several things particular to Berkeley — that phone extensions start '*2-~'*, that offices ending in 
"E'* are in Evans Hall and that offices ending in **C*' are in Cory Hall. 

The final two fields give a login directory and a login shell name. Traditionally, user files live 
on a file system which has the machines single letter netO.) address as the first of two charac- 
ters. Thus on the Berkeley CS Department VAX, whose Berknet address is "csvax" abbrevi- 
ated "v" the user file systems are mounted on *7va", *Vvb", etc. On each such filesystem 
there are subdirectories there for each group of users, i.e.: *Vva/staff" and "/vb/prof. This is 
not strictly necessary but keeps the number of files in the top level directories reasonably small. 

The login shell will default to *Vbin/sh" if none is given. Most users at Berkeley choose 
*7bin/csh** so this is usually specified here. 

It is useful to give new users some help in getting started, supplying them with a few skeletal 
files such as .profile if they use *7bin/sh'*, or .cshrc and .login if they use *7bin/csh". The 
directory "/usr/skel" contains skeletal definitions of such files. New users should be given 
copies of these files which, for instance, arrange to use tsetil) automatically at each login. 



SEE ALSO 

passwd(l), finger(l), chsh(l), chfn(l), passwd(5), vipw(8) 

BUGS 

User information should be stored in its own data base separate from the password file. 



FILES 



/etc/passwd 
/usr/skel 



password file 
skeletal login directory 
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NAME 

analyze — Virtual UNIX postmortem crash analyzer 
SYNOPSIS 

/etc/analyze [ — s swapfile 1 I — f 1 [ — m ] I — d ] [ — D ] ( — v ] coreflle [ system ] 
DESCRIPTION 

Analyze is the post-mortem analyzer for the state of the paging system. In order to use analyze 
you must arrange to get a image of the memory (and possibly the paging area) of the system 
after it crashes (see crashiSiV)). 

The analyze program reads the relevant system data structures from the core image file and 
indexing information from /vmunix (or the specified file) to determine the state of the paging 
subsystem at the point of crash. It looks at each process in the system, and the resources each 
is using in an attempt to determine inconsistencies in the paging system state. Normally, the 
output consists of a sequence of lines showing each active process, its state (whether swapped 
in or not), its pObr^ and the number and location of its page table pages. Any pages which are 
locked while raw i/o is in progress, or which are locked because they are intransit are also 
printed. (Intransit text pages often diagnose as duplicated; you will have to weed these out by 
hand.) 

The program checks that any pages in core which are marked as not modified are, in fact, 
identical to the swap space copies. It also checks for non-overlap of the swap space, and that 
the core map entries correspond to the page tables. The state of the free list is also checked. 

Options to analyze'. 

— D causes the diskmap for each process to be printed, 
—d causes the (sorted) paging area usage to be printed. 
— f which causes the free list to be dumped. 
— m causes the entire coremap state to be dumped. 

—V (long unused) which causes a hugely verbose output format to be used. 

In general, the output from this program can be confused by processes which were forking, 
swapping, or exiting or happened to be in unusual states when the crash occurred. You should 
examine the flags fields of relevant processes in the output of a pstatiZ) to weed out such 
processes. 

It is possible to look at the core dump with adb if you do 
adb — k /vmunix /vmcore 

FILES 

/vmunix default system namelist 

SEE ALSO 

adb(l), ps(l), crash (8V), pstat(8) 

AUTHORS 

Ozalp Babaoglu and William Joy 

DIAGNOSTICS 

Various diagnostics about overlaps in swap mappings, missing swap mappings, page table entries 
inconsistent with the core map, incore pages which are marked clean but differ from disk-image 
copies, pages which are locked or intransit, and inconsistencies in the free list. 

It would be nice if this program analyzed the system in general, rather than just the paging sys- 
tem in particular. 
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NAME 

arcv — convert archives to new format 

SYNOPSIS 

/etc/arcv file ... 

DESCRIPTION 

Arcv converts archive files (see arCl), ar{5)) from 32v and Third Berkeley editions to a new 
portable format. The conversion is done in place, and the command refuses to alter a file not 
in old archive format. 

Old archives are marked with a magic number of 0177545 at the start; new archives have a first 
line "!<arch>". 

FILES 

/tmp/v«, temporary copy 

SEE ALSO 

ar(l), ar(5) 
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NAME 

arfF, flcopy — archiver and copier for floppy 

SYNOPSIS 

/etc/arff [ key ] [ name ... 1 
/etc/flcopy [ -h ) I -t/i 1 

DESCRIPTION 

Arff saves and restores files on the console floppy disk. Its actions are controlled by the key 
argument. The key is a string of characters containing at most one function letter and possibly 
one or more function modifiers. Other arguments to the command are file names specifying 
which files are to be dumped or restored. 

Files names have restrictions, because of radixSO considerations. They must be in the form 1-6 
alphanumerics followed by followed by 0-3 alphanumerics. Case distinctions are lost. Only 
the trailing component of a pathname is used. 

the function portion of the key is specified by one of the following letters: 

r The named files are replaced where found on the floppy, or added taking up the 
minimal possible portion of the first empty spot on the floppy. 

X The named files are extracted from the floppy. 

d The named files are deleted from the floppy. Arfif will combine contiguous deleted 
files into one empty entry in the rt-11 directory. 

t The names of the specified files are listed each time they occur on the floppy. If no 
file argument is given, all of the names on the floppy are listed. 

The following characters may be used in addition to the letter which selects the function 
desired. 

▼ The v (verbose) option, when used with the t function gives more information 

about the floppy entries than just the name. 

f causes arff to use the next argument as the name of the archive instead of 

/dev/floppy; 

m causes arff not to use the mapping algorithm employed in interleaving sectors 

around a floppy disk. In conjunction with the f option it may be used for extracting 
files from rtll formatted cartridge disks, for example. It may also be used to speed 
up reading from and writing to rx02 floppy disks, by using the *c' device instead of 
the *b* device. 

c causes arffXiQ create a new directory on the floppy, effectively deleting all previously 

existing files. 

Flcopy copies the console floppy disk (opened as Vdev/floppy*) to a file created in the current 
directory, named "floppy**, then prints the message "Change Floppy, hit return when done**. 
Then flcopy copies the local file back out to the floppy disk. 

The — h option to flcopy causes it to open a file named "floppy** in the current directory and 
copy it to idev(floppy: the — t option causes only the first n tracks to participate in a copy. 

Arff may also be used with the console TU58 cassettes on the 11/730. To do so, the m key 
must be specified. Normally, the f key is also used. 

FILES 

/dev/floppy or /dev/rrx?? 
floppy (in current directory) 
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SEE ALSO 

fl(4), rx(4), rxformat(8V) 

AUTHORS 

Keith Sklower, Richard Tuck 

BUGS 

Floppy errors are handled ungracefully; ^c^does not handle multi-segment rtll directories. 
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NAME 

arp — address resolution display and control 

SYNOPSIS 

arp hostname 

arp -a [ vinunix ] [ kmem ] 

arp -d hostname 

arp -s hostname etherjaddr [ temp ] [ pub ] 
arp -f filename 

DESCRIPTION 

The arp program displays and modifies die Internct-to-Ethcmct address translation tables used by 
tiie addrcss resolution. protocol. ( rt/'^^^^ ■ • . 

With no flags, Uic program displays the current AIIP entry for hostname. WiUi tlie -a flag, tlic pro- 
gram displays all of tlie cuiTcnt ARP entries by reading the table from tlic file kmem (default 
/dev/kmein) based on the kernel file vmunix (default /vmunix). 

With the -d flag, a super-user may delete an entry for tlie host called hostname. 

The -s flag is given lo create an ARP entry for the host called hostname with the Tilthcrnct address 
ether_addr. The Rthcrnct address is given as six hex bytes separated by colons. The entry will be 
pcnnancnt unless the word temp is given in the command. If the word pub is given, the entry will 
be "published", e.g., diis system will respond to ARP requests for hos/name even though the host- 
name is not its own. 

The -f flag causes the file filename to be read and multiple entries to be set in the ARP tables. 
F^ntries in die file should be of the form 

• hostname elher_addr [ temp ] [ pub ] 

with argument meanings as given above. 

SEE ALSO 

arp(4p), ilconfig(8c) 
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NAME 

bad 144 — read/ write dec standard 144 bad sector information 
SYNOPSIS 

/etc/badl44 [ — f ] disktype disk [ sno [ bad ... ] ] 
DESCRIPTION 

Badl44 can be used to inspect the information stored on a disk that is used by the disk drivers 
to implement bad sector forwarding. The format of the information is specified by DEC stan- 
dard 144, as follows. 

The bad sector information is located in the first 5 even numbered sectors of the last track of 
the disk pack. There are five identical copies of the information, described by the (//r^t/ struc- 
ture. 

Replacement sectors are allocated starting with the first sector before the bad sector information 
and working backwards towards the beginning of the disk. A maximum of 126 bad sectors are 
supported. The position of the bad sector in the bad sector table determines which replacement 
sector it corresponds to. 

The bad sector information and replacement sectors are conventionally only accessible through 
the "c" file system partition of the disk. If that partition is used for a file system, the user is 
responsible for making sure that it does not overlap the bad sector information or any replace- 
ment sectors. 

The bad sector structure is as follows: 

struct dkbad { 

long bt_csn; 
u__short bt_mbz; 
u_short bt_flag; 
struct bt_bad { 

u_short bt_cyl; 

u short bt trksec; 
) bt_badI126]7 

); 

Unused slots in the bt_bad array are filled with all bits set, a putatively illegal value. 

Badl44 is invoked by giving a device type (e.g. rk07, rm03, rm05, etc.), and a device name 
(e.g. hkO, hpl, etc.). It reads the first sector of the last track of the corresponding disk and 
prints out the bad sector information. It may also be invoked giving a serial number for the 
pack and a list of bad sectors, and will then write the supplied information onto the same loca- 
tion. Note, however, that bad J 44 does not arrange for the specified sectors to be marked bad 
in this case. This option should only be used to restore known bad sector information which 
was destroyed. 

If the disk is an RP06, Fujitsu Eagle, or Ampex Capricorn on a Massbus, the option may be 
used to mark the bad sectors as ''bad^\ NOTE: this can only be done safely when there is 
no other disk activity, preferably while running single-user. Otherwise, new bad sectors can 
be added only by running a formatter. Note that the order in which the sectors are listed deter- 
mines which sectors used for replacements; if new sectors are being added to the list on a drive 
that is in use, care should be taken that replacements for existing bad sectors have the correct 
contents. 

SEE ALSO 

badsect(8), format(8V) 



/♦ cartridge serial number ♦/ 

/♦ unused; should be 0 •/ 

/» -1 — > alignment cartridge */ 

/♦ cylinder number of bad sector */ 
/• track and sector number •/ 
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BUGS 

It should be possible to format disks on-line under UNIX. 
It should be possible to mark bad sectors on drives of all type. 

On an 11/750, the standard bootstrap drivers used to boot the system do not understand bad 
sectors, handle ECC errors, or the special SSE (skip sector) errors of RM80 type disks. This 
means that none of these errors can occur when reading the file /vmunix to boot. Sectors 0-15 
of the disk drive must also not have any of these errors. 

The drivers which write a system core image on disk after a crash do not handle errors; thus 
the crash dump area must be free of errors and bad sectors. 
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NAME 

badsect — create files to contain bad sectors 

SYNOPSIS 

/etc/badsect bbdir sector ... 

DESCRIPTION 

Badsect makes a file to contain a bad sector. Normally, bad sectors are made inaccessible by the 
standard formatter, which provides a forwarding table for bad sectors to the driver; see 
badl44{%) for details. If a driver supports the bad blocking standard it is much preferable to 
use that method to isolate bad blocks, since the bad block forwarding makes the pack appear 
perfect, and such packs can then be copied with ddiX). The technique used by this program is 
also less general than bad block forwarding, as badsect can't make amends for bad blocks in the 
{•list of file systems or in swap areas. 

On some disks, adding a sector which is suddenly bad to the bad sector table currently requires 
the running of the standard DEC formatter. Thus to deal with a newly bad block or on disks 
where the drivers do not support the bad-blocking standard badsect m&y be used to good eiTect. 

Badsect is used on a quiet file system in the following way: First mount the file system, and 
change to its root directory. Make a directory BAD there. Run badsect giving as argument the 
BAD directory followed by all the bad sectors you wish to add. (The sector numbers must be 
relative to the beginning of the file system, but this is not hard as the system reports relative 
sector numbers in its console error messages.) Then change back to the root directory, 
unmount the file system and run fsckiS) on the file system. The bad sectors should show up in 
two files or in the bad sector files and the free list. Have fsck remove files containing the 
offending bad sectors, but do not have it remove the BAD/nnnnn files. This will leave the bad 
sectors in only the BAD files. 

Badsect yfOTks by giving the specified sector numbers in a mknod{2) system call, creating an ille- 
gal file whose Gist block address is the block containing bad sector and whose name is the bad 
sector number. When it is discovered by fsck it will ask "HOLD BAD BLOCK"? A positive 
response will cause fick to convert the inode to a regular file containing the bad block. 

SEE ALSO 

badl44(8), fsck(8), format(8V) 

DIAGNOSTICS 

Badsect refuses to attach a block that resides in a critical area or is out of range of the file sys- 
tenu A warning is issued if the block is already in use. 

BUGS 

If more than one sector which comprise a file system fragment are bad, you should specify only 
one of them to badsect, as the blocks in the bad sector files actually cover all the sectors in a file 
system fragment. 
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NAME 

brcathlifc - brcath-of-lifc server for bootloading 3mb Altos 

SYNOPSIS 

/dc/pup/brcathlife 

DESCRIPTION 

This is a simple server that blindly sends out an Alto "breath of life" packet on the 3mb ethemet 
every few seconds. Use it only if you have an Alto on the same network as your system. 



FILES 



/ctc/pup/pupnettab 



for list of networks 



AUTHOR 



Jeffrey Mogul 
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NAME 



bugfiler — file bug reports in folders automatically 



SYNOPSIS 

bugfiler [ mail directory ] 

DESCRIPTION 

Bugfiler is a program to automatically intercept bug reports, summarize them and store them in 
the appropriate sub directories of the mail directory specified on the command line or the (sys- 
tem dependent) default. It is designed to be compatible with the Rand MH mail system. 
Bugfiler is normally invoked by the mail delivery program through allasesiS) with a line such as 
the following in /usr/lib/aliases. 

bugs:"|bugfiler /usr/bugs/mail" 

It reads the message from the standard input or the named file, checks the format and returns 
mail acknowledging receipt or a message indicating the proper format. Valid reports are then 
summarized and filed in the appropriate folder. Users can then log onto the system and check 
the summary file for bugs that pertain to them. Bug reports are submitted in RFC822 format 
and must contain the following header lines: 

Date: <date the report is received> 

From: <valid return address> 

Subject: <short summary of the problem> 

Index: <source directory>/<source file> <version> [Fix] 

In addition, the body of the message must contain a line which begins with "Description:" fol- 

lowed by zero or more lines describing the problem in detail and a line beginning with 

"Repeat-By:" followed by zero or more lines describing how to repeat the problem. If the key- 
word *Fix* is specified in the 'Index* line, then there must also be a line beginning with **Fix:** 
followed by a diff of the old and new source files or a description of what was done to fix the 
problem. 

The *Index' line is the key to the filing mechanism. The source directory name must match one 
of the folder names in the mail directory. The message is then filed in this folder and a line 
appended to the summary file in the following format: 



<folder name>/<message number> <Index info> 

<Subject info> 



HLES 



mail delivery program 

converts imix mail format to mh format 

the message sent in acknowledgement 

the message sent when format errors are detected 

the summary file 

temporary copy of the input message 
temporary file for the reply message. 



/usr/new/lib/mh/deliver 
/usr/new/lib/mh/unixtomh 
maildir/.ack 
maildir/.format 
maildir/summary 
maildir/BH????? 
maildir/Rp?????? 

SEE ALSO 

mh(l), newaliases(l), aliases(5) 

BUGS 

Since mail can be forwarded in a number of different ways, bugfiler does not recognize for- 
warded mail and will reply/complain to the forwarder instead of the original sender unless there 
is a 'Reply-To* field in the header. 

Duplicate messages should be discarded or recognized and put somewhere else. 
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NAME 

buildnctdir — build binary-fonnat Pup Network Directory 
SYNOPSIS 

buildnctdir l~plI-d][-s][-][ infile [ outfile ]] 
DESCRIPTION 

Buildnetdir parses tlie human-readable version of Pup NctworJc directory and produces a binary- 
formatted version. The default input file is /etc/pup/Pup-Nctwork.txt; the default output file is 
/ctc/pup/Pup-Nctwork.Dir; you cannot specify the output file unless you also specify tlie input file. 

Options are: 

-p Parse Only — the input Tile iisi f)aifscd, and a new version number is found, but die 

output file is not changed. 

-s Storage statistics arc printed. 

-d Debugging infonnation is printed. 

The standard input is read for input. 

PROPER WAY OF USING THIS PROGRAM 

In order to reduce conllision, we (at Stanford) have established a procedure for updating the direc- 
toiy. 

The "official" copy of the human-readable directory lives on [Navajo]<System>Pup-Nctwork.txt. 
Retrieve tliis file to your local /ctc/pup/Pup-Nctwork.txt, edit it, and run buildnetdir, you might 
first want to use it with the — p ilag, to make sure that the file is syntactically correct. If it is ok, 
run buildnefdir mthouth the -p flag, which will "install" tlic new binary directory. Tlie miscsei'ver 
on tlie local machine will notice this within a minute or so, and propagate the new directory to cill 
other machines. 

Meanwhile, you should store the new human-readable directory back at Navajo and at tlie IPS; 
before doing tliis, you should probably check to see if anyone else has modified it in parallel with 
you. (If this has happened, the two of you will have to agree on a coirect version, then proceed 
again from the beginning.) 

If any old-fashioned miscservcrs (those that do not use the network directory update protocol) still 
exist on your network, please copy Uie new human-readable directory to tliose machines. 

FILES 

/etc/pup/Pup-Nctwork.txt default input file 
/etc/pup/Pup-Network.IDir default output file 

SEE AI^O 

miscserver(8) 

DIAGNOSTICS 

More or less self-explanatory. If the program cannot determine a new version number (i.e., no 
server on tlie net provide tlic current version number), you will l)e asked for one. 

AUTHOR 

JelTrey Mogul 

BUGS 

Doesn't understtind "attributes" attached to addresses (understcmds attributes attached to entries, 
though.) 
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NAME 

catman — create the cat files for the manual 
SYNOPSIS 

/etc/catman I — p 1 [ — n 1 [ — w 1 [ sections 1 
DESCRIPTION 

Catman creates the Preformatted versions of the on-line manual from the nroff input files. 
Each manual page is examined and those whose Preformatted versions are missing or out of 
date are recreated. If any changes are made, catman will recreate the /usr/lib/whatis database. 

If there is one parameter not starting with a it is take to be a list of manual sections to 
look in. For example 

catman 123 

will cause the updating to only happen to manual sections 1, 2, and 3. 
Options: 

prevents creations of /usr/lib/whatis. 
— p prints what would be done instead of doing it. 

•^w causes only the /usr/lib/whatis database to be created. No manual reformatting is 
done. 

FILES 

/usr/man/man?/*.* raw (nroff input) manual sections 

/usr/man/cat?/*.» Preformatted manual pages 

/usr/lib/makewhatis commands to make whatis database 

SEE ALSO 

man(l) 

BUGS 

Acts oddly on nights with full moons. 
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NAME 

chown ~* change owner 

SYNOPSIS 

/etc/chown [ — f ] owner file ... 

DESCRIPTION 

Chown changes the owner of the files to owner. The owner may be either a decimal UID or a 
login name found in the password file. 

Only the super-user can change owner, in order to simplify accounting procedures. No errors 
are reported when the — f (force) option is given. 

FILES 

/etc/passwd 

SEE ALSO 

chgrp(l), chown (2), passwd(5), group(5) 
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NAME 

clri — clear i-node 

SYNOPSIS 

/etc/ciri filesystem i-number ... 

DESCRIPTION 

N.B.: Clri is obsoleted for normal file system repair work by fsckii). 

Clri writes zeros on the i-nodes with the decimal t-numbers on the filesystem. After clri, any 
blocks in the affected file will show up as ^missing* in an icheckiZ) of the ftle^stem. 

Read and write permission is required on the specified file system device. The i-node becomes 
allocatable. 

The primary purpose of this routine is to remove a file which for some reason appears in no 
directory. If it is used to zap an i-node which does appear in a directory, care should be taken 
to track down the entry and remove it. Otherwise, when the i-node is reallocated to some new 
file, the old entry will still point to that file. At that point removing the old entry will destroy 
the new file. The new entry will again point to an unallocated i-node, so the whole cycle is 
likely to be repeated again and again. 

SEE ALSO 

icheck(8) 

BUGS 

If the file is open, clri is likely to be ineffective. 
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NAME 

Comsat — biiT server 

SYNOPSIS 

/etc/comsat 

DESCRIPTION 

Comsat is the server process which listens for reports of incoming mail and notifies users if they 
have requested this service. Comsat listens on a datagram port associated with the **bifr* ser- 
vice specification (see servicesiS)) for one line messages of the form 

user@mailbox-offset 

If the user specified is logged in to the system and the associated terminal has the owner exe- 
cute bit turned on (by a **biif y'*), the cfffset is used as a seek offset into the appropriate mail- 
box file and the first 7 lines or 560 characters of the message are printed on the user's terminal. 
Lines which appear to be part of the message header other than the "From", "To**, "Date**, 
or "Subject** lines are not included in the displayed message. 

FILES 

/etc/utmp to find out who*s logged on and on what terminals 

SEE ALSO 

biff(l) 

BUGS 

The message header filtering is prone to error. 

Users should be notified of mail which arrives on other machines than the one they are 
currently logged in to. 

The notification should appear in a separate window so it does not mess up the screen. 
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NAME 

config — build system configuration files 

SYNOPSIS 

/etc/config [ — p ] config Jile 

DESCRIPTION 

Config builds a set of system configuration files from a short file which describes the sort of sys- 
tem that is being configured. It also takes as input a file which tells config what files are needed 
to generate a system. This can be augmented by a configuration specific set of files that give 
alternate files for a specific machine, (see the FILES section below) If the —p option is sup- 
plied, config will configure a system for profiling; c.f. kgmon{%)^ gprof{\). 

Config should be run from the conf subdirectory of the system source (usually /sys/conf). 
Config assumes that there is already a directory ../config Jile created and it places all its output 
files in there. The output of config consists of a number files: ioconf.c contains a description of 
what i/o devices are attached to the system,; ubglue.s contains a set of interrupt service rou- 
tines for devices attached to the UNIBUS; makefile is a file used by makeiX) in building the 
system; a set of header files which contain the number of various devices that will be compiled 
into the system; and a set of swap configuration files which contain definitions for the disk areas 
to be used for swapping, the root file system, argument processing, and system dumps. 

After running config-, it is necessary to run "make depend" in the directory where the new 
makefile was created. Config reminds you of this when it completes. 

If you get any other error messages from config, you should fix the problems in your 
configuration file and try again. If you try to compile a system that had configuration errors, 
you will likely meet with failure. 

FILES 

/sys/conf /makefile. vax generic makefile for the VAX 
/sys/conf/files list of common files system is built from 
/sys/conf /files. vax list of VAX specific files 
/sys/conf/devices.vax name to major device mapping file for the VAX 
/sys/conf/files.ERNIE list of files specific to ERNIE system 

SEE ALSO 

"Building 4.2BSD UNIX System with Config" 
The SYNOPSIS portion of each device in section 4. 

BUGS 

The line numbers reported in error messages are usually off by one. 
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NAME 

crash — what happens when the system crashes 
DESCRIPTION 

This section explains what happens when the system crashes and how you can analyze crash 
dumps. 

When the system crashes voluntarily it prints a message of the form 

panic: why i gave up the ghost 

on the console, takes a dump on a mass storage peripheral, and then invokes an automatic 
reboot procedure as described in rebootiZ). (If auto-reboot is disabled on the front panel of the 
machine the system will simply halt at this point.) Unless some unexpected inconsistency is 
encountered in the state of the Hie systems due to hardware or software failure the system will 
then resume multi-user operations. 

The system has a large number of internal consistency checks; if one of these fails, then it will 
panic with a very short message indicating which one failed. 

The most common cause of system failures is hardware failure, which can reflect itself in dif- 
ferent ways. Here are the messages which you are likely to encounter, with some hints as to 
causes. Left unstated in all cases is the possibility that hardware or software error produced the 
message in some unexpected way. 

10 err in push 
hard 10 err in swap 

The system encountered an error trying to write to the paging device or an error in 
reading critical information from a disk drive. You should fix your disk if it is broken 
or unreliable. 

timeout table overflow 

This really shouldn't be a panic, but until we fix up the data structure involved, run- 
ning out of entries causes a crash. If this happens, you should make the timeout table 
bigger. 

KSP not valid 
SBI fault 
CHM? in kernel 

These indicate either a serious bug in the system or, more often, a glitch or failing 
hardware. If SBI faults recur, check out the hardware or call field service. If the other 
faults recur, there is likely a bug somewhere in the system, although these can be 
caused by a flakey processor. Run processor microdiagnostics. 

machine check %x: 

description 

machine dependent machine-check information 

We should describe machine checks, and will someday. For now, ask someone who 
knows (like your friendly field service people). 

trap type %d, code=%d, pc^Vox 

A unexpected trap has occurred within the system; the trap types are: 

0 reserved addressing fault 

1 privileged instruction fault 

2 reserved operand fault 

3 bpt instruction fault 

4 xfc instruction fault 

5 system call trap 
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6 


arithmetic trap 


7 


ast delivery trap 


8 


segmentation fault 


9 


protection fault 


10 


trace trap 


11 


compatibility mode fault 


12 


page fault 


13 


page table fault 



The favorite trap types in system crashes are trap types 8 and 9, indicating a wild refer- 
ence. The code is the referenced address, and the pc at the time of the fault is printed. 
These problems tend to be easy to track down if they are kernel bugs since the proces- 
sor stops cold, but random flakiness seems to cause this sometimes. 

init died 

The system initialization process has exited. This is bad news, as no new users will 
then be able to log in. Rebooting is the only fix, so the system just does it right away. 

That completes the list of panic types you are likely to see. 

When the system crashes it writes (or at least attempts to write) an image of memory into the 
back end of the primary swap area. After the system is rebooted, the program savecore(2) runs 
and preserves a copy of this core image and the current system in a specified directory for later 
perusal. See savecoreiB) for details. 

To analyze a dump you should begin by running adbil) with the — k flag on the core dump. 
Normally the command "♦(intstack-4)$c** will provide a stack trace from the point of the crash 
and this will provide a clue as to what went wrong. A more complete discussion of system 
debugging is impossible here. See, however, "Using ADB to Debug the UNIX Kernel". 

SEE ALSO 

adb(l), analyze(8), reboot(8) 

VAX 11/780 System Maintenance Guide for more information about machine checks. 
Using ADB to Debug the UNIX Kernel 
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NAME 

cron — clock daemon 

SYNOPSIS 

/etc/cron 

DESCRIPTION 

Cron executes commands at specified dates and times according to the instructions in the file 
/usr/lib/crontab. Since cron never exits, it should only be executed once. This is best done by 
running cron from the initialization process through the file /etc/rc; see initiZ). 

Crontab consists of lines of six fields each. The fields are separated by spaces or tabs. The first 
five are integer patterns to specify the minute (0-59), hour (0-23), day of the month (1-31), 
month of the year (1-12), and day of the week (1-7 with 1— Monday). Each of these patterns 
may contain a number in the range above; two numbers separated by a minus meaning a range 
inclusive; a list of numbers separated by commas meaning any of the numbers; or an asterisk 
meaning all legal values. The sixth field is a string that is executed by the Shell at the specified 
times. A percent character in this field is translated to a new-line character. Only the first line 
(up to a % or end of line) of the command field is executed by the Shell. The other lines are 
made available to the command as standard input. 

Crontab is examined by cron every minute. 

FILES 

/usr/lib/crontab 
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NAME 

dcheck — file system directory consistency check 

SYNOPSIS 

/etc/dcheck [ — i numbers ] [ fllesystem ] 

DESCRIPTION 

N.B.: Dcheck is obsoleted for normal consistency checking by Jsck{%). 

Dcheck reads the directories in a file system and compares the link-count in each i-node with 
the number of directory entries by which it is referenced. If the file system is not specified, a 
set of default file systems is checked. 

The *-! fiag is followed by a list of i-numbers; when one of those i-numbers turns up in a 
directory, the number, the i-number of the directory, and the name of the entry are reported. 

The program is fastest if the raw version of the special file is used, since the i-list is read in 
large chunks. 

FILES 

Default file systems vary with installation. 
SEE ALSO 

fsck(8), icheck(8), fs(5), clri(8), ncheck(8) 
DIAGNOSTICS 

When a file turns up for which the link-count and the number of directory entries disagree, the 
relevant facts are reported. Allocated files which have 0 link-count and no entries are also 
listed. The only dangerous situation occurs when there are more entries than links; if entries 
are removed, so the link-count drops to 0, the remaining entries point to thin air. They should 
be removed. When there are more links than entries, or there is an allocated file with neither 
links nor entries, some disk space may be lost but the situation will not degenerate. 

BUGS 

Since dcheck is inherently two-pass in nature, extraneous diagnostics may be produced if applied 
to active file systems. 

Dcheck is obsoleted hyfickand remains for historical reasons. 
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NAME 

ddacct — Dump Dover Accounting 

SYNOPSIS 

ddacct [-cpuP] 

DESCRIPTION 

Dumps dover accounting information which consists of the number of pages and files printed for 
each user and the percentage of total dover usage represented by that user (only for the current 
machine, of course). 

Normally the listing is sorted by pages printed, tlie -P switch causes it to be sorted by user id and 
. - , ^ . cause? i|; to be. sorted by user login name, . , - - -. t * . , 

The -c switch causes the accounting information to be cleaned out after the listing is made. It 
resets all counters to zero. 

FILES 

/usr/adin/dover-accnt accounting information. 

SEE ALSO 

cz(l) 

DIAGNOSTICS 

"There is no accounting file to dump": a system administrator can enable dover accounting by 
creating an empty accouting file. 

BUGS 

Only accounts for stufi'scnt to the Dover with czarina {cz(\)) and dlrofjW). The accounting infor- 
mation should really be kept by dpr{\), since all files printed go through that program. 

The accounting database cannot separately account for multiple printers. 

HISTORY 

06-Mar-81 James Gosling (jag) at Carnegie-Mellon University 
Created. 
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NAME 

diskpart — calculate default disk partition sizes 

SYNOPSIS 

/etc/diskpart [ — p ] [ — d ] disk-type 

DESCRIPTION 

Diskpart is used to calculate the disk partition sizes based on the default rules used at Berkeley. 
If the — p option is supplied, tables suitable for inclusion in a device driver are produced. If 
the — d option is supplied, an entry suitable for inclusion in the disk description file ietddisktab 
is generated; c.f. disktab(S), Space is always left in the last partition on the disk for a bad sec- 
tor forwarding table. The space reserved is one track for the replicated copies of the table and 
sufficient tracks to hold a pool of 126 sectors to which bad sectors are mapped. For more infor- 
mation, see badl44{%). 

The disk partition sizes are based on the total amount of space on the disk as give in the table 
below (all values are supplied in units of 512 byte sectors). The *c' partition is, by convention, 
used to access the entire physical disk, including the space reserved for the bad sector forward- 
ing table. In normal operation, either the *g' partition is used, or the *d', *e', and T partitions 
are used. The *g* and T partitions are variable sized, occupying whatever space remains after 
allocation of the fixed sized partitions. If the disk is smaller than 20 Megabytes, then diskpart 
aborts with the message **disk too small, calculate by hand**. 



Partition 


20-60 MB 


61-205 MB 


206-355 MB 


356+ MB 


a 


15884 


15884 


15884 


15884 


b 


10032 


33440 


33440 


66880 


d 


15884 


15884 


15884 


15884 


e 


unused 


55936 


55936 


307200 


h 


unused 


unused 


291346 


291346 



If an unknown disk type is specified, diskpart will prompt for the required disk geometry infor- 
mation. 

SEE ALSO 

(Hsktab(5), badl44(8) 

BUGS 

Certain default partition sizes are based on historical artifacts (e.g. RP06), and may result in 
unsatisfactory layouts. 

When using the — d flag, alternate disk names are not included in the output. 
Does not understand how to handle drives attached to a UDA50. 
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NAME 

dmesg ~ collect system diagnostic messages to form error log 

SYNOPSIS 

/etc/dmesg I — 1 

DESCRIPTION 

Dmesg looks in a system buffer for recently printed diagnostic messages and prints them on the 
standard output. The messages are those printed by the system when device (hardware) errors 
occur and (occasionally) when system tables overflow non-fatally. If the — flag is given, then 
dmesg computes (incrementally) the new messages since the last time it was run and places 
these on the standard output. This is typically used with cronii) to produce the error log 
lusriadmimessages by running the command 

/etc/dmesg — >> /usr/adm/messages 

every 10 minutes. 

FILES 

/usr/adm/messages error log (conventional location) 

/usr/adm/msgbuf scratch file for memory of — option 

BUGS 

The system error message buffer is of small finite size. As dmesg is run only every few 
minutes, not all error messages are guaranteed to be logged. This can be construed as a bless- 
ing rather than a curse. 

Error diagnostics generated immediately before a system crash will never get logged. 
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NAME 

drtest ~ standalone disk test program 
DESCRIPTION 

Drtest is a standalone program used to read a disk track by track. It was primarily intended as a 
test program for new standalone drivers, but has shown useful in other contexts as well, such 
as verifying disks and running speed tests. For example, when a disk has been formatted (by 
format(8)), you can check that hard errors has been taken care of by running drtest. No hard 
errors should be found, but in many cases quite a few soft ECC enors will be reported. 

While drtest is running, the cylinder number is printed on the console for every 10th cylinder 
read. 

EXAMPLE 

A sample run of drtest Is shoym below. In this example (using a 750), drtest is loaded from the 
root file system; usually it will be loaded from the machine's console storage device. Boldface 
means user input. As usual, and '*@" may be used to edit mput. 

>»B/3 
%% 

loading hk(0,0)boot 
Boot 

: hk(0,0)drtest 

Test program for stand-alone up and hp driver 

Debugging level (1 —bse, 2— ecc, 3 — bse+ecc) ? 

Enter disk name [type(adapter,unit), e.g. hp (1,3)]? hp (0,0) 

Device data: #cylinders— 1024, #tracks—16, #sectors-«32 

Testing hp(0,0), chunk size is 163S4 bytes. 

(chunk size is the number of bytes read per disk access) 

Start ...Make sure hp (0,0) is online 

(errors are reported as they occur) 

Cprogram restarts to allow checking other disks) 
C.Jo abort halt machine with *P) 

DIAGNOSTICS 

The diagnostics are intended to be self explanatory. Note, however, that the device number in 
the diagnostic messages is identified as typeX instead of iype(a»ii) where X — a*8+u, e.g., 
hp(l,3) becomes hpll. 

SEE ALSO 

format(8), badl44(8) 

AUTHOR 

Helge Skrivervik 
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NAME 

dump — incremental file system dump 

SYNOPSIS 

/etc/dump [ key [ argument ... ] filesystem ] 

DESCRIPTION 

Dump copies to magnetic tape all files changed after a certain date in the filesystem. The key 
specifies the date and other options about the dump. consists of characters from the set 
0123456789fusdWn. 

0—9 This number is the *dump level*. All files modified since the last date stored in the file 
letcidumpdates for the same filesystem at lesser levels will be dumped. If no date is deter- 
mined by the level, the begiiming of time is assumed; thus the option 0 causes the entire 
filesystem to be dumped. 

f Place the dump on the next argument file instead of the tape. If the name of the file is 
writes to standard output. 

u If the dump completes successfully, write the date of the beginning of the dump on file 
letcidumpdates. This file records a separate date for each filesystem and each dump level. 
The format of letcidumpdates is readable by people, consisting of one free format record 
per line: filesystem name, increment level and ctime(3) format dump date, letcidumpdates 
may be edited to change any of the fields, if necessary. 

s The size of the dump tape is specified in feet. The number of feet is taken from the next 
argument. When the specified size is reached, dump will wait for reels to be changed. The 
default tape size is 2300 feet. 

d The density of the tape, expressed in BPI, is taken from the next argument. This is used 
in calculating the amount of tape used per reel. The default is 1600. 

W Dump tells the operator what file systems need to be dumped. This information is gleaned 
from the files letcidumpdates and letclfstab. The W option causes dump to print out, for 
each file system in letcidumpdates the most recent dump date and level, and highlights 
those file systems that should be dumped. If the W option is set, all other options are 
ignored, and dump exits immediately. 

w Is like W, but prints only those filesystems which need to be dumped. 

n Whenever dump requires operator attention, notify by means similar to a waH{\) all of the 
operators in the group "operator'*. 

If no arguments are given, the key is assumed to be 9u and a default file system is dumped to 
the default tape. 

Dump requires operator intervention on these conditions: end of tape, end of dump, tape write 
error, tape open error or disk read error (if there are more than a threshold of 32). In addition 
to alerting all operators implied by the n key, dump interacts with the operator on dump's con- 
trol terminal at times when dump can no longer proceed, or if something is grossly wrong. All 
questions dump poses must be answered by typing "yes** or *'no**, appropriately. 

Since making a dump involves a lot of time and effort for full dumps, dump checkpoints itself 
at the start of each tape volume. If writing that volume fails for some reason, dump will, with 
operator permission, restart itself from the checkpoint after the old tape has been rewound and 
removed, and a new tape has been mounted. 

Dump tells the operator what is going on at periodic intervals, including usually low estimates of 
the number of blocks to write, the number of tapes it will take, the time to completion, and the 
time to the tape change. The output is verbose, so that others know that the terminal control- 
ling dump is busy, and will be for some time. 
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FILES 



Now a short suggestion on how to perform dumps. Start with a full level 0 dump 
dumpOun 

Next, dumps of active file systems are taken on a daily basis, using a modified Tower of Hanoi 
algorithm, with this sequence of dump levels: 

3254769899... 

For the daily dumps, a set of 10 tapes per dumped file system is used on a cyclical basis. Each 
week, a level 1 dump is taken, and the daily Hanoi sequence repeats with 3. For weekly 
dumps, a set of 5 tapes per dumped file system is used, also on a cyclical basis. Each month, a 
level 0 dump is taken on a set of fresh tapes that is saved forever. 

/dev/rrplg default filesystem to dump from 
/dev/rmt8 default tape unit to dump to 

/etc/ddate old format dump date record (obsolete after —J option) 
/etc/dumpdates new format dump date record 
/etc/fstab dump table: file systems and frequency 
/etc/group to find group operator 

SEE ALSO 

restore(8), diunp(5), fstab(5) 

DIAGNOSTICS 

Many, and verbose. 

BUGS 

Sizes are based on 1600 BPI blocked tape; the raw magtape device has to be used to approach 
these densities. Fewer than 32 read errors on the filesystem are ignored. Each reel requires a 
new process, so parent processes for reels already written just hang around until the entire tape 
is written. 

It would be nice if dump knew about the dump sequence, kept track of the tapes scribbled on, 
told the operator which tape to mount when, and provided more assistance for the operator 
running restore. 
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NAME 

dumpfs — dump file system information 
SYNOPSIS 

dumpfs file^^evice ' 
DESCRIPTION 

Dunqffs prints out the super block and cylinder group information for the file system or special 
device specified. The listing is very long and detailed. This command is useful mostly for 
finding out certain file system information such as the file system block size and minimum free 
space percentage. 

SEE ALSO 

fs(5), disktab(5), tunefs(8), newfs(8), fsck(8) 
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NAME 

edquota — edit user quotas 

SYNOPSIS 

edquota [ — p proto-user ] users,,, 

DESCRIPTION 

Edquota is a quota editor. One or more users may be specified on the command line. For each 
user a temporary file is created with an ASCII representation of the current disc quotas for that 
user and an editor is then invoked on the file. The quotas may then be modified, new quotas 
added, etc. Upon leaving the editor, edquota reads the temporary file and modifies the binary 
quota files to reflect the changes made. 

If the — p option is specified, edquota will duplicate the quotas of the prototypical user specified 
for each user specified. This is the normal mechanism used to initialize quotas for groups of 
users. 

The editor invoked is v/(l) unless the environment variable EDITOR specifies otherwise. 
Only the super^user may edit quotas. 

nLES 

quotas at the root of each file system with quotas 

/etc/fstab to find file system names and locations 

SEE ALSO 

quota(l), quota(2), quotacheck(8), quotaon(8), repquota(8) 

DIAGNOSTICS 

Various messages about inaccessible files; self-explanatory. 

BUGS 

The format of the temporary file is inscniitable. 
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print ciict (packet filter) information 

C(lfki)qsv0l234567 J [ system-image [ corefilc ] ] 



NAME 

enst/it 

SYNOPSIS 

/c'tc/cnstat [ 

DESCRIPTION 

linsfal interprets Uie data structures of the Ethernet packet filter driver enel{A). If sysfem-image is 
given, the required namelist is taken from tlicre; otherwise, it is taken from /vmunix. \? corefile is 
given, the datii structures arc souglit there, otherwise in /dev/kmcni. (If corefile is a core dump, 
then the -k option must be given.) 

OPTIONS 

c (Counts): give various counts (per cthernct unit) including, number oX packets sent and 
received. 

(Descriptors): show OpcnOcscriptors for each minor device. 
(iMlters): sliow packet filters for each minor device. 
The corefilc is a crash dump, not a running system's /dev/kmcm. 

(Parametei"s): give device parameters including device type, header and address lengths, 
MTU, and interface and broadcast addresses. 

(QueueHlemcnls): show the QueueRlements. 

(Scavenger): show the FrccQucuc and Scavenger stJitistics. 

(Verbose): show information for minor devices not actually in use, and complete queue 
information, only if this Hag is given. 

Limit output to information about specified units; if no digits are given, 
then all units are displayed. 

If no options are given, tlien all are assumed (except for — v [Verbose|). 

OUTPUl rOUMAT 



<digit> 



"AllDescriptoi-s" 



i:oc 

USltl) 

LINK-QUHUK 
ST'AT'E 



VVAlT-QUliUK 
NQ'D 

rour 



SIGN 

PROC 
(PIO) 



Minor device number for open descriptor; followed by "K" if opened by 
kernel. 

Descriptor location 
"yes" or "no" 

IA)rward and Backward links to other descriptoi's; three leading digits 

suppressed 

Blank, or one of: 

wait waiting for input, indefinite wait 

timed waiting for input, timed wait 

tout has limed out 

anything else shouldn't happen 

forward and Backward links to waiting packets 

number of packets queued for input (maximum for tliis queue shown in 
parentheses) 

timeout duration in clock ticks (if the -v [Verbose] option is not given, 
tlien times may be expressed as minutes [with a trailing "m"], hours [with 
a trailing "h"], or simply "long", to keep the columns lined up.) 
signal number to be delivercd when a packet anivcs 
process to l)c signaled when a packet arrives 
process id wiiieh enabled the signal 
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"Filters" 

LOG 

PRI 

FJLTKR 

"QucucHlLs" 
LOG 

[JNK-QUKUK 
FUNG 
GOUNT 
REF 



location of descriptor 

priority of filter 

lengtli of filter (in shortwords) 

sec enet{4) for interpretation of F^thcrnet packet filters 

L(x:ation of queue element 
Forward and backward links 

Address of completion function (used by kernel-mode access) 
packet size 

Reference count for queue element. 



FILES 



/vmunix namelist 

/dcv/kmcm default source of tables 



SKE ALSO 

ethcrportd), nctstat(l), cnct(4), pstat(8) 
K, Thompson, UNIX Inipleinenlalion 

AUTHOR 

JelTrey Mogul at Stanford, after work done by Mike Accetta at GMU, based on pslati^). 

BUGS 

Some of the output is a bit cramped so as to fit on an 80-character line. It should be possible to get 
a less verbose but more readable listing. 

Since things happen pretty fast, it's not likely that ens/at will provide a consistent view of a amning 
system. It is mostly useful for analyzing static problems, not transient ones. 
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NAME 



expire — remove outdated news articles 



SYNOPSIS 



/usr/lib/news/expire [ — n newsgroups level ]] [ -edays ] [ 



Expire is normally started up by crQn{^) every night to remove all expired news. 
If no newsgroups are specified, the default is to expire alL 

Articles whose specified expiration date has already passed are considered 
expirable. The -e option causes expire to archive articles in 
/usr/spool/oldnews. Otherwise, the articles are unlinked. 

The option causes expire to be more verbose. It can be given a verbosity 
level (default l) as in for even more output. This is useful if articles aren't 
being expired and you want to know why. 

The — e flag gives the number of days to use for a default expiration date. If not 
given, an installation dependent default (often 2 weeks) is used. 

The -i and -I flags tell expire to ignore any expiration date explicitly given on 
articles. This can be used when disk space is really tight. The —I flag will always 
ignore expiration dates, while the -4 flag will only ignore the date if ignoring it 
would expire the article sooner. WARNING: If you have articles archived by giv- 
ing them expiration dates far into the future, these options might remove these 
flies anjrway. 




DESCRIPTION 



SEE ALSO 



checknews(l), inews(l), readnews(l), recnews(8), sendnews(8), uurec(8) 
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NAME 

fastboot, fasthalt — reboot/halt the system without checking the disks 

SYNOPSIS 

/etc/fastboot [ boot-options ] 
/etc/fasthalt [ halt-options ] 

DESCRIPTION 

Fastboot and fasthalt are shell scripts which reboot and halt the system without checking the file 
systems. This is done by creating a file Ifastbooty then invoking the reboot program. The sys- 
tem startup script, letc/rCy looks for this file and, if present, skips the normal invocation of 
fsck{%), 

SEE ALSO 

halt(8), reboot (8), rc(8) 
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NAME 

filctimc — tell minutes since file (access, modification) time 

SYNOI'SIS 

filctimc [-C j -ni | -a] filename 

DESCRIPTION 

On the standard output, print the number of minutes since the file specified in the argument was { 
created, modified, accessed }. An optional argument -X where "X" is one of { c, m, a ] selects 
which file tiirie to use; the default is the modification time. 

This program was written for .login or .profile files as part of the login startup script; here is an 
example for /bin/csh; the version for /bin/sh would be quite similar: 

if ('filctimc .last_donc' > 20 ) then - - .... .. ^ - . 

« commands that should be executed periodical1y» 

« .... » 

endif 

touch .last_done 

'Hie purpose is to avoid checking for news, mail on other systeins, etc, if you just logged in 5 
minutes ago and did it before. Thus the user can adjust the granularity of perfomiing these tiisks 
and tluis speed up her/his login. 

AUIMOR 

Steve 1-Iartwell. Manual page by Brian Reid. 
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NAME 

fingd — network finger server 

SYNOPSIS 

/ctc/firigd 

DESCRIPTION 

I'ln^d listens on TCP port 79 (decimal) for connections. When a connection is made, it reads the 
string (assiirncd to be a user name or mail alias) and executes fingil) with that argument, sending 
the output back on the connection. 

Connection history is logged on stiindard error. • 

AUTHOR . .... , . _ ■ . ' I 

Christopher A. Kent - - ^ • • • 

SEE ALSO 

fnig(l), fingeKD 

NOTICS 

Since the name being sent to the server may be a forwarded request (due to a user having his mail 
forwarded to one central machine via a delivermailiS) alias), \\^c/ing command will be invoked with 
the —m flag to force matches on login names only. Unfortunately, this doesn't allow people to be 
Jingercd by last nanic unless there is a delivermail alias to handle it. The alternative can cause 
excessive return information if a user has a gecos string tliat textually overlaps someone's login id. 
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NAME 

format — how to format disk packs 
DESCRIPTION 

There are two ways to format disk packs. The simplest is to use the format program. The alter- 
native is to use the DEC standard formatting software which operates under the DEC diagnos- 
tic supervisor. This manual page describes the operation of format, then concludes with some 
remarks about using the DEC formatter. 

Format is a standalone program used to format and check disks prior to constructing file sys- 
tems. In addition to the formatting operation, format records any bad sectors encountered 
according to DEC standard 144. Formatting is performed one track at a time by writing the 
appropriate headers and a test pattern and then checking the sector by reading and verifying the 
pattern, using the controller's ECC for error detection. A sector is marked bad if an unrecover- 
able media error is detected, or if a correctable ECC error greater than 5 bits in length is 
detected (such errors are indicated as "ECC" in the summary printed upon completing the for- 
mat operation). After the entire disk has been formatted and checked, the total number of 
errors are reported, any bad sectors and skip sectors are marked, and a bad sector forwarding 
table is written to the disk in the first five even numbered sectors of the last track. Format may 
be used on any UNIBUS or MASSBUS drive supported by the up and hp device drivers which 
uses 4-byte headers (everything except RP's). 

The test pattern used during the media check may be selected from one of; OxfOOf (RH750 
worst case), Oxec6d (media worst case), and Oxa5a5 (alternating Ts and O's). Normally the 
media worst case pattern is used. 

Format also has an option to perform an extended **severe bumin," which makes 46 passes ■ 
using different patterns. Using this option, sectors with any errors of any size are marked bad. 
This test runs for many hours, depending on the disk and processor. 

Each time format is run a completely new bad sector table is generated based on errors encoun- 
tered while formatting. The device driver, however, will always attempt to read any existing 
bad sector table when the device is first opened. Thus, if a disk pack has never previously been 
formatted, or has been formatted with different sectoring, five error messages will be printed 
when the driver attempts to read the bad sector table; these diagnostics should be ignored. 

Formatting a 400 megabyte disk on a MASSBUS disk controller usually takes about 20 minutes. 
Formatting on a UNIBUS disk controller takes significantly longer. For every hundredth 
cylinder formatted format prints a message indicating the current cylinder being formatted. 
(This message is just to reassure people that nothing is is amiss.) 

Format uses the standard notation of the standalone i/o library in identifying a drive to be for- 
matted. A drive is specified as zz(x,y), where zz refers to the controller type (either hp or up), 
X is the unit number of the drive; 8 times the UNIBUS or MASSBUS adaptor number plus the 
MASSBUS drive number or UNIBUS drive unit number; and y is the file system partition on 
drive x (this should always be 0). For example, *'hp(l,0)" indicates that drive 1 on MASSBUS 
adaptor 0 should be formatted; while **up(10,0)" indicates UNIBUS drive 2 on UNIBUS adap- 
tor 1 should be formatted. 

Before each formatting attempt, format prompts the user in case debugging should be enabled 
in the appropriate device driver, A carriage return disables debugging information. 

Format should be used prior to building file systems (with newfsiS)) to insure all sectors with 
uncorrectable media errors are remapped. If a drive develops uncorrectable defects after for- 
matting, the program badsectiZ) must be used. 

EXAMPLE 

A sample run of format is shown below. In this example (using a VAX-1 1/780), format is 
loaded from the console floppy; on an 11/750 format will be loaded from the root file system. 
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Boldface means user input. As usual, and **@'* may be used to edit input. 

>>>L FORMAT 

LOAD DONE, 00004400 BYTES LOADED 

>>>S2 

Disk format/check utility 

Enable debugging (0— none, l«»bse, 2— ecc, 3—bse+ecc)? 0 
Device to format? hp (8,0) 

{error messages may occur as old bad sector table is read) 
Formatting drive hpO on adaptor 1: verify (yes/no)? yes 
Device data: #cylinders*=842, #tracks"*20, #sectors— 48 
Available test patterns are: 

1 - (fOOf) rh750 worst case 

2 - (ec6d) media worst case 

3 - (a5a5) alternating I's and O's 

4 - (ffflD Severe burnin (takes several hours) 
Pattern (one of the above, other to restart)? 2 

Start formatting...make sure the drive is online 

{soft ecc's and other errors are reported as they occur) 

{if 4 write check errors werefi)und, the program terminates like this...) 

Errors: 

Write check: 4 
Bad sector: 0 
ECC: 0 
Skip sector: 0 

Total of 4 hard errors found. 

Writing bad sector table at block 808271 

{808271 is the block # of the first block in the bad sector table) 

Done 

{...program restarts to allow formatting other disks) 
{...to abort halt machine with "P) 



DIAGNOSTICS 

The diagnostics are intended to be self explanatory. 

USING DEC SOFTWARE TO FORMAT 

Warning: These instructions are for people with 11/780 CPU's. The steps needed for 11/750 
or 11/730 cpu's are similar, but not covered in detail here. 

The formatting procedures are different for each type of disk. Listed here are the formatting 
procedures for RK07's, RPOX, and RMOX disks. 

You should shut down UNIX and halt the machine to do any disk formatting. Make certain 
you put in the pack you want formatted. It is also a good idea to spin down or write protect the 
disks you don't want to format, just in case. 

Formatting an RK07. Load the console floppy labeled, "RXll VAX DSK LD DEV #1" in the 
console disk drive, and type the following commands: 
>>>BOOT 

DIAGNOSTIC SUPERVISOR. ZZ-ESSAA-X5.0-119 23-JAN-1980 12:44:40.03 
DS>ATTACH DW780 SBI DWO 3 5 



4th Berkeley Distribution 



25 February 1983 



2 



FORMAT (8V) 



UNIX Programmer's Manual 



FORMAT (8V) 



DS> ATTACH RK611 DMA 
DS>ATTACH RK07 DWO DMAO 
DS> SELECT DMAO 
DS>LOAD EVRAC 
DS>START/SEC:PACKINIT 

Formatting an RPOX. Follow the above procedures except that the ATTACH and SELECT 
lines should read: 

DS> ATTACH RH780 SBI RHO 8 5 

DS>ATTACH RPOX RHO DBAO(RPOX is, e.g. RP06) 

DS>SELECT DBAO 

This is for drive 0 on mbaO; use 9 instead of 8 for mbal, etc. 

Formatting an RMOX, Follow the above procedures except that the ATTACH and SELECT 
lines should read: 

DS> ATTACH RH780 SBI RHO 8 5 

DS> ATTACH RMOX RHO DRAO 

DS>SELECT DRAO 

Don*t forget to put your UNIX console floppy back in the floppy disk drive. 

SEE ALSO 

badl44(8), badsect(8), newfs(8) 

BUGS 

An equivalent facility should be available which operates under a running UNIX system. 

It should be possible to define more precisely what a "hard ECC" error is; e.g. the maximum 
unacceptable ECC width. 
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NAME 

fsck — file system consistency check and interactive repair 

SYNOPSIS 

/etc/fsck — p [ filesystem ... ] 

/etc/fsck [ -b block# 1 ( -y 1 [ -n 1 [ filesystem ] ... 

DESCRIPTION 

The first form of fick preens a standard set of filesystems or the specified file systems. It is 
normally used in the script /etc/rc during automatic reboot. In this case fsck reads the table 
/etc/fstab to determine which file systems to check. It uses the information there to inspect 
groups of disks in parallel taking maximum advantage of i/o overlap to check the file systems as 
quickly as possible. Normally, the root file system will be checked on pass 1, other "root** 
C*a** partition) file systems on pass 2, other small file systems on separate passes (e.g. the **d** 
file systems on pass 3 and the **e" file systems on pass 4), and finally the large user file systems 
on the last pass, e.g. pass 5. A pass number of 0 in fstab causes a disk to not be checked; simi- 
larly partitions which are not shown as to be mounted **rw" or **ro** are not checked. 

The system takes care that only a restricted class of innocuous inconsistencies can happen 
unless hardware or software failures intervene. These are limited to the following: 

Unreferenced inodes 

Link counts in inodes too large 

Missing blocks in the free list 

Blocks in the free list also in files 

Counts in the super-block wrong 

These are the only inconsistencies which fsck with the -*p option will correct; if it encounters 
other inconsistencies, it exits with an abnormal return status and an automatic reboot will then 
fail. For each corrected inconsistency one or more lines will be printed identifying the file sys- 
tem on which the correction will take place, and the nature of the correction. After success- 
fully correcting a file system, fsck will print the number of files on that file system and the 
number of used and free blocks. 

Without the — p option, ySc/: audits and interactively repairs inconsistent conditions for file sys- 
tems. If the file system is inconsistent the operator is prompted for concurrence before each 
correction is attempted. It should be noted that a number of the corrective actions which are 
not fixable under the -*p option will result in some loss of data. The amount and severity of 
data lost may be determined from the diagnostic output. The default action for each con- 
sistency correction is to wait for the operator to respond yes or no. If the operator does not 
have write permission fsck will default to a — n action. 

Fsck has more consistency checks than its predecessors check, dcheck, fcheck, and icheck com- 
bined. 

The following flags are interpreted by^cA:. 

— b Use the block specified immediately after the flag as the super block for the file system. 
Block 32 is always an alternate super block. 

— y Assume a yes response to all questions asked by fick; this should be used with great cau- 
tion as this is a free license to continue after essentially unlimited trouble has been 
encountered. 

■-n Assume a no response to all questions asked by fick; do not open the file system for 
writing. 
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If no fUesystems are given to fsck then a default list of file systems is read from the file 
/etc/fstab. 

Inconsistencies checked are as follows: 

1. Blocks claimed by more than one inode or the free list. 

2. Blocks claimed by an inode or the free list outside the range of the file system. 

3. Incorrect luik counts. 

4. Size checks: 

Directory size not of proper format 

5. Bad inode format. 

6. Blocks not accounted for anywhere. 

7. Directory checks: 

FUe pointing to unallocated inode. 
Inode number out of range. 

8. Super Block checks: 



More blocks for inodes than there are in the file system. 

9. Bad free block list format 

10. Total free block and/or free inode count incorrect. 

Orphaned files and directories (allocated but unreferenced) are, with the operator's con- 
currence, reconnected by placing them in the lost+found directory. The name assigned is the 
inode number. The only restriction is that the directory lost+found must preexist in the root of 
the filesystem being checked and must have empty slots in which entries can be made. This is 
accomplished by making lost+found, cop3ring a number of files to the directory, and then 
removing them (before y&cA: is executed). 

Checking the raw device is almost always faster. 

FILES 

/etc/fstab contains default list of file systems to check. 

DIAGNOSTICS 

The diagnostics produced by fsckdiz intended to be self-explanatory. 
SEE ALSO 

fsub(5), fs(5), newfs(8), mkfs(8), crash(8V), reboot(8) 

BUGS 

Inode numbers for . and in each directory should be checked for validity. 
There should be some way to start a fsck — p at pass n. 
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NAME 

fsckblks - print alternate super block numbers for fsck -b 
SYNOPSIS 

/clc/fsckl)lks [ — V ] [ nikrs-options ] special disk-type 
DESCRIPTION 

Fsckblks is used to print out the alternate super block numbers for a disk, for use with the — b 
option of fsck{%). This is useful in case your primary super block is trashed and you forgot to write 
down (or lost) die numbers that mkfs{%) printed three years ago when you constructed the file sys- 
tem. You really don't want to have to run mkfs or newfs because tliat would erase the file system 
you're trying to repair. 

Fsckblks looks up the type of disk the file system is on in the disk description file / etc/ disklab , cal- 
culates the partuuetei*s that would be used in calling mkfs^ tlien prints tlie configuration information 
that mkfs would print One way to view fsckblks is as "newfs without side-effects". 

If the —v option is supplied, fsckblks will print out its actions, including the parameters which 
would be passed to mkfs. 

Options which may be used to override dcfiuilt paramctens which would passed to mkjs are: 

— s size The size of the file system in sectors. 

-- b block-size 

The block size of the file system in bytes. 

— ffnig-sizc 

The fragment size of tlie file system in bytes. 

— t # tracks/cylinder 

— c # cylinders/group 

The number of cylindei's pci; cylinder group in a file system. The default value used is 
16. 

— m free space % 

The percentage -of space reserved from normal users; the luinimuni free space thrcsh- 
hold. The default value used is 10%. 

— r rcvoiulions/niinutc 

The speed of the disk in revolutions per minute (normally 3600). 

-S sector-size 

The size of a sector in bytes (almost never anything but 512). 

— i number of bylcs per inode 

This specifics the density of inodcs in the file system. The default Is to create an inode 
for each 2048 bytes of data space. If fewer inodes are desired, a larger number should 
be used; to create more inodes a smaller number should be given. 

FILMS 

/etc/disktab for disk geometry and file system partition information 
SEE ALSO 

disktab(5), fs(5), diskparl(8), fsck(8), format(8), mkfs(8), newfs(8), tunefs(8) 

McKusick, Joy, LclTler; "A Fast File System for Unix", Computer Systems Research Group, Dcpt 
of F:f:CS, Berkeley, C A 94720; TR #7, September 1982. 

BUGS 

Should figure out the type of the disk without the user's help. 
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Might not print out all the diagnostic warnings tliat mkfs would; however, fsckblks is useful only 
with disk parameters that have already been used to construct the broken filcsystcm. 

Might not print the right answci's if someone changes mkfs or newfs and doesn't change fsckblks. 

Not much use if the root partition is broken; however, you can run it on any system with an identi- 
cal /etc/disk tc\b, even if die specified special device doesn't exist, since it's never actually used by 
fsckblks anyway. 
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NAME 

fstat — filter filenames according to commands in a status file 

SYNOI'SIS 

find / -print | fstat spccfilc 

DESCRIPTION 

No documentation yet. Here are some examples I culled fiom HartwcU's usage of the program. 

# get rid of junk files which haven't been accessed in 3 days 

atimc >= Iw 

type f 
anyof { 

... . •. > . .. bascnijme ".BAKr. • •• - - , ^ ^ 

basename ".CKP$" 
basenamc ".od$" 
basename '"^a.outS" 
basenamc '"''corcS" 
basenamc "t.emacs_[0-9][0-9]*$" 
basenamc "t#" 

1 

exec "rm-'%N"' 

# get rid of ,* files 1 day old 

atimc >= Id 

type f 
basename '"i^," 
exec "rm-'%N"' 

# match /tmp/Bmacs-tty* files (so next pattern is not done) 

name "t/UTjp/Hmacs-tty[t/][t/]*$" 

# clean out regular files in /tmp and /usr/tmp (not subdirectories) 

atimc >= Ih 

type f 
anyof { 

name "t/unp/[i'/][^/]*$" 

name "t/usr/tmp/lt/][t/]*$" 

} 

exec "rm-'%N'" 



# This specification file weeds out files which should Jiot be backed up. 
anyof { 
size = Ob 
si/c > 500kb 
type d 
type c 
type b 
type 1 

basenamc "i^core$" 

baseniimc '"•'rogue.saveS" 

basenamc "I'mbbxS" 

baseniunc "i^.emacsJ0-9]I0-9]*$" 

basenamc ".BAKr 

basenamc ".CKP$" 

basenamc ".o$" 

basenamc ".b$" 

basenamc ".a$" 



7tli lidition 



1 



FSTAT(8) 



UN IX Programmer's Manual 



bascnanic 
basenainc 
basciicimc 
bascnamc 
magic 




"0407, 0410, 0413, 0404. 0411, 0700200000' 



} 

succeed 



# Anything that gets thai is a file that ought to be backed up. 
echo "%N0 

AUTHOR 

Steve Hartwcll. Manual page by Brian Rcid. 
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NAME 

ftpd — DARPA Internet File Transfer Protocol server 

SYNOPSIS 

/etc/ftpd [ -d 1 [ -1 1 I -ttimeout ] 

DESCRIPTION 

Ftpd is the DARPA Internet File Transfer Prototocol server process. The server uses the TCP 
protocol and listens at the port specified in the "ftp** service specification; see servicesiS). 

If the — d option is specified, each socket created will have debugging turned on (SO.DEBUG). 
With debugging enabled, the system will trace all TCP packets sent and received on a socket. 
The program trpt{&C) may then be used to interpret the packet traces. 

If the —1 option is specified, each ftp session is logged on the standard output. This allows a 
line of the form Vetc/ftpd -1 > /tmp/ftplog** to be used to conveniently maintain a log of ftp 
sessions. 

The ftp server will timeout an inactive session after 60 seconds. If the —t option is specified, 
the inactivity timeout period will be set to timeout. 

The ftp server currently supports the following ftp requests; case is not distinguished. 



Request 


Description 


ACCT 


specify account (ignored) 


ALLO 


allocate storage (vacuously) 


APPE 


append to a file 


CWD 


change workmg directory 


DELE 


delete a file 


HELP 


give help information 


LIST 


give list files in a directory (**ls -Ig*') 


MODE 


specify data transfer mode 


NLST 


give name list of files in directory (**ls**) 


NOOP 


do nothing 


PASS 


specify password 


PORT 


specify data Connection port 


QUIT 


terminate session 


RETR 


retrieve a file 


RNFR 


specify rename-from file name 


RNTO 


specify rename-to file name 


STOR 


store a file 


STRU 


specify data transfer structure 


TYPE 


specify data transfer type 


USER 


specify user name 


XCUP 


change to parent of current working directory 


XCWD 


change working directory 


XMKD 


make a directory 


XPWD 


print the current working directory 


XRMD 


remove a directory 



The remaining ftp requests specified in Internet RFC 765 are recognized, but not implemented. 

/V;^ interprets file names according to the **globbing** conventions used by cshil). This allows 
users to utilize the metacharacters **•?[]{}*". 

authenticates users according to three rules. 

1) The user name must be ui the password data base, /etc/passwd^ and not have a null 
password. In this case a password must be provided by the client before any file 
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operations may be performed. 

2) The user name must not appear in the file letclftpusers. 

3) If the user name is **anonymous** or **ftp'\ an anonymous ftp account must be present 
in the password file (user '*ftp**). In this case the user is allowed to log in by specify- 
ing any password (by convention this is given as the client host's name). 

In the last case, ftpd takes special measures to restrict the client*s access privileges. The server 
performs a chrootO) command to the home directory of the '*ftp" user. In order that system 
security is not breached, it is recommended that the "ftp" subtree be constructed with care; 
the following rules are recommended. 

'ftp) Make the home directory owned by **ftp" and unwritable by anyone, 
"ftp/bin) 

Make this directory owned by the super-user and unwritable by anyone. The program 
ls(X) must be present to support the list conmiands. This program should have mode 
111. 

"ftp/etc) 

Make this directory owned by the super-user and unwritable by anyone. The files 
passwdiS) and groupiS) must be present for the Is conunand to work properly. These 
files should be mode 444. 

"ftp/pub) 

Make this directory mode 777 and owned by **ftp*\ Users should then place files 
which are to be accessible via the anonymous account in this directory. 

SEE ALSO 

ftp(lC), 

BUGS 

There is no support for aborting commands. 

The anonymous account is inherently dangerous and should avoided when possible. 

The server must run as the super-user to create sockets with privileged port numbers. It main- 
tains an effective user id of the logged in user, reverting to the super-user only when binding 
addresses to sockets. The possible security holes have been extensively scrutinized, but are 
possibly incomplete. 
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NAME 

ftpscr - PUP File Transcr Protocol Service 

SYNOPSIS 

/elc/pup/fipser [argl] [arg2] 

DESCRIPTION 

Flpser provides tlic PUP l^''ilc Transfer Protocol service for a Unix time-sharing system. You must 
have a valid user name and password to access any files. The server normally inns as root, and 
then does a setuid to users for each connection. 

If one command line argument is given, tlien helpful debugging information will be written in the 
argv area to be seen with tlie /)i' command. With two argiients, much more debugging information 
will be printed. 

SEE ALSO 

pupftp(l), puptelnct(l), nctiilias(lX remote(]) 

AUTHOR 

Bill Nowicki 

BUGS 

Tliere sliould be a way of providing or prohibiting annonymous logins, like the 4.2 IP ftp server. 
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NAME 

galcwayinfo — Pup Gatewaylnfo routing tabic server 
SYNOPSIS 

/ctc/pup/gatcwayinfo [-b][— d][-e][-il[— rl[— s][— t] 
DESCRIPTION 

Gateway info is a scivcr that keeps track of Pup routing information. Other programs can ask 
gatewayinfo for this information using IPC requests. For tlic format of these requests, see the 
header file <pup/puprouierJi>. If the J*up gateway program is running, gatewayinfo also tells other 
hosts and gateways how the network topology looks from our point of view. 

Gatewayinfo should be run out of /etc/pup/ rc before any other programs; it should be run without 
. • ; ■ : : ail '&'•, So 'that it has time to get ready bcTo'rc oUicr program?; ^lart making requests. When it is 
ready, it will fork and the parent process will exit. It must run as root. 

/etc/pup/pupnettab must be properly configured before gatewayinfo is run. 

If tlic gateway program is running, it is supposed to tell gatewayinfo about this every 30 seconds; 
tliis is so gatewayinfo will not advertise us as a route to otlier nets if the gateway program dies. 

OPTIONS 

— b Broadcast our routing tcible every 30 seconds, and when it changes, even if no 

gateway process is running. 

— d Debug; prints information about error conditions on stderr. 

— c Send empty tables on the network in broadcasts or in response to request packets. 

This option should only be used in conjunction with — b or — r when the gateway 
process is known not to be running. Its purpose is to avoid advertising oursclf'as a 
route to any other network. 

— i IPC debug; prints debugging information about IPC requests. 

— r Respond to request packets from the network even if the gateway process is not 

running. 

— s Slow-gateway mode; routing tables send out on the network show route-lengths 

one hop longer than they acUially arc; this is to encourage other hosts not to use 
us as a gnlcway if there are other, more willing, gateways. 

— t Trace most operations. 

The -d and — t options are useful only to wizards. The — b, — r, and -e options are probably 
useful only on isolated networks with no gateways. 

FILES 

/etc/pup/pupnctU\b list of network interfaces 

SEE A I .SO 

pupgatcway(8), pupncllab(9) 

AUTHOR 

JclTrey Mogul 
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NAME 

gettable — get NIC format host tables from a host 

SYNOPSIS 

/etc/gettable host 

DESCRIPTION 

Gettable is a simple program used to obtain the NIC standard host tables from a "nicname" 
server. The mdicated host is queried for the tables. The tables, if retrieved, are placed in the 
nie hosts, txt, 

Gettable operates by opening a TCP connection to the port indicated in the service specification 
for "nicname**. A request is then made for **ALL'* names and the resultant information is 
placed in the output file. 

Gettable is best used in conjunction with the htableiZ) program which converts the NIC stan- 
dard nie format to that used by the network library lookup routines. 

SEE ALSO 

intro(3N), htable(8) 

BUGS 

Should allow requests for only part of the database. 
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NAME 

getty — set terminal mode 

SYNOPSIS 

/etc/getty [ type 1 

DESCRIPTION 

CetOf is invoked by initiZ) immediately after a terminal is opened, following the making of a 
connection. While reading the name getty attempts to adapt the system to the speed and type of 
terminal being used. 

Init calls getty with an argument specified by the tiys file entry for the terminal line. The argu- 
ment can be used to make getty treat the line specially. This argument is used as an index into 
the gettytabiS) database, to determine the characteristics of the line. If there is no argument, 
or there is no such table, the default table is used. If there is no /etc/gettytab a set of system 
defaults is used. If indicated by the table located, getty will clear the terminal screen, print a 
banner heading, and prompt for a login name. Usually either the banner of the login prompt 
will include the system hostname. Then the user^s name is read, a character at a time. If a 
null character is received, it is assumed to be the result of the user pushing the *break* ('inter- 
rupt*) key. The speed is usually then changed and the Mogin:* is typed again; a second 'break' 
changes the speed again and the 'login:' is typed once more. Successive 'break' characters cycle 
through the some standard set of speeds. 

The user's name is terminated by a new-line or carriage-return character. The latter results in 
the system being set to treat carriage returns appropriately (see tty{A)). 

The user's name is scanned to see if it contams any lower-case alphabetic characters; if not, and 
if the name is nonempty, the system is told to map any future upper-case characters into the 
corresponding lower-case characters. 

Finally, login is called with the user's name as argument. 

Most of the default actions of getty can be circumvented, or modified, by a suitable gettytab 
table. 

Getty can be set to timeout after some interval, which will cause dial up lines to hang up if the 
login name is not entered reasonably quickly. 

FILES 

/etc/gettytab 
SEE ALSO 

gettytab(5), init(8), login(l), ioctl(2), tty(4), ttys(5). 

BUGS 

Currently, the format of /etc/ttys limits the permitted table names to a single character, this 
should be expanded. 

/etc/ttys should be replaced completely. 
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NAME 

gsa — group system accounting 
SYNOPSIS 

gsa [ -cprsunx ] [ --g group ] [ —f filename ] [ ~w filename ] 
DESCRIPTION 

Gsa reads and formats system accounting information by group. This is meant to help managers of 
project-oriented systems to keep track of usage on a higher level tlian by user. 

Gsa lists each group and tlie primary usci's of that group, "primary" meaning that the users default 
to that group on login. For each user, selected fields arc printed; these default to tlic user's real 
name, his total cpii time in minutes, and his total connect lime in hours. With each numeric field 
tlie pcrcenUigc of system grand total is printed. 

After tlie users of each group are listed, system usage is summarized by group: 

Gsa requires that sa(8) be run in advance to create a per-user summary file; /usr/adm/usracct is tlic 
output file of sa, and it is ti)c default input file for gsa. Many systems run sa as part of a daily rou- 
tine, making it unneccssjiry to run it manually before running gsa. This is the case on Diablo. 

The default file for connect time information is / usr/ adm/ wtmp. 

Options to gsa are: • 

c IDon't include connect time information. This saves a great deal of time on execution. 

f Read filename instead of /usr/adm/usracct for per-user cpu summai^. 

g Print only information about group: percentiigcs become those of that group's totals rather 
than the system totals. The system-wide group summary is omitted, unless forced wiUi the 
's' option. Useful for group managci"s. 

p Print stats about number of processes. 

r Don't print uscre' real names. Useful if you need more horizontal space on the screen. . 

s lYmt only the system-wide group summary, omit stats on individual usci's. 

u V)oi\\ print cpu time statistics. 

w Read filename instead /usr/ adm/ wtmp for connect-time information. 

n Give names of groups which have no primary (i.e., login) usci's, as well as groups which 
have no users at all, at the end of the summary. 

X Exclude (ignore) wimp entries made after tlie given usracct file was written. Useful for 
synchronizing usracct and wimp files last updated at grossly dilfcrent times, if the first 
entry in the wtmp file was made after the usracct file was written, the entire wimp file will 
be ignored. If the two files were initialized at dilferent times, this option will not help tliat. 

AUTHOR 

\\\\\ iUirgcss 

FILES 

/etc/group group names and numbei's 

/etc/passwd user names and default groups 

■ /usr/adm/usracct default per-user summaiy 

/usr/adm/wtmp default conncct-timc log 

SEE ALSO 

group(5), passwd(5), wtmp(5), sa(8) 

BUGS 

Gsa can't know when the usracct file was fust written. The only way to know the time when the 
cpu statistics began to be collected is to know when sa fii-st CRHA THD (NOT modified) usracct. If 
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sa is run as part of a daily and/or monthly routine, ttiis should not be too difficult. Look for files 
like /usr/adm/daily.ctl or /usr/adm/monthly.ctl, or in /usr/lib/crontab. On Diablo both cpu and 
connect accounting files are initialized on the firet day of each month. 
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NAME 

halt — stop the processor 

SYNOPSIS 

/etc/halt [ -n ] (-ql I-y] 

DESCRIPTION 

Halt writes out sandbagged information to the disks and then stops the processor. The machine 
does not reboot, even if the auto-reboot switch is set on the console. 

The — n option prevents the sync before stopping. The — q option causes a quick halt, no 
graceful shutdown is attempted. The "-y option is needed if you are trying to halt the system 
from a dialup. 

SEE ALSO 

reboot (8), shutdown (8) 

BUGS 

It is very difficult to halt a VAX, as the machine wants to then reboot itself. A rather tight 
loop suffices. 
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NAME 

htable - convert NIC standard format host tables 
SYNOPSIS 

/ctc/litablc [ c connected- nets ] [ — 1 local-nets ] file 
DESCRIPTION 

Htable is used to convert host files in the format specified in Internet RFC 810 to tlie format used 
by the network library routines. Three files are created as a result of running htable: hosts, net- 
works, and gateways. The hosts file is used by the gethoslenlOH) routines in mapping host names 
to addresses. The networks file is used by the getnetentON) routines in mapping network names to 
numbere. The gateways file is used by the routing daemon in identifying "passive" Internet gate- 
...^ .. ...... ... ..ways; see row/e<i(3C) for an c^^ - ' t i 

If any of the files localhosts, localnetworks, or localgateways me present in the current directory, the 
file's contents is prepended to the output file. Of these, only the gateways file is interpreted. This 
allows sites to maintain local aliases and entries which arc not normally . picsent in the master data- 
base. Only one gatewiiy to each network will be placed in the gateways file; a gateway listed in the 
localgateways file will override any in tlie input file. 

A list of networks to which the host is directly connected is specified with tlie —c flag. The net- 
works, separated by commas, may be given by name or in internet-stimdard dot notation, e.g. — c 
arpanet,128,32,local-ether-nct. Htable only includes gateways which arc directly connected to one 
of tlie networks specified, or which can be reached from anoUicr gateway on a connected net 

If the —1 option is given with a list of networks (in the Scime format as for — c), these networks will 
be treated as "local," and information about hosts on local networks is taken only from the 
localhosLs file. Entries for local hosts from tlie main database will be omitted. This allows the 
localhosts file to completely override any entries in the input file. 

Htable is best used in conjunction with the gettableC&C) program which retrieves Uie NIC database 
from a host. 

SEE ALSO 

intro(3N), gettable(8C) 
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NAME 

icheck — file system storage consistency check 
SYNOPSIS 

/etc/icheck [ — s ] [ — b numbers ] [ fllesystem ] 
DESCRIPTION 

N.B.: Icheck is obsoleted for normal consistency checking by fick{%), 

Icheck examines a file system, builds a bit map of used blocks, and compares this bit map 
against the free list maintained on the file system. If the file system is not specified, a set of 
default file systems is checked. The normal output of icheck includes a report of 

The total number of files and the numbers of regular, directory, block special and char- 
acter special files. 

The total number of blocks in use and the numbers of single-, double-, and triple- 
indirect blocks and directory blocks. 

The number of free blocks. 

The number of blocks missing; i.e. not in any file nor in the free list. 

The — s option causes icheck to ignore the actual free list and reconstruct a new one by rewrit- 
ing the super-block of the file system. The file system should be dismounted while this is 
done; if this is not possible (for example if the root file system has to be salvaged) care should 
be taken that the system is quiescent and that it is rebooted immediately afterwards so that the 
old, bad in-core copy of the super-block will not continue to be used. Notice also that the 
words in the super-block which indicate the size of the free list and of the i-list are believed. If 
the super-block has been curdled these words will have to be patched. The *-$ option causes 
the normal output reports to be suppressed. 

Following the — b option is a list of block numbers; whenever any of the named blocks turns 
up in a file, a diagnostic is produced. 

Icheck is faster if the raw version of the special file is used, since it reads the i-list many blocks 
at a time. 

FILES 

Default file systems vary with installation. 
SEE ALSO 

fsck(8), dcheck(8), ncheck(8), fs(5), clri(8) 
DIAGNOSTICS 

For duplicate blocks and bad blocks (which lie outside the file system) icheck announces the 
difficulty, the i-number, and the kind of block involved. If a read error is encountered, the 
block number of the bad block is printed and icheck considers it to contain 0. *Bad freeblock* 
means that a block number outside the available space was encountered in the free list. */i dups 
in free* means that n blocks were found in the free list which duplicate blocks either in some 
file or in the earlier part of the free list. 

BUGS 

Since icheck is inherently two-pass in nature, extraneous diagnostics may be produced if applied 
to active file systems. 

It believes even preposterous super-blocks and consequently can get core images. 

The system should be fixed so that the reboot after fixing the root file system is not necessary. 
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NAME 

ifconfig — configure network interface parameters 
SYOPNSIS 

/ctc/ifconfig interface [ address ] [ parameters ] 
DESCRIPTION 

Ifconfig is used to assign an address to a network interface and/or configure network interface 
parameters. Ifconfig, must be used at boot time to define tiie network address of eacii interface 
present on a machine; it may also be used at a later time to redefine an interface's address. The 
interface parameter is a string of the form "name unit", e.g. "enO", while the address is either a host 
name present in the host name data base, hostsiS), or a DARPA Internet address expressed in the 
Internet standard "dot notation". 

The following parameters may be set witli ifconfig: 

up Mark an interface "up". 

down Mark an interface "down". When an interface is marked "down", tlie system will 

not attempt to transmit messages through tliat interfiice. 

trailers Knabic the use of a "trailer" link level encapsulation when sending (default). If a 

network interface supports trailers, the system will, when possible, encapsulate 
outgoing messages in a manner which minimizes the number of memory to 
memory copy operations pcrfomicd by the receiver. 

—trailers Disable tlic use of a "trailer" link level encapsulation. 

arp Rnable the use of the Address Resolution Protocol in mapping between network 

level addresses and link level addresses (default). This is currently implemented 
for mapping between DARPA Internet addreses and lOMb/s Hthernet addresses. 

— arp Disable the use of the Address Resolution Protocol. 

ipsutmidth nnn Sets the "Internet Protocol Subnet width" for the interface to nnn. This should be 
used before setting the interface address; for example, 
/etc/ifconfig cnO ipsubwidth 8 
/etc/ifconfig cnO 36.40.0.102 -trailers 

Ifconfig displays the current configiu-ation for a network interface when no optional parameters are 
supplied. 

Only the super-user may modify the configuration of a network interface. 
DIAGNOSriCS 

Messages indicating the specified interface does not exit, the requested address is unknown, tlic user 
is not privileged and tried to alter an interface s configuration. 

SEE AI^O 

rc(8), intro(4N). netsUU(l) 
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NAME 

implog — IMP log interpreter 
SYNOPSIS 

/etc/implog [ -D ] ( -f ) [ -c ] I -1 I //«/: 1 1 I -h host# ] [ — i impit ] [ -t message-type 1 
DESCRIPTION 

Implog is program which interprets the message log produced by implogdiSC). 

If no arguments are specified, implog interprets and prints every message present in the message 
file. Options may be specified to force printing only a subset of the logged messages. 

— D Do not show data messages. 

— f Follow the logging process in action. This flags causes rmplog to print the current con- 
tents of the log file, then check for new logged messages every 5 seconds. 

— c In addition to printing any data messages logged, show the contents of the data in hexa- 
decimal bytes. 

-1 1 link# ] 

Show only those messages received on the specified *Mink'\ If no value is given for 
the link, the link number of the IP protocol is assumed. 

— h host# 

Show only those messages received from the specified host. (Usually specified in con- 
junction with an imp.) 

Show only those messages received from the specified imp. 
— t message-type 

Show only those messages received of the specified message type. 

SEE ALSO 

imp(4P), implogd(8C) 

BUGS 

Can not specify multiple hosts, imps, etc. Can not follow reception of messages without look- 
ing at those currently in the file. 
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NAME 

implogd *- IMP logger process 

SYNOPSIS 

/etc/implogd [ *-d ] 

DESCRIPTION 

Implogd is program which logs messages from the IMP, placing them in the file tusrtadm/implog. 

Entries in the file are variable length. Each log entry has a fixed length header of the form: 

struct sockstamp { 

short sin_family; 
u_short sinj)ort; 
struct in_addr sin_addr; 
time_t sin_time; 
int sin len; 

); 

followed, possibly, by the message received from the IMP. Each time the logging process is 
started up it places a time stamp entry in the file (a header with sin Jen field set to 0). 

The logging process will catch only those message from the IMP which are not processed by a 
protocol module, e.g. IP. This implies the log should contain only status information such as 
**IMP going down** messages and, perhaps, stray NCP messages. 

SEE ALSO 

imp(4P), implog(8C) 

BUGS 

The messages should probably be sent to the system error logging process instead of maintain- 
ing yet another log file. 
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NAME 

inetd - DARPA little protocol server 
SYNOPSIS 

/etc/inctd [~d] [-f program] [—0 options] [~q program] protocol/service ... 
DESCRIPTION 

The inetd server implements a number of the so-called "little" protocols in tlie IP/TCP protocol 
suite. In particular, the following protocols arc implemented at tliis time: 



Service 


RFC 


Description 


echo 


862 


sends back whatever you send it 


sink 


863 


tlirows away whatever you send it 


daytime 


867 


provides the day and -time in-'ASGII - y 


time 


868 


provides tlie number of seconds from a reference time 


users 


866 


lists the currently active users 


chargen 


864 


sends you ASClf data 


qotd 


865 


sends you a short ASCII message 


finger 


742 


provides information on the activity of a user 



See services (5) for tlie list of ports that inetd will operate at. The inetd server supports these ser- 
vices using botli TCP and UDP (see protocols (5)). 

If the d' option is specified, each socket created by inetd will have debugging enabled (see 
SO_DEBUG in socket (2)). If the ' — f option is given, the following argument is taken to be the 
pathname of the program to run when servicing ///g(?A* requests. Similarly, if the *— 0' option is 
given, the following argument is take to be the options that should be given to this program. 
Finally, if the q' option is given, the following argument is taken to be the pathname of the pro- 
gram to run when servicing qotd requests. 

SEE ALSO . 

rfinger(lC) 
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NAME 

init — process control initialization 

SYNOPSIS 

/etc/init 

DESCRIPTION 

Init is invoked inside UNIX as the last step in the boot procedure. It normally then runs the 
automatic reboot sequence as described in reboot(.B)y and if this succeeds, begins multi-user 
operation. If the reboot fails, it commences single user operation by giving the super-user a 
shell on the console. It is possible to pass parameters from the boot program to init so that sin- 
gle user operation is commenced immediately. When such single user operation is terminated 
by killing the single-user shell (i.e. by hitting *D), init runs /erc/rc without the reboot parameter, 
lliis command file performs housekeeping operations such as removing temporary files, mount- 
ing file systems, and starting daemons. 

In multi-user operation, init's role is to create a process for each terminal port on which a user 
may log in. To begin such operations, it reads the file letclttys and forks several times to create 
a process for each terminal specified in the file. Each of these processes opens the appropriate 
terminal for reading and writing. These channels thus receive file descriptors 0, I and 2, the 
standard input and output and the diagnostic output. Opening the terminal will usually involve 
a delay, since the open is not completed until someone is dialed up and carrier established on 
the chaimel. If a terminal exists but an error occurs when trying to open the terminal init com- 
plains by writing a message to the system console; the message is repeated every 10 minutes for 
each such terminal until the terminal is shut off in /etc/ttys and init notified (by a hangup, as 
described below), or the terminal becomes accessible (init checks again every minute). After 
an open succeeds, letdgetty is called with argument as specified by the second character of the 
ttys file line. Getty reads the user's name and invokes login to log in the user and execute the 
Shell. 

Ultimately the Shell will terminate because of an end-of-file either typed explicitly or generated 
as a result of hanging up. The main path of m/r, which has been waiting for such an event, 
wakes up and removes the appropriate entry from the file utmp^ which records current users, 
and makes an entry in lusrladm/wtmp^ which maintains a history of logins and logouts. The 
wtmp entry is made only if a user logged in successfully on the line. Then the appropriate ter- 
minal is reopened and getty is reinvoked. 

Init catches the hangup signal (signal SIGHUP) and interprets it to mean that the file letdttys 
should be read again. The Shell process on each line which used to be active in ttys but is no 
longer there is terminated; a new process is created for each added line; lines unchanged in the 
file are undisturbed. Thus it is possible to drop or add phone lines without rebooting the sys- 
tem by changing the ttys file and sending a hangup signal to the init ^process: use *kill —HUP 1.* 

Init will terminate multi-user operations and resume single-user mode if sent a terminate 
(TERM) signal, i.e. "kill —TERM 1". If there are processes outstanding which are deadlocked 
(due to hardware or software failure), init will not wait for them all to die (which might take 
forever), but will time out after 30 seconds and print a warning message. 

Init will cease creating new getty*s and allow the system to slowly die away, if it is sent a termi- 
nal stop (TSTP) signal, i.e. "kill -TSTP 1". A later hangup will resume full multi-user opera- 
tions, or a terminate will initiate a single user shell. This hook is used by reboot{%) and haltiS). 

Init's role is so critical that if it dies, the system will reboot itself automatically. If, at bootstrap 
time, the m// process cannot be located, the system will loop in user mode at location 0x13. 

DIAGNOSTICS 

init: tty: cannot open. A terminal which is turned on in the rc file cannot be opened, likely 
because the requisite lines are either not configured into the system or the associated device 
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was not attached during boot-time system configuration. 

WARNING: Something Is hung (wont die); ps axl advised. A process is hung and could not 
be killed when the system was shutting down. This is usually caused by a process which is 
stuck in a device driver due to a persistent device error condition. 

FILES 

/dev/console, /dev/tty», /etc/utmp, /usr/adm/wtmp, /etc/ttys, /etc/rc 
SEE ALSO 

login(l), kill(l), sh(l), ttys(5), crash(8V), getty(8), rc(8), reboot(8), halt(8), shutdown(8) 
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NAME 

insecure — user security monitor 

SYNOPSIS 

/etc/insecure [ -s j [ usemame ... ] 

DESCRIPTION 

Insecure is useful in spotting potential security liolcs due to easily-guessed passwords. It will try to 
guess the passwords of tlie specified users, (or of all usci"s, if none are specified.) If an account has 
an easily-guessed password, tlie account name and shell will be on tlie standard output. 

The -s flag suppresses guessing for users whose login shell is not one of diose allowed by chsh(l). 
This avoids false positives for pseudo-users which are meant to be open accounts; c.g., a user 
••: ■ : : naimed "fingcir" witli no password widi a 'login shell of /usr/ucb/fmger. 

DIAGNOSTICS 

The exit status is the number of passwords guessed. 

SEE AI^O 

chsh(lX passwd(l) 

BUGS 

It takes about 7 cpu seconds on a Vax-11/750 to check each user. 

The very existence of this program might be a security hole. Install it so as to be 
unreadable/unexecutable by random users. 

'I'hc — s mechanism leaves something to be desired, especially if additional interactive login shells 
are allowed by chsh{l). 
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NAME 

kgmon ~ generate a dump of the operating system's profile buffers 
SYNOPSIS 

/etc/kgmon ( — b ] I — h ] [ —r ] I — p ] I system 1 [ memory 1 
DESCRIPTION 

Kgmon is a tool used when profiling the operating system. When no arguments are supplied, 
kgmon indicates the state of operating system profiling as running, off, or not configured, (see 
configiZ)) If the — p flag is specified, kgmon extracts profile data from the operating system and 
produces a gmon,out file suitable for later analysis by gprofil). 

The following options may be specified: 

*-b Resume the collection of profile data. 

•-h Stop the collection of profile data. 

— p Dump the contents of the profile buffers into a gmon.out file. 

— r Reset all the profile buffers. If the — p flag is also specified, the gmon.out file is gen- 
erated before the buffers are reset. 

If neither — b nor — h is specified, the state of profiling collection remains unchanged. For 
example, if the — p flag is specified and profile data is being collected, profiling will be momen- 
tarily suspended, the operating system profile buffers will be dumped, and profiling will be 
immediately resumed. 

FILES 

/vmunix — the default system 
/dev/kmem ~ the default memory 

SEE ALSO 

gprof(l), config(8) 

DIAGNOSTICS 

Users with only read permission on /dev/kmem cannot change the state of profiling collection. 
They can get a gmon,out file with the warning that the data may be inconsistent if profiling is in 
progress. 
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NAME 

leaf - PUP Leaf Remote File Access Protocol Server 

SYNOPSIS 

/etc/pup/leaf ['[] [-(!] [-42] [-p] [-t] [-1] 

DESCRIPTION 

Hie Leaf server provides the Leaf remote file access protocol service for a Unix time-sharing sys- 
tem. You must have a valid user name and password to access any files. The server normally runs 
as root, and then does a setuid to users for each connection. 

-1 This option is used to enable version number simulation as used in Xerox InterLisp on the 
1100 scries workstations. 

-d This option turns on much debugging information. 

-42 This option indicates that socket 42 (octal) is to be used instead of the default socket of 
043. 

-p This option dumps every packet, resulting in a huge amount of debugging information. 

-t This option sends the debug output to tiie terminal (standard output) instead of the default 
of /usr/adm/leaf.log. 

-1 This option logs all leaf-level operations like opening and closing files. 

SEE AIJSO 

ftpseKS) 

Leaf and Scqiun Protocols The protocol specification by Jeff Mogul, 1982 

Unix Leaf Server Docunientiition by Craig, Mogul, and Nowicki, updated 1984. 
AUTHORS 

Originally written by Doug Haitman and John Craig. Bill Nowicki of Stanford University has 
been maintaining it for the last few years. JcIT Mogul of Stanford, Jim Koda of ISI, and Craig 
MiU) Rogers of ISl have also made contributions. 

BUGS 

There should be a way of providing or prohibiting annonymous logins, like the 4.2 IP ftp server. 
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NAME 

Ipc — line printer control program 

SYNOPSIS 

/etc/lpc [ command [ argument ... ] ] 

DESCRIPTION 

Lpc is used by the system administrator to control the operation of the line printer system. For 
each line printer conhgured in /etc/printcap, ^ may be used to: 

• disable or enable a printer, 

• disable or enable a printer's spooling queue, 

• rearrange the order of jobs in a spooling queue, 

• find the status of prmters, and their associated spooling- queues and printer dameons. 

Without any arguments, Ipc will prompt for commands from the standard input. If arguments 
are supplied, lpc interprets the first argument as a command and the remaining arguments as 
parameters to the command. The standard input may be redirected causing lpc to read com- 
mands from file. Commands may be abreviated; the following is the list of recognized com- 
mands. 

? [ command ... ] 
help [ command ... ] 

Print a short description of each command specified in the argimient list, or, if no argu- 
ments are given, a list of the recognized conmiands. 

abort { all | printer ... } 

Terminate an active spooling daemon on the local host immediately and then disable 
printing (preventing new daemons from being started by Ipr) for the specified printers. 

clean { all | printer ... } 

Remove all files beginning with "cf, "tf, or "dT' from the specified printer 
queue (s) on the local machine. 

enable { all | printer ... } 

Enable spooling on the local queue for the listed printers. This will allow Ipr to put new 
jobs in the spool queue. 

exit 
quit 

Exit from lpc. 

disable { all | printer ... } 

Turn the specified printer queues ofi*. This prevents new printer jobs from being 
entered into the queue by Ipr. 

restart { all | printer ... } 

Attempt to start a new printer daemon. This is useful when some abnormal condition 
causes the daemon to die unexpectedly leaving jobs in the queue. Lpq will report that 
there is no daemon present when this condition occurs. 

start { all | printer ... } 

Enable printing and start a spooling daemon for the listed printers. 

status [ all ] [ printer ... ] 

Display the status of daemons and queues on the local machine. 

stop { all I printer ... } 

Stop a spooling daemon after the current job completes and disable printing. 
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topq printer [ jobnum ... ] [ user ... ] 

Place the jobs in the order listed at the top of the printer queue. 

FILES 

/etc/printcap printer description file 

/usr/spool/* spool directories 

/usr/spool/*/lock lock file for queue control 

SEE ALSO 

lpd(8), Ipr(l), Ipq(l), Iprm(l), printcap(S) 
DIAGNOSTICS 

?Ambiguous command abreviation matches more than one command 

?Invalid command no match was found 

?Privileged command command can be executed by root only 
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NAME 

Ipd — line printer daemon 

SYNOPSIS 

/usr/Ub/lpd [ -1 ] [ -L logfUe ] [ port # ] 

DESCRIPTION 

Lpd is the line printer daemon (spool area handler) and is normally invoked at boot time from 
the rc(8) file. It makes a single pass through the printcapiS) file to find out about the existing 
printers and prints any files left after a crash. It then uses the system calls listenil) and 
acceptil) to receive requests to print files in the queue, transfer files to the spooling area, 
display the queue, or remove jobs from the queue. In each case, it forks a child to handle the 
request so the parent can continue to listen for more requests. The Internet port number used 
to rendezvous with other processes is normally obtained with getservbynameO) but can be 
changed with the />ort# argument. The — L option changes the file used for writing error condi- 
tions from the system console to hgfile. The —I flag causes lpd to log valid requests received 
from the network. This can be useful for debugging purposes. 

Access control is provided by two means. First, All requests must come from one of the 
machines listed in the file letdhosts.equiv. Second, if the **rs** capability is specified in the 
printcap entry for the printer being accessed, Ipr requests will only be honored for those users 
with accounts on the machine with the printer. ' 

The file lock in each spool directory is used to prevent multiple daemons from becoming active 
simultaneously, and to store information about the daemon process for //7r(l), and 
Iprmii). After the daemon has successfully set the lock, it scans the directory for files begin- 
ning with cf. Lines in each qf file specify files to be printed or non-printing actions to be per- 
formed. Each such line begins with a key character to specify what to do with the remainder of 
the line. 

J Job Name. String to be used for the job name on the burst page. 

C Qassification. String to be used for the classification line on the burst page. 

L Literal. The line contains identification info from the password file and causes the 
banner page to be printed. 

T Title. String to be used as the title for pr(l). 

H Host Name. Name of the machine where (prwas invoked. 

P Person. Login name of the person who invoked Ipr. This is used to verify ownership 
by Iprm. 

M Send mall to the specified user when the current print job completes, 

f Formatted File. Name of a file to print which is already formatted. 

1 Like but passes control characters and does not make page breaks, 

p Name of a file to print using pril) as a filter. 

t Trofif File. The file contains rrq^l) output (cat phototypesetter commands), 

d DVI File. The file contains TexiX) output (DVI format from Standford). 

g Graph File. The file contains data produced by /;/or(3X). 

c Cifplot File. The file contains data produced by ci^lot. 

v The file contains a raster image. 

r The file contains text data with FORTRAN carriage control characters. 

1 Troif Font R. Name of the font file to use instead of the default. 
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2 
3 
4 



Troff Font I. Name of the font file to use instead of the default. 
Troff Font B. Name of the font file to use instead of the default. 
TrofT Font S. Name of the font file to use instead of the default. 



W Width. Changes the page width (in characters) used by pril) and the text filters. 



N File name. The name of the file which is being printed, or a blank for the standard 
input (when Ipr is invoked in a pipeline). 

If a file can not be opened, a message will be placed in the log file (normally the console). Lpd 
will try up to 20 times to reopen a file it expects to be there, after which it will skip the file to 
be printed. 

Lpd uses flockil) to provide exclusive access to the lock file and to prevent multiple deamons 
from becoming active simultaneously. If the daemon should be killed or die unexpectedly, the 
lock file need not be removed. The lock file is kept in a readable ASCII form and contains two 
lines. The first is the process id of the daemon and the second is the control file name of the 
current job being printed. The second line is updated to reflect the current status of lpd for the 
programs /p^d) and lprm{\). 



I 

U 



Indent. The number of characters to indent the output by (in ascii). 
Unlink. Name of file to remove upon completion of printing. 



FILES 



/etc/printcap 
/usr/spool/* 
/dev/lp* 



printer description file 

spool directories 

line printer devices 

socket for local requests 

lists machine names allowed printer access 



/dev/printer 
/etc/hosts.equiv 



SEE ALSO 



lpc(8), pac(l), Ipr(l), Ipq(l), Iprm(l), printcap(5) 
4.2BSD Line Printer Spooler Manual 
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NAME 



mailer — Mailing list, forwarding, and alias manager 



SYNOPSIS 

mail mailer 

DESCRIPTION 

Mailer is a pscudo-uscr to which you can mail commands to change aliases, mail forwarding, and 
mailing lists. The commands can be given as the first line of the body of the message, or tlic "Sub- 
ject:" line if the body is empty. Most of the arguments arc optional; omitting the user name 
assumes the operation is to be done on tlic user sending tiie message. A response is mailed back 
wiUi the results of the command. For users who insist on being terse, you can even say "add list" 
instead of "add me to list," or "alias smith" instead of "alias smith for mc." 



COMMANDS 

add name to list 

alias name for user 

create list witli name,.. 

delete name from list 

forward user to name 
help 

keep user at host 
list name,,.. 
pluslols list 
remove name for user 

FILES 



Adds a name to a mailing list which already exists. Valid only if tlie list is 
public, or if it is sent by a mail-wi/ard or a mailing list maintiiiner. 

Set up an alias for the current user. Tlic alias must not conflict witli any 
existing aliases, user names, or mailing lists. 

Creates a mailing list with the indicated users as tlic members and the 
maintaincrs. If the word "public" is included, then anybody will be 
allowed to add themselves to the list. The rest of the message body is 
used as a description of the purpose of the mailing list. 

The indicated name is deleted from the mailing list. Anybody can delete 
tliemsclves, or be deleted by a mail wizard or a mainUiiner of the mailing 
list. 

The user's mail will be forwarded to the indicated name (which may be at 
another host). For example, "forward smith to ds@sail." 

Mails you back a message containing a list of the commands. 

Disables any foi warding Ibr the indicated user. This may be abbreviated 
to one word, "keep". 

Mails you a message describing the indicated names. They may be aliases, 
users, or mailing lists. 

Adds loLs of users to the list The user addresses are provided in the 
remainder of the body of the message, separated by commas. 

Removes the alias for the indicated user. If someone has an alias that you 
want, mail a message to mail-wizards. 



/usr/lib/aliascs /usr/lib/mailinglists /usr/stanford/lib/vincgar 
SEE ALSO 

mail(l), aliases(5), newaliases(l), delivermail(8) 

AUTHOR 

Bill Nowicki, Stanford University 

DIAGNOSTICS 

Mailed back in a message. 

BUGS 

Once a mailing list is created, there is no way to modify its parameters (other than its mcmbei'ship), 
or destroy it, except by editing the text lilc. Simultaneous update is not checked. 
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NAME 

makedev ~ make system special files 

SYNOPSIS 

/dey/MAK£D£V device... 

DESCRIPTION 

MAKEDEV is a shell script normally used to install special files. It resides in the A/ev directory, 
as this is the normal location of special files. Arguments to MAKEDEV sue usually of the form 
device-name**, where device-name is one of the supported devices listed in section 4 of the 
manual and is a logical unit number (0-9). A few special arguments create assorted collec- 
tions of devices and are listed below. 

std Create the standard devices for the system; e.g. /dev/console, /dev/tty. The VAX- 
11/780 console floppy device, /dev/floppy, and VAX-1 1/750 and VAX-1 1/730 console 
cassette device (s), /dev/tu?, are also created with this entry. 

local Create those devices specific to the local site. This request causes the shell file 
/dev/MAKEDEV. local to be executed. Site specific commands, such as those used to 
setup dialup lines as ''ttyd?*' should be included in this file. 

Since all devices are created using mknod{9)y this shell script is useful only to the super-user. 

DIAGNOSTICS 

Either self-explanatory, or generated by one of the programs called from the script. Use **sh -x 
MAKEDEV* in case of trouble. 

SEE ALSO 

intro(4), config(8), mknod(8) 

BUGS 

When more than one piece of hardware of the same "kind** is present on a machine (for 
instance, a dh and a dmO, naming conflicts arise. 
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NAME 

makekey ~ generate encryption key 

SYNOPSIS 

/usr/lib/makekey 

DESCRIPTION 

Makekey improves the usefulness of encryption schemes depending on a key by increasing the 
amount of time required to search the key space. It reads 10 bytes from its standard input, and 
writes 13 bytes on its standard output. The output depends on the input in a way intended to 
be difficult to compute (that is, to require a substantial fraction of a second). 

The first eight input bytes (the input key) can be arbitrary ASCII characters. The last two (the 
salt) are best chosen from the set of digits, upper- and lower-case letters, and *.* and V*. The 
salt characters are repeated as the first two characters of the output. The remaining 11 output 
characters are chosen from the same set as the salt and constitute the output key. 

The transformation performed is essentially the following: the salt is used to select one of 4096 
cryptographic machines all based on the National Bureau of Standards DES algorithm, but 
modified in 4096 different ways. Using the input key as key, a constant string is fed into the 
machine and recirculated a number of times. The 64 bits that come out are distributed into the 
66 useful key bits in the result. 

Makekey is intended for programs that perform encryption (for instance, ed and crypt{\)). 
Usually makekey's input and output will be pipes. 

SEE ALSO 

crypt(l), ed(l) 
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NAME 

miscscrver - MiscScrviccs server for Pup 

SYNOPSIS 

Mc/miscscrvcr laAdDILniMnNsSt'l] 

DESCRIPTION 

Miscscrver is a server program which hstcns for MiscServices requests directed to the Unix system 
from tiie Pup Internet. It implements a subset of the MiscServices requests defined in Edition 3 of 
tlie Xerox Fare memorandum on Miscellaneous Services. It also implements local extensions to 
tliesc services. 

The program is structured as a loop which listens for packets directed to the MISCSBRVICBS Pup 
socket (it accepts both packets specifically destined for the local hast, and brojjdcast packets, but 
some services reject broadcast packets). The Pup lype field is extracted from a received packet, and 
a switch stiitement is used to dispatch the received packet to one of several action routines. The 
program can only handle one request at a time, st) most of the action routines are entirely included 
in the server program; this eliminates the time wasted in reading programs olf of the disk. How- 
ever, to achieve some concurrency (and to protect tlic server against "lost resources"), requests are 
handled by fork processes. 

'i'he services currently implemented are: 

MailChcck — The server responds equivalently to both Msg-style and Laurel-style mailcheck 
requests, and returns the appropriate response. If new mail exists, the PupI3ata poition of the reply 
include the message " since <time mail was last written>'\ which can be used by the inquiring pro- 
gram, such as mailcheck( I). 

WhercIsUscr — The server indicates whether the user is logged in or not; it returns an error if the 
user is not known. (This service has been disabled on SUmford systems, since it confuses the Alto 
Chat and Telnet programs and causes them to display passwords at odd times.) 

SendUserlVlessai^e - This is a locally defined protocol which is explained in det^ul in the manual 
entry for msciuJumsg{9). This service accepts broadcast packets. 

AltoTiincChcck (New standard) — This service rcUirns the time in seconds since midnight, January 
I, 1901, which is the Alto internal time format. It also returns time/.one and Daylight Savings Time 
information, in Xerox format 

KissOfDcalh — This is a non-standard use of the KissOtDeath protocol; the server process ter- 
minates when it receives a KissOIDeath from a pr(x:ess that is newer Uian itself. (The sending pro- 
cess puts its process creation time into Pu|)IO.) This should only be sent by another miscserver 
process on the same host; the intent is that this is used to prevent more than one miscserver to be 
running at a time. 

Autijcnlicale - This service takes a username and password, and indicates whether the host system 
considers them to be valid. If a username contains a period followed by a registry name, the user- 
name is extracted. 

Name lookup — Translates a host name to a Pup internet address. This service conforms fairly 
well wiUi tlie Xerox definition of a Pup name. 

Address lookup — Trai^slates a Pup internet address to the preferred name.. 

Sun Boot Load — l^ownload a program file to a Sun workstation. See 
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/iisr/sun/d()c/sunboot/SunBoot.prcss for details. 

Sun Boot Directory - Return a directoiy of standard Sun bootfiles. I. ike tlie Alto Boot Dircctoiy 
Protocol, but with different Pup types. 

"New*' Sun J?oot Directory — Improved version of Sun Boot Directory protocol. Directory is 
returned with an EFiV to tlie requesting }*ort. 

Alto Boot Load — Download a program file to an Alto. Files arc read from /usr/altoboots. 
Alto Boot Directory - Return a directory of Alto bootfiles. 

Net Directory Attributes - This is a locally-defined protocol tliat allows access to the "attributes" 
field of Network Directory entries. The request format is a packet with a Pup address (Port) as 
data; the reply is a string. Normally, die attributes of an entry include its location. 

Load Dolphin Microcode - Download a microcode file to a Dolphin. Files arc read from 
/usr/dolphin_ucodc. This function is not well-tested. 

'I'hc program is meant to be run (with an ampersand) from /etc/pup/rc; only one copy of it should 
be running, although there is no obvious harm caused by running a second copy, since the proto- 
cols are all connectionless. A running copy can be killed witliout any ill cflects (actually, there is a 
tiny chance that this migiit corrupt the local copy of the binary-format network directory; as long as 
there is another copy somewhere on the net, tliis is not a problem.) However, in general the servers 
agree among themselves which one is newer, and the older one goes away; thus, there is not much 
reason to actually kill one. 

Options: 

If an argument is given, it is tiiken as a key; each letter of the key may be used to control an 
option. I'or each option, a lower case occurance of die key letter turns it "on", while an upper case 
key letter turns it "ofl^'. The possible options are: 

a If on, server responds to Alto boot request (and Alto boot directory requests.) 

Default: on. 

d . If on, server prints debugging infonnation on stderr. Default: ofl\. 

1 if on, server prints a log of all requests on stdout. Default: ofl^. 

m If on, server responds to Dolphin microcode loader requests. Default: on. 

n If on, server responds to broadcast name/address requests. If off, server responds 

to name/address requests only if directed to local host. Default: on. 

s If on, server responds to Sun boot request (and Sun boot directory requests.) 

Default: on. 

t If on, server responds to broadcast time requests. If off, server responds to time 

requests only if directed to local host. Default: on. 

FILES 

/bin/nwrite used for ScndUscrMcssage service 

/etc/pup/Pup-Nctwork.txt Human-readable Name services database 
/etc/pup/Pup-Nctwork.Dir Binary-format NamcServer datiibasc 
/usr/sun/bootfile default directory for Sun bootfiles 
/usr/altoboots directory for Alto bootfiles 

/usr/dolphin_ucodc directory for Dolphin microcode files 
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In order to make this program more portable, the name and location of cacii of these files is 
defined in a header file, "miscserver.h" in the directory cont<iining the miscservcr sources. The sys- 
tem manager may wish to edit this file before compiling the server. 

Another compile-time option is whether the Namcserver uses a binary or human-readable datiibase; 
the former is prefcred. If tlie binary database exists, it will be automatically updated; otlierwise, it 
will not be created. New veraions may be created with the buil(ineid'ui%) program. 

AUTHOR 

JcHrcy Mogul 

SEE Ai;SO 

msendumsg(9), mmailcheck(9), biiildnetdir(8) 
DIAGNOSTiCS 

This is a server program, so no diagnostics should appear. It may cause a core-dump if badly- 
written action routines are included, of coui"sc. 
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NAME 

mkfs — construct a file system 
SYNOPSIS 

/etc/mkfs special size [ nsect ] [ ntrack ] [ blksize ] [ fragsize ] [ ncpg ] [ minfree ] [ rps ] 
DESCRIPTION 

N.B.: file system are normally created with the newfsiS) command. 

MHfs constructs a file system by writing on the special file special. The numeric size specifies the 
number of sectors in the file system. Mkfs builds a file system with a root directory and a 
/osr-h/bu/K/ directory. (seeJ$cA:(8)) The number of i-nodes is calculated as a function of the file 
system size. No boot program is initialized by mt^s (see newfsiS).) 

The optional arguments allow fine tune control over the parameters of the file system. Nsect 
specify the number of sectors per track on the disk. Ntrack specify the number of tracks per 
cylinder on the disk. Blksize gives the primary block size for files on the file system. It must 
be a power of two« currently selected from 4096 or 8192. Fragsize gives the fragment size for 
files on the file system. The fragsize represents the smallest amount of disk space that will be 
allocated to a file. It must be a power of two currently selected from the range 512 to 8192. 
Ncpg specifies the number of disk cylinders per cylinder group. This number must be in the 
range 1 to 32. Minfree specifies the minimum percentage of free disk space allowed. Once the 
file system capacity reaches this threshold, only the super-user is allowed to allocate disk blocks. 
The default value is 10%. If a disk does not revolve at 60 revolutions per second, the rps 
parameter may be specified. Users with special demands for their file systems are referred to 
the paper cited below for a discussion of the tradeoffs in using different configurations. 

SEE ALSO 

fs(5), dir(5), fsck(8), newfs(8), tunefs(8) 

McKusick, Joy, Leffler; "A Fast File System for Unix", Computer Systems Research Group, 
Dept of EECS, Berkeley, CA 94720; TR #7, September 1982. 

BUGS 

There should be some way to specify bad blocks. 



4th Berkeley Distribution 



10 May 1981 



1 



MKLOST+FOUND ( 8 ) UNIX Programmer's Manual MKLOST+FOUND ( 8 ) 



NAME 

mklost+ found — make a lost + found directory for fsck 

SYNOPSIS 

/etc/mklost + found 

DESCRIPTION 

A directory lost found is created in the current directory and a number of empty files are 
created therein and then removed so that there will be empty slots foryscA:(8). This command 
should not normally be needed since mkfs{%) automatically creates the lost+found directory 
when a new file system is created. 

SEE ALSO 

fsck(8),mkfs(8) 
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NAME 

mknod ~ build special file 

SYNOPSIS 

/etc/mknod name [ c ] [ b ] nuyor minor 

DESCRIPTION 

Mknod makes a special file. The first argument is the name of the entry. The second is b if the 
special file is block-type (disks, tape) or c if it is character-type (other devices). The last two 
arguments are numbers specifying the mqjor device type and the minor device (e.g. unit, drive, 
or line number). 

The assignment of m^'or device numbers is specific to each system. They have to be dug out 
of the system source file cor\f.c. 

SEE ALSO 

mknod(2) 
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NAME 

mkproto — construct a prototype file system 

SYNOPSIS 

/etc/mkproto special proto 

DESCRIPTION 

Mkproto is used to bootstrap a new file system. First a new file system is created using 
new/sii). Mkproto is then used to copy files from the old file system into the new file system 
according to the directions found in the prototype file proto. The prototype file contains tokens 
separated by spaces or new lines. The first tokens comprise the specification for the root direc- 
tory. File specifications consist of tokens giving the mode, the user-id, the group id, and the 
initial contents of the file. The syntax of the contents field depends on the mode. 

The mode token for a file is a 6 character string. The first character specifies the type of the 
file. (The characters —bed specify regular, block special, character special and directory files 
respectively.) The second character of the type is either u or ^ to specify set-user-id mode or 
not. The third is g or — for the set-group-id mode. The rest of the mode is a three digit octal 
number giving the owner, group, and other read, write, execute permissions, see chmodil). 

Two decimal number tokens come after the mode; they specify the user and group ID's of the 
owner of the file. 

If the file is a regular file, the next token is a pathname whence the contents and size are 
copied. 

If the file is a block or character special file, two decimal number tokens follow which give the 
nuu'or and minor device numbers. 

If the file is a directory, mkproto makes the entries . and .. and then reads a list of names and 
(recursively) file specifications for the entries in the directory. The scan is terminated with the 
token $. 

A sample prototype specification follows: 

d 777 3 1 

usr d 777 3 1 

sh 755 3 1 /bin/sh 

ken d 755 6 1 

$ 

bO b — -644 3 1 0 0 

cO c 644 3 1 0 0 

$ 

$ 

SEE ALSO 

fs(5), dir(5), fsck(8), newfs(8) 

BUGS 

There should be some way to specify links. 
There should be some way to specify bad blocks. 

Mkproto can only be run on virgin file systems. It should be possible to copy files into existent 
file systems. 



4th Berkeley Distribution 



10 May 1981 



1 



M0UNT(8) 



UNIX Programmer's Manual 



M0UNT(8) 



NAME 

mount, umount — mount and dismount file system 

SYNOPSIS 

/etc/mount [ special name [ t ] ] 

/etc/mount —a 

/etc/umount special 

/etc/umount —a 

DESCRIPTION 

Mount announces to the system that a removable file system is present on the device special. 
The file name must exist already; it must be a directory (unless the root of the mounted file 
system is not a directory). It becomes the name of the newly mounted root. The optional 
argument — r indicates that the file system is to be mounted read-only. 

Umount announces to the system that the removable file system previously mounted on device 
special is to be removed. 

If the —a option is present for either mount or umount, all of the file systems described in 
/etcjfstab are attempted to be mounted or unmounted. In this case, special and name are taken 
from letclfstab. The special file name from letclfstab is the block special name. 

These commands maintaui a table of mounted devices in letclmtab. If invoked without an argu- 
ment, mot//ir prints the table. 

Physically write-protected and magnetic tape file systems must be mounted read-only or errors 
will occur when access times are updated, whether or not any explicit write is attempted. 

FILES 

/etc/mtab mount table 
/etc/fstab file system table 

SEE ALSO 

mount (2), mtab(5), fstab(5) 

BUGS 

Mounting file systems full of garbage will crash the system. 

Mounting a root directory on a non-directory makes some apparently good pathnames invalid. 
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NAME 

ncheck — generate names from i-numbers 
SYNOPSIS 

/etc/ncheck [ — i numbers ] I — a ] I — s 1 ( filesystem 1 
DESCRIPTION 

N.B.: For most normal file system maintenance, the function of ncheck is subsumed by fsckiZ). 

Ncheck with no argument generates a pathname vs. i-number list of all files on a set of default 
file systems. Names of directory files are followed by 7.*. The — i option reduces the report to 
only those files whose i-numbers follow. The —a option allows printing of the names and 
which are ordinarily suppressed. The — s option reduces the report to special files and files 
with set-user-ID mode; it is intended to discover concealed violations of security policy. 

A file system may be specified. 

The report is in no useful order, and probably should be sorted. 

SEE ALSO 

sort(l), dcheck(8), fsck(8), icheck(8) 

DIAGNOSTICS 

When the filesystem structure is improper, *??* denotes the 'parent* of a parentless file and a 
pathname beginning with denotes a loop. ' 
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NAME 

nctdirprint - print text vei"sion of Pup Network Directory 

SYNOPSIS 

nctdirprint 

nctdirprint [— ip] [— nicj [dirfilc] jgrcp -v 
DESCRIPTION 

Netdirprinl reads tlic binary-format Pup Network directory file and reproduces, more or less, a 
properly formatted text version of tliis file. (Necessarily, the format is not as useful as that of tlie 
original text network directory.) 

If the -ip flag is given, the output is instead in' tlic. format-required, as input to tLic .BBN host table 
"compiler". The output must be filtered to remove lines marked "liAD" before further use. 
("BAI J' lines are tiiose refering to hosts not on the local IP-subnet, or to addresses that do not sim- 
ple specify a host.) 

If the -nic flag is given, tiie output is instead in tlie NlCs host table format . This output also must 
be filtered to remove lines marked "BAiy before further use. 

Normally, netdirpr'ml reads from a default file (the same as is used by miscserveii^) and biiildnet- 
ditiZ)). Specifying the dirfile argument causes tliat file to be used, instead. 

FILES 

/etc/pup/Pup-Network.Dir Default Pup-Network binaiy name tc'ible. 

SEE Ai;so 

miscserver(8), buildnetdiKS) 

AUTHOR 

Jeffrey Mogul 

BUGS 

The program has a built-in idea of the local IP subnet number (Stjinfoids is 36), and assumes that 
it is a "class-A" subnet. Probably a bunch of other assumptions are made, as well. 



7th Hdition 



1 



NEWFS(8) 



UNIX Programmer's Manual 



NEWFS(8) 



NAME 

newfs — construct a new file system 
SYNOPSIS 

/etc/newfs [ — v ] [ — n ] [ mkfs-options ] special disk-type 
DESCRIPTION 

Newfs is a **friencily*' front-end to the mkfs{%) program. Newfs will look up the type of disk a 
file system is being created on in the disk description file ietcldisktaby calculate the appropriate 
parameters to use in calling mkfs, then build the file system by forking mkfs and, if the file sys- 
tem is a root partition, install the necessary bootstrap programs in the initial 8 sectors of the 
device. The — n option prevents the bootstrap programs from being installed. 

If the —V option is supplied, newfs will print out its actions, including the parameters passed to 
mkfs. 

Options which may be used to override default parameters passed to mkfs are: 
— s size The size of the file system in sectors. 

— b block-size 

The block size of the file system in bytes. 

— f frag-size 

The fragment size of the file system in bytes. 

— t #tracks/cylinder 

—c #cylinders/group 

The number of cylinders per cylinder group in a file system. The default value used 
is 16. 

— m free space % 

The percentage of space reserved from normal users; the minimum free space 
threshhold. The default value used is 10%. 

-*r revolutions/minute 

The speed of the disk in revolutions per minute (normally 3600). 

— S sector-size 

The size of a sector in bytes (almost never anything but 512). 

— i number of bytes per inode 

This specifies the density of inodes in the file system. The default is to create an 
inode for each 2048 bytes of data space. If fewer inodes are desired, a larger 
number should be used; to create more inodes a smaller number should be given. 

FILES 

/etc/disktab for disk geometry and file system partition information 
/etc/mkfs to actually build the file system 
/usr/mdec for boot strapping programs 

SEE ALSO 

disktab(5), fs(5), diskpart(8), fsck(8), format(8), mkfs(8), tunefs(8) 

McKusick, Joy, Lefiler; "A Fast File System for Unix", Computer Systems Research Group, 
Dept of EECS, Berkeley, CA 94720; TR #7, September 1982. 

BUGS 

Should figure out the type of the disk without the user's help. 
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NAME 

nu - manage user login accounts (create, modify, destroy Unix accounts) 

SYNOPSIS 

/ctc/nu -a 
/etc/nu -m 
/ctc/nu -d 

/ctc/nu "k uscrl uscr2 ... 
DESCRIPTION 

Nu is a program to liclp a Unix system manager create, modify, delete., and flush accounts on that 
machine. While everything accomplished by nu can be done manually by editing files and issuing 
. . - . ^ - ;Sli,ell cprnmands, m \yill steer, you- through -getting all the detaijs.iright, worrying about file locicing, 
checking for typos, etc. 

When nu is run with the "a" option, it adds new accounts. The program prompts you for the login 
id, password, name, and otiicr information about each new user, and tlien goes olf and creates the 
account, creates its directories, initializes their contents, and makes an entry in a log file. 

When nu is run witli the "m" option, it modifies existing accounts. It repeatedly asks for account 
names and instructions for the changes tliat you want to make to those accounts, until you tell it 
that you are done making changes. At that time it sorts the updated account records and merges 
them all at once into /etc/passwd. 

When nu is run with the "d" option, it allows you to interactively delete accounts. For each 
account tliat you specify, nu deletes the login directory and all of its contents, and deletes the mail- 
box. It does not delete Uie entry from /etc/passwd, but it changes the password field so that tlie 
user cannot log in. It is a good idea to leave the /etc/passwd entry for a while after an account is 
deleted, so that accounting information and "lost" files can be related to a user's name. 

When nu is run with the "k" option and a list of login id's, it deletes from the system almost all 
information pertaining to those login id's. Specifically, it removes tlic entry from /etc/passwd, 
deletes the login directoi7 and all of its contents, and deletes the mailbox. It does not currently 
remove that user from any mailing lists in /usr/lib/aliascs. The "k" option is not interactive: the 
complete list of accounts to be deleted is provided on the command line after the " — k". 

CONFIGURATION 

When nu is started up, it reads configuration commands from the file /elc/nu.cf This file specifies 
tlie details of how new accounts are to be created on your machine. Typically you will jiccd to 
change only the GroupHome declarations in that file, which declare the file systems that hold the 
login directories for membei's of dilfercnt groups. However, you can change anything that you find 
there if your system management policies require it 

When nu wants to create a new directory, it runs a shell script named in /etc/nu.cf Similarly, when 
it wants to initiali/,e tlie files in a newly-created directory, it nms another shell script whose name it 
determines from /etc/nu.cf Hy way of configuration and customization, you can edit those shell 
scripts to conlbrm to local practices. When you do that editing, please remember that nu runs as 
root and that the shell scripts contain stiitemeiUs like "rm — rf *"; it goes without saying that you 
must be quite cautious. There is a debug mode available, in which nu will try not to hurt anything, 
but whenever you are running as root you should be unusually careful. Nu can be run by non-root 
usere if its debug mode is enabled by a "Debug = I" statement in /ctc/nu.cf. 

CONFIGURATION FILE FORMAT 

The configuration file /etc/nu.cf is a text file containing a scries Of stiitements, one statement per 
line. A semicolon that is not inside a quoted string causes the rest of that line to be treated as a 
coinment llach line in the file that is nonblank after stripping comments is treated as an assignment 
statciTicnL liach statement assigns a value to one variable. With the exception of the variable 
"GroupHome", which is special, all of tl\e variables act like ordinary shell variables, which is to say 



7th lidition 



.1 



NU(8) 



UNIX Programmer's Manual 



NU(8) 



tliat they can take cither integer values or string values. All integers arc decimal; all stiings must be 
delimited with double-quotes ("). There is no quoting or doubling convention for putting a double- 
quote character inside a string. 

Here are tlie configuration variables and what they mean. Case is significant. 
Backup nic 

'lliis string variable gives the pathname tliat nu will use to make a backup copy of 
/etc/passwd, to protect itself from disaster in case something happens while it is writing 
/ctc/passwd. Typical value of liackupfile is "/usr/adm/nu.passwd". 

CrcatcDIr 

This string variable identifies the shell script that is run whenever nu needs to create a new 
directory. That shell script must be executable. It is called with 6 argumcnLs: 1, the integer 
uid; 2, the integer groupid; 3, the name of the user's actual home directoi7; 4, the name of a 
symbolic link that should be set up to point to that home directory; 5, an integer tliat is 
nonzero ifT it is ok to clobber an existing dircctoi^ of the Scimc name as argument 4; and 6, 
an integer that is nonzero iff nu is running in debug mode. The standard value lor CreateDir 
is "/etc/nulib/nul.sh". 

CrcatcFilcs 

This string variable identifies die shell script that is run whenever nu needs to initialize a 
directory (newly-created or otherwise) with some standard files. For example, /Lisr/skcl/.[a-z]* 
are often copied into a new login directory. Thh shell script must be executable. It is called 
with 5 arguments: 1, the name of the login directory to be initialized; 2, the integer uid of the 
user; 3, the integer groupid of the user; 4. an integer that is nonzero iff an Mi l-format mail- 
box is to be set up with some initial contents; and 5, an integer that is nonzero ilT nu is run- 
ning in debug mode. The standard value for CreatclMles is "/etc/nulib/nu2.sh". 

Debug 

'i'his integer variable is set nonzero to cause nu to run in debug mode. Debug mode is 
intended to help you get the bugs out of your shell scripts before you go foolishly running 
them as root. If Debug is nonzero, then you do not need to be logged on as root to run nu. 
The standard value for Debug is 0. 

DefauUCroui) 

This integer variable is set to the group number of the default user group. The default is 
used if the pereon running nu types a carriage return in response to the question asking for a 
group id for the new user, nu rcquiics that a valid Groupllome assignment exist for the 
defiuilt group number. 'I'he standard value for DefaultGroup is any group number from 
/etc/group. 

Dcfaultl Ionic 

This string variable is set to the file system or top-level directory that will be used to hold the 
login directory for accounts in groups not explicitly set up to have their login directories 
somewhere else. When you are creating a new account, //t/ asks you what group number you 
would like the account in. If that group number is mentioned in a Groupllome declaration 
(sec below), Uien the home directory for the group is the one named in that Groupllome 
declaration. If the group number is not mentioned in a Groupl lome declaration, dien login 
accounts created in that group will have their login directories put into DcfaultHome. The 
standard value for DefaultGroup is "/mnt". 

DcfauilShclI 

This string variable is set to the name of die shell file to use by default. The standard value 
for DefaultShell is "/bin/csh". 



7th IMition 



2 



NU(8) 



UNIX Programmer's Manual 



NU(8) 



Destroy Accts 

This string variable identifies tlic shell script that is run whenever nu needs to destroy a user's 
account tliat was created in some earlier session with nu. Destroying accounts involves remov- 
ing the user from the password file, deleting all of his files and directories, and deleting his 
mailbox. This shell script must be executable. It is called with 5 arguments: 1, thc login id of 
tlie account to be deleted; 2, the login directoi7 for that account; 3, the name given in 
/ctc/passwd for the login directory (which might possibly be a symbolic link to item 2, above, 
and Uicrcfore needs to be named separately); 4, the name of Uic log file in which account 
changes are being logged, and 5, an integer that is nonzero UY nu is running in debug mode. 
The standard value for Destroy Accts is '7etc/nulib/nu3.sh". 

DclctcAccts 

This string variable identifies the sltfcll sci iiit that is fun whenever nu needs to delete a user's 
account that was created in some earlier session with nu. Deleting accounts involves removing 
all tlie user's files and directories, and deleting his mailbox. It should not touch /etc/passwd. 
This shell script must be executable. It is called with 5 arguments: 1, the login id of the 
account to be deleted; 2, the login directory for that account; 3, Uie name given in 
/etc/passwd for the login directory (which might possibly be a symbolic link to item 2, above, 
and diercfore needs to be named separately); 4, the name of tlie log file in which account 
changes are being logged, and 5, an integer that is nonzero ifl^ nu is ruiming in debug mode. 
The standard value for DcleteAccts is '7ctc/nulib/nu4.sh*'. 

Dumniyfilc 

This string variable holds the name of the hard link that is created as part of the locking pro- 
cess on /etc/passwd; see vipw(S). The correct value for Dummyfile is "/etc/vipw.lock". The 
only reason that it is specified in the configuration file and not hardwired into Uie code of nu 
is that in debugging you do not want to muck witli the real lock (and might in fact not even 
have permissions to lock it). 

CroupMomc 

This pseudo-variable is the only name defined in the configuration file that has any trickery 
attached to it. Groupllomc is not really a variable; rather, it is a name by which the 
configuration code can load entries into a directoiy lociUion table. In particular, if you pro- 
vide two Groupllome declarations, they are both processed, while if you provide two of any 
otiier declaration, only the latest one has any eficct. A typical set of Groupllomc declarations 
might look something like this: 

Groupl lomc = 10 "/usr" 

GroupMome= 20 "/mnt" 

Groupllome= 25 "/usr/cis" 

Groupl lomc= 31 "/usr/guest" 
The Groupllomc declarations serve as defiuilt login directory location information for new 
ticcounts. You can put any account anywhere you want; the Groupllome information is used 
to make the delaulLs come out in the right places, so that the process of creating a new 
account consists mostly of hitting the return key to accept the defaults. The sainple declara- 
tions above cause group 10 to default to /usr, i.e. /usr/smith or /usr/joncs, and group 31 to 
default to /usr/guest, i.e. /usr/guest/sniith or /usr/guest/jones. If the login group is not 
mentioned in a Groupllome declaration, then tlie Defaultllome variable is used. A 
GroupHome declaration is required for the default group (see variable DefaultGroup); all 
oUicrs arc optional. 

Linkfile 

See also "Dummyfile". This string variable gives the name of the file to which links are made 
for tlie purpose of locking the password lile. Any value besides "/etc/ptmp" is suspect. . 
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Logfilc 

This string variable names tlic file in wliich all nu transactions arc logged. The standard value 
of Logfile is "/usr/adm/nu.log". 

MaxNamcLengtli 

This integer variable gives the maximum number of characters permitted in a login name. 
For unmodified 415SD systems it should be set to 8. 

PasswdFilc 

This string variable gives the name of the file into which nu will write its new account entiles. 
Unless you are debugging, its value should be "/ctc/passwd". 

Symbolic LinkDir 

- ■ ■ • - ■ • • ' • •■ '■■ 'i'liis sUing variable gives the name of a directory lliat caif be filled with symbolic links to real 
login directories. 1 he value of SymbolicLinkDir is ignored unless the variable WantSymboli- 
cLinks is nonzero. See its description, below, for more information. Standard values for Sym- 
bolicLinkDir are "/user" or "/udir". 

'I'cmpfile 

This string variable names the file that nu will use for building a scratch copy of /ctc/passwd 
during die account modification prcxress. 'I'he value doesn't really matter much; it is created 
at the beginning of an nu execution and destroyed before exit, A typical value for Tempfile is 
"/usr/adm/nu.temp". 

WantMHsctup 

This integer variable should be set to I if you would like nu to take care of initializing mail- 
box contents. Initiali/.ing an Mi l mailbox turns out to be a pleasant way to provide new users 
with information about the system, and to give ihcm a tutorial on the use of MM. A^m just 
passes the value of WantMHsctup through to the shell script named in CreatcFiles, which is 
responsible for doing the actual initialization. Standard value is 1. 

WantSyniholicLiriks 

This integer variable controls whctlier login directory names or symbolic links to them are put 
in the actual /clc/passwd file. If WaiuSymbolicLiiiks is nonzero, then all created accounts are 
given uniform login dirccU)ry names in some directory that exists only for the purpose of 
holding symbolic links, e.g. /uscr/smilh and /uscr/jones; the file /user/smith or /user/jones 
is then made to be a symbolic link to the real login directory. This is preferable to the ~smith 
or "jones scheme foi' finding login directories because the ~ notation is not handled by the 
kernel, but must be handled individually by all programs that open files. If the variable 
WantSymbolicLinks is 0, then accounts will be created such that the true directory name is 
stored in /etc/passwd. 

SYSTI-.M ISSU[<:S 

Nu obeys the standard locking protocol for /etc/passwd; see vipMH). It traps INTK charactere (e.g. 
tC) and refuses to die if you try to stop it in the middle of a critical section. Critical sections are 
primarily die updates of /etc/passwd. A list of all changes is recorded in a log file, usually 
/usr/adm/nu.log. 



FILES 



/etc/passwd system password file 

/etc/group system group file 

/etc/ptmp lock file 

/etc/vipw.lock dunrniy file linked to by /etc/ptmp 

/etc/nu.cf Configuration file 
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/ctc/nulib/*.sh 
others 



Shell scripts to pcrfonn tlic work 
nu.cf and nulib/*.sh reference other 
flics. 



SEE ALSO 

adduscr(8), gctgrent(3), gctpwent(3), groiip(5), passwd(5), vipw(8) 
AUTHOR 

Brian Reid, Erik Hedberg, Fred Yankowski 

BUGS 

The extensive use of shell scripts for doing sensitive things like purging accounts means that some- 
body can make nu fail in horrible ways without having access to tlie source code. Witli increased 
flexibility comes increased responsibility. 

Delete mode takes a long time per account, thus making deletion of many uscre at one go some- 
what painful. It could be arranged to do this much faster, but at the risk of leaving an incon- 
sistency between the /etc/passwd file and the rest of tlic system. 

Since delete mode does not actually remove the user from /etc/passwd, incoming mail for that user 
will still be accepted. Perhaps nu should arrange for such mail to be bounced. 
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NAME 



pac ~ printer/ploter accounting information 



SYNOPSIS 



/etc/pac ( — Pprinter ) ( —pprice 1 I -^s ] [ — r 1 ( —el [ name ... ] 



DESCRIPTION 



Pac reads the printer/plotter accounting files, accumulating the number of pages (the usual 
case) or feet (for raster devices) of paper consumed by each user, and printing out how much 
each user consumed in pages or feet and dollars. If any names are specified, then statistics are 
only printed for those users; usually, statistics are printed for every user who has used any 
paper. 

The — P flag causes accounting to be done for the named printer. Normally, accounting is done 
for the default printer (site dependent) or the value of the environment variable PRINTER is 
used. 

The — p flag causes the value price to be used for the cost in dollars instead of the default value 



The — c flag causes the output to be sorted by cost; usually the output is sorted alphabetically 
by name. 

The — r flag reverses the sorting order. 

The — s flag causes the accounting information to be summarized on the summary accounting 
file; this summarization is necessary since on a busy system, the accounting file can grow by 
several lines per day. 



of 0.02. 



FILES 



/usr/adm/?acct 
/usr/adm/? sum 



raw accounting files 
summary accounting files 



BUGS 



The relationship between the computed price and reality is as yet unknown. 



4th Berkeley Distribution 



21 February 1981 



1 



UNIX Programmer's Manual 



PATCHR0UrE(8) 



NAME 

patchroute — kludge to support Stanford Pup-based subnet routing 

SYNOPSIS c 
patchroute [ — v | [ -d 1 [ -s sleep-time ] 

DESCRIPTION 

Patchroute gets a copy of tlie Pup routing table from gatewayinfo(S), converts it into an IP subnet 
routing tfiblc, and stulTs it into tlic kernel. 

Except in debug mode, must be min by the super-user. 

OPTIONS 

— d Debug mode - doesn't change the kernel table, just prints some infoimatiori. . 

— V Verbose mode - tells you what it's doing. 

— s time Sleep mode - instead of exiting, tells pafchroiite to sleep for the specified number 

of seconds, then run again, Patchroute is smart enough not to do too much extra 
work if the tables don't change. If time is not specified, it defaults to 300 seconds 
(5 minutes). 

BUGS 

This is a kludge. 

- _ — Verbose mode is really slow. 

Stanford's Class A IP net number is compiled in; this is perhaps a safe assumption, perhaps not. 
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NAME 

pstat — print system facts <" \ 

SYNOPSIS 

/ctc/pstat —aixptufkT [ suboptions ] [ system ] [ corcHIc ] 
DESCRIPTION 

Pslot interprets the contents of ccitain system tables. If corefile is given, the tables are sought there, 
otiierwise in /dev/kmcm. (If corefile is a core dump, then the — k option must be given.) The. 
required namclist is taken from /vniunix unless system is specified. Options arc 

—a Under — p, describe all process slots rather than just active ones. 

Print tlic inode table witli tlie these. headings: . . . ■ 

LOG The core location of this table entry. 
FLAGS Miscellaneous state variables encoded tims: 



L 


locked 


U 


update time (/s{5)) must be corrected 


A 


access time must be corrected 


M 


file system is mounted here 


W 


wanted by another process (L flag is on) 


T 


contains a text file 


C 


changed time must be corrected 


S 


shared lock applied 


K 


exclusive lock applied 


Z 


someone waiting for an exclusive lock 



CNT Number of open file table entries for this inode. 

DKV ' Major and minor device number of file system in which Uiis inode resides. 
RDC Reference count of shared locks on the inode. 

Wi^C Reference count of exclusive locks on the inode (this may be > 1 if, for example, a file 

descriptor is inherited across a fork), 
INO I-number within tlie device. 
MODI'' Mode bitvS, see c///«wy(2). 
NLK Number of links to this inode. 
UII) User II) of owner. 
SIZ/DKV 

Number of bytes in an ordinai7 file, or major and minor device of special file. • 

— X Print the text table with these headings: 

LOG The core location of this table entry. 
FLAGS Miscellaneous state variables encoded thus: 

T plmce{2) in cH'cct 

W text not yet written on swap device 

L loading in progress 

K locked 

w wanted (L flag is on) 

P resulted from demand-page-from-inode exec format (sec exccve(2)) 
DADDR Disk address in swap, measured in multiples of 512 bytes. 
GADDR Head of a linked list of loaded processes using this text segment. 
SIZB Size of text segment, measured in multiples of 512 bytes. 
iPI'R Gore location of corresponding inode. 
CNT Number of processes using this text segment. 
GGN r Number of processes in core using this text segment. 
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— p Print process table for active processes with these headings: 

LOG The core location of tliis table entry. ^' ■ 
S Run state encoded tlius: 

0 no process 

1 waiting for some event 

3 runnable 

4 being created 

5 being terminated 

6 stopped under trace 

F Miscellaneous stiite variables, or-ed togetlier (hexadecimal): • • 

000001 loaded 

000002 tlie scheduler process 
000004 locked for swap out 
000008 swapped out 
000010 traced 

000020 used in tracing 

000080 in page-wait 

000100 prevented from swapping during yo/-A:(2) 

000200 gathering pages for raw i/o 

000400 exiting 

001000 process resulted from a vforkO) which is not yet complete" 

002000 another flag for yfurk{2) 

004000 process has no virtual memory, as it is a parent in the context of vfork{2) 

008000 process is demand paging data pages from its text inode. 

010000 process has advised of anomalous beiiavior with »Y/Jv/5e(2). 

020000 process has advised of sequential behavior witli v£ir<:/v'AS(?(2). 

040000 process is in a sleep which will timeout. 

080000 a parent of tliis process has exiled and this process is now considered detached. 

100000 process used 4.1 BSD compatibility mode signal primitives, no system calls will 
restart. 

200000 process' is owed a profiling tick. 



POIP 


number of pages cui rentiy being pushed out from tliis process. 


PR I 


Scheduling priority, see sefpn'orUy{2). 


SIGNAL 


Signals received (signals 1-32 coded in bits 0-31), 


UIO 


i^eal user 11). 


SLP 


Amount of time process has been blocked. 


TIM 


Time resident in seconds; times over 127 coded as 127. 


CPU 


Weighted integral of CPU time, for scheduler. 


NI 


Nice level, see scfprionfyil). 


PGI^P 


Process number of root of process group (the opener of the controlling terminal). 


PID 


The process II) number. 


PPID 


The process ID of parent process. 


ADDR 


If in core, the page frame number of the first page of the 'u-area' of the process. If 




swapped out, the position in the swap area measured in multiples of 512 bytes. 


RSS 


Resident set si/.c - the number of physical page frames allocated to this prcxiess. 


SRSS 


KSS at last swap (0 if never swapped). 


SIZE 


Virtual si/,e of process image (data + stack) in multiples of 512 bytes. 



WCHAN Wait channel number of a waiting process. 

LINK Link pointer in list of runnable processes. 

TI;iX ri' If text is pure, pointer to location of text table entry. 

CLKT Countdown for real interval timer, setilinier{2) measured in clock ticks (10 millisccohds). 
—I Print tabic for terminals with tlicse headings: 
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RAW Number of characters in raw input queue. 

CAN Number of characters in canonicalizcd input queue. 

OUT Number of cliaracters in putput queue. 

MODE See tiy{4). 

A DDR Physical device address. 

DEL Number of delimiters (newlines) in canonicalizcd input queue. 
COL Calculated column position of terminal. 
STATE Miscellaneous state variables encoded thus: 

W waiting for open to complete 

O open 

S has special (output) start routine 

C carrier is on . ^ ^r.- . • ..>' ^ v - y. . .. . . ^ .. 

B busy doing output 
A process is awaiting output 
X open for exclusive use 
H hangup on close 
S output stopped by ctrl/s 
Q tandem queue blocked 
PGRP Process group for which Utis is controlling terminal. 

DISC Line discipline; blank is old tty O'lTYDlSC or "new tty" for NTfYDISC or "net" for 
NB TLDISC (see bk(4)). 

— u print information about a user process; tlie next argument is its address as given by ps{l). 
The process must be in main memory, or tlie file used can be a core image and the 
address 0. 

— f Print the open file table with these headings: 

LOC . The core location of tliis table entry. 

TYPE The type of object the file table entry points to. 
FLO Miscellaneous state variables encoded thus: 

R open, for reading 

W open for writing 

A open for appending 
GNT Number of processes that know Uiis open file. 
INO The location of the inode table entry for this file. 
OFFS/SOCK 

The file ofi'sct (see lseek{2)\ or tlic core address of the associated socket structure. 

— s print information about swap space usage: the number of (Ik byte) pages used and free is given 
as well as the number of used pages which belong to text images. 

— T prinLs tlic number of used and free slots in the several system tables and is useful for checking 
to see how full system tables have become if the system is uiider heavy load. 

FILES 

/vmunix namelist 

/dev/kmem default source of tables 

SEE ALSO 

ps(l), stat(2), ls(5) 

K. Thompson, UNLY Implementation 

BUGS 

h would be very useful if the system recorded "maximum .occupancy" on the tables reported by 
— T; even more useful if these liibles were dynamically allocated. 
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NAME 

pup-mailcr — deliver mail over the PUP network 
SYNOPSIS 

/usr/Iocal/lib/pup-mailcr from-address to-host to-user 
/usr/Iocal/lib/pupdacmon /i/eZ>Mg/7 

DESCRIPTION 

Pup-mailer queues the letter found on its standard input for delivery to the host and user specified. 
The actual delivery will be performed by die PUP mailer daemon. 

If the letter does not appear to have a full ARPANET style header, pup-mailer will insert "Date:" 
and "From:" fields in die proper format. The "From:" person is determined by tlie from-address 
^. 'argument, 'wiUi "at <hostname>" appended where tlie hosth^drfc is obtained from <whcreami.h>. 

The from-address argument is also used by the pupdaemon to return die miul to you. if tliere is a 
problem at tlie receiving host 

Pupdaemon is invoked by the pup-mailer with tlic name of the file containing Uie message to be 
sent. It will attempt to make a connection to the given PUP host and send tlie mail. If the host 
does not respond or returns a transient eiTor, the message is left in the queue. If the host returns a 
"no such user" response, that status is returned. 

When Pupdaemon is invoked without any arguments it attempts to send all the files in tlie queue. 
This should be done periodically by an entry in /etc/crontab. Mail that is not sent in two days is 
returned to the sender. 

AUTHOR 

Bill Nowicki, based on the Arpanet mailer. 

FILES 

/usr/spool/pupmail/* 

SEE ALSO 

delivermail(8) cron(8) 
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NAME 

piiplOarpscr - Pup Gate way Info routing table server 

SYNOPSIS 

/ctc/pup/puplOarpser 

DESCRIPTION 

PuplOarpser is a server for the lOmb Pup Address Resolution Protocol (ARP). Other programs 
can ask puplOarpser to resolve addixisscs, using IPC requests. For the format of tliesc requests, see 
Uie header file <pup/puparpser.h>. 

PuplOarpser should be run out of /etc/ pup/ rc before any otlier programs. 

/ etc/ pup/ pupnellab must be properly configured before puplOarpser is mn. 

FILES • 
/etc/pup/pupnettab list of network interfaces 

SEE ALSO 

pupnettab(9) 

AUTHOR 

Jeffrey Mogul 
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NAME 

gateway — a Pup gateway program 

SYNOPSIS 

/etc/pup/gatcway [-dl[-t][-l] 

DESCRIPTION 

Gateway is a program that turns the host into a Pup gateway between two Ethernets. It must be 
run out of /etc/pup/ rc after ga(ewayinfo(8) (because gatewayinfo is elfectivcly part of the gateway 
function) and before much of anything else (because it needs to acquire a so-called "high-priority" 
ethcrnct minor device on each network; see ciiei{4).) 

Gateway must run witli tlie s<ime Ull) as gatewayinfo; i.e., it must be run as root. This is because it 
uses Unix signals to inform gatewayinfo that it is up and liealthy, and a process-can only seiid sig- 
nals to another if their UIDs match. 

It is alright to run gateway out of /etc/pup/ rc even if the host may only have one interface; it will 
exit if there is nothing for it to do. 

OPTIONS 

— d Debug; print information about error conditions on stdcrr. 

— t Trace; print lots of information on stdout. 

— 1 "One-interlace" mode: tlic gateway will function as a forwarder even if only one 

interftice is present. This is not an "incorrect" thing to do, but it's inefficient 
and/or unnecessary in almost any conceivable situation. 

SEE Ali)0 

gateway in fo(8) 

AUTHOR 

Jeffrey Mogul 

BUGS 

It docsn t gather any statistics about its operations. 

It should be one process with gatewayinfo; splilling this service into two processes is an inelTlcient 
use of ethernet minor devices, CI*U time and memory, and complicates things. It also makes use of 
the Xerox "gatecontrol" protocol pretty near impossible. On tlie other hand, this way was easier 
(or historical reasons. 

It's slow to use a Vax like this. (Maybe gatewayinfo should increase hop counts slightly when it 
send out routing tables, to encourage the use of oUier gateways.) 
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NAME 

quot — summarize file system ownership 

SYNOPSIS 

/etc/quot [ option ] ... [ filesystem ] 

DESCRIPTION 

Quot prints the number of blocks in the named fik^stem currently owned by each user. If no 
file^stem is named, a default name is assumed. The following options are available: 

— n Cause the pipeline ncheck filesystem | sort +0n | quot — n filesystem to produce a list 
of all files and their owners. 

— c Print three columns giving file size in blocks, number of files of that size, and cumula- 
tive total of blocks in that size or smaller file. 

— f Print count of number of files as well as space owned by each user. 

FILES 

Default file system varies with system, 
/etc/passwd to get user names 

SEE ALSO 

ls(l), du(l) 
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NAME 

quotacheck — file system quota consistency checker 

SYNOPSIS 

/etc/quotacheck [ — v ] file^ystem... 
/etc/quotacheck I — v ] — a 

DESCRIPTION 

Quotacheck examines each file system, builds a table of current disc usage, and compares this 
table against that stored in the disc quota file for the file system. If any inconsistencies are 
detected, both the quota file and the current system copy of the incorrect quotas are updated 
(the latter only occurs if an active file system is checked). 

If the —a flag is supplied in place of any file system names, quotacheck will check all the file 
systems indicated in /etcifstab to be read-write with disc quotas. 

Normally quotacheck reports only those quotas modified. If the option is supplied, quota- 
check will indicate the calculated disc quotas for each user on a particular file system. 

Quotacheck expects each file system to be checked to have a quota file named quotas in the root 
directory. If none is present, quotacheck will ignore the file system. 

Quotacheck is normally run at boot time from the letc/rcJocal file, see rc(8), before enabling 
disc quotas with quotaoniZ). 

Quotacheck accesses the raw device in calculating the actual disc usage for each user. Thus, the 
file systems checked should be quiescent while quotacheck is running. 

FILES 

/etc/fstab default file systems 

SEE ALSO 

quota(2), setquota(2), quotaon(8) 
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NAME 

quotaon, quotaoff *- turn file system quotas on and ofT 

SYNOPSIS 

/etc/quotaon [ — t ] fi^ys... 

/etc/quotaon [ — v ] — a 

/etc/quotaoff [ — v ] filsys... 

/etc/quotaoff I — y 1 —a 

DESCRIPTION 

Quotaon announces to the system that disc quotas should be enabled on one or more file sys- 
tems. The file systems specified must have entries in /etc/fstab and be mounted at the time. 
The file system quota files must be present in the root directory of the specified file system and 
be named quotas. The optional argument — y causes quotaon to print a message for each file 
system where quotas are turned on. If, instead of a list of file systems, a —a argument is give 
to quotaoity all file systems in /etc/fstab marked read-write with quotas will have their quotas 
turned on. This is normally used at boot time to enable quotas. 

Quotaoff announces to the system that file systems specified should have any disc quotas turned 
off. As above, the — v forces a verbose message for each file system affected; and the —a 
option forces all file systems in /etc/fstab to have their quotas disabled. 

These commands update the status field of devices located in letdmtab to indicate when quotas 
are on or off for each file system. 

FILES 

/etc/mtab mount table 
/etc/fstab file system table 

SEE ALSO 

setquota(2), mtab(5), fstab(5) 
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NAME 

rc — command script for auto-reboot and daemons 

SYNOPSIS 

/etc/rc 
/etc/rclocal 

DESCRIPTION 

Rc is the command script which controls the automatic reboot and rchcalls the script holding 
commands which are pertinent only to a specific site. 

When an automatic reboot is in progress, rc is invoked with the argument autoboot and runs a 
feck with option — p to '*preen" all the disks of minor inconsistencies resulting from the last 
system shutdown and to check for serious inconsistencies caused by hardware or software 
failure. If this auto-check and repair succeeds, then the second part of rc is run. 

The second part of rc, which is run after a auto-reboot succeeds and also if rc is invoked when a 
single user shell terminates (see m/K8)), starts all the daemons on the system, preserves editor 
files and clears the scratch directory /tmp. RcJocal is executed inmiediately before any other 
conmiands after a successful fsck. Normally, the first commands placed in the rcJocal file 
define the machine's name, using hostname{\)y and save any possible core image that might 
have been generated as a result of a system crash, savecore{%). The latter command is included 
in the rc. /oca/ file because the directory in which core dumps are saved is usually site specific. 

SEE ALSO 

init(8), reboot(8), savecore(8) 

BUGS 
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NAME 

rdump " file system dump across the network 
SYNOPSIS 

/etc/rdump [ key [ argument ... ] filesystem ] 
DESCRIPTION 

Rdump copies to magnetic tape all files changed after a certain date in the filesystem. The com- 
mand is identical in operation to dumpiZ) except the /key should be specified and the file sup- 
plied should be of the form machine:devlce. 

Rdump creates a remote server, letdrmt^ on the client machine to access the tape device. 

SEE ALSO 

dump (8), rmt(8C) 

DIAGNOSTICS 

Same as dumpiZ) with a few extra related to the network. 
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NAME 

reboot — UNIX bootstrapping procedures 

SYNOPSIS 

/etc/reboot ( — n ] I —q 1 

DESCRIPTION 

UNIX is started by placing it in memory at location zero and transferring to zero. Since the 
system is not reenterable, it is necessary to read it in from disk or tape each time it is to be 
bootstrapped. 

Rebooting a running system. When a UNIX is running and a reboot is desired, shutdown{%) is 
normally used. If there are no users then /etc/reboot can be used. Reboot causes the disks to 
be synced, and then a multi-user reboot (as described below) is initiated. This causes a system 
to be booted and an automatic disk check to be performed. If all this succeeds without 
incident, the system is then brought up for many users. 

Options to reboot are: 

— n option avoids the sync. It can be used if a disk or the processor is on fire. 

■~q reboots quickly and ungracefully, without shutting down running processes first. 

Power fail and crash recoyery. Normally, the system will reboot itself at power-up or after 
crashes. Provided the auto-restart is enabled on the machine front panel, an automatic con- 
sistency check of the file systems will be performed then and unless this fails the system will 
resume multi-user operations. 

Cold starts. These are processor type dependent. On an 11/780, there are two floppy files for 
each disk controller, both of which cause boots from unit 0 of the root file system of a con- 
troller located on mbaO or ubaO. One gives a single user shell, while the other invokes the 
multi-user automatic reboot. Thus these files are HPS and HPM for the single and multi-user 
boot from MASSBUS RP06/RM03/RM05 disks, UPS and UPM for UNIBUS storage module 
controller and disks such as the EMULEX SC-21 and AMPEX 9300 pair, or HKS and HKM for 
RK07 disks. 

Giving the command 

>>>BOOTHPM 

Would boot the system from (e.g.) an RP06 and run the automatic consistency check as 
described in fsck{%). (Note that it may be necessary to type control-P to gain the attention of 
the LSI-11 before getting the >>> prompt.) The conmiand 

>>>BOOTANY 

invokes a version of the boot program in a way which allows you to specify any system as the 
system to be booted. It reads from the console a device specification (see below) followed 
immediately by a pathname. 

On an 11/750, the reset button will boot from the device selected by the front panel boot dev- 
ice switch. In systems with RK07*s, position B normally selects the RK07 for boot. This will 
boot multi-user. To boot from RK07 with boot flags you may specify 

>>>B/«DMAO 

where, giving a n of 1 causes the boot program to ask for the name of the system to be 
bootstrapped, giving a /i of 2 causes the boot program to come up single user, and a Vt of 3 
causes both of these actions to occur. 

The 11/750 boot procedure uses the boot roms to load block 0 off of the specified device. The 
/usr/mdec directory contains a number of bootstrap programs for the various disks which 
should be placed m a new pack automatically by neii^(8) when the **a" partition file system on 
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the pack is created. 

On both processors, the boot program finds the corresponding file on the given device, loads 
that file uito memory location zero, and starts the program at the entry address specified in the 
program header (after clearing off the high bit of the specified entry address.) Normal line edit- 
ing characters can be used in specifying the pathname. 

If you have a MASSBUS disk and wish to boot off of a file system which starts at cylinder 0 of 
unit 0, you can type "hp(0,0)vmunix" to the boot prompt; "up(0,0)vmunix** would specify a 
UNIBUS drive, **hk(0,0)vmunix** would specify an RK07 disk drive, **ra(0,0)vmunix** would 
specify a UDASO disk drive, and **rb(0,0)vmunix" would specify a disk on a 730 IDC. 

A device specification has the following form: 

device (unit, minor) 

where device is the type of the device to be searched, unit is 8* the mba or uba number plus the 
unit number of the device, and minor is the minor device index. The following list of sup- 
ported devices may vary from installation to installation: 



hp 


MASSBUS disk drive 


up 


UNIBUS storage module drive 


ht 


TE16,TU45,TU77 on MASSBUS 


mt 


TU78 on MASSBUS 


hk 


RK07 on UNIBUS 


ra 


storage module on a UDASO 


rb 


storage module on a 730 IDC 


ri 


RL02 on UNIBUS 


tm 


TMll emulation tape drives on UNIBUS 


ts 


TSll on UNIBUS 


ut 


UNIBUS TU45 emulator 



For tapes, the minor device number gives a file offset. 

In an emergency, the bootstrap methods described in the paper "Installing and Operating 
4.2bsd** can be used to boot from a distribution tape. 

FILES 

/vmunix system code 

/boot system bootstrap 

SEE ALSO 

crash(8V), fsck(8), init(8), rc(8), shutdown(8), halt(8), newfs(8) 
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NAHE 

recnews — receive unprocessed articles via mail 
SYNOPSIS 

/usr/lib/neirs/recnews [ newsgroup [ sender ] ] 
DESCRIPnON 

Recnews reads a letter from the standard input; determines the article title, 
sender, and newsgroup: and gives the body to inews with the right arguments for 
insertion. 

If newsgroup is omitted, the to line of the letter will be used. If sender is omit- 
ted, the sender will be determined from the from line of the letter. The title is 
determined from the subject line. 

REE ALSO 

inews(l), uurec(8), sendnews(8), readnews(l), checknews(l) 
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NAME 

renice — alter priority of running processes 
SYNOPSIS 

/etc/renice priority I ( — p ) pid ... ] I ( — g 1 pgrp ... 1 ( ( — u 1 user ... 1 
DESCRIPTION 

Renice alters the scheduling priority of one or more running processes. The who parameters are 
interpreted as process ID*s, process group ID*s, or user names. Renice*iag a process group 
causes all processes in the process group to have their scheduling priority altered. Renice*ing a 
user causes all processes owned by the user to have their scheduling priority altered. By 
default, the processes to be affected are specified by their process ID*s. To force who parame- 
ters to be interpreted as process group ID*s, a — g may be specified. To force the who parame- 
ters to be interpreted as user names, a may be given. Supplying — p will reset who 
interpretation to be (the default) process ID*s. For example, 

/etc/renice +1 987 -u daemon root -p 32 

would change the priority of process ID*s 987 and 32, and all processes owned by users daemon 
and root. 

Users other than the super-user may only alter the priority of processes they own, and can only 
monotonically increase their "nice value'* within the range 0 to PR10_MIN (20). (This 
prevents overriding administrative fiats.) The super-user may alter the priority of any process 
and set the priority to any value in the range PRIO^MAX (-20) to PRIO_MIN. Useful priori- 
ties are: 19 (the sdffected processes will run only when nothing else in the system wants to), 0 
(the "base" scheduling priority), anything negative (to make things go very fast). 

FILES 

/etc/passwd to map user names to user ID's 

SEE ALSO 

getpriority(2), setpriority(2) 

BUGS 

If you make the priority very negative, then the process cannot be interrupted. To regain con- 
trol you make the priority greater than zero. Non super-users can not increase scheduling 
priorities of their own processes, even if they were the ones that decreased the priorities in the 
first place. 
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NAME 

repquota ~ summarize quotas for a file system 

SYNOPSIS 

repquota >?/e^5... 

DESCRIPTION 

Repquota prints a summary of the disc usage and quotas for the specified file systems. For each 
user the current number files and amount of space (in kilobytes) is printed, along with any 
quotas created with edquotai^). 

Only the super-user may view quotas which are not their own. 

FILES 

quotas at the root of each file system with quotas 
/etc/fstab for file system names and locations 

SEE ALSO 

quota(l), quota(2), quotacheck(8), quotaon(8), edquota(8) 

DIAGNOSTICS 

Various messages about inaccessible files; self-explanatory. 
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NAME 

restore — incremental file system restore 

SYNOPSIS 

/etc/restore key [ name ... ] 

DESCRIPTION 

Restore reads tapes dumped with the dumpiZ) command. Its actions are controlled by the key 
argument. The key is a string of characters containing at most one function letter and possibly 
one or more function modifiers. Other arguments to the command are file or directory names 
specifying the files that are to be restored. Unless the h key is specified (see below), the 
appearance of a directory name refers to the files and (recursively) subdirectories of that direc- 
tory. 

The function portion of the key is specified by one of the following letters: 

r The tape is read and loaded uito the current directory. This should not be done lightly; 
the r key should only be used to restore a complete dump tape onto a clear file system or 
to restore an incremental dump tape after a full level zero restore. Thus 

/etc/newfs /dev/rrpOg eagle 
/etc/mount /dev/rpOg /mnt 
cd /mnt 
restore r 

is a typical sequence to restore a complete dump. Another restore can be done to get an 
incremental dump in on top of this. 

A dumpiZ) followed by a newfs{%) and a restore is used to change the size of a file system. 

R Restore requests a particular tape of a multi volume set on which to restart a full restore 
(see the r key above). This allows restore to be interrupted and then restarted. 

X The named files are extracted from the tape. If the named file matches a directory whose 
contents had been written onto the tape, and the h key is not specified, the directory is 
recursively extracted. The owner, modification time, and mode are restored (if possible). 
If no file argument is given, then the root directory is extracted, which results in the 
entire content of the tape being extracted, unless the h key has been specified. 

t The names of the specified files are listed if they occur on the tape. If no file argument is 
given, then the root directory is listed, which results in the entire content of the tape 
being listed, unless the h key has been specified. Note that the t key replaces the func- 
tion of the old dumpdir program. 

1 This mode allows interactive restoration of files from a dump tape. After reading in the 
directory information from the tape, restore provides a shell like interface that allows the 
user to move around the directory tree selecting files to be extracted. The available com- 
mands are given below; for those conunands that require an argument, the default is the 
current directory. 

Is [arg] ~> List the current or specified directory. Entries that are directories are appended 
with a "/**. Entries that have been marked for extraction are prepended with a 
If the verbose key is set the inode number of each entry is also listed. 

cd arg — Change the current working directory to the specified argument. 

pwd — Print the full pathname of the current working directory. 

add [arg] — The current directory or specified argument is added to the list of files to be 
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extracted. If a directory is specified, then it and all its descendents are added to the 
extraction list (unless the h key is specified on the command line). Files that are on 
the extraction list are prepended with a ***** when they are listed by Is. 

delete [arg] — The current directory or specified argument is deleted from the list of files 
to be extracted. If a directory is specified, then it and all its descendents are deleted 
from the extraction list (unless the h key is specified on the command line). The 
most expedient way to extract most of the files from a directory is to add the direc- 
tory to the extraction list and then delete those files that are not needed. 

extract — All the files that are on the extraction list are extracted from the dump tape. 
Restore will ask which volume the user wishes to mount. The fastest way to extract 
a few files is to start with the last volume, and work towards the first volume. 

verbose — The sense of the v key is toggled. When set, the verbose key causes the Is 
command to list the inode numbers of all entries. It also causes restore to print out 
information about each file as it is extracted. 

help — List a summary of the available commands. 

quit — Restore immediately exits, even if the extraction list is not empty. 

The following characters may be used in addition to the letter that selects the function desired. 

V Normally restore docs its work silently. The v (verbose) key causes it to tjrpe the name of 
each file it treats preceded by its file type. 

f The next argument to restore is used as the name of the archive instead of /dev/rmt?. If 
the name of the file is restore reads from standard input. Thus, dumpi%) and restore 
can be used in a pipeline to dump and restore a file system with the command 

dump Of - /usr | (cd /mnt; restore xf -) 

y Restore will not ask whether it should abort the restore if gets a tape error. It will always 
try to skip over the bad tape block (s) and continue as best it can. 

m Restore will extract by inode numbers rather than by file name. This is useful if only a 
few files are being extracted, and one wants to avoid regenerating the complete pathname 
to the file. 

h Restore extracts the actual directory, rather than the files that it references. This prevents 
hierarchical restoration of complete subtrees from the tape. 

DIAGNOSTICS 

Complaints about bad key characters. 

Complaints if it gets a read error. If y has been specified, or the user responds **y**, restore will 
attempt to continue the restore. 

If the dump extends over more than one tape, restore will ask the user to change tapes. If the x 
or i key has been specified, restore will also ask which volume the user wishes to mount. The 
fastest way to extract a few files is to start with the last volume, and work towards the first 
volume. 

There are numerous consistency checks that can be listed by restore. Most checks are self- 
explanatory or can **never happen**. Common errors are given below. 

Converting to new file system format. 

A dump tape created from the old file system has been loaded. It is automatically 
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converted to the new file system format. 

< filename >: not found on tape 

The specified file name was listed in the tape directory, but was not found on the tape. 
This is caused by tape read errors while looking for the file, and from using a dump tape 
created on an active file system. 

expected next file <inuinber>, got <inumber> 

A file that was not listed in the directory showed up. This can occur when using a dump 
tape created on an active file system. 

Incremental tape too low 

When doing incremental restore, a tape that was written before the previous incremental 
tape, or that has too low an incremental level has been loaded. 

Incremental tape too high 

When doing incremental restore, a tape that does not begin its coverage where the previ- 
ous incremental tape left off, or that has too high an incremental level has been loaded. 

Tape read error while restoring < filename > 

Tape read error while skipping over inode <inumber> 

Tape read error while trying to resynchronize 

A tape read error has occurred. If a file name is specified, then its contents are probably 
partially wrong. If an inode is being skipped or the tape is trying to resynchronize, then 
no extracted files have been corrupted, though files may not be found on the tape. 

resync restore, skipped <num> blocks 

After a tape read error, restore may have to resynchronize itself. This message lists the 
number of blocks that were skipped over. 

HLES 

/dev/rmt? the default tape drive 
/tmp/rstdir* file containing directories on the tape, 
/tmp/rstmode* owner, mode, and time stamps for directories, 
./restoresymtab information passed between incremental restores. 

SEE ALSO 

rrestore(8C) dump(8), newfs(8), mount(8), mkfs(8) 

BUGS 

Restore can get confused when doing incremental restores from dump tapes that were made on 
active file systems. 

A level zero dump must be done after a full restore. Because restore runs in user code, it has 
no control over inode allocation; thus a full restore must be done to get a new set of directories 
reflecting the new inode numbering, even though the contents of the files is unchanged. 
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NAME 

rexecd — remote execution server 

SYNOPSIS 

/etc/rexecd 

DESCRIPTION 

Rexecd is the server for the rexecOX) routine. The server provides remote execution facilities 
with authentication based on user names and encrypted passwords. 

Rexecd listens for service requests at the port indicated in the **exec*' service specification; see 
servicesiS). When a service request is received the following protocol is initiated: 

1) The server reads characters from the socket up to a null (*\0*) byte. The resultant 
string is interpreted as an ASCII number, base 10. 

2) If the number received in step 1 is non-zero, it is interpreted as the port number of a 
secondary stream to be used for the stdenr. A second connection is then created to the 
specified port on the client's machine. 

3) A null terminated user name of at most 16 characters is retrieved on the initial socket. 

4) A null terminated, encrypted, password of at most 16 characters is retrieved on the ini- 
tial socket. 

5) A null terminated command to be passed to a shell is retrieved on the initial socket. 
The length of the conmiand is limited by the upper bound on the size of the system's 
argument list. 

6) Rexecd then validates the user as is done at login time and, if the authentication was 
successful, changes to the user's home directory, and establishes the user and group 
protections of the user. If any of these steps fail the connection is aborted with a diag- 
nostic message returned. 

7) A null byte is returned on the connection associated with the stderr and the command 
line is passed to the normal login shell of the user. The shell inherits the network con- 
nections established by rexecd. 

DIAGNOSTICS 

All diagnostic messages are returned on the connection associated with the stderr, after which 
any network connections are closed. An error is indicated by a leading byte with a value of I 
(0 is returned in step 7 above upon successful completion of all the steps prior to the command 
execution). 

*'usemame too long" 

The name is longer than 16 characters. 

"password too long** 

The password is longer than 16 characters, 
"command too long *' 

The command line passed exceeds the size of the argument list (as configured into the system). 
"Login Incorrect.'* 

No password file entry for the user name existed. 

"Password incorrect.** 

The wrong was password supplied. 

"No remote directory.** 

The chdir command to the home directory failed. 
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"Try again.'* 

A fork by the server failed. 

"/bin/sli: 

Tlie user's login shell could not be started. 

BUGS 

Indicating "Login incorrect" as opposed to "Password incorrect" is a security breach which 
allows people to probe a system for users with null passwords. 

A facility to allow all data exchanges to be encrypted should \tt present. 
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NAME 

rlogind — remote login server 

SYNOPSIS 

/etc/rloglnd i -d 1 

DESCRIPTION 

Rlogind is the server for the rloginilC) program. The server provides a remote login facility 
with authentication based on privileged port numbers. 

Rlogind listens for service requests at the port indicated in the "login'* service specification; see 
servicesiS). When a service request is received the following protocol is initiated: 

1) The server checks the client's source port. If the port is not in the range 0-1023, the 
server aborts the connection. 

2) The server checks the client's source address. If the address is associated with a host 
for which no corresponding entry exists in the host name data base (see hostsiS))^ the 
server aborts the connection. 

Once the source port and address have been checked, rlogind allocates a pseudo terminal (see 
pty(4))^ and manipulates file descriptors so that the slave half of the pseudo terminal becomes 
the stdin , stdout , and stderr for a login process. The login process is an instance of the 
logind) program, invoked with the — r option. The login process then proceeds with the 
authentication process as described in rshd(SC)^ but if automatic authentication fails, it 
reprompts the user to login as one finds on a standard terminal line. 

The parent of the login process manipulates the master side of the pseduo terminal, operating 
as an intermediary between the login process and the client instance of the rlogin program. In 
normal operation, the packet protocol described in ptyiA) is invoked to provide "S/"Q type facil- 
ities and propagate interrupt signals to the remote programs. The login process propagates the 
client terminal's baud rate and terminal type, as found in the environment variable, **T£RM"; 
see environO). 

DIAGNOSTICS 

All diagnostic messages are returned on the connection associated with the stderr, after which 
any network connections are closed. An error is indicated by a leading byte with a value of 1. 

**Hostname for your address unknown.*' 

No entry in the host name database existed for the client's machine. 

"Try again." 

A forlc by the server failed. 

"/bin/sh: ..." 

The user's login shell could not be started. 

BUGS 

The authentication procedure used here assumes the integrity of each client machine and the 
connecting medium. This is insecure, but is useful in an **open" environment. 

A facility to allow all data exchanges to be encrypted should be present. 



4th Berkeley Distribution 



4 March 1983 



1 



RMT(8C) 



UNIX Programmer's Manual 



RMT(8C) 



NAME 

rmt " remote magtape protocol module 

SYNOPSIS 

/etc/rmt 

DESCRIPTION 

Rmt is a program used by the remote dump and restore programs in manipulating a magnetic 
tape drive through an interprocess communication connection. Rmt is normally started up with 
an rexec(3X) or rc/iu/(3X) call. 

The rmt program accepts requests specific to the manipulation of magnetic tapes, performs the 
conmiands, then responds with a status indication. All responses are in ASCII and in one of 
two forms. Successful commands have responses of 

Knumbe^ 

^ere number is an ASCII representation of a decimal number. Unsuccessful conunands are 
responded to with 

'E.error'numbe^nerror-messagisjx, 

where error-number is one of the possible error numbers described in introil) and error-message 
is the corresponding error string as printed from a call to perrorO), The protocol is comprised 
of the following conmiands (a space is present between each token). 

0 device mode Open the specified device using the indicated mode. Device is a full pathname 

and mode is an ASCII representation of a decimal number suitable for passing 
to open{l). If a device had already been opened, it is closed before a new 
open is performed. 

C device Close the currently open device. The device specified is ignored. 

L whence offset Perform an IseekO) operation using the specified parameters. The response 
value is that returned from the Iseek call. 

W count Write data onto the open device. Rmt reads count bytes from the connection, 
aborting if a premature end-of-file is encountered. The response value is that 
returned from the write(2) call. 

R count Read count bjrtes of data from the open device. If count exceeds the size of the 

data buffer (10 kilobytes), it is truncated to the data buffer size. Rmt th&n per- 
forms the requested read{2) and responds with \count-read\n if the read was 
successful; otherwise an error in the standard format is returned. If the read 
was successful, the data read is then sent. 

1 operation count 

Perform a MTIOCOP ioctl(2) command using the specified parameters. The 
parameters are interpreted as the ASCII representations of the decimal values 
to place in the mt^op and mtjcount fields of the structure used in the ioctl call. 
The return value is the count parameter when the operation is successful. 

S Return the status of the open device, as obtained with a MTIOCGET ioctl call. 

If the operation was successful, an *'ack" is sent with the size of the status 
buffer, then the status buffer is sent (in binary). 

Any other command causes rmt to exit. 

DIAGNOSTICS 

All responses are of the form described above. 
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SEE ALSO 

rcmdOX), rexecOX), mtio(4), rdump(8C), rrestore(8C) 

BUGS 

People tempted to use this for a remote file access protocol are discouraged. 
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NAME 

route — manually manipulate tlie routing tables 

SYNOPSIS 

/ctc/routc [ — n ] [ — f ] [ command args ] 

DESCRIPTION 

Route is a program used to manually manipulate tlie network routing tables. It normally is not 
needed, as tlic system routing table management daemon, n)uied{%Q\ should tend to diis task. 

Route accepts diree commands: add, to add a route; delete, to delete a route; and change, to 
modify an existing route. 

All commands have the following syntax: 

/ctc/routc command destination gateway { metric ] 

where destination is a host or network for which the route is "to", gateway is the gateway to which 
packets should be addressed, and metric is an optional count indicating the number of hops to the 
destination. If no metric is specified, route assumes a value of 0. Routes to a particular host are 
distinguished from those to a network by a metric of "host"; e.g., 
/etc/route add sri-nic cmu-gatcway host 

if the route is to a destination connected via a gateway, the metric should be greater than 0. All 
symbolic names specified for a destination or gateway are looked up first in the host name database, 
liosts{5). If this lookup fails, the name is then looked for in the network name database, nel- 
works{5). 

Route uses a raw socket and the SIOCADDRT and SIOCDKLR r /ocV/'s to do its work. As such, 
only tlic super-user may modify the routing tables. 

If the —f option is specified, route will "flush" the routing tables of all gateway entries. If this is 
used in conjunction witli one of the commands described above, the tables are (lushed prior to the 
command's application. 

If the —n option is specified, route will not print the names of hosts, networks, or gateways in its 
diagnostic messages. This m;ikes it run much faster. 

DIAGNOSMCS 

"add %s: ptcway %s flags %x" 

The specified route is being added to the tables. The values printed are from the routing tiible 
entry supplied in the iocd call. 

"delete %s: gateway %s flags %x" 
As above, but when deleting an entry. 

"%s %s done" 

When the -f flag is specified, each routing table entry deleted is indicated widi a message of tliis 
form. 

"not in table** 

A delete operation was attempted for an entry which wasn't present in the tables, 
"routing table overflow" 

An add opciation was attempted, but the system was low on resources and was unable to allocate 
memory to create the new entry. 

SEEAl^SO 

intrp(4N), routed(8C) 

BUGS 

The change operation is not implemented, one should add the new route, tlicn delete the old one. 
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NAME 

scnducws - send news articles via mail 
SYNOPSIS 

scndncws [ ~o ] [ -a ] [ -b ] [ --n newsgroups ] destination 
DESCRIPTION 

sendnews reads an article from it's standard input, performs a set of changes to it, and gives it to tlie 
mail program to mail it to destlnalion. 

An 'N' is prepended to each line for decoding by uurec(l). 

The —0 flag handles old format articles. 

The - a flag is used for sending 3rticlcs,.;Via J:he yVR P^NET. It maps the article's padi from 

uucphosl! XXX to xxx((i}arpahost. 

The -1) flag is used for sending articles via the Bcrknet. It maps the article's path from 
uucphosl! XXX to berkhosl:xxx. 

1'he —II flag changes the article's newsgroup to the specified newsgroup, 
SEE ALSO 

inews(l), uurec(8), recnews(8), readnews(l), chccknews(l) 
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NAME 

routed — network routing daemon 

SYNOPSIS 

/etc/routed I -s 1 [ -ql ( -t ) [ logfik] 

DESCRIPTION 

Routed is invoked at boot time to manage the network routing tables. The routing daemon uses 
a variant of the Xerox NS Routing Information Protocol in maintaining up to date kernel rout- 
ing table entries. 

In normal operation routed listens on udp(A?) socket 520 (decimal) for routing information 
packets. If the host is an internetwork router, it periodically supplies copies of its routing tables 
to any directly connected hosts and networks. 

When routed is started, it uses the SIOCGIFCONF ioctl to find those directly connected inter- 
faces configured into the system and marked **up** (the software loopback interface is ignored). 
If multiple interfaces are present, it is assumed tiie host will forward packets between networks. 
Routed then transmits a request packet on each interface (using a broadcast packet if the inter- 
face supports it) and enters a loop, listening for request and response packets from other hosts. 

When a request packet is received, routed formulates a reply based on the information main- 
tained in its internal tables. The response packet generated contaitis a list of known routes, each 
marked with a **hop count'* metric (a count of 16, or greater, is considered "infinite"). The 
metric associated with each route returned provides a metric relative to the sender. 

Response packets received by routed are used to update the routing tables if one of the following 
conditions is satisfied: 

(1) No routing table entry exists for the destination network or host, and the metric indi- 
cates the destination is ^'reachable** (i.e. the hop count is not infinite). 

(2) The source host of the packet is the same as the router in the existing routing table 
entry. That is, updated information is bemg received from the very internetwork router 
through which packets for the destination are being routed. 

(3) The existing entry in the routing table has not been updated for some time (defined to 
be 90 seconds) and the route is at least as cost effective as the current route. 

(4) The new route describes a shorter route to the destination than the one currently stored 
in the routing tables; the metric of the new route is compared against the one stored in 
the table to decide this. 

When an update is applied, routed records the change in its internal tables and generates a 
response packet to all directly connected hosts and networks. Routed waits a short period of 
time (no more than 30 seconds) before modifying the kernel's routing tables to allow possible 
unstable situations to settle. 

In addition to processing incoming packets, routed a\so periodically checks the routing table 
entries. If an entry has not been updated for 3 minutes, the entry's metric is set to infinity and 
marked for deletion. Deletions are delayed an additional 60 seconds to insure the invalidation 
is propagated throughout the internet. 

Hosts acting as internetwork routers gratuitously supply their routing tables every 30 seconds to 
all directly connected hosts and networks. 

Supplying the — s option forces routed to supply routing information whether it is acting as an 
internetwork router or not. The — q option is the opposite of the — s option. If the — t option 
is specified, all packets sent or received are printed on the standard output. In addition, routed 
will not divorce itself from the controlling terminal so that interrupts from the keyboard will 
kill the process. Any other argument supplied is interpreted as the name of file in which 



4th Berkeley Distribution 



3 February 1983 



1 



ROUTED (8C) UNIX Programmer's Manual ROUTED (8C) 



routecPs actions should be logged. This log contains information about any changes to the rout- 
ing tables and a history of recent messages sent and received which are related to the changed 
route. 

In addition to the facilities described above, routed supports the notion of "distant** passive and 
active gateways. When routed is started up, it reads the file /etc/gateways to find gateways which 
may not be identified using the SIOGIFCONF ioctl. Gateways specified in this manner should 
be marked passive if they are not expected to exchange routing information, while gateways 
marked active should be willing to exchange routing information (i.e. they should have a 
routed process running on the machine). Passive gateways are maintained in the routing tables 
forever and Information regarding their existence is included in any routing information 
transmitted. Active gateways are treated equally to network interfaces. Routing information is 
distributed to the gateway and if no routing information is received for a period of the time, the 
associated route is deleted. 

The ietdgateways is comprised of a series of lines, each in the following format: 

< net I host > namel gateway name2 metric vahie < passive | active > 

The net or host keyword indicates if the route is to a network or specific host. 

Namel is the name of the destination network or host. This may be a symbolic name located in 
/etc/networks or /etc/hostSy or an Internet address specified in *'dot** notation; see mef (3N). 

Name2 is the name or address of the gateway to which messages should be forwarded. 

Value is a metric indicating the hop count to the destination host or network. 

The keyword passive or active indicates if the gateway should be treated as passive or active (as 
described above). ^ 

FILES 

/etc/gateways for distant gateways 
SEE ALSO 

^'Internet Transport Protocols**, XSIS 028112, Xerox System Integration Standard. 
. udp(4P) 

BUGS 

The kernel's routing tables may not correspond to those of routed for short periods of time 
while processes utilizing existing routes exit; the only remedy for this is to place the routing 
process in the kernel. 

Routed should listen to intelligent mterfaces, such as an IMP, and to error protocols, such as 
ICMP, to gather more information. 
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NAME 

nestore — restore a file system dump across the network 

SYNOPSIS 

/etc/rrestore [ key [ name ... ] 

DESCRIPTION 

Rrestore obtains from magnetic tape files saved by a previous dump{%). The command is identi- 
cal in operation to restore{%) except the /key should be specified and the file supplied should be 
of the form machine:device. 

Rrestore creates a remote server, ietcfrmty on the client machine to access the tape device. 

SEE ALSO 

restore (8). rmt(8C) 

DIAGNOSTICS 

Same as restored) with a few extra related to the network. 

BUGS 
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NAME 

rshd — remote shell server 

SYNOPSIS 

/etc/rshd 

DESCRIPTION 

Rshd is the server for the rcmd(3X) routine and, consequently, for the rshilC) program. The 
server provides remote execution facilities with authentication based on privileged port 
numbers. 

Rshd listens for service requests at the port indicated in the **cmd" service specification; see 
servicesiS). When a service request is received the following protocol is initiated: 

1) The server checks the client's source port. If the port is not in the range 0-1023, the 
server aborts the connection. 

2) The server reads characters from the socket up to a null C\0') byte. The resultant 
string is interpreted as an ASCII number, base 10. 

3) If the number received in step 1 is non-zero, it is interpreted as the port number of a 
secondary stream to be used for the stderr. A second connection is then created to the 
specified port on the client's machine. The source port of this second connection is 
also in the range 0-1023. 

4) The server checks the client's source address. If the address is associated with a host 
for which no corresponding entry exists in the host name data base (see hostsiS))^ the 
server aborts the connection. 

5) A null terminated user name of at most 16 characters is retrieved on the initial socket. 
This user name is interpreted as a user identity to use on the server's machine. 

6) A null terminated user name of at most 16 characters is retrieved on the initial socket. 
This user name is interpreted as the user identity on the client's machine. 

7) A null terminated command to be passed to a shell is retrieved on the initial socket. 
The length of the command is limited by the upper bound on the size of the system's 
argument list. 

8) Rshd then validates the user according to the following steps. The remote user name is 
looked up in the password file and a chdir is performed to the user's home directory. If 
either the lookup or chdir fail, the connection is terminated. If the user is not the 
super-user, (user id 0), the file /etc/hosts, equiv is consulted for a list of hosts considered 
^'equivalent". If the client's host name is present in this file, the authentication is con- 
sidered successful. If the lookup fails, or the user is the super-user, then the file ,rhosts 
in the home directory of the remote user is checked for the machine name and identity 
of the user on the client's machine. If this lookup fails, the connection is terminated. 

9) A null byte is returned on the connection associated with the stderr and the command 
line is passed to the normal login shell of the user. The shell inherits the network con- 
nections established by rshd. 

DIAGNOSTICS 

All diagnostic messages are returned on the connection associated with the stderr, after which 
any network connections are closed. An error is indicated by a leading byte with a value of 1 
(0 is returned in step 9 above upon successful completion of all the steps prior to the command 
execution). 

**locuser too long" 

The name of the user on the client's machine is longer than 16 characters. 
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"remuser too long*' 

The name of the user on the remote machine is longer than 16 characters, 
''command too long *' 

The conmiand line passed exceeds the size of the argument list (as configured into the system). 

"Hostname for your address unknown.** 

No entry in the host name database existed for the client's machine. 

"Login incorrect.** 

No password file entry for the user name existed. 
"No remote directory.** 

The chdir command to the home directory failed. 
"Permission denied.** 

The authentication procedure described above failed. 
"Can't make pipe.** 

The pipe needed for the stderr, wasn't created. 

"Try again.'* 

A fork by the server failed. 

"/bin/sh: ..." 

The user's login shell could not be started. 

SEE ALSO 

rsh(lC), rcmdOX) 

BUGS 

The authentication procedure used here assumes the integrity of each client machine and the 
connecting medium. This is insecure, but is useful in an "open" environment. 

A facility to allow all data exchanges to be encrypted should be present. 
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NAME 

rwhod — system status server 

SYNOPSIS 

/etc/rwhod 

DESCRIPTION 

Rwhod is the server which maintains the database used by the rwhoilC) and ruptimeilC) pro- 
grams. Its operation is predicated on the ability to broadcast messages on a network. 

Rwhod operates as both a producer and consumer of status information. As a producer of 
information it periodically queries the state of the system and constructs status messages which 
are broadcast on a network. As a consumer of information, it listens for other rwhod servers* 
status messages, validating them, then recording them in a collection of files located in the 
directory /usr/spool/nvho. 

The rwho server transmits and receives messages at the port mdicated in the "rwho** service 
specification, see servicesiS). The messages sent and received, are of the form: 

struct outmp { 

char out_line[8];/« tty name */ 
char out_name[8];/* user id ♦/ 
long out time;/* time on ♦/ 

1: 

struct whod { 

char wd_vers; 
char wd type; 
char wdlfill[2l; 
int wdjsendtime; 
int wd__recvtime; 
char wd__hostnamel32]; 
int wdJoadav[3]; 
int wd_boottime; 
struct whoent { 

struct outmp we_utmp; 

int weJcUe; 
} wd we[1024 / sizeof (struct whoent)]; 

1; 

All fields are converted to network byte order prior to transmission. The load averages are as 
calculated by the program, and represent load averages over the 5, 10, and 15 minute 
intervals prior to a server's transmission. The host name included is that returned by the 
gethostnameil) system call. The array at the end of the message contains information about the 
users logged in to the sending machine. This information includes the contents of the utmp{5) 
entry for each non-idle terminal line and a value indicating the time since a character was last 
received on the terminal line. 

Messages received by the rwho server are discarded unless they originated at a rwho server's 
port. In addition, if the host's name, as specified in the message, contains any unprintable 
ASCII characters, the message is discarded. Valid messages received by rwhod are placed in 
files named whod.hostname in the directory lusrIspooUrwho. These files contain only the most 
recent message, in the format described above. 

Status messages are generated approximately once every 60 seconds. Rwhod performs an 
nlistO) on /vmunix every 10 minutes to guard against the possibility that this file is not the 
system image currently operating. 
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SEE ALSO 

rwho(lC), ruptime(lC) 

BUGS 

Should relay status information between networks. People often interpret the server dieing as a 
machine going down. 
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NAME 

rxformat - format floppy disks 

SYNOPSIS 

/etc/rxformat [ ] special 

DESCRIPTION 

The ntformat program formats a diskette in the specified drive associated with the special device 
special ( Special is normally /dev/rrxO, for drive 0, or /dev/rrxl, for drive 1.) By default, the 
diskette is formatted single density; a — d flag may be supplied to force double density format- 
ting. Single density is compatible with the IBM 3740 standard (128 bytes/sector). In double 
density, each sector contains 256 bytes of data. 

Before formatting a diskette n^format prompts for verification (this allows a user to cleanly abort 
the operation; note that formatting a diskette will destroy any existing data). Formatting is 
done by the hardware. All sectors are zero-filled. 

DIAGNOSTICS 

*No such device* means that the drive is not ready, usually because no disk is in the drive or 
the drive door is open. Other error messiages are selfexplanatory. 

nLES 

/dev/rx? 

SEE ALSO 

rx(4V) 

BUGS 

A floppy may not be formatted if the header mfo on sector 1, track 0 has been damaged. 
Hence, it is not possible to format a completely degaussed disk. (This is actually a problem in 
the hardware.) 
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NAME 

sa, accton — system accounting 

SYNOPSIS 

/etc/sa [ -abcdDflJkKlnrstuT ] [ file ] 

/etc/accton [ file ] 

DESCRIPTION 

With an argument naming an existing file, accton causes system accounting information for 
every process executed to be placed at the end of the file. If no argument is given, accounting 
is turned ofif. 

Sa reports on, cleans up, and generally maintains accounting files. 

Sa is able to condense the information in /usr/adnt/acct into a summary file tusriadmisavacct 
which contains a count of the number of times each command was called and the time 
resources consumed. This condensation is desirable because on a large system iusriadmiacct can 
grow by 100 blocks per day. The sununary file is normally read before the accounting file, so 
the reports include all available information. 

If a file name is given as the last argument, that file will be treated as the accounting file; 
iusrladmlacct is the default. 

Output fields are labeled: "cpu" for the sum of user+system time (in minutes), **re** for real 
time (also in minutes), **k" for cpu-time averaged core usage (in Ik units), **avio*' for average 
number of i/o operations per execution. With options fields labeled '*tio** for total i/o opera- 
tions, **k*sec** for cpu storage integral (kilo-core seconds), **u" and **s" for user and system 
cpu time alone (both in minutes) will sometimes appear. 

There are near a googol of options: 

a Place all command names containing unprintable characters and those used only once 
under the name ****other.' 

b Sort output by sum of user and system time divided by number of calls. Default sort is 
by sum of user and system times. 

c Besides total user, system, and real time for each command print percentage of total 
time over all commands. 

d Sort by average number of disk i/o operations. 

D Print and sort by total number of disk i/o operations. 

f Force no interactive threshold compression with — v flag. 

i Don't read in summary file. 

j Instead of total minutes time for each category, give seconds per call. 

k Sort by cpu-time average memory usage. 

K Print and sort by cpu-storage integral. 

1 Separate system and user time; normally they are combined. 

m Print number of processes and number of CPU minutes for each user. 

n Sort by number of calls. 

r Reverse order of sort. 

s Merge accounting file into sunmiary file Imrtadmlsavaccfwhta. done. 

t For each command report ratio of real time to the sum of user and system times. 

u Superseding all other flags, print for each command in the accounting file the user ID 
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and command name. 

V Followed by a number n, types the name of each command used n times or fewer. 
Await a reply from the terminal; if it begins with *y\ add the command to the category 
***junk**.* This is used to strip out garbage. 

FILES 

/usr/adm/acct raw accounting 

/usr/adm/savacct summary 
/usr/adm/usracct per-user summary 

SEE ALSO 

ac(8), acct(2) 

BUGS 

The number of options to this program is absurd. 
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NAME 

savecore — save a core dump of the operating system 

SYNOPSIS 

/etc/savecore dirname I system ] 

DESCRIPTION 

Savecore is meant to be called near the end of the /etc/rc file. Its function is to save the core 
dump of the system (assuming one was made) and to write a reboot message in the shutdown 
log. 

Savecore checks the core dump to be certain it corresponds with the current running unix. If it 
does it saves the core image in the file <//riiame/vmcore.n and it*s brother, the namelist, 
<//r/iame/vmunix.n The trailing ".n" in the pathnames is replaced by a number which grows 
every time savecore is run in that directory. 

Before savecore writes out a core image, it reads a number from the file dirname/wkditt. If 
there are fewer free blocks on the filesystem which contains dirname than the number obtained 
from the minfree file, the core dump is not done. If the minfree file does not exist, savecore 
always writes out the core file (assuming that a core dump was taken). 

Savecore also writes a reboot message in the shut down log. If the system crashed as a result of 
a panic, savecore records the panic string in the shut down log too. 

If the core dump was from a system other than /vmunix, the name of that system must be sup- 
plied as sysname. 

FILES 

/usr/adm/shutdownlog shut down log > 
/vmunix current UNIX 

BUGS 

Can be fooled into thinking a core dump is the wrong size. 
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NAME 

sendmail — send mail over the internet 

SYNOPSIS 

/usr/Iib/sendmail [ flags ] [ address ... ] 

newaliases 

mailq 

DESCRIPTION 

Sendmail sends a message to one or more people, routing the message over whatever networks 
are necessary. Sendmail does internetwork forwarding as necessary to deliver the message to 
the correct place. 

Sendmail is not intended as a user interface routine; other programs provide user-friendly front 
ends; sendmail is used only to deliver pre-formatted messages. 

With no flags, sendmail reads its standard input up to a control-D or a line with a single dot and 
sends a copy of the letter found there to all of the addresses listed. It determines the network 
to use based on the syntax and contents of the addresses. 

Local addresses are looked up in a file and aliased appropriately. Aliasing can be prevented by 
preceding the address with a backslash. Normally the sender is not included in any alias expan- 
sions, e.g., if *john* sends to 'group*, and 'group* includes 'John' in the expansion, then the 
letter will not be delivered to 'John*. 

Flags are: 

— ba Go into ARPANET mode. All input lines must end with a CR-LF, and all 

messages will be generated with a CR-LF at the end. Also, the "From:** 
and "Sender:** fields are examined for the name of the sender. 

— bd Run as a daemon. This requires Berkeley IPC. 

—bi Initialize the alias database. 

— bm Deliver mail in the usual way (default). 

—bp Print a listing of the queue. 

— bs Use the SMTP protocol as described in RFC821. This flag implies all the 

operations of the — ba flag that are compatible with SMTP. 

— bt Run in address test mode. This mode reads addresses and shows the steps 

in parsing; it is used for debugging configuration tables. 

— bv Verify names only — do not try to collect or deliver a message. Verify 

mode is normally used for validating users or mailing lists. 

— bz Create the configuration freeze file. 

^Cfile Use alternate configuration file. 

— dJT ' Set debugging value to X 

''fjullname Set the full name of the sender. 

'"tname Sets the name of the "from** person (i.e., the sender of the mail). — f can 

only be used by the special users root, daemon, and network, or if the person 
you are trying to become is the same as the person you are. 

— hiV Set the hop count to N. The hop count is incremented every time the mail is 

processed. When it reaches a limit, the mail is returned with an error mes- 
sage, the victim of an aliasing loop. 

— n Don*t do aliasing. 
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'-'OX value 



Set option x to the specified value. Options are described below. 

Processed saved messages in the queue at given intervals. If is omitted, 
process the queue once, is given as a tagged number, with *s* being 
seconds, *m* being minutes, *h' being hours, *d* being days, and *w* being 
weeks. For example, qlhSOm" or q90m" would both set the 
timeout to one hour thirty minutes. 

An alternate and obsolete form of the —f flag. 

Read message for recipients. To:, Cc:, and Bcc: lines will be scanned for 
people to send to. The Bcc: line will be deleted before transmission. Any 
addresses in the argument list will be suppressed. 

Go into verbose mode. Alias expansions will be announced, etc. 

There are also a number of processing options that may be set. Normally these will only be 
used by a system administrator. Options may be set either on the command line using the — o 
flag or in the configuration file. These are described in detail in the Installation and Operation 
Guide, The options are: 



— v 



Afile 



dx 



D 
ex 



Fmode 
f 

gN 

Hfile 
i 

L/i 

m 

o 



Qqueuedir 

Ttimeout 

Sfile 



Use alternate alias file. 

On mailers that are considered **expensive** to connect to, don't initiate 
immediate connection. This requires queueing. 

Set the delivery mode to x Delivery modes are *i' for interactive (synchro- 
nous) delivery, *b* for background (asynchronous) delivery, and *q* for 
queue only — i.e., actual delivery is done the next time the queue is run. 

Try to automatically rebuild the alias database if necessary. 

Set error processing to mode x Valid modes are *m' to mail back the error 
message, *w* to "write" back the error message (or mail it back if the 
sender is not logged in), *p* to print the errors on the terminal (default), 'q' 
to throw away error messages (only exit status is returned), and *e' to do 
special processing for the BerkNet. If the text of the message is not mailed 
back by modes 'm' or *w* and if the sender is local to this machine, a copy 
of the message is appended to the file **dead.letter" in the sender's home 
directory. 

The mode to use when creating temporary files. 
Save UNIX-style From lines at the front of messages. 
The default group id to use when calling mailers. 
The SMTP help file. 

Do not take dots on a line by themselves as a message terminator. 
The log level. 

Send to "me" (the sender) also if I am in an alias expansion. 

If set, this message may have old style headers. If not set, this message is 
guaranteed to have new style headers (i.e., commas instead of spaces 
between addresses). If set, an adaptive algorithm is used that will correctly 
determine the header format in most cases. 

Select the directory in which to queue messages. 

The timeout on reads; if none is set, sendmailmVL wait forever for a mailer. 
Save statistics in the named file. 
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s Always instantiate the queue file, even under circumstances where it is not 

strictly necessary. 

Ttime Set the timeout on messages in the queue to the specified time. After sit> 

ting in the queue for this amount of time, they will be returned to the 
sender. The default is three days. 

tstz,dtz Set the name of the time zone. 

Set the default user id for mailers. 

If the first character of the user name is a vertical bar, the rest of the user name is used as the 
name of a program to pipe the mail to. It may be necessary to quote the name of the user to 
keep s^nJ/na// from suppressing the blanks from between arguments. 

Sendmail TQtums an exit status describing what it did. The codes are defined in <s!ysexits.h> 

EX_OK Successful completion on all addresses. 

£X_NOUS£R User name not recognized. 

£X_UNAVAILABLE Catchall meaning necessary resources were not available. 

EX'SYNTAX Syntax error in address. 

EX_SOFTWAR£ Internal software error, including bad arguments. 

EX_OSERR Temporary operating system error, such as "cannot fork**. 

EXInOHOST Host name not recognized. 

EX^TEMPFAIL Message could not be sent inmiediately, but was queued. 

If invoked as newaliases, sendmail will rebuild the alias database. If invoked as mailq, sendmail 
will print the contents of the mail queue. 

Except for /usr/lib/sendmail.cf, these pathnames are all specified in /usr/lib/sendmail.cf. 
Thus, these values are only approximations. 

/usr/lib/aliases raw data for alias names 
/usr/lib/aliases.pag 

/usr/lib/aliases.dir data base of alias names 

/usr/lib/sendmail.cf configuration file 

/usr/lib/sendmail.fc frozen configuration 

/usr/lib/sendmail.hf help file 

/usr/lib/sendmail.st collected statistics 

/usr/bin/uux to deliver uucp mail 

/usr/net/bin/v6mail to deliver local mail 
/usr/net/bin/sendberkmail to deliver Berknet mail 

/usr/lib/mailers/arpa to deliver ARPANET mail 

/usr/spool/mqueue/* temp files 

SEE ALSO 

biff(l), binmail(l), mail(l), aliases(5), sendmail.cf(5), rmail(l), mailaddr(7); 
DARPA Internet Request For Conunents RFC8I9, RFC821, RFC822; 
Sendmail — An Internetwork Mail Router; 
Sendmail Installation and Operation Guide, 



FILES 



BUGS 



Sendmail converts blanks in addresses to dots. This is incorrect according to the old ARPANET 
mail protocol RFC733 (NIC 41952), but is consistent with the new protocols (RFC822). 
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NAHE 

sendnews — send news articles via mail 
SYNOPSIS 

sendnews [-o][--«i][-b][ -n newsgroups ] destination 
DESCRIPTION 

sendnevjs reads an article from it's standard input, performs a set of changes to 
it, and gives it to the mail program to mail it to destination. 

An 'N' is prepended to each line for decoding hyuurec(l). 

The — o flag handles old format articles. 

The -€L flag is used for sending articles via the ARPANET. It maps the article's 
path from uucphast/xxx to xxx@arpahjost. 

The -b flag is used for sending articles via the Berknet. It maps the article's 
path from uucpkostfxxx to berkhost.'xxx. 

The — nflag changes the article's newsgroup to the specified newsgroup. 
SEE ALSO 

inews(l), uurec(8), recnews(S), readnews(l), checknews(l) 
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NAME 

shutdown — dose down the system at a given time 
SYNOPSIS 

/etc/shutdown ( — k 1 I — r 1 [ — h ] time ( warning-message ... ] 
DESCRIPTION 

Shutdown provides an automated shutdown procedure which a super-user can use to notify 
users nicely when the system is shutting down, saving them from system administrators, hack- 
ers, and gurus, who would otherwise not bother with niceties. 

Time is the time at which shutdown will bring the system down and may be the word now (indi- 
cating an immediate shutdown) or specify a future time in one of two formats: + number and 
hour:min. The first form brings the system down m number minutes and the second brings the 
system down at the time of day indicated (as a 24— hour clock). 

At intervals which get closer together as apocalypse approaches, warning messages are displayed 
at the terminals of all users on the system. Five minutes before shutdown, or immediately if 
shutdown is in less than 5 minutes, logins are disabled by creating /etc/nologin and writing a 
message there. If this file exists when a user attempts to log in, loginil) prints its contents and 
exits. The file is removed just before shutdown exits. 

At shutdown time a message is written in the file /usr/adm/shutdownlog, containing the time 
of shutdown, who ran shutdown and the reason. Then a terminate signal is sent at init to bring 
the system down to single-user state. Alternatively, if — r, — h, or — k was used, then shutdown 
will exec reboot{%)^ /ia/r(8), or avoid shutting the system down (respectively). (If it isn't obvi- 
ous, — k is to make people think the system is going down!) 

The time of the shutdown and the warning message are placed in /etc/nologin and should be 
used to inform the users about when the system will be back up and why it is going down (or 
anything else). 

FILES 

/etc/nologin tells login not to let anyone log in 
/usr/adm/shutdownlog log file for successful shutdowns. 

SEE ALSO 

login(l), reboot(8) 

BUGS 

Only allows you to kill the system between now and 23:59 if you use the absolute time for 
shutdown. 
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NAME 

Sticky executable files with persistent text 
DESCRIPTION 

While the *sticky bit\ mode 01000 (see chmodil))^ is set on a sharable executable file, the text 
of that file will not be removed from the system swap area. Thus the file does not have to be 
fetched from the file system upon each execution. As long as a copy remains in the swap area, 
the original text cannot be overwritten in the file system, nor can the file be deleted. (Direc- 
tory entries can be removed so long as one link remains.) 

Sharable files are made by the ~n and — z options of Idil). 

To replace a sticky file that has been used do: (1) Clear the sticky bit with chmodO). (2) Exe- 
cute the old program to flush the swapped copy. This can be done safely even if others are 
using it. (3) Overwrite the sticky file. If the file is being executed by any process, writing will 
be prevented; it suffices to simply remove the file and then rewrite it, being careful to reset the 
owner and mode with chmodand chown(2). (4) Set the sticky bit again. 

Only the super-user can set the sticky bit. 

BUGS 

Are self-evident. 

Is largely unnecessary on the VAX; matters only for large programs that will page heavily to 
start, since text pages are normally cached incore as long as possible after all instances of a text 
image exit. 
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NAME 



swapon — specify additional device for paging and swapping 

SYNOPSIS 

/etc/swapon —a 
/etc/swapon name ... 

DESCRIPTION 

Swapon is used to specify additional devices on which paging and swapping are to take place. 
The system begins by swapping and paging on only a single device so that only one disk is 
required at bootstrap time. Calls to swapon normally occur in the system multi-user initializa- 
tion file letdrc making all swap devices available, so that the paging and swapping activity is 
interleaved across several devices. 

Normally, the —a argument is given, causing all devices marked as "sw" swap devices in 
/etc/fstab to be made available. 

The second form gives individual block devices as given in the system swap configuration table. 
The call makes only this space available to the system for swap allocation. 

SEE ALSO 

swapon(2), init(8) 



There is no way to stop paging and swapping on a device. It is therefore not possible to make 
use of devices which may be dismounted during system operation. 



FILES 



/dev/[ru](pk]?b 



normal paging devices 



BUGS 
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NAME 

sync — update the super block 

SYNOPSIS 

/etc/sync 

DESCRIPTION 

Sync executes the siync system primitive. Sync can be called to insure all disk writes have been 
completed before the processor is halted in a way not suitably done by rebootiZ) or haltiZ), 

See syncil) for details on the system primitive. 

SEE ALSO 

sync(2), fsync(2), halt(8), reboot(8), update(8) 
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NAME 

syslog — log systems messages 

SYNOPSIS 

/etc/syslog [ — miVl [ "fname] I — d 1 

DESCRIPTION 

Syslog reads a datagram socket and logs each line it reads into a set of files described by the 
configuration file /etc/syslog.conf. Syslog configures when it starts up and whenever it receives 
a hangup signal. 

Each message is one line. A message can contain a priority code, marked by a digit in angle 
braces at the beginning of the line. Priorities are defined in <^slog.h>, as follows: 



LOG ALERT 



LOG SALERT 



this priority should essentially never be used. It applies only to messages 
that are so important that every user should be aware of them, e.g., a seri- 
ous hardware failure. 



messages of this priority should be issued only when immediate attention is 
needed by a qualified system person, e.g., when some valuable system 
resource dissappears. They get sent to a list of system people. 

LOG_EMERG Emergency messages are not sent to users, but represent major conditions. 

An example might be hard disk failures. These could be logged in a 
separate file so that critical conditions could be easily scanned. 

LOG_ERR these represent error conditions, such as soft disk failures, etc. 

LOGjCRIT such messages contain critical information, but which can not be classed as 

errors, for example, *su* attempts. Messages of this priority and higher are 
typically logged on the system console. 

LOG_WARNING issued when an abnormal condition has been detected, but recovery can 
take place. 

LOG_NOTICE something that falls in the class of "important information"; this class is 
informational but important enough that you don't want to throw it away 
casually. Messages without any priority assigned to them are typically 
mapped into this priority. 

LOG^INFO information level messages. These messages could be thrown away without 

problems, but should be included if you want to keep a close watch on your 
system. 

LOG_DEBUG it may be useful to log certain debugging information. Normally this will 
be thrown away. 

It is expected that the kernel will not log anything below LOG_ERR priority. 

The configuration file is in two sections separated by a blank line. The first section defines files 
that syslog will log into. Each line contains a single digit which defines the lowest priority 
(highest numbered priority) that this file will receive, an optional asterisk which guarantees that 
something gets output at least every 20 minutes, and a pathname. The second part of the file 
contains a list of users that will be informed on SALERT level messages. For example, the 
configuration file: 

5*/dev/consoIe 

8/usr/spool/adm/syslog 

3/usr/adm/critical 



enc 
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kridle 
kalash 



logs all messages of priority 5 or higher onto the system console, including timing marks every 
20 minutes; all messages of priority 8 or higher into the file /usr/spool/adm/syslog; and all 
messages of priority 3 or higher into /usr/adm/critical. The users '*eric'\ *'kridle'\ and 
"kalash** will be informed on any subalert messages. 

The flags are: 

— m Set the mark interval to N (default 20 minutes). 
— f Specify an alternate configuration file. 
— d Turn on debugging (if compiled in). 

To bring ^slog down, it should be sent a terminate signal. It logs that it is going down and 
then waits approximately 30 seconds for any additional messages to come in. 

There are some special messages that cause control functions. '*<*>N" sets the default mes- 
sage priority to N. **<$>" causes syslog to reconfigure (equivalent to a hangup signal). This 
can be used in a shell file run automatically early in the morning to truncate the log. 

Syslog creates the file /etc/syslog.pid if possible containing a single line with its process id. This 
can be used to kill or reconfigure ^slog. 

FILES 

/etc/syslog.conf — the configuration file 
/etc/syslog.pid — the process id 

BUGS ^ 

LOG_ALERT and LOG_SUBALERT messages should only be allowed to privileged programs. 

Actually, ^slog is not clever enough to deal with kernel error messages in the current imple- 
mentation. 

SEE ALSO 

syslog (3) 
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NAME 

telnetd - DARPA TELNET protocol server 

SYNOPSIS 

/etc/telnetd l-d][port] 

DESCRIPTION 

Telnetd is a server which supports the DARPA standard TELNET virtual terminal protocol. 
The TELNET server operates at the port indicated in the ''telnet** service description; see ser- 
vicesiS). This port number may overridden (for debugging purposes) by specifying a port 
number on the command line. If the --d option is specified, each socket created by telnetd vnW 
have debugging enabled (see SO_DEBUG in socketil)). 

Telnetd operates by allocating a pseudo-terminal device (see pty{4)) for a client, then creating a 
login process which has the slave side of the pseudo-terminal as stdin, stdout, and stderr. Tel' 
netd manipulates the master side of the pseudo terminal, implementing the TELNET protocol 
and passing characters between the client and login process. 

When a TELNET session is started up, telnetd sends a TELNET option to the client side indi- 
cating a willingness to do ''remote echo** of characters. The pseudo terminal allocated to the 
client is configured to operate in "cooked** mode» and with XTABS and CRMOD enabled (see 
//v(4)). Aside from this initial setup, the only mode changes telnetd will carry out are those 
required for echoing characters at the client side of the connection. 

Telnetd supports binary mode, and most of the common TELNET options, but does not, for 
instance, support timing marks. Consult the source code for an exact list of which options are 
not implemented. 

SEE ALSO 

telnet(lC) 

BUGS 

A complete list of the options supported should be given here. 
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NAME 

tclscr — PUP Telnet Protocol Service 

SYNOPSIS 

/cic/ pup/ (else r[i\rg\] [Debug] 

DESCRIP'IION 

Telser provides tlie PUP Telnet service for a Unix time-sharing system. 'I'his allows iisere from 
other systems (including RtherTips) running PUP Telnet to log into the system. This command is 
normally run only by the super-user when the system is brought into multi-user mode. 

If one command line argument is given, then helpful debugging information will be written in the 
• . : : : J3'"8V;area t^o be seen with the y^^ Gonruiiand.. -With two arguents,, more debugging information will 
be printed, and if the second argument starts with the letter D then iiSP debug infoiination will be 
printed. 

SEE AI.SO 

puptclnet(l), ftpser(8) 

AUTHOR 

Bill Nowicki 

BUGS 

There are some suspected bugs in tlie pty device drivers. If you figiue tliem out, please let us 
know. 
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NAME 

tftpd - DARPA Trivial File Transfer Protocol server 

SYNOPSIS 

/etc/tftpd I -d] [port] 

DESCRIPTION 

TJtpd is a server which supports the DARPA Trivial File Transfer Protocol. The TFTP server 
operates at the port indicated in the "tftp" service description; see servicesiS). This port 
number may be overridden (for debugging purposes) by specifying a port number on the com- 
mand line. If the -*d option is specified, each socket created by 0pd will have debugging 
enabled (see SO_DEBUG in socketiD). 

The use of tfip does not require an account or password on the remote system. Due to the lack 
of authentication information, tftpd will allow only publicly readable files to be accessed. Note 
that this extends the concept of * 'public'* to include all users on all hosts that can be reached 
through the network; this may not be appropriate on all systems, and its implications should be 
considered before enabling tftp service. 

SEE ALSO 

tftp(lC) 

BUGS 

This server is known only to be self consistent (i.e. it operates with the user TFTP program, 
(^p(lC)). Due to the unreliability of the transport protocol (UDP) and the scarcity of TFTP 
implementations, it is uncertain whether it really works. 

The search permissions of the directories leading to the files accessed are not checked. 
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NAME 

timcck - poll the localnct for the current time 

SYNOPSIS 

/ctc/tiincck [— s] 

Dt:SCRIPTION 

The timeck program sends a broadcast message to die localnet (as defined in /etc/ networks, see net- 
works (5)), requesting the current time (as defined in /etc/ services, sec services (5)). 

If the ' — s' option is specified, then timeck will set the current host's time to tlie time reported by 
the first host responding. 

SEE ALSO 

inetd(8C) 

BUGS 

If the local network doesn't support broadcasting, timeck should consult /etc/hosts (see hosts (5)) 
and send a message to each host it finds there that resides on the local network. 

It is a feature, not a bug, that the name and address of the local net are detemiincd by looking at 
/ etc/ networks instead of /dev/kmem. 
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NAME 

trpt — transliterate protocol trace 
SYNOPSIS 

trpt ( — a ] I ^s 1 [ "-t 1 [ — J ] [ — p hex-address ] ( system I core ] ] 
DESCRIPTION 

Trpt interrogates the buffer of TCP trace records created when a socket is marked for "debug- 
ging" (see setsockopt{2))t and prints a readable description of these records. When no options 
are supplied, trpt prints all the trace records found in the system grouped according to TCP con- 
nection protocol control block (PCB). The following options may be used to alter this 
behavior, 

— s in addition to the normal output, print a detailed description of the packet sequencing 
information, 

— t in addition to the normal output, print the values for all timers at each point in the 
trace, 

— j just give a list of the protocol control block addresses for which there are trace records, 

— p show only trace records associated with the protocol control block who's address fol- 
lows, 

—a in addition to the normal output, print the values of the source and destination 
addresses for each packet recorded. 

The reconmiended use of trpt is as follows. Isolate the problem and enable debugging on the 
socket(s) involved in the connection. Find the address of the protocol control blocks associated 
with the sockets using the —A option to netstatH). Then run /r;7f with the — p option, supply- 
ing the associated protocol control block addresses. If there are many sockets using the debug- 
ging option, the —J option may be useful in checking to see if any trace records are present for 
the socket in question. 

If debugging is being performed on a system or core file other than the default, the last two 
arguments may be used to supplant the defaults. 

FILES 

/vmunix 
/dev/kmem 

SEE ALSO 

setsockopt(2), netstat(l) 

DIAGNOSTICS 

"no namelist** when the system image doesn't contain the proper symbols to find the trace 
buffer, others which should be self explanatory. 

BUGS 

Should also print the data for each input or output, but this is not saved in the race record. 
The output format is inscrutable and should be described here. 
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NAME 

tunefs — tune up an existing file system 

SYNOPSIS 

/etc/tunefs tuneup-options specialfilesys 

DESCRIPTION 

Tunefs is designed to change the dynamic parameters of a file system which affect the layout 
policies. The parameters which are to be changed are indicated by the flags given below: 

—a maxcontig 

This specifies the maximum number of contiguous blocks that will be laid out before 
forcing a rotational delay (see — d below). The default value is one, since most device 
drivers require an interrupt per disk transfer. Device drivers that can chain several 
buffers together in a single transfer should set this to the maximum chain length. 

— d rotdelay 

This specifies the expected time (in milliseconds) to service a transfer completion inter- 
rupt and initiate a new transfer on the same disk. It is used to decide how much rota- 
tional spacing to place between successive blocks in a file. 

— e maxbpg 

This indicates the maximum number of Weeks any single file can allocate out of a 
cylinder group before it is forced to begin allocating blocks from another cylinder 
group. Typically this value is set to about one quarter of the total blocks in a cylinder 
group. The intent is to prevent any single file from using up all the blocks in a single 
cylinder group, thus degrading access times for all files subsequently allocated in that 
cylinder group. The effect of this limit is to cause big files to do long seeks more fre- 
quently than if they were allowed to allocate all the blocks in a cylinder group before 
seeking elsewhere. For file systems with exclusively large files, this parameter should 
be set higher. 

— m minfree 

This value specifies the percentage of space held back from normal users; the minimum 
free space threshold. The default value used is 10%. This value can be set to zero, 
however up to a factor of three in throughput will be lost over the performance 
obtained at a 10% threshold. Note that if the value is raised above the current usage 
level, users will be unable to allocate files until enough files have been deleted to get 
under the higher threshold. 

SEE ALSO 

fs(5), newfs(8), mkfs(8) 

McKusick, Joy, LefHer; "A Fast File System for Unix", Computer Systems Research Group, 
Dept of EECS, Berkeley, CA 94720; TR #7, September 1982. 

BUGS 

This program should work on mounted and active file systems. Because the super-block is not 
kept in the buffer cache, the program will only take effect if it is run on dismounted file sys- 
tems, (if run on the root file system, the system must be rebooted) 

You can tune a file system, but you can't tune a fish. 
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NAME 

update — periodically update the super block 

SYNOPSIS 

/etc/update 

DESCRIPTION 

Update is a program that executes the syncO.) primitive every 30 seconds. This insures that the 
file system is fairly up to date in case of a crash. This command should not be executed 
directly, but should be executed out of the initialization shell command file. 

SEE ALSO 

sync(2), sync(8), init(8), rc(8) 

BUGS 

With update running, if the CPU is halted just as the siync is executed, a file system can be dam- 
aged. This is partially due to DEC hardware that writes zeros when NPR requests fail. A fix 
would be to have sync{%) temporarily increment the system time by at least 30 seconds to 
trigger the execution of update. This would give 30 seconds grace to halt the CPU. 
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NAME 

utimc — adjust the access or modification time of a file 

SYNOPSIS 

utimc [-a | -in] file [+-]nnU ... 

DESCRIPTION 

Ulime adjusts the access (with -a option) or modification (-m option) time of a Unix fiie. 'i'he time 
is adjusted to be later (+) or earlier (-) than its current value by <nn> units U of time. <nn> is an 
integer; U is a single character standing for the units: s for seconds, m for minutes, h for hours, d 
for days, w for weeks. 

This program is just a simple interface to utimc(3). The default time option is -m (modification 
time). There Is no default unit. - ■ y . , y . .. . ^ .. 

AUTHOR 

Steve 1-lartwell. Manual page by Brian Reid. 

BUGS 

No way to set the time to an absolute value, although see filetime(l) for a means by which it can be 
hacked. 
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n:aiie 

uurec — receive processed news articles via mail 

SYNOPSIS 

uurec 

DESCREPTION 

uurec reads news articles on the standard input sent by sendnews(8), decodes 
them, and gives them to wiews(l) for insertion. 

SEE ALSO 

inews(l), readnews(l), recnews(8). sendnews(8), newscheck(l) 
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NAME 

uusnap — show snapshot of the UUCP system 

SYNOPSIS 

uusnap 

DESCRIPTION 

Uusnap displays in tabular format a synopsis of the current UUCP situation. The format of 
each line is as follows: 

site N Cmds N Data N Xqts Message 

Where "site" is the name of the site with work, "N" is a count of each of the three possible 
types of work (command, data, or remote execute), and "Message" is the current status mes- 
sage for that site as found in the STST file. 

Included in "Message" may be the time left before UUCP can re-try the call, and the count of 
the number of times that UUCP has tried to reach the site. 

SEE ALSO 

uucp(lC), UUCP Implementation Guide 



4th Berkeley Distribution 



7 July 1983 



1 



VIPW(8) 



UNIX Programmer's Manual 



VIPW ( 8 ) 



NAME 

vipw — edit the password file 

SYNOPSIS 
vipw 

DESCRIPTION 

Vipw edits the password file while setting the appropriate locks, and does any necessary process- 
ing after the password file is unlocked. If the password file is already being edited, then you 
will be told to try again later. The w editor will be used unless the environment variable EDI- 
TOR indicates an alternate editor. Vipw performs a number of consistency checks on the pass- 
word entry for root, and will not allow a password file with a "mangled'* root entry to be 
installed. 

SEE ALSO 

chfn(l), chsh(I), passwd(l), passwd(5), adduser(8) 

FILES 

/etc/ptmp 
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